US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE 'sz:v %\NAV DA
GAD VOR/DME GAYEC (FO) 002.71/12.79 3500 LNAV: RW18
IAF EC FB 90.48 / 6.2 3 _ ]
GESTS (IAF) GAYEC (NOPT) (FE) 190.48/6.21 500 CLIMB TO 3600 DIRECT HORPO AND ON TRACK 268.13 TO WENDO
GAYEC (IF/IAF) OCOKO (FB) 183.25/ 4.00 2700 AND HOLD.
OCOKO EKUTE (FB) 183.25/ 2.40 2500
EKUTE (FAF) RW18 (MAP) (FO) 183.25/6.02
RW18 (MAP) 836 MSL 183.25
ADDITIONAL FLIGHT DATA:
% St HORPO (F8) CRART FAS OBST. 1120 TOWER 340131
HART FAS OBST: 40131N/0860555W
HORPO WENDO (FO) 268.13/9.47 3600 FAS OBST: 1299 AAO 340300N/0860430W
DISTANCE TO THLD FROM 294 HATH: 0.80 NM.
WAAS CHANNEL # 90500
REFERENCE PATH ID: W18A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 136.2M
2. HOLD N GAYEC, RT, 183.25 INBOUND, 3500 FT. IN LIEU OF PT (IAF)
3.FAC: 183.25 FAF: EKUTE DIST FAF TO MAP:  6.02 THLD:  6.02
4. MIN. ALT: GAYEC 3500, OCOKO 2700, EKUTE 2500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MIN GS INCPT: 2500 GS ALT AT: EKUTE 2500 OM: MM: IM:
7. GSANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: RW18 3400 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 836 1 294 836 1 294 836 1 294 836 1 294
LNAV/VNAV DA 1528 4 986 1528 4 986 1528 4 986 1528 986
LNAV MDA 1560 11/4 1018 1560 1112 1018 1560 3 1018 1560 3 1018
CIRCLING 1560 11/4 991 1560 1172 991 1560 3 991 1560 3 991
NOTES:
CHART NOTE: CIRCLING TO RWY 36 NA AT NIGHT. CAT A, B 1000-2, CAT C, D 1000-3 AL/
CHART NOTE: BARO-VNAV NA WHEN USING ANNISTON ALTIMETER SETTING. NA WHEN LOCAL WEATHER NOT AVAILABLE. g
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -16C (4F) OR ABOVE 40C (104F). 4
CHART NOTE: DME/DME RNP-0.3 NA. <, \éf’
(SEE FORM 8260-10) EC
CITY AND STATE ELEVATION: 569 THRE: 542 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
GADSDEN, AL AIRPORT NAME: IDENJHXER: RNAYV (GPS) RWY 18, AMDT 1 AMDT: ORIG
NORTHEAST ALABAMA RGNL DATED  02/14/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:] YES [I] NO CONCURRENT
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
X OO ™ O [®@ & [X] znswserconawrues
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY
NAME. FIFO DATE.
KELLY DEAN AVN-110 10/02/2009
APPROVED BY
NAME: FIFO DATE.
DARRYEL ADAMS MANAGER AVN-110
CHANGES:
1. ALL COURSES CHANGED BY 3 DEGREES.
2. ADDED STEPDOWN FIX (OCOKO) IN INTERMEDIATE.
3. LPV ALL CATS DA LOWERED FROM 967 TO 836.
4. LPV ALL CATS VISIBILITY LOWERED FROM 1 1/2 TO 1.
5. LNAVIVNAV ALL CATS DA LOWERED FROM 1851 TO 1528.
6. LNAV/VNAV ALL CATS VISIBILITY CHANGED FROM 2 TO 4.
7. LNAV ALL CATS MDA INCREASED FROM 1500 TO 1560.
8. LNAV CATS BI/C VISIBILITY INCREASED BY 1/4.
9. CIRCLING ALL CATS MDA INCREASED FROM 1500 TO 1560.

10. CIRCLING CATS B/C VISIBILITY INCREASED TO 1 1/2 AND 3 RESPECTIVELY.

11. FAF MOVED FROM 5.93 TO 6.02 NM FROM RWY 18.

12. DIST FAF TO MAP AND THLD CHANGED TO 6.02.

13. UNCOMPENSATED BARO-VNAV MAX TEMP LIMIT CHANGED FROM 48C TO 40C.

14. MISSED APPROACH CLEARANCE LIMIT CHANGED FROM STAMP TO WENDO; TRACK CHANGED FROM 272.22 TO 268.13; HOLDING CHANGED.

SEE 8260-10

REASONS:

. MAG/VAR CHANGED FROM OE TO 3W.

. AIRSPACE.

. SLOPES CHANGED FROM 27.03:1 TO 34:1 CHANGING CONTROLLING OBSTACLES.
CORRESPOND WITH LOWERING DA.

CONTROLLING OBSTACLES CHANGED DUE TO TRAP SIZE CHANGING.

. CORRESPOND WITH LOWERING DA AND REMOVED FLY TO VISUAL NOTE.
. CONTROLLING OBSTACLE.

. CORRESPOND WITH RAISING MDA.

. STRAIGHT IN ADJUSTMENT TO MATCH LNAV MINIMUMS.

10. CORRESPOND WITH CHANGING MDA.

11. USED LNAV/VNAV FORMULA.

12. FAF MOVED.

13. UPDATED CALCULATION.

14. PREVIOUS MISSED EXCEED 90 DEGREE TURN.

SEE 8260-10
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RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON GAD VORTAC AIRWAY RADIALS 300 CW 040.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT GESTS ON V115 NORTHEAST BOUND.

CHART NOTE: STRAIGHT-IN/CIRCLING RWY 18 PROCEDURE NA AT NIGHT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ANNISTON ALTIMETER SETTING AND
INCREASE LPV DA ALL CATS TO 902, LNAV/VNAV DA ALL CATS TO 1594, AND ALL MDA 80 FEET; INCREASE LPV
ALL CATS VISIBILITY 1/4 MILE.

\:);aj..[ 7
A
OHEC\§
CITY AND STATE ELEVATION: 569 THRE: 542 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
GADSDEN, AL AIRPORT NAME: 'DEN;:;'\ER: RNAV (GPS) RWY 18, AMDT 1 AMDT: ORIG
NORTHEAST ALABAMA RGNL DATED:  02/14/2008
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA

I N A A O A N ]

OTHER (specify)

FLIGHT CHECKED BY

CHANGES CONT.

15. UPDATED BACKUP ALTIMETER SETTING NOTE.

16. DELETED FLY VISUAL NOTE FOR LNAV/VNAV.

17. CHANGED ALL REFERENCES TO TDZE TO THRE, CHANGED HAT TO HATH.
18. ADDED CHART NOTE: VISIBILITY REDUCTIONS BY HELICOPTERS NA.

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:

REASONS CONT.

15. PROVIDE OPTIMUM UNDERSTANDING OF NOTE AND ADJUSTMENTS.

16. CRITERIA 8260.3B CHANGE 20 STATES "SHOULD NOT BE GRANTED ROUTINELY".
17. 1AW 8260.3B, VOL 1, CHAP 3.

18. 34:1 PENETRATIONS EXIST.

EFFECTIVE CONCURRENT WITH:

KGAD ILS OR LOC RWY 24, ORIG




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KGAD
RUNWAY RW18
APPROACH PERFORMANCE DESIGNATOR (i}
ROUTE INDICATOR '
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W18A
LTP/FTP LATITUDE 335856.7370N
LTP/FTP LONGITUDE 0860509.3400W
LTP/FTP ELLIPSOIDAL HEIGHT +01362
FPAP LATITUDE 335727.4800N
FPAP LONGITUDE 0860509.8100W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1288
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 4C734645
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +01652
FPAP ORTHOMETRIC HEIGHT +01652
\5?\2-/ 7 R
A
fa)
QPPN
HECS
CITY AND STATE ELEVATION: 569 THRE: 542 rAECrxlh'lH PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. D ER: RNAV (GPS) RWY 18, AMDT 1
GADSDEN, AL AIRPORT NAME: AV (GPS) AMDT: ORIG
NORTHEAST ALABAMA RGNL DATED: 02/14/2008

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N ) A N

AOPA

[

NBAA OTHER (specify)

[

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD GAD K7011230VDL N33583505W086050081 N33583505W086050081E0020005601 NARGADSDEN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EKUTE K70 w N34045876W086050744 w0035 NAR EKUTE
SUSAEAENRT GAYEC K70 \ N34112385W086050542 w0035 NAR GAYEC
SUSAEAENRT GESTS K70 C L N34173378W086040697 w0035 NAR GESTS
SUSAEAENRT HORPO K70 w N33520927W086051147 w0034 NAR HORPO
SUSAEAENRT OCOKO K70 w N34072316W086050668 W0035 NAR OCOKO
SUSAEAENRT WENDO K70 C L N33512043W086163127 w0033 NAR WENDO
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGADK7AGAD 0 068YHN33582154W086052070W003000569 1800018000C MNAR NORTHEAST ALABAMA RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGADK7FR18 AGAD 010GAD K7D 0V IF 18000 A JS
SUSAP KGADK7FR18 AGAD 020GAYECK7EAOQOEY 020TF 00270128 + 03500 A JS
SUSAP KGADK7FR18 AGAD 030GAYECK7EAQOEE AR HF 18330040 + 03500 A JS
SUSAP KGADK7FR18 AGESTS 010GESTSK7EAQOE A IF 18000 A JS
SUSAP KGADK7FR18 AGESTS 020GAYECK7EAOEE B 010TF 19050062 + 03500 A JS
SUSAP KGADK7FR18 R 010GAYECK7EAQE I IF + 03500 18000 A JS
SUSAP KGADK7FR18 R 0110COKOK7EAQOE S O051TF 18330040 + 02700 A JS
SUSAP KGADK7FR18 R 020EKUTEK7EA1lE F O051TF 18330024 + 02500 RW18 K7PGA JS
SUSAP KGADK7FR18 R 020EKUTEK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KGADK7FR18 R 030RW18 K7PGOGY M 031TF 18330060 00582 -300 A JS
SUSAP KGADK7FR18 R 040 0o M CA 1833 + 00836 A JS
SUSAP KGADK7FR18 R 050HORPOK7EAQE DF A JS
SUSAP KGADK7FR18 R 060WENDOK7EAQEY 010TF 2681 + 03600 A JS
SUSAP KGADK7FR18 R 070WENDOK7EAQEE R HM 26810040 + 03600 A JS
NS
& g3
4
}
f{r(ﬁé*
CITY AND STATE ELEVATION: 569 THRE: 542 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GADSDEN, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1 P
RNAV AMDT:
NORTHEAST ALABAMA RGNL DATED: 02/14/2008

FAA FORM 8260-10 /April2006 (Com puterGenerated) PAGE 4 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 OO 0O @O

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGADK7GRW18 0048061833 N33585674W086050934+0200 +0136200542000040150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGADK7PR18 RW18 001 0000W18AON3358567370W08605093400+013620300N3357274800W08605098100106751288000400F4005004C734645
SUSAP KGADK7PR18  RW18 002E +01652+01652LPV 90500
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGADK7SRW18 K7PG 0 18018003425 M
,;,_;’L‘«Lf,;
m! 4
{
"""}.‘p»{f{?
CITY AND STATE ELEVATION: 569 THRE: 542 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GADSDEN, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1 5
RNAV AMDT: RIG
NORTHEAST ALABAMA RGNL DATED:  02/14/2008

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 5 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[ ] yes [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 OO O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
GAD GAD 010 IF
GAD GAYEC 020 TF FO 2.0 002.7(359.7T) 012.8 03500
GAD GAYEC 030 IAF HF R FO 183.3(180.3T) 004.0 03500
GESTS GESTS 010 IAF IF
GESTS GAYEC 020 IF TF FB 1.0 190.5(187.5T) 006.2 03500
GAYEC 010 FACF IF 03500
OCOKO 011 SDF TF FB 0.5 183.3(180.3T) 004.0 02700
EKUTE 020 FAF TF FB 0.5 183.3(180.3T) 002.4 02500
RW18 030 MAP TF FO 0.3 183.3(180.3T) 006.0 00582
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 183.3(180.3T) 00836
HORPO 050 DF FB
WENDO 060 TF FO 1.0 268.1(265.1T) 03600
WENDO 070 HM R FO 268.1(265.1T) 004.0 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GAD N335835.05 W0860500.81 N3358.584 wW08605.014
EKUTE N340458.76 W0860507.44 N3404.979 W08605.124
GAYEC N341123.85 W0860505.42 N3411.398 W08605.090
GESTS N341733.78 w0860406.97 N3417.563 W08604.116
HORPO N335209.27 W0860511.47 N3352.155 Ww08605.191
OCOKO N340723.16 W0860506.68 N3407.386 Ww08605.111
WENDO N335120.43 wW0861631.27 N3351.341 W08616.521
RW18 N335856.74 W0860509.34 N3358.946 W08605.156
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00542 40
A
WAL
Lo A
4 'y
fkkw*ﬁéJ
CITY AND STATE ELEVATION: 569 THRE: 542 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GADSDEN, AL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1 Py
RNAV AMDT: R
NORTHEAST ALABAMA RGNL DATED:  02/14/2008

FAA FORM 8260-10 /April2006 (Com puterGenerated)




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 OO O O

AOPA NBAA OTHER (specify)

[] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER GAD VOR/DME GAYEC 1. TOWER (01-000994) [340927.00N/0860244.00W | 1949 (4D) 2000 |MT-500 3500
2. TERRAIN 340442.00N/0860254.00W | 1214 (1200) AS1500 2700
INITIAL GESTS GAYEC 3. AAO 341536.00N/0860518.00W | 1359 (4E) 1000 |AT1141 3500
4. TERRAIN 341536.00N/0860518.00W | 1159 (1200) AS1500 2700
INTERMEDIATE GAYEC (IF/IAF) OCOKO 1. TOWER (01-000994) |340927.00N/0860244.00W | 1949 (4D) 500 |AC50 2500
5. TERRAIN 340800.00N/0860409.00W | 1178 (1200) AS1500 2700
INTERMEDIATE: OCOKO EKUTE |6. TOWER (01-002502) {340741.00N/0860703.00W |1399 (2C) 500 |AT601 2500
STEPDOWN 7. TERRAIN 340700.00N/0860727.00W | 1152 (1200) AS1000 2200
FINAL: LPV EKUTE RW18 |8- TREE (KGADTO076)  |[335858.90N/0860504.72W |576 (2C) 34:1 |AC20 MA44 836/294
FINAL: LNAV/VNAV EKUTE RW18 |9. TOWER (01-000799) |340131.00N/0860555.00W | 1120 (4D) 23.4:1 |AC50 1528/986
FINAL: LNAV EKUTE RW18 10. AAO 340259.84N/0860429.88W [ 1299 (2C) 250 [xL1 1560
2. HOLD-IN-LIEU-OF-PT GAYEC P-5 1. TOWER (01-000994) [340927.00N/0860244.00W [1949 (4D) 1000 |ATS551 3500
11. TERRAIN 340906.00N/0860857.00W | 1359 (1400) AS1500 2900
MAP: |DA/DA/RW18 WENDO 12. TREE (KGADT079) [335926.00N/0860514.92W |623 (2C) ASC |AcC20 3600
i’P"gggigH 13. TREE 335431.96N/0860552.98W | 1379 (2C) | 1000 2400
ELEV: |629/1367/1459 14. TERRAIN 335504.36N/0860504.85W | 1239 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A |350 991 15. TOWER (01-001733)| 335919.00N/0860447.00W [735 (4D) 300 G| 1560
CATEGORY B 1.5 NM i 450 |2 991 15. TOWER (01-001733) 335919.00N/0860447.00W |735 (4D) 300 sl 1560
CATEGORY C 1.7 NM S| 450 |2 991 15. TOWER (01-001733) 335919.00N/0860447.00W |735 (4D) 300 sl 1560
CATEGORY D 2.3 NM oA BEED 2 991 16. TOWER (01-002384) 335814.00N/0860210.00W |784 (2C) 300 Sl 1560
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwW18 N
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA #
360-360 AAO 107/ 25.6 2340 (6C) 3400 - * A
- ‘I,vg/,‘ N 4
CITY AND STATE ELEVATION: 569 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
GADSDEN, AL AIRPORT NAME: RNAV RNAV (GPS) RWY 18, AMDT 1 ASO
NORTHEAST ALABAMA RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated) : PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZTL ARTCC NWS |OTHER: SOURCE:KGAD / KANB
BHM APP CON
ANB FSS AWOS-3 DISTANCE: 0/ 25.76
FAA HOURS REMOTE OPERATION:
24
SATISFACTORY ON: AIC
x|[VHF | x[uHF | [HF LOCATION: KGAD ADJUSTMENT: 0/ 66
PRIMARY NAVAID:
4, -
MONITOR MONITOE :Tc>1|NT.
STATUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. X  [HIRL 24 (PCL), 06 (PCL)
APPROACH g
& RUNWAY
LIGHTING X  |[REIL 18 (PCL), 36 (PCL), 24 (PCL), 06 (PCL)
TDZ
C/LINE
X OTHER (SPECIFY)
PAPI-2L 18 (PCL), 36 (PCL) PAPI-4L 24, 06 (PCL)
6. RUNWAY  |BASIC
INSTRUMENT  NPI-G 18, 36
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:541.9
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
KELLY DEAN

DATE:
10/02/2009

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AVN-110

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE VDP SURFACE.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
VGSI DATA: 2.75/41.5

SEE ATTACHED AIRSPACE LETTER.

RASS (PRESSURE PATTERNS ARE THE SAME)
KGAD 569, KANB 612
RA=65.2

KGAD AND KANB ARE ON SERVICE A.

SLOPES:
LPV SLOPE = 34:1
LNAV/VNAV INNER SLOPE = 23.4:1

LNAV/VNAYV ISA DEVIATION = -30
USED 100 FT VEGETATION PER FPT.

STRAIGHT-IN MINIMUMS AND CIRCLING TO RWY 18/36 MINIMUMS
NA AT NIGHT PER FPO DUE TO 20:1 PENETRATIONS, VGSI
ANGLE BELOW 3 DEGREES, AND NO RWY LIGHTS.

TAA NOT DEVELOPED PER AIR TRAFFIC/FPO REQUEST.

OBSTACLE #1, #9, AND #15 4D AC PREVIOUSLY VERIFIED BY
FLIGHT CHECK ON ORIGINAL EVALUATION.

W SURFACE DELAYED 190.75 FT FOR 763.25 FT GPI.

TERPS, VOLUME 1 "VISUAL PORTION OF FINAL"

(20:1) PENETRATIONS:

576 TREE (KGADTO076) 335858.90N-0860504.72W (33.10)
565 TREE (KGADTO074) 335901.45N-0860513.13W (9.37)
571 TREE (KGADT072) 335902.97N-0860513.15W (7.69)

(34:1) PENETRATIONS:
616 TREE (KGADT100) 335923.62N-0860502.34W (0.02)
610 TREE (KGADT099) 335918.59N-0860503.23W (8.98)
595 TREE (KGADT098) 335913.37N-0860503.00W (9.49)
605 TREE (KGADT094) 335914.37N-0860515.69W (16.66)
621 TREE (KGADT089) 335924.19N-0860505.65W (3.36)
623 TREE (KGADT079) 335926.00N-0860514.92W (0.08)




RADIO FIX AND HOLDING DATA RECORD

NAME: EKUTE STATE: AL COUNTRY: US
LATITUDE/LONGITUDE: 340458.76N/0860507.44W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 18 KGAD GADSDEN AL (US)
IAP RNAV (GPS) RWY 36 KGAD GADSDEN AL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/25/2011

REASON FOR REVISION:
DELETED FAC 1.
UPDATED FIX USE AND REMARKS.

DEVELOPED BY: DATE: 10/01/2009 OFFICE: AVN-110 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AVN-110 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GADSDEN VOR/DME STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 335835.05N/0860500.81W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 GADSDEN GAD VOR/DME L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP BIRMINGHAM KBHM BIRMINGHAM AL US;

DP T/O MINS AND OBSTACLE DP KGAD GADSDEN AL (US

DP HUNTSVILLE KHSV HUNTSVILLE AL (US)

DP RMBLN (RNAV) KATL ATLANTA GA (US)

DP CHATTANOGA KCHA CHATTANOOGA TN (US)

EN ROUTE V209 (Us

EN ROUTE V321 iUS

EN ROUTE V325 us

EN ROUTE V541 (US)

IAP NDB-A K8AQ ALBERTVILLE AL (US

IAP RNAV (GPS) RWY 23 K8AQ ALBERTVILLE AL (US

IAP ILS OR LOC/DME RWY 24 KBHM BIRMINGHAM AL (US

IAP ILS OR LOC/DME RWY 24 KGAD GADSDEN AL (US)

IAP RNAV (GPS; RWY 18 KGAD GADSDEN AL (US)

IAP RNAV (GPS) RWY 24 KGAD GADSDEN AL (US)

IAP RNAV (GPS) RWY 36 KGAD GADSDEN AL (US

IAP RNAV (GPS) RWY 6 KGAD GADSDEN AL (US

IAP VOR RWY 6 KGAD GADSDEN AL (US

IAP VOR-A KPLR PELL CITY AL (US)

|AP RNAV (GPS) RWY 21 KASN TALLADEGA AL (US)

IAP ILS OR LOC/DME RWY 31 KPUJ ATLANTA GA (US)

STAR VIKNN (RNAV) KATL ATLANTA GA (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 9 DATE OF REVISION: 06/30/2011

REASON FOR REVISION:
1. STAR AND DP ADDED TO REQUIRED CHARTING.
2. FIX USE UPDATED.

DEVELOPED BY: DATE: 01/15/2011 OFFICE: AVN-110 NAME: PETER GUIMOND

APPROVED BY: DATE: OFFICE: AVN-110 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, BHM APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: GAYEC STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 341123.85N/0860505.42W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND L ORR) TIME DME MIN MAX  MIN MAX

1 - N WP 003.25 183.25 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (01-000994) 340927.00N/0860244.00W 1949 5E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUALTION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 18 1 KGAD GADSDEN AL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/25/2011

REASON FOR REVISION:

DELETED FAC 1.

HOLDING PATTERN COURSE CHANGED FROM 180.25 TO 183.25.
UPDATED HOLDING CONTROLLING OBSTACLE.

UPDATED FIX USE AND REMARKS.

DEVELOPED BY: DATE: 10/01/2009 OFFICE: AVN-110 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 ' Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GESTS STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 341733.78N/0860406.97W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET

1 VULCAN vuz VORTAC H 045.81 047.81 5577 55.77 3500 17500

2 ROCKET RQZ VORTAC L 135.01 137.01 41.21 3500 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

vUzZ VORTAC R-046 56 3500 17500

RQZ VORTAC R-135 42 3500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V115 1,2 (US)

IAP NDB-A K8AO ALBERTVILLE AL (US

IAP NDB-A K4A9 FORT PAYNE AL (US

IAP RNAV (GPS) RWY 18 KGAD GADSDEN AL (US)

IAP GPS-A K8A1 GUNTERSVILLE AL (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 08/25/2011

REASON FOR REVISION:

ADDED DIST FROM NM TO FAC 1 AND 2.
DELETED FAC 3.

ADDED ESV'S.

RAISED FAC 1 AND 2 MRA FROM 2500 TO 3500.
UPATED FIX USE AND REMARKS.

DEVELOPED BY: DATE: 10/02/2009 OFFICE: AVN-110 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST

ARTCC: ZME, ZTL
ATC FACILITY: HSV APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HORPO STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 335209.27N/0860511.47W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
|AP RNAV ?GPS RWY 18 KGAD GADSDEN AL §US
IAP RNAV (GPS) RWY 36 KGAD GADSDEN AL (US

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/25/2011

REASON FOR REVISION:
FIX MOVED 585FT SOUTH.
DELETED FAC 1.
UPDATED REMARKS.

DEVELOPED BY: DATE: 10/02/2009 OFFICE: AVN-110 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AVN-110 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OCOKO STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 340723.16N/0860506.68W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 18 KGAD GADSDEN AL (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 10/01/2009
DEVELOPED BY: DATE: 10/01/2009 OFFICE: AVN-110 NAME: KELLY DEAN
NFPO APPROVAL.: DATE: OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: WENDO STATE: AL COUNTRY: US

LATITUDE/LONGITUDE: 335120.43N/0861631.27W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 GADSDEN GAD VORDME L 231.00 23300 12.00 12.00 3600 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 E wpP 088.13 268.13 R 4 3600 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 335555.90N/0861916.30W 1750  6A

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V209 1 (US)

IAP RNAV (RNP) Z RWY 24 KBHM BIRMINGHAM AL (US)

IAP RNAV (RNP) Z RWY 6 KBHM BIRMINGHAM AL (US

IAP RNAV (GPS) RWY 18 1 KGAD GADSDEN AL (US

REQUIRED CHARTING: IAP, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/25/2011

REASON FOR REVISION:

LOWERED MRA FROM 11000 TO 3600.
ADDED HOLDING PATTERN.
UPDATED FIX USE AND REMARKS.

DEVELOPED BY: DATE: 03/17/2011 OFFICE: AJV-352 NAME: KELLY DEAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: BHM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell
Manager, National Flight Data Center
From: Larry Strout,

Supervisor, Production Integration Team
Reply To Attn Of: Meg Heyman

0301-7103-28032 x 143

FAX: 0301-7103-4489

Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ‘ Airport/Facility” column
will be revised effective concurrent with the publication of the procedure(s) listed below.

ILS or LOC/DME RWY 24, ORIG
RNAV (GPS) RWY 24, AMDT 1
RNAV (GPS) RWY 6, AMDT 1
RNAV (GPS) RWY 18, AMDT 1
RNAV (GPS) RWY 036, AMDT 1

Estimated Chart Date: 06/03/2010

Please publish these changes in the National Flight Data Digest.

ALABAMA
Airport/ Assigned Magnetic Epoch
Location Name Facility Identifier Variation Value Year
Gadsden Northeast Alabama Airport KGAD/ Old 00° East 2010
Regional GAD New 03° West
Gadsden ILS GAD 03° West 2010

cc: Requested by Kelly Dean, AVN-110
AVN-102 (Guest), AVN-140 (Alisa Carpenter), ATL-FPO, AVN-250/AVN-110/AVN-100rf



TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GADSDEN STATE: AL
AIRPORT NAME: NORTHEAST ALABAMA REGIONAL ID: KGAD
'PROCEDURE: RNAV (GPS) RWY 18 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 4.77
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.25
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 180.25

4. High Terrain in FINAL segment containing 1000' point 1099

5. Distance from THLD* to 1500' point 10.82
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 4

7. True Course of INTERMEDIATE segment containing 1500' point_180.25

8. High Terrain in INTERMEDIATE segment containing 1500' point 1178

9. Threshold Coordinates (if straight-in) ... 335856.74N /0860509.34W

10. ARP CoOIdiNates ...................ooeee 335821.54N / 0860520.70W

11. Runway Approach End and distance furthest from ARP................. RWY 6

Distance 0.72 NM

12. FAF Coordinates .........ccccoeeeeunnnee 340458.76N /0860507.44

(Click to Select)

REMARKS: Approach/Drawing attached.






