U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
o Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise mdncated
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.25 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES ) : MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: WOPIK/MCW 5.20 DME
MCW VORTAC ANLEY/MCW 9.00 DME . 354.56 /9.00 . 2900 _
) CLIMB TO 3000 DIRECT MCW VORTAC AND HOLD.,
ZJUA“S:;..IDIM(:W 15.00 DME CCW ZELHU/MCW 15.00 DME (NOPT) 15.00 DME ARC (MCW LR-002) 3000
8x¥:l)lDYIMCW 15.00 DME CW ZELHU/MCW 15.00 DME (NOPT) 15.00 DME ARC (MCW LR-346) 3000
ZELHU/MCW 15.00 DME (IF) ANLEY/MCW 9.00 DME 174.92 / 6.00 (I-MCW) 2700
ADDITIONAL FLIGHT DATA:
HOLD S, RT, 356.00 INBOUND.
CHART FAS OBST: 1295 TREE 431040N/0931933W
CHART MCW R-278 AT OW!
CHART MCW R-075 AT JASUD
ANLEY TO RW18: 2.96/50.
1.PT L SIDE OF COURSE 354.92 OUTBOUND 2900 FT WITHIN 10 MILES OF ANLEY (IAF)
2.
3.FAC 174.92 FAF ANLEY/MCW 9.00 DME DIST FAF TO MAP THLD 4.57
4. MIN. ALT ‘ANLEY 2700, FABIT/MCW 6.23 DME 1680*
8. MSAFROM: MCW VORTAC 355-085 3800, 085-355 2800 . MAG VAR: 5E EPOCH YEAR:1980
. MINIMUMS ) i
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A I | - STANDARD @
CATEGORY. =====> S LA - B . C D ) E
. L ] MDA | VIS |HAT/HAA] MDA | VIS |HAT/HAA| MDA VIS HAT/HAA | MDA Vis HAT/HAA | MDA VIS = [HAT/HAA
B-18 1560 3/4 347 1560 3/4 347 1560 3/4 347 1560 3/4 347
CIRCLING 1660 | 1 446 1680 1 466 1760 11/2 546 1780 2 566
NOTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLES CITY ALTIMETER SETTING AND @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

INCREASE ALL MDA: . 100 FEET, INCREASE S-18/CIRCLING CAT C AND S-18 CAT D VISIBILITY 1/4 MILE. : ) INY,
CHART PLANVIEW NOTE: DME REQUIRED. 0\) 7
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. : 9
(SEE FORM 8260-10) % SQ
CITY AND STATE ELEVATION: 1214 THRE: 1213 FACILITY PROCEDURE NO./AMDT NO.IEFFECTIVE DATE: supP

MASON CITY, IA AIRPORT NAME: IDENTIFIER: - LOC/DME BC RWY 18, AMDT 7
I-MCW AMDT 6B
MASON CITY MUNI : DATE  07/31/2008

FAA FORM 8260-5 / April 2006 (computer generated) PAGE 1 OF BPAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [X] No ' : ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] [ ] [x] 1] [X] [Xx] [X] ZMP, DSM ATCT, AMGR

FLIGHT CHECKED BY

NAME: v FIFO DATE:

DEVELOPED BY

NAME: ' FIFO DATE:
TERENCE D. SHARP (JOHN JOHNSON) ] AJV-351 . 01/12/2012

APPROVED BY

NAME: ) FIFO DATE:
LARRY H STROUT MANAGER AJV-353

CHANGES:

. CHANGED MCW VORTAC FEEDER COURSE FROM 354.57 TO 354.56.

. NAMED INITIAL FIX ON MCW R-075 RADIAL JASUD.

. NAMED INITIAL FIX ON MCW R-278 RADIAL OWUDY.

. CHANGED INTERMEDIATE COURSE FROM 174.93 TO 174.92.

. CHANGED PT OUTBOUND COURSE FROM 354.93 TO 354.92.

. CHANGED FAC FROM 174.93 TO 174.92.

. ADDED FABIT/MCW 6.23 DME STEPDOWN.

. CHANGED MSA 085-355 SECTOR ALTITUDE FROM 2700 TO 2800.

9. ADDED ALTERNATE MINIMUM NOTE "@NA WHEN LOCAL ALTIMETER NOT AVAILABLE."

10. CHANGED STRAIGHT IN CAT D MINIMUM VISIBILITY FROM 1 1/4 TO 3/4.

11. CHANGED CIRCLING CAT D MDA FROM 1840 TO 1780. ) )

12. CHANGED "IF LOCAL ALTIMETER SETTING NOT RECEIVED, USE CHARLES CITY ALTIMETER SETTING AND INCREASE ALL MDA 100 FEET" NOTE TO "WHEN LOCAL ALTIMETER
SETEING NOT RECEIVED, USE CHARLES CITY ALTIMETER SETTING AND INCREASE ALL MDA 100 FEET, INCREASE S-18/CIRCLING CAT C AND S-18 CAT D VISIBILITY 1/4
MILE."”

SEE 8260-10.

ONONHWN =

REASONS:

1,4,5,6. NEW I-MCW SURVEY COORDINATES.
2,3,13. IAW 8260.19D, PARA. 264(A)(4).

7. TO RETAIN PREVIOUSLY PUBLISHED MDA.

8. NEW CONTROLLING OBSTACLE.

9. IAW 8260.19D, PARA. 853(B)(4).

10. IAW 8260.3B, PARA. 3.2.2.

11. IMPROVED AC FOR CONTROLLING OBSTACLE, REMOVED ADJUSTMENT.
12. IAW 8260.19D, PARA. 855(F)(4).

14. 1AW 8260.19D, PARA. 852(D)(4).

PDF-EDITS: - :
1. ADDED "87" FOOT ALTIMETER ADJUSTMENT TO BLOCK 3 ON 8260-9B.
2. DELETED TEXT "TAXIWAY" FROM 8260-98 BLOCK 5 - OTHER LIGHTING.
3. ADDED AMDT AND DATE TO 8260-5, PAGE 182

4. AMENDED 4D AC TO 5D FOR 1771 WINDMILL MSA OBS. , v g , R




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION ~ Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC/DME STANDARD INSTRUMENT APPROACH PROCEDURE e I e D e clovaton. Ditnon o i Al e e oo, catod
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.25 oxcopt visibiliies which are in statute miles or In feet RVR. | o oo corise fndleates,

NOTES, (CONT.):

CHART PROFILE NOTE: DISREGARD GS INDICATIONS.

CHART NOTE: DME FROM MCW VORTAC. SIMULTANEOUS RECEPTION OF I-MCW AND MCW DME REQUIRED.

*1780 WHEN USING .CHARLES CITY ALTIMETER SETTING.

CHART NOTE: FOR INOPERATIVE MALS, INCREASE CAT D VISIBILITY 1/4 MILE.

CHART NOTE: FOR INOPERATIVE MALS, WHEN USING CHARLES CITYy ALTIMETER SETTING, INCREASE $-18 CAT D

VISIBILITY 1/4 MILE.

RNl
CITY AND STATE ELEVATION: 1214 THRE: 1213 FACILITY PROCEDURE NO/ AMDT NO.EFFECTIVE DATE:  |sup:
MASON CITY, IA AIRPORT NAME: IDENTIFIER: LOC/DME BC RWY 18, AMDT 7
LMCW AMDT: 6B
MASON CITY MUNI DATED:  07/31/2008

FAA FORM 8260-10/ April 2006 (Computer Generated) o PAGE 2 OF 5PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ no o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
_FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY _
NAME: FIFO DATE:
APPROVED BY . .
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
1§b¢EDED FIX NAME WOPIK TO MAP. 14. ADDED "*1780 WHEN USING CHARLES CITY ALTIMETER SETTING"
REASONS:
Q;\L! iy
@ 9 4
OHEC@ '




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and attitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
QC BC STA o . - ) - . . . X
L TANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC PACKET - 424-18 - LOC BC - i
1 2 3 ) s 5 7 3 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD AEL K3010980VDTA N43405425W093221472 N43405425W093221472E0010012520 NARALBERT LEA
SUSAD MCW K3011490VTHW N43054112W093194754 N43054112W093194754E0060012092 NARMASON CITY
1 2 3 4 5 [ 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ANLEY K30 R N43144121W093194028 B0COS NAR ANLEY
SUSAEAENRT FABIT K30 C N43115510W083193993 EQ00S NAR FABIT
SUSAEAENRT JASUD K30 R N43075480W092593243 EQ006 NAR JASUD
SUSAEAENRT OWUDY K30 R N43091118W093394256 EQQ12 NAR OWUDY
_SUSAEAENRT WOPIK K30 R N43105314W093193985 EQ00% NAR WOPIK
SUSAEAENRT ZELHU K30 R N43204129W093194096 EGQ00S NAR ZELHU
1 2 3 4 5 [ 7 8 9 0 1 2 ’ 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCWK3AMCW 0 065YHN43092810W093195250R005001214 1800018000C MNAR MASON CITY MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCWK3FB18 AJASUD O010JASUDK3EAQOE. A IF MCW K3 07530150 D 18000 0 DS
SUSAP KMCWK3FB18 AJASUD 020ZELHUK3EAQOEE BL AF MCW K3 354301500753 D + 03000 0 DS
SUSAP KMCWK3FB18 AMCW 010MCW K3D 0OV IF 18000 0 DS
SUSAP KMCWK3FB18 AMCW 020ANLEYK3EAOQOE TF + 02900 0 DS
SUSAP KMCWK3FB18 AMCW 030ANLEYK3EAOEE AR PI AEL K3 1749026330990100D + 02900 Q0 DS
SUSAP KMCWK3FB18 AQWUDY Q0100OWUDYK3EAQE A IF MCW K3 27760150 D 18000 0 DS
SUSAP KMCWK3FB18 AOWUDY 020ZELHUK3EAOEE BR AF MCW K3 354301502776 D + 03000 0 DS
SUSAP KMCWK3FB18 B 010ZELHUK3EAQE I IF IMCWK3 35490103 PI + 03000 18000 ¢ DS
SUSAP KMCWK3FB18 B 020ANLEYK3EAQE F CF IMCWK3 3549004317500060PI + 02700 MCW K3D 0 DS
SUSAP KMCWK3FB18 B 021FABITK3EAQOE S CF IMCWK3 3549001617500028PT + 01680 -296 0 DS
SUSAP KMCWK3FB18 B 030WOPIKK3EAQEY M CF IMCWK3 3545000517500010PI 01505 -296 0 DS
SUSAP KMCWK3FB18 B 040MCW K3D 0VYM DF + 03000 0 DS
SUSAP KMCWK3FB18 B O050MCW. K3D OVE R HM 35607010 + 03000 0 Ds
. 1 2 3 4 5 6 - 7 8 9 0 1 2 3
RUNWAY 1234567890123456789012345678590123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T T S ST T T T S ST m e T T o
SUSAP KMCWK3GRW18 0065011749 N43100709W093193977-0300 +0341501213000055150R @u»‘%{/‘
Faow, WS, § -
1 : 2 3 4 5 6 7 8 9 0 1 2 3 7 =<
@C‘“Kg‘i)
CITY AND STATE ELEVATION: 1214 THRE: 1213 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUP: |
MASON CITY, 1A AIRPORT NAME: IDENTIFIER: LOC/DME BC RWY 18, AMDT 7 - 3
MASON CITY MUNI AMDT: 6B
I-MCW
DATED:  7/31/2008
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] I

AOPA NBAA OTHER (specify)

L1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY }

NAME: NFPG : DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
" | except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—LOC BC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 . indicated, except visibilities which are in statute miles or in feet RVR.

ILS . 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCWK3IIMCW1 010950RW36 N43102191W05931939793549N43051512W0931934281500 12390501290E00506301188

1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCWK3SMCW K3D 0 1752650382526517502825 M

£ U o
U4,
T

CITY AND STATE ELEVATION: 1214 THRE: 1213 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
MASON CITY, IA AIRPORT NAME: IDENTIFIER: LOC/DME BC RWY 18, AMDT 7 y
MASON CITY MUNI | AMDT: 68

I-MmCw [DATED:  7/31/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) ' Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves v [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT -~ ALPA APA

O o O o

AOPA

[

NBAA OTHER. (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
LOC BC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC BC
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JASUD JASUD 010 IAF IF FB
JASUD ZELHU 020 AF L FB 075.3() AA 03000
MCW MCW 010 Iir FB
MCW ANLEY 020 TF FB AA 02900
MCW ANLEY 030 IAF PI R FB 309.9() 010.0 AA 02300
OWUDY QWUDY 010 IAF IF FRB )
OWUDY ZELHU 020 AF R FB 277.6() AA 03000
ZELHU 010 FACE IF FB AA 03000
ANLEY 020 FAF CF FB 175.0() Q06.0 AA 02700
FABIT 021 SDF CF FB 175.0¢() 002.8 AA 01680
WOPIK 030 MAP CF FO 175.0¢() 001.0 AT 01505
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
MCW 040 DF FO AA 03000
MCW 050 HM R FO 356.0() TC1.0 AA 03000
POINT DATA WAYPOINT I.AT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AEL N434054 .25 w0932214.72 N4340.904 W09322.245
MCW N430541.12 W09315847.54 N4305.685 W09319.792
ANLEY N431441.21 W0931940.29 N4314.687 W09319.672
FABIT N431155.10 W0931839.93 N4311.918 W09319.666
JASUD N430754.80 W0925932.43 N4307.913 W09259.541
OWUDY N430911.18 W0933%42.56 N4309.186 W09339.709
WOPIK N431053.14 W0931939.85 N4310.886 W09318.664
ZELHU N432041.29 W0931940.96 N4320.688 W09319.683
RW18 N431007.08 W0931939.77 N4310.118 W09319.663
IMCW (LOC) N431021.91 W0931939.79 N4310.365 W09319.663
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01213 55
Gl
T
Oy Vs et
T ~
i"e""s
SRED
CITY AND STATE ELEVATION: 1214 THRE: 1213 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup-
MASON CITY, 1A AIRPORT NAME: IDENTIFIER: LOC/DME BC RWY 18, AMDT 7
MASON CITY MUNI AMDT: 6B
I-MCW DATED:  7/31/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O 0

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA :
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER MCW VORTAC ANLEY/MCW 9.00 [1. AAO 431212.00N/0932509.00W | 1510 (4E) 1000 [xP390 2900
DME 2. TERRAIN 431212.00N/0932509.00W [1310 (1300) AS1500 2800
INITIAL: ARC —[JASUD/MCW 15.00  |ZELHU/MCW 15.00 [3. TWR (19-002943) 432211.99N/0931627.76W |1740 (5D) 1000 [XP260 3000
DME CCW DME 4. TERRAIN 1432251.00N/0932351.00w {1375 (1400) AS1500 2900
INITIAL: ARC OWUDY/MCW 15.00 [ZELHU/MCW 15.00 |3. TWR (19-002943) 432211.99N/0931627.76W |1740 (5D) 1000 |XP260 3000
DME CW DME = 5. TERRAT 431512.00N/0933315.00W [ 1401 (1400) AS1500 2900
INTERMEDIATE ZELHU/MCW 15.00  |ANLEY/MCW 9.00 (6. WNDML (19-003159) |432105.00N/0931903.00W [1710(5D) | 500 [xpago 2700
DME DME 7. TERRAIN 432039.00N/0932445.00W | 1355 (1400) AS1000 2400
INTERMEDIATE: PT 10 NM ANLEY/MCW 9.00 [3. TWR (19-002943) 432211.99N/0931627.76W [1740 (5D) 500 |XP460 2700
DME 4. TERRAIN 432251.00N/0932351.00W {1375 (1400) AS1000 2400
FINAL ANLEY/MCW 9.00 FABIT/MCW 6.23 8. AAO 1431342.91N/0931959.67W | 1429 (2C) 250 1680
DME DME - '
FINAL: STEPDOWN FABIT/MCW 6.23 WOPIK/IMCW 5.20  [9. TREE (KMCWO0036) [431040.27N/0931933.47W | 1295 (1A) 250 1560
DME DME
2. PROCEDURE TURN ANLEY 10 NM 3. TWR (19-002943) 432211.99N/0931627.76W | 1740 (5D) 1000 |xP160 2900
; 4. TERRAIN 432251.00N/0932351.00W | 1375 (1400) AS1500 : 2900
MAP: |WOPIK/MCW 5.20 MCW VORTAC o , ASC . |3000
2‘P“SESE2H DME - _____|10. POLE (KMCWT0588)[430600.69N/0932018.53W | 1367 (1A) 1000 , 2400
ELEV: [1310 11. TERRAIN 1430624.00N/0932230.00W | 1303 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. ’ ‘ o ‘ ; , ,
CATEGORY A 1.3 NM 350 446 12.-SILO (KMCWT0606)| 431047.60N/0932102,84W [1342 (2C) | - 300 1660
CATEGORY B 1.5 NM wi 450 I 466 13. TWR (KMCWT0592)| 430803.62N/0932115.19W |1361 (2C) 300 | 1680
CATEGORY C 1.7NM |5 450 |2 546 ~~ "|[14-TWR (19:000339)  |430847.00N/0931721.00W {1458 (1A) 300 | - |17e0
CATEGORY D 2.3 NM 8 550 2 566 15. TWR (19-002113) | 430742.83N/0932127.81W [1474 (1A) 300 1780
CATEGORY E 45NM  |®| 550 , : , o
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MCW VORTAC v
... SECTOR... .| OBSTRUCTION BRG/DIST - - |ELEVATION (MSL) MSA SECTOR - | OBSTRUCTION| BRG/DIST ELEVATION (MSL) M‘ié ;2
355-085 TWR (19-000404) 046/27.4 v 2799 (1D) 3800 e
085-355 WDML (19-020489) 293/ 21.5 "~ 1771(5D) 2800 ~ =
CITY AND STATE ELEVATION: 1214 FACILITY PROCEDURE AND AMENDMENT NO. | REGIONPECE
. MASONCITY, IA AIRPORT NAME: I-MCW LOC/DME BC RWY 18, AMDT 7 ACE
, MASON CITY MUNI v

FAA Form 8260 - 9 / April 2006 (Computer Generated) ' ‘ PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - FINAL FACILITY DOES NOT HAVE DME,
ZMP ARTCC N W S [OTHER: SOURCE:KMCW / KCCY VDP IS LESS THAN 0.5 NM BEFORE MAP.
WFOD e FAA ASOS DISTANCE: 0/ 32,07 SOURCE: KMCW (ASOS)/KCCY (AWOS-3)
HOURS REMOTE OPERATION: SERVIGEA: YES/VES
AIC DISTANCE: ON FIELD/32.07 NM
X|VHF | xJuHF | [HF [LOCATION: KMCW ADJUSTMENT: 0/ 87 RASS (PRESSURE PATTERNS ARE THE SAME)
PRIMARY NAVAID: I-MCW KMCW 211221&5 MSL)
4. MONITOR POINT: _MOCC , (1125. )
MONITOR I~ o [ CAT 1 2 1980 MAGVAR 4 37°E
STATUS 2010 MAGVAR 1 8'E
OPTN:| CAT 3 2015 MAGVAR 0 33E
ALS 1980 MAGVAR RETAINED PER FPT EMAIL REQUEST.
1(S) SALS NO ADDITIONAL AIRSPACE REQUIRED.
X  [MALS 18 (PCL) MALSR 36 (PCL) XP = TO MAINTAIN PREVIOUSLY PUBLISHED MIN ALT
5. X [HIRL 18 (PCL), 36 (PCL)
':‘P:Sﬁv’:’ﬁ'; X |MIRL 12 (PCL), 30 (PCL)
LIGHTING X REIL 12 (PCL)
TDZ
CI/LINE
X OTHER (SPECIFY)
PAPI-4L 12 (PCL), 36 (PCL), 30 (PCL) VASI-4L 18 (PCL)
6. RUNWAY  [BASIC
MARKINGS |ALLWEATHER __ PIRF 36
INSTRUMENT  NPI-F 12, 18, 30
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE:2.96 ELEV RWY THRESHOLD:1212.9
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 1192.9
1239 THRESHOLD CROSSING HEIGHT:50.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
TERENCE D. SHARP (JOHN JOHNSON) 01/12/2012 @ q
TITLE: OFFICE: e
AERONAUTICAL INFORMATION SPECIALIST AJV-351




RADIO FIX AND HOLDING DATA RECORD

NAME: ANLEY STATE: IA COUNTRY: US
LATITUDE/LONGITUDE: 431441.21N/0931940.29W i TYPE: DME
AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME . IDENT TYPE CLASS MAG TRUE
: BRG BRG
1 MASON CITY I-MCW LOC 354.92 359.92
2 MASON CITY MCwW VORTAC H 9.00
HOLDING: " HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY )
IAP LOC/DME BC RWY 18 1,2 : KMCW MASON CITY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2v DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
AMENDED FIX COORDINATES BASED ON LATEST LOC SURVEY (FIX MOVED 8.78FT).
EI§ MAKEUP FAC1 AND FAC2 UPDATED BASED ON NEW COORDINATES/CRITERIA.

IX USE UPDATED.

DEVELOPED BY: DATE: 01/12/2012 : OFFICE: AJV-351

DME DIST FROMFAC

NM
4.32
9.00

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: ZAU ARTCC
OTHER:

FEET
26253

MRA MAA

2700 5700
2700 17500

STATE
IA (US)

NAME: TERENCE SHARP (JOHN JOHNSON)

Naos
1

0

el
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RADIO FIX AND HOLDING DATA RECORD

NAME: FABIT STATE: IA COUNTRY: US
LATITUDE/LONGITUDE: 431155.10N/0931939.93W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 MASON CITY I-MCW LOC 354.94 359.94
2 MASON CITY MCW VORTAC H 6.23
HOLDING: ' HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP LOC/DME BC RWY 18 1,2 KMCW MASON CITY
IAP RNAV (GPS) RWY 18 KMCW MASON CITY

REQUIRED CHARTING: AP
COMPULSGORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

FIXTYPE UPDATED.

FAC1 AND FAC2 ADDED FOR USE AS NEW STEPDOWN FIX ON LOC BC RWY 18 AMDT 7.
UPDATED FIX USE.

DME DIST FROMFAC

NM:

1.65
6.23

FEET

MRA  MAA

1580 5700
1580 5700

STATE
IA (US)
IA (US)

DEVELOPED BY: DATE: 01/12/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (JOHN JOHNSON)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: - NFDC
FPO: CEN
ARTCC: ZMP

ATC FACILITY: ZAU ARTCC
OTHER:

@}JM f,i
I

0

o
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| RADIO FIX AND HOLDING DATA RECORD

NAME: JASUD : STATE: 1A
LATITUDE/LONGITUDE: 430754.80N/0925932.43W TYPE: DME
AIRSPACE DOCKET: FIXTYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

COUNTRY: US

TRUE DME DIST FROM FAC MRA MAA

FAC NAME IDENT TYPE CLASS MAG
‘ BRG BRG NM  FEET
1 MASON CITY MCW VORTAC H 075.34 081.34 15.00 15.00 3000 17500
FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP LOC/DME BC RWY 18 1 - KMCW MASON CITY 1A (US)
IAP VOR/DME RWY 18 1 KMCW MASON CITY 1A (US)

REQUIRED CHARTING: |IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 01/12/2012 . OFFICE: AJV-351 NAME: TERENCE SHARP (JOHN JOHNSON)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: ZAU ARTCC
OTHER:
bz,
L
' o
Rles
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RADIO FIX AND HOLDING DATA RECORD

NAME: OWUDY STATE: |IA
LATITUDE/LONGITUDE: 430911.18N/0933942.56W TYPE: DME
AIRSPACE DOCKET: _ FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES: '
FAC NAME IDENT TYPE CLASS MAG

COUNTRY: US

TRUE DME DIST FROM FAC MRA. MAA
BRG BRG NM  FEET
1 - MASON CITY MCW VORTAC H 277.61 283.61 15.00 15.00 3000 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP LOC/DME BC RWY 18 1 KMCW MASON CITY 1A (US) -

IAP VOR/DME RWY 18 1 KMCW MASON CITY 1A (US)

REQUIRED CHARTING: IAP

‘COMPULSORY REPORTING POINT: NO

-~

RECORD REVISION NUMBER: ORIG . DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 01/12/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (JOHN JOHNSON)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: GEN
ARTCC: ZMP
ATC FACILITY: ZAU ARTCC
OTHER:
W7
2
R~
aTle
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RADIO FIX AND HOLDING DATA RECORD

NAME: WOPIK _ STATE: IA COUNTRY: US

LATITUDE/LONGITUDE: 431053.14N/0931939.85W TYPE: DME

AIRSPACE DOCKET: . ‘ FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 MASON CITY I-MCW LOC 354.92 359.92 0.52 1460 - 5700

2 MASON CITY MCW VORTAC H 5.20 5.20 1460 5700

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP LOC/DME BC RWY 18 1,2 KMCW MASON CITY 1A (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 01/12/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (JOHN JOHNSON)
APPROVED BY: DATE: ] OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY: ZAU ARTCC

OTHER:

FAA FORM 8260-2 / AUG 2009 : ' ' Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZELHU STATE: IA COUNTRY: US
LATITUDE/N.ONGITUDE: 432041.29N/0931940.96W TYPE: DME
AIRSPACE DOCKET: . FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
: BRG BRG - NM  FEET
1 MASON CITY I-MCW LOC 354.92 359.92 10.32 3000 6000
2 MASON CITY MCw VORTAC H 15.00 15.00 3000 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP " LOC/DME BC RWY 18 1,2 KMCW MASON CITY 1A (US)
REQUIRED CHARTING: {AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:
AMENDED FIX COORDINATES BASED ON LATEST LOC SURVEY
FIX MAKEUP FAC1 AND FAC2 UPDATED BASED ON NEW COORDINATES/CRITERIA.
FIX USE UPDATED.
DEVELOPED BY: DATE: 01/12/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (JOHN JOHNSON)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
- FPO: CEN

ARTCC: ZMP

ATC FACILITY: ZAU ARTCC

OTHER:

\\?i” !}}‘
G o
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RADIO FIX AND HOLDING DATA RECORD

NAME: MASON CITY VORTAC STATE: 1A
'LATITUDE/LONGITUDE: 430541.12N/0931947.54W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 MASON CITY MCW VORTAC H ‘
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS: :
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN

INBOUND (LORR) TIME DME
1 W MCW VORTAC  278.00 098.00 L 1-11/2
2 ) MCW VORTAC 176.00 356.00 R 1
3 S MCW VORTAC 175.00 355.00 R 1
4 S WP 176.00 356.00 R 4
5 W WP 278.00 098.00 L 10
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES
UPN 200 TOWER (19-001289) 430528.00N/0932359.00W
1 200 TOWER (19-001289) 430528.00N/0932359.00W
2 200 TOWER (19-001289) 430528.00N/0932359.00W
3 200 TOWER (19-001289) 430528.00N/0932359.00W
4 200 TOWER (19-001289) 430528 .00N/0932359.00W
4 310  TOWER (19-001289) 430528.00N/0932359.00W
5 265 TOWER (19-001056) 431004.00N/0930606.00W
REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST
PAT 5 ATC REQUEST
HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.

. HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT  CITY
4 RNAV (GPS) RWY 18 KMCW MASON CITY
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
DP DES MOINES KDSM DES MOINES
DP ORSKY KANE MINNEAPOLIS
DP ORSKY KFCM MINNEAPOLIS
DP ORSKY  KMSP MINNEAPOLIS
DP ORSKY , KSTP ST PAUL
EN ROUTE J148
EN ROUTE J16 1
EN ROUTE J25
EN ROUTE J90
EN ROUTE V120 1
EN ROUTE V13
EN ROUTE V138
EN ROUTE V158
EN ROUTE V161
EN ROUTE V505
IAP RNAV (GPS) RWY 12 KCoY CHARLES CITY
IAP NDB RWY 14 KCAV CLARION
IAP NDB RWY 33 : KEXY FOREST CITY
IAP RNAV (GPS) RWY 33 KEXY FOREST CITY
IAP VOR/DME-A KEXY FOREST CITY
IAP VOR/DME RWY 35 KHPT HAMPTON
IAP ILS OR LOC RWY 36 KMCW MASON CITY
IAP LOC/DME BC RWY 18 2 KMCW MASON CITY
IAP RNAV (GPS) RWY 18 4 KMCW MASON CITY
IAP VOR RWY 36 2 KMCW MASON CITY
IAP VOR/DME RWY 18 3 KMCW MASON CITY
IAP ILS OR LOC RWY 12 KALO WATERLOO
IAP VOR RWY 36 KALO WATERLOO
IAP RNAV (GPS) RWY 35 KAEL ALBERT LEA
IAP VOR/DME RWY 35 KAEL ALBERT LEA
IAP ILS OR LOC RWY 35 KAUM AUSTIN
IAP RNAV (GPS) RWY 17 KAUM AUSTIN

COUNTRY: US

INFO ONLY

DME DIST FROM FAC MRA MAA
45000

NM

3000
3000
3000
3800
15000

ELEVATION
1665
1665
1665

1665 .

1665
1665
1971

. FEET

LEG LENGTH HOLDING ALTITUDES TEMPLATES
Ml

MAX MIN MAX

45000 4 29
6000 4 5
6000 4 5
6000 5 6
45000 16 30
ACCURACY CODE
2C :
2C
2C
2
26
2C
5D
STATE
IA (US)
STATE
IA (US)
MN (US
MN (US
MN (US
MN (US)
(US)
(Us)
(US)
(US
(US
(Us)
(US)
(US)
(US)
(Us)
IA (US)
IA (US)
IA (US)
IA (US)
IA (US)
IA (US)
IA (US)
IA (US)
A
'?~‘” oA %usg
5 agsl
Cuel MN gusg
MN (US}
MN (US)
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MASON CITY VORTAC

IAP . RNAV (GPS) RWY 35 KAUM AUSTIN MN (US)
STAR BULLZ (RNAV) 5 KORD CHICAGO IL (US)
STAR JANESVILLE 1 KORD CHICAGO iIL (US)
STAR . KASPR KMSP MINNEAPOLIS MN (US)

REQUIRED CHARTING: SECTIONAL, DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO |
RECORD REVISION NUMBER: 14 DATE OF REVISION: 10/20/2011

REASON FOR REVISION: .
UPDATE NAVAID COORDINATES DUE TO 3RD PARTY SURVEY DTD 12/4/2009 AND NFDD 086 DTD 5/4/2011.

UPDATED PAT 5 LENGTH DME 8 TO 10, HOLDING ALTITUDE 14000 TO 15000, TEMPLATES MIN 14 TO 16 AND CONTROLLING OBSTRUCTION
DATA.

UPDATED FIX USE.
ADDED SECTIONAL TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 06/30/2011 . OFFICE: AJV-353 NAME: THOMAS KIRKPATRICK
APPROVED BY: DATE: 04/12/2011 OFFICE: AJV-353 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC:
~ FPO: CEN
ARTCC: ZAU, ZMP
ATC FACILITY:
OTHER:
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