Action: ITask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 08/19/2006 | 2006081908937901001 20060819089379
Procedure: VOR-A AMDT 2 Airport ID: Airport: MOUNT OLIVE MUNI Reimbursable #:
KwW40
City: MOUNT OLIVE ST: NC GPS #: Estimated Chart Date: FICO #:
03/07/2013 1082223
Fac ID: ISO Fac. Type: VORTAC Specialist: GEORGE TRAMMELL

Procedure Review

Rec'd Rel'd Full Name » Comments
Lead: 08/31/2006 11/13/2012 MARLON ROBINSON
QA: 11/13/2012 11/16/2012 SCOTT BEARD
Liaison: | 11/16/2012 f(v«’\""\ RESUBMIT 11/16/12
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION V] /o l

MOUNT OLIVE, NC MOUNT OLIVE MUNI  (KwW40) VOR-A, AMDT 2 ENROUTE-NO FC: 1.22.13 PUB: 3.7.13
ATTACHED FORMS: 8260-5; 8260-9; 8260-2(S): BUTER-INT, REV 1; DEXTO-INT, REV 2; MAHJU-INT, REV 1; ODJUH-INT, REV 1; ODREY-INT, REV 1.

CONTACT: DON SMITH/MARLON ROBINSON-AJV-352 LEADS, 405.954.1036 / 405.954.3636.

VN 8200-6 (05/26/2005) Data as of: 11/16/2012 11:28:23AM



MOUNT OLIVE, NORTH CAROLINA AL-6393 (FAA) G
VORTAC 150 | ppp cps | Rurlda  NIA VOR-A
Chan 33 | 255° |AptElev 166 MOUNT OLIVE MUNI (W48)
WV Obtain Seymour-Johnson AFB altimeter setting on CTAF; when not MISSED APPROACH: Climb to 1200 then climbing
received use Duplin Co oltimefer setting. DME or RADAR Required. left tum to 1700 on ISO VORTAC R-255 to
DEXTO/I1SO 20 DME/RADAR and hold.
SEYMOUR JOHNSON APP CON » UNICOM
119.7 273.6 122.8 (CTAF) @
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50 [12) 109.6 1SO :is _
Procedure NA for arrivals at 1ISO VORTAC Chan 33
on airway radials 219 CW 256.
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MIRL Rwy 5-23 @ ——— 1.9 NM 8 NM 12NM
FAF to MAP 4.9 NM CATEGORY A B C D
Knots | 60 | 90 [ 120 | 150 | 180 CIRCLING 720-1 720-1% 720-1% NA
Min:Sec| 4:54| 3:16| 2:27] 1:58| 1:38 554 (600-1}) 554 (600-1%4) 554 (600-1'4)
MOUNT OLIVE, NORTH CAROLINA MOUNT OLIVE MUNI (W44)
Amdt 2 FIG 35°13'N-78°02'W

VOR-A
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FrT_ 4;)00 84 (I)OO 1 26IOOO 1 68'000 21 O'OOO 252000 294‘000
nacmag | wdQvora (PROD) | 12 Jan 2012 09:51:57 | 1" = 41666.7 feet (MAP)

Airport ID; KW40 FM9

AptName:] MOUNT OLIVE MUNI No SEGMENT OBSTRUCTION ELEV

City: MOUNT OLIVE 1 INITIAL TOWER 453

State: NC 3 INITIAL: ARC TOWER 600

Proc ID: VOR-A 5 INITIAL: ARC TOWER 539

Amdt#: 2 3 | INTERMEDIATE TOWER 600

Scale: 1:500,000 8 FINAL TOWER 433

5 HOLDING TOWER 600
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nacmag | w40vora (PROD) | 15 Feb 2011 16:26:51 | 1" = 8333.3 feet (MAP)

T
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Airport ID; KW40 FM9
Apt Name; MOUNT OLIVE MUNI No SEGMENT OBSTRUCTION ELEV
City: MOUNT OLIVE 8 FINAL TOWER 433
State: NC 11 | CIRCLING A/B/C TOWER 356
Proc ID: VOR-A 9 MA LVL SURF TOWER 503
Amgt #: 2
Scale: 1:100,000




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES

MISSED APPROACH

FROM TO COURSE AND DISTANCE ALTITUDE | MAP: 4.85 MILES AFTER DEXT0/20.00 DME/RADAR OR AT
MAHJU/ 24.85 DME FIX
1SO VORTAC (I1AF) BUTER/SO 12.00 DME/RADAR 254.76 /1 12.00 2000
CLIMB TO 1200 THEN CLIMBING LEFT TURN TO 1700 ON iSO
8EFR)EYI'SO 12.00 DME CCW BUTER/ISO 12.00 DME/RADAR 12.00 DME ARC 2000 VORTAC R-255 TO DEXTONSO 20.00 DME/RADAR AND HOLD.
82'.:])UH/|SO 12.00 DME CW BUTER/ISO 12.00 DME/RADAR 12.00 DME ARC 2000
(B"lEJ)TERIISO 12.00 DME/RADAR DEXTONMNSO 20.00 DME/RADAR 254.76 / 8.00 (ISO R-255) 1700
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 254,76 INBOUND.
CHART FAS OBST: 433 TOWER 351546N/0775727TW
CHART ISO R-302 AT ODREY. ’
CHART ISO R-199 AT ODJUH.
FINAL COURSE CROSSES RW23 DISPLACED
THRESHOLD
1.PT . SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. PROFILE STARTS AT ISO VORTAC
3. FAC 25476 FAF DEXTO/ISO 20.00 DME/RADAR DIST FAF TO MAP THLD
4. MIN. ALT 1SO VORTAC 3000, BUTER 2000, DEXTO 1700
8. MSAFROM: 1SO VORTAC 3100 (26 NM) MAG VAR: 5W EPOCH YEAR:1970
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA J |
CATEGORY =====> A B (o4 D E
MDA VIS HAT/HAA| MDA ViS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
CIRCLING 720 1 554 720 11/4 554 720 11/2 554 NA
NOTES:
CHART NOTE: OBTAIN SEYMOUR-JOHNSON AFB ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED USE DUPLIN CO
ALTIMETER SETTING.
CHART NOTE: DME OR RADAR REQUIRED. Nt
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT ISO VORTAC ON AIRWAY RADIALS 219 CW 256. i & .
i?&!y‘ﬂffg;;
CITY AND STATE ELEVATION: 166 TDZE: FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: sup VORORGPS-A
MOUNT OLIVE, NC AIRPORT NAME: IDENTIFIER: VOR-A, AMDT 2
1SO AMDT 1
MOUNT OLIVE MUNI DATE  09/28/2006

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X] no ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] [X]  esBApPcoN, zoc, AMGR

FLIGHT CHECKED BY

NAME: ) FIFO DATE:
DAVID LEE PALMER FIOG 03/21/2012
‘DEVELOPED BY
NAME: FIFO DATE:
TERENCE D. SHARP (MATT GALLANT) AJV-351 01/12/2012
APPROVED BY
NAME: FIFO DATE:
DONALD E. SMITH MANAGER AVN-110 0912712012
CHANGES:

1. REMOVED "OR GPS" FROM PROCEDURE.

2. CHANGED MAHJU, ODJUH, AND ODREY FROM CNF FIXES TO DME FIXES.

3. CHANGED FINAL SEGMENT DISTANCE FROM 4.91 TO 4.85.

4. MOVED IF BUTER 303 FEET TO PUT {T ON EXTENDED FINAL CENTERLINE.

5. CHANGED CIRCLING HAA FROM 532 TO 534 ALL CATS.

6. ADDED BACK-UP ALTIMETER SETTING MINIMUMS.

7AE_FIAN$EERD glOTE “éijSE SEYMOUR JOHNSON AFB ALTIMETER SETTING" TO "OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED, USE SEYMOUR JOHNSON AFB
IME ETTING".

8. ADDED PLANVIEW NOTE "PROCEDURE NA FOR ARRIVALS AT iSO VORTAC ON AIRWAY RADIALS 219 CW 256".
9. ADDED CHART NOTE: CIRCLING TO RWY 5 NA AT NIGHT.

REASONS:

1. GPS REMOVED FROM PROCEDURE.

2. |IAW 8260.19D, PARA 264.

3. NEW BUILD.

4. PUT BUTER FIX ON EXTENDED CENTERLINE OF FINAL APPROACH COURSE.
5. CHANGED AIRPORT ELEVATION.

6, 7. LOCAL ALTIMETER SETTING AVAILABLE PART TIME ON UNICOM.

8. TURNS IN EXCESS OF 120 DEGREES IAW 8260.19D PARA 805. AIRWAY RADIAL 256 DOES NOT MEET DESCENT CRITERIA.
9. VISUAL SURFACE PENETRATIONS FOR RWY 5.

09/21/2012: THIS IS A CORRECTED COPY OF A PROCEDURE APPROVED ON 03/30/2012: ADDED CHART NOTE: CIRCLING TO RWY 5 NA AT NIGHT (DUE TO 20:1 SURFACE PENETRATIONS).

11/02/2012: THIS IS A CORRECTED COPY OF THE PROCEDURE APPROVED ON 3/30/2012:

1. CORRECTED ALTIMETER SOURCES, PRIMARY REMOTE SEYMOUR-JOHNSON AFB, BACKUP ALTIMETER DUPLIN CO.
2. ADDED %?64 TO RAISE MDA FROM 700 TO 720.
SEE 8260-
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

LiF
e
& 4 &
. i
CITY AND STATE ELEVATION: 166 TDZE: FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  |gyp. VORORGPS-A
MOUNT OLIVE, NC AIRPORT NAME: IDENTIFIER: VOR-A, AMDT 2 _ ;
ISO AMDT:
MOUNT OLIVE MUNI DATED: 09/28/2006
PAGE 2 OF 2 PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)



ALLAFFECTED PROCEDURES REVIEWED?

[] Yes [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I 0O -0 O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME:

FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
REASONS CONT.

3. REMOVED SECONDARY MINIMUMS.
4. UPDATED ALTIMETER NOTE TO ADD DUPLIN CO.

5. DELETED CHART NOTE: CIRCLING TO RWY § NA AT NIGHT. 20:1 PENETRATIONS REMOVED PER FPT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL ISO VORTAC BUTER/ASO 12.00 |1. TOWER (37-000352) |352306.00N/0774209.00W | 453 (2C) 1000 |AT547 2000
DME/RADAR 2. TERRAIN 352318.00N/0774121.00W [135 (100) AS1500 1600
INITIAL: ARC ODREY/ISO 12.00 BUTER/ISO 12.00  [3. TOWER (37-003166) [351728.40N/0774924.00W |600 (5E) 1000 |AT400 2000
DME CCW DME/RADAR 4. TERRAIN 352603.00N/0774639.00W |138 (100) AS1500 1600
INITIAL: ARC ODJUH/ISO 12.00 BUTER/ISO 12.00  [5. TOWER (37-002890) [351345.00N/0773711.00W |539 (5D) 1000 |AT461 2000
DME CW DME/RADAR 6. TERRAIN 351112.00N/0774418.00W [138 (100) AS1500 1600
INTERMEDIATE BUTER/ISO 12.00 DEXTO/ISO 20.00 (3. TOWER (37-003166) [354728.40N/0774924.00W |600 (5E) 500 |AC125 1300
DME/RADAR DME/RADAR 7. TERRAIN 351439.00N/0775557.00W [171 (200) AS1500 1700
FINAL DEXTO/ISO 20.00 4.85 MILES AFTER [8. TOWER (37-020027) [351546.17N/0775727.30W |433 (2C) 250 |RA27 720
DME/RADAR DEXT0/20.00
DME/RADAR OR AT,
MAHJU/ 24.85
DME FIX
2. PROCEDURE TURN NA
MAP: |4.85 MILES AFTER  [DEXTO/NSO 20.00 ASC 1700
iP“gEgigH DEXTO0/20.00 DME/RADAR 9. TOWER (37-001511) [350754.00N/0780157.00W | 503 (5D) 1000 [ACS0 1600
ELEV: [434 10. TERRAIN 350730.00N/0780121.00W [ 260 (300) AS1000 1300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 554 11. TOWER (37-001335)| 351226.06N/0780318.95W |355 (1A) 300 sl 720
CATEGORY B 1.5NM (W] 450 2 554 11. TOWER (37-001335)| 351226.06N/0780318.95W |355 (1A) 300 sl 720
CATEGORY C 17NM  |S[ 450 |2 554 11. TOWER (37-001335)| 351226.06N/0780318.95W [355 (1A) 300 sl 720
CATEGORY D 23N | 550 |2
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: 1ISO VORTAC
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)
360-360 TWR (37-000800) 151/19.3 2035 (5D) 3100
CITY AND STATE ELEVATION: 166 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MOUNT OLIVE, NC AIRPORT NAME: ISO VOR-A, AMDT 2 ASO
MOUNT OLIVE MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - FINAL IS CIRCLING ONLY.
ok APP CON ' NWS |OTHER: : SOURCE:KGSB/ KDPL PRECIPITOUS TERRAIN EVALUATION COMPLETED.
DISTANCE: 8.04/ 13.55
— 9. FINAL APPROACH COURSE AIMING POINT IS RWY 23
FAA HOURS REMOTE OPERATION: DISPLACED THRESHOLD.
24 BACKUP
SATISFACTORY ON: AIC LOCAL VEGETATION HEIGHT 100 FEET PER EASTERN FPT.
x|[VHF | x|uHF | [HF LOCATION: ADJUSTMENT: 27/ 36
PRIMARY NAVAID: ISO VORTAC RASS PRESSURE PATTERNS SAME
4. or | MONITOR POINT: _AoCC RA= 265 35, '
Mscﬁ'erU 5| HRs [CAT1 2 SEE ATTACHED AIRSPACE LETTER.
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
g":&?ﬁi‘; X |MIRL 05, 23
! REIL
LIGHTING =
CILINE
X |OTHER (SPECIFY)
PAPI-2L 05, 23
6.RUNWAY  |[BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 05, 23
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
TERENCE D. SHARP (MATT GALLANT) ‘ 0111212012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351




RADIO FIX AND HOLDING DATA RECORD

NAME: BUTER STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 351805.18N/0774715.35W TYPE: RADAR, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME JDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 KINSTON IS0 VORTAC L 25476 24976  12.00 12.00 2000 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
1AP VOR-A 1 KWa0 MOUNT OLIVE NC (US)
REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012
REASON FOR REVISION:
UPDATED FIX TYPE.
REVISED FIX COORDINATES.
CHANGED MAG/TRUE BRG TO MATCH FINAL APPROACH COURSE EXTENDED.
UPDATED DIST FROM FAC INFORMATION.
UPDATED FiX USE: USE TYPE.
DEVELOPED BY: DATE: 01/09/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

EPO; EST

ARTCC: ZDC

ATC FACILITY:

OTHER: GSB APP CON

FAAFORM 8260-2 / AUG 2008 Page 1 of1




RADIO FIX AND HOLDING DATA RECORD

NAME: DEXTO STATE: NC COUNTRY: US

LATITUDE/LONGITUDE: 351517 47TN/0775624.79W TYPE: RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FiX MAKE-UP FACILITIES:

FAC NAM IBENT TYPE CLASS MAG TRUE DME DIST ;!;‘GM f-'Fﬁé(éT MRA  MAA

1 KINSTON ISO VORTAC L 204 76 249 76 20.00 2000 12523 1700 10000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L OR R} TIME DME MIN MAX MIN MAX

1 E IS0 VORTAC 254.78 254.76 1700 10000 4 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

200  TOWER (37-003166) : 351728.40N/0774924.00W 600 SE
HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN,

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP VOR-A 1 1 KW40 MOUNT OLIVE NC (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

UPDATED FIX TYPE.

UPDATED FIX MAKE-UP FACILITIES.

UPDATED DIST FROM FAC INFORMATION.

NEW CONTROLLING OBSTACLE FOR HOLDING PATTERN.
UPDATED FIX USE: USE TYPE.

DEVELOPED BY: DATE: 01/09/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY:

OTHER: GSB APP CON

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MAHJU STATE: NC COUNTRY: US

LATITUDE/LONGITUDE: 351335.34N/0780157.73W TYPE: DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MCDIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC

BRG BRG
1 KINSTON ISO VORTAC L 25476 249.76  24.85

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: :
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
1AP VOR-A 1 KwW40 MOUNT OLIVE

BEQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

UPDATED FIX COORDINATES,

CHANGED CNF TO DME FIX.

ADDED FIX MAKE-UP FACILITIES INFORMATION.
ADDED FIX USE: USE TYPE.,

ADDED REQUIRED CHARTING.

NM  FEET
24.85

MRA  MAA
600 10000

STATE
NG (US)

DEVELOPED BY: DATE: 01/09/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY:
OTHER: GSB APP CON

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ODJUH STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 351036.99N/0773708.83W TYPE: DME
AIRSPACE DOCKET: FIX TYPE QF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME

IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM
1 KINSTON 180 VORTAC L 19943 19443 1200 12.00

FEET

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP VOR-A 1 KWa0 MOUNT OLIVE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

UPDATED FIX COORDINATES; PUT FIX ON EXACT AIRWAY RADIAL.
CHANGED CNF TO DME FIX,

ADDED FIX MAKE-UP FACILITIES INFORMATION.

ADDED FIX USE: USE TYPE.

ADDED REQUIRED CHARTING.

MRA MAA
2000 17500

STATE
NC (US)

DEVELOPED BY: -DATE: 0170912012 OFFICE: AJV-351 NAME: TERENCE SHARP (MATTHEW GALLANT)

APPROVED BY: - DATE: OFFICE: AJV-352 v NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY:
OTHER: GSB APP CON

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ODREY STATE: NC COUNTRY: US
LATITUDE/LONGITUDE: 352741.97N/077463543W TYPE: DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM

FEET
1 KINSTON 150 - VORTAC L 301898 296.99 1200 12.00
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:;
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
AR VOR-A 1 KW40 MOUNT OLIVE

REQUIRED CHARTING: 1AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

UPDATED FIX COORDINATES; PUT FIX ON EXACT AIRWAY RADIAL.
CHANGED GNF TO DME FIX

ADDED FiX MAKE-UP FACIL!T!ES INFORMATION,

ADDED FIX USE: USE

ADDED REQUIRED CHARTING

MRA  MAA
2000 - 17500

STATE
NC (US)

DEVELOPED BY: DATE: 01/09/2012 OFFICE: AJV-351 NAME: TERENCE SHARP {MATTHEW GALLANT)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
ATC FACILITY:
OTHER: GSB APP CON

FAA FORM 8260-2 / AUG 2009

Page 1of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MOUNT OLIVE STATE: NC
AIRPORT NAME: MOUNT OLIVE MUNI ID:  KW40
PROCEDURE: VOR-A , AMDT: 2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from MAP to 1000' point . 3.18
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 247
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL ' segment containing 1000' point 249.76

4. High Terrain in FINAL segment containing 1000’ point 243

5. Distance from . MAP to 1500' point 4.85
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of 'FINAL segment at 1500' point 2.00

7. True Course of FINAL segment containing 1500' point 249.76

8. High Terrain in FINAL segment containing 1500' point 243

9. Threshold Coordinates (if straight-in) ... /

10. ARP Coordinates ................co.oo...... 351321.03N / 0780215.10W

11. Runway Approach End and distance furthest from ARP ................ RWY 5

Distance 0.85 NM
12. FAF Coordinates .............c.cevceeiinnn. 351517.47N / 0775624.79W

REMARKS: Approach/Drawing attached.
MAP: 351335.40N-0780157.76W






