Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceflings are in feet above airport elevation. Distancesare in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

MISSED APPROACH

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23
TERMINAL ROUTES
TO

COURSE AND DISTANCE ALTITUDE | MAP: DUG VORTAC

FROM

CLIMBING RIGHT TURN TO 8000 IN DUG VORTAC HOLDING
PATTERN.

ADDITIONAL FLIGHT DATA:

HOLD NW, RT, 140.00 INBOUND.
FAS OBST: 4479 AAO 313242N/1083709W
FAC CROSSES RWY C/L EXTENDED 1071 FROM THLD.

1.PT L SIDE OF COURSE 320.00 OUTBOUND 6400 FT WITHIN 10 MILES OF DUG VORTAC (IAF)
2.
3.FAC 140.00 FAF DIST FAF TO MAP THLD
4, MIN. ALT )
-18. MSA FROM: DUG VORTAC 090-180 7700, 180-270 9400, 270-360 8400, 360-090 11200 MAG VAR: 13E EPOCH YEAR:1965
; MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA ] ] STANDARD
CATEGORY mzmmm> . A B C D E
MDA VIS HAT/HAA MDA VIS HAT/HAA | MDA Vis HATIHAA MDA VIS lHAT/HAA MDA VIS HAT/HAA
5-17 4900 1 775 4900 11/4 775 NA NA
CIRCLING 4900 1 750 4900 11/4 750 4900 2112 750 4900 2112 750
NOTES:
CHART NOTE: CIRCLING TO RWY 8 NA AT NIGHT.
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 26 NA AT NIGHT.
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 17 PROCEDURE NA AT NIGHT. N,/'
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. {3‘5 A
» : o &
y PRy
CITY AND STATE ELEVATION: 4150 THRE: 4125 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE: SUP e
DOUGLAS BISBEE, AZ AIRPORT NAME: IDENTIFIER: VOR RWY 17, AMDT 3
DUG AMDT 2A
BISBEE DOUGLAS INTL DATE 031712005
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] ves [ no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[*] [ ] [ ] [ ] [x] [x] [X] PRCFSS, ARPTMGR.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: : : ) FIFO DATE:
JIMMY S. HUGHES : - AJV-354 03/14/2012
APPRCVED BY
NAME: : FIFO DATE:
DEZ SILAGYI . MANAGER AJV-354
CHANGES:
1. PROCEDURE TURN ALTITUDE INCREASED FROM 6000 TO 6400.
2. MSA SECTOR 360-090 INCREASED FROM 10800 TO 11200, 090-180 FROM 7200 TO 7700, 180-270 FROM 8400 TO 9400, 270-360 FROM 8200 TO 8400.
3. S-17 MDA/HAT ALL CATS A/B INCREASED FROM 4580/454 TO 4900/775.
4. $-17 CATS C/D REMOVED.
5. CIRCLING ALL CATS INCREASED FROM 4580/426 TO 4900/750.
6. REMOVED CIE VORTAC FEEDER.
7. $-17 CAT B VISIBILTY INCREASED FROM 1 TO 1 1/4.
8. CIRCLING CAT B VISIBILITY INCREASED FROM 1 TO 1 1/4, CATC 112TO 21/2, CATD 2 TO 21/2.
9. ADDED VGSI INOP NOTES.
10. ADDED RWY 8 CIRCLING NA AT NIGHT NOTE.
REASONS:
1,2. NEW CONTROLLING OBSTACLES.
3. MDA MUST BE WITH 1500 OF PROCEDURE TURN COMPLETION ALTITUDE.
4. RUNWAY ALIGNMENT MORE THAN 15 DEGREES.
5. MINIMUM STRAIGHT IN.
6. CIE VORTAC BEING DECOMMISSIONED.
7, 8. INCREASED IN MDA CAUSED HIGHER VISIBILITY.
9, 10. 20:1 PENETRATIONS.
s ML/
> -
A




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA )
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: PT 10 NM DUG VORTAC 1. AAO 313242.00N/1093709.00W | 4479 (4E) 300 [AC98 DG23 4900
L.
S~ . ~
2. PROCEDURE TURN DUG VORTAC 10 NM 2. AAO 313833.00N/1093142.00W (6342 (4E) 1000 |sA-994 6400
3. TERRAIN 314057.00N/1092945.00W | 5115 (5100) AS1000 6100
MAP: |DUG VORTAC DUG VORTAC ASC 8000
f\‘P'\gleglE\gH ; 4. AAD 312533.00N/1093206.00W |4439 (4E) | 1000 |AC98 5600
ELEV: [4600 5. TERRAIN 312533.00N/1093206.00W | 4239 (4200) AS1500 5700
4. CIRCLING AREA | DISTANCE HT ABV. ARPT ,
CATEGORY A 1.3NM | | 350 750 6. TREE 312914.00N/1093449.00W 4319 (2C) 300 sl 4900
CATEGORY B 1.5NM || 450 = 750 7. TREE 312931.16N/1093438.70W 4339 (2C) 300 sl 4900
CATEGORY C 17NM  |S] 450 |2 750 8. TREE 312947.65N/1093434.55W 4459 (2C) 300 s 4900
CATEGORY D 23NM S| 550 |2 750 9. TREE 313007.54N/1093353.87W [4499 (2C) | 300 sl 4900
CATEGORY E 45NM  |%[ 550 ‘
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: DUG VORTAC
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSA
090-180 AAO 083/ 09.4 6608 (4E) 7700 270-360 AAO 003/12.9 7385 (6A) 8400
180-270 AAO 224/ 23.8 8389 (4E) 9400 360-090 AAO 022/ 27.4 10118 (4E) 11200
CITY AND STATE ELEVATION: 4150 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
DOUGLAS BISBEE, AZ AIRPORT NAME: DUG VOR RWY 17, AMDT 3 AWP
BISBEE DOUGLAS INTL
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‘ PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - 20:1 PENETRATIONS.
PRC FSS NWS [OTHER: SOURCE:KDUG PARA 251, 20:1 PENETRATION.
ASOS DISTANCE: _
FAA HOURS REMOTE OPERATION. PARA 251, 34:1 PENETRATION.
AIC PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SATISFACTORY ON:
X |VHF [ xJuHF [ [HF  [LOCATION: kDUG ADJUSTMENT. 0 SEE ATTACHED AIRSPACE LETTER.
PRIMARY NAVAID: DUG VORTAC. gggglé é ALTIMETER SETTING
4. :
MONITOR |-MONITOR POINT. _POCC 2. AWOS IS ON SERVICE A.
STATUS gPR'?N' gg; 24 100FT VEGETATION USED
ALS « 210KT HOLDING PATTERN USED TO KEEP AIRGRAFT IN US
TERRITORY.
(3 SALS ACK PER F
LS NO BACK-UP ALTIMETER PER FPT.
5. HIRL FPT NOTIFIED OF 20:1 AND 34:1 PENETRATIONS.
APPROACHI™ x ™ |mIRL 17 (PCL), 08 (PCL), 35 (PCL), 26 (PCL) TERPS, VOLUME 1, VISUAL PORTION OF FINAL
& RUNWAY B - PENETRATIONS:
LIGHTING 0-
TDZ 20:1
CILINE RO8
4120 TREE (KDUGT0290) 312827.35N/1093641,26W (3.74)
X  |OTHER (SPECIFY) 4120 TREE (KDUGT0291) 312828.53N/1093641.31W (3.51
VASI-2L 17 (PCL), 08 (PCL), 26 4120 TREE 2KDUGT0294; 312825.91N/1093641.88W 21.08;
BASIC  BSC-P 08, 26 R26
6. RUNWAY ALLWEATHER 4157 TREE (KDUGTO0012) 312827.42N/1093538.53W (4.29)
MARKINGS 4156 TREE (KDUGTO0013) 312825.70N/1093538.65W (3.78)
NSTROVENT _vere 7.3 4R TR it S e )
7.RUNWAY  |APPROACH ( ) ' 92 (2.84)
R17
Y\,‘iﬁé‘é MIDFIELD 4129 GRD (KDUGT0184) 312828.42N/1093614.39W (1.50)
ROLL OUT : 4135 TREE (KDUGT0170) 312828.54N/1093611.86W (6.93)
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD: C-1-H TO 10,000 EVALUATED AT DUG VORTAC.
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD 1071 _ FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE : FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: : DATE:
JIMMY S. HUGHES 03/14/2012
TITLE: OFFICE: )
AERONAUTICAL INFORMATION SPECIALIST AJV-354




RADIO FIX AND HOLDING DATA RECORD

NAME: DOUGLAS VORTAC STATE: AZ COUNTRY: US

LATITUDE/LONGITUDE: 312821.63N/1093607.39W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE

DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 DOUGLAS DUG VORTAC L 17500
HOLDING: . ‘ - HOLDING TYPE OF ACTION: MODIFY
PATTERNS: ' '
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

) INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 NW  DUG VORTAC 320.00 140.00 R 1 6400 14000 6 14
2 NW  .DUG VORTAC 320.00 140.00 R 1 8000 14000 14 18

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 210 TREE 313007.54N/1093153.87W 4499  2C
2 310  AA0 314046.70N/1093151.00W 7385 BA
HOLDING RESTRICTIONS:
CHART 210K HOLDING PATTERN.
HOLDING LIMITED TO ESTABLISHED PATTERN.
PRECIPITOUS TERRAIN EVALUATION COMPLETED. ‘
310K HOLDING OBSTACLE LOCATED 10164 FT INTO SECONDARY AREA. PRIMARY EQ 6538 FT.
PROCEDURES REQUIRING CLIMB-IN-HOLD: - .
PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 : VOR RWY 17 KDUG DOUGLAS BISBEE AZ (US)
1 VOR/DME RWY 17 KDUG DOUGLAS BISBEE AZ (US)
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V66 (Us)
IAP VOR RWY 17 . 1 KDUG DOUGLAS BISBEE AZ (US)
AP VOR/DME RWY 17 1 1 KDUG DOUGLAS BISBEE - AZ (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: LOW
RECORD REVISION NUMBER: 4 DATE OF REVISION: 07/26/2012
REASON FOR REVISION:
1. UPDATE COORDINATES OF FAC 1
2. UPDATED HOLDING PATTERN CON FROLLING OBSTACLE FROM 4659 AAO TO 4499 TREE.
3. UPDATED FIX USE.
4. CHANGED HOLDING PATTERN FROM 230K TO 210K,
5. ADDED CLIMB-IN-HOLD OBSTACLE.
DEVELOPED BY: DATE: 02/28/2012 OFFICE: AJV-354 NAME: JIMMY HUGHES
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZAB

ATC FACILITY:

OTHER:
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