U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

TAKEOFF MINIMUMS AND OBSTACLE DEPARTURE PROCEDURES (ODP)

Bearings, headings, courses, tracks and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated.

City, State Airport Effective Date Amdt. No.
MILFORD, UT gIIIé.IIjSRD MUNI/BEN AND JUDY BRISCOE 2

TAKEOFF MINIMUMS:
RWY 16 — STANDARD.

RWY 34 — STANDARD WITH MINIMUM CLIMB OF 487 FT PER NM TO 6500 OR 1500-3 FOR CLIMB IN VISUAL CONDITIONS.

TEXTUAL DEPARTURE PROCEDURES:

RWY 16 —CLIMB DIRECT MLF VORTAC, THENCE...

... AIRCRAFT DEPARTING ON V235 OR V21 SOUTHBOUND PROCEED ON COURSE.

... ALL OTHER AIRCRAFT CLIMB TO 11000 ON MLF VORTAC R-168, THEN RIGHT TURN DIRECT MLF VORTAC. CONTINUE CLIMB-IN-HOLD,
RT, 348.00 INBOUND TO CROSS MLF VORTAC AT OR ABOVE MEA/MCA FOR ROUTE OF FLIGHT.

RWY 34 — CLIMBING LEFT TURN TO INTERCEPT MLF VORTAC R-310 TO MLF VORTAC, THENCE....

...AIRCRAFT DEPARTING ON V235 OR V21 SOUTHBOUND; PROCEED ON COURSE.

...ALL OTHER AIRCRAFT, CLIMB-IN-HOLD, MLF VORTAC, RT, 348.00 INBOUND TO CROSS MLF VORTAC AT OR ABOVE MEA/MCA FOR
ROUTE OF FLIGHT.

... OR CLIMB IN VISUAL CONDITIONS TO CROSS MILFORD MUNI/BEN AND JUDY BRISCOE FIELD AIRPORT SOUTHBOUND AT OR ABOVE
6400, THEN CLIMB ON MLF VORTAC R-345 TO MLF VORTAC. AIRCRAFT DEPARTING ON V235 AND V21 SOUTHBOUND; PROCEED ON
COURSE. ALL OTHER AIRCRAFT CLIMB TO 11000 ON MLF VORTAC R-168, THEN, RIGHT TURN DIRECT MLF VORTAC. CONTINUE CLIMB-
IN-HOLD, RT, 348.00 INBOUND TO CROSS MLF VORTAC AT OR ABOVE MEA/MCA FOR ROUTE OF FLIGHT.

TAKEOFF OBSTACLE NOTES:

NOTE: RWY 16, TREES BEGINNING 440 FT FROM DER, 332 FT RIGHT OF CENTERLINE, UP TO 100 FT AGL/5159 FT MSL. TREES
BEGINNING 4912 FT FROM DER, 1451 FT RIGHT OF CENTERLINE, UP TO 100 FT AGL/5179 FT MSL.

NOTE: RWY 34, VEHICLES ON ROADWAY 231 FT FROM DER, ACROSS CENTERLINE, UP TO 15 FT AGL/5054 FT MSL. TREES BEGINNING
3177 FT FROM DER, 508 FT LEFT OF CENTERLINE, UP TO 100 FT AGL/5119 FT MSL.

CONTROLLING OBSTACLES:

RWY 34: 6139 FT MSL TREE 382737.81N/1130407.57W.
RWY 34 VCOA: 6139 FT MSL TREE 382737.81N/1130407.57W.

OBSTACLES MANDATING ODP ROUTE DEVELOPMENT: RWY 16/34 — 12369 MSL AAO 382204.90N/1122216.40W; VCOA - 9582 MSL AAO
382251.20N/1124847.50W.
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

TAKEOFF MINIMUMS AND OBSTACLE DEPARTURE PROCEDURES (ODP)

Bearings, headings, courses, tracks and radials are magnetic. Elevation and altitudes are in feet MSL. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles. Visibilities are in statute miles or feet RVR unless otherwise indicated.

City, State Airport Effective Date Amdt. No.
MILFORD, UT MILFORD MUNI/BEN AND JUDY BRISCOE 2
FIELD
REMARKS:
FLIGHT INSPECTED BY: REQUIRED EFFECTIVE DATE:
ROUTINE

DEVELOPED BY;
ADOLFO URRUTIA

(THERON CYRUS) AJV-354 09/12/2011
APPROVED BY:
DEZ SILAGYI AJV-354

COORDINATED WITH:

AOPA, NBAA, ZLC, SLC APP CON, CDC FSS, AMGR

CHANGES:

1. CHANGED RWY 34 TAKE OFF MINIMUMS FROM “CAT A/B: 1200-2 OR STANDARD WITH MINIMUM CLIMB OF 360 TO 6500” TO “STANDARD
WITH MINIMUM CLIMB OF 487 FT PER NM TO 6500 OR 1500-3 FOR CLIMB IN VISUAL CONDITIONS.”

2. CHANGED RWY 34 CONTROLLING OBS.

3. UPDATE RWY 16/34 TEXTUAL DP INSTRUCTIONS.

4. ADDED VCOA.

5. ADDED ODP ROUTE OBS.

REASONS:

1. 2. NEW OBS EVALUATION.
3.4.5. PER 8260.46D
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RADIO FIX AND HOLDING DATA RECORD

NAME: MILFORD VORTAC STATE: UT COUNTRY: US

LATITUDE/LONGITUDE: 382137.28N/1130047.64W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 MILFORD MLF VORTAC H 9600 45000

2 CEDARCITY cDC VORDME  H 348.32 00432 3444 3444 9000 17500

3 WILSON CREEK ILC VORTAC H 067.79 08379 6556 6556 8000 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ILC VORTAC R-068 66 8000 23900

FIX RESTRICTIONS:

MCA V244 12000 EASTBOUND

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME  DME MIN MAX MIN  MAX

1 N MLF VORTAC  006.70 186.70 R 1-1172 9600 17500 9 16

2 S MLF VORTAC  168.00 348.00 R 11172 11000 17500 9 16

CONTROLLING OBSTRUCTIONS:

PAT ~ AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAD 381918.00N/1125318.00W 9033 4E

2 230 AAO 381915.00N/1125233.00W 9055  4E

2 310 AAO 382300.00N/1124857.00W 9843 4E

PRECIPITOUS TERRAIN ADDITIONS:

PAT  SPEED  ADDITION

1 230 288

2 310 290

2 230 266

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 IFR TAKE-OFF KMLF MILFORD UT (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FAC 2 & 3 BACKUP FACILITIES.

PAT 1 CONTROLLING OBSTACLE PRIMARY EQUIVALENT IS 8275'.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP LAS VEGAS KLAS LAS VEGAS NV (US)

DP OVETO KLAS LAS VEGAS NV (US)

DP STAAV (RNAV) KLAS LAS VEGAS NV (US)

DP TRALR (RNAV) KLAS LAS VEGAS NV (US)

DP IFR TAKE-OFF 1 1 KMLF MILFORD UT (US)

DP EDETH (RNAV) KSLC SALT LAKE CITY uT (US)

DP FAIRFIELD KSLC SALT LAKE CITY UT (US)

DP SEVYR KSLC SALT LAKE CITY UT (US)

IAP RNAV (GPS)-A KU52 BEAVER uT (US)

IAP ILS OR LOC RWY 20 KCDG CEDAR CITY UT (US)

IAP RNAV (GPS) RWY 20 KCDG CEDAR CITY uT (US)

IAP VOR RWY 20 KCDC CEDAR CITY UT (US)

IAP RNAV (GPS) RWY 16 KMLF MILFORD UT (US)

IAP VOR/DME-A 1 1 KMLF MILFORD UT (US)

STAR GRNPA (RNAV) KLAS LAS VEGAS NV (US

STAR LUXOR KLAS LAS VEGAS NV (US

STAR DELTA (RNAV) KSLC SALT LAKE CITY UT (US)

STAR JAMMN KSLC SALT LAKE CITY UT (US)

STAR QWENN (RNAV) KSLC SALT LAKE CITY UT (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH P2,

COMPULSORY REPORTING POINT:NO @ A o
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RECORD REVISION NUMBER: 11

REASON FOR REVISION:
ADDED PATTERN 2.
UPDATE FIX USE.
ADDED FAC 2 DME DIST.

DEVELOPED BY: DATE: 09/29/2011 OFFICE: AJV-354

APPROVED BY: DATE: OFFICE: AJV-354

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC APP CON
OTHER:

DATE OF REVISION: 02/09/2012

NAME: ADOLFO URRUTIA (THERON CYRUS)

NAME: DEZ SILAGY!
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