Action: Task Type: Date Open: | Task #: Request #:
| ght Procedure Tracking Form FLIGHT CHECK IAP 01/24/2012 | 2008022815083201001 20080228150832
Procedure: RNAV (GPS) RWY 18 AMDT 1 Airport ID: Airport: GUTHRIE COUNTY RGNL Reimbursable #:
KGCT
City: GUTHRIE CENTER ST: IA GPS #: Estimated Chart Date: FICO #:
08/22/2013
Fac ID: Fac. Ty Specialist: CASIMIR TABAKA
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: 02/28/2013 | 04/30/2013  CASI RT AKA
| QA: 04/30/2013 04/30/2013 CASIMIR TABAKA
Liaison: | 04/30/2013 | Spact o
Procedure Comments: ENROUTE-NON [Remark Type: INFORMATION 29 /AT
GUTHRIE CENTER, IA GUTHRIE COUNTY RGNL (KGCT) RNAV (GPS) RWY 18, AMDT 1 (LPV) ENROUTE-NO FC: 7.9.13 PUB: 8.22.13
ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-. }: AWCEX, REV 1; FAXUD, REV 1; YITAY, REV 2.
CONTACT: JILL OLSON/MARC SADORRA -AV]-353 LEA 405.954.0414 / 405.954.4546.
VN 8200-6 (05/26/2005) Data as of: 5/3/2013 9:17:16AM
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US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, andRA. Altitudes are minimum altitudes unless othenmise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

TITLE 14 CFR PART 97.33 v > -
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II:EX I%\N V: DA
FAXUD (IF/IAF) AWCEX (FB) 177.32/5.00 2800 LNAV: va1§
AWCEX (FAF RW18 (MAP) (FO 7.32/4.83 —
( ) ( ) (FO) 17 CLIMB TO 3000 DIRECT YITAY AND HOLD.
RW18 (MAP) 1531 MSL 177.32
1531 MSL YITAY (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD S, RT, 357.32 INBOUND.
FAS OBST: 1410 AAO 414537N/0942648W
DISTANCE TO THLD FROM 310 HATH: 0.85 NM.
WAAS CHANNEL # 69533
REFERENCE PATH ID: W18A
C_II-_I:ET I(E:I'}CLINI\% ICON
L AE: 344.2
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR & RT AUD AN AWOS-3
2. HOLD N FAXUD, RT, 177.32 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 177.32 FAF: AWCEX DIST FAF TO MAP: 4383 THLD: 4.83
4. MIN. ALT: Faxup 3000, AWCEX 2800
§. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MIN GS INCPT: 2800 GS ALT AT: AWCEX 2800 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSA FROM: MAG VAR: 3E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ==z====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA |DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
LPV DA 1531 1 310 1531 1 310 NA NA
LNAV/VNAV DA 1744 13/4 523 1744 13/4 523 NA NA
LNAV MDA 1720 1 499 1720 1 499 NA NA
CIRCLING 1740 1 519 1880 1 659 NA NA
NOTES:
CHART NOTE: BARO-VNAV NA.
CHART NOTE: DME/DME RNP-0.3 NA. \'33/./
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. ”’? O
CHART NOTE: USE AUDUBON ALTIMETER SETTING; WHEN NOT RECEIVED, USE CARROLL ALTIMETER SETTING AND O v o
{SEE FORM 8260-10) _ o s £
CITY AND STATE ELEVATION: 1221 THRE: 1221 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  [SUP: AN
GUTHRIE CENTER, 1A AIRPORT NAME: IDEN;H?\EIR: RNAV (GPS) RWY 18, AMDT 1 AMDT: ORIG
GUTHRIE COUNTY RGNL DATED  04/08/2010

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

EI YES EI NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

D D EI D EI EI |Z| ZMP, AMGR, STATE AVIATION DIR., DSM APP CON

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

BRIAN M. SHAFFER AJV-352 03/14/2013

APPROVED BY

NAME: FIFO DATE:

SUSAN CRUMB MANAGER AJV-352

CHANGES:

1. REMOVED MSA.

2. ADDED LPV AND LNAV/VNAV MINIMUMS.

3. ADDED TAA'S.

4. REMOVED MADUP-HAVUG-FAXUD AND LINDE-IRLOW-FAXUD FEEDER/IAF SEGMENTS.

§. REMOVED CIMTO STEP DOWN FiX (FPT NOTIFIED).

6. MOVED FAXUD FIX CHANGING INTERMEDIATE LENGTH FROM 6.1 TO 5.0 NM (ATC REQUESTED MAINTAINING FIX NAME WITH FIX BEING MOVED OVER 1 NM).

7. FAF MOVED FROM 4.77 NM FROM THLD TO 4.83 NM FROM THLD.

8. FINAL COURSE CHANGED FROM 177.00 TO 177.32.

9. REMOVED HELICOPTER VISIBILITY NOTE: "VISIBILITY REDUCTION BY HELICOPTERS NA".

10. CHANGED NOTE FROM: "USE AUDUBON ALTIMETER SETTING; WHEN NOT RECEIVED, USE CARROLL ALTIMETER SETTING.” TO: "USE AUDUBON ALTIMETER SETTING; WHEN
\P}OSTBRE#YEIYED, USE CARROLL ALTIMETER SETTING AND INCREASE LPV DA TO 1535, LNAV/VNAV DA TO 1748, AND ALL MDA 20 FEET; INCREASE LNAV/VNAV ALL CATS
ISIBIL| /8 MILE."”
11. ADDED NOTE: "BARO-VNAV NA."
1SZEECSI;‘:Q§1G0ED NOTE FROM: "VGSI AND DESCENT ANGLES NOT COINCIDENT." TO: "VGSI AND RNAV GLIDEPATH NOT COINCIDENT."

REASONS:

1. ADDED TAA'S.

2, 3. FPT REQUEST.

4. ATCIFPT REQUEST & ADDITION OF TAA'S,

g. g;_?%%%vggsﬁll_x WOULD ONLY ACHIEVE 20 OF REDUCTION AND STEPDOWN WOULD REQUIRE STEPPING OVER OBSTACLE LESS THEN 3000' FROM RUNWAY.
7. 8260.54A, FORMULA 2-16B, LNAV/VNAV PFAF.

8. RTB 180.32 (177.32M)

9. 34:1 AND 20:1 PENETRATIONS REMOVED.

10. 8260.19E, PARA 8-55F(7).

11. PRIMARY ALTIMETER IS REMOTE, 8260.19E, PARA 8-55E(8).

12. ADDITION OF APV APPROACHES, 8260.19E, 8-55N(1).

13, 14. NEW CONTROLLING OBSTRUCTION/S.

15. MEMO DATED 11/20/2013, IMPLEMENTATION OF FAA ORDER 8260.38 CHANGE 21-25.

SEE 8260-10 ’#1331‘{0

L

.7'{,!_!\,4&,




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
) except HAT, HAA, TCH, and RA. Ailtitudes are minimum altitudes uniess otherwise indicated.
' RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):
INCREASE LPV DA TO 1535, LNAV/VNAV DA TO 1748 AND ALL MDA 20 FEET; INCREASE LNAV/VNAV ALL CATS
VISIBILITY 1/8 MILE.
TAA
FROM TO0 ALT

1. 087/30 CW 250/30 (NOPT) FAXUD (IF/IAF) (FB) 3000

250/20 CW 267/20 FAXUD (IF/IAF) (FB) 3000
2. 250/30 CW 267/30 (NOPT) 250/20 CW 267/20 3100
3. 267/30 CW 087/30 267/20 CW 087/20 3100
4. 267/20 CW 087/20 FAXUD (IFIAF) (FO) 3000

AU 2N
o
e
CITY AND STATE ELEVATION: 1221 THRE: 1221 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
GUTHRIE CENTER, 1A AIRPORT NAME: v RNAY (GPS) AMDT: ORIG
GUTHRIE COUNTY RGNL DATED:  04/08/2010

FAA FORM 8260-10/ April 2006 (Computer Generated) : PAGE 2 OF§ PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: :
ATA AAT ALPA APA AQPA NBAA OTHER (specify)

o 0O 0O OO0 O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
13. INCREASED LNAV MDA/HAT FROM 1660/439 TO AN MDA/HATH OF 1720/499. 14. INCREASED CIRCLING
CMDA/HAA CAT A FROM 1720/499 TO 1740/519 AND CAT B FROM 1720/499 TO 1880/658. 15. CHARTED
CIRCLING ICON. .
REASONS:
REASONS CONT.
PDF EDITS:
8260-3:
CHANGED ALTITUDE FROM "1531" TO "3000" IN TERMINAL ROUTES 1531 MSL TO YITAY ALTITUDE COLUMN.
ADDED "(FAF)" IN TERMINAL ROUTES FROM COLUMN AFTER AWCEX. .
8260-10 ARINC PACKET 424-18:
DELETED 020" FROM SEGMENT BLOCK 060 HOLDING SEQUENCE
8260-10 FLIGHT CHECK PAGE:
8DzEsl.i)E;'ED\.@RNP "«%.-0" IN MISSED APPROACH SECTION 060 SEQUENCE.
I;ﬁ%; ;B)ngUthliLE"{‘\ﬂs-ENTAL DATA, BLOCK 3, ADJUSTMENT: CHANGED 60/4 TO 60/64 TO SHOW CORRECT REMOTE BACKUP ALTIMETER VALUE.
-REMARKS:
REMOVED "E_O_FZ PENETRATIONS"” THAT INADVERTANTLY SHOWS UP. CANNOT FIND WHERE IT ORIGINATES IN SIAP TO DELETE IT. . \}MI)
. o ‘&

&

Y




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwisé indicated,

FAS DATA BLOCK INFORMATICN

except visibilities which are in statute miles or in feet RVR.

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KGCT
RUNWAY RW1S
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH iD) W1BA
LTP/FTP LATITUDE 414129.9390N
LTP/FTP LONGITUDE 0942606.0565W
LTP/FTP ELLIPSOIDAL HEIGHT +03442 -
FPAP LATITUDE 414000.7985N
FPAP LONGITUDE 0942606.7205W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00 N
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1720
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 30081309
ADDITIONAL PATH POINT RECORD INFORMATION
{CAO CODE K3
LTP ORTHOMETRIC HEIGHT +03720
FPAP ORTHOMETRIC HEIGHT +03720
\)Al/
& ‘-
)
%0!39
CITY AND STATE ELEVATION: 1221 THRE: 1221 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
GUTHRIE CENTER, IA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1 _ ORIG
RNAV AMDT:
GUTHRIE COUNTY RGNL DATED:  04/08/2010

FAA FORM 8260-10 / Aprii 2006 (Computer Generated)

PAGE 3 OF§ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I T e e I I 1

FLIGHT CHECKED BY
NAME: ' FIFO DATE:

DEVELOPED BY .
NAME: FIFO DATE:

APPROVED BY
NAME: : FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
H itud ini itud t ise indicated.
RNAV (GES] STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicate

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES --FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 . 4 5 6 ) 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AWCEX K30 w N41462012W094260389 E0018 NAR AWCEX
SUSAEAENRT FAXUD K30 W N41512025W094260165 E0017 NAR FAXUD
SUSAEAENRT YITAY K30 W .- N41304681W0594261084 EQ018 NAR YITAY
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012
SUSAP KGCTK3AGCT 0 034YHN41411310W094260620E003001221 1800018000C MNAR GUTHRIE COUNTY RGNL
1 2 3 4 5 6 7 8 9 [0} 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGCTK3FR18 AFAXUD 010FAXUDK3EAOEE AR HF 17730040 + 03000 18000 A JS
SUSAP KGCTK3FR18 R 010FAXUDK3EAQCE I IF + 03000 18000 A J8
SUSAP KGCTK3FR18 R 020AWCEXK3EAL1lE F O051TF 17730050 + 02800 A JS
SUSAP KGCTK3FR18 R 02 0AWCEXK3EA2WALPV ALNAV/VNAV ALNAV JS
SUSAP KGCTK3FR18 R 030RW18 K3PGOGY M 031TF 17730048 01261 -300 A JS
SUSAP KGCTK3FR18 R 040 o M CA 1773 + 01531 A JS
SUSAP KGCTK3FR18 R 050YITAYK3EAQEY DF - + 03000 A JS
SUSAP KGCTK3FR18 R 060YITAYK3EAQOEE R HM 35730040 + 03000 A JS
1 2 3 4 5 6 7 8 9 o 1 2 3
RUNWAY - 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGCTK3GRW1S8 0034001773 N41412994W094260606-0100 +0344201221000040060R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012
SUSAP KGCTK3PR1S8 RW18 001 OOOOW1B8AO0N4141299390W05426060565+034420300N4140007985W09426067205106751720000400F400500300B1309
SUSAP KGCTK3PR18 RW18 (002E +03720+03720LPV 69533
\\Nla
o o
E"rtdis
CITY AND STATE ELEVATION: 1221 THRE: 1221 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
GUTHRIE CENTER, 1A AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
GUTHRIE COUNTY RGNL ' AMDT: ORIG
RNAV

DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O

AOQOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BMMNDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
FAXUD FAXUD 010 IAF HF R FO 177.3(180.3T) 004.0 AR 03000
FAXUD 010 FACF IF FB AR 03000
AWCEX - 020 FAF TF FB 0.5 177.3(180.3T) 005.0 AR 02800
RW18 030 MAP TF ~ FO 0.3 177.3(180.3T) 004.8 AT 01261
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 177.3(180.3T) AR 01531
YITAY 050 DF FO AR 03000
YITAY 060 HM R FO 357.3(000.3T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AWCEX N414620.12 W05942603.89 N4146.335 W09426.065
FAXUD N415120.25 W0942601.65 N4151.338 W09426.028
YITAY N413046.81 W0942610.84 N4130.780 W09426.181
RW18 N414129.94 W0942606.06 N4141.499 W09426.101
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 01221 40
Ve,
s
CITY AND STATE ELEVATION: 1221 THRE: 1221 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
GUTHRIE CENTER, IA AIRPORT NAME: ’ IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
GUTHRIE COUNTY RGNL AMDT: ORIG
RNAV DATED:  04/08/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) | Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0o O 0O 04

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
-PART <A :OBSTRUCTION: DATA:
1. APP SEGMENT FROM TO “OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 1087/30 CW 250/30 FAXUD 1. TOWER (19-000824) 1415039.00N/0945949.00W | 1919 (5E) 1000 3000
[2- TERRAIN 415521.00N/0950051.00W | 1542 (1500) AS1500 3000
STRAIGHT-IN AREA 250/20 CW 267/20 FAXUD 1. TOWER (19-000824) . 1415039.00N/0945949.00W 1919 (5E) 1000 3000
2. TERRAIN 415527.00N/0950018.00W |1542 (1500) AS1500 3000
STRAIGHT-IN AREA 250/30 CW 267/30 250/20 CW 267/20 15 TOWER (19-000837) [415409.00N/0935416.00W |2038 (5D) 1000 3100
4. TERRAIN 415930.00N/0934954.00W | 1129 (1100) AS1500 - 12600
STRAIGHT-IN AREA 267/30 CW 087/30 267/20 CW 087/20  [3. TOWER (19-000837) |415409.00N/0935416.00W |2038 (5D) 1000 3100
|5- TERRAIN 415521.00N/0950051.00W | 1533 (1500) AS1500 3000
STRAIGHT-IN AREA 267/20 CW 087/20 FAXUD |6. WMILL (19-022551) [413443.81N/0944133.84W |1955 (5E) 1000 3000
7. TERRAIN 413306.00N/0943957.00W [1520 (1500) AS1500 3000
INTERMEDIATE FAXUD (IF/IAF) IAWCEX 8. AAO 414654.00N/0942739.00W {1464 500 |Acs3 2100
9. TERRAIN 414654.00N/0942739.00W |1264 (1300) AS1500 2800
FINAL: LPV AWCEX RW18 18. TREE (KGCTT0102) [414138.30N/0942602.05W [1242 (1A) 34:1 |RA6O 1531/310
FINAL: LNAV/VNAV AWCEX RW18 10. TREE 414212.00N/0942645.00W [1374 (2C) 23.4:1 |AC20 RA60 1744/523
2. HOLD-IN-LIEU-OF-PT FAXUD P-5 12. TOWER (19-001360) [415854.00N/0943113.00W [1653 (5D) 1000 |[AT347 3000
13. TERRAIN 414836.00N/0943130.00W | 1283 (1300) AS1500 2800
MAP: |DA/DA/RW18 YITAY 7 ASC 3000
f\-P“Iﬂ'nggH — , 72, ARO 413039.00N/0942821.00W | 1540 (2C) | 1000 2600
ELEV: . [1284/1542/1560 15. TERRAIN 413039.00N/0942821.00W | 1340 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 519 16. TREE 414200.01N/0942639.91W [1374 (2C) 300 RA60 1740
CATEGORY B 1.5 NM o 450 |2 659 17. TOWER (19-020093)] 414139.20N/0942352.20W |1452 (4D) 300 AC50 RAG60 1880
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |*| 550
5. MINIMUM SAFE ALTITUDES . ) PRIMARY NAVAID: .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) @’g kz_ ‘
& ® o
. &Fh\&v
CITY AND STATE ELEVATION: 1221 FACILITY PROCEDURE AND AMENDMENT NO: REGION
'GUTHRIE CENTER, IA AIRPORT NAME: " RNAV RNAV (GPS) RWY 18, AMDT 1 ACE
» GUTHRIE COUNTY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2, WEATHER SERVICE

3. ALTIMETER SETTING

AERONAUTICAL INFORMATION SPECIALIST

ZMP ARTCC NW S |OTHER: SOURCE:KADU/ KCIN
DSM APP CON
FOD FSS AWOS-3 | DISTANCE: 21.84 /26.77
FAA HOURS REMOTE OPERATION:
24 /| BACKUP
SATISFACTORY ON: AlIC
X|[VHF [ x[uUHF | |[HF |LOCATION: KADU ADJUSTMENT: 60/ 64
PRIMARY NAVAID:
4. -
MONITOR MONITO(F:t ;o:NT.
sTaTus | HRS
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
f::r?vAvﬁc X |MIRL 18 (PCL), 36 (PCL)
LGHTING X  |REIL 18 (PCL), 36 (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-2L 18 (PCL), 36 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-F 18, 36
7.RUNWAY | APPROACH
‘F"'SUA'- MIDFIELD
ANGE ROLL OUT
8. GLIDE GP ANGLE:3.00 ELEV RWY THRESHOLD:1220.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
’ BRIAN M. SHAFFER 03/14/2013
TITLE: OFFICE:

AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - REMOTE ALTIMETERS.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

"ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
CRITERIA APPLIED.

CAT A: 1.31 NM

CAT B: 1.85NM

KADU AND KCIN AWOS ON SERVICE A.
VGSI DATA: 3.25/33.1

RWY MARKINGS NON-PRECISION (NPI-F) AND DO NOT ALLOW
HATH & VIS LESS THAN 250 & 3/4 MILE PER AC

150/5300-13, TABLE 3-5. VISIBLITY LIMITED TO NOT LESS
THAN 1 MILE PER ADO.

SEE ATTACHED AIRSPACE LETTER.

TAA DEVELOPED PER FPO REQUEST.

135 FT VEGETATION USED PER FPT.

VDP NA: REMOTE ALTIMETER ADJUSTMENT IN USE.
BARO-VNAV NA: REMOTE ALTIMETERS IN USE.

OBS # 8 IPDS DERIVED ACCURACY.
OBS # 14 ACCURACY DERIVED FROM 1:24,000 MAP.

DUE TO POFZ PENETRATIONS, MINIMUM 250 HATH AND 3/4
MILES VISIBILITY REQUIRED. 50' ADDED TO 200' HATH.
POFZ PENETRATIONS:

1228 TREE (KGCTT0094) 414130.60N/0942610.01W (7.50)
1221 TREE (KGCTT0096) 414131.91N/0942609.96W (0.50)
1221 REIL (KGCTT0091) 414130.05N/0942607.43W (0.50)

1221 REIL (KGCTT0092) 414130.04N/0942604.67W (0.50)

GQS PENETRATIONS:

1221 REIL (KGCTT0091) 414130.05N/0942607.43W (0.13)
(FIXED BY FUNCTION PER 8260.3B, PARA 2.11.1 &
AC150/5300-13)

1221 REIL (KGCTT0092) 414130.04N/0942604.67W (0.12)
(FIXED BY FUNCTION PER 8260.3B, PARA 2.11.1 &
AC150/5300-13)

20:1/34:1 PENETRATION REMOVED PER FPT:
1234 TREE (KGCTT0101) 414134.17N/0942606.11W
(PENETRATES 20:1 2.09'/PENETRATES 34:1 6.79')

RASS PRESSURE PATTERNS SAME
KGCT 1220.5, KADU 1286.8, KCIN 1203.7
RA (KADU) = 59.50 (60)

RA (KCIN) = 63.92 (64)




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV AWCEX RW18 11. AAC 414537.13N/0942647.68W | 1410 (2C) 250 |RAS6O . 1720 %
3. MISSED MAP:
APPROACH SEEY;
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | T 350
CATEGORY B 15NM__1mf 450 |2
CATEGORY C 17NM |5 450 |2
CATEGORY D 23NM |G| 550 |12
CATEGORY E 45NM %[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ‘
SECTOR OBSTRUCTION| BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) m
@
L
CITY AND STATE ELEVATION: 1221 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
GUTHRIE CENTER, IA AIRPORT NAME: RNAV RNAV (GPS) RWY 18, AMDT 1 ACE
GUTHRIE COUNTY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS JOTHER: SOURCE;
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
IVHF {UHF | [HF LOCATION: ADJUSTMENT:
, PRIMARY NAVAID:
MONITOR |-MONITOR POINT.
STATUS | HRS | CAT
OPTN:| CAT 3
ALS
{S) SALS
MALS
5. HIRL
b -
{REIL
LIGHTING —
CILINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
& GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT.
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART C - REMARKS:

PART D - PREPARED BY: DATE:

TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: AWCEX STATE: IA ~ COUNTRY: US

LATITUDE/LONGITUDE: 414620.12N/0942603.89W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: ) HOLDING TYPE OF ACTION: NO CHANGE

FIX USE;
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 18 . KGCT GUTHRIE CENTER

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 08/22/2013

REASON FOR REVISION:
MOVED FIX 422.9170.07 NM NORTH.

DEVELOPED BY: DATE: 03/11/2013 OFFICE: AJV-352 NAME: BRIAN SHAFFER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP /
ATC FACILITY: DSM APP CON
OTHER:

STATE
IA (US)

aU"!(,:‘
& <

Soxe®

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: FAXUD STATE: 1A COUNTRY: US

LATITUDE/LONGITUDE: 415120.25N/0942601.65W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE " RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N we 357.32 177.32 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS: :

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (19-001360) 415854.00N/0943113.00W 1653 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX MOVED MORE THAN 1 NM - FIX NAME RETAINED PER ATC REQUEST.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 18 1 KGCT GUTHRIE CENTER IA (US)

(AP RNAV (GPS) RWY 36 1 KGCT GUTHRIE CENTER IA (US)

REQUIRED CHARTING: IAP
COMPULSQRY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 - DATE OF REVISION: 08/22/2013

REASON FOR REVISION:
MOVED FiX 6311.62/1.04 NM S.
CHANGED HOLD PATTERN RAD/CRS/BRG AND CRS INBOUND FROM 357.00/177.00 TO 357.32/177.32.

DEVELOPED BY: DATE: 03/11/2013 OFFICE: AJV-352 NAME: BRIAN SHAFFER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: DSM APP CON
OTHER:

FAA FORM 8260-2./ AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME; YITAY STATE: IA COUNTRY: US

LATITUDE/LONGITUDE: 413046.81N/0942610.84W ‘ TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND {(LORR) TIME DME MiN MAX  MIN MAX

1 ] WP 177.32 357.32 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS: ’

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (19-002274) 412739.80N/0942923.00W 1803 4D

HOLDING RESTRICTIONS: |
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: . :

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 18 1 KGCT GUTHRIE CENTER 1A (US)
IAP RNAV (GPS) RWY 36 1 KGCT GUTHRIE CENTER 1A (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 08/22/2013

REASON FOR REVISION:
MOVED FIX 5637.6970.93 NM SOUTH.
CHANGED RAD/CRS/BRG & CRS INBOUND FROM 357.00/177.00 TO 357.32/177.32.

DEVELOPED BY: DATE: 03/11/2013 OFFICE: AJV-352 NAME: BRIAN SHAFFER
APPROVED BY: DATE: OFFICE: AJV-3562 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: DSM APP CON
OTHER:

Qut‘l(/
0O & :
%

Cye©
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GUTHRIE CENTER STATE: 1A

AIRPORT NAME: GUTHRIE COUNTY RGNL ID:  KGCT
PROCEDURE: RNAV (GPS) RWY 18 AMDT: 1
DOCKET#: NOT REQUIRED

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.58
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter approptiate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000" point 180.32
4. High Terrain in FINAL segment containing 1000’ point 1410
5. Distance from THLD to 1500’ point 9.43
. (If 1500" point in PT maneuvering area or hkoiding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 4.00
7. True Course of INTERMEDIATE segment containing 1500 point 180.32
8. High Terrain in INTERMEDIATE segment containing 1500' point 1264
9. Threshold Coordinates (if straight-in) ... 414129.94N / 0942606.06W
10. ARP Coordinates .......................... 414113.10N / 0942606.20W
11. Runway Approach End and distance furthest from ARP .......... o RWY 18
Distance 0.28 NM
12. FAF Coordinates ............c.co.coooen 414620.12N / 0942603.89W

REMARKS: Approach/Drawing attached.

TAA: FAXUD (IF/IAF) 415120.25N-0942601.65W  RADIUS: 30 NM




RADIO FIX AND HOLDING DATA RECORD

NAME: CIMTO STATE: |IA COUNTRY: US
LATITUDE/LONGITUDE: 414300.05N/0942606.21W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RwWY 18 KGCT GUTHRIE CENTER

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/08/2010
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
IA (US)

CANCELLATION CONCURRENT WITH PUBLICATION OF RNAV (GPS) RWY 18, AMDT 1.

U4,
n . wd
o

Cke©
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RADIO FIX AND HOLDING DATA RECORD

NAME: HAVUG STATE: A COUNTRY: US
LATITUDE/LONGITUDE: 415222.31N/0943247.77W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FiX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 18 KGCT GUTHRIE CENTER

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/08/2010
DEVELOPED BY: DATE: OFFICE: : NAME:
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
1A (US)

CANCELLATION CONCURRENT WITH PUBLICATION OF RNAV (GPS) RWY 18, AMDT 1.

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IRLOW STATE: IA COUNTRY: US

LATITUDE/LONGITUDE: 415222.31N/0941924.65W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 18 KGCT GUTHRIE CENTER

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/08/2010
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-352 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

STATE
IA (US)

CANCELLATION CONCURRENT WITH PUBLICATION OF RNAV (GPS) RWY 18, AMDT 1.

FAA FORM 8260-2 / AUG 2009
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