Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 03/27/2008 | 2008032720262001001 20080327202620
Procedure: RNAV (GPS) RWY 13 AMDT 1 Airport ID: Airport: BAKER CITY MUNI Reimbursable #:
KBKE
City: BAKER ST: OR GPS #: Estimated Chart Date: FICO #:
. 03/07/2013
Fac ID: Fac. Type: LPV Specialist: KYLE THOMPSON(Contractor)
e - Procedure Review
-
F . "4
Rec'd Rel'd Full Name Comments
Lead: 07/12/2012 11/16/2012 STEVEN SZUKALA L
QA: 11/16/2012 11/16/2012 STEVEN SZUKALA
Liaison: | 11/16/2012 ZDN. o~
Procedure Comments: ENROUTE [Remark Type: INFORMATION k9 /. Ve )

BAKER, OR  BAKER CITY MUNI (KBKE) RNAV (GPS) RWY 13, AMDT 1 (LPV) ENROUTE-YES FC: 1.8.13 PUB: 3.7.13

CONTACT: PETE GETZ/LONNIE EVERHART-AVN-130 LEADS, 405.954.2079/ 405.954.4576.

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CACAB-INT, ORIG; GOYEK-INT, ORIG; LACED-INT, REV 4; SITOC, REV 1, SOKNE, REV 1; TEGTE, ORIG;
WOLIP-INT, REV 1; ZASKA, REV 1; (INFO ONLY) JELTI-INT, REV 1.

VN 8200-6 (05/26/2005)

Data as of:

11/19/2012 9:33:21AM




BAKER CITY, OREGON

AL-35 (FAA)

FIG
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W13A Apt Elev 3373 BAKER CITY MUNI (BKE)
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v F pensated Baro-VINAY sy LNAV/VMNAY NA below -30°C (-22°F)
o above 51C (124F) DME/DME RNP-0.3 NA. Helicopter visibility reduction

A below 1 SM MNA. RWY 13 Straight-in procedures and Circling RWY 8, 26, and 35 NA at night.

MISSED APPROACH: climbing left
turn to 11000 direct GOYEK and
hold. continue climb-in-hoid to 11000.
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CATEGORY A | B | [¢ T D
LPV DA 3800-1% 434 (500-1%)
v“:ﬁ‘(/ DA 3900-1% 534 (600-1%)
LNAY MDA 4080-1 714(800-1) 4080-2 714(800-2)
4080-2 4220-2%,
CIRCLING 4080-1 707 (800-1) 707 1800-2) | 847 (500-2%)

125° 10
RW13

GOYEK: 4449.290/11720.415
JELTY: 4459.621/11821.190
LACED: 4517.473/11823.74%
SITOC: 4505.700/11805.845
SOKNE: 4453.039/11751.604
TEGTE: 4500.128/11759.561
WOLIP: 4514.560/11757.706
ZASKA: 4456 378/11755.347
RW13: 4450.535/11748.803
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US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetlings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
JELTI (IAF) SITOC (FB) 044.71/12.46 8700 LNAV: RW13
w IAF ' ) 57 8700
OLIP (1AF) SITOC (FEB) 197.07/105 CLIMBING LEFT TURN TO 11000 DIRECT GOYEK AND HOLD,
LAGED (IAF) SITOC (FB) 116.82/17.29 8700 CONTINUE CLIMB-IN-HOLD TO 11000.
SITOC (IF) TEGTE (FB) 125.32/7.13 7100
TEGTE ZASKA (FB) 125.39 / 4.80 5800
ZASKA (FAF) SOKNE/3.20 NM TO RW13 (FB) 125.44 1 4.27
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD E, RT, 253.32 INBOUND.

FAS OBST: 3499 AAO 445324N/1175124W

DISTANCE TO THLD FROM 434 HATH: 1.19 NM.

WAAS CHANNEL # 90133

, REFERENCE PATH ID: W13A

LTP HAE: 1008.8 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. PROFILE STARTS AT SITOC
3. FAC: 12544 FAF: ZASKA DIST FAF TO MAP: 747 THLD: 747
4. MIN. ALT: SITOC 8700, TEGTE 7100, ZASKA 5800, SOKNE/3.20 NM TO RW13 4440+
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 5800 GS ALT AT:ZASKA 5800 OoM: MM: IM: -
7. GSANGLE: ~3.00 TCH:55.0 34:11S NOT CLEAR
8. MSAFROM: RW13 10800 . MAG VAR: 16E EPOCH YEAR: 2005

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | | STANDARD @
CATEGORY =====> A ) C D E
DH/MDA VIS HAT/HAA| DH/NDA vis HAT/HAA|DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA| DH/MDA VIS HAT/HAA
LPV DA 3800 13/8 434 3800 13/8 434 3800 1318 434 3800 1308 434
LNAV/VNAV DA 3900 13/4 534 3900 13/4 534 3900 13/4 534 3900 13/4 534
LNAV MDA 4080 1 714 4080 714 4080 2 714 4080 | 2 714
CIRCLING 4080 1 707 4080 707 4080 2 707 4220 23/4 847
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -30C (-22F) OR ABOVE 51C @ CAT D 900-2 3/4 ATH
(124F). oF
CHART NOTE: DME/DME RNP-0.3 NA. g N B
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT JELTI ON V182 NORTHWEST BOUND. . c,\%
(SEE FORM 8260-10) AR
CITY AND STATE ELEVATION: 3373 THRE: 3366 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
BAKER CITY MUNI DATED 10/23/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 6 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] Yes |I| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

<] ] [x] [x] [x] [x] [X]  zLc, AIRPORT MANAGER

FLIGHT CHECKED BY

NAME: FIFO DATE:

) DEVELOPED BY
NAME: : FIFO DATE:
PETE GETZ (DAVID E. JENNER) AJV-354 10/05/2012
APPROVED BY
NAME: FIFO DATE:
DEBORAH COPELAND MANAGER
CHANGES:

1. ADDED LPV AND LNAV/VNAV MINIMA TO PROCEDURE.

2. CACAB IAF REPLACED WITH NEW IAF AT JELTI. SDF IN IAF SEGMENT DELETED. ALTITUDE CHANGED FROM 11000 TO 8700. COURSE AND DISTANCE CHANGED FROM
009.27/2.83 (SDF) & 009.29/6.83 (IF) TO 044.71/12.46.

3. FEPOL IAF REPLACED WITH WOLIP IAF. COURSE AND DISTANCE CHANGED FROM 210.02/9.00 TO 197.07/10.57.

4. IF SDF RENAMED FROM TAROY TO TEGTE. DISTANCE FROM IF TO IF SDF CHANGED FROM 6.08 TO 7.13. ALTITUDE CHANGED FROM 7700 TO 7100.
5. IF SDF TEGTE TO FAF ZASKA COURSE AND DISTANCE CHANGED FROM 125.32/6.00 TO 125.39/4.80.

6. FAF ZASKA TO SOKNE (FINAL SDF) DISTANCE CHANGED FROM 4.21 TO 4.27. ALTITUDE AT SDF CHANGED FROM 4420 TO 4440,

7. SOKNE TO MAP DISTANCE CHANGED FROM 3.11 TO 3.20.

8. LINE 3: ADDED DIST FAF TO MAP 7.47 AND CHANGED DIST FAF TO THLD FROM 7.32 TO 7.47.

9. LINE 4: TAROY CHANGED TO NEW FIX TEGTE AND ALTITUDE CHANGED FROM 7700 TO 7100.

SOKNE DIST TO RW13 CHANGED FROM 3.11 TO 3.20 AND ALTITUDE CHANGED FROM 4420 TO 4440.

10. LINE 6: ADDED MIN GS INCPT 5800 AND GS ALT AT ZASKA 5800.

11. LINE 7: ADDED GS ANGLE 3.00 AND TCH 55.0.

12. LNAV HAT CHANGED FROM 710 TO 714, CIRCLING HAT CATS A - C CHANGED FROM 708 TO 707, CAT D FROM 848 TO 847.

SEE 8260-10

REASONS:

1. PER FPT.
2. CACAB (IAF) TO SITOC (IF) UNUSABLE DUE TO TURN AT IF MORE THAN 90. SDF DELETED DUE TO LOWER TERRAIN COMING FROM (IAF) JELTIL. ALTITUDE CHANGED DUE TO NEW

OBSTACLES IN SEGMENT. COURSE AND DISTANGCE CHANGED DUE TO USING NEW FIX AS IAF (JELTI).
3. FEPOL {IAF) REPLACED WITH WOPIL (IAF) DUE TO HAVING TO MOVE FEPOL TO GET THE CORRECT LEG LENGTH FROM THE IAF TO THE IF WHEN ARRIVING FROM THE AIRWAY. FEPOL WAS
ONLY 0.4 NM FROM WOPIL WHEN THE CORRECT LEG LENGTH WAS OBTAINED. DID NOT WANT TO PUT

TWO FIXES THAT CLOSE TO EACH OTHER ON THE AIRWAY SO WOPIL WAS USED INSTEAD OF FEPOL.

4. TAROY RENAMED DUE TO MOVING FIX MORE THAN 1NM.

5. COURSE AND DISTANCE CHANGED DUE TO MOVEMENT OF THE SDF AND FAF, IAPA GEODESIC CALCULATION.

6. FAF AND SDF MOVED, 4440 MDA USED TO GET BETTER DG.

7. MOVED FOR OPTIMAL DG FROM SDF TO MAP.

8. IAW 8260.19D, PARA 852 C (3) & (4).

9. IAW 8260.19D, PARA 852 D.

10. IAW 8260.19D, PARA 852 F (1).

11. IAW 8260.19D, PARA 852 G (1).

12. ELEVATION USED FOR MINIMUMS CHANGED FROM TDZE TO THLD. FIELD ELEVATION CHANGED FROM 3372 TO 3373.
1s 3 é,%\évsngg.ss TABLE 3-5A, MINIMUM VISIBILITY VALUES.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
DAR! except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
SOKNE/3.20 NM TO RW13 RW13 (MAP) (FO) 125.44 1 3.20
RW13 (MAP) 3773 MSL 125.44
3773 MSL GOYEK (FO) 11000

NOTES, (CONT.):

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WOLIP ON V182-357 NORTHWEST BOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT LACED ON V4 NORTHWEST BOUND.
*LNAV ONLY

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

CHART NOTE: RWY 13 STRAIGHT-IN PROCEDURES AND CIRCLING RWY 8, 26, AND 35 NA AT NIGHT.

CITY AND STATE ELEVATION: 3373 THRE: 3366 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sUP:
) IDENTIFIER: RNAV (GPS) RWY 13, AMDT 1
BAKER CITY, OR AIRPORT NAME: AV (GPS) AMDT:  ORIG-A
BAKER CITY MUNI DATED:  10/23/2008

FAA FORM 8260-10/ April 2006 (Computer Generated) - PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [ ] no

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

13. LNAV CAT D VISIBILITY CHANGED FROM 2 1/4 TO 2.

14. ADDED UNCOMPENSATED BARO-VNAV NOTE.

15. ADDED NOTES: RWY 13 STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT, HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.
16. FIELD ELEVATION CHANGED FROM 3372 TO 3373.

17. ELEVATION USED FOR MINIMUMS CHANGED FROM TDZE 3370 TO THLD 3366.

18. MA HOLDING FIX CHANGED FROM FEPOL TO GOYEK. MA ALTITUDE INCREASED TO 11000.

REASONS:

REASONS CONT.

14. IAW 8260-19D, PARA 497.

15. IAW FAA MEMO DATED 8-27-12.
16. PER AVNIS.

17. LTP ELEVATION USED IN RNAV PROCEDURES.
18. MA HOLDING CHANGED FROM FEPOL TO GOYEK PER ZSE REQUEST TO NOT OVERLAP ANY OF THE MISSED APPROACHES AT KLGD AND TO STAY IN ZL.C AIRSPACE.

PDF EDIT:
TERMINAL ROUTES: FROM COLUMN (FAF) ADDED AFTER ZASKE.
TERMINAL ROUTES: ALTITUDE COLUMN * DELETED AFTER 4440.




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE (]
SBAS SERVICE PROVIDER IDENTIFIER o
AIRPORT IDENTIFIER KBKE
RUNWAY RW13
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W13A
LTP/FTP LATITUDE 445032.0930N
LTP/FTP LONGITUDE 1174848.1980W
LTP/FTP ELLIPSOIDAL HEIGHT +10088
FPAP LATITUDE 444922.3400N
FPAP LONGITUDE 1174730.3100W
THRESHOLD CROSSING HEIGHT (TCH) 00055.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1200
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 8C545FAA
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +10260
FPAP ORTHOMETRIC HEIGHT +10260
CITY AND STATE ELEVATION: 3373 THRE: 3366 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |[syp:
IDENTIFIER:
R . RNAV (GPS) RWY 13, AMDT 1
BAKER CITY, Ol AIRPORT NAME RNAV AMDT: ORIG-A
BAKER CITY MUNI DATED: 10/23/2008
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] No
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] ] L] L[] ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV (QES) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 ] 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567850123456783012
SUSAEAENRT GOYEK K10 C L N44491740W117202487 E0147 NAR GOYEK
SUSAEAENRT JELTI K10 C B N44593725W1182111558 E0150 NAR JELTI
SUSAEAENRT LACED K10 C 'L N45172836W118234493 E0151 NAR LACED
SUSAEAENRT SITOC K10 W N45054202W118055072 E0150 NAR SITOC
SUSAEAENRT SOKNE K10 w N44530235W117513623 E0148 NAR SOKNE
SUSAEAENRT TEGTE K10 w N45000770W117593366 E0149 NAR TEGTE
SUSAEAENRT WOLIP K10 C L N45143361W117574238 E0150 NAR WOLIP
SUSAEAENRT ZASKA K10 W N44562270W117552079 E0149 NAR ZASKA
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBKEK1ABKE o] 050YHN44501446W117483292E016003373 1800018000C MNAR BAKER CITY MUNI

1 2 3 4 5 [3 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBKEK1FR13 AJELTI 010JELTIKLlEAQE A IF 18000 A JS
SUSAP KBKEK1FR13 AJELTI 020SITOCK1EAOEE B 010TF 04470125 + 08700 A JSs
SUSAP KBKEK1FR13 ALACED 0l0LACEDK1EAQOE A iF 18000 A JS
SUSAP KBKEK1FR13 ALACED 020SITOCKLEAQEE B 010TF 11680173 + 08700 A JS
SUSAP KBKEK1FR13 AWOLIP O010WOLIPKLEAQOE A IF 18000 A JS
SUSAP KBKEK1FR13 AWOLIP 020SITOCK1EAOEE B 010TF 19710106 + 08700 A JS
SUSAP KBKEK1FR13 R 010SITOCK1EAQE I IF + 08700 18000 A JS
SUSAP KBKEK1FR13 R 011TEGTEKLIEAQE S O51TF 12530071 + 07100 A JS
SUSAP KBKEK1FR13 R 020ZASKAKIEALE F O051TF 12540048 + 05800 RW13 KIPGA JS
SUSAP KBKEKLFR13 R 020ZASKAK1EA2WALPV ALNAV/VNAV ALNAV ’ Js
SUSAP KBKEK1FR13 R 021SOKNEK1EAQE S O031TF 12540043 V 0444004440 -300 A JS
SUSAP KBKEK1FR13 R 030RW13 KI1PGOGY M 031TF 12540032 03421 -300 A JS
SUSAP KBKEK1FR13 R 040 0 M CA 1254 + 03800 A JS
SUSAP KBKEKL1FR13 R 050GOYEKKLIEAQEY L DF . + 11000 A JS
SUSAP KBKEK1FR13 R 06 0GOYEKK1EAOEE R HM 25330070 + 11000 A JS
1 2 -3 4 5 6 7 8 S 0 1 2 3

RUNWAY 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678%012

SUSAP KBKEK1GRW13 0050851255 N44503209W117484820+0100 +1008803366000055100R
1 2 3 4 5 6 7 8 9 0 1 2 B
PP 1234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012345678901234567 /_'901%
CITY AND STATE ELEVATION: 3373 THRE: 3366 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup:
BAKER CITY, OR AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 13, AMDT 1
BAKER CITY MUNI AMDT: ORIG-A
RNAV

DATED:  10/23/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O 0O

AOPA

[ 1

NBAA OTHER (specify)

L]

FILIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—B'NAHQES)—SIAN-DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KBKEK1PR13 RW13 001 000OW13A0N4450320930W11748481980+100880300N4449223400W11747303100106751200000550F4005008C545FAA
SUSAP KBKEK1PR13 RW13 002E +10260+10260LPV 90133
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012345678901234567850123456789012
SUSAP KBKEK1SRW13 K1PG o] 18018010825 M
CITY AND STATE ELEVATION: 3373 ) FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
THRE: 3366 . :
BAKER CITY, OR AIRPORT NAME: : IDENTIFIER: RNAV (GPS) RWY 13, AMDT 1
-BAKER CITY MUNI AMDT: ORIG-A
RNAV DATED:  10/23/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0O O O

AQPA

[ ]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
JELTI JELTI 010 IAF IF FB
JELTI SITOC 020 TF FB 1.0 044.7(060.7T) 012.5 AA 08700
LACED LACED 010 IAF IF FB
LACED SITOC 020 TF FB 1.0 116.8(132.8T) 017.3 AA 08700
WOLIP WOLIP 010 IAF IF FB
WOLIP SITOC 020 TF FB 1.0 197.1(213.1T) 010.6 AA 08700
SITOC 010 FACF IF FB AA 08700
TEGTE 011 SDF TF FB 0.5 125.3(141.3T) 007.1 AA 07100
ZASKA 020 FAF TF FB 0.5 125.4(141.4T) 004.8 AA 05800
SOKNE 021 SDF TF FB 0.3 125.4(141.4T) 004.3 AA 04440 GS 04440
RW13 030 MAP TF FO 0.3 125.4(141.4T)- 003.2 AT 03421
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 125.4(141.4T) AA 03800
GOYEK 050 DF L FO AA 11000
GOYEK 060 HM R FO 253.3(269.3T) 007.0 AA 11000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
GOYEK N444917.40 W1172024.87 N4449.290 W11720.415
JELTI N445937.25 W1182111.55 N44538.621 W11821.193
LACED N451728.36 W1182344.93 N4517.473 W11823.749
SITOC N450542.02 W1180550.72 N4505.700 W11l805.845
SOKNE N445302.35 W1175136.23 N4453.039 W11l751.604
TEGTE N450007.70 W1175933.66 N4500.128 W11759.561
WOLIP N451433.61 W1175742.38 N4514.560 W11757.706
© ZASKA N445622.70 W1175520.79 N4456.378 W11755.347
RW13 N445032.09 W1174848.20 N4450.535 W11748.803
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW13 03366 55
CITY AND STATE ELEVATION: 3373 THRE: 3366 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  [sup:
BAKER CITY, OR AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 13, AMDT 1
BAKER CITY MUNI' AMDT: ORIG-A
RNAV
DATED:  10/23/2008
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[] [ R I I

AOPA

]

NBAA OTHER (specify)

L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL JELTI SITOC 1. AAO 445830.41N/1181827.10W | 7402 (6A) 1000 |PR238 8700
2. TERRAIN 445830.41N/1181827.10W | 7202 (7200) AS1500 8700
~|INITIAL WOLIP SITOC 3. AAO 450638.24N/1180819.74W | 5959 (5E) 1o'oo> PR215 AT1526 8700
4. TERRAIN 450638.24N/1180819.74W | 5759 (5800) AS1500 7300
INITIAL LACED SITOC 5. AAO 450915.00N/1181642.00W |6339 (5E) 1000 |PR166 AT1195 8700
6. TERRAIN 450915.00N/1181642.00W | 6139 (6100) AS1500 7600
INTERMEDIATE siToC TEGTE 7. AAO [450029.42N/1180813.41W | 6379 (4D) 500 |AT221 7100
8. TERRAIN 450018.00N/1180718.00W | 5325 (5300) AS1500 6800
INTERMEDIATE SITOC TEGTE 9. AAO 450636.00N/1180824.00W | 5949 (4D) 500 [AT651 7100
10. TERRAIN 450530.00N/1180839.00W | 5509 (5500) AS1500 7000
INTERMEDIATE SITOC TEGTE 11. AAO 450509.00N/1180845.00W | 5699 (4D) 500 |AT901 7100
12. TERRAIN 450433.00N/1180648.00W | 5299 (5300) AS1500 6800
INTERMEDIATE: TEGTE ZASKA 13. AAO 445828.31N/1180420.80W (5279 (4D) 500 |sA-493 AT514 5800
STEPDOWN 14. TERRAIN 445818.01N/M175717.17W | 3790 (3800) AS1500 5300
2. PROCEDURE TURN NA
MAP: |DA/DA/RW13 GOYEK 20. TREE 445020.81N/1174353.98W |4239 (2C) 1000 |AT5761 11000
i'P“gEgigH 71. ARD 444627.00N/1172300.00W | 4987 (3D) | 1000 5000
ELEV: [3529/3739/3980 22. TERRAIN 444627.00N/1172300.00W | 4787 (4800) AS1500 6300
4. CIRCLING AREA | DISTANCE ~HT. ABV. ARPT.
CATEGORY A 1.3 NM ~ 350 707 23. TREE 444846.00N/1174839.00W [3499 (2C) 300 C] 4080
CATEGORY B 1.5 NM w 450 |2 707 23. TREE 444846.00N/1174839.00W |3499 (2C) 300 Sl 4080
CATEGORY C 1.7NM_ |S] 450 |2 707 24. TREE 444842.06N/1174623.19W (3509 (2C) 300 sl 4080
CATEGORY D 2.3NM 8 550 |9 847 25. AAO 444834.11NM174525.19W [3919 {2C) 300 4220
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW13
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA,,
360-360 AAO 045/ 28.8 9800 (6A) 10800 s
S 3 f*‘
CITY AND STATE ELEVATION: 3373 FACILITY PROCEDURE AND AMENDMENT NO:  |REGIONCYz ¢
BAKER CITY, OR AIRPORT NAME: ‘ ‘ : RNAV - RNAV (GPS) RWY 13, AMDT 1 ANM
BAKER CITY MUN :

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZI.C ARTCC NwWS |OTHER: SOURCE:KBKE
: ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: ’ AIC 24
X|VHF [x[uHF | [HF |LOCATION: KBKE ADJUSTMENT: 0
) PRIMARY NAVAID: '
MONITOR | MONITOR POINT.
STATUS | HRS | CATI
OPTN:[ CAT 3
ALS
(S) SALS
MALS
i 5. HIRL
APPROACHI™x ™ TmiRL 31 (PCL), 13 (PCL)
& RUNWAY TREL
LIGHTING
TDZ
C/LINE
X |OTHER (sPECIFY)
VASI-4L 13 (PCL)
6. RUNWAY BASIC BSC-F 31,17, 35
MARKINGS |ALL WEATHER
INSTRUMENT __ NPI-F 13
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 3366.0
DATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:55.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  ]ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

- f
A VAN

 [PART D - PREPARED BY:

| DATE:

PETE GETZ (DAVID E. JENNER) .10/05/2012
TITLE: : OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SEE ATTACHED AIRSPACE LETTER.

NO HOLD IN LIEU OF PROCEDURE TURN WAS CREATED DUE TO
ALTITUDE REQUIREMENTS DERIVED FROM FLOOR OF CONTROLLED
AIRSPACE IN THE INTERMEDIATE SEGMENT. THE ALTITUDE

WOULD HAVE REQUIRED THE APPROACH TO BECOME A CIRCLING
ONLY APPROACH.

INTERMEDIATE SEGMENT IF - IF (SDF) HAS DIFFERENT
CONTROLLING OBSTACLES ARRIVING FROM EACH INITIAL
SEGMENT. ALL OBSTACLES DOCUMENTED ON 8260-9 BUT ONLY
THE HIGHEST OBSTACLE IS CHARTED.

INTERMEDIATE SEGMENT IF (SDF) - FAF HAS A DIFFERENT
CONTROLLING OBSTACLE ARRIVING FROM JELTI IAF. ALL
OBSTACLES DOCUMENTED BUT ONLY THE OBSTACLE ARRIVING
FROM JELTI IS CHARTED.

KBKE ASOS IS ON SERVICE A.
NO SUITABLE BACK-UP ALTIMETER SETTING SOURCE AVAILABLE.

TAA NOT DEVELOPED, ATC REQUEST.

ISA DEVIATION: -30
AVERAGE COLD TEMPERATURE BASED ON STANDARD -30C
ISA DEVIATION.

100 FT VEGETATION AND 200 FT AAO USED IN PROCEDURE.

OBST #9 - LOCATED 126.53 FT INTO SECONDARY.
OBST #13 - LOCATED 5994.91 FT INTO SECONDARY.
OBST #15 - LOCATED 6023.13 FT INTO SECONDARY.

LPV:
SURFACE: 34:1

LNAV/VNAV:
SURFACE: 23.4:1

TERPS, VOLUME 1, "VISUAL PORTION OF FiNAL"
PENETRATIONS:
FPO NOTIFIED

20:1: :

z_’vgz 08 3387 RD{N) (KBKE0007) 445013.36N-1174857.28W
.94)

R1W;2(;8 3384 BUSH (KBKE0011) 445014.66N-1174854.48W

{12.

RW; 08 3377 BUSH (KBKE0012) 445012.64N-1174854.45W

(6.53)
RWY 13 3391 SIGN (KBKELO005) 445033.60N-1174856.79W

9.77)
RWY 13 3381 RD(N) (KBKEL004) 445034.09N-1174855.80W

(0.04)
RWY 13 3386 TREE (KBKELO003) 445033.84N-1174854.87W

(812

RWY 13 3385 SIGN (KBKE0006) 445033.39N-1174856.81W

(4.55)

RWY 26 3380 RD(N) (KBKE0003) 445008.23N-1174756.41W
v 7 ‘

(4.73)
CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE: TEGTE ZASKA 15. AAD 445830.26N/1180307.67W | 4518 (4D) 500 |SA-495 AT1276 5800
STEPDOWN 14. TERRAIN 445818.01N/1175717.17W | 3790 (3800) AS1500 6300
FINAL: LPV ZASKA 'RW13 16. SIGN (KBKELO05) [445033.60N/1174856.79W [3391 (1B) 34:1 [MA184 AC10 3800/434

{FINAL: LNAVIVNAV ZASKA RW13 7. TREE 445036.00N/1174906.00W | 3469 (2C) 23.4:1 |AC20 MA270 3900/534
FINAL: LNAV. ZASKA SOKNE/3.20 NM TO [18. AAD 445527.08N/1175436.00W (4084 (2A) 250 |XL74 DG32 3440
RW13
FINAL: LNAV STEPDOWN SOKNE/3.20 NM TO RW13 19. AAO 1445324.00N/1175124.00W | 3499 (2C) 250 (MA311 4080
RW13
MAP:
3. MISSED
APPROACH ELEV.
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ | T 350
CATEGORY B 1.5 NM H:J 450 é
CATEGORY C 17NM |5 450 |2
CATEGORY D 2.3 NM 8 550 &:J
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M SA.

CITY AND STATE ELEVATION: 3373 FACILITY PROCEDURE AND AMENDMENT NO:
BAKER CITY, OR AIRPORT NAME: - RNAV RNAV (GPS) RWY 13, AMDT 1
. BAKER CITY MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC |
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR ﬂz:'mg :ﬂ'”
STATUS | opTN:[ AT 3
ALS
{S) SALS
MALS
5. HIRL
prsp -
LIGHTING REIL
TDZ
CI/LINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
- THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

[PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:
CONTINUED.

(BI"'IV}’S:;", 3401 TREE {(KBKE0020) 444956.80N-1174849.45W
34:1:

a\lgg 13 3386 RD(N) (KBKEL007) 445034.70N-1174859.48W
(R;\'Agl;‘Y)M 3387 RD{N) (KBKEL006) 445035.31N-1174857.66W
RQ;Y 13 3383 RD(l) (KBKE0005) 445035.27N-1174857.51W

(3.20
Rvg;)1 33377 (RD(N) (KBKE0002) 445034.09N-1174855.79W
(2 .




RADIO FIX AND HOLDING DATA RECORD

NAME: CACAB STATE: OR COUNTRY: US

LATITUDE/LONGITUDE: 445658.00N/1181140.04W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE . DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 BAKER CITY BKE VOR/DME H 27175 29175 17.74 11000 15000

2 sIToC 20534 966 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE (US)
V182

IAP KBKE BAKER 4 OR (US)

BAKER CITY MUNI - RNAV (GPS) RWY 13
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 08/21/2003
DEVELOPED BY: DATE: 03/07/2003 OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: WST
ARTCC: 7SE
ATC FACILITY: SLC APP CON
OTHER:

3
Q
O&E(ﬂﬁ"

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GOYEK STATE: OR COUNTRY: US

LATITUDE/LONGITUDE: 444917.40N/1172024.87W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 BAKER CITY BKE VOR/DME H 073.12 093.12 15.00 15.00 11000 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN MAX

1 E WP 073.32 253.32 R 7 11000 14000 10 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAOQ 445918.50N/1171411.80W 7655  6A

1 310  AAO 450354 .40N/1171434.20W 9800 6C

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED  ADDITION

1 310 375
1 230 303
HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT - CITY STATE
1 RNAV (GPS) RWY 13 KBKE BAKER CITY _ OR (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
CLIMB-IN-HOLD OBSTACLE LOCATED 5954 FT INTO SECONDARY AREA.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE Vi21 1 (US)
IAP RNAV (GPS) RWY 13 1 KBKE BAKER CITY OR (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 09/26/2012 OFFICE: AJV-354 - NAME: PETER GETZ (DAVID JENNER)
_APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:
. DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 i ' Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: LACED STATE: OR COUNTRY: US

LATITUDE/LONGITUDE: 451728.36N/1182344.93W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROM FAC MRA MAA
BRG BRG NM  FEET

1 PENDLETON PDT VORTAC H 116.65 136.65 33.50 33.50 10000 17500

2 KIMBERLY IMB VORTAC H 035.00 055.00 68.04 10000 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

PENDLETON (FAC 1) AND KIMBERLY (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V4 1,2 (US)

IAP RNAV (GPS) RWY 13 KBKE BAKER CITY OR (US)
AP RNAV (GPS) RWY 25 KPDT PENDLETON OR (US)
IAP RNAV (GPS) RWY 29 KPDT PENDLETON OR (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX USE.

DELETED FAC 3.

ADDED DIST FROM FAC IN FACS 1 AND 2.

ADDED REMARK: PENDLETON (FAC 1) AND KIMBERLY (FAC 2) USED TO ESTABLISH FIX COORDINATES

DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 NAME: PETER GETZ (DAVID JENNER)
APPROVED BY: DATE: ' ‘ OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZSE
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SITOC STATE: OR COUNTRY: US
LATITUDE/LONGITUDE: 450542.02N/1180550.72W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 13 KBKE BAKER CITY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:
UPDATED FiX USE.

DELETED DME FROM FIX TYPE.
DELETED FAC 1 AND FAC 2.

DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354
APPROVED BY: DATE: OFFICE: AJV-354
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZILC
ATC FACILITY: SLC APP CON
OTHER:

NAME: PETER GETZ (DAVID JENNER)

NAME: DEBORAH COPELAND

STATE
OR (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SOKNE STATE: OR COUNTRY: US

LATITUDE/LONGITUDE: 445302.35N/1175136.23W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 13 KBKE BAKER CITY OR (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

FIX COORDINATES UPDATED, FIX MOVED 544.80 FT NORTHWEST.
DELETED FAC 1.

UPDATED FIX USE.

DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 NAME: PETER GETZ (DAVID JENNER)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

PDISTRIBUTION: NFDC

. FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TEGTE STATE: OR COUNTRY: US
LATITUDE/LONGITUDE: 450007.70N/1175833.66W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 13 KBKE BAKER CITY

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013

DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 NAME: PETER GETZ (DAVID JENNER)

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZILC
ATC FACILITY: SLC APP CON
OTHER:

STATE
OR (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WOLIP
LATITUDE/LONGITUDE: 451433.61N/1175742.38W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE

1 BAKER CITY BKE VOR/DME H

HOLDING:

PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS
INBOUND

1 NW  BKE VOR/DME 324.76 144.76

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 200" AAO

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED  ADDITION
1 200 274

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE
EN ROUTE V182-357
IAP RNAV (GPS) RWY 13 KBKE
IAP VOR/DME RWY 13 1 1 KBKE

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
UPDATED FIX USE.

STATE: OR
TYPE: WP, DME
FIX TYPE OF ACTION: MODIFY

CLASS MAG TRUE

COORDINATES
452624.00N/1180516.00W 6310 6A

DATE OF REVISION: 03/07/2013

COUNTRY: US

DME DIST FROM FAC MRA MAA
BRG  BRG NM  FEET
324.87 34487  25.00 25.00 9000 17500

HOLDING TYPE OF ACTION: MODIFY

TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
(LORR) TIME DME MIN MAX MIN MAX
R 1

9000 14000 9 10

ELEVATION ACCURACY.CODE

FAC PAT AIRPORTIDENT CITY STATE
1

BAKER CITY
BAKER CITY

OR (US)
OR (US)

ADDED PRECIPITOUS TERRAIN EVALUATION RESULTS IN PRECIPITOUS TERRAIN ADDITIONS SECTION.
ADDED PRECIPITOUS TERRAIN EVALUATION REMARK IN REMARKS SECTION.
MOVED HOLDING LIMITED TO ESTABLISHED PATTERN REMARK IN HOLDING RESTRICTION SECTION.

ADDED WP TO FIXTYPE.

DEVELOPED BY: DATE: 09/26/2012 OFFICE: AJV-354

APPROVED BY: DATE: OFFICE: AJV-354

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCG: ZILC
ATC FACILITY:
OTHER:

NAME: PETER GETZ (DAVID JENNER)

NAME: DEBORAH COPELAND

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZASKA STATE: OR COUNTRY: US
LATITUDE/LONGITUDE: 445622.70N/1175520.79W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
USED 8260-54A CRITERIA TO ESTABLISH FIX COORDINATES.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 13 KBKE BAKER CITY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

UPDATED FIX COORDINATES, FIX MOVED 921.34 FT NORTHWEST.
DELETED FAC 1 AND FAC 2.

DELETED DME FROM FIX TYPE.

UPDATED FIX USE.

DEVELOPED BY: DATE: 09/25/2012 OFFICE: AJV-354 NAME: PETER GETZ (DAVID JENNER)
APPROVED BY: DATE: OFFICE: AJV-354 ' NAME: DEBORAH COPELAND
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZIC
ATC FACILITY: SLC APP CON
OTHER:

STATE
OR (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JELTI STATE: OR COUNTRY: US

LATITUDE/LONGITUDE: 445937.25N/1182111.55W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 BAKER CITY BKE VOR/DME H 27175 20175  25.00 25.00

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

BAKER CITY (FAC 1) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

EN ROQUTE Q154

EN ROUTE V182 1

IAP RNAV (GPS) RWY 13 KBKE BAKER CITY

AP VOR/DME RWY 13 1 KBKE BAKER CITY

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

ADDED WP TO FIX TYPE.

ADDED DIST FROM FAC IN FIX MAKE-UP.

ADDED ENROUTE HIGH TO REQUIRED CHARTING.
UPDATED FIX USE.

MRA MAA
13000 17500

DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-311 NAME: MARY LYNNE HOEGSTROM
APPROVED BY: DATE: 04/17/2012 OFFICE: AJV-311 NAME: RAY NUSSEAR
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BAKER CITY STATE: OR
AIRPORT NAME: BAKER CITY MUNI | ID: KBKE
PROCEDURE: RNAV (GPS) RWY 13 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 4.64
(Enter THLD, FAF, ARP, FACILITY, as appropriate) v
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL ~ segment containing 1000' point 141.44
4. High Terrain in FINAL segment containing 1000' point 3884 ‘
5. Distance from THLD to 1500’ point 6.67
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.39
7. True Course of FINAL segment containing 1500' point_141.44
8. High Terrain in FINAL segment containing 1500' point 3884
9. Threshold Coordinates (if straight-in) ... 445032.09N ;/1174848.20W
10. ARP Coordinates ...........cccceveunnnns 445014.46N / 1174832.92W
11. Runway Approach End and distance furthest from ARP................. RWY 31
| Distance 050 NM
12. FAF Coordinates ..........ccccevuenrnnnn. 445622.70N /1175520.79W

(Click to Select)

REMARKS: Approach/Drawing attached. (IAF) JELTI 445937.25N/1182111.55W, (IAF) LACED
451728.36N/1182344.93W, (IAF) WOLIP 451433.61N/1175742.38W, (IF) SITOC 450542.02N/1180550.72W.






