RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated. Ceflings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation, Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
EPLOW (IAF) JINSO (NOPT) (FB) 133.09 / 5.00 2000 '.:ﬁﬁiv,{mﬁ DA
FFAIR (IAF INSO (NOPT) (FB 313.16 / 5.00 2000 —
(AF) J ( }{FB) 00 CLIMB TO 2000 DIRECT OJEMY AND HOLD.
JINSO (IFIIAF) NOLBE (FB) 043.13/5.95 1500
NOLBE (FAF) RWO04 (MAP) (FO) 043.16 / 4.51
RWO04 (MAP) 424 MSL ' 043.16
424 MSL OJEMY (FO) 2000
: ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 223.23 INBOUND.
CHART FAS OBST: 143 CTRL TWR 273904N/0802510W
FAS OBST: 224 AAO 273600N/0802722W
DISTANCE TO THLD FROM 273 HATH: 0.73 NM.
_ WAAS CHANNEL # 61311
REFERENCE PATH ID: W04A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: -20.5M
2. HOLD SW JINSO, RT, 043.13 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3. FAC: 043.16 FAF: NOLBE DIST FAF TO MAP:  4.51 THLD: 4.51
4. MIN. ALT: JINSO 2000, NOLBE 1500
5. DIST TO THLD FROM OM: MM: im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1500 GS ALT AT:NOLBE 1500 OM: MM: M
7. GS ANGLE: 3.00 TCH:40.0 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 7TW EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY ===== A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/MDA ViS | HAT/HAA| DH/MDA VIS |HAT/HAA
LPV DA 296 1 273 296 1 273 296 1 273 296 1 273
LNAV/VNAV DA 354 11/8 331 354 11/8 331 354 11/8 331 354 14/8 331
LNAV MDA 480 1 457 480 1 457 480 11/8 457 480 13/8 457
CIRCLING 560 1 536 560 1 536 560 11/2 536 660 2 636
NOTES: G .
CHART NOTE: BARO-VNAV NA WHEN USING FORT PIERCE ALTIMETER SETTING. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.”
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW 0C (32F) OR ABOVE 54C (130F). o a
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 4 PROCEDURE NA AT NIGHT. Trmeni&
CHART NOTE: DME/DME RNP-0.3 NA.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
: VERO BEACH, FL AIRPORT NAME: IDEN;th\I\E,R: RNAV (GPS) RWY 4, AMDT 1 AMDT: ORIG
VERO BEACH MUNI DATED  03/12/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
YES [] nNo ROUTINE
COORDINATED WITH: . ' :
ATA AAT ALPA © APA AOPA NBAA OTHER (specify)
M O ™ @ [ X [X] awsacsserwes o

FLIGHT CHECKED BY

NAME: FIFO DATE:
JAMES LUTHER REINEBOLD FIOG 07/13/2012
DEVELOPED BY ‘
NAME: FIFO DATE:
STEVE BRUMMETT AJV-352 03/06/2012
APPROVED BY
NAME: FIFO ~ DATE:
DARRYEL ADAMS MANAGER AJV-352 07/25/2012
CHANGES:

1. MOVED PFAF (NOLBE) 334 FT SOUTHWEST.

2. CHANGED ALL SEGMENT ROUTES BY 3 DEGREES.

3. LOWERED MISSED APPROACH ALTITUDE FROM 2700 TO 2000.

4. LOWERED LEFT BASE TAA ALTITUDE FROM 2700 TO 2000.

§. SEGMENTED RIGHT BASE TAA CREATING 2000 FT SEGMENT AT 25 NM.

6. CHANGED ISA DEVIATION FROM -30 TO AVERAGE LOW TEMPERATURE OF 0.

7, LOWERED LPV DA FROM 323 TO 296.

8. LOWERED VNAV DA FROM 395 - 1 1/4 TO 354 - 1 1/8.
9. RAISED LNAV MDA FROM 460 TO 480.

10. LOWERED TCH FROM 45' TO 40"

11. ADDED 210 KT SPEED RESTRICTION AT BOTH IAFS.

REASONS:

1. CURRENT .54A CRITERIA. .

2. VRB MAGVAR UPDATE FROM4W TO 7 W.

3, 4. ATC REQUEST.

5. 25 NM CLEARS MANDATORY 2700 FT MINIMUM AIRSPACE REQUIREMENT.
6. .54A REQUIREMENT WHEN WEATHER HISTORY AVAILABLE.

7, 8, 9. UPDATED OBSTACLE DATA.

10. TO MATCH VGSI TCH.

11. TO RETAIN CURRENT PROCEDURE DESIGN AND LEG LENGTHS.

8/8/2012: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 7/25/2012:
1. CHANGED TAA 4 RIGHT BASE FROM "223/30 CW 133/30 TO 223/25 CW 133/2

5" TO 223/30 CW 313/30 TO 223/25 CW 313/25.

2. CHANGED TAA 5 RIGHT BASE FROM "223/25 CW 133/25 TO FFAIR" TO 223/25 CW 313/25 TO FFAIR.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
: except HAT, HAA, TCH, and RA. Alititudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE -TITLE 14 CFR PART 97.33 exceptvisibilmes which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE AT FFAIR : MAX 210 KIAS.

CHART PLANVIEW NOTE AT EPLOW : MAX 210 KIAS.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE FORT PIERCE ALTIMETER SETTING AND
INCREASE ALL DA 23 FEET AND ALL MDA 40 FEET, INCREASE LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE,

LNAV CAT C/D VISIBILTY 1/4 MILE AND CIRCLING CAT D VISIBILITY 1/4 MILE.

TAA : '
FROM TO ALT

1. 313730 CW 133/30 (NOPT) 313715 CW 133/15 2600

2. 313115 CW 133115 JINSO (IFNIAF) (FB) 2000

3. 133/30 CW 223/30 EPLOW (FB) 2000

4. 22330 CW313/30 223/25 CW 313/25 2700

5. 22325 CW 313/25 FFAIR (IAF) (FB) 2000

™, .
e
CITY AND STATE ELEVATION: 24 THRE: 23 FAC!LH;’TER , PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. IDENTI : RNAV (GPS) RWY 4, AMDT 1
VERO BEACH, FL AIRPORT NAME: AV (GPS) AMDT: ORIG
VERO BEACH MUNI : DATED:  03/12/2009

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 OO0 @O o4

1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS;




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE ()}

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KVRB

RUNWAY RWO04

APPROACH PERFORMANCE DESIGNATOR ()}

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) WO4A

LTP/FTP LATITUDE 273858.7790N

LTP/FTP LONGITUDE 0802535.9730W

LTP/FTP ELLIPSOIDAL HEIGHT 00205

FPAP LATITUDE 274010.8900N

FPAP LONGITUDE 0802436.7300W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1232

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 53CD550D

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K7

LTP ORTHOMETRIC HEIGHT +00071

FPAP ORTHOMETRIC HEIGHT +00071

VAL
@” ‘ 2
~ 3
e
2l
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1
VERO BEACH, FL AIRPORT NAME: RNAV (GPS) AMDT: ORIG
VERO BEACH MUNI DATED:  03/12/2009

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAY_(Q_ES.LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EPLOW K70 w N27332792W080370527 w0062 NAR EPLOW
SUSAEAENRT FFAIR K70 w N27273317W080280025 w0063 NAR FFAIR
SUSAEAENRT JINSO K70 W N27303062W080323264 w0063 NAR JINSO
SUSAEAENRT NOLBE K70 W N27351965W080283582 w0063 NAR NOLBE
SUSAEAENRT OJEMY K70 w N27480681W080180514 w0065 NAR OJEMY
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVRBK7AVRB 0 073YHN27392000W080250460W007000024 1800018000C MNAR VERO BEACH MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVRBK7FR04 AEPLOW 010EPLOWK7EAOE A IF 18000210 A-JS
SUSAP KVRBK7FR04 AEPLOW 020JINSOK7EAOEE B 0l10TF 13310050 + 02000 A JS
SUSAP KVRBK7FR04 AFFAIR 010FFAIRK7EAQE A IF 18000210 A-JS
SUSAP KVRBK7FR04 AFFAIR 020JINSOK7EAOEE B 010TF 31320050 + 02000 A JS
SUSAP KVRBK7FR04 AJINSO 010JINSOK7EAOEE AR HF 04310040 + 02000 18000 A Js
SUSAP KVRBK7FR04 R 010JINSOK7EAQOE I IF + 02000 18000 A JS
SUSAP KVRBK7FR04 R 020NOLBEK7EA1lE F 051TF 04310060 + 01500 A Js
SUSAP KVRBK7FR04 R 020NOLBEK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KVRBK7FR04 R 030RW04 K7PGOGY M 031TF 04320045 00063 -300 A JS
SUSAP KVRBK7FR04 R 040 0 M CA 0432 + 00424 A Js
SUSAP KVRBK7FR04 R 0500JEMYK7EAQEY DF + 02000 A JS
SUSAP KVRBK7FR04 R 0600JEMYK7EAQOEE R HM 22320040 + 02000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVRBK7GRW04 0049740432 N27385878W080253597-0100 -0020500023000040100R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KVRBK7PR04 RW04 001 0000WO04AON2738587790W08025359730-002050300N2740108900W08024367300106751232000400F40050053CD550D
SUSAP KVRBK7PR04 RW04 002E +00071+00071LPV 61311 ) /’/'
1
el
ECé
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1
VERO BEACH MUNI AMDT: ORIG
RNAV

DATED:  03/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O O

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EPLOW EPLOW 010 IAF IF FB AB 210
EPLOW JINSO 020 TF FB 1.0 133.1(126.1T) 005.0 AA 02000
FFAIR FFAIR 010 IAF IF FB AB 210
FFAIR JINSO 020 TF -FB 1.0 313.2(306.2T) 005.0 AA 02000
JINSO JINSO 010 IAF HF R FO 043.1(036.1T) 004.0 AA 02000
JINSO 010 FACF IF FB AA 02000
NOLBE 020 FAF TF FB 0.5 043.1(036.1T) 006.0 AA 01500
RW04 030 MAP TF FO 0.3 043.2(036.2T) 004.5 AT 00063
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 043.2(036.2T) AA 00424
OJEMY 050 DF FO AA 02000
OJEMY 060 HM R FO 223.2(216.2T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
EPLOW N273327.92 W0803705.27 N2733.465 w08037.088
FFAIR N272733.17 w0802800.25 N2727.553 w08028.004
JINSO N273030.62 Ww0803232.64 N2730.510 W08032.544
NOLBE N273519.65 wW0802835.82 N2735.328 Ww08028.597
OJEMY N274806.81 Ww0801805.14 N2748.114 w08018.086
RW04 N273858.78 W0802535.97 N2738.980 wW08025.600
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW04 00023 40
/
M7,
Vo
et
CITY AND STATE ELEVATION: 24 THRE: 23 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
VERO BEACH, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 4, AMDT 1
VERO BEACH MUNI : AMDT: ORIG
RNAV
DATED:  03/12/2009

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O 0O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
) PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 313/30 CW 133/30 31315CW 133/15 1. TOWER (12-001525) [270721.00N/0802320.00W | 1549 (5D) 1000 2600
| kit b
- 2. TERRAIN 274745.00N/0810000.00W |76 (100) AS1500 1600
STRAIGHT-IN AREA 313/15 CW 133115 JINSO 3. TOWER (12-002575) |271928.00N/0801847.80W |543 (2C) 1000 |AT457 2000
4. TERRAIN 272939.00N/0804903.00W [69 (100) AS1500 1600
LEFT BASE AREA 133/30 CW 223/30 EPLOW 5. TOWER (12-001916) [275920.00N/0804334.00W |544 (5D) 1000 [AT456 2000
6. TERRAIN 274830.00N/0810000.00W |76 (100) AS1500 1600
RIGHT BASE AREA 223/30 CW 313/30 223/25CW 313/25  [|7. SHIP MAST |275712.00N/0801524.00W |200 (2C) 1000 {xP1500 2700
[8. TERRAIN 271928.00N/0801847.80W [0 (0) AS1500 1500
RIGHT BASE AREA 223/25 CW 313/25 FFAIR 3. TOWER (12-002575) 271928.00N/0801847.80W |543 (2C) 1000 ]AT457 2000
9. TERRAIN 273530.00N/0802833.00W [27 (0) AS1500 1500
INITIAL EPLOW UINSO 10. TOWER (12-003866) [273221.53N/0803610.28W [443 (1A) 1000. [AT557 2000
11. TERRAIN 273639.00N/0803427.00W |27 (0) AS1500 1500
INITIAL FFAIR JINSO 12. TOWER (12-002105) }272758.69N/0802754.08W | 486 1000 JAT514 2000
13. TERRAIN 273109.00N/0802754.00W |27 (0) AS1500 1500
2. HOLD-IN-LIEU-OF-PT JINSO P4 19. TOWER (12-003912) [272201.19N/0803639.71W |367 (1A) 1000 |AT633 2000
20. TERRAIN 272138.00N/0803738.00W {30 (0) AS1500 1500
MAP: |DA/DA/RWO04 OJEMY 21. TREE (KVRBL030) |273837.14N/0802554.63W |94 (1B) ASC [Aac10 0
i-P";g’gﬁgH |22 TOWER (12:003885) 274054 00N/0802444.00W | 207 (4D) | 1000 1300
ELEV: ]99/193/380 23. TERRAIN 273920.00N/0802504.60W | 24 (0) AS1500 1500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM o380 536 22. TOWER (12-003885) 274054.00N/0802444.00W 1207 (4D) 300 AC50 560
CATEGORY B 1.5NM W) 450 3 536 22. TOWER (12-003885)] 274054.00N/0802444.00W |207 (4D) 300 AC50 560
CATEGORY C 1.7NM  |S[ 450 |2 536 24. TOWER (12-003372)] 273733.00N/0802338.00W [229 (1A) 300 XP31 560
CATEGORY D 2.3NM 8 550 2 636 25. TOWER (12-003083)| 273808.00N/0802757.00W [345 (2C) 300 660
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: .
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL){-* "M SA
CITY AND STATE ELEVATION: 24 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
VERO BEACH, FL AIRPORT NAME: RNAV RNAV (GPS) RWY 4, AMDT 1 ASO
VERO BEACH MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMA ARTCC NWS |OTHER: SOURCE:KVRB / KFPR
VRB TOWER
PIEESS - ASOS IDISTANCE: 0/9.76
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24124
X|VHF | xUHF | |HF |LOCATION: KkvRrB ADJUSTMENT: 0/23
. PRIMARY NAVAID:
- MONITOR POINT:
'STATUS | MRS [CAT1
OPTN:| CAT3
ALS
(S) SALS
MALS
5 [HIRL

APPROACH ™5™ ImIRL 11R (PCL), 11L, 22, 29R, 04, 20L (PCL)

& RUNWAY
LIGHTING X REIL 11R (PCL), 22, 04, 29L (PCL)

TDZ
CILINE
X OTHER (SPECIFY)
PAPI-4R 04 PAPI-2L 11L, 29R PAPI4L 11R, 22, 29L
6. RUNWAY BASIC BSC-G 11L, 22, 29R, 04
MARKINGS ALLWEATHER PIR-G 11R
INSTRUMENT  NPI-G 29L
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:23.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINALAPPROACH - X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X [ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE: -
STEVE BRUMMETT 03/06/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
ACTUAL HIGH TEMP: 35C (95F)

ISA DEVIATION USED: -14C (31F)

VDP NOT ESTABLISHED - OBSTACLES PENETRATE VDP SURFACES.

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ALLTIMETER SETTING: KVRB ASOS SERVICE A/KFPR ASOS
SERVICE A.
VGSI: 3.00/40

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
KVRB 23.5, KFPR 23.4

RA = 22.47.

AVERAGE VEGETATION 100FT PER FPO.

LPV SLOPE: 34:1
LNAV/VNAV SLOPE: 23.4:1

NIGHT OPERATIONS NA PER FPO.
FPO NOTIFIED OF 20:1 AND 34:1 PENETRATIONS.

TERPS VOLUME 1, "VISUAL PORTION OF FINAL" PENETRATIONS:

20:1

RWY 11L:

50 TREE (KVRBL033) 273942.20N/0802506.98W (6.05)
RWY 04:

84 TREE (KVRB0041) 273844.36N/0802540.29W (0.49)
61 TREE (KVRBLO006) 273849.75N/0802537.30W (7.38)

34:1:

83 TREE (KVRB0042) 273844.73N/0802541.77W (22.86)
78 TREE KVRBLO017 273844.86N/0802540.30W (20.46)
76 TREE (KVRBL020) 273844.11N/0802540.19W (16.84)
72 TREE (KVRBLO16) 273844.90N/0802539.93W (15.14)
76 TREE (KVRB0043) 273844.96N/0802543.56W (13.61)
63 TREE (KVRBL014) 273847.12N/0802541.38W (9.19)
62 POLE (KVRBL015) 273845.87N/0802540.85W {6.03)
64 TREE (KVRBL019) 273846.52N/0802543.41W (5.59)
78 TREE (KVRB0045) 273844.72N/0802551.85W (2.10)
74 TREE (KVRBL024) 273845.01N/0802551.05W (0.05)

OBS #22 AC DERIVED FROM 1998-AS0-6128-OE.

AVERAGE LOW TEMP OF OC BASED ON 5 YEAR AVERAGE
2006-2010. ‘

210 KTS UTILIZED AT THE IAFS PER THE HARMONIZATION MEMO
DATED OCT 19 2010 APPROOVED B AJV-3B.

XP: TO RAISE TAA ALTITUDE TO BASE OF CONTROLLED
AIRSPACE.

XP ADJ: CAT C MDA CANNOT BE LOWER THAN CATS A/B.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE JINSO (IF/IAF) NOLBE 14. AAO 273115.50N/0803313.90W | 227 (2C) 500 800
15. TERRAIN 273115.50N/0803313.90W |27 (0) AS1500 1500
FINAL: LPV NOLBE RWO04 16. TREE (KVRB0042) [273844.73N/0802541.77W |83 (1A) 34:1 |MA13 AC10 296/273
FINAL: LNAV/VNAV NOLBE RWO04 T7. CTRLTWR 273904.00N/0802510.00W |143 (4D) PDA  |AC50 354/331
(12-004801)
FINAL: LNAV NOLBE RWO04 18. AAO 273600.00N/0802722.00W |224 (2C) 250 480
MAP:
3. MISSED
APPROACH =V
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3Nm_ [ | 350
CATEGORY B 15NM__|aif 450 2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G| 550 |2
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) ‘MAS,A/
e L
O < o
CITY AND STATE ELEVATION: 24 FACILITY PROCEDURE AND AMENDMENT NO:  |REGIBRCY
VERO BEACH, FL AIRPORT NAME: RNAV RNAV (GPS) RWY 4, AMDT 1 ASO
VERO BEACH MUNI

FAA Form 8260 - 9 / April 2006 (Compufer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

SATISFACTORY ON:

NWS |OTHER:

FAA

A/C

SOURCE:

DISTANCE:

HOURS REMOTE OPERATION:

[VHF [UHF | [HF

LOCATION:

ADJUSTMENT:

PRIMARY NAVAID:

4, _
MONITOR |-MONITOR POINT:

STATUS | HRS | CAT!

OPTN:| CAT 3

ALS

[(s) sALs

[maLs

5 [HIRL

& RUNWAY
LIGHTING |REIL
TDZ

|C/LINE

OTHER (SPECIFY)

6. RUNWAY  |BASIC

MARKINGS |ALL WEATHER

INSTRUMENT

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE:

ELEV RWY THRESHOLD:

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH

IRUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: EPLOW STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 273327.92N/0803705.27W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 4 KVRB VERO BEACH FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
REMOVED FAC 1 WP.
UPDATED FIX USE.

DEVELOPED BY: DATE: 03/05/2012 OFFICE: AJV-352 NAME: STEVE BRUMMETT
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: VRB ATCT
OTHER:

Nat

3
OHEC\“?
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RADIO FIX AND HOLDING DATA RECORD

NAME: FFAIR STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 272733.17N/0802800.25W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: ) HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 4 KVRB VERO BEACH FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
REMOVED FAC 1, WP.

UPDATED FIX USE.
DEVELOPED BY: DATE: 03/05/2012 OFFICE: AJV-352 NAME: STEVE BRUMMETT
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: VRB ATCT
OTHER:

3
o 0
ﬁ/gc,\é"

FAA FORM 8260-2 / AUG 2009 » Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JINSO
LATITUDE/LONGITUDE: 273030.62N/0803232.64W
AIRSPACE DOCKET:

HOLDING:

PATTERNS:
PAT DIR IDENT TYPE

1 SW WP 223.13

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 TOWER (12-003912)

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: |
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC
IAP RNAV GPS; RWY 22

IAP RNAV (GPS) RWY 4

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

RAD/CRS/BRG CRS

STATE: FL
TYPE: WP

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: MODIFY

TURN
INBOUND
043.13

COORDINATES
272201.19N/0803639.71W

PAT AIRPORT IDENT CITY
1 KVRB VERO BEACH
1 KVRB VERO BEACH

DATE OF REVISION: 09/20/2012

CHANGED MAGNETIC PAT 1 INBOUND HEADING FROM 040.13 TO 043.13.

UPDATED FIX USE.

REMOVED FAC 1 RWY INFORMATION.
ADDED PRECIPITOUS TERRAIN EVAL.
ADDED HOLDING RESTRICTION.

DEVELOPED BY: DATE: 03/02/2012

APPROVED BY: DATE:

SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZMA

ATC FACILITY: VRB ATCT

OTHER:

OFFICE: AJV-352

OFFICE: AJV-352

L ORR) TIME DME

COUNTRY: US

LEG LENGTH HOLDING ALTITUDES TEMPLATES

MIN MAX MIN MAX
2000 6000 4 6

ELEVATION ACCURACY CODE
367 1A

STATE
FL US;
FL (US

NAME: STEVE BRUMMETT

NAME: DARRYEL ADAMS

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: NOLBE STATE: FL COUNTRY: US
LATITUDE/LONGITUDE: 273519.65N/0802835.82W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 4 KVRB VERO BEACH

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
MOVED FIX 429.38 FT TO .54 PFAF LOCATION.
UPDATED FIX USE.

DEVELOPED BY: DATE: 03/02/2012 OFFICE: AJV-352 NAME: STEVE BRUMMETT

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: VRB ATCT
OTHER:

STATE
FL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OJEMY STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 274806.81N/0801805.14W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN MAX

1 NE WP 043.23 223.23 4 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 SHIP MAST 274806.81N/0801805.14W 280 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV fGPS) RWY 22 1 KVRB VERO BEACH FL (US)

IAP RNAV (GPS) RWY 4 1 KVRB VERO BEACH FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

REMOVED FAC 1 RWY 22.

ADDED HOLDING RESTRICTION.

ADDED PRECIPITOUS TERRAIN EVAL.

CHANGED HOLDING INBOUND COURSE FROM 220.13 TO 223.13.
UPDATED FIX USE.

DEVELOPED BY: DATE: 03/05/2012 OFFICE: AJV-352 NAME: STEVE BRUMMETT
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZMA
ATC FACILITY: VRB ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






