US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cefllings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA A
LWT VOR/DME ITEVE (FO) 077.95/17.82 7000 tﬂﬁ&{‘:{‘v‘,};’é D
IAF . . _ — —
ESTRO (IAF) ITEVE (NOPT) (FB) 292.3018.36 7000 CLIMB TO 8400 DIRECT OKVUJ AND ON TRACK 272.55 TO UFXIT
ITEVE (IF/IAF) ZUTOG (FB) 265.11/5.50 6000 AND HOLD, CONTINUE CLIMB-IN-HOLD TO 8400.
ZUTOG (FAF) GAJMA/2.70 NM TO RW26 (FB) 255.13 1 3.07
GAJMA/2.70 NM TO RW26 RW26 (MAP) (FO) 255.08/2.70
RW26 (MAP) 4312 MSL 255.08
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD W, RT, 092.23 INBOUND.
CHART FAS OBST: 4218 TREE 470248N/1092416W
CHART: 4376 RD 470300N/1092234W
4859 AAO 470408N/1091828W
DISTANCE TO THLD FROM 200 HATH: 0.47 NM.
g_lm\r\zlr 3/'?& AT 1.00 MILE TO RW26*
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF WAAS CHANNEL # 50230
2. HOLD EITEVE, LT, 265.11 INBOUND, 7000 FT. IN LIEU OF PT (IAF) REFERENCE PATH ID: W26A
3.FAC: _25513_ FAF: 2UTOG DISTFAFTOMAP: __ 577 THLD: _ s.77 |LTP HAR: 12407M
4. MIN. ALT: ITEVE 7000, ZUTOG 6000, GAJMA/2.70 NM TO RW26 5020*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 6000 GS ALT AT:ZUTOG 6000 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:50.0 34:11S CLEAR
8. MSA FROM: RW26 10000 MAG VAR: 15E EPOCH YEAR: 1990
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B Cc D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA | vis |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LPV DA 4312 34 200 4312 3/4 200 4312 34 200 4312 34 200
LNAV/VNAV DA 4377 7/18 265 4377 7/18 265 4377 7/18 265 4377 7/8 265
LNAV MDA 4430 1 368 4480 1 368 4480 1 368 4480 1 368
CIRCLING 4620 1 450 4620 1 450 4720 112 550 4800 2 630
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -23C (-9F) OR ABOVE 18C (64F).
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, PROCEDURE NA. WAL/
CHART NOTE: DME/DME RNP-0.3 NA. o 2 4
Q?cé.Q_
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NOJAMDT NO./EFFECTIVE DATE: SUP: i
LEWISTOWN, MT AIRPORT NAME: IDEN;E\I sa; RNAV (GPS) RWY 26, ORIG AMDT: NONE
LEWISTOWN MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[] ves [X] No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA ALPA APA

AAT
[1] [ X1 ]

AOPA NBAA OTHER (specify)

[x] 1 ]

ZLC, GTF FSS, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
ADOLFO URRUTIA (CHRISTOPHER MCCARTHY) AJV-354 04/06/2012
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYI MANAGER AJV-354
CHANGES:
PDF EDITS:
ADDED (FAF) TO ZUTOG IN TO COLUMN OF TERMINAL ROUTES.
REMOVED 5020* FROM ALTITUDE COLUMN OF TERMINAL ROUTES.
REASONS:
Als
X

P
%




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FAA FORM 8260-10 / April 2006 (Computer Generated)

FROM TO COURSE AND DISTANCE ALTITUDE
4312 MSL OKVUJ (FB)
OKVUJ UFXIT (FO) 272.55110.56 8400
ALy
M
2 Q
q"f o
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
LEWISTOWN, MT AIRPORT NAME: 'DEN::‘T"IER: RNAV (GPS) RWY 26, ORIG AMDT: NONE
LEWISTOWN MUNI DATED:
PAGE 2 OF L PAGES




ALLAFFECTED PROCEDURES REVIEWED?
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COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY _
NAME. FIFO DATE.
CHANGES:
REASONS:
WAL/
v 2
%:c\ff’g




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KLWT
RUNWAY RW26
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W26A
LTP/FTP LATITUDE 470310.7905N
LTP/FTP LONGITUDE 1092642.3275W
LTP/FTP ELLIPSOIDAL HEIGHT +12407
FPAP LATITUDE 470310.8200N
FPAP LONGITUDE 1092852.6400W
THRESHOLD CROSSING HEIGHT (TCH) 00050.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0888
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 35.0
CRC REMAINDER 1AAB92EA
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +12533
FPAP ORTHOMETRIC HEIGHT +12533
Als
S,
2
RIS
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
: IDENTIFIER: RNAV (GPS) RWY 26, ORIG
LEWISTOWN, MT AIRPORT NAME: AV (GPS) AMDT: NONE
LEWISTOWN MUNI DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF ) PAGES




ALL AFFECTED PROCEDURES REVIEWED?
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COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
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WAL/,
) 7 .




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_RNAM-‘Q-ES-LSIANDARD INSTRUMENT APPROACH PROCEDU RE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD LWT K1011200VDHW N47031069W109362221 N47031069W109362221E0150041882 NARLEWISTOWN
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ESTRO K10 C L N46570942W109003765 E0118 NAR ESTRO
SUSAEAENRT GAJMA K10 ) N47031064W109224541 E0120 NAR GAJMA
SUSAEAENRT ITEVE K10 w N47021269W109102079 EO1l18 NAR ITEVE
SUSAEAENRT OKVUJ K10 W H N47031063W109353058 E0121 NAR OKVUJ
SUSAEAENRT UFXIT K10 C L N47062062W109501486 E0122 NAR UFXIT
SUSAEAENRT ZUTOG K10 w N47031030W109181592 E0119 NAR ‘ ZUTOG
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLWTK1ALWT 0 061YHN47025730W109280010E015004170 1800018000C MNAR LEWISTOWN MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567B90123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLWTK1FR26 AESTRO 010ESTROK1EAQOE A IF 18000 A JS
SUSAP KLWTK1FR26 AESTRO 020ITEVEK1EAOEE B 010TF 29230084 + 07000 A JS
SUSAP KLWTK1FR26 ALWT 010LWT K1D OV IF 18000 A JS
SUSAP KLWTK1FR26 ALWT 020ITEVEK1EAOQOEY 020TF 07800178 + 07000 A JS
SUSAP KLWTK1FR26 ALWT 030ITEVEK1EAOEE AL HF 26510070 + 07000 A JS
SUSAP KLWTK1FR26 R 010ITEVEK1EAQE I IF + 07000 18000 A JS
SUSAP KLWTK1FR26 R 020ZUTOGK1EAlE F O051TF 26510055 + 06000 RW26 K1PGA JS
SUSAP KLWTK1FR26 R 020ZUTOGK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KLWTK1FR26 R 021GAJMAK1EAOE S 031TF 25510031 V 0502005022 -300 A JS
SUSAP KLWTK1FR26 R 030RW26 K1PGOGY M O031TF 25510027 04162 -300 A JS
SUSAP KLWTK1FR26 R 040 0 M CA 2551 + 04312 A JS
SUSAP KLWTK1FR26 R 0500KVUJK1EAQE DF A JS
SUSAP KLWTK1FR26 R 060UFXITK1EAQEY 010TF 2726 + 08400 A JS
SUSAP KLWTK1FR26 R 070UFXITK1EAOEE R HM 09220070 + 08400 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLWTK1GRW26 0061002550 N47031079W109264233+0300 +1240704112000050100R FLI,
O Vs
1 2 3 4 5 6 7 8 9 0 1 2 @ 34 o
OMEC#I
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
LEWISTOWN, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 26, ORIG
LEWISTOWN MUNI AMDT: NONE
\")
RNA DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?
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REQUIRED EFFECTIVE DATE

COORDINATED WITH:
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0 O O 0O

AOPA NBAA OTHER (specify)
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FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.

—RNA)L(G-ES-)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KLWTK1PR26 RW26 001 0000W26A0N4703107905W10926423275+124070300N4703108200W10928526400106750888000500F4003501AAB92EA
SUSAP KLWTK1PR26 RW26 002E +12533+12533LPV 50230

1 2 3 . 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KLWTK1SRW26 K1PG 0 18018010025 M
P
S
\' o
et
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
LEWISTOWN, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 26, ORIG :
LEWISTOWN MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O 0O O

AOPA NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ESTRO ESTRO 010 IAF IF FB
ESTRO ITEVE 020 TF FB 1.0 292.3(307.3T) 008.4 AA 07000
LWT LWT 010 IF FB
LWT ITEVE 020 TF FO 2.0 078.0(093.0T) 017.8 AA 07000
LWT ITEVE 030 IAF HF L FO 265.1(280.1T) 007.0 AA 07000
ITEVE 010 FACF IF FB AA 07000
ZUTOG 020 FAF TF FB 0.5 265.1(280.1T) 005.5 AA 06000
GAJMA 021 SDF TF FB 0.3 255.1(270.1T) 003.1 AA 05020 GS 05022
RW26 030 . MAP TF FO 0.3 255.1(270.1T) 002.7 AT 04162
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 255.1(270.1T) AA 04312
OKVUJ 050 DF FB
UFXIT 060 TF FO 1.0 272.6(287.6T) AA 08400
UFXIT 070 HM R FO 092.2(107.2T) 007.0 AA 08400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
LWT N470310.69 W1093622.21 N4703.178 W10936.370
ESTRO N465709.42 W1090037.65 N4657.157 W10900.628
GAJMA N470310.64 W1092245.41 N4703.177 W10922.757
ITEVE N470212.69 W1091020.79 N4702.212 W10910.347
OKVUJ N470310.63 W1093530.58 N4703.177 W10935.510
UFXIT N470620.62 W1095014.86 N4706.344 W10950.248
ZUTOG N470310.30 W1091815.92 N4703.172 W10918.265
RW26 N470310.79 W1092642.33 N4703.180 W10926.706
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW26 04112 50
P
o
10 BN o
QLIEC@
CITY AND STATE ELEVATION: 4170 THRE: 4112 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
LEWISTOWN, MT AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 26, ORIG
LEWISTOWN MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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COORDINATED WITH:
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FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER LWT VOR/DME ITEVE 1. AAO 470115.00N/1091448.00W | 5214 (4E) 2000 |MT-300 7000
2. TERRAIN 470115.00N/1091448.00W | 5014 (5000) AS1500 6500
INITIAL ESTRO ITEVE 3. AAO 465548.00N/1090248.00W |5237 (4E) 1000 [AT763 7000
4. TERRAIN 465548.00N/1090248.00W 5037 (5000) AS1500 6500
INTERMEDIATE ITEVE (IF/TAF) ZUTOG 5. AAO 470517.65N/1091411.23W | 5639 (2C) 500 |SA-288 5900
2. TERRAIN 470115.00N/1091448.00W | 5014 (5000) AS1000 6000
FINAL: LPV ZUTOG RW26 ASC 4312/200
FINAL: LNAVIVNAV ZUTOG RW26 6. THRESHOLD 470310.79N/1092642.33W [4112 (1A) | 23.44:1 |[ma15 4377/265
FINAL: LNAV ZUTOG GAJMA/2.70 NM TO I'7' AAO 470316.29N/1071955.26W |4739 (2C) 250 |DG31 5020
RW26
FINAL: LNAV STEPDOWN GAJMA/2.70NMTO |Rw26 8. TREE (KLWTT0199) [470247.55N/1092415.56W |4218 (1A) 250 4480
RW26
2. HOLD-IN-LIEU-OF-PT ITEVE [o-ARD 470639.00N/1091457.00W |5916 (4E) 1000 7000
10. TERRAIN 470639.00N/1091500.00W |5716 (5700) AS1000 6700
3 MISS MAP: |DA7DA/RW26 UFXIT 11. ANT (KLWTTO0206) [470246.69N/1092717.93W [4259 (1A) ASC 8400
APPR OigH 12. AAO 470127.00N/1093454.00W | 4475 (4E) 1000 5500
ELEV: |4147/4216/4380 13. TERRAIN 470133.00N/1093457.00W | 4262 (4300) AS1500 5800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM || 350 450 14. TREE 470121.39N/1092948.28W [4314 (2C) 300 4620
CATEGORY B 1.5 NM wf 450 Z 450 14. TREE 470121.39N/1092948.28W [4314 (2C) 300 4620
CATEGORY C 17NM |5 450 |2 550 15. TREE 470139.00N/1092536.00W [4414 (2C) 300 4720
CATEGORY D 23NM | 550 |2 630 16. TREE 470048.00N/1092557.00W [4494 (2C) 300 4800
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwW26
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) aqm,,
360-360 AAO 147/ 18.9 8920 (6C) 10000 5
SYES
CITY AND STATE ELEVATION: 4170 FACILITY PROCEDURE AND AMENDMENT NO: |REGION ="
LEWISTOWN, MT AIRPORT NAME: RNAV RNAV (GPS) RWY 26, ORIG ANM
LEWISTOWN MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZLC ARTCC NWS |OTHER: SOURCE:KLWT
GTFFSS ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X|VHF | xXJUHF | |[HF |LOCATION: KLwT ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR |-MCNITOR POINT:
STATUS | HRS | CATH
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™x ™ |MIRL 31 (PCL), 21 (PCL), 13 (PCL), 08 (PCL), 03 (PCL), 26 (PCL)
tg’_lmg X  |REIL 08 (PCL), 26 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 08 (PCL) VASI-4L 26 (PCL)
6. RUNWAY BASIC BSC-G 31, 13; -P 21, 03
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-F 08, 26
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
3. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:4111.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.0
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 4859 AAO
470408N/1091828W

TERPS PARAGRAPH 289 APPLIED TO 4376 SECONDARY RD
470300N/1092234W

TAA NOT DEVELOPED PER FPT.

AVERAGE VEGETATION HEIGHT 35' PER FPT.

VGSI DATA: 3.00/50

LPV SLOPE: 34:1

LNAV/VNAYV SLOPE: 23.44:1

KLWT SERVICE A: YES.

HISTORICAL TEMPERATURE DATA NOT AVAILABLE. STANDARD -30
ISA DEVIATION USED.

OBS #5 IS LOCATED 3502.53 FT INTO SECONDARY.
OBS #121S LOCATED 429 FT INTO SECONDARY.
INTERMEDIATE OFFSET TO AVOID TERRAIN.

NO AVAILABLE BACKUP ALTIMETER SOURCE.
SEE ATTACHED AIRSPACE LETTER.

PART D - PREPARED BY: DATE:
ADOLFO URRUTIA (CHRISTOPHER MCCARTHY) 04/06/2012
‘\sAl / )
TITLE: OFFICE: )
AERONAUTICAL INFORMATION SPECIALIST AJV-354 ~ 2 Q)




RADIO FIX AND HOLDING DATA RECORD

NAME: ESTRO STATE: MT COUNTRY: US
LATITUDE/LONGITUDE: 465709.42N/1090037.65W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 LEWISTOWN LWT VOR/DME H 088.62 103.62 25.19 25.19 7700 17500

2 BILLINGS BIL VORTAC H 333.00 347.00 70.51 70.51 7700 17500

EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
BIL VORTAC R-333 71 7700 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
LEWISTOWN (FAC 1) AND BILLINGS (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V120 1,2 (Us)
EN ROUTE V611 1,2 (US)
IAP RNAV (GPS) RWY 26 KLWT LEWISTOWN MT (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

FAC 1 AND 2 MRA RAISED TO 7700.
ADDED DIST TO FAC FOR FACS 1 AND 2.
ADDED FIX TYPE WP.

ADDED IAP CHARTING

UPDATED FIX USE.

ADDED ESV DATA.

DEVELOPED BY: DATE: 04/05/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: GAJMA STATE: MT COUNTRY: US
LATITUDE/LONGITUDE: 470310.64N/1092245.41W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 26 KLWT LEWISTOWN

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 04/04/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

DATE OF REVISION: 09/20/2012

OFFICE: AJV-354

OFFICE: AJV-354

STATE
MT (US)

NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)

NAME: DEZ SILAGYI
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RADIO FIX AND HOLDING DATA RECORD

NAME: ITEVE STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 470212.69N/1091020.79W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E WP 085.11 265.11 L 7 7000 14000 9 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 470639.00N/1091457.00W 5916 4E

REASON FOR NONSTANDARD HOLDING:
PAT 1 AVOID TERRAIN TO THE NORTH

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 26 1 KLWT LEWISTOWN MT (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 04/04/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: LEWISTOWN VOR/DME STATE: MT COUNTRY: US
LATITUDE/LONGITUDE: 470310.69N/1093622.21W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 LEWISTOWN LWT VOR/DME H 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
NBOUND (LORR) TIME DME MIN MAX MIN MAX

1 w LWT VOR/DME 274.00 094 00 R 1-11/2 6000 17500 5 16

2 E WP 088.61 268.61 R 5 7200 17500 9 16

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 200'AAO 465839.00N/1093530.00W 4603 4E

2 230 200'AAO 470906.00N/1092118.00W 6172 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP STAKK 1 KHLN HELENA MT (US)
DP TAKE OFF MINS KLWT LEWISTOWN MT (US)
EN ROUTE J70

EN ROUTE V113
EN ROUTE V120
EN ROUTE V611
IAP RNAV (GPS) RWY 26 KLWT LEWISTOWN MT (US)
IAP RNAV (GPS) RWY 8 2 KLWT LEWISTOWN MT (US)
IAP VOR RWY 8 1 KLWT LEWISTOWN MT (US)
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REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: LOW
RECORD REVISION NUMBER: 9 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
UPDATED COORDINATES TO MATCH CURRENT SURVEY.

DEVELOPED BY: DATE: 04/24/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!I
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: UFXIT STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 470620.62N/1095014.86W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 LEWISTOWN LWT VOR/DME H 273.55 288.55 10.00 10.00 8400 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 w WP 272.23 092.23 R 7 8400 14000 10 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 470533.00N/1101439.00W 5023 4E

1 310 AAO 465845.00N/1102006.00W 7523 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 RNAV (GPS) RWY 26 KLWT LEWISTOWN MT (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
310 KT CONTROLLING OBST LOCATED 11620 INTO SECONDARY AREA. PRIMARY EQUIVALENT ELEV = 6545'.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V120 1 (US)
IAP RNAV (GPS) RWY 26 1 KLWT LEWISTOWN MT (US)
IAP RNAV (GPS) RWY 8 KLWT LEWISTOWN MT (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
REMOVED EVBUJ AS FAC2.
PAT 1 ADDED.

UPDATED FIX USE.

DEVELOPED BY: DATE: 04/04/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!I
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZUTOG STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 470310.30N/1091815.92W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 26 KLWT LEWISTOWN MT (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 04/04/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

DATE OF REVISION: 09/20/2012
OFFICE: AJV-354 NAME: ADOLFO URRUTIA (CHRIS MCCARTHY)

OFFICE: AJV-354 NAME: DEZ SILAGYI
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RADIO FIX AND HOLDING DATA RECORD ,NFO ONLY

NAME: OKVUJ STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 470310.63N/1093530.58W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE Q142

IAP RNAV (GPS) RWY 26 KLWT LEWISTOWN
IAP RNAV (GPS) RWY 8 KLWT LEWISTOWN

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

DELETED FAC 1(KLWT R07).

ADDED ENROUTE HIGH TO REQUIRED CHARTING.
UPDATED FIX USE.

DEVELOPED BY: DATE: 08/23/2011 OFFICE: AJV-311 NAME: MARY LYNNE HOEGSTROM

APPROVED BY: DATE: 03/07/2012 OFFICE: AJV-311 NAME: RAY NUSSEAR

SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

STATE
(US)
MT (US)
MT (US)
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: LEWISTOWN STATE: MT
AIRPORT NAME: LEWISTOWN MUNI ID: KLWT
PROCEDURE: RNAV (GPS) RWY 26 AMDT: ORIG

DOCKET # : 12-ANM-8
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 4.83
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of ‘ FINAL segment at 1000’ point 1.26
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 270.13

4. High Terrain in FINAL segment containing 1000’ point 4659

5. Distance from * to 1500’ point
(1 1500" point in PT maneuvering area or holding pattern note in remarks)

6. Width of segment at 1500' point

7. True Course of segment containing 1500' point

8. High Terrain in segment containing 1500 point

9. Threshold Coordinates (if straight-in) ... 470310.79N ,1092642.33W

10. ARP Coordinates ........ccccccouveenneen. 470257.30N / 1092800.10W

11. Runway Approach End and distance furthest from ARP................. RWY 26

Distance 0.91 NM

12. FAF Coordinates ........ccccceueeune.... 470310.30N ,1091815.92W

(Click to Select)

REMARKS: *1500' LOCATED IN H-I-L (P-9)
MISSED APPROACH HOLDING REQUIRED ADDITIONAL AIRSPACE (P-10)






