REV 12.

CONTACT: DON SMITH, JILL OLSON, AJV-352 LEADS, 405.954.1036/0414:

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 10/27/2008 | 2008051309273801001 20080513092738
Procedure: RNAV (GPS) RWY 20 AMDT 1 Airport ID: Airport: JOHN C. TUNE Reimbursable #:
KIWN
City: NASHVILLE ST: TN GPS #: Estimated Chart Date: FICO #:
02/09/2012
Fac ID: Fac. f_ype’f LPV Specialist: HOWARD HAWKINS
II ‘j -
o Procedure Review /-Q,
g
Rec'd Rel'd Full Name Commen| - . = Gax \f
] | 4 ¥ LY } 'o'
Lead: 12/15/2010 | 09/30/2011 | STEVEN SZUKALA . \ § | n |:j i
—— : C—
QA: 09/30/2011 | 09/30/2011 | STEVEN SZUKALA kl ‘: ;j i | ‘“ ‘\
3
Liaison: | 09/30/2011 Terrel! MAGVAR
Procedure Comments: ENROUTE |Remark Type: INFORMATION ,ﬂ)(/j /- 51
NASHVILLE, TN JOHN C. TUNE (KIWN) RNAV (GPS) RWY 20, AMDT 1 (LPV) ENROUTE-YES FC: 12.13.11 PUB: 2.9.12

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): BEVEE-INT, REV 13; HUDGA, REV 1; JOGIS, REV 1; TANDS-INT, REV 7; TWITY-INT, REV 5; SPARE-INT,

VN 8200-6 (05/26/2005)

Data as of:

10/4/2011 9:25:56AM




FIG

NASHVILLE, TENNESSEE AL-6878 (FAA)
cnasers AP e “agg RNAV (GPS) RWY 20
W20A | 198° | onEev 495 NASHVILLE/JOHN C. TUNE (JWN)
Baro-VNAY and VDP NA when using Nashville Intt alfimeter setting. For uncompensated Baro- VNAV H:
@ syems, INAV/VNAV NA below -13°C (57 or above 40°C (104°F). Circling NA sostof Ruy 2:20, D P
DME/DME RNP-0.3 NA. Visibility reduction by helicopters NA. When local altimeter setting not climbing right furn to
ANA received, use Nashville Intl alfimeter setting anJl increase DA/MDA 40 feet. Increase LPV all Cats 3000 direct BEVEE
visibility fo 1% mile, increase LNAV/VNAV all Cats visibility to 17 mile, increase LNAV Cat B visibility | - " 14
to 1% mile, Cats C/D visibility to 2% mile and Circilng Cats C o 2% mile. )
AWOS-3 NASHVILLE APP CON CLNC DEL UNICOM
127.075 119.35 385.55 124.55 122.7 {CTAF) @
Procedure NA for (IAF) (IAF)
arrivals at SPARE SPARE 4 NM TANDS
on V94 northeast bound. 2700 NoPT rb&iﬁ\q\
“]:47‘,})“4'6) o B \r,l\'gﬁ\;:“ Procedure NA for
PROTOTYPE NOT Ko VY ) arrivals at TANDS
Fo ~2 Q on V49 north bound.
FOR NAVIGATION R
Lo
(IF/IAF)
BEVEE: 3607.232N / 08708.660W HUDGA
HUDGA: 3623.018N / 08649.269W
JOGIS: 3614.689N / 08651.984W
SPARE: 3637.049N / 08654.109W
TANDS: 3632.216N / 08633.811W
TWITY: 3617.242N / 0865].152W {FAF)
RW20: 3611.300N / 08653.086W 1263 TWITY
A 2049
910° JOGIS 2049
3.5NMto '
MISSED APCH 1008 o1 RW20 /\I 129
i N A 1004
(086°T) BEVEE A625t
~089°%D L
s 3 1035
-‘".\4269““: ‘ § 7/'2\0 A 088
(266°T) N3
4ANM 1363 SOA 925
A N 2049 A
ELEV 495 | [THRE 493 [ammguwss™Agoq 1208
198°10  [1220] 3000 4 NM
RW20 BEXEE HUDGA Holding Pattern
{015°T)
Y n‘“ O] 8°—)-
* INAV only JOGIS | \\qg%o/ Toge 2290
IoNtato 2500 oA (195°T)
Wl
N 2.1 NMto *®
. wo | TN
%, RW20 | . 2500
1640 GS 3.00°
e TCH 53
2.1 NM[ 1.4 NM=—2.6 NM—~] 6 NM
N CATEGORY A | B | c ] D
LPV DA 885-1%4 392(400-1%)
INAY DA 1014-1% 521 (600-1%)
LNAYV MDA 1220-1 727 (800-1) 1220-2 727 (800-2)
MIRL Rwy 2-20 @ 1220-2 1400-3
REIL Rwys 2 and 20 @ CIRCLING 1220-1 725 (800-1) 725(800-2) | 905 (1000-3)
NASHVILLE/ JOHN C. TUNE (JWN)

NASHVILLE, TENNESSEE
Amdt 1 FIG

36°11'N-86°53'W

RNAV (GPS) RWY 20
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Ay <y Apt Name: KJWNJOHN C. TUNE
el City: NASHVILLE 1. INITIAL AAO 1116
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5. | INTERMEDIATE TOWER 1240
5, HILPT TOWER 1240
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Scale: 1:500,000 $ MSA TOWER 2049




NM 1 2 3 4 -

5 6

L T L — 1 II; 1 T L T T I I;I | T
FT 8000 16000 24000 32000 40000 48000 56000 64000
fpohih | kjwnlpv20 (PROD) | 29 Aug 2011 12:12:56 | 1" = 8333.3 feet (MAP)
o
{
— I
Airport ID: KJWN
AptName)l KJWNJOHN C. TUNE
City: NASHVILLE PFINAL ASC
State: N 11, MA TOWER 1693
KJWN RN| ProciD  RNAV (GPS) RWY 20
Transvers| Amdt#: 1
Scale 1| Scale: 1:100,000




NM 1 2 3 4 5 6

7 8 9 10
} I;T L —r L II l;“ L — S — ] I‘l | S 1
FT 8000 16000 24000 32000 40000 48000 56000 64000
fpohlh | kjwnipv20 (PROD) | 29 Aug 2011 14:13:03 | 1" = 8333.3 feet (MAP)
‘II G
\¢ 5 .
'\. | ! : )
\ |
¥ alt
[,
.'; ':‘ "’
f f Ir'
i.l'J / o" I.“Ir
I 4 Ji '
/ f _,' )
‘II\ I|" ll,u’] r:.f
[ f
/ rla’ ; |
/ f / /
.J‘ Ij"' ‘.IJJ rflr
f I,' .; ."
.'l‘ ‘.' .n'l JJ
/ -
f f ) / {
/ ,'II .rl. I,'/
| ! | J
|ll Ilfl i .II."’ ,’I
i ‘ ;
b\
V£ -
Airport ID: KJWN
Apt Name: KJWNJOHN C. TUNE
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‘ Airport ID: KJWN

~ [AptName] KJWNJOHN C. TUNE
; City: NASHVILLE 8. LFINAL TOWER 1256
State: TN 19. STEPDOWN TREE 942
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Scale: 1:100,000 14, CIRC CATD TOWER 1035




RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE ll:'I:XV I,)\;ANAV R
: D
SPARE (IAF) HUDGA (NOPT) (FB) 167.42/ 14.55 2700 LNAV: RW20
TANDS (IAF) HUDGA (NOPT) (FB}) 236.69 / 15.49 2700
CLIMB TO 1220 THEN CLIMBING RIGHT TURN TO 3000 DIRECT
HUDGA (IF/IAF) TWITY (FB) 197.80 / 5.96 2500 BEVEE AND HOLD.
TWITY (FAF) JOGIS/3.50 NM TO RW20 (FB) 197.78 /1 2.64
JOGIS/3.50 NM TO RW20 RW20 (MAP) (FO) 197.77 1 3.50
RW20 (MAP) 1220 MSL 197.77 1220
ADDITIONAL FLIGHT DATA:

1220 MSL BEVEE (FO) 3000 HOLD W, RT, 088.61 INBOUND.

CHART FAS OBST: 942 TREE 361429N/0865126W

CHART FAS OBST: 625 TREE 361134N/0865318W

DISTANCE TO THLD FROM 392 HATH: 1.06 NM.

CHART VDP AT 2.11 MILES TO RW20*

Cbi‘ﬁé’ 8”km.NEL # 8662

5
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) REFERENCE PATH ID: W20A
2. HOLD N HUDGA, RT, 197.80 INBOUND, 2700 FT. IN LIEU OF PT (IAF) LTP HAE: 120.9 M
3. FAC: 197.78 FAF: TWITY DIST FAF TO MAP: 6.14 THLD: 6.14
4. MIN. ALT: HUDGA 2700, TWITY 2500, JOGIS/3.50 NM TO RW20 1640*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT: TWITY 2500 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:53.2  34:11S NOT CLEAR
8. MSA FROM: RW20 3100 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS |HAT/HAA
LPV DA 885 11/4 392 885 11/4 392 885 114 392 885 11/4 392
LNAV/VNAV DA 1014 13/4 521 1014 1314 521 1014 1314 521 1014 13/4 521
LNAV MDA 1220 1 727 1220 1 727 1220 2 727 1220 2 727
CIRCLING 1220 1 725 1220 1 725 1220 2 725 1400 3 905
NOTES:
CHART NOTE: BARO-VNAV AND VDP NA WHEN USING NASHVILLE INTL ALTIMETER SETTING. 3
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 40C (104F).
CHART NOTE: CIRCLING NA E OF RWY 2-20. A
CHART NOTE: DME/DME RNP-0.3 NA. %
(SEE FORM 8260-10) -
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
NASHVILLE, TN AIRPORT NAME: 'DENA‘#&\ER: RNAYV (GPS) RWY 20, AMDT 1 AMDT: ORIG
JOHN C TUNE DATED  11/23/2006

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] ves [x] ~no

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
BNA APP CON, ATL FPO, ZME, KJWN AIRPORT MANAGER

- OO OO ©°& & x1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

HOWARD L. HAWKINS, JR. AJV-352 06/18/2011

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. REMOVED INITIAL APPROACH SEGMENTS FROM CHAFA AND TEACH.

2. ADDED INITIAL APPROACH SEGMENTS FROM SPARE AND TANDS.

3. RELOCATED TWITY 828.81FT NE, DIST FAF TO MAP/THLD CHANGED.

4. RELOCATED JOGIS 63.83FT.

g. CHANGED MISSED APPROACH POINT FROM MAXXY TO RWY20 THRESHOLD.
7

8

9

. CHANGED MISSED APPROACH ISTRUCTIONS TO: CLIM TO 1200 THEN CLIMBING RIGHT TURN TO 3000 DIRECT BEVEE AND HOLD.

. ADDED LPV & LNAV/VNAV LINE OF MINIMA.
. HUDGA TO TWITY COURSE DISTANCE CHANGED.
. FINAL COURSE CHANGED.

10. ALT MINIMUMS DELETED.

11. VDP CHANGED.

12. DSECENT ANGLE/TCH CHANGED.

13. MAGVAR UPDATED.

REASONS:

1, 2. ATC REQUEST.

3, 8. RELOCATION OF TWITY.

4. PLACED AT EVEN TENTH OF NM INCREMENT.
5. STANDARDIZE PROCEDURE.

6. ATC REQUEST.

7. FPT REQUEST.

9. MAGVAR UPDATE.

10. ASOS NOT OF SERVICE A.

11, 12, 13. NEW EVALUATION.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT SPARE ON V94 NORTHEAST BOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT TANDS ON V49 NORTH BOUND.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE NASHVILLE INTL ALTIMETER SETTING AND
INCREASE DA/MDA 40 FEET. INCREASE LPV ALL CATS VISIBILITY TO 1 3/8 MILE, INCREASE LNAV/VNAV ALL CATS VISIBILITY TO 1 7/8 MILE, INCREASE LNAV
CAT B VISIBILITY TO 1 1/4 MILE, CATS C/D VISIBILITY TO 2 1/2 MILE AND CIRCLING CATS C TO 2 1/2 MILE.

a
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 20, AMDT 1 _ ORIG
RNAV AMDT:
JOHN C TUNE DATED:  11/23/2006

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KJWN
RUNWAY Rw20
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W20A
LTP/FTP LATITUDE 361118.0055N
LTP/FTP LONGITUDE 0865305.1670W
LTP/FTP ELLIPSOIDAL HEIGHT +01209

FPAP LATITUDE

FPAP LONGITUDE

360951.7300N

0865333.2000W
THRESHOLD CROSSING HEIGHT (TCH) 00053.2
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER C24B5661
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +01502
FPAP ORTHOMETRIC HEIGHT +01502
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GPS) RWY 20, AMDT 1
NASHVILLE, TN AIRPORT NAME: RNAV (GPS) AMDT: ORIG
JOHN C TUNE DATED:  11/23/2006

FAA FORM 8260-10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 ] 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BEVEE K70 C L N36071391W087083961 W0030 NAR BEVEE
SUSAEAENRT HUDGA K70 W N36230095W086491611 W0033 NAR HUDGA
SUSAEAENRT JOGIS K70 1) N36144136W086515903 W0032 NAR JOGIS
SUSAEAENRT SPARE K70 C L N36370294W086540652 W0033 NAR SPARE
SUSAEAENRT TANDS K70 C L N36321296W086334865 W0035 NAR TANDS
SUSAEAENRT TWITY K70 C N36171450W086510915 W0033 NAR TWITY
1 2 3 4 5 [ 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7AJWN 0 055YHN36105650W086531220W063000495 1800018000C MNAR JOHN C TUNE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7FR20 AHUDGA 010HUDGAK7EAOEE AR HF 19780040 + 02700 18000 A JS
SUSAP KJWNK7FR20 ASPARE 010SPAREK7EAQE A IF 18000 A JSs
SUSAP KJWNK7FR20 ASPARE 020HUDGAK7EAOEE B 010TF 16740146 + 02700 A JS
SUSAP KJWNK7FR20 ATANDS 010TANDSK7EAQCE A IF 18000 A JS
SUSAP KJWNK7FR20 ATANDS 020HUDGAK7EAQOEE B 01l0TF 23670155 + 02700 A JS
SUSAP KJWNK7FR20 R 010HUDGAK7EAQOE I IF + 02700 18000 A JS
SUSAP KJWNK7FR20 R 020TWITYK7EAlE F 051TF 19780060 + 02500 RW20 K7PGA JS
SUSAP KJWNK7FR20 R 020TWITYK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KJWNK7FR20 R 021JOGISK7EAQOE S O031TF 19780026 V 0164001661 -300 A JS
SUSAP KJWNK7FR20 R 030RW20 K7PGOGY M 031TF 19780035 00546 -300 A JS
SUSAP KJWNK7FR20 R 040 0 M CA 1978 + 01220 A JS
SUSAP KJWNK7FR20 R O050BEVEEK7EAQOEY R DF + 03000 A JS
SUSAP KJWNK7FR20 R 060BEVEEK7EAQEE R HM 08860040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7GRW20 0055001978 N36111801W086530517-0700 +01209004930500531001
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 20, AMDT 1 _ ORIG
RNAV AMDT:
JOHN C TUNE DATED: 11/23/2006

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 4 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 - 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJWNK7PR20 RW20 001 00OOW20AON3611180055W08653051670+012090300N3609517300W08653332000106751224000532F400500C24B5661

SUSAP KJWNK7PR20 RW20 O002E +01502+01502LPV 86625
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7SRW20 K7PG 0 18018003125 M
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
NASHWVI \ - RNAYV (GPS) RWY 20, AMDT 1
LLE, TN AIRPORT NAME: AV (GPS) AMDT: ORIG
JOHN C TUNE DATED: 11/23/2006

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 5 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] vyes |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[1] [1] ] [] [1] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNA\I‘-{SEQEI!%#';?‘] I!)r’\SI;r[l)RSU gEEI;‘JI ég PERQ%‘A:.?%? %I::;URE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
HUDGA HUDGA 010 IAF HF R FO 197.8(194.8T) 004.0 02700
SPARE SPARE 010 IAF IF
SPARE HUDGA 020 IF TF FB 1.0 167.4(164.4T) 014.6 02700
TANDS TANDS 010 IAF IF
TANDS HUDGA 020 IF TF FB 1.0 236.7(233.7T) 015.5 02700
HUDGA 010 FACF IF 02700
TWITY 020 FAF TF FB 0.5 197.8(194.8T) 006.0 02500
JOGIS 021 SDF TF FB 0.3 197.8(194.8T) 002.6 0164001661
RW20 030 MAP TF FO 0.3 197.8(194.8T) 003.5 00546
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 197.8(194.8T) 01220
BEVEE 050 DF R FO 03000
BEVEE 060 HM R FO 088.6(085.6T) 004.0 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BEVEE N360713.91 wW0870839.61 N3607.232 W08708.660
HUDGA N362300.95 W0864916.11 N3623.016 W08649.269
JOGIS N361441.36 W0865159.03 N3614.689 W08651.984
SPARE N363702.94 Ww0865406.52 N3637.049 Ww08654.109
TANDS N363212.96 W0863348.65 N3632.216 wW08633.811
TWITY N361714.50 W0865109.15 N3617.242 W08651.153
RW20 N361118.01 W0865305.17 N3611.300 W08653.086
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW20 00493 53
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |SUuP:
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 20, AMDT 1 _ s
RNAV AMDT:
JOHN C TUNE DATED: 11/23/2006

FAA FORM 8260-10 / April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:] YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] [] ] [] [] [1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU rROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL SPARE HUDGA 1. AAO 362233.00N/0864721.00W | 1116 (4D) 1000 |[AT584 2700
2. TERRAIN 362336.00N/0864657.00W |899 (900) AS1500 2400
INITIAL TANDS HUDGA 3. TOWER (47-020127) [363051.06N/0863356.88W [1178 (1A) 1000 |AT522 2700
4. TERRAIN 363103.00N/0863357.00W |932 (900) AS1500 2400
INTERMEDIATE HUDGA (IF/IAF) TWITY 5. TOWER (47-001636) [361854.00N/0865211.00W |1240 (2C) 500 |[DG760 2500
6. TERRAIN 362100.00N/0864730.00W |936 (900) AS1500 2400
FINAL: LPV TWITY RW20 ASC |mA192 885/392
FINAL: LNAV/VNAV TWITY RW20 7. TREE (KJWNT0080) |[361133.75N/0865318.46W [625 (1A) 25.08:1 |MA228 1014/521
FINAL: LNAV TWITY JOGIS/3.50 NM TO [8. TOWER (47-000438) |361613.00N/0865219.00W |1256 (5D) 250 |AC50 DG44 RA40 1640
RW20
FINAL: LNAV STEPDOWN JOGIS/3.50 NM TO RW20 9. TREE (KJWNT0159) [361428.51N/0865125.85W [942 (1A) 250 |xp28 1220
RW20
2. HOLD-IN-LIEU-OF-PT HUDGA P-§ 5. TOWER (47-001636) [361854.00N/0865211.00W |1240 (2C) 1000 |DG460 2700
10. TERRAIN 362106.00N/0864702.52W |945 (900) AS1500 2400
MAP: |[DA /DA /RW20 BEVEE 11. TWR (47-000481)  [360714.00N/0865808.00W |1693 (1A) ASC 3000
i—P"g':gigH 11. TWR (47-000481) _ [360714.00N/0865808.00W | 1693 (1A) | 1000 2700
ELEV: [634/853/1120 12. TERRAIN 360006.00N/0865821.00W | 962 (1000) AS1500 2500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 1350 725 13. TREE 360955.64N/0865423.42W [918 (2C) 300 1220
CATEGORY B 1.5 NM i 450 |2 725 13. TREE 360955.64N/0865423.42W |919 (2C) 300 1220
CATEGORY C 17NM  |5[ 450 |P 725 13. TREE 360955.64N/0865423.42W [919 (2C) 300 1220
CATEGORY D 23NM |G 550 |2 905 14. TWR (47-001971) | 361131.80N/0865520.80W [1035 (1A) 300 XP65 1400
CATEGORY E 45NM  |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW20 L
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA "
360-360 TWR (47-000119) 164/ 08.9 2049 (4D) 3100 N
CITY AND STATE ELEVATION: 495 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
NASHVILLE, TN AIRPORT NAME: RNAV RNAV (GPS) RWY 20, AMDT 1 ASO
JOHN C TUNE

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
BNA APP CON NW S |OTHER: SOURCE:KJWN / KBNA
ZME ARTCC AWOS-3 DISTANCE: 0710.71
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24124
x|[VHF [x|uHF | [HF [LocATION: ADJUSTMENT: 0/ 40
) PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT!
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. [HIRL
g"gggxg\*{* X [MIRL 02 (PCL), 20 (PCL)
L IGHTING |__X__|REIL 02 (PCL), 20 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 02 (PCL), 20 (PCL)
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 02, 20
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:492.8
BATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:53.2
9. FINAL APPROACH X RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
HOWARD L. HAWKINS, JR. 06/18/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
THRESHOLD DISPLACED 500 FT.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
i KJWN AWOS-3 NOT ON SERVICE A. KBNA ASOS ON SERVICE

NO HISTORICAL COLD TEMPERATURE AVAILABLE.
SURFACES:

LPV: 34:1

LNAV/VNAYV 25.08:1.

RASS PRESSURE PATTERNS SAME

KJWN 494.70 FT, KBNA 599 FT

RA = 40.

SEE ATTACHED AIRSPACE LETTER.

100° TREE HEIGHT APPLIED AND TAA NOT DEVELOPED PER ATL
FPO.

VGSI DATA: 3.00/53.8 TCH

CIRCLING NA EAST OF AIRPORT PER FLIGHT CHECK. 2049
TOWER 2.69NM SOUTHEAST OF AIRPORT.

PARA 251, 34:1 PENETRATIONS:

OBS ID LAT/LONG MSL 34:1

KJWNT0118 361144.68N-0865303.14W 567 2.16
KJWNT0116 361144.17N-0865304.95W 563 0.74
KJWNT0002 361123.45N-0865305.80W 505 2.83

34:1 PENETRATIONS EMAILED TO EST FPO.

XP - MATCH CURRENT PROCEDURE.




RADIO FIX AND HOLDING DATA RECORD

NAME: BEVEE STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 360713.91N/0870839.61W TYPE: WP, INT, DME

AIRSPACE DOCKET: ’ FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 NASHVILLE BNA VORTAC H 269.61 267.61 22.36 22.36 3000 17500

2 GRAHAM GHM VORTAC L 038.00 041.00 22.78 3000 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 W BNA VORTAC 269.61 089.61 R 1 3000 14000 5 11

2 w WP 268.61 088.61 R 4 3000 14000 5 11

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-000639) 360803.10N/0871259.30W 1251 5E

2 200 TOWER (47-000639) 360803.10N/0871259.30W 1251 5E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V-140 1,2 (US)
IAP ILS OR LOC RWY 20R 1,2 1 KBNA NASHVILLE TN (US)
IAP ILS OR LOC RWY 2L 1,2 1 KBNA NASHVILLE TN (US)
IAP ILS OR LOC RWY 31 1,2 1 KBNA NASHVILLE TN (US)
IAP ILS RWY 2L (CAT II, lil) 1,2 1 KBNA NASHVILLE TN (US)
IAP RNAV (GPS) RWY 13 KBNA NASHVILLE TN (US)
IAP ILS OR LOC/DME RWY 20 1,2 1 KJWN NASHVILLE TN (US)
IAP RNAV (GPS) RWY 20 2 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 13 DATE OF REVISION: 12/15/2011
REASON FOR REVISION:
ADDED PAT 2.
UPDATED FIX USE.
DEVELOPED BY: DATE: 05/06/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS
APPROVED BY: DATE: OFFICE: AJV-352 ) NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA AP CON
OTHER:

Wiz
Rl
G 6

ClyeC
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RADIO FIX AND HOLDING DATA RECORD

NAME: HUDGA STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 362300.95N/0864916.11W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N WP 017.80 197.80 R 4 2700 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-001363) 353931.00N/0840232.00W 1385 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 2 1 KJWN NASHVILLE TN (US)

IAP RNAV (GPS) RWY 20 1 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:

1. FAC 1 REMOVED.

2. HOLDING PATTERN DME UPDATED.
3. FIX USE UPDATED.

DEVELOPED BY: DATE: 04/25/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JOGIS STATE: TN COUNTRY: US
LATITUDE/LONGITUDE: 361441.36N/0865159.03W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 20 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:
FIX RELOCATED 63.83FT NE.
FAC 1 REMOVED.

UPDATED FIX USE.

DEVELOPED BY: DATE: 04/26/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: TANDS STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 363212.96N/0863348.65W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 NASHVILLE BNA VORTAC H 015.75 013.76  24.68 24.68 2700 17500

2 LIVINGSTON LvVT VORTAC L 270.00 268.00 67.58 3000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

LvT VORTAC R-270 68 3000 17500

FIX RESTRICTIONS:

MRA ALL 3000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N BNA VORTAC 015.75 195.76 L 1-11/2 3000 17500 7 18

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-000250) 362804.00N/0862839.00W 1502 5E

REASON FOR NONSTANDARD HOLDING:
PAT 1 PROVIDE SEPARATION FROM DEPARTURE ROUTE

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:
USE TYPE
EN ROUTE
IAP

IAP

IAP

IAP

IAP

IAP

USE TITLE FAC PAT
V-49 1,2

ILS OR LOC RWY 2C 1
RNAV (GPS) Y RWY 20L

RNAV (GPS) Y RWY 20R

RNAV (RNP) Z RWY 20L

RNAV (RNP) Z RWY 20R

RNAV (GPS) RWY 20

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7

REASON FOR REVISION:
UPDATED FAC 3 REMOVED.
UPDATED FAC ESV.
UPDATED FIX USE.

DEVELOPED BY: DATE: 04/26/2011

APPROVED BY: DATE:

SIGNATURE:

NFDC

FPO: EST

ARTCC: ZME

ATC FACILITY: BNA APP CON
OTHER:

DISTRIBUTION:

OFFICE: AJV-352

OFFICE: AJV-352

AIRPORT IDENT CITY

KBNA NASHVILLE
KBNA NASHVILLE
KBNA NASHVILLE
KBNA NASHVILLE
KBNA NASHVILLE
KJWN NASHVILLE

DATE OF REVISION: 12/15/2011

NAME: HOWARD HAWKINS

NAME: DARRYEL ADAMS

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: TWITY STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361714.50N/0865109.15W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 NASHVILLE I-JWN LOC/DME 017.76 014.76

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC/DME RWY 20 1 KJWN NASHVILLE
IAP RNAV (GPS) RWY 20 KJWN NASHVILLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:

1. FIX RELOCATED 828.81FT NE.
2. FAC 2 REMOVED.

3. FIX USE UPDATED.

DEVELOPED BY: DATE: 04/22/2011 OFFICE: AJV-352
APPROVED BY: DATE: OFFICE: AJV-352
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APCH
OTHER:

DME DIST FROM FAC
NM E

7.04

7.04

NAME: HOWARD HAWKINS

NAME: DARRYEL ADAMS

FEET
42783

MRA MAA
2500 5000

STATE
TN (US)
TN (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SPARE STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 363702.94N/0865406.52W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 BOWLING GREEN BWG VORTAC H 227.97 22997 28.92 28.92 2600 17500

2 NASHVILLE BNA VORTAC H 342.00 340.00 30.65 2600 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE Vo4 1,2 (US)

IAP COPTER NDB 303 KEOD FORT CAMPBELL(CLARKSVILLE) TN (US)

IAP RNAV (GPS) RWY 20 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 11/17/2011

REASON FOR REVISION:

WP ADDED TO FIX TYPE.

ADDED FAC 1 & 2 DIST FROM FAC DATA.
UPDATED FIX USE.

09/15/2011 THIS IS AN UPDATE COPY OF THE FORM DEVELOPED ON 03/28/2011.

CHANGES: WP ADDED TO FIX TYPE.

DEVELOPED BY: DATE: 03/28/2011 OFFICE: AJV-352 NAME: BRIAN SHAFFER

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APCH CON
OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: NASHVILLE STATE: TN
AIRPORT NAME:  JOHN C. TUNE ID:  KJWN
PROCEDURE: RNAV (GPS) RWY 20 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.94
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 195.76
4. High Terrain in FINAL segment containing 1000' point 843
5. Distance from THLD to 1500' point 5.74
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.99
7. True Course of FINAL segment containing 1500' point 195.76
8. High Terrain in FINAL segment containing 1500' point 843
9. Threshold Coordinates (if straight-in) ... 361118.01N / 0865305.17W
10. ARP Coordinates ............cccceeuvennenee 361056.50N / 0865312.20W
11. Runway Approach End and distance furthest from ARP ................ RWY 2
Distance 0.45 NM
12. FAF Coordinates .............ccocceeuvennnes 361714.50N / 0865109.15W

REMARKS: Approach/Drawing attached.




Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Darryel Adams, Manager, Terminal Procedures & Charting Services,
Eastern Team, AJV-352

Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

ILS OF LOC/DME RWY 20 AMDT 1
RNAV (GPS) RWY 02 AMDT 1
RNAYV (GPS) RWY 20 AMDT 1
Estimated Chart Date: 12/15/2011

Please publish these changes in the National Flight Data Digest.

TENNESSEE
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier | Variation Value Year
Nashville John C. Tune Airport | KIWN/ Old 01° West / 2010
JWN New 03° West
Nashville ILS I-JWN Old 01° West / 2010
New 03° West

If you have any questions please notify Darryel Adams (301-427-4824).






