ILS - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA N 0.99 DME FIX
BICOL/I-JWN 12.00 DME (IF) TWITY/I-JWN 7.04 DME 197.76 / 4.96 (I-JWN) 2500 LOC: IJWN 0.
CLIMB TO 2200 THEN CLIMBING RIGHT TURN TO 3000 ON
HEADING 300 AND BNA VORTAC R-270 TO BEVEE INT/BNA 22.36
DME AND HOLD, OR AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 2200 THEN CLIMBING RIGHT TURN TO
3000 DIRECT GHM VORTAC AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD W, RT, 089.61 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S
GHM VORTAC, RT, 354.00 INBOUND.
CHART FAS OBST: 771 ANT 361342N/0865144W
CHART 1894 TOWER 3607 15N/0865810W.
CHART: 042 TREE 361429M10865126W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF CHART VDP AT 2.33 DME*;
2. PROFILE STARTS AT BICOL/I-JWN 12.00 DME DISTANCE VDP TO THLD 1.42 MILES.
. » : 3 *LOC ONLY.
3. FAC: _197.76 FAF: TWITY/I-JWN 7.04 DME DIST FAF TO MAP: THLD: 6.14 | CHART IN PLANVIEW: GHM VORTAC.
4. MIN. ALT: BICOL 3000, TWITY 2500, WOXKI/I-JJWN 4.00 DME 1640*
5. DIST TO THLD FROM OM: - MM: - IM: - 150 HAT: - 100 HAT: - GSANT: 1103
6. MIN GS INCPT: 2500 GS ALT AT: TWITY 2500 OM: - MM: - IM: -
7. GS ANGLE: 3.00 TCH:53.2
8. MSA FROM: BNA VORTAC 3100 MAG VAR: 3W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: N A | X |
CATEGORY =====> A B C D E
DH/MDA | VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
S-ILS 20 693 3/4 200 693 3/4 200 693 3/4 200 693 3/4 200
S-LOC 20 1000 1 507 1000 1 507 1000 13/8 507 1000 13/8 507
OTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE NASHVILLE INTL ALTIMETER SETTING AND .
INCREASE ALL DA/MDA MDA 40 FT, INCREASE LOC CATS C/D VISIBILITY TO 1 5/8 MILE. / i
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. A
CHART PLANVIEW NOTE: RADAR REQUIRED. n AL
(SEE FORM 8260-10) _ A
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
NASHVILLE, TN AIRPORT NAME: |DENT|‘|;I|ER; ILS OR LOC/DME RWY 20, AMDT 1 AMDT: ORIG-A
I-J
JOHN C TUNE DATED  09/25/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[] ves [x] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA

I I I N N

AOPA NBAA OTHER (specify)
BNA ATCT/APCH/NASHVILLEMETRO ARPT AUTHORITY

[x] [x]

FLIGHT CHECKED BY

NAME:

FIFO DATE:

DEVELOPED BY

NAME:

HOWARD L. HAWKINS, JR.

FIFO DATE:
AJV-352 04/25/2011

APPROVED BY

NAME:

DARRYEL ADAMS

MANAGER

FIFO DATE:
AJV-352

CHANGES:

. RELOCATED TWITY 828.81FT NE.

. REMOVED SDF AT I-JWN 3 DME.

. ADDED BACK-UP ALTIMETER AND ASSOCIATED NOTES.

. LOWERED S-LOC CATS C & D VISIBILITY TO 1 3/8.

. ADDED VDP, AND ASSOCIATED NOTES.

. REMOVED ALTERNATE MINIMUMS.

. MAGVAR UPDATED TO 3W, FINAL COURSES UPDATED.

. ADDED ALTERNATE MISSED APPROACH TO GHM VORAC.
10. ADDED RASS NOTE.

11. ADDED HELICOPTER NOTE.

OCONONHWN=

. RELOCATED SDF TO I-JWN 4 DME, ADDED NAME WOXKI, MIN ALTITUDE 1640.

REASONS:

1. COMPLY WITH .54 CRITERIA.

2. COMPLY WITH NAMMING CONVENTION, DESCENT GRADIENT.

3. NO LONGER NEEDED.

4,9,10 & 11. ALLOWED BY CRITERIA.

5, 6. NEW EVALUATIONS.

7. ALTIMETER SOURCE NOTE ON SERVICE A.
8. MAGVAR UPDATED.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: VDP NA WITH NASHVILLE INTL ALTIMETER SETTING.
*1680 WHEN USING NASHVILLE INTL ALTIMETER SETTING.

CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |[gyp; 'LS/DMERWY 20
: IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1
NASHVILLE, TN AIRPORT NAME: LOWN L AMDT: ORIG-A
JOHN C TUNE DATED: 09/25/2008
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF APAGES




ALL AFFECTED PROCEDURES REVIEWED?

[] vyes [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_ILS STANDARD except HAT, HAA, TCH, anc des are !
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD BNA K7011410VTH N36081306W086410518 N36081306W086410518W0020005662 NARNASHVILLE
SUSAD KJWNK7 IJWN K7011030 IT IJWNN36102467W086531919 004600 NARJOHN C TUNE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BEVEE K70 C L N36071391W087083961 w0030 NAR BEVEE
SUSAEAENRT BICOL K70 C N36220255W086493514 w0033 NAR BICOL
SUSAEAENRT TWITY K70 C N36171450W086510915 w0032 NAR TWITY
1 2 3 4 5 6 7 8 9 0 1 2 3
ATIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7AJWN 0 055YHN36105650W086531220W003000495 1800018000C MNAR JOHN C TUNE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7FI20 I 010BICOLK7EAQE I IF IJWNK7 01780120 PI J 030000300018000 0 NS
SUSAP KJWNK7FI20 I 020TWITYK7EAQOE F CF IJWNK7 0178007019800050PI H 0300002500 -300BNA K7D 0 NS
SUSAP KJWNK7FI20 I 030RW20 K7PGOGY M CF IJWNK7 0178000919800061PI 00546 -300 0 NS
SUSAP KJWNK7FI20 I 040 0 M CA 1978 + 02200 0 NS
SUSAP KJWNK7FI20 I 050 0 R VIY 3000 0 NS
SUSAP KJWNK7FI20 I 060BEVEEK7EAQEY CF BNA K7 2696022426960080D + 03000 0 NS
SUSAP KJWNK7FI20 I 070BEVEEK7EAQOEE R HM 0896T010 + 03000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJWNK7GRW20 0055001978 N36111801W086530517-0700 +0120900493050053100IIJWNL

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7IIJWN1 011030RW20 N36102541W0865322261978N36110808W0865311530500 11030600300W00305300485
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJWNK7SBNA K7D 0 18018003125 M

1
Q
Chrg J‘S’
DME RWY 20
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[sup: '™
NASHVILLE, TN . IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1

AIRPORT NAMEJ.OHN C TUNE AMDT:  ORIG-A
I~JWN DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of :\/ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

B0 O O 0O

AOPA NBAA OTHER (specify)

1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BICOL 010 FACF IF FB AA 03000 GI 03000
TWITY 020 FAF CF FB 198.0() 005.0 GI 03000 GS 02500
RW20 030 MAP CF FO 198.0() 006.1 AT 00546
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 197.8() AA 02200
050 VI R FB 300.0¢()
BEVEE 060 CF FO 269.6() 008.0 AA 03000
BEVEE 070 HM R FO 089.6() T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BNA N360813.06 W0864105.18 N3608.218 W08641.086
IJWN (DME) N361024.67 W0865319.19 N3610.411 wW08653.320
BEVEE N360713.91 W0870839.61 N3607.232 W08708.660
BICOL N362202.55 W0864935.14 N3622.043 W08649.586
TWITY N361714.50 W0865109.15 N3617.242 W08651.153
RW20 N361118.01 W0865305.17 N3611.300 wW08653.086
IJWN (LOC) N361025.41 W0865322.26 N3610.424 W08653.371
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW20 00493 53
SIDME RWY 20 |
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: I
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1 DT
JOHN C TUNE AMDT:  ORIG-A
I-JWN DATED: 09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page q

of q/ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO 0O 0O O

AOPA NBAA OTHER (specify)

1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
LOC STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD BNA K7011410VTH N36081306W086410518 N36081306W086410518W0020005662 NARNASHVILLE
SUSAD KJWNK7 IJWN K7011030 IT IJWNN36102467W086531919 004600 NARJOHN C TUNE
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BEVEE K70 C L N36071391W087083961 w0030 NAR BEVEE
SUSAEAENRT BICOL K70 C N36220255W086493514 w0033 NAR BICOL
SUSAEAENRT TWITY K70 C N36171450W086510915 w0032 NAR TWITY
SUSAEAENRT WOXKI K70 R N36141781W086520668 W0032 NAR WOXKI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7AJWN 0 055YHN36105650W086531220W003000495 1800018000C MNAR JOHN C TUNE
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7FL20 L 010BICOLK7EAQOE I IF IJWNK7 01780120 PI + 03000 18000 0 DS
SUSAP KJWNK7FL20 L 020TWITYK7EAOE F CF IJWNK7 0178007019800050PI + 02500 BNA K7D 0 DS
SUSAP KJWNK7FL20 L 021WOXKIK7EAQE S CF IJWNK7 0178004019800030PI + 01640 -333 0 DS
SUSAP KJWNK7FL20 L 030RW20 K7PGOGY M CF IJWNK?7 0178000919800031PI 00546 -333 0 DS
SUSAP KJWNK7FL20 L 040 0O M CA 1978 + 02200 0 DS
SUSAP KJWNK7FL20 L 050 0 R VIiY 3000 0 DS
SUSAP KJWNK7FL20 L 060BEVEEK7EAQEY CF BNA K7 2696022426960080D + 03000 0 Ds
SUSAP KJWNK7FL20 L 070BEVEEK7EAQOEE R HM 0896T010 + 03000 0 DS
1 2 3 4 ) 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7GRW20 0055001978 N36111801W086530517-0700 +0120900493050053100IIJWN1
1 2 3 4 5 6 7 8 9 o] 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJWNK7IIJWN1 011030RW20 N36102541W0865322261978N36110808W0865311530500 11030600300W00305300485
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: o
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1 Lip ey
JOHN C TUNE AMDT: ORIG-A
IJWN DATED:  09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of j/ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O 0O 0O

AOPA

]

NBAA OTHER (specify)

1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KJWNK7SBNA K7D 0 18018003125 M
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1
JOHN C TUNE AMDT:  ORIG-A
I~JWN

DATED: 09/25/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page Cg of ‘/’ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o 0O 0O O

AOPA

1]

NBAA OTHER (specify)

O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—  LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BICOL 010 FACF IF FB AA 03000
TWITY 020 FAF CF FB 198.0() 005.0 AA 02500
WOXKI 021 SDF CF FB 198.0¢() 003.0 AA 01640
RW20 030 MAP CF FO 198.0() 003.1 AT 00546
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CAa FB 197.8() AA 02200
050 VI R FB 300.0()
BEVEE 060 CF FO 269.6() 008.0 AA 03000
BEVEE 070 HM R FO 089.6() T01.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BNA N360813.06 W0864105.18 N3608.218 W08641.086
IJWN (DME) N361024.67 W0865319.19 N3610.411 W08653.320
BEVEE N360713.91 W0870839.61 N3607.232 W08708.660
BICOL N362202.55 W0864935.14 N3622.043 W08649.586
TWITY N361714.50 W0865109.15 N3617.242 W08651.153
WOXKI N361417.81 W0865206.68 N3614.297 W08652.111
RW20 N361118.01 W0865305.17 N3611.300 W08653.086
IJWN (LOC) N361025.41 W0865322.26 N3610.424 W08653.371
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW20 00493 53
L
nL Fas
g
Yoo
STOME RWY 20|
CITY AND STATE ELEVATION: 495 THRE: 493 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [sup: '©
NASHVILLE, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 20, AMDT 1 -
JOHN C TUNE AMDT:  ORIG-A
I~JWN DATED:  09/25/2008
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page /.2 of ’:,L Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 O O O

AOPA

[

NBAA OTHER (specify)

Cl

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE BICOL/I-JWN TWITYNI-JWN 7.04 [1. TOWER (47-001636) |[361854.00N/0865211.00W | 1240 (2C) 500 |DG760 2500
12.00 DME DME 2. TERRAIN 362106.06N/0864702.52W |945 (900) AS1500 2400
FINAL: ILS TWITY/IJWN7.04  [RW20 ASC 6931200
DME
FINAL: LOC TWITY/I-JWN 7.04 __|WOXKUI-JWN 4.00 [3. TOWER (47-000438) |361613.00N/0865219.00W |1256 (4E) | 250 |AC125 1640
DME DME
FINAL: LOC STEPDOWN WOXKII-JWN 4.00  [IJWN 0.99 DME |4 ANT (KIWNT0153)  [361342.48N/0865144.41W |771 (1A) 250 |sA-42 XP20 1000
DME FIX
2. PROCEDURE TURN NA
MAP: |DA/I1-JWN 0.99 BEVEE INT/BNA ASC 3000
3. MISSED DME FIX 22.36 DME 5. TOWER (47-000481) |360714.00N/0865808.00W | 1693 (1A) | 1000 2700
APPROACH ELEV: |526/750 6. TERRAIN 360521.00N/0865421.00W 949 (900) AS1500 2400
4. CIRCLING AREA| DISTANCE HT. ABV. ARPT.
CATEGORY A 13N [ T 350
CATEGORY B 15NM_[mf 450 |2
CATEGORY C 17NM |5 450 |2
CATEGORY D 23NM_|S[ 550 |2
CATEGORY E 4a5NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: BNA VORTAC
SECTOR OBSTRUCTION | BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA
360-360 TWR (47-000119) 235/ 08.9 2049 (4D) 3100 3
CITY AND STATE ELEVATION: 495 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION™
NASHVILLE, TN AIRPORT NAME: I-JWN ILS OR LOC/DME RWY 20, AMDT 1 ASO
JOHN C TUNE

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
BNA APP CON NW S |OTHER: SOURCE:KJWN / KBNA
AWOS-3 DISTANCE: 0/10.71
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 24124
x|VHF | xJuHF | [HF LOCATION: ADJUSTMENT: 0/0
. PRIMARY NAVAID: I-JWN
MONITOR | MONITOR POINT: _ COORPRATE FLIGHT MANAGEMENT
STATUS | HRS | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™x ™ [mIRL 02 (PCL), 20 (PCL)
%_E%’:_Y&g X  |REIL 02 (PCL), 20 (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-4L 02 (PCL), 20 (PCL)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER  PIR-G 02, 20
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:492.8
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 488.2
1103 THRESHOLD CROSSING HEIGHT:53.2
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
HOWARD L. HAWKINS, JR. 04/25/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
THRESHOLD DISPLACED 500.

PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 942 TREE
361429N/0865126W

?\. KJWN AWOS-3 NOT ON SERVICE A. KBNA ASOS-3 ON SERVICE

CIRCLING NOT RECOMMENDED BY FLIGHT CHECK, BILL TYRE,

ATL FIAO, 5/4/99, N81 HIGH TERRAIN TO SW OF RW02 WITH

;I-L UNLIGHTED, 1500FT AGL TOWERS ON EAST SIDE OF RWY
20.

PARA 251, 34:1 PENETRATIONS:

OBS ID LAT/LONG MSL 34:1

KJWNTO0118 361144.68N-0865303.14W 567 2.16
KJWNTO0116 361144.17N-0865304.95W 563 0.74
KJWNTO0002 361123.45N-0865305.80W 505 2.83

34:1 PENETRATIONS EMAILED TO EST FPO.

RASS PRESSURE PATTERNS SAME
KJWN 494.7 FT, KBNA 599

RA = 40,

SEE ATTACHED AIRSPACE LETTER.

XP - MATCH CURRENT PROCEDURE

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 3000

.:)bT(?Vg_’EI})(47-000481) 360714.00N/0865808.00W 1693 (1A)
0| 0

;.SE(I)ERRAIN 355315.00N/0870806.00W 998 (1000) AS1500




RADIO FIX AND HOLDING DATA RECORD

NAME: BEVEE STATE: TN COUNTRY: US
LATITUDE/LONGITUDE: 360713.91N/0870839.61W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 NASHVILLE BNA VORTAC H 26061 26761 22.36 22.36 3000 17500
2 GRAHAM GHM VORTAC L 038.00 041.00 22.78 3000 17500
HOLDING: HOLDING TYPE OF ACTION: ESTABLISH
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 W  BNA VORTAC 269.61 089.61 R 1 3000 14000 5 1
2 w WP 268.61 088.61 R 4 3000 14000 5 1
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (47-000639) 360803.10N/0871259.30W 1251 5E
2 200 TOWER (47-000639) 360803.10N/0871259.30W 1251 5E
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V-140 (US)
IAP ILS OR LOC RWY 20R 1,2 1 KBNA NASHVILLE TN (US
IAP ILS OR LOC RWY 2L 1.2 1 KBNA NASHVILLE TN (US
IAP ILS OR LOC RWY 31 1.2 1 KBNA NASHVILLE TN (US
IAP ILS RWY 2L (CAT II, IIt) 1.2 1 KBNA NASHVILLE TN (US
IAP RNAV (GPS) RWY 13 KBNA NASHVILLE TN (US
IAP ILS OR LOC/DME RWY 20 1,2 1 KJWN NASHVILLE TN (US
IAP RNAV (GPS) RWY 20 2 KJWN NASHVILLE TN (US
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13 DATE OF REVISION: 12/15/2011
REASON FOR REVISION:
ADDED PAT 2.
UPDATED FIX USE.
DEVELOPED BY: DATE: 05/06/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZME

ATC FACILITY: BNA AP CON

OTHER:

kg
GoN @
L1
I’ r-“:l:

Ly 4 G

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: BICOL

LATITUDE/LONGITUDE: 362202.55N/0864935.14W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

STATE: TN COUNTRY: US
TYPE: WP, RADAR, DME
FIX TYPE OF ACTION: MODIFY

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 NASHVILLE I-JWN LOC/DME 017.76 014.76 12.00 12.00

HOLDING: HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP ILS OR LOC/DME RWY 20 1 KJWN NASHVILLE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

1. FAC 1 REMOVED.

2. FAC 2 DIST FROM FAC ADDED.
3. HOLDIN REMOVED.

4. UPDATED FIX USE.

DEVELOPED BY: DATE: 04/23/2011
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME

DATE OF REVISION: 12/15/2011

OFFICE: AJV-352 NAME: HOWARD HAWKINS

OFFICE: AJV-352 NAME: DARRYEL ADAMS

ATC FACILITY: BNA APCH

OTHER:

MRA
2500

MAA
4900

STATE
TN (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GRAHAM VORTAC STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 355002.12N/0872706.35W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 GRAHAM GHM VORTAC L 24000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

GHM VORTAC R-246 1 7000 24000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S GHM VORTAC 175.34 355.34 R 1 2600 6000 4 5

2 S GHM VORTAC 174.00 354.00 R 1 2600 6000 4 5

3 SW  GHM VORTAC 246.17 066.17 R 1-11/2 7000 24000 8 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-020022) 355126.80N/0872211.50W 1163 4D

2 200 TOWER (47-020022) 355126.80N/0872211.50W 1163 4D

3 230 TOWER (47-020022) 355126.80N/0872211.50W 1163 4D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISH PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

PATTERN 1,2,3 CONTROLLING OBSTACLE ACCURACY CODE (4D) DETERMINED BY 2008-AS0-1447-OE

ESV IS DIRECTLY OVER FACILITY, DISTANCE SET TO 1NM SINCE SYSTEM WILL NOT ALLOW VALUE OF 0, R-246 USED FOR PAT 3.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP HUNTSVILLE KHSV HUNTSVILLE AL (US)
EN ROUTE V124 (USs)
EN ROUTE V67 (US)
EN ROUTE V7 (US)
IAP VOR/DME RWY 4 KOM4 CAMDEN TN (US)
IAP VOR RWY 2 1 KGHM CENTERVILLE TN (US)
IAP VOR/DME OR GPS RWY 2 2 KGHM CENTERVILLE ™ usg
IAP VOR/DME-A 1 KMRC COLUMBIA/MT PLEASANT TN (US
IAP NDB RWY 17 KM02 DICKSON TN (US)
IAP VOR/DME RWY 17 KM02 DICKSON TN (US)
IAP NDB RWY 2 KOM3 HOHENWALD TN (US)
IAP NDB RWY 20 KLUG LEWISBURG TN (US)
IAP ILS OR LOC RWY 20R KBNA NASHVILLE N §US)
IAP ILS OR LOC RWY 2C KBNA NASHVILLE TN (US)
IAP ILS OR LOC RWY 2L (CAT II) KBNA NASHVILLE TN (US)
IAP ILS OR LOC RWY 31 KBNA NASHVILLE TN (us;
IAP ILS OR LOC/DME RWY 20 1 2 KJWN NASHVILLE TN (US
IAP RNAV (GPS) RWY 2 KJWN NASHVILLE ™ ?Js;
IAP VOR/DME RWY 19 KSNH SAVANNAH TN (US
IAP NDB OR GPS RWY 21 KOM5 WAVERLY TN (US)
IAP VOR/DME OR GPS-A KOM5 WAVERLY TN (US)
STAR GRAHAM 3 KBNA NASHVILLE TN (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 11 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:

LAT/LONGS UPDATED TO MATCH NASAR.

DEVELOPED BY: DATE: 09/15/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

FAA FORM 8260-2 / AUG 2009 Page 1 of 2




SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 2 of 2



RADIO FIX AND HOLDING DATA RECORD

NAME: TWITY STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361714.50N/0865109.15W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 NASHVILLE I-JWN LOC/DME 017.76 014.76 7.04 7.04 42783 2500 5000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC/DME RWY 20 1 KJWN NASHVILLE TN (US)

IAP RNAV (GPS) RWY 20 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 12/15/2011

REASON FOR REVISION:

1. FIX RELOCATED 828.81FT NE.
2. FAC 2 REMOVED.

3. FIX USE UPDATED.

DEVELOPED BY: DATE: 04/22/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APCH
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WOXKI STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361417.81N/0865206.68W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 NASHVILLE I-JWN LOC/DME 017.76 014.76 4.00 4.00 1540 5000

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC/DME RWY 20 1 KJWN NASHVILLE TN (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 12/15/2011
DEVELOPED BY: DATE: 04/22/2011 OFFICE: AJV-352 NAME: HOWARD HAWKINS
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: BNA APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: NASHVILLE STATE: TN
AIRPORT NAME: JOHN C. TUNE ID: KJWN
PROCEDURE: ILS OR LOC/DME RWY 20 AMDT: 1
DOCKET#: NOT REQUIRED

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.94
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.07
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 194.76
4. High Terrain in FINAL segment containing 1000' point 840
5. Distance from THLD to 1500' point 5.74
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.46
7. True Course of FINAL segment containing 1500' point 194.76
8. High Terrain in FINAL segment containing 1500' point 840
9. Threshold Coordinates (if straight-in) ... 361118.01N / 0865305.17W
10. ARP Coordinates .............cccoeuvennenns 361056.50N / 0865312.20W
11. Runway Approach End and distance furthest from ARP ................ RWY 2
Distance 0.45 NM
361714.50N / 0865109.15W

12. FAF Coordinates ..........cccvcevevevnenene.

REMARKS: Approach/Drawing attached.




Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Darryel Adams, Manager, Terminal Procedures & Charting Services,
Eastern Team, AJV-352
Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

ILS OF LOC/DME RWY 20 AMDT 1
RNAV (GPS) RWY 02 AMDT 1
RNAY (GPS) RWY 20 AMDT 1
Estimated Chart Date: 12/15/2011

Please publish these changes in the National Flight Data Digest.

TENNESSEE
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier | Variation Value Year
Nashville John C. Tune Airport | KIWN/ Old 01° West / 2010
JWN New 03° West
Nashville ILS I-JWN Old 01° West / 2010
New 03° West

If you have any questions please notify Darryel Adams (301-427-4824).






