CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): AVIYE, ORIG; EVRIW, ORIG; UZOHI, ORIG.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/17/2008 | 2008061618983749002 20080616189837
Procedure: RNAV (GPS) RWY 10 ORIG Airport ID: Airport: HILLSDALE MUNI Reimbursable #:
KIYM
City: HILLSDALE ST: MI GPS #: Estimated Chart Date: FICO #:
S 06/27/2013
Fac ID: Fac. Type: LPV Specialist: PABLO ORTIZ
‘. -
: Procedure Review
Rec'd Rel'd Full Name Comments
Lead: 01/04/2013 | 03/11/2013 | JILL OLSON
QA: 03/11/2013 03/13/2013 CASIMIR TABAKA
Liaison: | 03/13/2013 f;ev-f\'w\ MAGVAR
: Remark Type: INFORMATION
Procedure Comments: ENROUTE yYpP P‘t’j/' _/77
HILLSDALE, MI HILLSDALE MUNI  (KJYM)  RNAV (GPS) RWY 10, ORIG (LPV) ENROUTE-YES FC: 4.30.13 PUB: 6.27.13

VN 8200-6 (05/26/2005)

Data as of: 3/15/2013 1:20:56PM




HILLSDALE, MICHIGAN AL-5484 (FAA) FIG

5000
i rrasa | AT CRS e e RNAV (GPS) RWY 10
wioa | 190° | AoiEles 1184 HILLSDALE MUNI (JYM)

Circling to Rwy 28 NA ot night. Baro-VNAV NA when using Jackson altimeter setting. For - ch

W uncom ensated Baro-VNAV systems, LNAV/VNAY NA below -17°C (2°F) or above 54°C MISSED. APPROACH:  Climb to
{130°F). DME/DME RNP-0.3 NA. When local altimeter setting not received, use Jackson altimeter 3100 direct AVIYE and hold.
setting and increase all DA 75 feet and all Cats visibility % mil%, increase all MDA 80 feet and
all Cat C visibility Yamile. Helicopter visibility reduction below 3, SM NA.
VDP NA with Jackson altimeter setting.

AWOS-3 TOLEDO APP CON UNICOM
121.025 134.35 317.55 122.8 (CTAF) 0

AVIYE: 4154,647N / 08421.773W
EVRIW: 4155.887N / 08448.731W
UZOHI: 4155.590N / 08442.044W

1567
A
(IF/IAF) FAF
EVRW (09307 7O (094°T) 4 NM
RW10 w101 ],
A - Qg]?c:.
1% 0727 1)
N562 AVIYE
SR OS]
A NM \LNAY 3100 | AVIYE
A Holding Pattern EVRIW INAV only t
1339+ <>
(273°T) UZ?H'
100° 1 —~—280° 1093,
RW10. 3000 — 3 7 2700 enmto
100 100 |
~

/ (093°T) % RWI10 y
. RWIOD 4
° o GS 3.00 // N

TCH 46 2760 ~l.

6 O — 3000 x 100 éw 5 NM: 3 ANM—— 1.6NM
CATEGORY A | B | C D
PV DA 1424-7 269 (300-%) NA
%AA\C/ DA 1584-115, 429 [400-1%) NA
INAVMDA | 17201 56515001 | 57 AO0NZ NA

REIL Rwy 10 and 28 @ : 5

HIRL Rwy 10-28 () [@CRCUNG 1720-1 536 (600-1) 53]67 (%(o)ohé/ea) NA

HILLSDALE, MICHIGAN HILLSDALE MUNI (JYM)

Orig FIG A1°55'N-84°35W RNAV (GPS) RWY 10



RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE thpl\/\:v% AV: DA
EVRIW (IF/IAF) UZOHI (FB) 100.38 / 5.00 2700 LNAV: RW10
UZOHI (FAF) RW10 (MAP) (FO) 100.45/4.71 CLIMB TO 3100 DIRECT AVIYE AND HOLD.
RW10 (MAP) 1424 MSL 100.45
1424 MSL AVIYE (FO) 3100
ADDITIONAL FLIGHT DATA:
HOLD E, RT, 280.67 INBOUND.
CHART FAS OBST: 1536 TOWER 415442N/0843957W
DISTANCE TO THLD FROM 269 HATH: 0.70 NM. -
CHART VDP AT 1.62 MILES TO RW10*
*LLNAV ONLY.
A o
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART CIRGLING IooN
2. HOLD W EVRIW, RT, 100.38 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 318.2 M
3. FAC: 100.45 FAF: UzoHI DIST FAF TO MAP: 471 THLD: 471
4. MIN. ALT: EVRIW 3000, UZOHI 2700
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2700 GS ALT AT:UZOHI 2700 OoM: MM: IM:
7. GS ANGLE: 3.00 TCH:46.3 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 7W EPOCH YEAR: 2015
: MINIMUMS ]
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B Cc D E
DH/MDA | VIS |HAT/HAA]| DHIMDA VIS |HAT/HAAIDH/MDA | viS |HAT/HAA|DH/MDA | VIS |HAT/HAA{DH/MDA | VIS |HAT/HAA
LPV DA 1424 7/8 269 1424 7/8 269 1424 7/8 269 NA
LNAV/VNAV DA 1584 11/2 429 1584 11/2 429 1584 1172 429 NA
LNAV MDA 1720 1 565 1720 1 565 1720 15/8 565 NA
CIRCLING 1720 1 536 1720 1 536 1720 15/8 536 NA
NOTES:
CHART NOTE: CIRCLING TO RWY 28 NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE. N- I,h
CHART NOTE: BARO-VNAV NA WHEN USING JACKSON ALTIMETER SETTING. é} +
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). 2 q
CHART NOTE: DME/DME RNP-0.3 NA. O’YE (&
(SEE FORM 8260-10) C)
CITY AND STATE ELEVATION: 1184 THRE: 1155 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
HILLSDALE, MI AIRPORT NAME: IDENI-{HX\ER: RNAYV (GPS) RWY 10, ORIG AMDT: NONE
"HILLSDALE MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF ;PAGES



ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITI.ES

REQUIRED EFFECTIVE DATE

IZI YES [ ] No ROUTINE
COORDINATED WITH: ‘
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O ™ O 9 [©™ & [ zosmoseconae
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
PABLO ORTIZ AJV-353 02/07/2013
APPROVED BY -
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
1. ORIGINAL PROCEDURE.
REASONS:
1. FPT REQUEST.
PDFEDIT:
TERMINAL ROUTE UZOHI TO UZOHI (FAF).
TERMINAL ROUTE MISSED ALTITUDE 1424 TO 3100.
P




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97 33 except visibilities which are in statute mileé orin feet RVR.

NOTES, (CONT.):

CHART NOTE: VDP NA WITH JACKSON ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE JACKSON ALTIMETER SETTING AND INCREASE
ALL DA 75 FEET AND ALL CATS VISIBILITY 1/4 MILE, INCREASE ALL MDA 80 FEET AND ALL CATC

VISIBILITY 1/4 MILE.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

TAA ,
FROM TO ALT

1. 010/30 CW 190/30 (NOPT) EVRIW (IF/IAF) (FB) 3000

2. 190/30 CW 010/30 EVRIW (IF/IAF) (FO) 3000
P,
T, a

CITY AND STATE ELEVATION: 1184 THRE: 1155 FACIL;;Q!(ER PROCEDURE NO./AMDT NO/JEFFECTIVE DATE:  |sup-

: IDENT : RNAV (GPS) RWY 10, ORIG
HILLSDALE, MI AIRPORT NAME: CNAV (GPS) AMDT NONE
HILLSDALE MUNI DATED:

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[Jves [
COORDINATED WITH:
ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL,
axcept HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KJYM
RUNWAY RW10
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W10A
LTPIFTP LATITUDE 415518.2065N
LTP/FTP LONGITUDE 0843545.1160W
LTP/FTP ELLIPSOIDAL HEIGHT +03182
FPAP LATITUDE 415512.7165N
FPAP LONGITUDE ) 0843345.9890W
THRESHOLD CROSSING HEIGHT (TCH) 00046.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 48C9925D
ADDITIONAL PATH POINT RECORD INFORMATION
ICAQ CODE Ks
LTP ORTHOMETRIC HEIGHT +03521
FPAP ORTHOMETRIC HEIGHT +03521
Q‘,.\J Ty
J 12 n
CITY AND STATE ELEVATION: 1184 THRE: 1155 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup-
. IDENTIFIER: RNAV (GPS) RWY 10, ORIG
HILLSDALE, M AIRPORT NAME: AV (GPS) AMDT: NONE
HILLSDALE MUNI DATED:
FAA FORM 8260-10 / Apri! 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES [] No
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
1 - [ ] [] [ ] [ ]

FLIGHT.CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAEL(Q_ES.LSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567850123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AVIYE K50 W N41543884W084214638 W0063 NAR AVIYE
SUSAEAENRT EVRIW K50 W N41555324W084484385 W0060 NAR EVRIW
SUSAEAENRT UZOHI K50 W N41553538W084420265 w0061 NAR UZOHT
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJYMK5AJYM 0 050YHN41551669W084351212W007001184 1800018000C MNAR HILLSDALE MUNI
1 2 3 4 5 6 7 8 9 4] 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KJYMKS5FR10 AEVRIW 010EVRIWKSEAOEE AR HF 10040040 + 03000 18000 A JS
SUSAP KJYMKSFR10 R O10EVRIWKSEAQE I IF + 03000 18000 A JS
SUSAP KJYMKSFR10 R 020UZOHIK5S5EALE F OS1TF 10040050 + 02700 A JS
SUSAP KJYMKS5FR10 R 020UZOHIKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KJYMKS5FR10 R 030RW10 K5PGOGY M 031TF 10050047 01201 -300 A JS
SUSAP KJYMKSFR10 R 040 0 M CA 1005 + 01424 A JS
SUSAP KJYMK5FR10 R 050AVIYEKSEAOEY DF + 03100 A JS
SUSAP KJYMKS5FR10 R 060AVIYEKSEAQEE R HM 28070040 + 03100 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJYMKSGRWI10 0050001005 N41551821W084354512+0600 +0318201155000046100R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KJYMKS5PR10 RW10 001 000OWLOAON4155182065W08435451160+031820300N4155127165W08433459890106751224000463F40050048C9925D
SUSAP KJYMKS5PR10 RW10 O002E +03521+03521LPV 77534
Nantls
1 o
2
%df“q
CITY AND STATE ELEVATION: 1184 THRE: 1165 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyup:
HILLSDALE, Mi AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, ORIG
HILLSDALE MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
EVRIW EVRIW 010 IAF HF R FO 100.4(093.4T) 004.0 AR 03000
EVRIW 010 FACF IF FB AA 03000
UZOHI 020 FAF TF FB 0.5 100.4(093.4T) 005.0 AR 02700
RW10 030 MAP TF FO 0.3 100.5(093.5T) 004.7 AT 01201
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 100.5(093.5T) AA 01424
AVIYE 050 DF FO AA 03100
AVIYE 060 HM R FO 280.7(273.7T) 004.0 AA 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AVIYE N415438.84 W0842146.38 N4154.647 w08421.773
EVRIW N415553.24 wW0844843 .85 N4155.887 wW08448.731
UZOHI N415535.38 W0844202.65 N4155.590 W08442.044
RW10 N415518.21 W0843545.12 N4155.304 w08435.752
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW10 01155 46
Sl
@
Ly
Y
HE
CITY AND STATE ELEVATION: 1184 THRE: 1155 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
HILLSDALE, M| AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 10, ORIG

HILLSDALE MUNI

RNAV

AMDT: NONE

DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO 0O 0O 0O

AOPA

L]

NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 010/30 CW 190/30 EVRIW 1. TOWER (26-000594) {421610.00N/0844636.00W | 1499 (4D) 1000 |AT501 3000
2. TERRAIN 415130.00N/0844348.00W | 1205 (1200) AS1500 2700
STRAIGHT-IN AREA 180/30 CW 010/30 EVRIW 3. TOWER (26-001476) |422511,00N/0843126.00W | 1949 (5D) 1000 3000
4. TERRAIN 415636.00N/0842636.00W | 1244 {1200) AS1500 2700
INTERMEDIATE EVRIW (IF/IAF) UZOHI 5. AAO 415454.00N/0844609.00W [ 1352 500 1900
6. TERRAIN 415454,00N/0844609.00W | 1152 (1200) AS1500 2700
FINAL: LPV UZOHI RW10 7. TREE (KJYMT0392) |415513.18N/0843559.48W | 1261 (1B) 3411 1AC10 MA19 1424/269
FINAL: LNAVIVNAV UZOHI RW10 8. TOWER (KJYMT0417)(415458.12N/0843717.26W |1300 (1A)  {23.44:1 1584/429
FINAL: LNAV UZOHI RW10 9. TOWER (26-000283) 1415442.00N/0843957.00W | 1536 (4D) 250 |AC50 SA-127 1720
2. HOLD-IN-LIEU-OF-PT EVRIW P-5 10. TOWER (26-001933) |415356.00N/0844222.00W | 1546 (5D) 1000 |AT454 3000
’ 11. TERRAIN 415206.00N/0844400.00W | 1191 (1200) AS1500 2700
MAP: |DA/DA/RW10 AVIYE 12. TREE (KJYMTO0397) |415512.39N/0843601.16W |1275 (1B) ASC |ac1o 3100
i-P“g'nggH 13, AAD 415636.00N/0842636.00W | 1444 1000 2500
ELEV: [1229/1434/1620 4. TERRAIN 415636.00N/0842636.00W | 1244 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT ABV. ARPT.
CATEGORY A 1.3 NM ~| 350 536 14. TWR (KJYMT0595) |415613.71N/0843632.58W [1338 (1B) 300 Si 1720
CATEGORY B 1.5 NM g 450 |3 536 15. TOWER (26-000561)] 415540.00N/0843809.00W 1363 (5D) 300 AC50 1720
CATEGORY C 17NM |5] 450 |2 536 15. TOWER (26-000561)] 415540.00N/0843809.00W [1363 (5D) 300 AC50 1720
CATEGORY D 23NM |19 550 |2
CATEGORY E 45NM  |%] 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: 2
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) @S é
o e
HECS
CITY AND STATE ELEVATION: 1184 lFACILITY PROCEDURE AND AMENDMENT NO:  |REGION
HILLSDALE, M AIRPORT NAME: [ RNAV RNAV (GPS) RWY 10, ORIG AGL
HILLSDALE MUNI

FAA Form 8260 - 8/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1, COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
TOL APP CON . KJIYM [ KIXN
ToL AR SS NWS |OTHER: SOURCE:

LAN FSS AWO0S-3 DISTANCE: 0/ 21.11
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X|VHF |x|uUHF | |HF |LOCATION: kJYm ADJUSTMENT: 0/75
. PRIMARY NAVAID:
NONITOR MONITOg ;o:h T:
sTATUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
[mMALS
5. X  [HIRL 10 (PCL), 28 (PCL)
& RUNWAY
LIGHTING |_X__[REIL 10 (PCL), 28 (PCL)
TDZ
C/LINE
. X |OTHER (SPECIFY)
PAPI-4L 10 (PCL), 28 (PCL)

AERONAUTICAL INFORMATION SPECIALIST

6. RUNWAY  |BASIC
INSTRUMENT __ NPI-G 10, 28

7.RUNWAY | APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT
6. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1155.1

PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:46.3

9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:

PABLO ORTIZ 02/07/2013

TITLE: OFFICE:

AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
g}l\YM 1184, KJXN 1001
SEE ATTACHED AIRSPACE LETTER.

LPV:
OCS SLOPE: 34:1

LNAV/VNAV:
OSC SLOPE: 23.44:1

TAA DEVELOPED PER FPT CHECKLIST REQUEST
BOTH KJYM AWOS-3 AND KJXN ASOS ARE ON SERVICE A
VGSI DATA RW 10: 3.00/TCH 46.30

VEGETATION 117 FEET USED FROM TERRAIN UNDER OBSTACLE
KJYMT0413

REMOTE ALTIMETER ROUNDED TO 75 FEET FOR DA AND 80 FEET
FOR MDA AND PUBLISHED AS A NOTE PER FPT

FPO NOTIFIED OF 20:1 PENETRATIONS

ORDER 8260.3, VOLUME 1, VISUAL PORTION OF FINAL
PENETRATIONS: RW28 20:1

1189 TREE (KJYMT0055) 415513.39N/0843436.01W (2.56)
1190 TREE (KJYMT0054) 415513.16N/0843435.76W (2.55)

ORDER 8260.3, VOLUME 1, VISUAL PORTION OF FINAL
PENETRATIONS: RW10 34:1
1194 TREE (KJYMTO0404) 415519.51N/0843605.12W (0.15)

POFZ OBSTACLES RW28: MINIMUM HATH AND VISIBILITY SET
GREATER THAN 250 FT AND 3/4
1188 TREE (KJYMT0383) 415521.07N/0843546.83W (42.90)

#5, #13 IPDS PROVIDED ACCURACY CODE

ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
CRITERIA APPLIED

CAT A: 1.31NM

CAT B: 1.86NM

CATC: 2.91NM

FINAL LNAV OBSTACLE LOCATED 1172 FEET INTO THE
SECONDARY AREA

AVERAGE COLD TEMPERATURE NOT AVAILABLE, -30 USED
PDFEDIT:

BLOCK 2. LOCATION: ADDED KJYM
ADJUSTMENT: 0/0 TO 0/75




RADIO FIX AND HOLDING DATA RECORD

NAME: AVIYE ) STATE: MI COUNTRY: US

LATITUDE/LONGITUDE: 415438.84N/0842146.38W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 E WP 100.67 280.67 R 4 3100 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200  TOWER (26-000526) 415609.00N/0841814.00W 1548 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 10 1 KJYM HILLSDALE MI (US)

AP RNAV (GPS) RWY 28 1 KJYM HILLSDALE MI(US)

REQUIRED CHARTING: AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 01/30/2013 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZOB
ATC FACILITY: TOL APP CON
OTHER:

WAL
0“2"2

Q Q
Ee
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RADIO FIX AND HOLDING DATA RECORD

NAME: EVRIW STATE: Mi COUNTRY: US
LATITUDE/LONGITUDE: 415553.24N/0844843.85W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALT|TUI3(ES TEMPLATES
MIN MA

INBOUND (L ORR) TIME DME

1 w WP 280.38 100.38 4 3000

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION

1 200 TOWER (26-001933) 415356.00N/0844222.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
AP RNAV (GPS) RWY 10 1 YM HILLSDALE

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO

REGORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013

DEVELOPED BY: DATE: 02/05/2013 OFFICE: AJV-353 NAME: PABLO ORTIZ

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCG: ZOB
ATC FACILITY: TOL APP CON
OTHER:

MIN MAX

5 6

ACCURACY CODE
5D

STATE
MI (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: UZOH| STATE: Mi COUNTRY: US
LATITUDE/LONGITUDE: 415535.38N/0844202.65W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 10 KJIYM HILLSDALE

REQUIRED CHARTING: AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 02/05/2013 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZOB
ATC FACILITY: TOL APP CON
OTHER:

STATE
M (US)

A
9\3 U’l
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: HILLSDALE STATE: MI
AIRPORT NAME: HILLSDALE MUNI ID: KJYM
PROCEDURE: RNAV (GPS) RWY 10 ~ AMDT: ORIG

DOCKET#  NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.14

(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment, final, intermediate, etc.) ‘
3. True Course of FINAL segment containing 1000' point 093.45
4. High Terrain in FINAL segment containing 1000' point : 1191
5. Distance from THLD to 1500' point 4.71
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 2.13
7. True Course of FINAL segment containing 1500’ point 093.45
8. High Terrain in } FINAL segment containing 1500' point 1191
9. Threshold Coordinates (if straight-in) ... 415518.21N / 0843545.12W
10. ARP Coordinates ........c..ocoeeenvverennns 415516.69N / 0843512.12W
11. Runway Approach End and distance furthest from ARP ................ RWY 28
Distance 0.41 NM
12. FAF Coordinates .........ccocoevenvenninnnns 415535.38N / 0844202.65W

REMARKS: Approach/Drawing attached.
EVRIW (IF/IAF) 415553.24N/0844843.85W. 30 NM RADIUS ESTABLISHED FROM EVRIW.




Federal Aviation

INCURRENCES
OUTING SYMBOL

- - - V-34
Administration Saker
Memorandum o
S —
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353 ay-333
. ALS/SIG
Subject: ACTION: Magnetic Variation Change for Hillsdale Muni, Hillsdale, MI (KJYM)
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the Vsl
‘Airport/Facility” column will be revised effective concurrent with the publication of the patfonse___
procedure(s) listed below.
RNAV (GPS) RWY 10, ORIG
RNAYV (GPS) RWY 28, ORIG oG samor
Estimated Chart Date: 06/27/2013 [
Please publish these changes in the National Flight Data Digest. i
MICHIGAN
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier Variation Is Year
. . . . Old 5° West
Hillsdale Hillsdale Muni Airport | KIYM/JYM New 7° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa. gov (405-954-5070).

cc: AJV-3rf

sjb:x7537: 01/23/2013 : (UNAVNI0O\WPIT\MAGVAR\MAGVARMAGVAR Letters 2013\ MV Change Request for

Hillsdale, MI (KJYM) 1-23-13 Requestor: POritz, Evaluated By: LFortier






