U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
NDB STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.27

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: PFT NDB
ROX VOR/DME PFT NDB 301.64/14.08 2800
CLIMB TO 2800 THEN LEFT TURN DIRECT PFT NDB AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD SE, LT, 316.64 INBOUND.
FAS OBST: 1209 AAO 485029N/0955240W
CHART US CANADIAN BORDER SUBDUED.
FAC CROSSES RWY C/L EXTENDED 3000 FROM THLD.
1.PT R SIDE OF COURSE 136.64 OUTBOUND 2800 FT WITHIN 10 MILES OF PFTNDB (IAF)
2.
3.FAC 316.64 FAF DIST FAF TO MAP THLD
4. MIN. ALT
8. MSA FROM: PFT NDB 2700 MAG VAR: 5E EPOCH YEAR:1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C D E
MDA VIS HAT/HAA MDA VIS HAT/HAA| MDA VIS HAT/HAA MDA VIS HAT/HAA MDA VIS HAT/HAA
-33 1700 1 633 1700 1 633 NA NA
CIRCLING 1700 1 618 1700 1 618 NA NA
NOTES:
CHART NOTE: CIRCLING TO RWY 15 NA AT NIGHT.
CHART NOTE: USE ROSEAU ALTIMETER SETTING; WHEN NOT RECEIVED, USE WARROAD ALTIMETER SETTING AND
INCREASE ALL MDA 20 FEET. Y
O a
KS‘:\L‘:‘S’:\:Q
CITY AND STATE ELEVATION: 1082 THRE: 1067 FACILITY PROCEDURE NO /AMDT NO /EFFECTIVE DATE:  |syp NDB OR GPS RWY
PINECREEK, MN IAIRPORT NAME: IDENTIFIER: NDB RWY 33, AMDT 1 33
PFT AMDT ORIG
PINEY PINECREEK BORDER DATE 10/27/2005

FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[Zl YES l:| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O O m™ ™ X o

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (COLTON CROWDER) AJV-353 06/04/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. REMOVED "OR GPS" FROM PROCEDURE NAME.

2. ADDED SECONDARY REMOTE ALTIMETER.

3. CHANGED FAC FROM 315 TO 316.64.

4. CHANGED HOLDING INBD COURSE FROM 315 TO 316.64

5. ADDED NOTE "USE ROSEAU ALTIMETER SETTING; WHEN NOT RECEIVED, USE WARROAD ALTIMETER SETTING AND INCREASE ALL MDA 20 FEET."

REASONS:

1. STANDALONE NDB PROCEDURE.

2. FPT POLICY.

3.,4. OPTIMUM FINAL APPROACH COURSE (3000 FT FROM THLD).
5. IAW 8260.19E PARA 8-55F.(7)




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER ROX VOR/DME PFT NDB 1. TOWER (27-000307) [485109.53N/0954613.12W [1514 (5D) | 1000 [AT286 2800
2. TERRAIN 490206.00N/0955324.00W [1211 (1200) AS1500 2700
FINAL: PT 10 NM PFT NDB 3. AAO 485029.00N/0955240.00W |1299 (2C) 350 [RA36 1700
2. PROCEDURE TURN PFT NDB 10 NM 1. TOWER (27-000307) |485109.53N/0954613.12W [1514 (5D) | 1000 [AT286 2800
2. TERRAIN 490206.00N/0955324.00W | 1211 (1200) AS1500 2700
MAP: |PFT NDB PFT NDB ASC 2800
zp"g's'gigH 3. AAD 490651.00N/0960430.00W | 1447 (4E) | 1000 2500
ELEV: [1310 [6. TERRAIN 490651.00N/0960430.00W | 1247 (1200) AS1500 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ [ | 350 618 6. TREE (K48YT0008) |485932.10N/0955853.08W [1152 (1A) 300 S| 1700
CATEGORY B 15NM || 450 3 618 6. TREE (K48YT0008) | 485932.10N/0955853.08W |1152 (1A) 300 si 1700
CATEGORY C 17NM  |S] 450 |2
CATEGORY D 23NM | S[ 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: PFT NDB B
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) M8A’”,
360-360 TWR (CA-004752) 346/ 20.1 1670 (4D) 2700 A
CITY AND STATE ELEVATION: 1082 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION
PINECREEK, MN AIRPORT NAME: PFT NDB NDB RWY 33, AMDT 1 AGL
PINEY PINECREEK BORDER

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC NWS |OTHER: SOURCE:KROX / KRRT
DISTANCE: 14.17/ 25.29
FAA | AWOS-3/AWOS-3 HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C 24
x|[VHF |x[uHF | [HF LOCATION:  KROX/KRRT ADJUSTMENT: 36 / 60
PRIMARY NAVAID: PFT NDB
4. -
MONITOR | MONITOR PO1INT. Mocc
sTaTus | HRs | CAT 24
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™x™ " |mIRL 33 (PCL), 15 (PCL)
& RUNWAY -
LIGHTING
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT __ NPI-G 33, 15
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
DATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH

RUNWAY THRESHOLD 3000

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
JILL OLSON (COLTON CROWDER) 06/04/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENTS IN USE;
FINAL FACILITY DOES NOT HAVE DME; FINAL IS NO-FAF
WITHOUT STEPDOWN OR VGSI.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
NO ADDITIONAL AIRSPACE REQUIRED.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS.

20:1 (RWY 15)

1087 TREE (K48YT0148) 490013.28N/0955906.23W (4.45)
1086 TREE (K48YT0149) 490013.37N/0955906.07W (3.30)
FPT NOTIFIED OF 20:1 PENETRATIONS.

RASS PRESSURE PATTERNS SAME

K48Y 1082.3, KROX 1060.4, K48Y 1082.3, KRRT 1075.5
RA = 35.66; 59.12.

VEGETATION HEIGHT 100 FT PER FPT.

VGSI DATA: NO VGSI

KROX AND KRRT AWOS-3 ON SERVICE A.




RADIO FIX AND HOLDING DATA RECORD

NAME: PINEY PINECREEK NDB STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 485939.69N/0955851.25W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET

1 PINEY PINECREEK PFT NDB MH 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE  PFT NDB 136.64 316.64 L 1 2800 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 490248.00N/0960227.00W 1313 4E

REASON FOR NONSTANDARD HOLDING:
PAT 1 CANADIAN BORDER

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP NDB RWY 33 1 K48Y PINECREEK

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:
UPDATED LAT/LON DUE TO NEW SURVEY.

STATE
MN (US)

CHANGED HOLDING PATTERN 1 RAD/CRS/BRG FROM 135.00 TO 136.64 AND CRS INBOUND FROM 315 TO 316.64.

CHANGED LEG TIME FROM 1-1 1/2TO 1.

CHANGED HOLDING MIN ALT FROM 17500 TO 6000 AND MAX TEMPLATE FROM 16 TO 5.
ADDED "PRECIPITOUS TERRAIN EVALUATION COMPLETED" REMARK.

REVISED CONTROLLING OBSTRUCTION FROM TREES TO AAO.

UPDATED FIX USE.

DEVELOPED BY: DATE: 05/31/2012 OFFICE: AJV-353 NAME: JILL OLSON (COLTON CROWDER)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

INFO ONLY

NAME: ROSEAU VOR/DME STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 485117.12N/0954141.91W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 ROSEAU ROX VOR/DME L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NW  ROX VOR/DME 336.00 156.00 L 1 3000 6000 4 5

2 S ROX VOR/DME 169.00 349.00 R 1 3000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-000307) 485110.00N/0954616.00W 1625 5D

2 200 TOWER (27-000307) 485110.00N/0954616.00W 1625 5D

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

EN ROUTE V171

EN ROUTE V175

IAP NDB RWY 13 K48Y PINECREEK
IAP VOR RWY 16 1 KROX ROSEAU
IAP VOR RWY 34 2 KROX ROSEAU
IAP ILS RWY 31 KRRT WARROAD
IAP NDB RWY 31 KRRT WARROAD
IAP RNAV (GPS) RWY 13 KRRT WARROAD
IAP RNAV (GPS) RWY 31 KRRT WARROAD

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:
UPDATED FAC LAT/LON TO MATCH AFIS DATA.

STATE
(Us)

MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)
MN (US)

DEVELOPED BY: DATE: 06/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (COLTON CROWDER)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
- : .
= 4
- A
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