\ction: [rask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form ‘LIGHT CHECK IAP : 06/17/2008 | 2008061618983761001 20080616189837
Procedure: VOR-A AMDT 8 A rtiID: Airport: MEYERS-DIVER'S Reimbursable #:
K
City: TECUMSEH ST: MI GPS #: Estimated Chart Date: FICO #:
12/12/2013
Fac ID: CRL Fac. Type: VORTAC Specialist: SHANE DOWNUM
Procedure Review
Rec'd Rel'd Full Name Comments
Lead: 09/13/2012 02/02/2013 CASIVM  TABAKA
QA: 02/02/2013 02/02/2013 CASIMIRTA KA
Liaison: | 02/02/2013 S_pv’(\'i\:\
Procedure Comments: ENROU 1 E-NUN NRCHIAIR 1 YPS. 1vi-ORMATION ﬂ"j /0 47 L
TECUMSEH, MI MEYERS-DIVER'S (K3TE) VOR- AMDT 8 ENROUTE-NO FC: 10.29.13 PUB: 12.12.13
ATTACHED FORMS: 8260-5; 8260-9; 8260-2(S): CA )N (CRL) VTAC, REV 14; GERRI-INT, REV 1; MANKR-INT, REV 1; WAYNN-INT, REV 1.
CONTACT: JILL OLSON/MARC SADORRA -AV]-353 L 'S, 405.954.0414 / 405.954.4546.
VN 8200-6 (05/26/2005) Data as of: 7/22/2013  1:31:29PM







U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

INCREASE ALL MDA 20 FEET.

CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

CHART NOTE: USE ADRIAN ALTIMETER SETTING; WHEN NOT RECEIVED, USE ANN ARBOR ALTIMETER SETTING AND

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: 5.09 MILES AFTER GERRI INT/CRL 16.47 DME OR AT
MANKR/CRL 21.56 DME FIX
CRL VORTAC (lAF) WAYNN INT/CRL 11.47 DME 269.49 / 11.47 2400
(NOPT) CLIMBING LEFT TURN TO 2400 ON HEADING 060 AND CRL
VORTAC R-269 TO WAYNN INT/CRL 11.47 DME AND HOLD.
mﬁ/\‘n{:;{ INT/CRL 11.47 DME GERRI INT/CRL 16.47 DME 269.49 / 5.00 (CRL R-269) 2300
ADDITIONAL FLIGHT DATA:
FAS OBST: 1089 AAO 420325N/0835629W
FAC CROSSES MID POINT OF RWY 18-36.
CHART TECUMSEH PRODUCTS PRIVATE AIRPORT
CHART CIRCLING ICON
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD E WAYNN, LT, 269.49 INBOUND, 2400 FT. IN LIEU OF PT (IAF)
3.FAC 26949 FAF GERRIINT/CRL 16.47 DME DIST FAF TO MAP §.09 THLD
4. MIN.ALT WAYNN 2400, GERRI 2300
8. MSA FROM: CRL VORTAC 3100 MAG VAR: 3W EPOCH YEAR:1965
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | x |
CATEGORY =====> A B [ D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA|[ MDA VIS  |HAT/HAA| MDA VIS |HATHAA [ MDA VIS [HATHAA
CIRCLING 1420 1 605 1420 11/4 605 NA NA
NOTES:

&)

CITY AND STATE ELEVATION: 815 TDZE: FACILITY PROCEDURE NO./AMDT NO /EFFECTIVE DATE: Sup VOR OR GPS-A
TECUMSEH, M| AIRPORT NAME: IDENTIFIER: VOR-A, AMDT 8
CRL AMDT 7A
MEYERS-DIVER'S DATE 05/06/2010

FAA FORM 8260-5/ April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

D YES NO

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

] ] ] ZOB ARTCC, DTW APPCON

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (SHANE DOWNUM) AJV-353 12/12/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. TERMINAL ROUTE COURSE, HOLD-IN-LIEU COURSE, AND FAC CHANGED FROM 269.48 TO 269.49.

2. TERMINAL ROUTE FROM CRL TO WAYNN, HOLD-IN-LIEU, MISSED APPROACH HOLDING MINIMUM ALTITUDE CHANGED FROM 2300 TO 2400.

3. DISTANCE FAF TO MAP CHANGED FROM 4.97 TO 5.09.

4. CHANGED MAP FROM CNF (MANKR) TO NAMED DME FIX.

5. ADDED A HEADING TO MA INSTRUCTIONS.

6. ADDED FAC ALIGNMENT DATA.

7. ADDED CIRCLING ICON.

8. UPDATED ALTIMETER SETTING NOTE.

9

ADDED PROCEDURE NIGHTIME RESTRICTIONS.

10. ADDED HELICOPTER VISIBILITY REDUCTION.
11. REMOVE "OR GPS" IDENTIFICATION.

REASONS:

1.
2.
3.
4.
5.
6.

UPDATED EVALUATION.

AIRSPACE GENERATED INCREASE.

MOVED MAP TO OPTIMUM LOCATION.

CNF NO LONGER REQUIRED.

TO PROVIDE DEFINITIVE HEADING TO INTERCEPT OUTBOUND RADIAL.

-10. CRITERIA.

11. FPT REQUEST




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT,
INITIAL CRL VORTAC WAYNN INT/CRL 1. STACK (26-000291) |[415940.00N/0833936.00W {1016 (5D) 1000 |AT384 2400
11.47 DME 2. TERRAIN 420551.00N/0834239.00W |729 (700) AS1500 2200
INTERMEDIATE WAYNN INT/CRL GERRI INT/CRL 3. AAO 420336.00N/0834927.00W |965 (4E) 500 |ac9gs 1600
11.47 DME 16.47 DME 4. TERRAIN 420336.00N/0834927.00W | 765 (800) AS1500 2300
(IFNIAF)
FINAL GERRI INT/CRL 5.09 MILES AFTER [5. AAD 420325.44N/0835628.91W [1089 (2C) 250 [RA29 1380
16.47 DME GERRIINT/CRL
16.47 DME OR AT
MANKR/CRL. 21.56
DME FIX
2. HOLD-IN-LIEU-OF-PT WAYNN P-5 1. STACK (26-000291) ]415940.00N/0833936.00W [1016 1000 |AT384 2400
6. TERRAIN 420354.00N/0834718.00W |735 (735) AS1500 2200
MAP: |5.09 MILES AFTER  |WAYNN INT/CRL ASC 2400
ip"g':gigH GERRI INT/CRL 11.47 DME 7. AAO 420134.56N/0835926.53W [ 1129 (2C) 1000 2200
ELEV: [1101 8. TERRAIN 420134.56N/0835926.53W | 929 (2C) AS1500 2400
4. CIRCLING AREA | DISTANCE HT ABV. ARPT.
CATEGORY A 13NM_ | | 350 605 9. TREE 420119.94N/0835755.45W [989 (2C) 300 XP100 RA29 1420
CATEGORY B 1.5 NM l&J 450 |2 605 5. AAO 420325.44N/0835628.91W 11089 (2C) 300 RA29 1420
CATEGORY C 17NM  |S[ 450 |2
CATEGORY D 23NM  |S[ 550 2
CATEGORY E 45NM  |®{ 550
. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: CRL VORTAC L
SECTOR OBSTRUCTION BRG/DIST  [ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) MSKN L
360-360 TWR (39-000350) 172/ 23.3 2016 3100 SN
Ty
CITY AND STATE ELEVATION: 815 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TECUMSEH, MI AIRPORT NAME: CRL VOR-A, AMDT 8 AGL
MEYERS-DIVER'S

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - FINAL 1S CIRCLING ONLY.
DTW APP CON NWS [OTHER: SOURCE KADG / KARB PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FAA DISTANCE 1128 /14,68 NO SURVEY AVAILABLE, UNABLE TO VERIFY IF VISUAL SURFACE
ASOS HOURS REMOTE OPERATION: 1S CLEAR OF 0OCS PENETRATIONS.
24724
SATISFACTORY ON: A/C MAXIMUM TREE HEIGHT 100FT PER OTHER SURROUNDING AIRPORT
x|[vVHF |xJudF | [HF ]LOCATION: KADG ADJUSTMENT: 29/ 38 SURVEYS.
PRIMARY NAVAID: CRL VORTAC 8§R_ER azs%g, VEOLUME 1, CHAPTER 2, NEW CIRCLING
ERIA APPLIED.
MOI\TI.TOR MONITOR POINT._MOCC CATA 0N
STATUS HRS CAT1 24 CATB: 1.83 NM
OPTN:| CAT3 IAPA COMPUTED CAT B VISIBILITY 1 1/4 MILE. 8260.38 CHG
ALS 21-25 AUTHORIZES 1 MILE. PUBLISHED 1 1/4 MILE TO
S oS COINCIDE WITH OLD TABLE 6A CRITERIA.
(
TURF RWY 09/27 NOT EVALUATED FOR VISUAL ASSESSMENT OR
MALS CIRCLING OBSTACLE EVALUATION AREA TO ELIMINATE FALSE
5 HIRL EVALUATION OF FINAL SEGMENT LENGTH, FINAL OEA, AND MAP
APPROACH MIRL RASS PRESSURE PATTERNS SAME
& RUNWAY KADG 815 KARB 839,
LIGHTING REIL RA = 28.3,
TDZ SEE ATTACHED AIRSPACE LETTER.
C/LINE XP 100: ADDED 100 FT TO MAINTAIN CURRENT MDA.
X |OTHER (SPECIFY)
LIRL 18 (PCL), 36 {PCL)
6. RUNWAY BASIC  BSC-P 18, 36
MARKINGS [ALL WEATHER
INSTRUMENT
7. RUNWAY APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT.
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
JILL OLSON (SHANE DOWNUM) 12/12/2012 ¥
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353 ‘




RADIO FIX AND HOLDING DATA RECORD

NAME: GERRI STATE: M) COUNTRY: US

LATITUDE/LONGITUDE: 420150 24N{0834950.58W TYPE: iNT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: RMCDIEY

FIX MAKE-UP FACILITIES: )

FAC NAME IDENT TYPE CLASS MAG  TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM FEET ]

1 CARLETON CRIL VORTAC H 26049 26640 16.47 1647 100085 23500 5000

2 SALEM SVM VORTAC L 207.54  204.54 24.91 2300 BOOG

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

CARLETON (FAC 1) AND SALEM (FAC 2) USED TO ESTABLISH FEX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

Al VOR-A 1.2 K3TE TECUMSEH Mt (US)

REQUIRED CHARTING: 1AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UFDATED FAT 1 AND FAC 2 BEARINGS

ADDED DISTANCE FROM FACILITY DATA

FCUSE UPDATE,

ADDED FIX ESTABLISHMENT REMARKS.

REMOVED UNPLANMNED HOLDING ALTHORIZED REMARK

DEVELOPED BY: DATE: 12/10/2012 OFFICE: AJY.- 353 NAME: JILL OLSON (SHANE DOVWNUM}
APPROVED BY: DATE: OFFICE: AJV 353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZOB
ATC FACILITY: DTWATCT
OTHER:

LN
o 2
4

e

-y

FAAFORM 8260-2 1/ AUG 2009 Page 1 of 1




NAME: MANKR

RADIO FIX AND HOLDING DATA RECORD

STATE: Ml COUNTRY: US

LATITUDE/LONGITUDE: 420130.04N/0835619.50W TYPE: DME

AIRSPACE DOCKET:

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG

1 CARLETON CRL VORTAC H 269.49 266.49

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP VOR-A 1 K3TE TECUMSEH

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1

DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UPDATED LAT/LONG

, FIXED MOVED 701.65FT WEST.

UPDATED FIX TYPE FROM CNF TO DME.

ADDED FAC 1 DATA.

DELETED CNF REMARKS.

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 11/26/2012 OFFICE: AJV-353

DATE: OFFICE: AJV-353

SIGNATURE:

NFDC

FPO: CEN

ARTCC: ZOB

ATC FACILITY: DTW ATCT
OTHER:

DME DIST FROM FAC

21.56

NM
21.56

NAME: LARRY STROUT

FEET

MRA MAA
1320 2300

STATE
M (US)

NAME: JILL OLSON (SHANE DOWNUM)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WAYNN STATE: Mi COUNTRY: US

LATITUDE/LONGITUDE: 420209.76N/0834249.26W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 CARLETON CRL VORTAC H 269.49 266.49 11.47 11.47 2400 6000

2 SALEM SVM VORTAC L 196.48 193.48 22.98 2400 6000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E CRL VORTAC 269.49 269.49 L 1 2400 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 STACK (26-000291) 415940.00N/0833936.00W 1016 5D

REASON FOR NONSTANDARD HOLDING:
PAT 1 AT REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
CARLETON (FAC 1) AND SALEM (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP VOR-A 1.2 1 K3TE TECUMSEH MI (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:

UPDATED FAC 1 AND FAC 2 BEARINGS AND MRA.
ADDED DISTANCE FROM FACILITY DATA.
UPDATED HOLDING PATTERN COURSE.
DELETED DME LENGTH.

CHANGED MIN TEMPLATE FROM 4 TO 5.

RAISED HOLDING ALT TO 2400.

UPDATED OBSTACLE DATA.

REMOVED UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2400.
ADDED PRECIPITOUS TERRAIN REMARK.

FIX USE UPDATE

ADDED FIX ESTABLISHMENT REMARKS.

DEVELOPED BY: DATE: 12/14/2012 OFFICE: AJV-353 NAME: JILL OLSON (SHANE DOWNUM)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZOB
ATC FACILITY: DTWATCT
OTHER:

g

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: TECUMSEH STATE: MICHIGAN
AIRPORT NAME: MEYERS-DIVER'S ID: K3TE
PROCEDURE: VOR-A AMDT: 8
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from MAP to 1000' point 3.76
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 3.78
{Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 266.49
4. High Terrain in FINAL segment containing 1000’ point 889
5. Distance from MAP to 1500’ point 509
(i 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 3.65
FINAL . : 266.49
7. True Course of segment containing 1500' point
8. High Terrain in FINAL segment containing 1500’ point 889
9. Threshold Coordinates (if straight-in) ... /
4201 30.37N 083 56 21.49W
10. ARP Coordinates .........cccccccocunnen /
11. Runway Approach End and distance furthest from ARP................. RWY RWY 18
Distance 0.23 NM
12. FAF Coordinates ......c.ccccececreene. 42 0150.24N / 083 49 30.98W
(Click to Select)

REMARKS:






