ORIG.

EAST TAWAS, MI

10SCO COUNTY

VOR-A, AMDT 8

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/17/2008 | 2008061618983774001 20080616189837
Procedure: VOR-A AMDT 8 Airport ID: Airport: I0SCO COUNTY Reimbursable #:
K6DS
City: EAST TAWAS ST: MI GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: ASP Fac. Type: Specialist: ALLAN WILL
Procedure Review »

Rec'd Rel'd Full Name Comments
Lead: 01/03/2013 02/01/2013 CASIMIR TABAKA
QA: 02/01/2013 02/01/2013 CASIMIR TABAKA
Liaison: | 02/01/2013 5"?\“ R MAGVAR
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION

ﬂk/?/of ’5

ENROUTE-NO

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

FC: 5.14.13

PUB: 6.27.13

ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S): AILES-INT, REV 8; AUSABLE (ASP) VDME, REV 7; MAGCY-INT, REV 1, SNOWW-INT, REV 8; YUKUP-INT,

VN 8200-6 (05/26/2005)

Data as of:

2/4/2013

11:45:08AM




EAST TAWAS, MICHIGAN

AL-5%

VOR/DME ASP APP CRS

116.1 qos0 | TDZE

Rwy Idg N/A

Apt Elev 606

N/A

FIG

VOR-A

EAST TAWAS/ IOSCO COUNTY (6D9)

29 {FAA)

Chan 108

Procedure NA at night. Helicopter visibility reduction below 1 SM NA.
i en not received, use Bad Axe allimeter

MISSED APPROACH: Climb to

v Use Oscoda altimeter sefting: wh
ANA  sefting ond increase all MDi 100 feet; increase Circling Cat C and D 2500 then right turn direct
visibility %4 mile. YUKUP Minimums: when using Bad Axe alfimeter increase ASP VOR/DME and hold.
Cat C visit)iliry Y mile.
OSCODA WURTSMITH MINNEAPOLIS CENTER UNICOM 122.850
118.7 125.475 269.45 122.8 (CTAF) -
AILES
APN % _
0
A =\ FOR NAVIGATION

e

YUKUP

ELEV 606

('J o
Vs
SETY 195081 NM—"
}L—g @b.b from FAF

SNOWW

MBS
2500 ASP | *1320 when using Bad Axe altimeter setting.

0 VOR/DME One Minute x75 ¥y
(008°T) Holding Pattern 4802 ®
MAGCY YUKUP )] % It 2500 ® 9
\ Q o E=L A A4
ASP WO po "7 =195
. ASP[B.D) & 195 (188°) N
...,,“'m ] *1220
2.3 NM————5.8 NM———] J

CIRCLING 1220-1% 1220-2 | REIL Rwys 8 and 26

I 1201 sl47R) 614(700-1%) | 614(700-2) |MIRLRwy 8260

YUKUP FIX MINIMUMS (DME REQUIRED) FAF to MAP 8.1 NM

CIRCLING 1120-1% 1160-2 Knots | 60 | 90 [120] 150 | 180

11205] rStete0l] 514(600-1%) | 554(600-2) [Min:Sec| 8:06] 5:24] 4:03] 3:14] 2:42

EAST TAWAS/ IOSCO COUNTY (6D9)

EAST TAWAS, MICHIGAN
Amdt 8 FIG

VOR-A

44°19'N-83°25'W



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radiais are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

*1320 WHEN USING BAD AXE ALTIMETER SETTING.
CHART NOTE: PROCEDURE NA AT NIGHT.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE H;)A(P: 8.13 MILES AFTER ASP VOR/DME OR AT MAGCY/ 8.13 DME
AILES INT/APN 17.00 DME ASP VOR/DME 159.96 / 24.16 2700 i
CLIMB TO 2500 THEN RIGHT TURN DIRECT ASP VOR/DME AND
SNOWW INT/MBS 35.00 DME ASP VOR/DME 052.68 /29.97 2500 HOLD.
ADDITIONAL FLIGHT DATA:

CHART FAS OBST: 714 TREE 442105N/0832441W

FAS OBST: 824 AAO 442250N/0832446W

FAC CROSSES MID POINT OF RWY 08-26.

CHART CIRCLING ICON.

CHART OSCODA AWOS-3.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD N ASP VOR/DME, RT, 195.42 INBOUND, 2500 FT. IN LIEU OF PT (IAF)
3.FAC 195.42 FAF ASP VOR/DME DISTFAF TOMAP 813 THLD
4.MIN. ALT ASP VOR/DME 2500, YUKUP/5.80 DME 1220*
8. MSA FROM: ASP VOR/DME 020-220 2400, 220-020 2700 MAG VAR: 7W EPOCH YEAR:2005

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | |
CATEGORY =====> A B c D E
1 MDA VIS [HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA | MDA VIS [HAT/HAA
CIRCLING 1220 1 614 1220 1 614 1220 1314 614 1220 2 614
YUKUP FIX MINIMUMS (DME REQUIRED)

CIRCLING 1120 1 514 1120 1 514 1120 11/2 514 1160 2 ‘554
NOTES:

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1SM NOT AUTHORIZED. Q%AL/ /_“L
CHART NOTE: USE OSCODA ALTIMETER SETTING: WHEN NOT RECIEVED, USE BAD AXE ALTIMETER SETTING AND
(SEE FORM 8260-10) C}}, O
7 chfg.
CITY AND STATE ELEVATION: 606 TDZE: FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: suyp VORORGPS-A
EAST TAWAS, MI [AIRPORT NAME: IDENTIFIER: VOR-A, AMDT 8
ASP AMDT 7
10SCO COUNTY DATE 01/18/2007

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH: ' v
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] [ ] [ 1] [x] [x] ZMP ARTCC, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (ALLAN WILL) AJV-353 01/24/2013

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

1. MIN ALTITUDE ON FEEDER SEGMENT AILES - ASP VOR/DME INCREASED FROM 2500 TO 2700.

2. COURSE REVERSAL AND FAC COURSES CHANGED FROM 194 TO 195.42. DISTANCE FAF TO MAP CHANGED FROM 8.14 TO 8.13.

3. MIN ALTITUDE IN PROFILE VIEW CHANGED FROM ASP VOR/DME 2500 TO ASP VOR/DME 2500, YUKUP/5.80 DME 1220*.

4. MSA MIN ALTITUDE IN SECTOR FROM 020-220 CHANGED FROM 2100 TO 2400.

5. PREYJIlfﬁ)gigII)RECDLING MINS CHANGED FROM MDA 1120’ TO 1220'. CAT C AND D VISIBILITIES FROM 1 1/2, AND 2 1/4 RESPECTIVELY TO 1 3/4, AND 2. YUKUP FiX

MINIM .

6. NOTE ADDED: "*1320 WHEN USING BAD AXE....".

7. NOTES ADDED: "PROCEDURE NA AT NIGHT." AND "HELICOPTER VISIBILITY REDUCTION....".

8. NOTE CHANGED FROM "USE OSCODA ALTIMETER SETTING." TO "USE OSCODA ALTIMETER SETTING: WHEN NOT RECEIVED....".

96nl\'lllé\l:=&ESCRlPTION CHANGED FROM 8.14 MILES AFTER ASP VOR/DME TO 8.13 MILES AFTER ASP VOR/DME OR AT MAGCY/8.13 DME FIX. MAGCY CONVERTED FROM CNF TO

REASONS:

1, 2. ASP VOR/DME NEW LOCATION SURVEY (2009) AND MIN ALTITUDE UPDATE PER NEW CONTROLLING OBSTACLE AND CONTROLLED AIRSPACE 1200' FLOOR.
2, 9. FINAL COURSE ALIGNMENT TO CENTER OF LANDING AREA PER 8260.3B.

3, 5. AAO ASSESED AS FINAL CONTROLLING OBSTACLE. SDF (DME REQUIRED) ADDED TO ALLOW FOR LOWER MINIMUMS.

g. EW CONTROLLING OBSTACLE IDENTIFIED.

7

N
, 8. B/U ALTIMETER SETTING NOW UTILIZED FOR CONTINGENCY.
. UNABLE TO VERIFY VISUAL SURFACES DUE TO NO SURVEY ON FILE.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

INCREASE ALL MDA 100 FT; INCREASE CIRCLING CAT C AND D VISIBILITY 1/4 MILE. YUKUP MINIMUMS: WHEN

USING BAD AXE ALTIMETER SETTING INCREASE CAT C VISIBILITY 1/4 MILE.

WAL,
@ ) s
g
o
CITY AND STATE ELEVATION: 606 * TDZE: FACILITY -PROCEDURE NO./ AMDT NO /EFFECTIVE DATE: syp. VORORGPS-A
EAST TAWAS, M AIRPORT NAME: IDENTIFIER: VOR-A, AMDT 8 . 7
' ASP AMDT:
10SCO COUNTY DATED:  01/18/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] yes [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[1] [] ] [] [] [1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
‘ PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER AILES INT/APN ASP VOR/DME 1. TOWER (26-002453) |444030.00N/0833106.00W | 1558 (5D) 1000 2600
17.00 DME 2. TERRAIN 444724.00N/0834054.00W | 1165 (1200) AS1500 2700
FEEDER SNOWW INT/MBS ASP VOR/DME 3. TOWER (26-002288) [441349.00N/0834524.00W |1199 (5D) 1000 |AT301 2500
35.00 DME 4. TERRAIN 442206.00N/0833245.00W [876 (900) AS1500 2400
FINAL ASP VOR/DME YUKUP/5.80 DME _[5. AAO 442250.00N/0832446.00W 824 (2C) 250 [XL107 RA24 1220
FINAL: STEPDOWN YUKUP/5.80 DME |8.13 MILES AFTER [6- TREE 442105.00N/0832441.00W | 714 (2C) 250 |RA24 1000
ASP VOR/DME OR
ATMAGCY/ 8.13
DME FIX
2. HOLD-IN-LIEU-OF-PT ASP VOR/DME P-4 7. AAO 442936.00N/0832945.00W {1050 (4E) 1000 |[AT450 2500
8. TERRAIN 442936.00N/0832945.00W |850 (900) AS1500 2400
MAP: |8.13 MILES AFTER : ASC 2500
K'P%Egigl_‘ ASP VOR/DME OR 9. TOWER (26-002282) |442835.00N/0833115.00W [1255 (5D) | 1000 2300
ELEV: [839/846 4. TERRAIN 442206.00N/0833245.00W | 876 (300) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. .
CATEGORY A 13NM_ | | 350 614 /514 10, SHIP 441811.00N/0832317.00W -[787 (2C) 300 SI/RA24 1220/ 1120
CATEGORY B 15NM__ |w] 450 < 614 /514 10. SHIP 441811.00N/0832317.00W [787 (2C) 300 SI/RA24 1220/ 1120
CATEGORY C 1.7NM  |S] 450 |2 6141514 10. SHIP 441811.00N/0832317.00W (787 (2C) 300 Sl/RA24 122011120
CATEGORY D 23NM |G 550 |2 614 / 554 11. AAO 442029.00N/0833023.00w [819 (27—~ | 300 SI/RA24 1220/ 1160
CATEGORY E 4a5NM  |®[ 550 , |
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ASP VOR/DME Ay
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)| "M 54,
020-220 TWR (26-002284) 015/ 20.4 1304 (5D) 2400 ~ 4
220-020 AAO 286/ 26.5 1670 (4E) 2700 et
CITY AND STATE ELEVATION: 606 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
EAST TAWAS, M AIRPORT NAME: ASP VOR-A, AMDT 8 AGL
10SCO COUNTY

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. AKlaTél\éllls;Eix SETTING
LAN FSS OTHER: SOURCE:
ZMP ARTCC NWS |awoss DISTANCE: 8.41/37.13
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24/ BACKUP
X|VHF | xJUHF | |[HF |LOCATION:KOSC ADJUSTMENT: 24 / 108
. PRIMARY NAVAID: ASP VOR/DME
moniTor | -MONITOR POINT: _Mocc
STATUS | HRS | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. [HIRL
QP:SSVI\\I%;' X |MIRL 08 (PCL), 26 (PCL)
LIGHTING X IREIL 08, 26
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-2L. 08 (PCL), 26
6. RUNWAY |BASIC
" MARKINGS |ALL WEATHER
_ [INSTRUMENT  NPI-G 08, 26
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH [RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
-JILL OLSON (ALLAN WILL) 01/24/2013
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
K6D9 606, KOSC 633, KBAX 763

RA =231, 107.4

SVC A: YES/YES

VDP NOT ESTABLISHED - FINAL 1S CIRCLING ONLY.
AVERAGE VEGETATION HEIGHT 100' PER FPT.

UNABLE TO VERIFY VISUAL SURFACES DUE TO NO SURVEY ON
FILE. NIGHT OPERATIONS RESTRICTED.

PROCEDURE LIES UNDER THE PIKE WEST AND STEELHEAD
MOAS CONTROLLED BY ZMP ARTCC.

ORDER 8260.3, VOLUME 1, CHAPTER 2, NEW CIRCLING
CRITERIA APPLIED.

CAT A: 1.30NM

CAT B: 1.83NM

CAT C: 2.87NM

CAT D: 3.75NM

SEE ATTACHED AIRSPACE LETTER.




RADIO FIX AND HOLDING DATA RECORD

NAME: AILES STATE: Mi COUNTRY: US
" LATITUDE/LONGITUDE: 444827.14N/0833905.13W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY )
FIX MAKE-UP FACILITIES: .
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET
1 ALPENA APN VORTAC L 200.73 193.73 17.00 17.00 3500 17500
2 AU SABLE ASP VOR/DME H 339.96 332.96 24.16 3500 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V45 1,2 Ml (US)
IAP "~ ILS OR LOC RWY 01 1,2 KAPN ALPENA MI (US)
IAP VOR-A 1,2 K6D9 EAST TAWAS M1 (US)
1AP ILS OR LOC/DME RWY 24 1,2 KOSC OSCODA Ml (US)
1AP RNAV (GPS) RWY 24 KOSC OSCODA Mi (US)
I1AP VOR RWY 06 1,2 KOSC OSCODA Ml (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 06/27/2013
REASON FOR REVISION:
UPDATE BEARING FOR FIX MAKE-UP FAC1
UPDATE FIX USE.
DEVELOPED BY: DATE: 01/30/2013 OFFICE: AJV-354 NAME: JILL OLSON (ALLAN WILL)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
. FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

f»“j;iﬁm[ <
2
{,3 4

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: AU SABLE VOR/DME STATE: MI COUNTRY: US
LATITUDE/LONGITUDE: 442656.86N/0832339.42W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC

l BRG BRG NM  FEET
1 AU SABLE ASP VOR/DME H

MRA MAA

45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: ,

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
o INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 N ASP VORDME  015.42 195.42 R 1 2500 6000 4 5

2 W  ASP VORDME  250.00 070.00 L 1 2500 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (26-001296) 442443 00N/0833717.00W 1292  5E

1 200 AAO 442936.00N/0832945.00W 1050 4E

2 200 TOWER (26-002282) 442835.00N/0833115.00W 1255 5D

REASON FOR NONSTANDARD HOLDING:

PAT 2 AIR TRAFFIC-REQUEST

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2500.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE J522 (US)

EN ROUTE J63 (US)

EN ROUTE Q501 (US)

IAP HI-ILS OR LOG/DME RWY 01 KAPN ALPENA I (US)

IAP HI-TACAN RWY 19 KAPN ALPENA MI (US)

IAP HI-VOR/DME OR TACAN RWY 01 KAPN ALPENA Mi (US)

IAP VOR-A ; 1 K6D9 EAST TAWAS Mi (US)

IAP ILS OR LOC/DME RWY 24 KOSC OSCODA MI (US)

IAP VOR RWY 06 2 KOSC OSCODA - Mi (US)

STAR PAITN KORD CHICAGO iL (US)

STAR WYNDE (RNAV) KORD CHICAGO IL (US)

REQUIRED CHARTING: STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7

REASON FOR REVISION:
UPDATE INBOUND COURS PATTERN 1.
UPDATE FIX-USE.

DATE OF REVISION: 06/27/2013

DEVELOPED BY: DATE: 01/30/2013 OFFICE: AJV-353 NAME: JILL OLSON (ALLAN WILL)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATG FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: MAGCY
LATITUDE/LONGITUDE: 441854.38N/0832518.88W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 AU SABLE

IDENT
ASP

HOLDING:

FIX USE:
USE TYPE USE TITLE |
IAP VOR-A

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION: .
FIX MOVED 1224FT WEST AND DEFINED AS DME.
ADD FIX MAKE-UP FAC.

UPDATE FIX-USE.

DEVELOPED BY: DATE: 01/29/2013

APPROVED BY: DATE:

SIGNATURE:

NFDC

FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

DISTRIBUTION:

STATE: MI COUNTRY: US

TYPE: DME

FIX TYPE OF ACTION: MODIFY

TRUE

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY
1 K6D9

EAST TAWAS

DATE OF REVISION: 06/27/2013

OFFICE: AJV-353 NAME: JILL OLSON (ALLAN WILL)

OFFICE: AJV-353 NAME: LARRY STROUT

TYPE CLASS MAG DME DIST FROMFAC
BRG BRG NM  FEET
VOR/DME H 195.42 188.42 8.13 8.13

MRA
1020

MAA
2500

STATE
MI (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: SNOWW STATE: MI COUNTRY: US

LATITUDE/LONGITUDE: 440556 67N/0835324.96W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES: ‘

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC ~MRA  MAA

BRG  BRG NM  FEET

1 SAGINAW MBS VORDME L 01636 01336 3500  35.00 3500 17500

2 AUSABLE ; ASP VORDME  H 23268 22568 20.97 3500 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: : ,

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s WP 201.36 021.36 R 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION AGCURACY CODE

1 200 AAO 441009.00N/0835257.00W 1050  4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V45 1,2 (US)
IAP RNAV (GPS) RWY 08 1 KeD9 EAST TAWAS Mi (US)
IAP VOR-A 1,2 K6D9 EAST TAWAS MI (US)
IAP ILS OR LOC/DME RWY 24 1.2 KOSC OSCODA MI (US)
IAP RNAV (GPS) RWY 06 KOSC OSCODA Mi (US)
IAP RNAV (GPS) RWY 24 KOSC OSCODA MI (US)
IAP VOR RWY 06 1,2 KOSC OSCODA MI (US)
IAP RNAV (GPS) RWY 09 KY31 WEST BRANCH MI (US)
IAP RNAV (GPS) RWY 27 KY31 WEST BRANCH Mi (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 'DATE OF REVISION: 06/27/2013
REASON FOR REVISION:
1. ADD PATTERN 1.
2. UPDATE FIX-USE.
DEVELOPED BY: DATE: 01/30/2013 OFFICE: AJV-353 . NAME: JILL. OLSON (ALLAN WILL)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
SR,
Gi’”} ) A
o, &
HErET

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: YUKUP STATE: Mi COUNTRY: US

LATITUDE/LONGITUDE: 442112.61N/0832450.44W . TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE ) CLASS MAG TRUE DME DISTFROMFAC  MRA MAA
BRG BRG NM  FEET

1 AU SABLE ASP VOR/DME H 195.42 188.42 5.80 5.80 1120 6000

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP VOR-A 1 » KeD9 EAST TAWAS ‘ M1 (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013 .

DEVELOPED BY: DATE: 01/30/2013 OFFICE: AJV-353 © NAME: JILL OLSON (ALLAN WILL)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

FAA FORM 8260-2 / AUG 2009 . ' Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: EAST TAWAS ‘ ’ STATE: MI

AIRPORT NAME: I0OSCO COUNTY - ID:  Ké6D9
PROCEDURE: VOR-A AMDT: 8

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FAF to 1000’ point 1.58
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 2.16
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 188.40

4. High Terrain in FINAL segment containing 1000’ point 824

5. Distance from FAF to 1500' point 0.40
(If 1500' point in PT rﬁaneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 2.04

7. True Course of FINAL segment containing 1500’ point 188.40

8. High Terrain in FINAL segment containing 1500’ point 824

9. Threshold Coordinates (if straight-in) ... /

10. ARP Coordinates ..................c...o..e. , 441846.16N / 0832520.30W

11. Runway Approach End and distance furthest from ARP ................ RWY 8

Distance 0.39 NM
12. FAF Coordinates ..........cccocvviveeinnnnn. 442656.86N / 0832339.42W

REMARKS: Approach/Drawing attached.




Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353

Subject: ACTION: Magnetic Variation Change for Iosco County, East Tawas, MI (K6D9)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAV (GPS) RWY 8, ORIG
VOR-A, AMDT 8

Estimated Chart Date: 06/27/2013

Please publish these changes in the National Flight Data Digest.

MICHIGAN
Airport Assigned Magnetic | Epoch
Location Name /Facility Identifier Variation Is Year
East Tawas Tosco Count Airport | K6D9/6D9 Old 3° West 2015
Y P New 8° West

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf
sjb:x7537: 01/18/2013 : (UNAVN100\PIT'MAGVAR\MAGVAR\MAGVAR Letters 2013\ MV Change Request for
East Tawas, MI (K6D9) 1-18-13 Requestor: AWill, Evaluated By: LFortier





