PEMBINA, ND

PEMBINA MUNI  (KPMB)

Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/17/2008 | 2008061719757303002 20080617197573
Procedure: RNAV (GPS) RWY 33 ORIG Airport ID: Airport: PEMBINA MUNI Reimbursable #:
KPMB
City: PEMBINA ST: ND GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: L—N Al Specialist: CASIMIR TABAKA
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 08/16/2012 11/27/2012 CASIMIR TABAKA
QA: 11/27/2012 11/27/2012 CASIMIR TABAKA
Liaison: | 11/27/2012 " SMM'PW"\‘“ MAGVAR

: R kT : INFORMATION /
Procedure Comments: ENROQUTE emark type /lfzj /4»[ (&
7

RNAV (GPS) RWY 33, ORIG (LNAV) ENROUTE-YES

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

FC: 1.8.13 PUB: 3.7.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): JIXIX, ORIG; NALCO-INT, REV 3; WUBED-INT, ORIG; YUTUD, ORIG.

VN 8200-6 (05/26/2005)

Data as of:

11/28/2012 1:46:06PM




PEMBINA, NORTH DAKOTA

AL-315 (FAA)

Rwy Idg 3800
AP CRS TRES 704 RNAYV (GPS) RWY 33
AptElev 795 PEMBINA MUNI(PMB)
V' DME/DME RNP-0.3 NA. Procedure NA at night. Obtain local altimeter settting on CTAF;| MISSED APPROACH: Climb to
A when not received use Hallock altimeter setting and increase all MDA 60 feet and 1200 then climbing left turn to
LNAV Cat C visibility 1/4 mile. Helicopter visibility reduction below 1 sm not authorized. | 2400 direct NALCO and hold.
HALLOCK AWOS-3 MINNEAPOUS CENTER PRINCETON RADIO UNICOM
126.475 132.15 269.6 122.1R 122.8 (CTAF)
928
) PROTOTYPE: NOT
\
894%
JIXIX: N4851.017/ W09711.566
NALCO: N4833.619/ W08708.426
WUBED: N4843.508/ W09707.680
YUTUD: N4854.841/ W09713.554
RW33: N4856.258/ W09714.292
(IF/1AF) Lz
WUBED 9y
2
oR
[0
&
A R
1323 4NM
EEEV 795 | |[THRE 794
NALCOZE‘""',_ =
—_— o o
G\ ce ©8
(2] 8 @y
-~ "'u-‘: 4 NM
1200 | 2600 | NALCO |VGSI and RNAV glidepath not coincident 4 NM
A {VGSI Angle 3.00/TCH 26). Holding Pattern
%,
7 YUTUD JIXIX WUBED
g 1.5NM 1 Lpe1em
RW33 %3-3%" (341° 1) 158°—>
H40.% 338° 2600
Y, | 2600 =338°
- 341°T
n—=11300 A
A 1.5 4.1 NM 7.9 NM }
CATEGORY A B C D
B3 | |
RW33 \ LNAV MDA 1160-1 366 (400-1) NA
1200-1 1300-1 1300-1%4
MIRL Rwy 15-33 @ CIRCUNG 1 405°(500-1) | 505 (600-1) | 505 (600-1) NA

PEMBINA, NORTH DAKOTA
Orig WORKING FIG

48°57'N-97°14'W

PEMBINA MUNI (PMB)

RNAV (GPS) RWY 33



RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes unless otherwise indicated. Ceilings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR,
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW33
WUBED (IF/IAF) . | JIXIX (FB) 338.14/7.94 2600
JIXIX (FAF) YUTUD/1.50 NM TO RW33 (FB) 338.09/4.05 1300
‘ CLIMB TO 1200 THEN CLIMBING LEFT TURN 2600 DIRECT NALCO
YUTUD/1.50 NM TO RW33 RW33 (MAP) (FO) 338.09/1.50 AND HOLD
RW33 (MAP) 1200 MSL 338.09 1200
1200 MSL NALCO (FO) ’ 2600
ADDITIONAL FLIGHT DATA:
HOLD 8, RT, 359.87 INBOUND.
CHART FAS OBST: 894 TREE 485537N/0971401W
FAS OBST: 999 AAO 485300N10971327W
JIXIX TO RW33: 3.00/40.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF . (1AF)
2. HOLD S WUBED, RT, 338.14 INBOUND, 2600 FT. IN LIEU OF PT (IAF) )
3. FAC: 338.09 FAF: JIXIX ] DIST FAF TO MAP: 555 THLD: 5.55
4. MIN. ALT: WUBED 2600, JIXIX 2600, YUTUD/1.50 NM TO RW33 1300
§. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALTAT: OM: - MM: o IM:
7. GS ANGLE: TCH:34:1 IS NOT CLEAR :
8. MSA FROM: RW33 3300 MAG VAR: 3E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X l
CATEGORY =====> A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAAIDH/MDA | vis |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | vis |HATHAA
|LNAV MDA 1160 1 366 1160 1 366 1160 1 366 NA
CIRCLING 1200 1 405 1300 1 505 1300 11/2 505
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. WAL
CHART NOTE: PROCEDURE NA AT NIGHT. »
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. 4
CHART NOTE: OBTAIN LOCAL ALTIMETER SETTING ON CTAF, WHEN NOT RECEIVED USE HALLOCK ALTIMETER A o)
(SEE FORM 8260-10) 5(:\5‘;‘
CITY AND STATE ELEVATION: 795 THRE: 794 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP:
PEMBINA, ND AIRPORT NAME: |DEN|I'|‘5{\E,R: RNAV (GPS) RWY 33, ORIG ANDT: NONE
PEMBINA MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated) v PAGE 10F 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] yes [X] No ' ROUTINE
COORDINATED WITH: ' ‘
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O m™ O © O X ‘e
FLIGHT CHECKED BY
NAME: , FIFO DATE:
DEVELOPED BY
NAME: » FIFO DATE:
JILL OLSON (CHRISTOPHER STEWART) AJV-353 10/23/2012
) APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER , AJV-353
CHANGES:
1. ORIGINAL PROCEDURE
REASONS:
1. FPT REQUEST
ALy
Rl
iy ‘ <
e




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAYV - STANDARD Ceili in feet above aiport elevation. Dista in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oncapt visibiliis which are in statuts milos or In o0t RVR. erwise indlca

NOTES, (CONT.):
SETTING AND INCREASE ALL MDA 60 FT AND LNAV CAT C VISIBILITY 1/4 MILE.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED

£y
‘%C‘K%Q
CITY AND STATE ELEVATION: 795 THRE: 794 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |suUp:
PEMBINA, ND AIRPORT NAME: 'DENI;'-:;\'\'IER: RNAV (GPS) RWY 33, ORIG AMDT: NONE
PEMBINA MUNI DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 4PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes [ ] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] [ ] [] [ ] [ [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
MLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567895012
SUSAEAENRT JIXIX K30 W N48510100W097113398 E0036 NAR JIXIX
SUSAEAENRT NALCO K30 C L N48333712W097082555 E0036 NAR NALCO
SUSAEAENRT WUBED K30 C L N48433050W097074081 E0035 NAR WUBED
SUSAEAENRT YUTUD K30 W N48545044W097133321 E0036 NAR YUTUD
1 2 3 4 5 6 7 8 9 [¢] 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPMBK3APMB 0 038YHN48563300W097142700E003000795 1800018000C MNAR PEMBINA MU'NI
] 1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPMBK3FR33 AWUBED 010WUBEDK3EAOEE AR HF 33810040 + 02600 18000 B JS
SUSAP KPMBK3FR33 R 01OWUBEDK3EAQE I IF + 02600 18000 B JS
SUSAP KPMBK3FR33 R 020JIXIXK3EAlE F 051TF 33810079 + 02600 RW33 .K3PGB JS
SUSAP KPMBK3FR33 R 020JIXIXK3EA2WN N ALNAV Js
SUSAP KPMBK3FR33 R 021YUTUDK3EAQOE S 031TF 33810041 V 0130001312 -300 B JS
SUSAP KPMBK3FR33 R 030RW33 K3PGOGY M 031TF 33810015 00834 -300 B JS
SUSAP KPMBK3FR33 R 040 0 M ca 3381 + 01200 B Js
SUSAP KPMBK3FR33 R 050NALCOK3EAQOEY L DF + 02600 B Js
SUSAP KPMBK3FR33 R 060NALCOK3EAGEE R HM 35950040 + 02600 B JS
1 2 3 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPMBK3GRW33 0038003381 N48561550W097141750+0000 +0215800794000040075R
1 2 3 4 5 6 7 8 9 0 1 2 3
MsA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPMBK3SRW33 K3PG 0 18018003325 M
Q)P\U/;
4
CITY AND STATE ELEVATION: 795 THRE: 794 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
PEMBINA, ND AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 33, ORIG »
PEMBINA MUNI ’ AMDT: NONE
RNAV DATED

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 4 Pages




‘ ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH: :
ATA AAT ALPA APA

4 O O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and alfitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNA)L(QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
WUBED WUBED olo IAF HF R FO 338.1(341.1T) 004.0 AR 02600
WUBED olo FACF IF ) FB AR 02600
JIXIX 020 FAF TF FB 0.5 338.1(341.1T) 007.9 AA 02600
YUTUD 021 SDF TF FB 0.3 338.1(341.1T) 004.1 AA 01300 GS 01312
RW33 030 MAP TF FO 0.3 338.1(341.1T) 001.5 AT 00834
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 338.1(341.1T) . AA 01200
NALCO 050 DF L FO AA 02600
NALCO 060 HM R FO 359.9(002.9T) 004.0 AR 02600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS ‘LONG IN MINS
JIXIX N485101.00 W0971133.98 N4851.017 W09711.566 ) .
NALCO N483337.12 W0970825.55 N4833.619 W09708.426
WUBED N484330.50 W0970740.81 N4843.508 . W09707.680
YUTUD N485450.44 W0S871333.21 N4854.841 W09713.554
RW33 N485615.50 W0971417.50 N4856.258 W09714.292
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW33 00794 40

CITY AND STATE ELEVATION: 785 THRE: 794 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
PEMBINA, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG
PEMBINA MUNI » AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM T0 OBSTRUCTION . COORDINATES ELEV. MS ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE WUBED (IF/IAF) JIXiX 1. AAO 484751.27N/0971150.14W | 999 (2C) 500 |AT1101 2600
2. TERRAIN 484751.27N/0971150.14W | 799 (800) AS1500 2300
FINAL: LNAV JIXIX YUTUD/1.50 NM TO 3. AAO 485300.37N/0971327.41W |999 (2C) 250 [RA42 1300
RW33
FINAL: LNAV STEPDOWN YUTUD/1.50 NMTO  |RW33 4. TREE 485537.36N/0971400.74W 394 (2C) 250 1160
RW33
2. HOLD-IN-LIEU-OF-PT WUBED P-5 5. TWR (27-000529) 483446.92N/0970337.24W |1095 (5E) 1000 |AT505 2600
6. TERRAIN 484245.00N/0965854.00W | 886 (900) AS1500 2400
MAP: |RwW33 NALCO - ' ASC 2600
iP“lﬂls(‘)SEgH 7. TWR (38-000324) __ |483323.00N/0971058.00W | 1240 (5E) | 1000 2300
ELEV: |1060 6. TERRAIN 485757.00N/0972033.00W | 824 (800) AS1500 2300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT,
CATEGORY A 1.3NM [ | 350 405 4. TREE 485537.36N/0971400.74W [894 (2C) 300 1200
CATEGORY B 15NM || 450 z 505 9. TWR (38-000135) | 485813.00N/0971511.00W |928 (4D) 300 AC50 XP22 1300
CATEGORY C 17NM |5 450 |2 505 9. TWR (38-000135) | 485813.00N/0971511.00W [928 (4D) 300 AC50 XP22 1300
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |=[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW33 s
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) SN,
360-360 TWR (38-000485) 291/ 07.6 2235 (4D) 3300 N
: oy
CITY AND STATE ELEVATION: 795 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
PEMBINA, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 33, ORIG AGL
PEMBINA MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
PRINCETON RADIO CTAF NWS |OTHER: SOURCE:KPMB /| KHCO
ZMP A
RTCC DISTANCE: 0/ 16.41
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
x|[vHF [xJuHF | [HF [LocATiON:kPmB ADJUSTMENT: 0/ 42
) PRIMARY NAVAID:
MONITOR MONITOCR; :rC:Ih T:
STATUS | HRS
OPTN:| cAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ ™ |mIRL 33 (PCL), 15 (PCL)
& RUNWAY =~
LIGHTING
TDZ
C/LINE
X OTHER (SPECIFY)
PAPI-2L 33 (PCL), 15 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 33, 15
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |oN CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
JILL OLSON (CHRISTOPHER STEWART)

DATE:
10/23/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

DISTANCE TO SECONDARY REMOTE SOURCE 16.41NM.

VDP NOT ESTABLISHED - VDP IS LESS THAN .5NM AFTER
STEPDOWN.

100 FT VEGETATION USED.

25 DEGREE BANK ANGLE USED FOR MA CONSTRUCTION, FOR
OBSTACLE AVOIDANCE.

20:1 AND 34:1 NOT CLEAR, DUE TO LACK OF SURVEY; UNABLE
TO VERIFY VISUAL SURFACES.

CIRCLING NA AT NIGHT ; UNABLE TO VERIFY VISUAL SURFACES
AND VGSI. :

IPDS MISSED APPROACH.

KPMB SERVICE A: NO; KHCO SERVICE A: YES
VGSI DATA: 3.00/25.8

LPV, LNAV/VNAV, TAA NOT DEVELOPED PER FPT.

LP MINS NOT DEVELOPED PER 8-10-11 MEMO: LP MDA SAME AS
LNAV MDA.

RASS PRESSURE PATTERNS SAME
KPMB 795, KHCO 820.20

RA = 41.28.

SEE ATTACHED AIRSPACE LETTER.

XP-MATCH OLD MINIMA




- RADIO FIX AND HOLDING DATA RECORD

NAME: JIXIX STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 485101.00N/0971133.98W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 33 KPMB PEMBINA ND (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DATE OF REVISION: 03/07/2013

DEVELOPED BY: DATE: 09/10/2012 OFFICE: AJV-353 NAME: JlLL OLSON (CHRISTOPHER STEWART)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
\,ﬁp.u ,).
G ,
b g
o
el
FAA FORM 8260-2 / AUG 2009 Pagé 1 of1




‘RADIO FIX AND HOLDING DATA RECORD

NAME: NALCO _ STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 483337.12N/0970825.55W TYPE: WP, DME

AIRSPACE DOCKET: : FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: :

FAC -NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG  BRG NM  FEET

1 HUMBOLDT HML VORTAC H 173.87 18287  18.57 18.57 2600 17500

HOLDING: , HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s WP 179.87 359.87 R 4 2600 6000 5 6

CONTROLLING OBSTRUCTIONS: , .

PAT AIRSPEED OBSTRUCTION ; COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (38-000324) ' 483323.00N/0971058.00W 1240 5E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V181 1 (US)
IAP RNAV (GPS) RWY 34 K2C8 CAVALIER : ND (US)
IAP RNAY (GPS) RWY 33 1 KPMB PEMBINA ND (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION:.03/07/2013

REASON FOR REVISION:

ADDED PAT 1.

FIX USE UPDATED.

ADDED PRECIPITOUS TERRAIN-REMARK.
ADDED HOLDING RESTRICTION REMARK.

DEVELOPED BY: DATE: 09/11/2012 OFFICE: AJV-353 NAME: JILL OLSON (CHRISTOPHER STEWART)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER: GFK APP CON

&

et

FAA FORM 8260-2 / AUG 2009 | Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WUBED , STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 484330.50N/0970740.81W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG  BRG NM  FEET

1 HUMBOLDT HML VORTAC H 17387 18287  8.66 8.66 2600 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: :

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 S wP 158.14 338.14 R 4 2600 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT . AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (27-000529) 483446.92N/0970337.24W 1005 SE

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USETYPE  USETITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V181 1 , (US)

IAP RNAV (GPS) RWY 33 1 KPMB PEMBINA ND (US

IAP VOR-A 1 KPMB PEMBINA ND %usg

REQUIRED CHARTING: 1AP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 09/12/2012 OFFICE: AJV-353 NAME: JILL OLSON (CHRISTOPHER STEWART)i
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

L

&

%

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: YUTUD STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 485450.44N/0971333.21W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 33 KPMB PEMBINA ND (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: DATE: 09/10/2012 OFFICE: AJV-353 NAME: JILL OLSON (CHRISTOPHER STEWART)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: PEMBINA v | STATE:
AIRPORT NAME: PEMBINA MUNI ID:
PROCEDURE: RNAV (GPS) RWY 33 AMDT:
DOCKET#:

(96-AXX-X/Required/Not Required)

ND

KPMB

ORIG

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000 point 2.88
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 341.09

4. High Terrain in FINAL segment containing 1000’ point 799

5. Distance from THLD to 1500' point 4.95
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 1.57

7. True Course of FINAL segment containing 1500' point 341.09

8. High Terrain in FINAL segment containing 1500 point 799

9. Threshold Coordinates (if straight-in) ... 485615.50N / 0971417.50W

10. ARP Coordinates ........................... 485633.00N / 0971427.00W

11. Runway Approach End and distance furthest from ARP ................ RWY 15

Distance 0.32 NM
12. FAF Coordinates ............................ 485101.00N / 0971133.98W

REMARKS: Approach/Drawing attached.
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Memorandum oon
TALS/SIG
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353 3
Subject: ACTION: Magnetic Variation Change for Pembina Muni, Pembina, ND (KPMB)
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the Iv-3sl
‘Airport/Facility” column will be revised effective concurrent with the publication of the JAlfonso
procedure(s) listed below. ' :
RNAV (GPS) RWY 33, ORIG ,
VOR-A, ORIG fooresamr—
Estimated Chart Date: 03/07/2013 . e
Please publish these changes in the National Flight Data Digest. i
NORTH DAKOTA
, Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
. . . . : Old 6° East
Pembina Pembina Muni Airport | KPMB /PMB New 3° East 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf

sjb:x7537: 11/06/2012: (UNAVN100\PIT\MAGVAR\MAGVAR\MAGVAR Letters 2013\ MV Change for Pembina, ND

(KPMB) 11/6/12 Requestor:CStewart, Evaluated By: LFortier






