Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/18/2008 | 2008061719757307001 20080617197573
Procedure: VOR RWY 15 AMDT 3 Airport ID: Airport: GIDEON MEMORIAL Reimbursable #:
KM85
City: GIDEON ST: MO GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: MAW Fac. Type: Specialist: MARK BURTZ
Procedure Review
Rec'd Rel'd Full Name Comments LN
Lead: 11/05/2012 01/09/2013 JILL OLSON
QA: 01/09/2013 01/10/2013 CASIMIR TABAKA
Liaison: | 01/10/2013 _f'/)u(l i~ MAGVAR
Pl
: R k Type: INFORMATION .
Procedure Comments: ENROUTE |Remark Type pEs 2o (Y
GIDEON, MO GIDEON MEMORIAL VOR RWY 15, AMDT 3 ENROUTE-NO  FC: 3.19.13 PUB: 5.2.13
ATTACHED FORMS: 8260-5; 8260-9; 8260-2(S): EYJUV-INT, ORIG; MALDEN CITY (MAW) VTAC, REV 20; NAPTY-INT, REV 1; NARDY-INT, REV 1.
CONTACT: JILL OLSON/STEVE BARNETT -AVJ-353 LEADS, 405.954.4014 / 405.954.9307.
VN 8200-6 (05/26/2005) Data as of: 1/14/2013  9:44:29AM




GIDEON, MISSOURI

AL-6437 (FAA)

FIG

VORTAC MAW o cis | Ruy o 4504 VOR RWY 15
Chan 49 175° | AptElev 269 GIDEON MEMORIAL (M85)
ANA Procedure NA at night. Helicopter visibility reduction below T SM NA. L
Obtain Arkansas Intl altimeter setting on CTAF {122.7), when not MISSED A_PPROACH: Climbing left turn
received, use Poplar Bluff clitmeter sefting and increase all MDA 20 feet fo 2300 direct MAW VORTAC and hold.
and circling CAT C visibility 1/8 mile.
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GIDEON, MISSOURI
Amdt 3 FIG

36°27'N-89°54'W

GIDEON MEMORIAL (M85)

VOR RWY 15



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
VOR STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
, ) Ceilings are in feet above airport elevation. Distances are in nautica! miles uniess otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSE_D APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: 6.35 MILES AFTER MAW VORTAC OR AT MAW 6.35 DME FIX
NAPTY/10.00 DME CCW (IAF) EYJUV/10.00 DME (NOPT) 10.00 DME ARC 2500
CLIMBING LEFT TURN TO 2300 DIRECT MALDEN VORTAC AND
NARDY/10.00 DME CW (IAF) EYJUV/10.00 DME (NOPT) 10.00 DME ARC 2500 HOLD.
EYJUV/10.00 DME (IF) MAW VORTAC (NOPT) 175.36/10.00 2300
ADDITIONAL FLIGHT DATA:
HOLD N, LT, 175.36 INBOUND. .
FAS OBST: 479 AAO 363310N/0895538W
CHART MAW R-316 AT NARDY.
CHART MAW R-059 AT NAPTY.
MAW VORTAC TO RW15: 2.96/40.
CHART ARKANSAS INTL CTAF
1.PT R. SIDE OF COURSE 355.36 OUTBOUND 2300 FT WITHIN 10 MILES OF MAW VORTAC (IAF)
2. :
3.FAC 175.36 FAF MAW VORTAC DIST FAF TO MAP 6.35 THLD 6.35
4. MIN. ALT MAW VORTAC 2300
8. MSAFROM: MAW VORTAC 2300 MAG VAR: 3E EPOCH YEAR:1980
MINIMUMS )
TAKEQFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C : D E
MDA VIS HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA
B-15 820 1 553 820 1 553 820 1508 553 NA
CIRCLING 860 1 591 860 1 591 860 15/8 591 NA
NOTES:
CHART NOTE: PROCEDURE NA AT NIGHT.
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.
CHART NOTE: OBTAIN ARKANSAS INTL ALTIMETER SETTING ON CTAF (122.7), WHEN NOT RECEIVED, USE POPLAR
BLUFF ALTIMETER SETTING AND INCREASE ALL MDA 20 FT AND CIRCLING CAT C VISIBILITY 1/8 MILE.
CITY AND STATE ELEVATION: 269 THRE: 267 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP ’\ % §PS RWY
GIDEON, MO AIRPORT NAME: IDENTIFIER: VOR RWY 15, AMDT 3 F—
MAW AMD l% ﬁi 'ﬁf?
GIDEON MEMORIAL DATE MS/ZOOS

FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] 1 , [ ] x] [x] [X]  zwe aPTMGR

FLIGHT CHECKED BY

NAME: ‘ ’ FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:
MARK BURTZ AJV-353 11/29/2012

APPROVED BY

NAME: - FIFO DATE:
LARRY H STROUT MANAGER AJV-353

CHANGES:

. CHANGED EYJUV TERMINAL ROUTE ALTITUDE FROM 2200 TO 2300.

CHANGED MISSED APPROACH ALTITUDE FROM 2200 TO 2300.

. UPDATED FAS OBSTACLE.

REPLACED CHART: DYERSBURG AWOS FREQUENCY WITH CHART ARKANSAS INTL CTAF.

INCREASED PT ALTITUDE FROM 2200 TO 2300.

. INCREASED MIN ALTITUDE AT MAW VORTAC FROM 2200 TO 2300.

REMOVED CAT D MINIMA.

. CHANGED S-15 FROM HAT 552 TO HATH 553, AND CAT C VIS FROM 1 1/2 TO 1 5/8.

9. ADDED: CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.

10. CHANGED REMOTE ALTIMETER NOTE FROM: CHART NOTE: USE DYERSBURG, TN ALTIMETER SETTING TO CHART NOTE: OBTAIN ARKANSAS INTL ALTIMETER SETTING ON
CTAF (122.7), WHEN NOT RECEIVED, USE POPLAR BLUFF ALTIMETER SETTING AND INCREASE ALL MDA 20 FT.
11. REPLACED FIX DMLKT WITH EYJUV.

12. CHANGED PROCEDURE NAME FROM VOR OR GPS RWY 15 TO VOR RWY 15.

13. LOWERED MSA FROM 2500 TO 2300.

PNOAP LN

REASONS:

1,2,5,6. TO OPTIMIZE DESCENT ANGLE.

3. PER CURRENT EVALUATION.

4,7,10,12. FPT REQUEST.

8. NOW USE THRE RATHER THAN TDZE/CURRENT VISIBILITY TABLE-8260.3B CHG 1-25.
9. 8260.19E PARA 8-54I(3).

11. REMOVED GPS OVERLAY AND REPLACED CNF WITH A DME FIX.

13. CURRENT EVALUATION/TO MATCH OTHER PROCEDURES USING MAW FOR MSA.

PDF EDITS:
ADDED CTAF AND KBYH TO PART B BLOCK 2.
CHANGED 0 TO 74 IN PART B BLOCK 3.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
’ PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL: ARC NAPTY/10.00 DME EYJUV/10.00 DME  |1. TOWER (29-002085) |364031.00N/0894619.00W | 785 (5D) 1000 |AT715 2500
CCW. . . |2. TERRAIN- 364609.00N/0895833.00W |502 (500) AS1500 2000
INITIAL: ARC NARDY/10.00 DME  |EYJUV/10.00 DME |3. TOWER (29-000876) [364621.00N/0895905.00W |778 (5D) 1000 [AT722 2500
CcW 4. TERRAIN 364445.00N/0900015.00W |545 (500) AS1500 2000
INTERMEDIATE EYJUV/10.00 DME MAW VORTAC 5. AAO 364339.00N/0900000.00W ]601 (4E) | 500 [AC98 AT1101 2300
6. TERRA 364227.00N/0895739.00W 312 (300) AS1500 1800
FINAL MAW VORTAC 6.35 MILES AFTER [7. AAO 363309.67N/0895538.09W |479 (2C) 250 |RA69 XL18 820
MAW VORTAC OR
AT MAW 6.35 DME
FIX
2. PROCEDURE TURN MAW VORTAC 10 NM 8. TOWER (29-000947) |365034.00N/0895648.00W |884 (5D) 1000 [AT416 2300
9. TERRAIN 365021.00N/0895633.00W |581 (600) AS1500 2100
MAP: |6.35 MILES AFTER  |MAW VORTAC , - ASC 2300
2-;2'5353_' MAW VORTAC OR 70, TOWER (29-000340) |363042.00N/0895849.00W | 334 (4D) 1000 1900
ELEV: [483 11. TERRAIN 363036.00N/0900006.00W | 302 (300) AS1500 1800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ ] 350 591 12. WATER TOWER  |{362725.44N/0895523.29W |439 (4D) 300 RA69 AC50 860
CATEGORY B 15NM (W 450 |2 591 12. WATER TOWER | 362725.44N/0895523.29W 439 (4D) 300 RA69 AC50 860
CATEGORY C 1.7NM__|S] 450 |2 591 12. WATER TOWER | 362725.44N/0895523.29W (439 (4D) 300 RA69 AC50 860
CATEGORY D 2.3 NM 8 550 ';‘.:)
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MAW VORTAC
~SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (29-001417) 205/ 28.8 1294 (1D) 2300
CITY AND STATE ELEVATION: 269 FACILITY PROCEDURE AND AMENDMENT NO:
GIDEON, MO AIRPORT NAME: MAW VOR RWY 15, AMDT 3
GIDEON MEMORIAL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ZME ARTCC NWS |OTHER: | SOURCE:KBYH / KPOF BYH CTAF AND POF ASOS ON SERVICE A.
CTAF DISTANCE: 28.79 / 28.37 :
FAA HOURS REMOTE OPERATION: VDP NOT ESTABLISHED - FULL TIME REMOTE ALTIMETER.
9# / BACKUP 150 FT VEGETATION USED PER FPT.
SATISFACTORY ON: AIC o SURVEY RWY \
; - ; N 15, 33. UNABLE TO VERIFY IF VISUAL
x[vHF [xJuHF | [HF [LOCATION: KBYH ADJUSTMENT: 69 /74 PORTION OF FINAL IS CLEAR. PROCEDURE NA AT NIGHT.
PRIMARY NAVAID: MAW VORTAC S5 PRESSURE PATTERNS SAME
MOR:I.T MONITOR POINT: _ MOCC RASS PR AME:
STATUS | HRS [ CAT! 1 KEvd 20 A e
OPTN:| CAT3 K ’ )
ALS - SEE ATTACHED AIRSPACE LETTER.
(S) SALS PROCEDURE MAGVAR NOT UPDATED PER FPT.
MALS CAT D MINS DELETED PER FPT.
APPR56 ACH HIRL #PER PHONE CONVERSATION WITH JERRY VEST, KBYH AIRPORT
~ |MIRL MANAGER: BYH HAS 4 TRAINED WEATHER OBSERVERS THAT DO
& RUNWAY WEATHER OBSERVATIONS MONDAY THROUGH FRIDAY FROM 8AM TO
LIGHTING REIL 5PM. THIS INFORMATION IS RELAYED BY PILOTS REQUEST
TDZ OVER CTAF. AFTER THEY MAKE A WEATHER OBSERVATION THEY
FORWARD IT TO FSS.
CILINE
OTHER (SPECIEY) REQUEST FLIGHT CHECK 4D FOR OBS #12.
6.RUNWAY |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:

MARK BURTZ 11/29/2012

TITLE: OFFICE:

AJV-353

AERONAUTICAL INFORMATION SPECIALIST




RADIO FIX AND HOLDING DATA RECORD

NAME: EYJUV STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 364318.97N/0895502.48W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEE

1 MALDEN MAW VORTAC L 3565.36 358.36 10.00 10.00

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

AP VOR RWY 15 KM85 GIDEON
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

T

MRA MAA
2500 17500

STATE
MO (US)

v RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/02/2013
DEVELOPED BY: DATE: 12/03/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: ' DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZME
ATC FACILITY:
OTHER: :
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MALDEN VORTAC STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 363318.41N/0895441.12W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE  DME DISTFROMFAC = MRA  MAA
BRG BRG FEET
1 MALDEN MAW VORTAC L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DR IDENT  TYPE RADI/CRS/BRG GRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR)TIME DME  MIN MAX MIN  MAX

1 SE MAW  VORTAC 11800 298.00 R 1 2100 6000 4 5
2 S°  MAW  VORTAC  170.52 350.52 R 1 2200 6000 4 5
3 W  MAW  VORTAC  271.00 091.00 R 1 2100 6000 4 5
4 N MAW  VORTAC 35536 175.36 L 1 2300 6000 4 5
5 SE MAW  VORTAC  120.33 300.33 R 1 2200 6000 4 5
6 N~ MAW  VORTAC  014.18 194.18 L 1 3000 6000 4 5
CONTROLLING OBSTRUCTIONS:
PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ~ ACCURACY CODE
1 200  TOWER (29-002081) 362955.00N/0895116.00W 696 5D
2 200  TOWER (29-002081) 362955.00N/0895116.00W 696 5D
3 200  TOWER (29-001683) 363511.00N/0900405.00W 1068 3D
4 200 TOWER (29-002081) 362955 00N/0895116.00W 696 5D
5 200  TOWER (29-002081) 362955.00N/0895116.00W 696 5D
5 310  STACK (29-000694)  _ 363053 00N/0893342 00W 1093 5D
6 200 TOWER (29-002081) . - 362955 00N/0895116.00W 696 5D
REASON FOR NONSTANDARD HOLDING:
PAT 4 AND 6: AVOID MALDEN MUNI AIRPORT TRAFFIC AREA.
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT.  PROCEDURE TITLE AIRPORTIDENT  CITY STATE
5 VOR/DME RWY 14 KMAW MALDEN MO (US)
REMARKS:
PRECIPITIOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP LINDBERGH KALN ALTON/ST LOUIS IL (US)
DP LINDBERGH KBLY BELLEVILLE IL(US)
DP LINDBERGH KCPS CAHOKIA/ST LOUIS IL (US)
DP CHUUC (RNAV) KSTL STLOUIS MO (US)
DP LINDBERGH KSTL ST LOUIS MO (US)
DP LINDBERGH KSUS ST LOUIS MO (US)
DP MEMPHIS KMEM MEMPHIS TN (US)
ENROUTE V9, V175, V305, V313 (US)
IAP ILS OR LOC/DME RWY 18 KBYH BLYTHEVILLE AR (US
IAP VOR RWY 18 KBYH BLYTHEVILLE AR (US)
IAP VOR RWY 36 KBYH BLYTHEVILLE AR (US)
IAP RNAV (GPS) RWY 18 KaMg CORNING AR (US)
IAP RNAV (GPS) RWY 22 KPGR PARAGOULD AR (US)
IAP RNAV (GPS) RWY 4 KPGR PARAGOULD AR (US)
IAP NDB OR GPS RWY 14 KCIR CAIRO IL (US)
IAP VOR/DME RWY 18 KMO5 CARUTHERSVILLE MO (US
IAP NDB RWY 36 KCHQ GHARLESTON
IAP VOR/DME RWY 36 2 KDXE DEXTER
IAP VOR RWY 15 4 KM85 GIDEON
IAP RNAV (GPS) RWY 20 KTKX KENNETT
IAP VOR/DME RWY 20 6 KIKX KENNETT
IAP RNAV (GPS) RWY 14 KMAW MALDEN
IAP RNAV (GPS) RWY 18 KMAW MALDEN
IAP RNAV (GPS) RWY 32 KMAW MALDEN
IAP VOR RWY 32 1 KMAW MALDEN
IAP VOR/DME RWY 14 5  KMAW MALDEN
IAP VOR/DME-A 3 KEW NEW MADRID
AP RNAV (GPS) RWY 36 KPOF POPLAR BLUFF
IAP SDF RWY 36 KPOF POPLAR BLUFF
IAP RNAV (GPS) RWY 2 KSIK SIKESTON

C1AP RNAV (GPS) RWY 20 KSIK SIKESTON
IAP VOR/DME RWY 2 KSIK SIKESTON

FAA FORM 8260-2 / AUG 2009
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MALDEN VORTAC

REQUIRED CHARTING: DP, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 20 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
CHANGED PATTERN 4 MIN HOLDING ALT FROM 2200 TO 2300.
UPDATED FIX USE.

DEVELOPED BY: DATE: 12/04/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: NAPTY - STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 363800.06N/0894342.98W TYPE: DME

AIRSPACE DOCKET: ' FIX TYPE OF ACTION: MODIFY

FIX MAKE-UE FACILITIES:

MAG TRUE - DME DISTFROM
BRG BRG NM
058.99 061.99 10.00 10.00

FAC NAM IDENT TYPE CLASS

1 MALDEN MAW VORTAC L

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
EN ROUTE V-305

IAP VOR RWY 15 KM85

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
UPDATE LAT/LON. FIX MOVED 10 FT.
CHANGED FIX TYPE FROM CNF TO DME.

ADDED FAC 1.
ADDED FIX USE.
ADDED IAP, CONTROLLER, AND EN ROUTE LOW TO REQUIRED CHARTING.
DEVELOPED BY: DATE: 12/03/2012 - OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZME

ATC FACILITY:

OTHER:

GIDEON

*NAME: MARK BURTZ

NAME: LARRY STROUT

FAC
FEET

MRA MAA
2500 17500

STATE
(Us)
MO (US)

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: NARDY STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 364049.29N/0900253.72W TYPE: DME

AIRSPACE DOCKET: ) FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC
: BRG BRG NM  FEET

1 MALDEN MAW VORTAC L 315.67 318.67 10.00 10.00

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V-175

IAP VOR RWY 15 ) KM85 GIDEON

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
UPDATED LAT/LON. FIX MOVED 349 FT SOUTHWEST.
CHANGED FIX TYPE FROM CNF TO DME.

MRA MAA
2500 -~ 17500

STATE
US)
MO (US)

ADDED FIX MAKEUP FACILITY.
ADDED FIX USE
ADDED |AP, CONTROLLER AND EN ROUTE LOW TO REQUIRED CHARTING.
DEVELOPED BY: DATE: 12/03/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GIDEON STATE: MO
AIRPORT NAME: GIDEON MEMORIAL ID: KM85
PROCEDUR-E: VOR RWY 15 : AMDT: 3
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.02
(Enter THLD, FAF, ARP, FACILITY, as appropriate) v
- 2. Width of FINAL segment at 1000’ point 2.33
(Enter approprigte segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 178.36
4. High Terrain in FINAL segment containing 1000' point 279
5. Distance from THLD to 1500' point 5.35
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point  2.10
7. True Course of FINAL segment containing 1500' point_178.36
8. High Terrain in FINAL segment containing 1500' point 279
9. Threshold Coordinates (if straight-in) ... 362656.77N ;0895427.57W
10. ARP Coordinates .......................... ‘ 362637.52N / 0895413.82W
11. Runway Approach End and distance furthest from ARP............ ..RWY 33
Distance 0.37 NM
12. FAF Coordinates ............ccccu....... 363318.41N ;0895441.12W

(Click to Select)

'REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: DMLKT i STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 364318.98N/0895502.48W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/05/1999
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 S Page 1 of 1



Federal Aviation ST

- M - V-34
Administration SBaker
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJTV-353 SRS
JNITIALS/SIG
Subject: ACTION: Magnetic Variation Change for Gideon Memorial, Gideon, MO
(KMS85) PATE
oo smer—
ATV-341
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ,,%
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below. e
RNAYV (GPS) RWY 15, ORIG LOUTING SYBOL
RNAV (GPS) RWY 33, ORIG
TAKEOFF MINIMUMS AND OBSTACLE, ORIG [
VOR RWY 15, AMDT 3 |

Estimated Chart Date: 05/02/2013

Please publish these changes in the National Flight Data Digest.

MISSOURI
Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
) ) ) ) Old 3° East
Gideon Gideon Memorial | Airport | KM85/MS85 New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AJV-3rf
sjb:x7537: 12/4/2012: (UNAVNI100\PIT'MAGVAR\MAGVAR\MAGVAR Letters 2013\ MV Change request for
Gideon, MO (KM85) 12-4-12 Requestor: MBurtz, Evaluated By: LFortier





