GIDEON, MO

GIDEON MEMORIAL

(KM85)

RNAV (GPS) RWY 33, ORIG (LNAV)

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 11/05/2012 | 2008061719757307003 20080617197573
Procedure: RNAV (GPS) RWY 33 ORIG Airport ID: Airport: GIDEON MEMORIAL Reimbursable #:
KM85
City: GIDEON ST: MO GPS #: Estimated Chart Date: FICO #:
05/02/2013
Fac ID: Fac. Type: [/N A Specialist: MARK BURTZ
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 11/05/2012 | 01/09/2013 | JILL OLSON
QA: 01/09/2013 01/10/2013 CASIMIR TABAKA
Liaison: | 01/10/2013 j;)k(l — MAGVAR
Procedure Comments: ENROQUTE-NON |Remark Type: INFORMATION /l‘j Z»PV

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

ENROUTE-NO

FC: 3.19.13 PUB: 5.2.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): UMEMY, ORIG; WEPKI, ORIG; ZESBO, ORIG; ZOXUM, ORIG.

VN 8200-6 (05/26/2005)

Data as of:

1/14/2013 9:41:21AM




FIG

GIDEON, MISSOURI AL-6437 (FAA)
o sy 90 4308 RNAV (GPS) RWY 33
332° | AptElev 269 GIDEON MEMORIAL (M85)
v DME/DME RNP-0.3 NA.
ANA Procedure NA at night. Helicopter visibility reduction below 1 SM NA. MISSED APPROACH:
N Obtain Arkansas lnﬁ altimefer setting on CTAF (122.7), when not receieved, Climb to 2400 direct
use Poplar Bluff altimeter sefting onc?increose all MDA 20 feet UMEMY and hold.
and circling CAT C visibility 1/4 mile.
ARKANSAS INTL CTAF MEMPHIS CENTER CTAF
122.7 133.65 292.15 122.9
RIS
5 0‘50%0
ANV PROTOTYPE - NOT FOR NAVIGATION
Ua)ot;’;,o UMEMY
2 UMEMY: N3637.348 / W09001.915
WEPKI: N3621.970 / W08950.907
ZESBO: N3624.569 / W08952.761
ZOXUM: N3615.893 / W08946.581
RW33: N3626.304 / W08954.000
Y 70XUM
K 1093 A
AN
EEV 269 | | THRE 249
G\
ANM [ +*
2400 | UMEMY ZOXUM A NM
Holding Pattern
¢ (150°7) e
WEPKI 17 S 2400 e
Y-V I
ZESBO 3L “T=332° >
2NMto _~~3.00° / \3,30""\ (330°T)
\ RW33 TCH 40 o
., Rwa 1900
940
2 NM 3 NM 7 NM
CATEGORY A B C D ¥
X . 740-1%
LNAV MDA 740-1 471 (500-1) 471 (500-1%) NA N
i . 860-1 RW33
CIRCLING 860-1 591 (600-1) 591 (600-1%) NA
GIDEON MEMORIAL (M&5)

GIDEON, MISSOURI

Orig FIG

36°27'N-89°54'W

RNAV (GPS) RWY 33



RNAYV - STANDARD ) Bearings, headings, courses, and radials are magretic. Elevationsand altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LNAV: RW33
ZOXUM (IF/IAF) WEPKI (FB) 332.07 /7.00 1900
FAF . i .
WEPKI (| ) ZESBO0/2.00 NM TO RW33 (FB) 332.03/3.00 SLIWIB 7O 2400 DIRECT UMENY AND HOLD.
ZESBO/2.00 NM TO RW33 RW33 (MAP) (FO) 332.03 12.00 . : :
RW33 (MAP) 669 MSL 332.03
669 MSL v ~ |UMEMY (FO) 2400
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 151.92 INBOUND.
CHART FAS OBST: 419 TREE 362614N/0895349W
WEPKI TO RW33: 3.00/40.
CHART ARKANSAS INTL CTAF.
1. PT SIDE OF. COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. HOLD SE ZOXUM, RT, 332.07 INBOUND, 2400 FT. IN LIEU OF PT (IAF)
3. FAC: 332.03 FAF: WEPKI DIST FAF TO MAP: 5.00° THLD: 5.00
4. MIN. ALT: ZOXUM 2400, WEPKI 1900, ZESBO/2.00 NM TO RW33 940
5. DIST TO THLD FROM OM: MM: ) im: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IME:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 2W EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X I
CATEGORY =====> A B C D E -
DHMDA | VIS |HAT/HAA|DHmMDA | VIS |HAT/HAA[DH/MDA | viS |HAT/HAA|DH/MDA | VIS [HAT/HAA|DH/MDA | VIS |HAT/HAA
LNAV MDA 740 1 471 740 1 a7 740 13I8 471 NA
CIRCLING 860 1 591 860 1 591 860 1172 591 NA
NOTES:
CHART NOTE: DME/DME RNP-0.3 NA. .
CHART NOTE: PROCEDURE NA AT NIGHT. : Aﬁf‘ﬁ»
CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED. @3' A Y
CHART NOTE: OBTAIN ARKANSAS INTL ALTIMETER SETTING ON CTAF (122.7), WHEN NOT RECEIVED, USE POPLAR aﬁ G Qj
BLUFF ALTIMETER SETTING AND INCREASE ALL MDA 20 FT AND CIRCLING CAT C VISIBILITY 1/4 MILE. ’5%('*@ 4
CITY AND STATE ELEVATION: 269 THRE: 269 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP: Senmt”
GIDEON, MO AIRPORT NAME: IDENIIIIE\I\EIR: RNAV (GPS) RWY 33, ORIG AMDT: NONE
GIDEON MEMORIAL DATED

FAA FORM 8260 - 3 / April 2006 (computer generated) A PAGE 1 OF {PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [ ] [ ] [x] [x] ZME ARTCG, APT MANAGER.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

MARK BURTZ AJV-353 12/10/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

ORIGINAL PROCEDURE.

REASONS:

FPT REQUEST.

PDF EDITS:

ADDED (FAF) AND REMOVED 940 FROM WEPKI TERMINAL ROUTE.

CHANGED 669 TO 2400 FOR MISSED APPROACH ALTITUDE IN TERMINAL ROUTE.
REMOVED 020 AND 2.0 FROM MISSED APPROACH ARINC CODING.

ADDED ASOS AND KBYH TO PART B BLOCK 2.

CHANGED 0 TO 74 IN PART B BLOCK 3.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT

1. 242130 CW 062/30 (NOPT) ZOXUM (IFNIAF) (FB) 2400
2. 062/30 CW 242/30 ZOXUM (IF/IAF) (FO) 2400

CITY AND STATE ELEVATION: 269 " THRE: 269 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE: [sup:  #AYMAN

GIDEON, MO AIRPORT NAME: IDENTIFIER: _ RNAV (GPS) RWY 33, ORIG —
RNAV
GIDEON MEMORIAL

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH: ‘
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

L1 0 O

[ [

FLIGHT CHECKED BY

[NAME: FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—RNAy_(G.ES_LSIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT UMEMY K30 W N36372086W090015492 w0011 NAR UMEMY
SUSAEAENRT WEPKI K30 w N36215821W089505442 woo1lz2 NAR WEPKI
SUSAEAENRT ZESBO K30 . W N36243414W089524567 woolz NAR ZESBO
SUSAEAENRT ZOXUM K30 W N36155357W089463483 ) w0012 NAR ZOXUM
1 2 3 4 5 6 7 8 S 0 1 2 '3

AIRPORT 123456789012345678901234567850123456785012345678901234567890123456789012345678901234567890123456785012345678901234567890123456789012

SUSAP M85 K3AMS5 0 045YHN36263752W089541382W002000269 1800018000C MNAR GIDEON MEMORIAL

1 ) 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP M85 K3FR33 AZOXUM 010ZOXUMK3EAOEE AR HF 33210040 + 02400 18000 . B J8
SUSAP M85 K3FR33 R 010Z0XUMK3EAQE I IF + 02400 18000 B Js
SUSAP M85 K3FR33 R 020WEPKIK3EAlE F O051TF 33210070 + 01800 B JS
SUSAP M85 K3FR33 R 02 OWEPKIK3EA2WN N ALNAV : Js
SUSAP M85 K3FR33 R 021ZESBOK3EAOE § 031TF 33200030 V 0094000946 -300 B JS
SUSAP M85 K3FR33 R 030RW33 K3PGOGY M O031TF 33200020 00309 -300 B JS
SUSAP M85 K3FR33 R 040 0 M CA 3320 + 00669 B JS
SUSAP M85 K3FR33 R 050UMEMYK3EAOEY DF + 02400 B JS
SUSAP M85 K3FR33 R 06 OUMEMYK3EAOEE R HM 15190040 + 02400 B JS
1 2 "3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012

SUSAP M85 K3GRW33 0045043320 N36261821W089540000-0100 +0053400269000040058R
WAL,
@& e
4
Q. O
CITY AND STATE ELEVATION: 269 THRE: 269 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
GIDEON, MO AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 33, ORIG
GIDEON MEMORIAL AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O O 0O

AOPA NBAA OTHER (specify)

L] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV ‘QES-)—SIA'NDAED INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation.. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ- USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ZOXUM ) ZOXUM 010 IAF HF R FO 332.1(330.1T) 004.0 AA 02400
’ ZOXUM 010 FACF IF FB AR 02400
WEPKI 020 FAF TF FB 0.5 332.1(330.1T) 007.0 AA 01900
ZESBO 021 SDF TF FB 0.3 332.0(330.0T) 003.0 ARX 00940 GS 00946
RW33 030 MAP TF FO 0.3 332.0(330.0T) 002.0 AT 0030S
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 : CA FB 332.0(330.0T) AA 00669
UMEMY 050 DF FO AA 02400
UMEMY 060 HM R FO 151.9(149.9T) 004.0 AA 02400
POINT DATA WAYPOINT . LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
UMEMY N363720.86 W0900154.92 N3637.348 W09001.915
WEPKI N362158.21 W0895054 .42 N3621.970 W08950.907
ZESBO N362434.14 W0895245.67 N3624.569 W08952.761
ZOXUM N361553.57 W0894634 .83 N3615.893 W08946.581
RW33 N362618.21 W0895400.00 N3626.304 W08954.000
RUNWAY DATA THRESHOLD
“RWY . ELEVATION TCH
RW33 00269 40
A
A
T4
e 4
7 )
o
CITY AND STATE ELEVATION: 269 THRE: 269 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |syup:
GIDEON, MO AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 33, ORIG
GIDEON MEMORIAL AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ [ R N Y

AOPA NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A. OBSTRUCTION DATA :
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-N AREA 242/30 CW 062/30. . |ZOXUM 1. TOWER (29-001417) [360753.00N/0901134.00W | 1294 (1D) 1000 |AT106 2400
2. TERRAIN 362527.00N/0901818.00W |522 (500) AS1500 - 2000
STRAIGHT-IN AREA 062/30 CW 242/30 ZOXUM 1. TOWER (29-001417) - [360753.00N/0901134.00W | 1294 (1D) 1000 [AT106 2400
3. TERRAIN 355112.00N/0893157.00W | 535 (500) AS1500 2000
INTERMEDIATE ZOXUM (IF/IAF) WEPKI 4. TOWER (29-001635) |361553.00N/0894822.00W {581 (5D) 500 [AT819 1900
5. TERRAIN 361506.00N/0894827.00W | 276 (300) AS1500 1800
FINAL: LNAV WEPKI ZESBO/2.00 NM TO [6. AAO 362319.90N/0895209.61W | 469 (20) 250 |RA74 DG147 940
RW33
FINAL: LNAV STEPDOWN ZESBO/2.00NM TO  |RW33 7. TREE 362613.58N/0895348.53W [419 (2C) | 250 [RA69 740
RW33
2. HOLD-IN-LIEU-OF-PT ZOXuUM P-5 8. TOWER (29-000224) {361250.00N/0894125.00W 618 (5D) 1000 (AT782 2400
le. TERRAIN . 1361139.00N/0893912.00W | 282 (300) AS1500 1800
MAP: |Rw33 UMEMY ' ASC 2400
i-P“g':gEgH 70. TOWER (29-000340) [363042.00N/0895849.00W | 334 (4D) 1000 1900
ELEV: 571 11, TERRAIN 363618.00N/0900339.00W | 463 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. )
CATEGORY A 13NM | | 350 591 12. WATER TOWER  |362725.44N/0895523.29W 439 (4D) 300 AC50 RA69 860
CATEGORY B 1.5 NM L 450 |2 591 12. WATER TOWER  |362725.44N/0895523.29W |439 (4D) -300 AC50 RA69 860
CATEGORY C 17NM  |5]| 450 |2 591  |12. WATER TOWER | 362725.44N/0895523.20W 439 (4D) 300 AC50 RA69 860
CATEGORY D 23NM |G 550 |2 '
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES , PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 269 FACILITY PROCEDURE AND AMENDMENT NO: |REG}# AL/,;
GIDEON, MO AIRPORT NAME: RNAV RNAYV (GPS) RWY 33, ORIG AGE. . |
GIDEON MEMORIAL %{\*@ 4

FAA Form 8260 - 9 / April 2006 (Computer Generated) } PAGE 1 OF 1 PAGES ="




PART B - SUPPLEMENTAL DATA

PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ZME ARTCC NWS |OTHER: SOURCE:KBYH / KPOF POF ASOS ON SERVICE A.
CTAF DISTANCE: 28.79 / 28.37
FAA HOURS REMOTE OPERATION: VDP NOT ESTABLISHED - FULL TIME REMOTE ALTIMETER.
SATISFAGTORY ON: ALC 9# | BACKUP 150 FT VEGETATION USED PER FPT.
- 5 y NO SURVEY RWY 15, 33. UNABLE TO VERIFY IF VISUAL
x|vHF ’; ||al|J|vI|-|A||;Y LAJ:IIS LOCATION: KBYH ADJUSTMENT: 69/ 74 PORTION OF FINAL IS CLEAR. PROCEDURE NA AT NIGHT.

4. ONITOR POINT: . LP MINIMUMS NOT PRODUGED DUE TO LACK OF BENEFIT.
“g?rx;L%R HRS | CAT 1 RASS PRESSURE PATTERNS SAME:

OPTN:| CAT 3 KBYH 254, RA 68.3
LS KPOF 331, RA 73.9
(S) SALS SEE ATTACHED AIRSPACE LETTER.
MALS CAT D MINS NOT PUBLISHED PER FPT.

5. HIRL #PER PHONE CONVERSATION WITH JERRY VEST, KBYH AIRPORT
APPROACH MIRL MANAGER: BYH HAS 4 TRAINED WEATHER OBSERVERS THAT DO
& RUNWAY WEATHER OBSERVATIONS MONDAY THROUGH FRIDAY FROM 8AM TO

LIGHTING REIL 5PM. THIS INFORMATION IS RELAYED BY PILOTS REQUEST
TDZ OVER CTAF. AFTER THEY MAKE A WEATHER OBSERVATION THEY
— FORWARD IT TO FSS.
OTHER (SPECIFY) REQUEST FLIGHT CHECK 4D FOR OBS #12.

6. RUNWAY |BASIC
NMARKINGS |ALLWEATHER
INSTRUMENT
7.RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
DATH DISTANCE FROM RWY: ELEV GP ANTENNA:
' THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
MARK BURTZ 12/10/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




RADIO FIX AND HOLDING DATA RECORD

NAME: UMEMY

STATE: MO COUNTRY: US
LATITUDE/LLONGITUDE: 363720.86N/0900154.92W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
HOLDING: HOLDING TYPE OF ACTION: ESTABLISH
PATTERNS: -
PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN X MIN MAX
1 NW WP 331.92 . 161.92 R 4 2400 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (29-001683) 363511.00N/0900405.00W 1068 3D
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 15 1 KM85 GIDEON MO (US)
IAP RNAV (GPS) RWY 33 1 KM85 GIDEON MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

7

DATE OF REVISION: 05/02/2013

DEVELOPED BY: DATE: 12/03/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WEPKI STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 362158.21N/0895054.42W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 33 KM85 GIDEON

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

STATE
MO (US)

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/02/2013
DEVELOPED BY: DATE: 12/03/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZESBO STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 362434.14N/0895245.67TW : TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP RNAV (GPS) RWY 33 KM85 GIDEON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
'DEVELOPED BY: DATE: 12/03/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:

DATE OF REVISION: 05/02/2013
OFFICE: AJV-353 NAME: MARK BURTZ

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
MO (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZOXUM STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 361553.57N/0894634.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: i

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
) INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE WP 152.07 332.07 R 4 2400 6000 5 6

CONTROLLING OBSTRUCTIONS: - . \

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 5D

200 TOWER (29-000224) | 361250.00N/0894125.00W 618

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY f STATE
IAP RNAV (GPS) RWY 15 1 KM85 GIDEON MO (US)
IAP RNAV (GPS) RWY 33 1 KM85 GIDEON MO (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/02/2013
DEVELOPED BY: DATE: 12/03/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: GIDEON STATE: MO
AIRPORT NAME: GIDEON MEMORIAL ' ID: KM85
PROCEDURE: RNAV (GPS) RWY 33 o AMDT: ORIG
DOCKET #:: |

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/1 00 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 3.00
(Bnter THLD, FAF, ARP, FACILITY, as appropriate) )
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of  FINAL segment containing 1000’ point 330.03
4. High Terrain in FINAL segment containing 1000’ point 270
5. Distance from FINAL to 1500’ point 4.80
(If 1500’ point in PT maneuvering area or holding pattern note in remarks) ’
6. Width of FINAL segment at 1500' point - 1.95
7. True Course of FINAL segment containing 1500' point_330.03
8. High Terrain in FINAL : segment containing 1500' point 270
9. Threshold Coordinates (if straight-in) ... 362618.21N ;0895400.00W
10. ARP Coordinates ...........cccoccuveeeeee , 362637.52N / 0895413.82W
11. Runway Approach End and distance furthest from ARP................. RWY 33
| Distance 0.37 NM
12. FAF Coordinates ......................... 362158.21N /0895054.42W

(Click to Select)

REMARKS: Approach/Drawing attached. ZOXUM (IF/IAF): 361553.57N/0894634.83W
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Administration [haker
Memorandum
Date:

To: Dick Powell Manager, National Flight Data Center, AJV-21

From: Larry H. Strout, Manager, Central Products Team, AJV-353 333
| oo —

Subject: ACTION: Magnetic Variation Change for Gideon Memorial, Gideon, MO

(KM85) PATE

Feoesrmor—
ATV-341

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the ,;;*T‘,ﬁ‘;g‘;;—

‘Airport/Facility” column will be revised effective concurrent with the publication of the

procedure(s) listed below. pATE

RNAV (GPS) RWY 15, ORIG [FOUTING S¥viBO

RNAYV (GPS) RWY 33, ORIG

TAKEOFF MINIMUMS AND OBSTACLE, ORIG [RTALSS

VOR RWY 15, AMDT 3 -

Estimated Chart Date: 05/02/2013

Please publish these changes in the National Flight Data Digest.

MISSOURI
Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Is Year
. . . . Old 3° East
Gideon Gideon Memorial | Airport | KM85 /M85 New 2° West 2015

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AIV-3rf

sjb:x7537: 12/4/2012: (UNAVN100\PIT\MAGVAR\MAGVARMAGVAR Letters 2013\ MV Change request for

Gideon, MO (KM85) 12-4-12 Requestor: MBurtz, Evaluated By: LFortier





