Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/18/2008 | 2008061719757337001 20080617197573
Procedure: VOR RWY 14 AMDT 5 Airport ID: Airport: MONTEVIDEO-CHIPPEWA COUNTY Reimbursable #:
KMVE
City: MONTEVIDEO ST: MN GPS #: Estimated Chart Date: FICO #:
09/20/2012
Fac ID: MVE Fac. Type: VDME e / Specialist: SUE CRUMB f—ﬁ‘*? =
foc B A
Procedure Review | A - .
Rec'd Rel'd Full Name Comments ;
Lead: 03/23/2012 08/01/2012 JILL OLSON
QA: 08/01/2012 08/01/2012 RICHELLE ADDINGTON
iai : | 08/01/2012 /«7 ELECTRONIC FILE - MAGVAR - REFLACEMENT 8/1/12
Liaison /01/ . '&K\‘)L‘( L

Procedure Comments: Remark Type: INFORMATION Wh \ 0% 3

MONTEVIDEO, MN  MONTEVIDEO-CHIPPEWA COUNTY  (KMVE) VOR RWY 14, AMDT5 ENROUTE-YES FC: 9.18.12 PUB: 11.15.12

ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S): EBZAN-INT, REV 1; MONTEVIDEO (MVE) VDME, REV 5; MORRISVOR/DME, REV 9; (INFO ONLY)
DAWSO-INT, REV 6; (INFO ONLY) FITAS-INT, REV 3.

FLCK NOTE: 4D ACCURACY CODE EVAL REQUESTED, SEE 8260-9.

REPLACEMENT 8/1/12: -5, -10, -2: EBZAN, MN REV 1; MONTEVIDEO VOR/DME; MORRIS VOR/DME, MN REV 9, MN REV 5. CHART

CONTACT: JILL OLSON/STEVE BARNETT -AV1-353 LEADS, 405.954.4014/405.954.9307.

VN 8200-6 (05/26/2005) Data as of: 8/1/2012 8:21:27AM



MONTEVIDEO, MINNESOTA AL-5569 (FAA) HG
VOR/DME MVE Rwy Idg 3995
1116 |"Joa0 |THRE 1034 VOR RWY 14
Chan 53 Apt Elev 1035 MONTEVIDEQ-CHIPPEWA COUNTY (MVE)
W When local altimeter setting not received, use Granite Falls altimeter setting and l )
increase all MDA 40 feet, increase S-14 Cats C and D visibility mife, Circling Cal MISSED APPROACH: Climb to 2000
C visibility /% mile and Cat D visibility ¥ mile. Increase EBZAN FIX Minimums S-14 Cats | then climbing right turn to 2600 direct
C and D visibility Yamile and Circling Cat C visibility % mile. Visibility reduction by MVE VOR/DME and hold.
helicopters NA.  When VGSI INOP, Straight-in/Circling Rwy 14 Procedure NA at night.
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NM [ 14 21 28 35 42 49 56 63 70
FT 42000 84000 126000 168000 210000 Areant 1D KMVE FM 9
nacemw | mvevor14 (PROD) | 26 Apr 2012 13:53:28 | 1" = 41666.7 feet (MAP) - - .
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City Montevideo 1 [ FITAS FEEDER ] TOWER 1570
‘ State; MN 3 ] DAWSO FEEDERW TOWER 1408_‘
Proc ID: VOR RWY 14 5 FINAL AAC 1259 |
6 FINALSD |  TREE 1114
5 7 PT TOWER 2318 J
5 MISSED TOWER ‘1490J
1:500,000




NM 1 2 3 4 5 6 7 8 9 10

FT 8000 16000 24(’;00 32000 40000 ) 48000 56000 64000
nacemw | mvevor14 (PROD) | 26 Apr 2012 14:16:57 | 1" = 8333.3 1 S KMVE FM G
Nt T Montevideo-Chippewa| Mo SEGMENT OBSTRUCTION ELEV
County
Ciy: Montevideo 5 FINAL AAO 1259
State. MN 6 FINAL SD | TREE 1114
Prec D VOR RWY 14 11 | CIRCLING A/BIC TOWER 1209
12 CIRCLING D TOWER 1387
Amdt # 5
Scale’ 1:100,000
N
- N
.‘ -.‘._ \
.‘_\I\
=
N, ! .I\




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

VOR STANDARD INSTRUMENT APPROACH PROCEDURE o . . . . ) . . o
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: MVE VOR/DME
FITAS INT MVE VOR/DME 251.32/23.75 3000
CLIMB TO 2000 THEN CLIMBING RIGHT TURN TO 2600 DIRECT
DAWSO MVE VOR/DME 093.09/ 22.16 3000 MVE VOR/DME AND HOLD.
ADDITIONAL FLIGHT DATA:

HOLD NW, RT, 129.78 INBOUND.

FAS OBST: 1114 TREE 450013N/0954411W

CHART: MAX 6000 AT MVE VOR/DME.

FAC CROSSES RWY C/L EXTENDED 3003 FROM THLD.

1.PT L SIDE OF COURSE 309.78 OUTBOUND 2600 FT WITHIN 16 MILES OF MVE VOR/DME (IAF)
2.
3.FAC 129.78 FAF DIST FAF TO MAP THLD
4. MIN. ALT EBZAN/MVE 2.49 DME 1560*
8. MSA FROM: MVE VOR/DME 270-360 3400, 360-270 2600 MAG VAR: 5E EPOCH YEAR:1995

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | |
CATEGORY =====> A B c D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS  |HAT/HAA
B-14 1560 1 526 1560 1 526 1560 11/2 526 1560 11/2 526
CIRCLING 1560 1 525 1560 1 525 1560 11/2 525 1700 2 665
EBZAN FIX MINIMUMS

-14 1380 1 346 1380 1 346 1380 1 346 1380 1 346
CIRCLING 1560 1 525 1560 1 525 1560 11/2 525 1700 2 665

NOTES:

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE GRANITE FALLS ALTIMETER SETTING AND

INCREASE ALL MDA 40 FEET, INCREASE S-14 CATS C AND D VISIBILITY 1/8 MILE, CIRCLING CAT C : @U«*?(

VISIBILITY 1/8 MILE AND CAT D VISIBILITY 1/4 MILE. INCREASE EBZAN FIX MINIMUMS S-14 CATS C AND D o ’ -

VISIBILITY 1/8 MILE AND CIRCLING CAT D VISIBILITY 1/4 MILE. B2 <

(SEE FORM 8260-10) 47 2H)

CITY AND STATE ELEVATION: 1035 THRE: 1034 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP VOR OR GPS RWY

MONTEVIDEO, MN AIRPORT NAME: IDENTIFIER: VOR RWY 14, AMDT 5 14
MVE AMDT 4B
MONTEVIDEO-CHIPPEWA COUNTY DATE 11/23/2006

FAA FORM 8260-5 / April 2006 (computer generated) ' PAGE 1 OF 2 PAGES



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES II| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] |:| [] ] [X] [x] D(] AGL-220, ZMP ARTCC, PNM AFSS, AMGR.

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

TERENCE D. SHARP (ELIZABETH WHEATLEY) AJV-351 04/04/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353
CHANGES:

. CHANGED AIRPORT ELEVATION FROM 1034FT TO 1035FT.

. INCREASE FITAS INT FEEDER DISTANCE FROM 23.74NM TO 23.75NM.

ADDED NEW FEEDER FROM DAWSO FIX TO MVE VOR/DME.

CHANGED FAC FROM 128.00 TO 129.78.

CHANGED HOLDING INBOUND FROM 128.00 TO 129.78.

NEW FAS OBS 1114 TREE.

. INCREASED MINS S-14 FROM 1480 TO 1560 ALL CATS.

. INCREASE S-14 HAT FROM 446FT TO 526 ALL CATS.

. INCREASE S$-14 VIS CAT C FROM 1 1/4 TO 1 1/2.

10. INCREASED CIRCLING FROM 1520 TO 1560 CATS A,B,C.

11. INCREASED CIRCLING HAT FROM 486 TO 525 CATS A,B,C.

12. DECREASED CIRCLING HAT CAT D FROM 666 TO 665.

13. DECREASED EBZAN FIX MINS S-14 MDA FROM 1400FT TO 1380FT ALL CATS.

;EEDSEZ%%EASED EBZAN FIX MINS S-14 HAT FROM 366FT TO 346FT ALL CATS.
-10

PENONnRWN

REASONS:

1. AVNIS DATA.

2. RECALCULATED.

3. REQUEST FROM FPT.

4. OPT ST-IN FINAL COURSE.

5. ALIGN WITH FINAL COURSE.

6. NEW OBSTACLE.

7. NEW CONTROLLING OBSTACLE.
8.-18 NEW CONTROLLING OBSTACLES.
19. 20:1 PENETRATION.

20. NEW CONTROLLING OBSTACLE.

21. 20:1 PENETRATIONS. i
22. NEW RNAV (GPS) RWY 14 DEVELOPED. A
23. NEW OBSTACLE. O =
24-25. AIRPORT HAD NO BACK-UP ALTIMETER. ) ’? <
SEE 8260-10 o




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.
*1600 WHEN USING GRANITE FALLS ALTIMETER SETTING.

CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 14 PROCEDURE NA AT NIGHT.

MONTEVIDEO-CHIPPEWA COUNTY

CITY AND STATE ELEVATION: 1035 THRE: 1034 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: sup: VOR °R1§Ps RwWY
MONTEVIDEO, MN AIRPORT NAME: IDENTIFIER: VOR RWY 14, AMDT 5
MVE AMDT 4B

DATED:  11/23/2006

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES



[ ] YEs [ ] no

ALLAFFECTED PROCEDURES REVIEWED? _ COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I O o°0J OO0 O []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:
CHANGES:

CHANGES CONT.

15. DECREASED EBZAN FIX MINS S-14 VIS CAT D FROM 1 1/4 TO 1. 16. INCREASED EBZAN FIX MINS

CIRCLING MDA FROM 1520FT TO 1560FT ALL CATS. 17. INCREASED EBZAN FIX MINS CIRCLING HAT FROM

286FT TO 525FT CATS A,B,C. 18. DECREASED EBZAN FIX MINS CIRCILNG HAT FROM 666FT TO 665FT CAT D.

19. ADDED VGSI INOP NOTE. 20. ADDED VGSI AND DESCENT ANGLES NOT COINCIDENT NOTE. 21. ADDED

VISIBILITY REDUCTION BY HELICOPTERS NA NOTE. 22. REMOVED "OR (GPS) FROM PROCEDURE. 23. RAISED

MSA SECTOR 360-270 FROM 2500 TO 2600. 24. ADDED BACK-UP ALTIMETER KGDB TO AIRPORT. 25. ADDED

ALTIMETER NOTE.

REASONS:

REASONS CONT.
07/25/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 04/04/2012.

MAG VAR CHANGE BACK TO 1995 VALUE, UPDATED ALL COURSES.
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER FITAS INT MVE VOR/DME 1. TOWER (27-001375) |450123.00N/0951558.00W | 1570 (5D) 1000 [AT430 3000
2. TERRAIN 450654.00N/0951603.00W [1171 (1200) AS1500 2700
FEEDER DAWSO MVE VOR/DME 3. COMMUNICATION  [450134.55N/0961129.82W | 1408 (2C) 1000 |[AT592 3000
(KDXXT0155)
4. TERRAIN 450106.00N/0961118.00W | 1138 (1100) AS1500 2600
FINAL: PT 10 NM EBZAN/MVE 2.49 JE AAO 450147.48N/0955017.62W | 1259 (2C) 300 1560
DME
FINAL: PT STEPDOWN EBZAN/MVE 2.49 MVE VOR/DME 6. TREE (KMVET0261) |450012.69N/0954411.08W |1114 (1A) 250 1380
DME
2. PROCEDURE TURN MVE VOR/DME 10 NM 7. TOWER (27-000920) [451003.00N/0960002.00W |2318 (5D) 1000 |[sA-784 2600
8. TERRAIN 450948.00N/0955454.00W | 1099 (1100) AS1500 2600
MAP: |MVE VOR/DME MVE VOR/DME ASC 2600
3. MISSED 9. TOWER (27-001305) [445410.00N/0953924.00W [ 1490 (5D) 1000 2500
APPROACH ELEV: [1130 10. TERRAIN 445351.00N/0953709.00W | 1100 (1100) AS1500 2600
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM 350 525/ 525 11. TOWER (27-001796)| 445703.00N/0954251.00W |1209 (5D) 300 AC50 / AC50 1560 / 1560
o
CATEGORY B 1.5NM || 450 I 525/ 525 11. TOWER (27-001796)| 445703.00N/0954251.00W [1209 (5D) | 300 AC50 / AC50 1560 / 1560
CATEGORY C 1.7NM  |5[ 450 |R 525/ 525 11. TOWER (27-001796)| 445703.00N/0954251.00W |1209 (5D) 300 AC50 / AC50 1560 / 1560
CATEGORY D 23NM | 550 |2 665/ 665 12. TOWER (27-000268)| 445559.80N/0954228.81W (1387 (2C) 300 1700/ 1700
CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: MVE VOR/DME
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
270-360 TWR (27-000920) 312/16.9 2318 (5D) 3400 ok
360-270 TWR (27-001696) 088/ 19.7 1572 (2C) 2600 )
CITY AND STATE ELEVATION: 1035 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION&cYe
MONTEVIDEO, MN AIRPORT NAME: MVE VOR RWY 14, AMDT 5 AGL
MONTEVIDEO-CHIPPEWA COUNTY

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:KMVE / KGDB
AWOS-3 DISTANCE: 0 / 14.59
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24/ BACKUP
|VHF [uHF | JHF  JLOCATION: ADJUSTMENT: 0/ 35.38
. PRIMARY NAVAID: MVE
MONITOR | -MONITOR POINT: _MOCC
STATUS | HRs | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ x ™ [mIRL 14 (PCL), 32 (PCL)
ﬁgﬂm‘g X  |REIL 14 (PCL), 32 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 14 (PCL), 32 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 14, 32
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH RUNWAY THRESHOLD 3003

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
TERENCE D. SHARP (ELIZABETH WHEATLEY) 04/04/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
VEGETATION HEIGHT WITHIN 5 NM 100’ PER FPO.
RWY 3/21 UNMARKED TURF RWY

KMVE AND KGDB ON SERVICE A
VGSI DATA: 3.00/25

RASS PRESSURE PATTERNS SAME
KMVE 1034.5, KGDB 1047.5

RA = 35.38.

SEE ATTACHED AIRSPACE LETTER.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

20:1 PENETRATIONS (OST, LAT/LONG, MSL PENT):
KMVET0248 RD 445827.65N-0954254.35W 1058 MSL 4.02
KMVET0246 RD 445827.67N-0954253.15W 1060 MSL 8.55
KMVET0245 TREE 445822.94N-0954301.38W 1064 MSL 13.71
KMVET0243 RD 445827.69N-0954251.73W 1056 MSL 7.56
KMVET0237 RD 445822.36N-0954258.81W 1046 MSL 3.63
KMVET0234 RD 445821.33N-0954258.82W 1047 MSL 8.76

34:1 PENETRATIONS (OST, LAT/LONG, MSL PENT):

KMVET0251 RD 445827.63N-0954256.22W 1049 MSL 0.90
KMVET0250 RD 445827.64N-0954255.73W 1052 MSL 4.50
KMVET0239 RD 445827.65N-0954254.99W 1055 MSL 8.43

PROCEDURE TURN: SMALLER PATTERN USED TO AVOID OBSTACLES

THAT RAISED PT ALTITUDE TO GREATER THAN 1500' ABOVE
MDA. 8260.3 1B
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RADIO FIX AND HOLDING DATA RECORD

NAME: EBZAN STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 450007.02N/0954513 63W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 MONTEVIDEO MVE VOR/DME T 309.78 314.78 249 249 1460 12000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP VOR RWY 14 1 KMVE MONTEVIDEO MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

MOVED FIX 423.56FT - UPDATED LAT/LONG.
- ADDED FIX TYPE DME.

ADDED FAC 1 MVE VOR/DME.

ADDED FIX USE.

ADDED REQUIRED CHARTING IAP.

7/25/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 04/02/2012.
CHANGED FAC 1 MAG COURSE TO 309.78, MAG VAR SE.

DEVELOPED BY: DATE: 04/02/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (ELIZABETH WHEATLEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

STATE: MN
TYPE:
FIX TYPE OF ACTION: MODIFY

NAME: MONTEVIDEO VOR/DME
LATITUDE/LONGITUDE: 445821.63N/0954243.89W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 MONTEVIDEO

CLASS MAG
BRG

IDENT
MVE

TYPE
VOR/DME T

COUNTRY: US
TRUE DME DIST FROM FAC MRA MAA
BRG NM  FEET
12000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 NW  MVE VOR/DME 309.78 129.78 R 1 2600 8000 4 8

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 TOWER (27-000268) 445559.80N/0954228.81W 1387 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP VOR/DME RWY 33 KGDB GRANITE FALLS MN (US)
IAP NDB OR GPS RWY 31 KDXX MADISON MN (US)
IAP VOR RWY 14 1 KMVE MONTEVIDEO MN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

UPDATED LAT/LONG - NEW SURVEY IN 2011.

UPDATED HOLDING COURSE FROM 312.78/132.78 TO 309.78/129.78.
NEW HOLDING OBSTACLE.

ADDED PRECEIPITOUS TERRAIN NOTE.

UPDATED FIX USE.

7/25/2012: THIS IS AN UPDATED COPY OF THE FORM DATED 4/02/2012.
CHANGED HOLDING COURSE FROM 312.78/132.78 TO 309.78/129.78.

DEVELOPED BY: DATE: 04/02/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (ELIZABETH WHEATLEY)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
o
V1 v
ool
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MORRIS VOR/DME STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 453355.46N/0955809.61W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 MORRIS MOX VOR/DME T 12000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE MOX VOR/DME 135.10 316.10 R 1 3000 6000 4 5

2 NW  MOX VOR/DME 324.40 144.40 R 1 3000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION - ACCURACY CODE

1 200 TOWER (27-000246) 453608.00N/0955407.00W 1605 4D

2 200 TOWER (27-002882) 453555.30N/0955529.06W 1495 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP VOR RWY 33 KGHW GLENWOOD MN (US)

IAP RNAV (GPS) RWY 14 KDXX MADISON MN (US)

IAP RNAV (GPS) RWY 14 KMVE MONTEVIDEO MN (US)

IAP VOR RWY 14 2 KMOX MORRIS MN (US)

IAP VOR RWY 32 1 KMOX MORRIS MN (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9

REASON FOR REVISION:
UPDATED LAT/LONG DUE TO RECENT SURVEY.
UPDATED FIX USE.

DATE OF REVISION: 09/20/2012

07/26/2012: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 04/02/2012.

REMOVED HOLDING PATTERN 3 - COMBINED REV 9 AND 10.

DEVELOPED BY: DATE: 05/24/2012

APPROVED BY: DATE:

SIGNATURE:

DISTRIBUTION: . NFDC

FPQ: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER:

OFFICE: AJV-351

OFFICE: AJV-353

NAME: TERENCE SHARP (ELIZABETH WHEATLEY)

NAME: LARRY STROUT
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NAME: DAWSO

LATITUDE/LONGITUDE: 450124.62N/0961339.89W

RADIO FIX AND HOLDING DATA RECORD

STATE: MN
TYPE: WP, DME
FIX TYPE OF ACTION: MODIFY

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

FAC NAME

IDENT TYPE

COUNTRY: US

CLASS MAG TRUE

INFO ONLY

DME DIST FROMFAC MRA

BRG BRG NM  FEET
1 WATERTOWN VORTAC L 076.81 085.81 39.00 5500 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V78 1 US)
IAP RNAV (GPS) RWY 13 KAQP APPLETON MN (US)
AP RNAV (GPS) RWY 14 KBBB BENSON MN (US)
IAP RNAV (GPS) RWY 12 KCNB CANBY MN (US)
IAP RNAV (GPS) RWY 30 KCNB CANBY MN (US)
IAP RNAV (GPS) RWY 14 KMVE MONTEVIDEO MN (US)
IAP VOR RWY 14 1 KMVE MONTEVIDEO MN (US)
IAP RNAV (GPS) RWY 34 KVW ORTONVILLE MN (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 07/29/2010
REASON FOR REVISION:
DELETE FAC 2.
UPDATED FIX USE.
CHANGED MRA FROM 4000 TO 5500.
DEVELOPED BY: DATE: 01/26/2010 OFFICE: AVN-120 NAME: DEANNA FIELDS
APPROVED BY: DATE: 05/26/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
L
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RADIO FIX AND HOLDING DATA RECORD

NAME: FITAS
LATITUDE/LONGITUDE: 450354.00N/0951010.15W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME IDENT

1 REDWOOD FALLS RWF
2 DARWIN DWN

TYPE

VOR/DME H
VORTAC L

HOLDING:

PATTERNS:
PAT  DIR

1 N

RAD/CRS/BRG CRS
INBOUND
350.21

IDENT
RWF

TYPE

VOR/DME 170.21

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 TOWER (27-001375)

HOLDING RESTRICTIONS:
HOLD PAT 1: ATC REQUEST.
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT

EN ROUTE V175 1,2

EN ROUTE V78 1,2

IAP RNAV (GPS) RWY 15

IAP RNAV (GPS) RWY 13

IAP RNAV (GPS) RWY 32

IAP VOR RWY 14 1,
1,

KHCD
KLJF

KMVE
KMVE

2
IAP ILS OR LOC RWY 13 2 KBDH

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3

REASON FOR REVISION:

ADDED DIST FROM FAC TO FACILITY 1,2.

CHANGED FAC 1 TRUE BRG FROM 357.21 TO 357.20.

UPDATED CONTROLLING OBSTACLE IDENT NUMBER FOR HOLDING.
ADDED PRECIPITOUS TERRAIN EVAL NOTE.

UPDATED FIX USE.

DEVELOPED BY: DATE: 04/07/2010 OFFICE: AVN-120

APPROVED BY: DATE: 07/06/2010 OFFICE: AVN-120

SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER:

STATE: MN
TYPE: WP, INT, DME
FIX TYPE OF ACTION: MODIFY

CLASS MAG

COORDINATES
450123.00N/0951558.00W

AIRPORT IDENT CITY

INFO ONLY

COUNTRY: US

DME DIST FROM FAC
FEET

MRA

3500
3000

MAA

17500
17500

TRUE
BRG NM
357.20  35.91 35.91
26772  30.46 30.46

BRG
350.20
260.72

HOLDING TYPE OF ACTION: NO CHANGE

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MAX MIN MAX
6000 6 7

TURN
(LORR) TIME DME MIN
R 1 3500

ELEVATION ACCURACY CODE
1570 5D

STATE
Us)

(

MN (US)
MN (US)
MN (US)
MN (US)
MN (US)

HUTCHINSON
LITCHFIELD
MONTEVIDEO
MONTEVIDEO
WILLMAR

DATE OF REVISION: 09/23/2010

NAME: JOSE ALFONSO (DAN POWELL)

NAME: SUE CRUMB
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MONTEVIDEO STATE: MN
AIRPORT NAME: MONTEVIDEO-CHIPPEWA COUNTY ID: KMVE
PROCEDURE: VOR RWY 14 AMDT: &

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 4.80
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 134.78

4. High Terrain in FINAL segment containing 1000' point 1096

5. Distance from THLD to 1500’ point 7.00
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 4.80

7. True Course of FINAL segment containing 1500’ point 134.78

8. High Terrain in FINAL segment containing 1500' point 1096

9. Threshold Coordinates (if straight-in) ... 445821.51N / 0954251.94W

10. ARP Coordinates ........................... 445809.08N / 0954237.32W

11. Runway Approach End and distance furthest from ARP ................ RWY 32

Distance 0.39 NM
12. FAF Coordinates ................ccccoennes NA / NA

REMARKS: Approach/Drawing attached.




Federal Aviation

Administration
Memorandum
Date:
To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Terminal Procedures & Charting Services, Central
Team, AJV-353

Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAYV (GPS) RWY 14, ORIG
RNAYV (GPS) RWY 32, ORIG
VOR RWY 14, AMDT 5
Estimated Chart Date: 09/20/2012

Please publish these changes in the National Flight Data Digest.

MINNESOTA
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier Variation Value Year
MONTEVIDEO MONTEVIDEO-CHIPPEW Airport KMVE Old 5 ° East 2015
COUNTY New 2 ° East
MONTEVIDEO MONTEVIDEO-CHIPPEW VOR MVE Old 5 ° East 2015
COUNTY New 2 ° East

If you have any questions please notify Larry H. Strout (405-954-5070).






