ONLY) BEEGR-INT, REV 2; WAGIK-INT, REV 1.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/18/2008 | 2008061719757349002 20080617197573
Procedure: RNAV (GPS) RWY 33 ORIG Airport ID: Airport: NEW ULM MUNI Reimbursable #:
KULM
City: NEW ULM ST: MN GPS #: Estimated Chart Date: FICO #:
03/07/2013
Fac ID: Fac. Type: LPV » ” Specialist: ROSS BARTO
! Procedure Review

Rec'd Rel'd Full Name Comments i:)\
Lead: 09/5/2012 | 11/05/2012 | JEREL PAWLEY AR AA A VI A\
QA: 11/05/2012 11/08/2012 CASIMIR TABAKA = | 1 ‘ /
Liaison: | 11/08/2012 Se weloae MAGVAR AV il A\ ¥ i 'K Y

. : NFORMATION -~ N

Procedure Comments: ENROUTE |[Remark Type: 1 0 0k Lo{]
NEW ULM, MN NEW ULM MUNI  (KULM) RNAV (GPS) RWY 33, ORIG (LPV) ENROUTE-YES FC: 1.8.13 PUB: 3.7.13

ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CETOT, ORIG; KADPE, ORIG; OSHOF-INT, REV 3; TUPBU-INT, ORIG; YEBUY, ORIG; ZUDIL, ORIG; (INFO

REQUEST FLIGHT CHECK (4D) AC FOR 1390 TOWER 440208.00N/0942655.00W; 1321 TOWER 440851,00N/0942645.00W; 1849 TOWER 440305.00N/0941800.00W,

VN 8200-6 (05/26/2005)

Data as of:

11/13/2012 11:09:18AM




NEW UM, MINNESOTA AL-5670 (FAA) FIG
WAAS
APP CRS [Rwy ldg 4401 RNAYV (GPS) RWY 33
CH 56631 3300 |THRE 1004
W33A Apt Elev 1011 NEW ULM MUNI (ULM)
VDP and Baro-VNAV NA wheg using St. James altimeter sefting. For uncompensated Baro-VNAY
A systems, INAV/VNAV NA below -17°C (2°F) or above 54°C {130°F). DME/DME RNP-0.3  |1a SF
NA. When local dltimeter sefting not received, use St. James altimeter setting and increase MISSED APPROACH:
all DA 55 feet and all MDA 60 feet: increase LNAV/VNAV alf Cats visibility & mile and A Climb to 3000 direct
LNAV Cats C and D visibility 174 mile. Inop table does not applyto Lpv all cats. W KADPE and hold.
For inop MALSF. increase LNAV/VNAV and LNAV Cat D visibility 1/4 mile.
For inoperative MALSF, when using St. James altimeter setting. increase LPV all Cats visibility 1/8 mile,
LNAVA/NAV and LNAY all Cats visibility 1/4 mile.
AWOS-3 MINNEAPOLIS CENTER GCO UNICOM
118.325 127.1 290.2 121.725 122.8 (CTAF) @
OSHOF ﬁsr‘
>
IKO"@/’%‘,
2.0
OGN
7 \
BEEGR: 4432.576/09416.686
CETOT: 4414.676/09426.674
KADPE: 4428.925/09437.802
OSHOF: 4429.832/09448.019
TUPBU: 4408.985/09407.348
WAGIK: 4401.349/09429.963
YEBUY: 4409.064/09422.320
ZUDIL: 4416.486/09428.081
RW33: 4418.668/09429.780
RW33 25
\x\c:,P‘ '\’47
(271°1) )
3000 NoPT  1ypBU
e 07 0% e\
(10.8)
2020 YEBUY RS
(N
A 0D, 4 NM
Q& >
£,
ELEV 1011 | | THRE 1004 QQQQQ,H)\
. AR PROTOTYPE - NOT
0 FOR NAVIGATION
Al 137
3000 | KADPE 4 NM
: CETOT YEBUY  Holding Pattern
ZUDIL {151°T)
2.5NMto . °
*NAV only. W33 2500 @V 1507 > 500 3000
1.1 NM | 330 330
: A~ (331°T)
to RW33 ®
b, Rwas | / T=19500 GS 3.00°
“u, 1820 E— TCH 40
1.]=r—14 2.1 NM 6.4 NM
CATEGORY A ( 8 | c D
A IV DA 1204-% 200 (200-%)
28 -
o 2 o LNAV/ 23
Ww oD 3&(\){3? VNAY DA 1291-3%4 278 (300- %)
/ LNAV MDA 1380-% 376 (400- %)
RELRwys 19 and 33 0 CRCLNG 1440-1 1480-1 1480-1% | 1620-2
Rwy 15-33 @ , 429(500-1) | 469(500-1) | 469(500-1%) | 608 (700-2)
NEW ULM, MINNESOTA ‘ NEW UM MUNI (ULM)
Orig FIG 44°19'N-94°30'W

RNAV (GPS) RWY 33
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Airport 1D; FM 9
Apt Name:}NEW ULM MUNI No SEGMENT OBSTRUCTION ELEV
1 |BEEGR FEEDER TOWER 1315
CiyiNEW ULM 3 |OSHOF FEEDER AAO 1283
State:)MN 14 |HOLD-IN-LIEU-OF-PT TOWER 1849
SCALE 11:500.000
Proc DIRANAV (GPS) RWY 33
AMDTHORIG
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3 Airport ID:|KULM FM9
Apt Name:|[NEW ULM MUNI No SEGMENT OBSTRUCTION ELEV
5 |TUPBU INITIAL TOWER 1483
| Gity)INEW ULM 7 |WAGIK INITIAL "|TowER 1390
State:|MIN 9 |INTERMEDIATE TOWER 1321
SCALE |1-500.000 16 |MISSED APP LVL SURFACE |AAO 1241
Proc DJRNAV (GPS) RWY 33 % |HOLDING AAO 1313 S
AMDTH{ORIG
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11 |FINAL LNAV/VNAV

TREE
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Sy M IPES iR el

State:

MN

Scale:

1:100,000

Proc ID:
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Airport 1D |[KULM FM 9
Apt Name:]NEW ULM MUNI No SEGMENT OBSTRUCTION ELEV
FINAL LPV ASC
CityNEW ULM
State:]MN

Scale:]1:100,000
Prac ID]RNAV (GPS) RWY 33
| Amdt#|ORIG




US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
BEEGR YEBUY (FO) '|188.79 1 23.86 3000 LNAV: RW33
OSHOF YEBUY (FO) 137.23127.78 3000
CLIMB TO 3000 DIRECT KADPE AND HOLD.
TUPBU (IAF) YEBUY (NOPT) (FB) 269.51/10.78 3000
WAGIK (IAF) YEBUY (NOPT) (FB) 034.49/9.48 3000
YEBUY (IF/IAF) CETOT (FB) 329.86 /6,43 2500
CETOT (FAF) ZUDIL/2.50 NM TO RW33 (FB) 329.81/2.07
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD NW, RT, 149.67 INBOUND.
CHART FAS OBST: 1110 TREE 441859N/0942942W
CHART FAS OBST: 1129 TREE 441627N/0942853W
DISTANCE TO THLD FROM 200 HATH: 0.50 NM.
CHART VDP AT 1.06 MILES TO RW33*
*LNA‘sI ‘c’ﬁ‘k?'m EL # 56631
- WAA #5
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF REEERENCE PATH 10 Wa3A
2. HOLD SE YEBUY, RT, 329.86 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 277.9 M
3. FAC: 329.81 FAF: CETOT DIST FAF TO MAP: 457 THLD: 457
4. MIN. ALT: YEBUY 3000, CETOT 2500, ZUDIL/2.50 NM TO RW33 1820+
5. DIST TO THLD FROM OM: MM: I 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT:CETOT 2500 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSA FROM: RW33 3200 MAG VAR: 1E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA |DH/MDA VIS [HAT/HAA[DH/MDA | vis |HAT/HAA |DH/MDA | VIS |HAT/HAA|DHI/MDA VIS |HAT/HAA
LPV DA 1204 34 200 1204 314 200 1204 314 200 1204 3/4 200
LNAV/VNAV DA 1291 3/4 287 1291 314 287 1291 3/4 287 1291 314 287
LNAV MDA 1380 3/4 376 1380 34 376 1380 304 376 1380 3/4 376
CIRCLING 1420 1 409 1480 1 469 1480 11/2 469 1620 2 609
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -17C (2F) OR ABOVE 54C (130F). @ NA WHEN LOCAL WEATHER NOT AVAILABLE. ‘
CHART NOTE: DME/DME RNP-0.3 NA. I it
*LNAV ONLY . -
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ST JAMES ALTIMETER SETTING AND INCREASE S TP
(SEE FORM 8260-10) Ao
CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:
NEW ULM, MN AIRPORT NAME: IDEN'RI'H:AI\EIR; RNAV (GPS) RWY 33, ORIG AMDT: NONE
NEW ULM MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF {, PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] ]
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
JILL OLSON (ROSS F. BARTO) AJV-353 09/25/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:
REASONS:

NEW PROCEDURE REQUESTED BY FPT.
TUIS RNAV (GPS) RWY 33 REPLACES THE NDB OR GPS RWY 33.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
N Ceili in feet abo iport elevation. Dista j utical mil I therwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcoms visibiitles which are In statute milos of In oot RVR, oy oo eies

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
ZUDIL/2.50 NM TO RW33 RW33 (MAP) (FO) 329.81/2.50

RW33 (MAP) 1204 MSL 329.81

1204 MSL KADPE (FO) 3000

NOTES, (CONT.):

ALL DA 55 FEET AND ALL MDA 60 FEET: INCREASE LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE AND LNAV CATS

C AND D VISIBILITY 1/4 MILE.

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV ALL CATS.

CHART NOTE: FOR INOPERATIVE MALSF, INCREASE LNAV/VNAV AND LNAV CAT D VISIBILITY 1/4 MILE.

CHART NOTE: FOR INOPERATIVE MALSF, WHEN USING ST JAMES ALTIMETER SETTING, INCREASE LPV ALL CATS
VISIBILITY 1/8 MILE, LNAV/VNAV ALL CATS AND LNAV CAT D VISIBILITY 1/4 MILE.

CHART NOTE: VDP AND BARO-VNAV NA WHEN USING ST JAMES ALTIMETER SETTING.

CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
) IDENTIFIER: RNAV (GPS) RWY 33, ORIG
NEW ULM, MN AIRPORT NAME: Ay (GPS) AMDT: NONE
NEW ULM MUNI DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF & PAGES



ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

.| COORDINATED WITH:

ATA AAT . ALPA APA

I A e N e

AOPA

[ ]

NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




.S, DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE ]

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KULM

RUNWAY ' RW33

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W33A

LTP/ETP LATITUDE ' 441840.0660N

LTP/FTP LONGITUDE 0942946.8220W

LTPIETP ELLIPSOIDAL HEIGHT +02779

FPAP LATITUDE 441957.8200N

FPAP LONGITUDE 0943047.4400W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD - 106.75

LENGTH OFFSET 1104

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 35.0

CRC REMAINDER 217DFBBS

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K3

LTP ORTHOMETRIC HEIGHT +03059

FPAP ORTHOMETRIC HEIGHT +03059

ahlss
& e
2 £3

~ -
SRpe

CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:

IDENTIFIER:
M, MN . RNAV (GPS) RWY 33, ORIG
NEW UL, AIRPORT NAME: RNAV (GPS) AMDT: NONE
NEW ULM MUNI DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF ¢ PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[’_":] YES : [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] ] [] [] [ ] ]

FLIGHT CHECKED BY -

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFOG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV [GES] STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BEEGR K30 R L N44323458W094164115 E0015 NAR BEEGR
SUSAEAENRT CETOT K30 W N44144056W094264041 E0017 NAR CETOT
SUSAEAENRT KADPE K30 W N44285547W094374809 EQO18 NAR KADPE
SUSAEAENRT OSHOF K30 C L N44294994W094480114 EQO20 NAR OSHOF
SUSAEAENRT TUPBU K30 C L N44085908W094072086 E0014 NAR TUPBU
SUSAEAENRT WAGIK K30 C L N44012094W094295780 E0018 NAR WAGIK
SUSAEAENRT YEBUY K30 w N44090385W094221917 E0016 NAR YEBUY
SUSAEAENRT ZUDIL K30 W N44162915W094280487 E00L17 NAR ZUDIL
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KULMK3AULM 9] 054YHN44191113W094300840E001001011 1800018000C MNAR NEW ULM MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KULMK3FR33 ABEEGR 010BEEGRK3EAOQOR IF 18000 A JS
SUSAP KULMK3FR33 ABEEGR 020YEBUYK3EAOEY 020TF 18880239 + 03000 A JS
SUSAP KULMK3IFR33 ABEEGR Q030YEBUYK3EAOQOEE AR EF 32990040 + 03000 A J8
SUSAP KULMK3FR33 AQSHOF 0100SHOFK3EAQE Ir 18000 A JS
SUSAP KULMK3FR33 AQOSHOF 020YEBUYK3EAOEY 020TF 13720278 + 03000 A JS
SUSAP KULMK3FR33 AOSHOF 030YERUYKIEAOQEE AR HF 32890040 + 03000 A JS
SUSAP KULMK3FR33 ATUPBU 010TUPBUK3EAQE A IF . 18000 A JS
SUSAP KULMK3FR33 ATUPBU 020YEBUYK3EAQEE B 01l0TF 26950108 + 03000 A JS
SUSAP KULMK3FR33 AWAGIK OlO0WAGIKK3EAQE A IF 18000 A JS
SUSAP KULMK3FR33 AWAGIK 020YERUYK3EAQEE B O0l10TF 03450095 + 03000 A JS
SUSAP KULMK3FR33 R Q01l0YEBUYK3EAQE I IF + 03000 18000 A JS
SUSAP KULMK3FR33 R 020CETOTK3EALlE F OS5L1TF 32990064 + 02500 RW33 K3PGA JS
SUSAP KULMK3FR33 R 020CETOTK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KULMK3FR33 R 021ZUDILK3EAQE S O031TF 32980021 V 0182001840 -300 A J8
SUSAP KULMK3FR33 R 030RW33 K3PGOGY M 031TF 32980025 01044. -300 A JS
SUSAP KULMK3FR33 R 040 0 M CA 3298 + 01204 A JS
SUSAP KULMK3FR33 R 050KADPEK3EAQEY DF + 03000 A JS
SUSAP KULMK3FR33 R 060KADPEK3EAQOEE R HM 14970040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KULMK3GRW33 0054013298 N44184007W094294682+0000 +0277901004000040100R ,fgaif{ﬂ
X
.y«
‘f‘ f‘y‘“"»{g“’
CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup: h
NEW ULM MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO 0O o0 O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_____ RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KULMK3PR33 RW33 001 O0000W33A0N4418400660W09429468220+027790300N4419578200W09430474400106751104000400F400350217DFBB8
SUSAP KULMK3PR33 RW33 002E +03059+03059LPV 56631
1 2 3 4 5 6 7 8 9 [¢] 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KULMK3SRW33 K3PG 0 18018003225 M
CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
NEW ULM, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG :
NEW ULM MUNI AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i O 0O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BEEGR BEEGR 010 IF FB
BEEGR YEBUY 020 TF FO 2.0 188.8(189.8T) 023.9 AA 03000
BEEGR YEBUY 030 IAF HF R FO 329.9(330.9T) 004.0 AR 03000
OSHOF OSHOF 010 IF FB
OSHOF YEBUY 020 TF FO 2.0 137.2(138.2T) 027.8 AR 03000
OSHOF YEBUY 030 IAF HF R FO 329.9(330.9T) 004.0 AR 03000
TUPBU TUPBU 010 IAF IF FB
TUPBU YEBUY 020 TF FB 1.0 269.5(270.5T) 010.8 AR 03000
WAGTK WAGIK 010 IAF IF FB
WAGIK YEBUY 020 TF FB 1.0 034.5(035.5T) 009.5 AR 03000
YEBUY 010 FACF IF FB AR 03000
CETOT 020 FAF TF FB 0.5 329.9(330.9T) 006.4 AR 02500
ZUDIL 021 SDF TF FB 0.3 329.8(330.8T) 002.1 AA 01820 GS 01840
RW33 030 MAP TF FO 0.3 329.8(330.8T) 002.5 AT 01044
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 329.8(330.8T) AR 01204
KADPE 050 DF FO AR 03000
KADPE 060 HM R FO 149.7(150.7T) 004.0 AR 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BEEGR N443234.58 W0941641.15 N4432.576 W09416.686
CETOT N441440.56 W0942640.41 N4414.676 W09426.674
KADPE N442855.47 W0943748.09 N4428.925 W09437.802
OSHOF N442949.94 W0944801.14 N4429.832 W09448.019
TUPBU N440859.08 W0940720.86 N4408.985 W09407.348
WAGIK N440120.94 W0942957.80 N4401.349 W09429.963
YERUY N440903.85 W0942219.17 N4409.064 W09422.320
ZUDIL N441629.15 wW0942804.87 N4416.486 W09428.081
RW33 N441840.07 W0942946.82 N4418.668 W09429.780
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW33 01004 40
CITY AND STATE ELEVATION: 1011 THRE: 1004 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
NEW ULM, MN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 33, ORIG
NEW ULM MUNI AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O @4

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE.:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT ADJUSTMENTS MIN. ALT.
FEEDER BEEGR YEBUY 1. TOWER (27-001464) 1443238.00N/0941417.00W | 1315 (5D) 1000 |AT685 3000
2. TERRAIN 443133.00N/0941933.00W [1109 (1100) AS1500 2600
FEEDER OSHOF YEBUY 3. AAO 442106.00N/0943657.00W [1283 (4E) 1000 (AT717 3000
4. TERRAIN 442106.00N/0943657.00W | 1083 (1100) AS1500 2600
INITIAL TUPBU YEBUY 5. TOWER (27-001102) [440745.00N/0941114.00W | 1483 (5D) 1000 |AT517 3000
6. TERRAIN 440824.00N/0941445.00W |1054 (1100) AS1500 2600
INITIAL WAGIK YEBUY 7. TOWER (27-001977) |440208.00N/0942655.00W (1390 (4D) 1000 |AT610 3000
8. TERRAIN 440212.00N/0943012.00W (1063 (1100) AS1500 2600
INTERMEDIATE YEBUY (IFIAF) CETOT 9. TOWER (27-001968) (440851.00N/0942645.00W (1321 (4D) 500 1900
10. TERRAIN 440954.00N/0942548.00W | 1047 (1000) AS1500 2500
FINAL: LPV CETOT RW33 ASC 1204/200
FINAL: LNAVIVNAV CETOT RW33 11. TREE 441859.23N/0942941.94W (1110 (2C) | 23.44:1 [ac20 1291/287
FINAL: LNAV CETOT ZUDIL/2.50 NM TO [12. AAO 441600.53N/0942650.67W [1219 (4E) 250 |RA55DG296 1820
RW33
2. HOLD-IN-LIEU-OF-PT YEBUY P-§ 14. TOWER (27-001867) [440305.00N/0941800.00W |1849 (4D) 1000 [AT151 3000
15. TERRAIN 440239.00N/0941209.00W | 1103 (1100) AS1500 2600
MAP: |DA /DA /RW33 KADPE ASC 3000
i-P"g'nggH 16. AAO 442842.00N/0943430.00W | 1241 (4E) | 1000 2300
ELEV: [1039/1130/1280 17. TERRAIN 442842.00N/0943430.00W | 1040 (1000) AS1500 2500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 409 11. TREE 441859.23N/0942941.94W [1110 (2C) 300 1420
CATEGORY B 1.5 NM m 450 |2 469 11. TREE 441859.23N/0942941.94W |1110 (2C) 300 HAA 1480
CATEGORY C 1.7 NM S| 450 |2 469 11. TREE 441859.23N/0942941.94W (1110 (2C) 300 HAA 1480
CATEGORY D 2.3 NM 8 550 i'(’ 609 18. TOWER (27-000117)| 441736.00N/0942724.00W |1270 (5D} 300 ACS50 1620
CATEGORY E 4.5 NM x[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW33 Ry
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA "
360-360 TWR (27-000016) 170/ 22.7 2166 (4D) 3200 S
CITY AND STATE ELEVATION: 1011 FACILITY PROCEDURE AND AMENDMENT NO: REGION
NEW ULM, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 33, ORIG AGL
NEW ULM MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHERSERVICE | 3.ALTIMETER SETTING
ZMP ARTCC NWS |OTHER: SOURCE:KULM/KJYG
AWO0S-3 DISTANCE: 0/ 20.15
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 0/24
X|[VHF | x[uHF | [HF [LOCATION: kuLm ADJUSTMENT: 0/ 55
. PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
X  |mALSF 33 (PcL)
5. HIRL
QP:SSV‘\\,Z*{’ X |MIRL 33 (PCL), 15 (PCL)
LIGHTING |__X__[REIL 33 (PCL), 15 (PCL)
TDZ
CILINE
X |OTHER (SPECIFY)
PAPI-4R 33 (PCL) PAPI-4L 15 (PCL)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT NPI-G 33,15
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1003.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X [RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

JILL'OLSON (ROSS F. BARTO)

DATE:
09/25/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

;I;lAIZ)BU INITIAL - INTERMEDIATE CONTROLLING OBSTACLE 1250
OBST#7: REQUEST (4D) AC FROM FLIGHT CHECK.

OBST# 9: REQUEST (4D) AC FROM FLIGHT CHECK.

OBST# 13: REQUEST (4D) AC FROM FLIGHT CHECK.

USED 100 FT TREES PER FPT.

LPV SURFACE: 34:1
LNAV/VNAV SURFACE: 23.44:1

AVERAGE LOW TEMPERATURE DATA NOT AVAILABLE, STANDARD
-30 ISA DEVIATION APPLIED.

VGSI DATA: 3.00/40

KULM AND KJYG AWOS-3 ON SERVICE A.
RASS PRESSURE PATTERNS SAME
KULM 1011.2, KJYG 1067.4

RA = 54.22.
SEE ATTACHED AIRSPACE LETTER.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART -A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN ZUDIL/2.50 NM TO RW33 13. TREE 441627.13N/0942852.80W | 1129 (2C) 250 1380
RW33
MAP:
3. MISSED
APPROACH SRV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | T 350
CATEGORY B 15NM  [m] 450 |2
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ] -
SECTOR OBSTRUCTION | BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA - -
CITY AND STATE ELEVATION: 1011 FACILITY PROCEDURE AND AMENDMENT NO:  [REGION
NEW ULM, MN AIRPORT NAME: RNAV RNAV (GPS) RWY 33, ORIG AGL
NEW ULM MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [unF | [HF  [LocaTiON: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR |_]MONITOR POINT.
sTaTus | HRS | CATT
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
g
LIGHTING REWL
TDZ
CILINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
INSTRUMENT
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8 GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: CETOT

STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 441440.56N/0942640.41W TYPE: WP

AIRSPACE DOCKET:

FIX TYPE OF ACTION: ESTABLISH

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 33 KULM NEW ULM MN (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013
DEVELOPED BY: ~  DATE: 09/24/2012 OFFICE: AJV-353 NAME: JILL OLSON (ROSS BARTO)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
I
@ .
® n
N
“ﬂ/gcws‘g’
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: KADPE

LATITUDE/LONGITUDE: 442855.47N/0843748.09W

AIRSPACE DOCKET:

HOLDING:

PATTERNS:

PAT DIR TYPE

1 NW WP

IDENT

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 AAO

HOLDING RESTRICTIONS:

RAD/CRS/BRG CRS
329.67

STATE: MN
TYPE: WP
FIX TYPE OF ACTION: ESTABLISH

COUNTRY: US

HOLDING TYPE OF ACTION: ESTABLISH

TURN
(LORR) TIME DME MIN
R 4 3000

MAX
6000

INBOUND
149.67

COORDINATES ELEVATION
443733.00N/0944151.00W 1313

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: :

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE

AP RNAV (GPS) RWY 15
IAP RNAV (GPS) RWY 33

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 09/24/2012
APPROVED BY: DATE:
SIGNATURE:

NFDC

FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

DISTRIBUTION:

FAC PAT AIRPORTIDENT CITY
1 KULM NEW ULM
1 KULM NEW ULM

DATE OF REVISION: 03/07/2013
OFFICE: AJV-353 NAME: JILL OLSON (ROSS BARTO)

OFFICE: AJV-353 NAME: LARRY STROUT

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MIN MAX

5 6

ACCURACY CODE
4E

STATE
MN (US)
MN (US)

My,
2 o

£33
J’}ﬁ:”’ % f“@
s C; Kﬁ.@

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: OSHOF STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 442949.94N/0944801.14W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME . IDENT TYPE CLASS MAG TRUE DME " DIST FROM FAC
BRG BRG NM  FEET
1 REDWOOD FALLS RWF - VOR/DME H 075.62 082.62 14.20 14.20
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE .
V-26 :
IAP RNAV (GPS) RWY 15 KULM NEW ULM
IAP RNAV (GPS) RWY 33 KULM NEW ULM
AP RNAV (GPS) RwWY 30 KRWF REDWOOD FALLS

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 03/07/2013

REASON FOR REVISION:

1. REMOVED FAC 2.

2. ADDED DIST FROM FAC TO FAC 1.
3. UPDATE FIX USE.

DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-353 NAME: JILL OLSON (ROSS BARTO)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

MRA MAA
3000 17500

STATE
Us)

MN (US)
MN (US)
MN (US)

i
2 £

FAA FORM 8260-2 / AUG 2009

7 3 et
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RADIO FIX AND HOLDING DATA RECORD

NAME: TUPBU STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 440859.08N/0940720.86W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 MANKATO MKT VOR/DME L 238.18 24518  10.00 10.00 3400 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V250 (Us)

IAP RNAV (GPS) RWY 33 KULM NEW ULM MN (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POQINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION:
DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-353 NAME: JILL OLSON (ROSS BARTO)
APPROVED BY: DATE: QFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




NAME: YEBUY

RADIO FIX AND HOLDING DATA RECORD

STATE: MN COUNTRY: US

LATITUDE/LONGITUDE: 440903.85N/0942219.17W TYPE: WP

AIRSPACE DOCKET:

FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DM MAX  MIN MAX

1 SE WP 149.86 329.86 R 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ACCURACY CODE

1 200 TOWER (27-001867) 440305.00N/0941800.00wW 4D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

. PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP RNAV (GPS) RWY 15 1 KULM NEW ULM MN (US)

IAP RNAV (GPS) RWY 33 1 KULM NEW ULM MN (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 03/07/2013

DEVELOPED BY: DATE: 09/24/2012 OFFICE: AJV-353

APPROVED BY: DATE: OFFICE: AJV-353

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

NAME: LARRY STROUT

NAME: JILL OLSON (ROSS BARTO)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZUDIL

STATE: MN . COUNTRY: US

LATITUDE/LONGITUDE: 441629.15N/0942804.87W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 33

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 09/24/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
. KULM. NEW ULM

DATE OF REVISION: 03/07/2013

OFFICE: AJV-353 NAME: JILL OLSON (ROSS BARTO)

OFFICE: AJV-353 NAME: LARRY STROUT

STATE
MN (US)

w B -
@';“h M G
2
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RADIO FIX AND HOLDING DATA RECORD

NAME: BEEGR STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 443234.58N/0941641.15W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 REDWOOD FALLS RWF VOR/DME H 075.61 082.61 36.78
2 DARWIN DWN VORTAC L 160.00 167.00
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE V26 1,2
|IAP NDB RWY 31 1,2 KGYL GLENCOE
IAP RNAV (GPS) RWY 31 KGYL GLENCOE
AP RNAV (GPS) RWY 33 KHCD HUTCHINSON
AP VOR/DME RWY 33 1,2 KHCD HUTCHINSON
IAP NDB RWY 15 KULM NEW ULM
IAP NDB RWY 33 KULM NEW ULM
IAP RNAV (GPS) RWY 15 KULM NEW ULM
IAP RNAV (GPS) RWY 33 KULM NEW ULM

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING PQOINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

UPDATED FIX USE.

UPDATED FIX MAKE-UP DME/DIST FROM FAC.

CHANGED MRA FOR FAC 1 AND FAC 2 FROM 2600 TO 3000.

DEVELOPED BY: DATE: 09/21/2009

APPROVED BY: DATE: 02/11/2010

SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN
ARTCC: ZMP
ATC FACILITY:

OTHER:

DATE OF REVISION: 02/11/2010

OFFICE: AVN-120

OFFICE: AVN-120

DME DISTFROMF
NM  FEET

36.78
33.53

AC

MRA

3000
3000

MAA

17500
17500

STATE

MN (US)
MN (US)
MN (US)
MN (US
MN (US
MN (US
MN (US
MN (US)

RebAb At

NAME: WADE TERRELL (LONNIE EVERHART)

NAME: SUE CRUMB

INFO ONLY

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA _RECORD

INEOQ ONLY

" NAME: WAGIK STATE: MN COUNTRY: US
LATITUDE/LONGITUDE: 440120.94N/0942957.80W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 MANKATO MKT VOR/DME L .238.18 24518  28.00 28.00 3400 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC -PAT AIRPORT IDENT CITY STATE
EN ROUTE V250 1 (Us)
IAP RNAV (GPS) RWY 13 KFRM FAIRMONT MN (US)
IAP RNAV (GPS) RWY 33 KULM NEW ULM MN (US)
IAP RNAV (GPS) RWY 31 KD42 SPRINGFIELD MN (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013
REASON FOR REVISION: '
REMOVED FAC 2 FROM FIX MAKEUP.
DEVELOPED BY: DATE: 08/09/2012 OFFICE: AJV-353 NAME: JILL OLSON (MARK BURTZ)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY:  NEW ULM | STATE: MN
AIRPORT NAME:  NEW ULM MUNI | ID: KuLM
PROCEDURE: RNAV (GPS) RWY 33 AMDT: oé’le
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point ' 3.06

(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 1.20

(Enter appropriate segment , final, intermediate, etc.) ) )
3. True Course of FINAL segment containing 1000’ point 330.81
4. High Terrain in FINAL segment containing 1000’ point 1019
5. Distance from - THLD to 1500’ point 4.57

: (If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 2.07
7. True Gourse of FINAL segment containing 1500’ point 330.81
8. High Terrain in FINAL segment containing 1500' point 1019
9. Threshold Coordinates (if straight-in) ... 441840.07N 0942946.82W
10. ARP Coordinates ........cveeeveeeeeen.. 441911.13N 0943008.40W
11.. Runway Approach End and distance furthest from ARP................. RWY 33
7 Distance 0.58 NM

12. FAF Goordinates .........cccoeeeeviene 441440.56N 0942640.41W

(Click to Select)

REMARKS: Approach/Drawing attached.




Federal Aviation
Administration

‘Memorandum

Date:
“To: Dick Powell Manager, National Flight Data Center, AJV-21
From: Larry H. Strout, Manager, Central Products Team, AJV-353

Subject: ACTION: Magnetic Variation Change for New Ulm, MN (ULM)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
“Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

NDB RWY 15, AMDT 2
NDB RWY 33, AMDT 2

RNAV (GPS) RWY 15, ORIG

RNAV (GPS) RWY 33, ORIG

TAKE-OFF MINIMUMS AND OBSTACLE DEPARTURE PROCEDURE, ORIG

Estimated Chart Date: 03/07/2013

Please publish these changes in the National Flight Data Digest.

MINNESOTA
Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Value Year
New Ulm New Ulm Muni Airport | KULM/ULM 0Old 4° East
2015
New 1° East
New Ulm - New Ulm Muni NBD/M ULM 0Old 4° East
2015
New 1° East

If you have any questions please notify Larry H. Strout, larry.h.strout@faa.gov (405-954-5070).

cc: AIV-3rf
§jb:x7537:9-21-12: (UNAVN100\PIT'MAGVAR\MAGVARWMAGVAR Letters 2013\ MV Change Request for New Ulm,
MN (KULM) 9-21-12.doc , Requestor: RBarto, Evaluated By: CZuest






