Action: Task Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/18/2008 | 2008061719757364001 20080617197573
Procedure: NDB RWY 14 AMDT 2 Airport ID: Airport: CAIRO RGNL Reimbursable #:
KCIR
City: CAIRO ST: IL GPS #: Estimated Chart Date: FICO #:
06/27/2013
Fac ID: CIR Fac. Type: NDB/M CASIMIR TABAKA(Contractor)
Procedure Review

Rec'd Rel'd Full Name Comments
Lead: 09/28/2012 03/07/2013 CASIMIR TABAKA
QA: 03/07/2013 03/07/2013 CASIMIR TABAKA
Liaison: | 03/07/2013 St ian

: Remark Type: INFORMATION [

Procedure Comments: ENROUTE yp fﬁ?‘ [/‘f[/
CAIRO, IL CAIRO RGNL (KCIR) NDB RWY 14, AMDT 2 ENROUTE-YES FC: 4.30.13 PUBR: 6.27.13

ATTACHED FORMS: 8260-5; 8260-10; 8260-9; 8260-2(S)

(CNG) VTAC, REV 9; MALDEN (MAW) VTAC, REV 20.
FLCK NOTE: REQUEST FLIGHT CHECK VERIFY THE ACCURACY CODE OF TOWER (17-006011) CIRCLING CAT B CONTROLLER.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

¢ CAIRO (CIR) NDB, REV 4; HAINS-INT, REV 2; CAPE GIRARDEAU (CGI) VDME, REV 12; CUNNINGHAM

VN 8200-6 (05/26/2005)

Data as of:

3/8/2013

11:40:32AM




CAIRO, ILLINOIS AL-5738 (FAA} -
Rwyldg 4001

ND;’97C|R APP CES THRE 314 NDB RWY ] 4

37 ) 150° | aoiEey 322 CAIRO RGNL (CIR)

v Rwy 14 Straight-In and Circling minimums NA at night. Circling to Rwy 20 and Rwy 32 NA

A at night. When local altimeter not received, use Cape Girardeau altimeter setting and increase
all mda 60 feet and increase HAINS fix minimurns S-14 Cat C visibility 1/8 mile, and Circling
Cat C visibility 1/4 mile. Helicopter visibility reduction below 1 SM not authorized

MISSED APPROACH: Climb
to 2300 then left turn direct
CIR NDB ond hold.

AWOS-3
118.025

MEMPHIS CENTER
133.65 292.15

UNICOM
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1129 CGl ==="

111.2 MAW 1=
Chan 49

PROTOTYPE-NOT FOR NAVIGATION
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A

CUNNINGHAM

113.1 CNG =:-
Chan 78

EEv 322 | [THRE_314

(VGSI Angle 3.00°/TCH 25.9).

VGSI and descent angles not coincident
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within 10 NM 3300
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CATEGORY A B c D
S-14 1400-1% 1400-1Y2 1400-3 NA
1086 (1100-1%) | 1086 (1100-1%2) | 1086 {1100-3)
1400-1% 1400-1%2 1400-3
C
@ circunG 1078 {1100-1%) | 1078 (1100-1)2) | 1078 {1100-3) NA
HAINS FIX MINIMUMS
. _ 960-178
S-14 960-1 646 {700-1) 646 (700-1%) NA :/EIFL-LR;,Y ]2420
1020-2 Wy 2-
C - - )
[ CIRCLING 960-1 638 (700-1) 698 700-2) NA MIRL Rwy 14-320

CAIRO, ILLINOIS
Amdt 2 FIG

37°04'N-89°13'W

CAIRO RGNL (CIR)

NDB RWY 14



U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
NDB STANDARD | except HAT, HAA, TCH, andRA. Altitudes are minimum altitudes unless otherwise indicated.
STAND NSTRUMENT APPROACH PROCEDURE Celings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.27 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: CIR NDB
CGI VOR/DME CIRNDB 122.66 / 19.50 2300
CLIMB TO 2300 THEN LEFT TURN DIRECT CIR NDB AND HOLD.
CNG VORTAC CIRNDB 276.84 / 18.82 2300
MAW VORTAC CIRNDB 044.36 / 44.93 2300
ADDITIONAL FLIGHT DATA:
HOLD NW, LT, 150.00 INBOUND.
HAINS TO RW14: 2.79/40.
CHART CIRCLING ICON.
FAS OBST: 654 AAO 370725N/0891553W,
FAC CROSSES RWY C/L EXTENDED 5135 FROM THLD.
1.PT R SIDE OF COURSE 330.00 OUTBOUND 2300 FT WITHIN 10 MILES OF CIR NDB (1AF)
2.
3.FAC 150.00 FAF DIST FAF TO MAP THLD
4.MIN. ALT HAINS INT 1400*
8.MSA FROM: CIR NDB 090-270 2100, 270-090 3500 MAG VAR: 0E EPOCH YEAR:1995
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | I @
CATEGORY =====> A B (o] D E
MDA VIS HAT/HAA| MDA VIS HAT/HAA| MDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
B4 1400 11/4 1086 1400 1172 1086 1400 3 1086 NA
CIRCLING 1400 11/4 1078 1400 11/2 1078 1400 3 1078 NA
HAINS FIX MINIMUMS
b1a 960 1 646 960 1 646 960 17/8 646 NA
CIRCLING 960 1 638 960 1 638 1020 2 698 NA
NOTES:

@ CATA, B, 1100-2, CAT C 1100-3

CHART NOTE: RWY 14 STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT. @ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CHART NOTE: CIRCLING TO RWY 20 AND RWY 32 NA AT NIGHT.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAPE GIRARDEAU ALTIMETER SETTING AND

SBAL
INCREASE ALL MDA 60 FEET AND INCREASE HAINS FIX MINIMUMS S-14 CAT C VISIBILITY 1/8 MILE, AND 4 /'}‘
(SEE FORM 8260-10) 0 o
e
CITY AND STATE ELEVATION: 322 THRE: 314 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: sup NDB OR GPS RWY
CAIRO, IL AIRPORT NAME: IDENTIFIER: NDB RWY 14, AMDT 2 14
CIR NDB AMDT 1
CAIRO RGNL DATE 10/1311994

FAA FORM 8260-5 / April 2006 (computer generated) PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES |I| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[] 1] [ ] [x] [X]  zmeartcc, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

JILL OLSON (MICAH DOEDEN) AJV-353 01/11/2013

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. REMOVED "OR GPS" FROM PROCEDURE NAME.

2. RAISED AIRPORT ELEVATION FROM 321 TO 322.

3. RAISED $S-14 MDA/HAT FROM 1400/1079 TO 1400/1086 FOR ALL CATEGORIES.

4. RAISED STEPDOWN MDA/HAT FROM 920/599 TO 960/646 FOR ALL CATEGORIES,

5. LOWERED CIRCLING MDA/HAA FROM 1400/1079 TO 1400/1078 FOR ALL CATEGORIES.

6. RAISED STEPDOWN CIRCLING CAT A AND B MDA/HAA FROM 920/599 TO 960/638; CAT C FROM 920/599 TO 1020/698.

7. INCREASED STEPDOWN CAT C VISIBILITY FROM 1 1/2 TO 1 7/8.

8. INCREASED STEPDOWN CIRCLING CAT C VISIBILITY FROM 1 1/2 TO 2.
9. ADDED NOTE: "RWY 14 STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT."
10. ADDED NOTE: "CIRCLING TO RWY 20 AND RWY 32 NA AT NIGHT."
11. ADDED NOTE: "HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED."
12. ADDED NOTE: "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CAPE GIRARDEAU ALTIMETER SETTING AND INCREASE ALL MDA 60 FEET AND INCREASE HAINS FIX
S-14 CAT C VISIBILITY 1/8 MILE, AND CIRCLING CAT C VISIBILITY 1/4 MILE.”
18?.:. égz%%ORIZED PROCEDURE AS ALTERNATE.

-10

REASONS:

1. ATC REQUEST.

2. AIRPORT SURVEYED ELEVATION 322.0.

3-8. NEW CONTROLLER DUE TO NEW SURVEY DATA.

9-10. VISUAL SURFACES PENETRATED.

11. IAW 8260.19 PARA 854! (3), CHANGE 2.

12. LOCAL ALTIMETER ADDED.

13. SERVICE A ADDED.

14. ORDER 8260.3, VOLUME 1, CHAPTER 3, NEW CIRCLING CRITERIA APPLIED.
15-17. MAG VAR UPDATE.

18. IAW 8260.19E PARA 8-57U.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

NDB STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.27

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CIRCLING CAT C VISIBILITY 1/4 MILE.

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 1 SM NOT AUTHORIZED.
CHART PROFILE NOTE: *1460 WHEN USING CAPE GIRARDEAU ALTIMETER SETTING.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT.

éy‘xi / 7
Y,
S
CITY AND STATE ELEVATION: 322 THRE: 314 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |gyp: NDB °R1‘3PS RWY
CAIRO, IL AIRPORT NAME: IDENTIFIER: NDB RWY 14, AMDT 2 AMDT: 1
CIR NDB .
‘CAIRO RGNL DATED: 10/13/1994

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




[] vyes [ ] ~No

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

i OO 0O 0O 4 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES
CHANGES CONT.
14. ADDED CIRCLING ICON. 15. CHANGED CGI VOR/DME FEEDER ROUTE FROM 119.5/19.47 TO 122.66/19.50.
16. CHANGED CNG VORTAC FEEDER ROUTE FROM 276.84/18.84 TO 276.84/18.82. 17. CHANGED MAW VORTAC
FEEDER ROUTE FROM 044.31/44.95 TO 044.36/44.93. 18. ADDED VDA AND NONCOINCIDENT NOTE.
REASONS:
v 4




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
, PART.-A OBSTRUCTION DATA. - :
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER CGI VOR/DME CIRNDB 1. TOWER (29-002592) [370946.00N/0892859.00W | 993 (5D) 1000 |AT307 2300
2. TERRAIN 371254.00N/0892254.00W 621 (600) AS1500 2100
FEEDER CNG VORTAC CIRNDB 3. TOWER (21-002193) |365932.19N/0885919.23W |970 (5D) 1000 [AT330 2300
4. TERRAIN 365951.00N/0885100.00W |519 (500) AS1500 2000
FEEDER MAW VORTAC CIRNDB 5. TOWER (29-001527) [364713.00N/0893201.00W |1009 (5D) 1000 |AT291 2300
[6. TERRAIN 370526.96N/0891539.93W | 357 (400) AS1500 1900
FINAL: PT 10 NM HAINS INT 7. AAO 371130.75N/0892059.31W | 779 (2C) 350 |DG271 1400
FINAL: PT STEPDOWN HAINS INT CIR NDB 8. AAO 370725.11N/0891553.07W | 654 (2C) 300 960
2. PROCEDURE TURN CIRNDB 10 NM 9. TOWER (17-001128) [371906.00N/0891908.00W |1055 (5E) 1000 2100
10. TERRAIN 371906.00N/0891908.00W [830 (800) AS1500 2300
MAP: [CIRNDB CIR NDB ASC 2300
iPl\lﬂlRSCS)EgH 11.T-L TWR (21-000688)370409.00N/0890917.00W | 676 (4D) 1000 1700
ELEV: 660 12. TERRAIN 365821.00N/0890336.00W | 476 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM 350 1078/ 638 13. TREE (KCIRT0387) | 370317.51N/0891405.97W [469 (1A) 300 sl/ sl 1400 / 960
[m}
CATEGORY B 1.5 NM wf 450 z 1078 / 638 14. TOWER (17-006011)f 370224.00N/0891132.00W |542 (4D) 300 R 1400 / 960
CATEGORY C 1.7NM  |S] 450 |2 1078/ 698 11. T-L TWR (17-001203)370433.00N/0891004.00W (656 (4D) 300 S1/AC50 1400 / 1020
CATEGORY D 23NM S 550 |2
CATEGORY E 45NM  |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: CIR NDB Py
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) TS A
090-270 TWR (29-001527) 222/22.2 1009 (5D) 2100 S
270-090 TWR (29-000221) 329/ 25.8 2487 (4D) 3500 T
CITY AND STATE ELEVATION: 322 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
CAIRO, IL AIRPORT NAME: CIR NDB NDB RWY 14, AMDT 2 AGL
CAIRO RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMEKTER SETTING
STL FSS NWS |OTHER: SOURCE:KCIR / KCGI
ZME ARTCC AWOS-3 DISTANCE: 0/ 19.42

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC BACKUP
x|VHF [xJuHF | [HF |LocATiON:KkCIR ADJUSTMENT: 0/ 48
. PRIMARY NAVAID: CIR NDB
MONITOR |-MONITOR POINT: _ MOCC
STATUs | HRs [ CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
[mMALS
5. [HIRL
APPROACHI™ "y ImIRL 02, 20, 14 (PCL), 32 (PCL)
& RUNWAY —— =
LIGHTING —
C/LINE
X |OTHER (SPECIFY)
PAPI-4L 14
6. RUNWAY BASIC BSC-G 02, 20
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 14, 32
7.RUNWAY |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:

PATH DISTANCE FROM RWY: ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH [RUNWAY THRESHOLD 5135

FT. FROM THRESHOLD

COURSE AIMING X

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
JILL OLSON (MICAH DOEDEN) 01/11/2013
TITLE: . OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VDP NOT ESTABLISHED - PROCEDURE IS NO FAF.

I(I)EI}PS VOLUME 1, VISUAL PORTIONS OF FINAL PENETRATIONS:

RWY 14

389 TREE
352 TREE
370 TREE
345 TREE
354 TREE
357 TREE
338 TREE
339 TREE
355 TREE
337 TREE

RWY 20

336 BUSH (KCIRT0156) 370406.05N/0891251.33W (12.60)
332 BUSH (KCIRT0158) 370407.20N/0891254.08W (7.25)
331 BUSH (KCIRT0159) 370406.74N/0891252.32W (5.81)
354 TREE (KCIRT0185) 370412.65N/0891251.75W (0.15)

RWY 32

350 TREE (KCIRT0071) 370335.10N/0891257.11W (22.55)
348 TREE (KCIRT0074) 370333.61N/0891257.00W (14.38)
349 TREE (KCIRT0075) 370332.59N/0891257.18W (11.81)
350 TREE (KCIRT0338) 370330.84N/0891257.29W (6.17)

34:1

KCIRT0276) 370411.85N/0891344.37W
KCIRT0261) 370412.70N/0891331.63W
KGIRT0270) 370410.84N/0891343.21W
KCIRT0262) 370412.69N/0891332.95W
KCIRT0267) 370412.76N/0891339.45W
KCIRT0272) 370412.70N/0891341.76 W
KCIRT0263) 370412.70N/0891334.85W
KCIRT0264) 370412.67N/0891336.25W
KCIRT0277) 370412.73N/0891343.26W
KCIRT0266) 370412.75N/0891337.74W

38.80)
30.64)
26.72)
20.34)
12.64)
10.04)
8.50)
6.08)
4.13)
0.00)

RWY 14

420 TREE
408 TREE
412 TREE
413 TREE
403 TREE
404 TREE
396 TREE
401 TREE
404 TREE
400 TREE
401 TREE
392 TREE
387 TREE

KCIRT0310
KCIRT0302
KCIRT0306
KCIRT0312
KCIRT0301
KCIRT0305,
KCIRT0297
KCIRT0304,
KCIRT0308
KCIRT0303
KCIRT0307
KCIRT0298)
KCIRT0296)

370429.80N/0891357.62W
370428.39N/0891354.87W
370429.22N/0891356.61W
370430.84N/0891356.65W
370427.48N/0891355.90W
370429.58N/0891355.25W
370426.55N/0891355.33W
370427.70N/0891357.41W
370430.73N/0891355.27W
370425.49N/0891400.86W
370425.57N/0891402.38W
370425.61N/0891357.20W
370425.50N/0891354.68W
407 TREE (KCIRT0320) 370429.94N/0891401.98W
390 TREE (KCIRT0300) 370425.40N/0891358.93W

4D ACCURACY VERIFICATION OF OBSTACLE #14 REQUESTED FROM
FLIGHT CHECK.

100' VEGETATION USED FOR EVALUATION.
FAC: 150.00T/150.00M

SERVICE A: KCIR: YES / KCGI: YES

VGSI DATA: 3.00/25.9

ORDER 8260.3, VOLUME 1, CHAPTER 3, NEW CIRCLING
CRITERIA APPLIED.

23.46)
18.83)
18.31)
15.49)
14.41)
11.50)
10.42)
9.65)
8.79)
8.66)
7.22)

CAT A: 1.30 NM R
CAT B: 1.82 NM o
CAT C: 2.85 NM )
CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO | OBSTRUCTION | COORDINATES |ELEV. MSL ROC ALT. ADJUSTMENTS | MIN. ALT.
P:
3. MISSED MA
APPROACH =
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ | ] 350
CATEGORY B 15NM__|m[ 450 [
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: WPel7,
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST __|ELEVATION (MSD)] @ Mg A
o]
Y, N
ppel
CITY AND STATE ELEVATION: 322 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
CAIRO, IL AIRPORT NAME: CIR NDB NDB RWY 14, AMDT 2 AGL
CAIRO RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT!
> OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
b B
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT.
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.

RASS PRESSURE PATTERNS SAME
KCIR 322.0, KCGI 341.6

RA = 47.41FT.

SEE ATTACHED AIRSPACE LETTER.




RADIO FIX AND HOLDING DATA RECORD

NAME: CAIRO NDB STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 370339.95N/0891323.44W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC

BRG BRG NM  FEET
1 CAIRO CIR . NDB MH

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS

MRA MAA
17500

NS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND {L ORR) TIME DME MIN MAX  MIN MAX
1

1 NW  CIR NDB 330.00 150.00 2300 12000

CONTROLLING OBSTRUCTIONS:

4 9

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1

200 TOWER (17-002943) 370906.00N/0891005.00W 727 2C

REASON FOR NONSTANDARD HOLDING:
PAT 1 COMPATIBLE WITH PROCEDURE TURN, TRAFFIC SEPARATION

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
KCIR CAIRO IL (US)

1 NDB RWY 14

REMARKS:
UNPLANNED HOLDING AUTHORIZED AT -OR ABOVE 3000.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP NDB RWY 14 1 KCIR CAIRO

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
UPDATED COORDINATES.
UPDATED HOLDING PATTERN AIRSPEED (175 TO 200), TEMPLATE, AND CONTROLLING OBSTACLE.

DEVELOPED BY: DATE: 02/11/2013 OFFICE: AJV-353 NAME: JILL OLSON (MICAH DOEDEN)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI
OTHER:

STATE
L (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HAINS STATE: IL COUNTRY: US
LATITUDE/LONGITUDE: 370708.03N/0891553.48W TYPE: INT
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG  BRG NM  FEET
1 CAIRO CIR NDB MH  330.00 330.00 4.00
2 CAPE GIRARDEAU CcaGl VORDME L 115.73 11373 16.12
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
CAPE GIRARDEAU (FAC 2) AND CAIRO (FAC 1) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP NDB RWY 14 1,2 KCIR CAIRO
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 06/27/2013
REASON FOR REVISION:
FIX MOVED 235FT SE; UPDATED COORDINATES.
RAISED MRA ALTITUDE FROM 1000 TO 1300.
DEVELOPED BY: DATE: 12/27/2012 OFFICE: AJV-353 NAME: JILL OLSON (MICAH DOEDEN)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION:  NFDC
FPO:
ARTCC: ZME
ATC FACILITY

OTHER: CGI ATCT

MRA  MAA

1300 17500
1300 17500

STATE
IL (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

STATE: MO COUNTRY: US g—
INFO ONLY
L.

NAME: CAPE GIRARDEAU VOR/DME

LATITUDE/LONGITUDE: 371339.14N/0893420.68W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 CAPE GIRARDEAU CGl VOR/DME L 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s  CGl VORDME  196.04 016.04 L 1 2200 6000 4 5

2 s  CGl VORDME ~ 196.04 016.04 L 1 2400 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (29-002249) 370724.49N/0893219.44W 834 5D

2 200 TOWER (29-002249) 370724.49N/0893219.44W 834 5D

2 310 TOWER (29-001164) 372423.00N/0893344.00W 2287 4E

REASON FOR NONSTANDARD HOLDING:

PAT 2 ATC REQUEST

PAT 1 PAT 2 ATC REQUESTED

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORTIDENT  CITY STATE

1 ILS OR LOC RWY 10 KCGI CAPE GIRARDEAU MO (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
PATTERN 2 CONTROLLING OBSTACLE IS LOCATED 11,129' INTO THE SECONDARY AREA, PRIMARY EQUIVALENT ELEVATION IS 1332.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP TURBO KALN ALTON/ST LOUIS IL (US)
DP TURBO KCPS CAHOKIA/ST LOUIS IL (US)
DP TURBO KSTL ST LOUIS MO (US)
DP TURBO KSUS ST LOUIS MO (US)
EN ROUTE V125 (US)
EN ROUTE V313 (US)
EN ROUTE V429 (US)
EN ROUTE V178 MO (US)
IAP NDB RWY 14 KCIR CAIRO IL (US)
IAP RNAV (GPS) RWY 14 KCIR CAIRO IL (US)
IAP ILS OR LOC RWY 10 2 KCGI CAPE GIRARDEAU MO (US)
IAP LOC/DME BC RWY 28 KCGI CAPE GIRARDEAU MO (US)
IAP VOR RWY 02 1 KCGI CAPE GIRARDEAU MO (US)
IAP VOR RWY 10 1 KCGI CAPE GIRARDEAU MO (US)
IAP NDB RWY 36 KCHQ CHARLESTON MO (US)
IAP RNAV (GPS) RWY 18 KMAW MALDEN MO (US)
IAP RNAV (GPS) RWY 02 KSIK SIKESTON MO (US)
IAP RNAV (GPS) RWY 20 KSIK SIKESTON MO (US
IAP VOR RWY 20 KSIK SIKESTON MO (US)
STAR BOOSH (RNAV) KSTL ST LOUIS MO (US)
STAR QBALL KSTL ST LOUIS MO (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 12

REASON FOR REVISION:
1. UPDATED FIX USE.

DATE OF REVISION: 06/27/2013

2. CHANGED HOLD PAT 1 AND PAT 2 INBOUND COURSE FROM 013.04 TO 016.04 AND RAISED MIN HOLD ALT FROM 2000 TO 2200.
3. CHANGED HOLD PAT 2 MAX ALT FROM 4000 TO 6000, MIN TAMPLATE FROM 12 TO 4 AND MAX TEMPLATE FROM 12 TO 5.

4. ADDED 200 KIAS CONTROLLING OBS TO HOLD PAT 2. .
5. ADDED ENROUTE HIGH TO REQUIRED CHARTING. W
6. CHANGED FAC 1 MAA FROM 17500 TO 45000 TO SUPPORT THE QBALL STAR AT KSTL. A

x,if*i-/ ~
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o
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CAPE GIRARDEAU VOR/DME

DEVELOPED BY: DATE: 12/12/2012 OFFICE: AJV-353 NAME: JILL OLSON (JOHN LINDSEY)

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY: CGI ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: CUNNINGHAM VORTAC STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 370030.99N/0885012.89W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 CUNNINGHAM CNG VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SW  CNG VORTAC 224.69 044.69 R 1 2100 6000 6 7

2 SW  CNG VORTAC 221.71 041.71 R 1 2100 6000 6 7

3 SW  CNG VORTAC 221.00 041.00 R 1 2000 6000 5 7

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 265 TOWER (21-000045) 371131.00N/0885853.00W 2000 4D

1 230 TOWER (21-001852) 365251.00N/0885452.00W 823 2C

2 230 TOWER (21-001852) 365251.00N/0885452.00W 823 2C

3 230 TOWER (21-001852) 365251.00N/0885452.00W 823 2C

3 310 TOWER (21-002193) 365932.19N/0885919.23W 970 4D

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
3 VOR/DME RWY 22 KPAH PADUCAH KY (US)
REMARKS:

230 KT PATTERN USED TO ACCOMMODATE MILITARY OPERATIONS.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V11-47 (US)
EN ROUTE V11-47-305 (US)
EN ROUTE V178 (US)
EN ROUTE V305 (US)
EN ROUTE V540 (US)
EN ROUTE V67 (US)
IAP NDB RWY 14 KCIR CAIRO IL (US)
IAP RNAV (GPS) RWY 32 KCIR CAIRO IL (US)
IAP ILS OR LOC RWY 20 KMWA MARION IL (US)
IAP NDB RWY 20 KMWA MARION IL (US)
IAP RNAV (GPS) RWY 07 K5M9 MARION KY (US)
IAP RNAV (GPS) RWY 25 K5M9 MARION KY (US)
IAP VOR/DME-A KM25 MAYFIELD KY (US)
IAP LOC RWY 23 KCEY MURRAY KY (US)
IAP ILS OR LOC RWY 04 1 KPAH PADUCAH KY (US)
IAP VOR RWY 4 2 KPAH PADUCAH KY (US)
IAP VOR/DME RWY 22 3 KPAH PADUCAH KY (US)
IAP LOC/DME BC RWY 28 KCGI CAPE GIRARDEAU MO (US)
IAP NDB RWY 36 KCHQ CHARLESTON MO (US)
IAP RNAV (GPS) RWY 19 KHzD HUNTINGDON TN (US)
IAP RNAV (GPS) RWY 1 KUCY UNION CITY TN (US)
IAP RNAV (GPS) RWY 19 KUCY UNION CITY TN (US)

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 9 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
1. UPDATE FIX USE.
2. ADDED PAT3 310KT C-I-H

DEVELOPED BY: DATE: 03/01/2013 OFFICE: AJV-353 NAME: JILL OLSON (MICAH DOEDEN)
P *’:2
'”“}Yg;ﬁ{i@
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CUNNINGHAM VORTAC

) APPROVED BY: . DATE: OFFICE: AJV-353 NAME: LARRY S;i'ROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME, ZID
ATC FACILITY:
OTHER:
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RADIO' FIX AND HOLDING DATA RECORD lNFO ONLY

NAME: MALDEN VORTAC STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 363318.41N/0895441.12W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 MALDEN MAW VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE  MAW VORTAC 118.00 298.00 R 1 2100 6000 4 5

2 S MAW VORTAC 170.52 35052 R 1 2200 6000 4 5

3 W MAW VORTAC 271.00 091.00 R 1 2100 6000 4 5

4 N MAW VORTAC 355.36 175.36 L 1 2300 6000 4 5

5 SE  MAW VORTAC 120.33 300.33 R 1 2200 6000 4 5

6 N MAW VORTAC 014.18 194.18 L 1 3000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (29-002081) 362955.00N/0895116.00W 696 5D

2 200 TOWER (29-002081) 362955.00N/0895116.00W 696 5D

3 200 TOWER (29-001683) 363511.00N/0900405.00W 1068 3D

4 200 TOWER (29-002081) 362955.00N/0895116.00W 696 5D

5 200 TOWER (29-002081) 362955.00N/0895116.00W 696 5D

5 310  STACK (29-000694) 363053.00N/0893342.00W 1093 5D

6 200 TOWER (29-002081) 362955.00N/0895116.00W 696 5D

REASON FOR NONSTANDARD HOLDING:

PAT 4 AND 6: AVOID MALDEN MUNI AIRPORT TRAFFIC AREA.

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE

5 VOR/DME RWY 14 KMAW MALDEN MO (US)

REMARKS:

PRECIPITIOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP LINDBERGH KALN ALTON/ST LOUIS IL (US)

DP LINDBERGH KBLV BELLEVILLE IL (US)

DP LINDBERGH KCPS CAHOKIA/ST LOUIS IL (US)

DP CHUUC (RNAV) KSTL ST LOUIS MO (US)

DP LINDBERGH KSTL ST LOUIS MO (US)

DP LINDBERGH KSUS ST LOUIS MO (US)

DP MEMPHIS KMEM MEMPHIS TN (US)

EN ROUTE V9, V175, V305, V313 S)

IAP ILS OR LOC/DME RWY 18 KBYH BLYTHEVILLE AR (US)

IAP VOR RWY 18 KBYH BLYTHEVILLE AR (US)

IAP VOR RWY 36 KBYH BLYTHEVILLE AR (US

IAP RNAV (GPS) RWY 18 K4M9 CORNING AR (US)

IAP RNAV (GPS) RWY 22 KPGR PARAGOULD AR (US)

IAP RNAV (GPS) RWY 4 KPGR PARAGOULD AR (US)

IAP - NDB RWY 14 KCIR CAIRO IL (US)

IAP VOR/DME RWY 18 KMO5 CARUTHERSVILLE MO (US

IAP NDB RWY 36 KCHQ CHARLESTON MO (US

IAP VOR/DME RWY 36 2 KDXE DEXTER MO (US

IAP VOR RWY 15 4 KM85 GIDEON MO (US

IAP RNAV (GPS) RWY 20 KTKX KENNETT MO (US)

IAP VOR/DME RWY 20 6 KTKX KENNETT MO (US)

IAP RNAV (GPS) RWY 14 KMAW MALDEN MO (US)

IAP RNAV (GPS) RWY 18 KMAW MALDEN MO (US)

IAP RNAV (GPS) RWY 32 KMAW MALDEN MO (US)

IAP VOR RWY 32 1 KMAW MALDEN MO (US)

IAP VOR/DME RWY 14 5 KMAW MALDEN MO (US)

(AP VOR/DME-A 3 KEIW NEW MADRID MO (US)

IAP RNAV (GPS) RWY 36 KPOF POPLAR BLUFF MO (US),#4. 7 2

IAP SDF RWY 36 KPOF POPLAR BLUFF MO (US) 4

IAP VOR/DME RWY 2 KSIK SIKESTON MO (US) 4
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MALDEN VORTAC

'REQUIRED GHARTING:'DP, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

| - COMPULSORY-RERORTING POINT: NO

RECORD REVISION NUMBER: 20 DATE OF REVISION: 05/02/2013

REASON FOR REVISION:
CHANGED PATTERN 4 MIN HOLDING ALT FROM 2200 TO 2300.

UPDATED FIX USE.
DEVELOPED BY: DATE: 12/04/2012 OFFICE: AJV-353 NAME: MARK BURTZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZME
ATC FACILITY:
OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CAIRO STATE: IL
AIRPORT NAME: CAIRO RGNL | ID: KCIR
PROCEDURE: NDB RWY 14 AMDT: 2
DOCKET # :

(Qé-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FACILITY to 1000' point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 4.95
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 150.00
4. High Terrain in FINAL segment containing 1000’ point 739 MSL
5. Distance from FACILITY to 1500' point 7.00
(If 1500" point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 4.95
FINAL 150.
7. True Course of segment containing 1500’ point >0.00
8. High Terrain in FINAL segment containing 1500' point 830
370407.6563N 0891332.4791W
9. Threshold Coordinates (if straight-in) ... 407,563 /
370350.90N 0891310.
10. ARP Coordinates ......cccccceeeeeeeeennn. 70550.90 / 310.30W
11. Runway Approach End and distance furthest from ARP................. RWY 14
Distance 0.41 NM
12. FAF Coordinates .......c.ccccccceunuueee. /
(Click to Select)
REMARKS:

NDB no FAF.






