US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APFROACH PROCEDURE

RNAV - STANDARD
TITLE 14 CFR PART §7.33

Bearings, headings, couwses, and radiais are magnetic. Elevations and altitudes are in feet, MSL., except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are infeet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES - . MISSED APPROACH
FROM TC COURSE AND DISTANCE ALTITUDE LPV:DA
) LNAVIVNAV: DA
CIYAL OPEBY (FO) 353.43/29.98 4000 LNAV: RW17
N;FDE (1AF) ) OPEBY (NOPT) (FB) 117.01/14.05 4000 CLIMB TO 1700 THEN CLIMBING LEFT TURN TO 5000 DIRECT
POSTE (1AF) OPEBY (NOPT) (FB) 193.03/6.15 4000 KARYN AND HOLD.
KARYN (IAF) QF‘EBY {NOPT} (FB) 255.22120.97 4000
OPEBY (IFIIAF) LIEGE (FB) 175.30/6.06 2800
LIEGE (FAF) REGKO/1.90 NM TO RW17 (FB) 175,30/ 2.76
, ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD SE, LT, 333.20 INBOUND.
CHART FAS OBST: 1354 TOWER 332147N/0985013W
CHART FAS OBST: 1364 TREE 332226N/0984948W
DISTANCE TO THLD FROM 317 HATH: 0.87 NM.
WAAS CHANNEL # 97332
REFERENCE PATH ID: W17A
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART GRAHAN AWOS-3
2. HOLD N OPEBY, LT, 175.30 INBOUND, 4000 FT. IN LIEU OF PT (1AF)
3.FAC: 17530 FAF: LIEGE DISTFAFTOMAP: 466 THLD: 466
4. MIN. ALT: OPEBY 4000, LIEGE 2800, REGKO/1.90 NM TO RW17 1920* :
5. DIST TO THLD FROM OM: NIM: m: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2800 GS ALT AT:LIEGE 2800 OM: MM: I
7. GS ANGLE: 3.00 TCH:40.0 34:11S NOT CLEAR
8. MSA FROM: RW17 3000 MAG VAR: 5E EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =z=mm=> A B C D E
DH/MDA | VIS |HAT/HAA DHIMDA | VIS [HAT/HAAIDH/MDA | viS |HAT/HAA |DH/MDA | VIS |HAT/HAA|DHIMDA | VIS |HAT/IHAA
LPV DA 1592 1 317 1592 1 317 1592 1 317 NA
LNAVIVNAV DA 1592 1 317 1592 1 317 1592 1 317 NA
LNAV MDA 1700 1 425 1700 1 425 1700 114 425 NA
CIRCLING 1760 1 485 1760 1 485 1760 1172 485 NA
NOTES: '
CHART NOTE: BARO-VNAV NA.
CHART NOTE: USE GRAHAM ALTIMETER SETTING; WHEN NOT RECEIVED, USE KICKAPOO DOWNTOWN ALTIMETER ﬁp&i};
SETTING AND INCREASE ALL DA 51 FEET AND ALL LPV AND LNAV/VNAV VISIBILITIES 1/4 MILE, INCREASE ALL &
MDA 60 FEET AND LNAV CAT C VISIBILITY 1/8 MILE. 2 L&
SEE FORM 8260-10) et
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO.JJAMDT NO./EFFECTIVE DATE:  |SUP:
OLNEY, TX AIRPORT NAME: §DEN;&Q\E,R: RNAV (GPS) RWY 17, ORIG AMDT: NONE
OLNEY MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF [,PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FAGILITIES REQUIRED EFFECTIVE DATE
YES ] no ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
i I ] 2o 57 Av. i, At

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: : FIFC DATE:

PABLO ORTIZ AJV-353 08/20/2012

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. ORIGINAL PROCEDURE.

2. ITEMS PDFEDIT

TERMINAL ROUTE LIEGE TO LIEGE (FAF) AND REMOVED ALTITUDE 1920%

REASONS:

1. FPT REQUEST.

2. SIAP ERROR.

THIS REPLACES GPS RWY 17, ORIG.

P

¥ leon




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings. courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimurn altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
REGKO/1.90 NM TO RW17 RW17 (MAP) (FO) 175.30/1.90
RW17 (MAP) 1700 MSL 175.30 1700
1700 MSL KARYN (FO) 5000

NOTES, {(CONT.):

CHART NOTE: WHEN VGS! INOP, STRAIGHT-IN/CIRCLING RWY 17 PROCEDURE NA AT NiGHT.
CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CIYAL ON V16 SOUTHWEST BOUND.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT POSTE ON V77 NORTHBOUND.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT KARYN ON V568 SOUTHEAST BOUND.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV ONLY
%szaiij_
¢ 2
G!J:- P"’éﬁ'@
CITY AND STATE ELEVATION: 1275 THRE: 1275 FS\CIL!H PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  ISUP: )
) ENTIFIER: V (GPS} RWY 17, ORIG
OLNEY, TX AIRPORT NAME: A RNAV(GPS) AMDT: NONE
OLNEY MUNI DATED:

FAA FORM 8260-10/ Aprii 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [] wo
COORDINATED WITH:
ATA ALPA APA AOPA NBAA OTHER (specify)

AAT
[ [ ] [] [

[ ] 1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




11.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. )
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KONY
RUNWAY RW17
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR v}
REFERENCE PATH IDENTIFIER {(APPROACH ID) W1TA
LTP/FTP LATITUDE 332128.4255N
LTP/FTP LONGITUDE 0984912.8365W"
LTP/FTP ELLIPSOIDAL HEIGHT +03602
FPAP LATITUDE 331959.1600N
FPAP LONGITUDE 0984913.4000W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1192
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 93F35C16
ADDITIONAL PATH POINT RECORD INFORMATION
{CAO CODE K4
LTP ORTHOMETRIC HEIGHT +03887
FPAP ORTHOMETRIC HEIGHT +03887
SALs
L
3
R
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  ISUP:
. IDENTIFIER: RNAV (GPS) RWY 17, ORIG
OLNEY, TX AIRPORT NAME: AV (GPS) AMDT: . NONE
OLNEY MUNI DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF { PAGES



ALLAFFECTED PROCEDURES REVIEWED?

[] YES [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o 0O O O

. AOPA NBAA OTHER (specify)

[ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFQ DATE:
CHANGES:
REASONS:
o ')*&Ai &
:ﬁ* I:é

=
o




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
M@ INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CIYAL K40 C L N33021137W098480974 E0050 NAR CIYAL
SUSAEAENRT KARYN K40 C L N33354935W098242541 ’ E0048 NAR KARYN
SUSAEAENRT LIEGE K40 W N33260867W058491109 EQ050 NAR LIEGE
SUSAEAENRT NIFDE K40 C L N33394120W0599032385 E0052 NAR NIFDE
SUSAEAENRT OPEBY K40 W N33321282W098490881 E0050 NAR OPEBY
SUSAEAENRT POSTE K40 C L N33380454W098465214 E0050 NAR POSTE
SUSAEAENRT REGKO K40 W N33232264W098491213 E0050 NAR REGKO
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KONYK4AONY 0 051YHN33210320W098490900E005001275 1800018000C MNAR OLNEY MUNT
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678501234567890123456789012345678901234567890123456789012345678501234567890123456789012345678901234567890123456789012

SUSAP KONYKAFR17  ACIYAL 010CIYALKAEAOE IF 18000 A JS
SUSAP KONYKAFR17  ACIYAL 0200PEBYK4EAQEY  020TF 35340300 + 04000 A Js
SUSAP KONYKAFR17  ACIYAL 0300PEBYK4EAQEE AL  HF 17530040 + 04000 A Js
SUSAP KONYKAFR17  AKARYN 010KARYNK4EAQOE A  IF 18000 A JS
SUSAP KONYK4FR17  AKARYN 0200PEBYK4EACOEE B 010TF 25520210 + 04000 A J8
SUSAP KONYKAFR17  ANIFDE 010NIFDEK4EAOE A iF 18000 A JS
SUSAP KONYKAFR17  ANIFDE 0200PEBYK4EAQOEE B 010TF 11700141 + 04000 A JS
SUSAP KONYK4FR17  APOSTE 010POSTEK4EAOE A iF 18000 2 Js
SUSAP KONYKAFR17  APOSTE 0200PEBYK4EAOEE B 010TF 19300062 + 04000 A JS
SUSAP KONYK4FR17 R 0100PEBYK4EACE I IF + 04000 18000 A JS
SUSAP KONYK4FR17 R 020LIEGEK4EAIE F 051TF 17530061 + 02800 RW17 KAPGA JS
SUSAP KONYK4FR17 R 020LIEGEK4EA2WALDY ALNAV/VNAV ALNAV Js
SUSAP KONYK4FR17 R 021REGKOKAEAQOE S 031TF 17530028 V 0192001920 -300 A Js
SUSAP KONYK4FR17 R 030RW17 K4PGOGY M 031TF 17530019 01315 -300 A Js
SUSAP KONYX4FR17 R 040 0 M ca 1753 + 01700 A Js
SUSAP KONYK4FR17 R 050KARYNKAEAOEY L  DF + 05000 a Js
SUSAP KONYKAFR17 R 060KARYNKAEAOEE L  HM 33320050 + 05000 a Js
1 2 3 1 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678001234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KONYK4GRW17 0051011753 N33212843W098491284-0300 +0360201275000040075R
1 2 3 1 5 6 7 8 9 0 1 2 ‘ PinaL
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785%%2
o, &
A
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, ORIG
OLNEY MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O 0O

AOPA

[ 1]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAM'(Q‘ESLSIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KONYK4PR17 RW17 001 OO00W17A0N3321284255W09849128365+036020300N3319591600W09849134000106751192000400F40050093F35C16

SUSAP KONYK4PR17 RW17 Q02E +03887+03887LPV 97332
1 2 3 4 5 & 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KONYK4SRW1l7 K4PG 0 18018003025 M
Nl
4 2
3
e
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, ORIG :
OLNEY MUNI AMDT: NONE
RNAV v DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 o of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 O O 0O

AOPA

[ 1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAMES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CIYAL CIYAL 010 IF FB
CIYAL OPEBRY 020 TF FO 2.0 353.4(358.4T) 030.0 AA 04000
CIYAL OPEBY 030 IAF HF L FO 175.3(180.3T) 004.0 AA 04000
KARYN KARYN 010 IAF IF FB
KARYN OPEBY 020 TF FB 1.0 255.2(260.2T) 021.0 AA 04000
NIFDE NIFDE 010 IAF IF FB
NIFDE OPEBRY 020 TF ¥B 1.0 117.0(122.0T) 014.1 AA 04000
POSTE POSTE 010 IAF IF FB
POSTE OPEBY 020 TF FB 1.0 193.0(198.0T) 006.2 AA 04000
OPERY 010 FACF IF FB AA 04000
LIEGE 020 FAF TF FB 0.5 175.3(180.3T) 006.1 AA 02800
REGKO 021 SDF TF FB 0.3 175.3(180.3T) 002.8 AA 01920 GS 01s20
RW17 030 MAP TF FO 0.3 175.3(180.3T) 001.9 AT 01315
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 175.3(180.3T) AA 01700
KARYN 050 DF L FO AA 05000
KARYN 060 HM L FO 333.2(338.2T) 005.0 AA 05000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CIYAL N330211.37 W0984809.74 N3302.190 W09848.162
KARYN N333549.35 W0982425.41 N3335.823 wW09824.424
LIEGE N332608.67 W0984911.09 N3326.145 W09849.185
NIFDE N333941.20 W0990323.85 N3339.687 wW09903.398
OPEBY N333212.82 W0984908.81 N3332.214 W09845.147
POSTE N333804.54 W0984652.14 N3338.076 W09846.869
REGKO N332322.64 W0984912.13 N3323.377 W09849.202
RWL17 N332128.43 wW0984912 .84 N3321.474 W09849.214
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 01275 40
{ |
s |
ohkl7y |
0
g
L'~
e
CITY AND STATE ELEVATION: 1275 THRE: 1275 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
OLNEY, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, ORIG
OLNEY MUNI AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

LI O O O

AOPA

L1

NBAA OTHER (specify)

1

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT ADJUSTMENTS MIN. ALT,
FEEDER CIYAL OPEBY 1. TOWER {48-011804) |{330230.00N/0984645.00W | 1657 (4D} 1000 AT1343 4000
2. TERRAIN 332757 00N/0985121.00W (1329 (1300) AS1500 2800
INITIAL NIFDE OPEBY 3. AAD 333715.00N/0890306.00W | 1508 (4E) 1000 [AT1494 4000
4. TERRAIN 333718.00N/0990308.00W | 1306 (1300} AS1500 2800
INITIAL POSTE OPEBY’ 5. AAO 333145.00N/0985109.00W |1431 (4E) 1000 |AT1569 4000
6. TERRAIN 333200.00N/0984733.00W | 1224 (1200) AS1500 2700
INITIAL KARYN OPEBY 7. TOWER {48-008517) |333429.00N/0984257.00W {1522 (5D) 1000 AT1478 4000
6. TERRAIN 133200.00N/0984733.00W | 1224 {1200) AS1500 2700
INTERMEDIATE OPEBY (IFNIAF}) LIEGE 8. AAD 332757.00N/0985121.00W | 1529 (4E) 500 [AC98 2200
9. TERRAIN 332800.00N/0985124.00W | 1328 (1300) "~ IAS1500 2800
FINAL: LPV LIEGE RW17 10, TREE (KONYT0037) 1332133.56N/0984915.75W | 1295 (1A) ASC  [RAG7 1592317
FINAL: LNAVIVNAV LIEGE RW17 11. TOWER (48-026181) 332147 .06N/0985012.52W [1354 (1A) | 23.44:1 |RA67 1592/317
FINAL: LNAV LIEGE REGKO/1.90 NM 1O |12. AAD 332444.48N/0984953.96W | 1519 (2C) 250 |[RA118 DG33 1920
RW17 '
2. HOLD-IN-LIEU-OF-PT OPEBY P-5 7. TOWER (48-008517) [333429.00N/0984257.00W | 1522 (5D) 1000 |AT1478 4000
14. TERRAIN 232824.00N/0985118.00W {1313 (1300) AS1500 2800
MAP: |DA/DA/RW17 KARYN ASC 5000
ip“é‘ngigH 15. WILL (48-026064) |332559.92N/0984302.82W |1786 (5D0) | 1000 2800
ELEV: |1376/1442/1533 16. TERRAIN 332557.00N/0984300.00W | 1290 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A T3NM | 350 485 17. TOWER (48-026190)] 332147.16N/0985031.87TW |1377 (1A) 300 RA67 1760
CATEGORY B 1.5NM  |W 450 |7 485 17. TOWER (48-026190)] 332147.10N/0985031.87W 11377 (1A) 300 RAG7 1760
CATEGORY C 17NM |S| 450 |2 485 17. TOWER (48-026190)] 332147.10N/0985031.87W [1377 (1A) 300 RAS7 1760
CATEGORY D 23NM 1S 550 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW17 ’ A
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) B SA*
360-360 AAC 241/ 28.9 1926 (4E) 3000 -~ &
e’
CITY AND STATE ELEVATION: 1275 FACILITY IPROCEDURE AND AMENDMENT NO: REGION
OLNEY, TX AIRPORT NAME: , RNAV RNAV (GPS) RWY 17, ORIG ASW
OLNEY MUNI

EAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
- |FTW FSS NWS |OTHER: SOURCE:
ZFW ARTCC DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X|VHF [ x[uHF | [HF |LOCATION: ADJUSTMENT:
] PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACH™ Y™ TmirL 17, 35
& RUNWAY =
LIGHTING
TDZ
CILINE
X  |OTHER (SPECIFY)
VASI-2L 17 VASI-Z2R 35
6. RUNWAY BASIC BSC-G 22, 04
MARKINGS |ALL WEATHER
INSTRUMENT  NPIG 17, 35
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE | GP ANGLE: 3.00 ELEV RWY THRESHOLD:1275.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:40.0

9. FINAL APPROACH X IRUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X ’ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
PABLO ORTIZ 08/20/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353

PART C - REMARKS:

VDP NOT ESTABLISHED - VISIBILITY BELOW 4 MILE NA:
ALTIMETER ADJUSTMENT IN USE AND 20:1 PENETRATIONS.
PRECIPITOUS TERRAIN EVALUATION COMPLETED,

RASS PRESSURE PATTERNS SAME
KONY 1275, KRPH 1123, KCWC 1003
RA = 66.4 RA=117.9.

BEE ATTACHED AIRSPACE LETTER.

LPV:
0OCS SLOPE: 34:1

LNAV/VNAV:
0SC SLOPE: 23.44:1

TAA NOT DEVELOPED PER ATC REQUEST

BOTH KRPH AND KCWC AWOS-3 ARE ON SERVICE A
VGS! DATA: 3.00/TCH 28.50

VEGETATION 55 FEET USED FROM FPT CHECKLIST

PRIMARY REMOTE ALTIMETER ROUNDED TO 51 FEET FOR DA AND
60 FEET FOR MDA AND PUBLISHED AS A NOTE PER FPO

FPO NOTIFIED OF 20:1 PENETRATIONS

ORDER 8260.3, VOLUME 1, VISUAL PORTION OF FINAL
PENETRATIONS RW17 20:1:

1294 TREE (KONYT0038) 332133.90N/0984915.37W (1.12)
1295 TREE (KONYT0037) 332133.56N/0984915.75W (3.85)
1293 TREE (KONYTO0036) 332133.52N/0984907.76W {1.87)

ORDER 8260.3, VOLUME 1, VISUAL PORTION OF FINAL
PENETRATIONS RW17 34:1:

1299 TREE (KONYT0041) 332136.93N/0984916.34W (4.37)
1297 TREE {KONYT0040} 332136.18N/0984915.43W (4.59)
1234 TREE (KONYTG0039) 332134.17N/0984913.06W {7.53)

RWY 17 HAS 20:1 PENETRATIONS WITH VGSL: -
STRAIGHT-IN/CIRCLING NA AT NIGHT WHEN VGS! INOP

#1 4DIAC USED FROM 2011-ASW-2704-0F
#11 AND #17 ARE T-L TWR AND #15 IS A WINDMILL




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV STEPDOWN REGKO/M.90NMTO [RWA17 13. TREE 332225.92N/0984948.40W | 1364 (2C) 250 |RAG7 1700
RW17
MAP:
3. MISSED
APPROACH SNEY;
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A T3NM_ | [ 350
CATEGORY B TENM__[m] 450 |2
CATEGORY C 17NM  |5] 450 |2
CATEGORY D 23NM 19550 |2
CATEGORY E 45NM . |*]| 550 s
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: s
SECTOR OBSTRUCTION] BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) M.S Az
ey
CITY AND STATE ELEVATION: 1275 FACILITY PROCEDURE AND AMENDMENT NO: | REGION
OLNEY, TX AIRPORT NAME: RNAV RNAV (GPS) RWY 17, ORIG ASW
OLNEY MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE;
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
VHF [UHF | THF LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT.
STATUS | HRS [CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACH iR
& RUNWAY TREIL
LIGHTING s
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE  TRoLL ouT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: |

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO

NAME: KARYN

LATITUDE/LONGITUDE: 333549.35N/0982425.41W

AIRSPACE DOCKET:

FIX AND HOLDING DATA RECORD

STATE: TX COUNTRY: US
TYPE: WP, INT, DME

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA
) BRG BRG NM  FEET

1 WICHITA FALLS SPS VORTAC H 148.20 15820  25.16 25.16 3000 17500

2 BOWIE UKW VORTAC H 27127 27727 28860 29.60 3000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: )

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX MIN MAX

1 SE WP 153.20 333.20 L 5 5000 14000 6 11

CONTROLLING OBSTRUCTIONS: .

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-014075) 333102.96N/0982711.64W 1420 2C

REASON FOR NONSTANDARD HOLDING:
PAT 1 AT REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
BOWIE (FAC 2) AND WICHITA FALLS (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP KINGDOM 1,2 KGKY ARLINGTON TX (US)
DP KINGDOM 1.2 KADS DALLAS TX (US)
DP KINGDOM 1.2 KDAL DALLAS TX (US)
DP KINGDOM 1.2 KRBD DALLAS TX (US)
DP KINGDOM 1.2 KTKI DALLAS TX (US)
DP KINGDOM 1.2 KDFW DALLAS-FORT WORTH TX (US)
DP KINGDOM 1.2 KDTO DENTON TX (US)
DP KINGDOM 1.2 KAEW FORT WORTH TX (US)
DP KINGDOM 1.2 KFTW FORT WORTH TX (US)
DP KINGDOM 1.2 KFWS FORT WORTH TX (US)
DP KINGDOM 1.2 KNFW FORT WORTH TX (US)
DP KINGDOM 1.2 KGPM GRAND PRAIRIE TX (US)
DP KINGDOM 1.2 KLNC LANCASTER X (US)
DP KINGDOM 1,2 KHQZ MESQUITE TX (US)
EN ROUTE V278 1.2 (US)
EN ROUTE V568 12 (US)
IAP RNAV (GPS) RWY 17 1 KONY OLNEY X (US)
IAP RNAV (GPS) RWY 33L KSPS WICHITA FALLS TX (US)

REQUIRED CHARTING: DP, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 01/10/2013

REASON FOR REVISION;

ADDED DIST FROM FAC TO FAC 1: 25.16 NM AND FAC 2: 29.60 NM.

REMOVED FAC 3 FROM FIX MAKE-UP FACILITIES.

UPDATED PAT 1 RAD/CRS/BRG 1561.20 TO 153.20, CRS INBOUND 331.20 TO 333.20, HOLDING ALTITUDES MIN 3500 TO 5000 AND

. CONTROLLING OBSTRUCTION DATA.

MOVED HOLDING LIMITED TO ESTABLISHED PATTERN FROM REMARKS TO HOLDING RESTRICTIONS.

.ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED AND BOWIE (FAC 2) AND WICHITA FALLS (FAC 1) USED TO ESTABLISH FiX
COORDINATES TO REMARKS.

UPDATED FIX USE.

ADDED MILITARY TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT égN/Q
SIGNATURE: ‘o 2

Fece®

FAA FORM 8260-2 / AUG 2009
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KARYN

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

WAL,
e

%Scﬁo

Page 2 of 2
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RADIO FIX AND HOLDING DATA RECORD

NAME: LIEGE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 332608.67N/0984911.09W TYPE: WP v
AIRSPACE DOCKET: ’ ) FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

- FIXUSE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 17 KONY OLNEY
IAP RNAV (GPS) RWY 35 KONY OLNEY

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 61/10/2013

REASON FOR REVISION:

UPDATED FIX LAT/LONG. MIX MOVED 2053.96 FT SOUTH.
REMOVED FAC 1 FIX MAKE-UP FACILITIES.

UPDATED FIX USE.

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-353 NAME: PABLO ORTIZ

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPQ: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

STATE
TX (US)
TX (US)

3] A&tc{
¥

2
Vel

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: NIFDE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 333941.20N/0990323.85W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES: v
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM FEET
1 GUTHRIE ) GTH VORTAC L 085.88 095.88 64.42 64.42 4500 17500
2 WICHITA FALLS SPS VORTAC H 220,00 230.00 30.28 8500 17500
3 BOWIE UKW VORTAC H 27127 27727  62.37 62.37 3300 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
UKW VORTAG R-271 63 4500 15600
GTH VORTAC R-086 65 4500 17500
FIX RESTRICTIONS:
MRA ALL 6500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
BOWIE (FAC 3) AND GUTHRIE (FAC 1) AND WICHITA FALLS (FAC 2) USED TO ESTABLISH FIX COORDINATES
FiX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V278 1,2,3 (US)
1AP RNAV (GPS) RWY 17 KONY OLNEY TX (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LLOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 01/10/2013
REASON FOR REVISION:
REMQVED FAC 4 FROM FIX MAKE-UP FACILITIES.
ADDED BOWIE (FAC 3) AND GUTHRIE (FAC 1) AND WICHITA FALLS (FAC 2) USED TO ESTABLISH FIX COORDINATES TO REMARKS.
UPDATED FIX USE.
DEVELOPED BY: DATE: 07/26/2012 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: . DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZFW

ATG FACILITY:

OTHER:

2 <
%E'C\f?f

FAA FORM 8260-2 / AUG 2009 : Page

1of1




RADIO FIX AND HOLDING DATA RECORD

NAME: OPEBY STATE: TX
LATITUDE/LONGITUDE: 333212.82N/0984908.81W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:
PAT DIR IDENT TYPE
INBOUND

1 N WP 355.30 175.30

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 TOWER (48-008517)

COORDINATES

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUESTED

HOLDING RESTRICTIONS:
HOLDING LIMITED TC ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE

333429.00N/0984257.00W

USE TITLE FAC PAT AIRPORTIDENT CITY

COUNTRY: US

4 4000

ELEVATION
1522

IAP RNAV (GPS) RWY 17 1 KONY OLNEY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NG

RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

UPDATED FIX LAT/LONG. FIX MOVED 4373.83 FT NORTH,
REMOVED FAC 1 FIX MAKE-UP FACILITIES.

ADDED HOLDING PAT 1 DATA.

ADDED HOLDING RESTRICTION AND REMARKS.
UPDATED FiX USE.

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-353

APPROVED BY: DATE: OFFICE: AJV-353

SIGNATURE:

DISTRIBUTION: NFDC
. FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

NAME: PABLO ORTIZ

NAME: LARRY STROUT

RAD/CRS/IBRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

(LORR) TIME DME MIN MAX MIN MAX
L

5 6

ACCURACY CODE
5D

STATE
TX (US)

% “’,i&aé Fs

ot

2
C}/E{, @Q

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: POSTE STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 333804.54N/0984652.14W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: '

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
: BRG BRG NM  FEET

1 BOWIE UKW VORTAC H 27127 27727 4848 48.48 3300 17500

2 WICHITA FALLS SPS VORTAC H 194.00 20400  23.11 23.11 3300 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

UKW VORTAC R-271 : 49 3300 15600

HOLDING: _ HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RADICRS/IBRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 W WP 272.27 092.27 R 4 5000 6000 5 6

CONTROLLING OBSTRUCTIONS: ,

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (48-008517) 333429.00N/0984257.00W 1522 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
BOWIE (FAC 1) AND WICHITA FALLS (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED. ’

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V278 1,2 (Us)
EN ROUTE V77 1,2 (US)
IAP RNAV (GPS) RWY 17 KONY OLNEY TX (US)
IAP RNAV (GPS) RWY 35 1 KONY OLNEY TX(US)
IAP RNAV (GPS) RWY 35 KCWC WICHITAFALLS TX (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

ADDED DIST FROM FAC TO FAC 1: 48.48 NM AN FAC 2: 23.11 NM.

REMOVED FAC 3 FROM FIX MAKE-UP FACILITIES.

ADDED HOLDING PATTERN 1 DATA.

ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED AND BOWIE (FAC 1) AND WICHITA FALLS (FAC 2) USED TO ESTABLISH FIX
COORDINATES TO REMARKS.

UPDATED FIX USE.

DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 ‘ Page 1 0of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: REGKO

LATITUDE/LONGITUDE: 332322.64N/0984912.13W

STATE: TX
TYPE: WP

COUNTRY: US

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 KONY OLNEY TX(US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 08/20/2012 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY:
OTHER:
A Aés o
g 2 &
o
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




"INFO ONLY“

RADIO FIX AND HOLDING DATA RECORD

NAME: CIYAL STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 330211.37N/0984809.74W TYPE: WP, DME
AIRSPACE DOCKET: FiX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME . DIST FROM FAC

BRG BRG NM  FEET

1 BOWIE UKW VORTAC H 233.06 239.06 57.72 57.72

EXPANDED SERVICE VOLUME (ESV}):

MRA MAA
4500 17500

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
58 4500 17500

UKW VORTAC . R-233
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

EN ROUTE V16 1

IAP RNAY (GPS) RWY 17 KBKD BRECKENRIDGE
IAP RNAV (GPS) RWY 2 KF35 GRAFORD

IAP RNAV (GPS) RWY 20 KF35 GRAFORD

IAP RNAV (GPS) RWY 3 KRPH GRAHAM

IAP RNAY (GPS) RWY 17 KONY OLNEY

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 02/11/2010

REASON FOR REVISION:

DELETED FACILITY WP AND ADDED BOWIE AS FAC 1.
ADDED DME TO FIX TYPE.

ADDED ESV.

UPDATED FIX USE.

ADDED ENROUTE LOW AND CONTROLLER CHARTING.

THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 8/18/2009
UPDATED KF35 RWY NUMBER UNDER FIX USE

STATE

(

X (US)
TX {US)
TX (US)
TX (US)
TX {US)

DEVELOPED BY: DATE: 11/03/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (JOHN LINDSEY)

APPROVED BY: DATE: 12/14/2009 OFFICE: AVN-130 NAME: SUE CRUMB

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: DFW APP CON
OTHER:

Wi,
9 =

S e

FAA FORM 8260-2 / AUG 2009

“INFO ONLY"
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: OLNEY STATE: TX
AIRPORT NAME: OLNEY MUNI ID:  KONY
PROCEDURE: RNAV (GPS) RWY 17 AMDT: ORIG

DOCKET#: NOT REQUIRED

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from

(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of

(Enter appropriate segment, final, intermediate, etc.)

3. True Course of

4. High Terrainin

5. Distance from

THLD to 1000’ point 3.09
FINAL segment at 1000’ point 1.20
FINAL segment containing 1000 point 180.30
FINAL segment containing 1000 point | 1323
THLD to 1500' point 4.66

(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 214
7. True Course of FINAL segment containing 1500' point 180.30
8. High Terrain in FINAL segment containing 1500’ point 1323
9. Threshold Coordinates (if straight-in) ... 332128.43N / 0984912.84W

10. ARP Coordinates

........................... | 332103.20N / 0984909.00W

11. Runway Approach End and distance furthest from ARP ...l RWY 31

12. FAF Coordinates

Distance 0.54 NM

............................ 332608.67N / 0984911.09W

REMARKS: Approach/Drawing attached.




Federal Aviation
Administration

Memorandum

Date:
To: Dick Powell Manager, National Flight Data Center, AIV-21
From: Larry Strout, Manager, Terminal Procedures & Charting Services, Central Team,

AJV-353
Subject: ACTION: Magnetic Variation Change

The Magnetic Variation (MV/) data for the airport(s) and/or facility(s) listed under the
‘ Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

RNAV (GPS) RWY 17, ORIG

RNAYV (GPS) RWY 35, ORIG

TAKEOFF MINIMUMS AND OBSTACLE DP, ORIG
Estimated Chart Date: 01/10/2013

Runway Numbers are not affected.

Please publish these changes in the National Flight Data Digest.

TEXAS
Airport . Assigned Magnetic | Epoch
Location Name [Facility | ldentifier Variation Value | Year
Olney Olney Muni Airport | KONY /ONY Old 7° East 2015
New 5° East

If you have any questions please notify Larry H. Strout, Larry.H.Strout@faa.gov (405) 954-5070

cc: AVJ-3rf

[CONCURRENCES
[ROUTING SYMBOL
AJV-34
SBaker

ITIALS/SIG

IDATE

[ROUTING SYMBOL,
AJV-352
DSmith
FW

[DATE

DATE

ROUTING SYMBOL
AJV-341
JAlfonso
INITIALS/SIG

IDATE

[ROUTING SYMBOL

FINYI‘TS/SIG__

IDATE

p———
[ROUTING SYMBOL

IDATE

EOUTING SYMBOL .
INITIALS/SIG

bAaTE

AJV-353; LStrout:sbj::x7537:07/20/2012 :U\AVN10O\ 00Public\ MAGVARWAGVAR Letters 2012\MV Change Request for Olney, TX (KONY) 7-26-12

Requestor:POrtiz, AJV-353,Evaluated By:LFortier
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