US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless ctherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE [LPV: DA
BUM VORTAC ANIFO (FB) 004.21/ 11.69 3000 tnﬁvv;{qvc}/ 8 DA
ANIFO (IAF) LADSY (NOPT) (FB) 087.84 / 5.66 3000
. CLIMB TO 4000 DIRECT FONIE AND HOLD, CONTINUE CLIMB
INRAM (IAF) LADSY (NOPT) (FB) 177.92 ] 11.21 3000 IN HOLD TO 4000.
LADSY (IF/IAF) REMDY (FB) 177.91/ 5.00 2500
REMDY (FAF) FABUV/2,50 NM TO RW18 (FB) 177.911 2.50
FABUV/2.50 NM TO RW18 RW18 (MAP) (FO) 177.91/2.50
ADDITIONAL FLIGHT DATA:

(SEE FORM 8260-10) HOLD S, RT, 357.91 INBOUND.

CHART FAS OBST: 990 TK 381920N/0941959W

DISTANCE TO THLD FROM 332 HATH: 0.93 NM.

WAAS CHANNEL # 82630

REFERENCE PATH ID: W18A

LTP HAE: 233.2 M
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)
2. HOLDN LADSY, RT, 177.91 INBOUND, 3000 FT. IN LIEU OF PT (IAF)
3. FAC: 17791 FAF: REMDY DIST FAF TOMAP: 500 THLD: 5.00
4. MIN. ALT: LADSY 3000, REMDY 2500, FABUV/2.50 NM TO RW18 1700*
5. DIST TO THLD FROM OM: NM: i 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT: REMDY 2500 OM: M IN:
7. GS ANGLE: 3.00 TCH:37.0 34:11S CLEAR .
8. MSA FROM: RW18 2900 MAG VAR: 4E EPOCH YEAR: 1995

MINIMUMS
TAKEOFF; SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | x|
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/IMDA VIS  [HAT/HAA | DH/MDA VIS | HAT/HAA| DH/IMDA VIS | HAT/HAA
LPV DA 1203 11/8 332 1203 11/8 332 NA NA
LNAV/VNAV DA 1203 11/8 332 1203 11/8 332 NA NA
LNAV MDA 1340 1 469 1340 1 469 NA NA
CIRCLING 1420 1 526 1520 1 626 NA NA
NOTES:
CHART NOTE: BARO-VNAYV NA. ~ 34 s
CHART NOTE: USE CLINTON ALTIMETER SETTING; WHEN NOT RECEIVED, USE CHARLES B. WHEELER DOWNTOWN e qi‘;:;
ALTIMETER SETTING AND INCREASE ALL DA/MDA 60 FEET, INCREASE LPV AND LNAV/VNAV ALL CATS VISIBILITY s R A
1/4 MILE. “a e
(SEE FORM 8260-10) ) TR
CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NC.JAMDT NO.JEFFECTIVE DATE: SUP:
BUTILER MEMORIAL DATED

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

YES |:| NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
i N i S s I
FLIGHT CHECKED BY
NAME. FIEO DATE.
DEVELOPED BY
NANE. FIFO DATE:
TERENCE D. SHARP (KRISTEN CHAPMAN) AJV-351 07/09/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-353
CHANGES:

ORIGINAL PROCEDURE.

REASONS:




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES, (CONT.):
FROM TO COURSE AND DISTANCE ALTITUDE
RW18 (MAP) 1203 MSL 177.91 .
1203 MSL FONIE (FO) 4000

NOTES, (CONT.):
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON BUM VORTAC AIRWAY RADIALS 309 CW 085,

*LNAV ONLY
CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |gup:
) IDENTIFIER: RNAV (GPS) RWY 18, ORIG
BUTLER, MO AIRPORT NAME: ENAY (GPS) AMDT: NONE
BUTLER MEMORIAL DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 6 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

l':] YES [ ] ~no
COORDINATED WITH: ,
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] (1] [ ] [ ] L] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibiliies which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KBUM
RUNWAY- Rw18
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W18A
LTP/FTP LATITUDE 381742.9190N
LTP/FTP LONGITUDE 0942023.6170W
LTP/FTP ELLIPSOIDAL HEIGHT +02332

FPAP LATITUDE 381613.7800N

FPAP LONGITUDE
THRESHOLD CROSSING HEIGHT (TCH)

0942027.3900W
00037.0

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1528
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER C95C7EBB
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +02654
+02654

FPAP ORTHOMETRIC HEIGHT

CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
) IDENTIFIER: RNAV (GPS) RWY 18, ORIG
BUTLER, MO AIRPORT NAME: RNAY (GPS) ANDT: NONE
BUTLER MEMORIAL DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ves [ wo
COORDINATED WITH:;
ATA AAT ALPA APA AQPA NBAA OTHER (specify)

1N [ I N R N B I I

FLIGHT CHECKED BY

NAME: i FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: : FIFO v DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 6 7 8 S 0 1 2 3
NAVAID 1234567890123456789012345678901234567_89012345678901234567890123456789012345678_901234567890123456789012345678901234567890123456789012
SUSAD BUM K3011590VTHA N38161949W094291774 N38161949W094291774E0070008902 NARBUTLER
1 2 3 4 5 6 7 ) 8 9 0 1 2 3
wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ANIFO K30 w N38275433W094271030 E0021 NAR ANIFO
SUSAEAENRT FABUV K30 W N38201300W094201727 EQ020 NAR FABUV
SUSAEAENRT FONIE K30 W N38060787W094205296 E0020 NAR FONIE
SUSAEAENRT INRAM K30 C L N38385591W094192949 E0020 NAR INRAM
SUSAEAENRT LADSY K30 W N38274322W094195816 EQQ20 NAR LADSY
SUSAEAENRT REMDY K30 W N38224308W094201090 E0020 NAR REMDY
1 2 3 4 5 6 7 "8 - S 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBUMK3ABUM 0 039YHN38172320W094202450E004000894 1800018000C MNAR BUTLER MEMORIAL
1 2 3 4 5 6 7 8 S 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBUMK3FR18 ABUM 010BUM K3D 0V IF 18000 A JS
SUSAP KBUMK3FR18 ABUM 020ANIFOK3EAQOE A 020TF 00420117 + 03000 A JSA
SUSAP KBUMK3FR18 ABUM 030LADSYK3EAOEE B 010TF 08780057 + 03000 A JS
SUSAP XBUMK3FR18 AINRAM 010INRAMK3EAOE A IF 18000 A JS
SUSAP KBUMK3FR18 AINRAM 020LADSYK3EAQEE B 010TF 17790112 + 03000 A JS
SUSAP KBUMK3FR18 ALADSY 010LADSYK3EAOEE AR HF 17750040 + 03000 18000 A JS
SUSAP KBUMK3FR18 R OLOLADSYK3EAQOE I IF + 03000 18000 A JS
SUSAP KBUMK3FR18 R 020REMDYK3EA1E F Q51TF 177920050 + 02500 RW18 K3PGA JS
SUSAP KBUMK3FR18 R 020REMDYK3EA2WALPV ALNAV/VNAV ALNAV . JS
SUSAP KBUMK3FR18 R 021FABUVK3EAQOE S 031TF 17790025 V 0170001703 -300 A JS
SUSAP KBUMK3FR18 R 030RW18 K3PGOGY M 031TF 17790025 00908 -300 A JS
SUSAP KBUMK3FR18 R 040 0 M CA 1779 + 01203 A JS
SUSAP KBUMK3FR18 R O50FONIEK3EAQEY DF + 04000 A JS
SUSAP KBUMK3FR18 R 060FONIEK3EAQEE R HM 35790040 + 04000 A JS
1 2 3 4 5 6 7 8 9 o} . 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBUMK3GRW18 0039991779 N38174292W094202362+0600 +0233200871000037075R gz}}éié?iﬂ
{gd F
dé’
1 2 3 4 5 6 7 8 9 o} 1 2
CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp-
BUTLER, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG
BUTLER MEMORIAL AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O 0O O O

AOPA NBAA OTHER  (specify)

[ 1] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

MLS__A&DARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBUMK3PR18 RW1s 001 OOOOW18AON3817429190W09420236170+O23320300N3816137800W09420273900106751528000370F400500C95C7EBB

SUSAP KBUMK3PR18 RW18 002E +02654+02654LPV 82630
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345578901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBUMK3SRW18 K3PG 0 18018002925 M
CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE. |sup.
BUTLER, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG
BUTLER MEMORIAL AMDT: NONE
RNAV , DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 6 Pages



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AQOPA NBAA OTHER (specify)

a0 O O O 0O []

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_—MQHSLSIAMDMD 'NSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 - indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION PIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
BUM BUM 010 IF FB
BUM ANIFO 020 IAF TF FB 2.0 004.2(008.2T) 011.7 AA 03000
BUM LADSY 030 TF FB 1.0 087.8(091.8T) 005.7 AA 03000
INRAM INRAM 010 IAF IF FB
INRAM LADSY 020 TF FB 1.0 177.9(181.9T) 011.2 AA 03000
LADSY LADSY 010 IAF HF R FO 177.9(181.9T) 004.0 AA 03000
LADSY 010 FACF IF FB AA 03000
REMDY 020 FAF TF FB 0.5 177.9(181.9T) 005.0 AA 02500
FABUV 021 SDF TF FB 0.3 177.9(181.9T) 002.5 AA 01700 GS 01703
RW18 030 MAP TF FO 0.3 177.9(181.9T) 002.5 AT 00908
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 177.9(181.9T) AA 01203
FONIE 050 DF FO AA 04000
FONIE 060 HM R FO 357.9(001.9T) 004.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BUM N381619.45 wW0942917.74 N3816.325 W09429.296
ANIFO N382754.33 W0942710.30 N3827.906 W09427.172
FABUV N382013.00 W0542017.27 N3820.217 W09420.288
FONIE N380607.87 W0942052.96 N3806.131 W09420.883
INRAM : N383855.91 W0941929.49 N3838.932 W0S419.492
LADSY N382743.22 W09419558.16 N3827.720 W09419.969
REMDY N382243.08 W0942010.90 N3822.718 W09420.182
RW18 N381742.92 W0942023.62 N3817.715 W0S9420,.394
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00871 37
CITY AND STATE ELEVATION: 894 THRE: 871 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE. |gup:
BUTLER, MO AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, ORIG
BUTLER MEMORIAL : AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10/Apri| 2006 (Computer Generated) Page 6 of 6 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] L] []

AOPA NBAA

L1 ]

OTHER (specify)

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL§ ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER BUM VORTAC ANIFO 1. AAO 382457.00N/0942809.00W | 1244 (4E) 1000 |AT756 3000
2. TERRAIN 382457.00N/0942809.00W {1044 (1000) AS1500 2500
INITIAL ANIFO LADSY . 3. AAO 382933.00N/0942836.00W | 1201 (4E) 1000 |[AT799 3000
4. TERRAIN 382933.00N/0942836.00W | 1001 {1000) AS1500 2500
INITIAL INRAM LADSY 5. TOWER (29-001070) [383914.95N/0941754.42W | 1367 (5D) 1000 [AT633 3000
|6- TERRAIN 383845.00N/0941836.00W | 1050 (1100) AS1500 2600
INTERMEDIATE LADSY (IF/IAF) REMDY 7. TOWER (29-002486) |[332556.00N/0942056.00W [1151 (5D) 500 jAT849 2500
8. TERRAIN 382630.00N/0942103.00W |925 (900) AS1500 2400
FINAL: LPV REMDY RW18 ASC |rA82 1203/332
FINAL: LNAV/VNAV REMDY RW18 AST [RA82 12037332
FINAL: LNAV REMDY FABUV/2.50 NM TO [9. AAO 382136.00N/0941951.00W | 1109 (2C) 250 |RA138 DG203 1700
RW18 '
FINAL: LNAV STEPDOWN FABUV/2.50 NM TO RW18 10. TK (KBUMT0134)  1381919.86N/0941959.44W | 990 (1A) 250 RAS2 1340
RW18
2. HOLD-IN-LIEU-OF-PT LADSY P-5 11. AAO 383715.00N/0941945.00W | 1214 (4E) 1000 JAT786 3000
12. TERRAIN 383739.00N/0941903.00W | 1014 (1000) AS1500 2500
MAP: |DA/DA/RW18 FONIE ASC 4000
i'pﬁlsgigH 13. TOWER (29-020104) [381055.79N/0941850.84W | 1317 (1A) 1000 2400
ELEV: |980/1061/1158 14. TERRAIN 381145.00N/0941836.00W | 932 (900) AS1500 2400
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. .
CATEGORY A 1.3 NM ~ 350 526 15. TWR (KBUMTO0195) | 381600.27N/0942048.98W [1024 (1A) 300 RAS82 1420
CATEGORY B 1.5 NM 7 450 |2 626 16. TOWER (29-000617)) 381543.00N/0942027.00W [1085 (5D) 300 RAS82 AC50 1520
CATEGORY C 17NM |5 450 |2
CATEGORY D 23NM |G 550 |Q
CATEGORY E 45NM |®| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RwW18
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA,
360-360 TWR (29-001129) 347/ 28.1 1859 (1D) 2900 o
CITY AND STATE ELEVATION: 894 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION -
BUTLER, MO AIRPORT NAME: RNAV RNAV (GPS) RWY 18, ORIG ACE
BUTLER MEMORIAL
FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING ISA DEVIATION USED: -30C (-22F)
ZKC ARICC NWS |OTHER: SOURCE:KGLY / KMKC VDP NOT ESTABLISHED - PRIMARY ALTIMETER IS REMOTE.
CTAF DISTANCE: 31,23/ 51.33
FAA OURS REMOTE OPERATION PRECIPITOUS TERRAIN EVALUATION COMPLETED.
NE KGLY AWOS-3 ON SERVICE-A.
SATISFACTORY ON: KMKC ASOS ON SERVICE-A.
x|[VHF [xJuHF | |HF  |LOCATION:KGLY ADJUSTMENT: 82/ 138 LPV SURFACE: 34:1
PRIMARY NAVAID: VNAV SURFACE: 24.98: 1
4.
MONITOR POINT: 5 YEAR HISTORICAL TEMP DATA NOT AVAILABLE
MONITOR CAT 1
status | HRS 100" VEGATATION USED PER FPT
" | OPTN:| CAT 3
ALS NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
(S) SALS KGLY ELEV 823, KMKC ELEV 757, KBUM ELEV 894,
TALS RA = 82/138.
5. HIRL
gpgggvﬁz'; X |MIRL 18, 36
LIGHTING REIL
TDZ
CILINE
X |OTHER (SPECIFY)

PAPI-2L 18, 36

6. RUNway  |BASIC

MARKINGS |ALLWEATHER
INSTRUMENT NPI-G 18, 36
7. RUNWAY APPROACH

VISUAL MIDFIELD
RANGE 'ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:870.6
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:37.0
9. FINALAPPROACH X |RUNWAY THRESHOLD ; FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10, WAIVERS: NONE
PART D - PREPARED BY: DATE:
TERENCE D. SHARP (KRISTEN CHAPMAN) 07/09/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351




RADIO FIX AND HOLDING DATA RECORD

NAME: ANIFO ) STATE: MO COUNTRY: US
LATITUDE/LONGITUDE: 382754.33N/0942710.30W TYPE: WP

AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF AC'i'ION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) RWY 18 KBUM BUTLER

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1
DEVELOPED BY: DATE: 06/27/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

DATE OF REVISION: 01/10/2013
OFFICE: AJV-351

OFFICE: AJV-353

NAME: LARRY STROUT

STATE
MO (US)

NAME: TERENCE SHARP (KRISTEN CHAPMAN)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: FABUV STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 382013.00N/0942017.27W ‘ TYPE: WP

AIRSPACE DOCKET: ) FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 18 KBUM BUTLER MO (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 01/10/2013
DEVELOPED BY: DATE: 08/13/2012 OFFICE: AJV-351 NAME: TIMOTHY MCHENRY
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

31 8 F
Pl
4

g
s
Fo0 %,
Firpny e

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: FONIE STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 380607.87N/0942052.96W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: :

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 S WP 177.91 357.91 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS: )

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (29-002236) 380254.00N/0942221.00W 1318 5D

1 310 TOWER (29-000274) 375100.00N/0942228.00W 1356 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT CItYy STATE

1 RNAV (GPS) RWY 18 KBUM BUTLER MO (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 18 1 KBUM BUTLER MO (US)
IAP RNAV (GPS) RWY 36 1 KBUM BUTLER MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:

FIX MOVED 1.58NM (9590.05FT), UPDATED COORDINATES
UPDATED FIX USE

UPDATED HOLDING OBSTACLE

ADDED CIH OBSTACLE

DELETED FIX MAKE-UP

DEVELOPED BY: DATE: 06/27/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (KRISTEN CHAPMAN)
APPROVED BY: DATE: . OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE: '

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: INRAM STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 383855.91N/0941929.49W TYPE: WP, DME

AIRSPACE DOCKET: FIXTYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 BUTLER BUM VORTAC H 011.78 018.78  23.86 23.86 2900 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY ) STATE

EN ROUTE - V13-161 1 (US)

IAP RNAV (GPS) RWY 18 KBUM BUTLER MO (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
DELETED INT FROM FIX TYPE
DELETED RUNWAY THRESHOLD FROM FIX MAKE-UP

UPDATED FIX USE
DEVELOPED BY: DATE: 08/08/2012 OFFICE: AJV-351 NAME: TERENCE SHARP (KRISTEN CHAPMAN)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDGC

FPO: CEN

ARTCGC: ZKC

ATC FACILITY:

OTHER: .

[NER

P
(¥4

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: LADSY

LATITUDE/LONGITUDE: 382743.22N/0941958.16W

STATE: MO
~ TYPE: WP
FIX TYPE OF ACTION: MODIFY

COUNTRY: US

AIRSPACE DOCKET:

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: .

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N WP 357.91 177.91 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 383715.00N/0941945.00W 1214 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY - STATE

IAP RNAV (GPS) RWY 18 1 KBUM BUTLER MO (US) -

IAP RNAV (GPS) RWY 36 1 KBUM BUTLER MO (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:

ADDED HOLDING PATTERN 1
DELETED FAC 1 DATA

UPDATED FIX USE AND REMARKS

DEVELOPED BY: DATE: 06/27/2012

APPROVED BY: DATE:

SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN
ARTCC: ZKC
ATC FACILITY:

OTHER:

DATE OF REVISION: 01/10/2013

OFFICE: AJV-351 NAME: TERENCE SHARP (KRISTEN CHAPMAN)

OFFICE: AJV-353 NAME: LARRY STROUT

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: REMDY

STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 382243.08N/0942010.90W TYPE: WP

AIRSPACE DOCKET:

HOLDING:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 18

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1

REASON FOR REVISION:
DELETED FAC 1
UPDATED FORM TO NEW FORMAT

DEVELOPED BY: DATE: 08/08/2012
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY STATE
KBUM BUTLER MO (US)
DATE OF REVISION: 01/10/2013
OFFICE: AJV-351 NAME: TERENCE SHARP (KRISTEN CHAPMAN)
OFFICE: AJV-353 NAME: LARRY STROUT
PR
i
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RADIO FIX AND HOLDING DATA RECORD

NAME: BUTLER VORTAC STATE: MO COUNTRY: US

LATITUDE/LONGITUDE: 381619.49N/0942917.74W TYPE: INFO ONLY
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 BUTLER BUM VORTAC H 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E BUM VORTAC 110.00 290.00 R 1 2500 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200  STACK (20-000462) 382055.00N/0943845.00W 1549 5D

1 200 TOWER (29-001547) 381323.03N/0941820.05W 1352 1A

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3200.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP RACER KFLV FORT LEAVENWORTH KS (US)
DP RACER KIXD OLATHE KS (US)
DP RACER KOJC OLATHE KS (US)
DP RACER KMCI KANSAS CITY MO (US)
DP RACER : KMKC KANSAS CITY MO (US)
DP RACER KLXT LEE'S SUMMIT MO (US)
DP RACER KGPH MOSBY MO (US)
DP RACER KSTJ ST JOSEPH MO (US)
EN ROUTE J110 (US)
EN ROUTE J112 (US)
EN ROUTE J134 (US)
EN ROUTE J19 (US)
EN ROUTE Ja7 (US)
EN ROUTE V13 (US)
EN ROUTE V161 (US)
EN ROUTE V234 (US)
EN ROUTE V71 (US)
IAP NDB RWY 18 KFSK FORT SCOTT KS (US)
IAP NDB OR GPS-D KK34 GARDNER KS (US)
IAP ILS OR LOC RWY 36 KIXD OLATHE KS (US)
IAP LOC RWY 36 KOJC OLATHE KS (US)
IAP NDB-B KOJC OLATHE KS (US)
IAP GPS RWY 18 KBUM BUTLER MO (US)
IAP VOR-A 1 KBUM BUTLER MO (US)
IAP ILS OR LOC RWY 1L KMCI KANSAS CITY MO (US)
IAP ILS OR LOC RWY 1R KMCI KANSAS CITY MO (US)
IAP ILS RWY 1R (CAT Il KMCI KANSAS CITY MO (US)
IAP ILS RWY 1R (CAT il) KMCI KANSAS CITY MO (US)
IAP VOR RWY 3 KMKC KANSAS CITY MO (US)
IAP VOR/DME-A KNVD NEVADA MO (US)
STAR TYGER KFLV FORT LEAVENWORTH KS (US)
STAR TYGER KIXD OLATHE KS (US)
STAR TYGER KOJC OLATHE KS (US)
STAR TYGER KMCI KANSAS CITY MO (US)
STAR TYGER KMKC KANSAS CITY MO (US)
STAR TYGER KSTJ ST JOSEPH MO (US)
STAR KAYLA (RNAV) KSTL ST LOUIS MO (US)
STAR TRAKE KSTL ST LOUIS MO (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, AREA, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 13 DATE OF REVISION: 11/15/2012
AL
REASON FOR REVISION: (e )
9
s
g
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BUTLER VORTAC

COORDINATES UPDATED TO 12.63 FT SOUTHWEST.
ADDED PRECIPITOUS TERRAIN REMARK.
UPDATED FIX USE.

MOVED UNPLANNED HOLDING REMARK TO HOLDING RESTRICTION SECTION.

i

4/30/2012 OFFICE: AJV-353 NAME: JILL OLSON (AISHAT NAUZO)

DEVELGBED BY

DATE

DATE::

APPROVEDﬁY OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZKC
ATC FACILITY:
OTHER:
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