Action: ask Type: Date Open: | Task #: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 06/24/2008 | 2008062313928737002 20080623139287
Procedure: RNAV (GPS) RWY 31 ORIG Airport ID: Airport: CARRINGTON MUNI Reimbursable #:
K46D
City: CARRINGTON ST: ND GPS #: Estimated Chart Date: FICO #:
06/27/2013

Fac ID: RNAV Fac. Type: , . Specialist: BRANDON SUTTON

L

' Procedure Review
Rec'd Rel'd Full Name Comments “ \

Lead: 10/18/2012 | 02/14/2013 | KYLE THOMPSON
QA: 02/14/2013 02/15/2013 STEVEN SZUKALA
Liaison: | 02/15/2013 S;)Vr\\\,\
Procedure Comments: ENROUTE-NON |Remark Type: INFORMATION 75 /o [2

CARRINGTON, ND  CARRINGTON MUNI  (K46D) RNAV (GPS) RWY 31, ORIG (LPV) ENROUTE-NO FC:5.14.13 PUB: 6.27.13
ATTACHED FORMS: 8260-3; 8260-10; 8260-9; 8260-2(S): CECYA, ORIG; ORUTE, REV 1.

CONTACT: JILL OLSON/STEVE BARNETT -AV]-353 LEADS, 405.954.4014 / 405.954.9307.

VN 8200-6 (05/26/2005) Data as of: 2/20/2013 9:34:07AM



CARRINGTON, NORTH DAKOTA AL-9235 (FAA) FIG
ey | Appces [Reride 4108 RNAYV (GPS) RWY 31
CH70631| “ 5> | THRE ~ 1606
w31A | 31%° |aoieer 1607 CARRINGTON MUNI (46D)
For uncompensated Baro-VNAYV systems, LN!IS\V/VNAV NA below -18°C {0°F) or above
54°C {130°F). DME/DME RNP-0.3 NA. Helicopter visibility reduction below % SM NA. .
Circling Rwy 13 NA at night. VDP and Baro-VNAV NA wi;K Jamestown altimeter setting. %%%EE APF}RObACI-: HC'hmbk!)o
When ?occl altimeter setting not received, use Jamestown altimeter setting and increase all | 5500 d.e;‘cf'cné&i © duhmld
DA and MDA 100 feet; increase LPV all Cats visibilily % mile; LNAV/VNAV visibility " and oid.
% mile;LNAV Cat C visibility % mile and Circling Cat C visibility % mile.
AWOS-3 MINNEAPOLIS CENTER CTAF
118.575 124.2 270.3 12290
N R-5403 AB,C
7
N
R-5403 D,E,F
(IF/IAF) .
// CECYA u’{‘;oz 4 Ny
o
A 2596
CECYA: 4717.939N / 09857.819wW
ELEV 1607 |  [THRE 1606 ORUTE: 4723.306N / 09904.431W
RW31: 4726.802N / 09908.753W
\
< [>] 2300 | 3200 |CECYA| VGSI and RNAV glidepath not coincident
{VGS! Angle 3.00/TCH 20). 4NM
{} CECYA Holding Pattern
ORUTE
ks *LNAV only. (140°T)
0
*1.67NM1o 30 @™ | 133°—>
2\ RW31 | A\ [ =—313° 3200
+ﬁ,\ \“ RW31 | x/ (320°T)
GS 3.00°
- 3100 TCH 40
167NM 2.9 NM 7 1M
CATEGORY A \ B | c D
LPV DA 1856-1 250 (300-1) NA
O™\ [wav/
/\ VNay. DA 2050-1% 444 (500-1%) NA
313°t0 2160-1%
- - NA
RW31 LNAV MDA 2160-1 554 {600-1) 554 (600-1%)
- CIRCLIN - - 2200-1%
MIRLRwy 13310 G 2200-1 593 (600-1) 593 (600-1%) NA
CARRINGTON, NORTH DAKOTA CARRINGTON MUNI (46D)

Orig FIG 47°27'N99°09W RNAYV (GPS) RWY 31



RNAV - STANDARD

US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE

Bearings, headings, cowses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings am in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tzx:v %\NAV oA
CECYA (IFHAF) ORUTE (FB) 313.10/7.00 3100 LNAV: RW31.
ORUTE (FAF RW31 (MAP) (FO 021457
( ) ( ){FO) 313.0274.3 CLIMB TO 2300 THEN CLIMBING LEFT TURN TO 3200 DIRECT
RW31 (MAP) 2300 MSL 313.02 2300 CECYA AND HOLD.
2300 MBL CECYA (FO) 3200
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 1850 TANK 472641N/0990725W
CHART R-5401, R5402, R-5403.
DISTANCE TO THLD FROM 256 HATH: 0.66 NM.
CHART VDP AT 1.67 MILES TO RW31*
*LNAV ONLY.
WAAS CHANNEL # 70631
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF) gg;@ﬁﬁgggggﬁgﬁgb}’m'“
2. HOLD SE CECYA, RT, 313.10 INBOUND, 3200 FT, IN LIEU OF PT (IAF) CHART MINNEAPOLIS éENTER FREQUENCY.
3.FAC: 313.02 FAF: ORUTE DIST FAF TO MAP: 457 THLD: 457 |LTPHAE: 466 M
4. MIN. ALT: CECYA 3200, CRUTE 3100
5. DIST TO THLD FROM OM: MIM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3100 GS ALT AT:ORUTE 3100 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:40.0  34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 7€ EPOCH YEAR: 2000
. MINIMUMS
TAKEOFF: __SEE FAAFORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
| CATEGORY =====> i A B c D E
- DH/MDA | VIS |HAT/HAA|DHIMDA | VIS | HAT/HAAIDH/MDA | vis  IHAT/HAA |DH/MDA | VIS |HAT/HAA|DHIMDA | VIS |HAT/HAA
LPV DA 1856 1 250 1856 | 1 250 1858 ! 250 NA
LNAVIVNAY DA 2950 1172 444 2050 1182 444 2050 11412 444 NA
LNAV MDA 2160 1 554 2160 1 584 2160 1518 554 NA
CIRCLING 2200 1 593 2200 1 593 2200 158 593 NA

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -18C (0F) OR ABOVE
54C (130F).

CHART NOTE: DME/DME RNP-0.3 NA.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
(SEEFORM 8260-10)

@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

M
o

ciTY %ND:»STATE ELEVATION: 1607 THRE: 1606 FACILITY PROCEDURE NQ.JAMDT NO./EFFECTIVE DATE: SUP: L
o .~ CARRINGTON, ND AIRPORT NAME: IDENE'{Q'RER: RNAV (GPS) RWY 31, ORIG AMDT: NONE
o CARRINGTON MUNI DATED

FAA FORM 8260 - 3 / April 2006 {(computer generated)

PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[:l YES [Xx7] no ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
A ]
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
JILL OLSON {(BRANDON SUTTON) AJV-353 12i20/2012
APPROVED BY
NAME: FIFO DATE:
LARRY H STROUT MANAGER AJV-3583
CHANGES:
1) PROCEDURE REPLACES GPS RWY 31.
T Vo
1) FPT REQUEST.
s
P+
4 s o
3 AL/,
& x
8




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Ele_vations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceil in foet above aiport elevation. Dista in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 oxcopt visibiliies which are in statute miles or In Test RVR. | s oerwise indieatecl

NOTES, (CONT.):

CHART NOTE: HELICOPTER VISIBILITY REDUCTION BELOW 3/4 SM NOT AUTHORIZED.

CHART NOTE: CIRCLING RWY 13 NA AT NIGHT.

CHART NOTE: VDP AND BARO-VNAV NA WITH JAMESTOWN ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE JAMESTOWN ALTIMETER SETTING AND
INCREASE ALL DA AND MDA 100 FEET, INCREASE LPV ALL CATS VISIBILITY 1/8 MILE; LNAV/VNAV ALL CATS
VISIBIILITY 3/8 MILE; LNAV CAT C VISIBILITY 1/4 MILE AND CIRCLING CAT C VISIBILITY 3/8 MILE.

TAA
FROM TO ALT
1. 223/30 CW 043/30 (NOPT) 223/4 CW 043/4 3600
2. 223/4 CW 043/4 CECYA (IF/IAF) (FB) 3200
3. 043/30 CW 223/30 CECYA (IF/IAF) (FO) 3700
Alz
P
! £
‘4’“ C@
CITY AND STATE ELEVATION: 1607 THRE: 1606 I-B\CIL!TY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE: SUP:
. IDENTIFIER: RNAV (GP 1. ORIG
CARRINGTON, ND AIRPORT NAME: ENAY (GPS) RWY 31, ANMDT: NONE
CARRINGTON MUNI DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [] ~o
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] ] [ [ [ []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.8. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬁngsk_l;e:‘fz?? gg“ﬁe:, deXam(:i:;S are magnetic. E:te;:;ions a!le'ld a!f:thudeg anf-‘nidqcf:z,dMSL,
except HAT, , an . Altitudes are minimum altifudes unless otherwise indi X
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE CeiEir?;s are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE g

SBAS SERVICE PROVIDER IDENTIFIER Y

AIRPORT IDENTIFIER 48D
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W3iA
LTP/FTP LATITUDE 472648.1275N
LTPIFTP LONGITUDE 0990845,1830W
LTPIFTP ELLIPSOIDAL HEIGHT +04860

FPAP LATITUDE A72758.3060N
FPAP LONGITUDE 0991009.6500W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1472
HORIZONTAL ALERT LINIT (HAL) 46.0
VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER FO2ZBEFS52

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO GODE K3
LTP ORTHOMETRIC HEIGHT +04894
FPAP ORTHOMETRIC HEIGHT +04894
(?Mla
8
%c{fs
CITY AND STATE ELEVATION: 1607 THRE: 1606 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: syP:
- CARRINGTON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG . NONE
RNAV AMDT:
CARRINGTON MUNI DATED:
FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED FFFECTIVE DATE
[] ves [ wo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

FLIGHT CHECKED BY

NAME: FIED DATE.
o DEVELOPED BY
NANE: ETEG DATE.
APPROVED BY
NAME: FIFO DATE.
CHANGES:
.RA‘EASONSE,, At P 0 A o et Tt
ALy
P




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

- RNAV (GPS)
2 3 4 5 3 7 8 9 0 1 2 3
12345678901234567890123456789012245678901234567890123456789012345678801234567820123456789012345678901234567890123456789012
CECYA K30 W N4 7175633W098574916 BOO50 NAR CECYA
ORUTE K30 W W4T7231838W0R0042584 BOOB1 NAR ORUTE
2 3 4 ] 2] 7 8 9 g
1123456789012345678901234567890123456783012345678941234 82012345678901234 82012345678301234
SUSAP 46D K3A45D 0 041VHN47270400W0B9090480E007001607 1800018000C MNAR CARRINGTON MUNI
kS 3 4 7 9 ’s l 3

SEGMENT 12345678%0123456789
SUSAP 46D K3FRI1L ACECYA (0LOCECYAKIEAOEE AR HF
SUSAP 46D K3FR31 R 01OCECY! 5 I IF
SUSAP 46D K3FR31 R CZ0O0RUTERIEALE F 0S1TF
SUSAP 46D K3FR31 R G200RUTEKIEZ B ALNAV/VNAV ALNAV
SUSAP 46D W3FR31 R C30RW31 K3P M 031TF
SUSAP 46D K3FR31 B g CA
SUSAP 46D K3FR31 R DF
SUSAP 46D K3FR31 R HM

31310040 03200 18000
+ 03200 1800

31210070 + 03100

31300046 300

2130 .

31310040 -

RINWA

N
=

e
kel

SUSAF 46D K3PR2ZL ColL ADN4TZ648127 5% o]
SUSAF 46D K3FPR31 RW31l COZE +04894+04894LPV 70631

AAANT
Vgl

3147200

Als

™
8
o S
CITY AND STATE ELEVATION: 1607 THRE: 1606 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: /Ie N
CARRINGTON, ND AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, ORIG
CARRINGTON MUN! AMDT: NONE
RNAV DATED:
FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 3 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I [ I R N I A

AOPA NBAA OTHER (specify)

L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
SR — DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
'CHANGES:
REASONS: o “‘
AL/
>
8
Q




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV T A INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FRB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CECYA G1e IAF HF R FO 1Ty G04.0 AA 03200
a1e PACFE iF B AA 03200
Q20 FAF T B ¢.5 AT 007.0 Az G3100
Q30 MAP TF 7O 0.3 .0T) Q004.6 AT (l6456
MISSED APPRDACH FIX SEQ USE PATH TURN FO/FB RNP DISTANCE ALTITUDRE SP
040 B 313.6{(320.0T) AA 02300
CECYA 050 L FO A4 03200
CECYA 050 R FO 313.1(320.17) 004.¢0 Al G3200
POINT DATA LAT IN SECS LONG IN SECS LAT IN MINS LONZ IN MINS
Ng71756.33 ié N4717.93%
N472318.38 84 N4723.306
N472648 .13 i8 N4726.802
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 01606 40
ALy
>
8
CITY AND STATE ELEVATION: 4607 THRE: 1606 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: tCw
CARRINGTON, ND AIRPORT NAME: ' IDENTIFIER: RNAV (GPS) RWY 31, GRIG ]
CARRINGTON MUNI AMDT:  NONE
RNAV DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L1 O 0O @O

AOPA

]

NBAA OTHER (specify)

I

FLIGHT CHECKED BY

NAME: FIFO DATE:
B T - DEVELOPED BY
NAME: NFPG DATE:
APPROVED BY
NAME: NFPG DATE:
CHANGES:
REASONS:
QP\LI)
L
8




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM T0 OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT,
STRAIGHT-IN AREA 223130 CW 043/30 223i4 CW 04314 1. TOWER (38-000591) 1471341.00N/0991202.00W | 2596 (5D) 1000 3600
2. TERRAIN 470727.00N/0991815.00W | 2117 (2100) AS1500 3600
STRAIGHT-IN AREA 22314 CW 043/4 CECYA 3. TOWER (38-000749) {474336.00N/0985753.00W 1973 (4D) 1000 3000
4. TERRAIN 471433.00N/0990503.00W | 1726 (1700) AS1500 3200
STRAIGHT-IN AREA 043/30 CW 223/30 CECYA 1. TOWER (38-000591) [471341.00N/0991202.00W 2596 {5D) 1000 3600
) 5. TERRAIN 471645.00N/0993654.00W | 2205 (2200) AS1500 3700
. ENTERMEDIATE CECYA {IFAAF) ORUTE 6. AAD 471828.15N/0990115.71W |1824 (2C) 500 2400
7. TERRAIN 474828.15N/0990115.71W | 1624 (1600) AS1500 3100
FINAL: LPV ORUTE RW31 8. TREE (K46DT0002)  |472632.65N/0990819.46W | 1672 (2C) 341 JAC20 1856/250
FINAL: LNAVIVNAY ORUTE RW31 9. TANK 472641.30M/0990725.10W 1850 (4D} PDA 1acs0 2050/444
FINAL: LNAV _ ORUTE RW31 5. TANK 472641.30N/0990725.10W | 1850 (4D) 250 |ACS0 2160
2. HOLD-IN-LIEU-OF -PT CECYA P-5 TS TOWER (36-000745] |471336.00N/0985753.00W [1978 (4D} | 1000 3000
10. TERRAIN 471321.00N/0985224.00W | 1673 {1700) AS1500 3200
n mearn ‘MAP: |DATDA/RW31 CECYA ASC 3200
‘j\;‘r’jg;j’;;u | o o 5 TANK 472641.30N/0990725.90W | 1850 (4D} | 1000 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM ~ 1350 593 9. TANK 472641.30N/0990726.10W 11850 (4D) 300 AC50 2200
CATEGORY B 1.5 NM 4 450 | 593 9. TANK 472641.30N/0990725.10W 11850 (4D) 300 AC50 2200
CATEGORY C 1.7 NM St 450 |12 593 9, TANK 472644.30N/0990725.10W [1850 (4D} 300 AC50 2200
CATEGORY D 23NM 1S 850 |2
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
CiTY AND STATE ELEVATION: 1607 FACILITY PROCEDURE AND AMENDMENT NO: REGION
CARRINGTON, ND AIRPORT NAME: RNAV RNAV (GPS) RWY 31, ORIG AGL
CARRINGTON MUNI NS
FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1PAGES ¢ 4
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZMP ARTCC NWS |OTHER: SOURCEK46D 1 KUMS
AWO0S-3 DISTANCE: 0/ 38.80
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24/BACKUP
XIVHF | X|UHF | |HF  |LOCATION: K46D ADJUSTMENT: 0/ 100
. PRIMARY NAVAID:
. MONITOR POINT:
MONITOR
sTatus | HRS | CATT
| opTNn:| cAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACH™ "™ TRy 31 (PCL), 13 (PCL)
& RUNWAY
LIGHTING REIL
TDZ
CILINE
X OTHER (BPECIFY)
PAPI-ZL 31 (PCL), 13 (PCL)

6. RuNway  |[BASIC
MARKINGS |ALLWEATHER
INSTRUMENT  NPI-G 31, 13
7. RUNWAY APPROACH
VISUAL MIDFIELD
8 GLIDE GP ANGLE:200 ELEV RWY THRESHOLD:1605.3
BATH DISTANCE FROW RWY: ELEV GP ANTENNA-
THRESHOLD CROSSING HEIGHT:40.0
9. FINAL APPROACH X IRUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X 1ON CENTERLINE FT. FROW CENTERLINE

10. WAIVERSE: NONE

PART D - PREPARED BY:
JILL CLSON (BRANDON SUTTON)

DATE:
1212012012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-383

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

HISTORICAL WEATHER DATA NOT AVAILABLE, AVERAGE COLD
TEMPERATURE BASED ON STANDARD -30C I1SA

DEVIATION.

ﬁéf;q‘-;lNAV NA BELOW -18C (0F) OR ABOVE 54C (130).

DELTA ISA LOW -29.82C.

DESCENT RATE: STANDARD TEMP 836 HIGH TEMP 1133,
TEMPERATURE LIMITS, DELTA ISA LOW, AND DESCENT VALUES
DERIVED FROM AFS-400 CALCULATOR.

VGSI DATA: 3.00/20.

LPV SLOPE: 34:1.
LNAVIVNAY SLOPE: 23.44:1.

25 BANK ANGLE USED IN MISSED APPROACH
CONSTRUCTION.

ORDER 8260.3, VOLUME 1, CHAPTER 3, NEW CIRCLING
CRITERIA APPLIED.

CAT A: 1.31 NM

CAT 13: 1.86 NM

CAT C: 2.93 NM

RASS PRESSURE PATTERNS SAME.
K48D 1607, KJMS 1500,
RA=99.57.

K480 AND KJMS ON SERVICE A.

UNABLE TO VERIFY VISUAL SURFACES FOR RWY 13 DUE TO LACK
OF SURVEY.

100FT VEGETATION HEIGHT USED.

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL”
PENETRATIONS: .

34:1 PENETRATIONS:

1672 TREE (K48DT0002) 472632.85N/0990815.46W (3.532)

CATEGORY D MINIMUMS NOT EVALUATED PER FPT REQUEST.

1850° TANK 472641.3/990725.1 WAS FOUND IN 1586 BY

FLIGHT CHECK ON THE GPS RWY 31, ORIG. OBSTACLE WAS
NEVER SURVEYED OR ADDED TO DATABASE, OBSTACLE HAS
BEEN VERIFED TO STILL EXIST AND WAS RETAINED FOR THIS
BUILD.

SEE ATTACHED AIRSPACE LETTER.

>
8
o&_ C\@Q




RADIO FIX AND HOLDING DATA RECORD

NAME: CECYA STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 471756.33N/0985749.16W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE WP 133.10 313.10 R 4 3200 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (38-000749) 471336.00N/0985753.00W 1979 4D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 31 1 K46D CARRINGTON ND (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 06/27/2013
DEVELOPED BY: DATE: 11/19/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRANDON SUTTON)
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZMP

ATC FACILITY:

OTHER:

el

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ORUTE STATE: ND COUNTRY: US
LATITUDE/LONGITUDE: 472318.38N/0990425.84W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: : HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: )
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
1AP RNAV (GPS) RWY 31 K46D CARRINGTON

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 06/27/2013

REASON FOR REVISION:
FIX MOVED 2588.32F T, COORDINATES UPDATED.
REMOVED K46D R31 AS FAC 1.

STATE
ND (US)

DEVELOPED BY: DATE: 11/19/2012 OFFICE: AJV-353 NAME: JILL OLSON (BRANDON SUTTON)

APPROVED BY: DATE:" OFFICE: AJV-353 : NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: . NFDC
: FPO: CEN
ARTCC: ZMP
ATC FACILITY:
OTHER:

g
Wl
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: CARRINGTON STATE: ND
AIRPORT NAME: CARRINGTON MUNI ID: K46D
PROCEDURE: RNAV (GPS) RWY 31 | AMDT: ORIG
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 2.90
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 320.02

4. High Terrain in FINAL segment containing 1000' point 1631

5. Distance from THLD to 1500' point 4.57
(If 1500" point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500’ point 213

FINAL .
7. True Course of segment containing 1500' point 320.02
8. High Terrain in FINAL segment containing 1500’ point 1631
2651. 0990845.18W

9. Threshold Coordinates (if straight-in) ... 472651.02N / o

10. ARP Coordinates ........cccccoeeeeen..... 472704.00N / 0980904 .80W

11. Runway Approach End and distance furthest from ARP............... RWY 13

Distance 0.35 NM

12. FAF Coordinates ...........c...cou....... 472318.36N / 0990425.84W

(Click to Select)
REMARKS:

Approach/Drawing attached. 30NM TAA CECYA (IF/IAF) 471756.33N-0985749.16W






