VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES

MISSED APPROACH

FROM TO COURSE AND DISTANCE ALTITUDE [ MAP: 2.07 MILES AFTER SFK VOR/DME
CLIMB TO 3500 THEN CLIMBING RIGHT TURN TO 4000 DIRECT
SFK VOR/DME AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 036.23 INBOUND.
CHART FAS OBST: 2089 TREE 414400N/0772509W
CHART DUKE MOA.
1.PT L SIDE OF COURSE 216.23 OUTBOUND_ 4100 FTWITHIN__ 10 MILES OF SFK VOR/DME (IAF)
2.
3.FAC 036.23 FAF SFK VOR/DME DISTFAF TOMAP  2.07 THLD
4.MIN. ALT SFK VOR/DME 3300
8. MSA FROM: SFK VOR/DME 3900 MAG VAR: 8W EPOCH YEAR:1965
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | x |
CATEGORY =====> A B c D E
a MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA
CIRCLING 2940 11/4 1048 2940 112 1048 2940 3 1048 NA
NOTES:
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. .
CHART NOTE: USE ELMIRA/CORNING ALTIMETER SETTING; WHEN NOT RECEIVED USE WILLIAMSPORT ALTIMETER WAL,
SETTING AND INCREASE ALL MDA 80FT. & ° =
CHART NOTE: PROCEDURE NA AT NIGHT f&g:m,gc

CITY AND STATE ELEVATION: 1892 TDZE: FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: suyp VOROR GPS-A
WELLSBORO, PA IAIRPORT NAME: IDENTIFIER: VOR-A, AMDT 6
SFK AMDT 5A
WELLSBORO JOHNSTON : DATE 10/27/2005
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES E NO ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
X O O O @™ [X]  [X] _zwv.Lmape con, kss Amcr
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
TERENCE D. SHARP (DAVID TEFFETELLER) AJV-351 05/03/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. REMOVED "OR GPS" FROM PROCEDURE.

2. PT OUTBOUND ALTITDUE CHANGED FROM 4000 TO 4100.

3. MINIMUM ALTITUDE AT SFK VOR/DME CHANGED FROM 3100 TO 3300.

4. CIRCLING MDA/HAA CHANGED FROM 3020/1121 TO 2940/1048 ALL CATS.

5. ADDED NOTE: PROCEDURE NA AT NIGHT.

6. ADDED NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

7. CHANGED NOTE: USE ELMIRA/CORNING ALTIMETER SETTING; WHEN NOT RECEIVED, USE WILLIAMSPORT ALTIMETER SETTING AND INCREASE ALL MDA 80 FEET.
8. DELETED CNF MALCP AS MAP.

REASONS:

1. DEVELOPED STAND ALONE RNAV (GPS) PROCEDURES AT AIRPORT.
2, 3. HIGHER TERRAIN IN PT ENTRY ZONE.

4. NEW AIRPORT ELEVATION AND RASS EVALUATION.

5, 6. UNLIT 20:1 PENETRATIONS.

7. 1AW 8260.19D.

8. 1AW 8260.10D, PARA 264.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE: PT 10 NM SFK VOR/DME 1. AAO 413927.34N/0773042.00W | 2579 (2C) 500 [SA-121 3000
[2- TERRAIN 413430.00N/0773039.00W 2294 (2300) AS1000 3300
FINAL SFK VOR/DME 2.07 MILES AFTER [3. TREE 414400.00N/0772509.00W | 2089 (2C) 250 [RA211 2560
SFK VOR/DME
2. PROCEDURE TURN SFK VOR/DME 10 NM 4. AAO 413927.34N/0773010.58W |2743 (2C) 1000 3800
5. TERRAIN 413915.00N/0773018.00W |2563 (2600) AS1500 4100
MAP: [2.07 MILES AFTER  [SFK VOR/DME ASC 4000
3. MISSED SFK VORIDME 6. AAC 414505.00N/0772712.00W | 2528 (2C) | 1000 3600
APPROACH ELEV- |2475 7. TERRAIN 414505.00N/0772712.00W | 2328 (2300) AS1500 3800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | [ 350 1048 8. TREE 414441.00N/0772427.00W [2419 (2C) 300 RA211 2940
CATEGORY B 1T5NM |0 450 |2 1048 8. TREE 414441.00N/0772427.00W 2419 (2C) 300 RA211 2940
CATEGORY C 17NM  |S[ 450 |2 1048 8. TREE 414441.00N/0772427.00W [2419 (2C) 300 RA211 2940
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: SFK VOR/DME
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (42-000699) 293/21.6 2895 (5E) 3900 N
G
CITY AND STATE ELEVATION: 1892 FACILITY PROCEDURE AND AMENDMENT NO:  [REGIORY. . <
WELLSBORO, PA AIRPORT NAME: SFK VOR-A, AMDT 6 AER-
WELLSBORO JOHNSTON
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - FINAL IS CIRCLING ONLY.
E[‘ﬂ ?\';I’Cgon NWS [OTHER: SOURCE:KELM/ KIPT PRECIPITOUS TERRAIN EVALUATION COMPLETED.
— ASOS DISTANCE: 34.36 / 36.17 BLOCK 3: ALTIMETER SETTING
HOURS REMOTE OPERATION: QED ;S%TEM-ENT:IYZH 1275
24/24 Sy
SATISFACTORY ON: AlC
X|[VHF [xJuHF [ [HF |LOCATION:KELM ADJUSTMENT: 211 /0 SEE ATTACHED AIRSPACE LETTER.
PRIMARY NAVAID: SFK VOR/DME 100FT VEGETATION HEIGHT USED
4.
MONITOR POINT: _AOCC OBS #1 LOCATED 1215.22 FT INTO SECONDARY AREA
MONITOR
HRS CAT 1 24
STATUS FAC CROSSES MIDPOINT OF RWY 10/28
OPTN:| CAT 3 ORDER 8260.3, VOLUME 1, VISUAL PORTION OF
ALS FINALPENETRATIONS:
20:1
(S) SALS 1955 TREE (KN38T0002) 414336.03N/0772426.88W (15.30)
VALS 1938 TREE (KN38T0001) 414336.39N/0772426.75W (1.28)
5. HIRL 1904 ROAD (KN38T0286) 414339.42N/0772319.75W (17.99)
P 1904 ROAD (KN38T0203) 414339.37N/0772317.64W (10.01)
APPROACH™ 5™ [MIRL 10 (PCL), 28 (PCL) 1895 ROAD (KN38T0288) 414340.71N/0772318.51W (4.05)
& RUNWAY FPT NOTIFIED
LIGHTING |_X__[REIL 10,28
TDZ RASS PRESSURE PATTERNS SAME
KN38 1891.50FT
CILINE KELM 954.50FT, RA=210.35
X |OTHER (SPECIFY) KIPT 528.10, RA = 274.15
PAPI-2L 10, 28
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-G 10, 28
7. RUNWAY APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

RUNWAY THRESHOLD
ON CENTERLINE

FT. FROM THRESHOLD
FT. FROM CENTERLINE

9. FINAL APPROACH
COURSE AIMING

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
TERENCE D. SHARP (DAVID TEFFETELLER) 05/03/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351




RADIO FIX AND HOLDING DATA RECORD

NAME: STONYFORK VOR/DME STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 414142.91N/0772511.66W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC_ MRA  MAA

BRG BRG NM  FEET

1 STONYFORK SFK VORDME L 4000 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SW  SFK VORDME  216.23 036.23 R 1 4000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 413927.34N/0773010.58W 2743  2C

1 310 AAO 413927 34N/0773010.58W 2743 2C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 TAKEOFF MINIMUMS KN38 WELLSBORO PA (US)

REMARKS:

PRECIPTOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP BUFFALO KBUF BUFFALO NY (US)

DP ELMIRA KELM ELMIRA/CORNING NY (US)

DP XEROX KROC ROCHESTER NY (US)

DP TAKEOFF MINIMUMS 1 KN38 WELLSBORO PA (US)

EN ROUTE V116 (US)

EN ROUTE V126 (US)

EN ROUTE V164 (US)

EN ROUTE V35 (US)

IAP VOR-A 1 KN38 WELLSBORO PA (US)

STAR MILTON KLGA NEW YORK NY (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6

REASON FOR REVISION:
ADDED CIH

UPDATED OBSTACLE
UPDATED FIX USE

DATE OF REVISION: 11/15/2012

DEVELOPED BY: DATE: 03/08/2012 OFFICE: AJV-352 NAME: DONALD SMITH (WES COMBS)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION:  NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY:
OTHER:
1
J
A Qe 4(1
% 5 =<
A
e
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MALCP STATE: PA COUNTRY: US
LATITUDE/LONGITUDE: 414334.35N/0772352.52W TYPE: CNF
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

REMARKS:
COMPUTER NAVIGATION FIX
2.1 NM/28 DEG. FROM SFK

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP KN38 WELLSBORO

WELLSBORO JOHNSTON - VOR OR GPS-A
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/28/2002

REASON FOR REVISION:
DATA PROVIDED BY NACO FOR ESTABLISHING CNF ON IAP

DEVELOPED BY: DATE: OFFICE: NAME:

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY:
OTHER:

&) CANCELLED

STATE
PA (US)

AL/
X

9
q’sc\ffs
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