US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet
abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tzx:v%\mv DA
SUX VORTAC HUKEG (FO) 255.65 / 22.86 3100 LNAV: RW15
ATLES (IAF) HUKEG (NOPT) (FB) 154.48/6.70 3100 =TIMB TG 3100 DIRECT WIRPTARD FOLD:
HUKEG (IF/IAF) UPXUY (FB) 151.08 / 5.00 3100
UPXUY (FAF) YEGUB/2.10 NM TO RW15 (FB) 151.11/3.28
YEGUB/2.10 NM TO RW15 RW15 (MAP) (FO) 151.13/2.10
RW15 (MAP) 1639 MSL 151.13
ADDITIONAL FLIGHT DATA:
1639 MSL WIRPI (FO) 3100 HOLD SE, RT, 331.20 INBOUND.
CHART FAS OBST: 1519 TREE 420803N/0964503W
CHART FAS OBST: 1539 TREE 420730N/0964441W
DISTANCE TO THLD FROM 294 HATH: 0.79 NM.
WAAS CHANNEL # 99327
REFERENCE PATH ID: W15A
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART WAYNE AWOS-3
2. HOLD NW HUKEG, RT, 151.08 INBOUND, 3100 FT. IN LIEU OF PT (IAF)
3. FAC: _1 51.11 FAF: UPXUY DIST FAF TO MAP: 5.38 THLD: 5.38
4. MIN. ALT: HUKEG 3100, UPXUY 3100, YEGUB/2.10 NM TO RW15 2040*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6.MIN GS INCPT: 3100 GS ALT AT:UPXUY 3100 OM: MM: IM:
7. GSANGLE: 3.00 TCH:40.0 34:11S CLEAR
8. MSA FROM: RW15 3800 MAG VAR: 4E EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ===== A B [ D E
DH/MDA| VIS |HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | vis |HAT/HAA|DH/MDA | viS |HAT/HAA|DH/MDA| VIS |HAT/HAA
LPV DA 1639 1 294 1639 1 294 NA NA
LNAV/VNAV DA 1877 17/8 532 1877 1718 532 NA NA
LNAV MDA 1840 1 495 1840 1 495 NA NA
CIRCLING 1940 1 595 1940 1 595 NA NA
NOTES:
CHART NOTE: BARO-VNAV NA. Al
CHART NOTE: USE WAYNE ALTIMETER SETTING; WHEN NOT RECEIVED, USE SIOUX CITY ALTIMETER SETTING AND 0\3 //:I_
INCREASE ALL DA 44 FEET AND ALL VISIBILITIES 1/8 MILE, INCREASE ALL MDA 60 FEET.
CHART NOTE: DME/DME RNP-0.3 NA. o o
(SEE FORM 8260-10) atatial
CITY AND STATE ELEVATION: 1345 THRE: 1345 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
PENDER, NE AIRPORT NAME: mangmsm RNAV (GPS) RWY 15, ORIG ANDT- NONE
PENDER MUNI DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)
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E YES [ ] no CONCURRENT

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] 1] [x] ] x] [x] [X]  OLUFSS,ZMP, SUX APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

PABLO ORTIZ AJV-353 09/14/2011

APPROVED BY

NAME: FIFO DATE:

LARRY H STROUT MANAGER AJV-353

CHANGES:

1. ORIGINAL PROCEDURE.

2. PDFEDIT TERMINAL ROUTE FROM UPXUY TO UPXUY (FAF) AND REMOVE ALTITUDE 2040*.

3. PDFEDIT TERMINAL ROUTE MISSED ALTITUDE 1639 TO 3100.

REASONS:

1. FPO REQUEST.

2, 3. SIAP ERRORS.

EFFECTIVE CONCURRENT WITH AIRSPACE DOCKET 11-ACE-14.

Nl




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON SUX VORTAC AIRWAY RADIALS R165 CW R331.

*LNAV ONLY
Aly
>
5
™, ) ~
CITY AND STATE ELEVATION: 1345 THRE: 1345 rAC’\IlL!T\l(ER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
DENTIFIER:
PENDER, NE : RNAV (GPS) RWY 15, ORIG
AIRPORT NAME A (GPS) VDT NONE
PENDER MUNI DATED:
PAGE 2 OF 5 PAGES
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA ALPA APA

o = R s D

AOPA

[]

NBAA OTHER (specify)

[1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER 0C4
RUNWAY RW15
APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W15A
LTP/FTP LATITUDE 420704.4375N
LTP/FTP LONGITUDE 0964350.1675W
LTP/FTP ELLIPSOIDAL HEIGHT +03847

FPAP LATITUDE 420543.5600N
FPAP LONGITUDE 0964259.8600W
THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1656
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0

CRC REMAINDER 4AFB6D7D

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K3
LTP ORTHOMETRIC HEIGHT +04101
FPAP ORTHOMETRIC HEIGHT +04101
L,
M
5 .
O’S’gc\f?
CITY AND STATE ELEVATION: 1345 THRE: 1345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PENDER, NE AIRPORT NAME: 'DEN:::\'IER' RNAV (GPS) RWY 15, ORIG AMDT: NONE
PENDER MUNI DATED:

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 3 OF 5 PAGES



ALL AFFECTED PROCEDURES REVIEWED?

[] vyes [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0O O O

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above alport elevation. Distances are in nautical miles unless otherwise indicated,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD SUX K3011650VTLA N42204026W096152512 N42204026W096192512E0090010871 NARSIOUX CITY
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ATLES K30 C L N42224380W096530155 E0038 NAR ATLES
SUSAEAENRT HUKEG K30 W N42162981W096494296 E0037 NAR HUKEG
SUSAEAENRT UPXUY K30 W N42115761W096465288 E0037 NAR UPXUY
SUSAEAENRT WIRPI K30 W N41565332W096373088 E0036 NAR WIRPI
SUSAEAENRT YEGUB K30 W N42085880W096450138 E0037 NAR YEGUB
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP 0C4 K3A0C4 0 036YHN42064831W096434013E004001345 1800018000C MNAR PENDER MUNI

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP 0C4 K3FR15 AATLES 010ATLESK3EAQE A IF 18000 A JS
SUSAP 0C4 K3FR15 AATLES 020HUKEGK3EAOEE B 010TF 15450067 + 03100 A JS
SUSAP 0C4 K3FR15 ASUX 010SUX K3D 0V IF 18000 A JS
SUSAP 0C4 K3FR15 ASUX 020HUKEGK3EAOEY 020TF 25570229 + 03100 A JS
SUSAP 0C4 K3FR15 ASUX 030HUKEGK3EAOEE AR HF 15110040 + 03100 A JS
SUSAP 0C4 K3FR1S5 R 010HUKEGK3EAQE I IF + 03100 18000 A JS
SUSAP 0C4 K3FR15 R 020UPXUYK3EAlE F 051TF 15110050 + 03100 RW15 K3PGA JS
SUSAP 0C4 K3FR15 R 020UPXUYK3EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP 0C4 K3FR15 R 021YEGUBK3EAOE S O031TF 15110033 V 0204002054 -300 A JS
SUSAP 0C4 K3FR15 R 030RW15 K3PGOGY M 031TF 15110021 01385 -300 A JS
SUSAP 0C4 K3FR15 R 040 0 M CA 1511 + 01639 A JS
SUSAP 0C4 K3FR15 R 0SOWIRPIK3EAOQOEY DF + 03100 A JS
SUSAP 0C4 K3FR15 R 060WIRPIK3EAQEE R HM 33120040 + 03100 A JS
Rl
? \C“"’D
CITY AND STATE ELEVATION: 1345 THRE: 1345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PENDER, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 15, ORIG NONE
RNAV AMDT:
PENDER MUNI DATED:

FAA FORM 8260-10 /April2006 (Com puterGenerated) PAGE 4 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

[ ] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 excepgiJ visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP 0C4 K3GRW1S5 0036001511 N42070444W096435017-0400 +0384701345000040060R

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP 0C4 K3PR15 RW15 001 0000W15A0N4207044375W09643501675+038470300N4205435600W09642598600106751656000400F4005004AFB6D7D

SUSAP 0C4 K3PR15 RW15 002E +04101+04101LPV 99327
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234557390123456739012345678901234567890123456789012345678901234567890123456789012
SUSAP 0C4 K3SRW1l5 K3PG 0 18018003825 M
\,)pd.f 7y
@1 g4
CITY AND STATE ELEVATION: 1348 THRE: 1345 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |SUP:
ENTIFIER:
D . - RNAYV (GPS) RWY 15, ORIG
PENDER, NE AIRPORT NAME: A (GPS) AMDT: NONE
PENDER MUNI DATED:

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 5 OF 5 PAGES



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Cellings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FlJ(3f11'ESTJ\FQI)I\F{EIS'SIEFQVW(:E - FAR PART 97.33 gxceptvﬁﬂb“mbs\uhk*|apeIngmaunp|n“°sc[|nﬁgetF“IR_
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
ATLES ATLES 010 IAF IF
ATLES HUKEG 020 IF TF FB 1.0 154.5(158.5T) 006.7 03100
SUX SUX 010 IF
SUX HUKEG 020 TF FO 2.0 255.7(259.7T) 022.9 03100
SUX HUKEG 030 IAF HF R FO 151.1(155.1T) 004.0 03100
HUKEG 010 FACF IF 03100
UPXUY 020 FAF TF FB 0.5 151.1(155.1T) 005.0 03100
YEGUB 021 SDF TF FB 0.3 151.1(155.1T) 003.3 0204002054
RW15 030 MAP TF FO 0.3 151.1(155.1T) 002.1 01385
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 151.1(155.1T) 01639
WIRPI 050 DF FO 03100
WIRPI 060 HM R FO 331.2(335.2T) 004.0 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
SUX N422040.26 W0961925.12 N4220.671 W09619.419
ATLES N422243.80 W0965301.55 N4222.730 W09653.026
HUKEG N421629.81 W0964942.96 N4216.497 W09649.716
UPXUY N421157.61 W0964652.88 N4211.960 W09646.881
WIRPI N415653.32 W0963730.88 N4156.889 W09637.515
YEGUB N420858.80 W0964501.38 N4208.980 W09645.023
RW15 N420704 .44 W0964350.17 N4207.074 W09643.836
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW15 01345 40
{
7
T 4 a
h £
et
CITY AND STATE ELEVATION: 1345 THRE: 1345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PENDER, NE AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 15, ORIG AMDT: NONE
RNAV .
PENDER MUNI DATED:

FAA FORM 8260-10 /April2006 (Com puterGenerated)




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
A PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER SUX VORTAC HUKEG 1. TOWER (31-001246) (421958.00N/0963027.00W | 1817 (5E) 1000 |AT283 3100
[2- TERRAIN 421557.00N/0964603.00W |1533 (1500) AS1500 3000
INITIAL ATLES HUKEG 3. TOWER (31-001342) [422101.00N/0965137.00W | 1855 (4D) 1000 2900
4. TERRAIN 421959.10N/0965023.90W | 1620 (1600) AS1500 3100
INTERMEDIATE HUKEG (IF/IAF) UPXUY 5. AAO 421430.00N/0964624.00W |1729 (4E) 500 [AC98 AT773 3100
[6- TERRAIN 421430.00N/0964627.00W |1529 (1500) AS1500 3000
FINAL: LPV UPXUY RW15 7. PP (KOC4T020) 420708.97N/0964348.37W |1366 (2C) 34:1 |AC20 RA44 1639/294
FINAL: LNAV/VNAV UPXUY RW15 8. TREE 420803.29N/0964503.42W [1519 (2C) | 23.44:1 |AC20 RA44 1877/532
FINAL: LNAV UPXUY YEGUB/2.10 NM TO [9. AAO 421220.11N/0964542.84W | 1689 (2C) 250 |RASS 2040
RW15
FINAL: LNAV STEPDOWN YEGUB/2.10NMTO |RW15 10. TREE 420730.18N/0964440.60W [1539 (2C) 250 [RA44 1840
RW15
2. HOLD-IN-LIEU-OF-PT HUKEG P-5 3. TOWER (31-001342) ]422101.00N/0965137.00W |1855 (4D) 1000 2900
4. TERRAIN 421959.10N/0965023.90W | 1620 (1600) AS1500 3100
MAP: |DA/DA/RW15 WIRPI ASC 3100
,?\'P%IRSS’/EE:)H 11. AAD 420027.00N/0964112.00W | 1752 (4E) | 1000 2800
ELEV: [1432/1735/1696 12. TERRAIN 420027.00N/0964112.00W | 1552 (1600) AS1500 3100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1T3NM | | 350 595 13. TREE 420536.00N/0964424.00W [1579 (2C) 300 RA44 1940
CATEGORY B 1.5 NM L 450 |2 595 13. TREE 420536.00N/0964424.00W |1579 (2C) 300 RA44 1940
CATEGORY C 17NM  |S[ 450 |2
CATEGORY D 23N | 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW15
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) WS A
360-360 TWR (31-001197) 283/25.5 2799 (2C) 3800 S
- (v, I = a—
’ W
CITY AND STATE  « ELEVATION: 1345 FACILITY PROCEDURE AND AMENDMENT NO:  |REGRHEC™
PENDER, NE AIRPORT NAME: RNAV RNAYV (GPS) RWY 15, ORIG ACE
PENDER MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - ALTIMETER ADJUSTMENTS IN USE.
OLU FSS NWS [OTHER: SOURCE KLCG / KSUX PRECIPITOUS TERRAIN EVALUATION COMPLETED.
ZMP ARTCC DISTANCE:
SUXAPP CON FAA HOURS RE’,\%?EI éﬁ;é‘R ATION. RASS PRESSURE PATTERNS SAME
: KOC4 1345, KLCG 1431, KSUX 1098
A/C 24/ BACKUP RA = 43.6 (PRIMARY REMOTE), 87.8 (SECONDARY REMOTE).
SATISFACTORY ON: SEE ATTACHED AIRSPACE LETTER.
x|[VHF | x[uHF | [HF [LoCATION: ADJUSTMENT: 44 /0 TAA NOT DEVELOPED PER ATC REQUEST.
PRIMARY NAVAID: Loy
4. - :
MONITOR MON'TOS ;Cz'NT' OCS SLOPE: 34:1.
sTaTUS | HRS LNAV/VNAV:
OPTN:| CAT 3 OSC SLOPE: 23.44:1.
ALS BOTH KLCG AND KSUX AWOS-3 ARE ON SERVICE A.
(9) SALS VGSI DATA: 3.00/40
MALS "SRR
5 HIRL CHECKLIST REQUEST TO USE 50 FEET VEGETATION. TERRAIN
: UNDER K0C4T089 EQUALS 80 FEET. VEGETATION 80 FEET
APPROACHI™ x ™ |mIRL 33 (PCL), 15 (PCL) USED.
& RUNWAY |
REIL SECONDARY ALTIMETER SETTING PUBLISHED AS A NOTE PER
LIGHTING = =3
CILINE ALL TRANSITIONS HAVE THE SAME INTERMEDIATE CONTROLLING
X |OTHER (SPECIFY) OBSTRUCTION.
PAPI-2L 33 (PCL), 15 (PCL) REQUEST FC VALIDATION OF HOLD-IN-LIEU CONTROLLING
OBSTRUCTION TO 4D AC.
BASIC  BSC-G 33,15
6. RUNWAY ALL WEATHER NO HISTORICAL DATA. ISA DEVIATION USED: -30C (-86F).
MARKINGS
INSTRUMENT
7. RUNWAY APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 1345.4
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 40.0
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X  |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE: et
PABLO ORTIZ 09/14/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-353




RADIO FIX AND HOLDING DATA RECORD

NAME: ATLES STATE: NE COUNTRY: US
LATITUDE/LONGITUDE: 422243.80N/0965301.55W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG B NM  FEET

RG
1 SIOUX CITY SUX VORTAC L 26591 274.91 25.00 25.00
2 YANKTON YKN VOR/DME L 138.39 145.39 39.24

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
UPN 200 AAO 422945.00N/0970012.00W 1939

HOLDING RESTRICTIONS:
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 4000.

REMARKS:
SIOUX CITY (FAC 1) AND YANKTON (FAC 2) USED TO ESTABLISH FiX COORDINATES

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

EN ROUTE V100 1,2

IAP RNAV (GPS) RWY 13 KSUX SIOUX CITY
IAP RNAV (GPS) RWY 31 KO0B4 HARTINGTON
IAP RNAV (GPS) RWY 15 KOC4 PENDER

IAP RNAV (GPS) RWY 30 KVMR VERMILLION

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:

ADDED WP TO FIX TYPE.
CHANGED UPN SPEED 265 TO 200.
UPDATED FIX USE.

DEVELOPED BY: DATE: 09/14/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

3700 17500
3700 17500

ACCURACY CODE
4E

STATE
us)

IA (US)
NE (US)
NE us;
SD (US

QAL

8 <

Q
T

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: HUKEG STATE: NE COUNTRY: US
LATITUDE/LONGITUDE: 421629.81N/0964942.96W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALT'IAUAI;(ES LE»I:IPLATES

INBOUND (LORR) TIME DME MIN
1 NW WP 331.08 151.08 R 4 3100

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
1 200 TOWER (31-001342) 422101.00N/0965137.00W 1855

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

|AP RNAV (GPS) RWY 15 1 KOC4 PENDER
IAP RNAV (GPS) RWY 33 1 KOC4 PENDER

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012

DEVELOPED BY: DATE: 08/03/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ

APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

MAX
6000 5 6

ACCURACY CODE
4D

STATE
NE (US
NE (US

SVAL,
<

s} 5
62"@((:9
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RADIO FIX AND HOLDING DATA RECORD

NAME: SIOUX CITY VORTAC STATE: |IA COUNTRY: US

LATITUDE/LONGITUDE: 422040.26N/0961925.12W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
AN
FIX MAKE-UP FACILITIES: )
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET
1 SIOUX CITY SUX VORTAC L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 SE SUX VORTAC 132.00 312.00 R 1 2900 6000 4 5
2 S SUX VORTAC 180.00 360.00 R 1 3000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
UPN 200 TOWER (19-000257) 423053.00N/0961816.00W 2395 4D

1 200 STACK (19-000482) 421802.00N/0962148.00W 1547 5D

2 200 AAO 421336.00N/0962415.00W 1615 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.
UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 4400.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
DP DES MOINES KDSM DES MOINES 1A (US
DP BLUFS KOMA OMAHA NE (US)
EN ROUTE V100 (US)
EN ROUTE V15 (US)
EN ROUTE V159 (US)
EN ROUTE V175 (US)
EN ROUTE V219 (US;
EN ROUTE V307 (US
IAP RNAV (GPS) RWY 36 KLRJ LE MARS 1A (US)
IAP VOR/DME RWY 36 KLRJ LE MARS 1A (US)
IAP NDB RWY 20 KMEY MAPLETON 1A (US)
|IAP HI-TACAN OR VOR/DME RWY 13 KSUX SIOUX CITY 1A (US
IAP HI-TACAN OR VOR/DME RWY 31 KSUX SIOUX CITY 1A iUS
IAP ILS OR LOC RWY 13 1 KSUX SIOUX CITY 1A (US
IAP ILS OR LOC RWY 31 1 KSUX SIOUX CITY 1A (US)
IAP NDB RWY 13 1 KSUX SIOUX CITY 1A (US)
IAP NDB RWY 17 2 KSUX SIOUX CITY 1A (US)
IAP NDB RWY 31 1 KSUX SIOUX CITY 1A (US)
|IAP NDB RWY 35 2 KSUX SIOUX CITY 1A (US)
IAP RNAV (GPS) RWY 13 KSUX SIOUX CITY 1A (US)
IAP RNAV (GPS) RWY 31 KSUX SIOUX CITY 1A (US)
IAP VOR OR TACAN RWY 31 1 KSUX SIOUX CITY 1A (US)
IAP VOR/DME OR TACAN RWY 13 KSUX SIOUX CITY 1A (US
I1AP RNAV (GPS) RWY 15 KOC4 PENDER NE (US)
IAP RNAV ﬁGPS RWY 18 KLCG WAYNE NE (US
AP RNAV (GPS) RWY 23 KLCG WAYNE NE (US
STAR SIOUX CITY KOFF OMAHA NE (US)
STAR SIOUX CITY KOMA OMAHA NE (US)
REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
REMOVED WP FROM FIX TYPE.
UPDATED PAT 1 AND 2 LEG LENGTH 1-1 1/2 TO 1, HOLDING ALTITUDES MAX 17500 TO 6000 AND TEMPLATES MAX 16 TO 5.
UPDATE UPN AND PAT 2 CONTROLLING OBSTRUCTION DATA.
UPDATED FIX USE.
ADDED MILITARY IAP TO REQUIRED CHARTING. \)Al
, c ’Q
.- DEVELOPED BY: DATE: 08/03/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ o 5
Ao
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APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT

SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON

OTHER:

o 85
6’€C\®°
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RADIO FIX AND HOLDING DATA RECORD

NAME: UPXUY STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 421157.61N/0964652.88W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 15 KOC4 PENDER NE (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 08/03/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

&AL/,J.
6

el
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RADIO FIX AND HOLDING DATA RECORD

NAME: WIRPI STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 415653.32N/0963730.88W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN _ LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME  MIN MAX  MIN  MAX

1 SE wp 151.20 331.20 R 4 3100 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 420027.00N/0964106.00W 1749 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 15 1 KoC4 PENDER NE US)

IAP RNAV (GPS) RWY 33 1 KoC4 PENDER NE (US

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 08/03/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER:

1,
Q

e
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RADIO FIX AND HOLDING DATA RECORD

NAME: YEGUB STATE: NE COUNTRY: US

LATITUDE/LONGITUDE: 420858.80N/0964501.38W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 15 KOC4 PENDER NE (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 08/03/2011 OFFICE: AJV-353 NAME: PABLO ORTIZ
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZMP
ATC FACILITY: SUX APP CON
OTHER: .

Nk

5 o
O‘IEC#/
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: PENDER
AIRPORT NAME: PENDER MUNI
PROCEDURE: RNAYV (GPS) RWY 15

DOCKET #: 11-ACE-14
(96-AXX-X/Required/Not Required)

STATE: NE
ID: KO0C4
AMDT: ORIG

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD

(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL

(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL
4. High terrain in FINAL
5. Distance from THLD

(If 1500 point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL
7. True Course of FINAL
8. High terrain in FINAL

9. Threshold Coordinates (if straight-in) ...

to 1000' point 3.38

segment at 1000' point 1.20

segment containing 1000' point 155.11

segment containing 1000' point 1489

to 1500' point 5.18

segment at 1500' point 1.94

segment containing 1500' point 155.11

segment containing 1500' point 1489

420704.44N /0964350.17W

10. ARP coordinates ............ceeeeeeeennenns

420648.31N / 0964340.13W

11. Runway approach end and distance furthest from ARP................. RWY 33

(Click to Select)

12. FAF Coordinates ........ccceevvvuveennnnn

Distance .30

421157.61N /0964652.88W

NM

(Click to Select)

REMARKS: Approach/Drawing attached.
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INCURRENCES
OUTING SYMBOL

- = - V-34
Administration SBaker
Memorandum ei””
| TS —
Date: e
To: Dick Powell Manager, National Flight Data Center, AJV-21 OUTG STVBOL
. Yamamoto
From: Gregory Yamamoto, Manager, Terminal Procedures & Charting Services [Frassc
Central Team, AJV-353
Subject: ACTION: Magnetic Variation Change S
—_— AIV-34
WTerrell
| T —
The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
* Airport/Facility” column will be revised effective concurrent with the publication of the pATE
procedure(s) listed below.
Foorosvmor
RNAYV (GPS) RWY 15, ORIG
RNAYV (GPS) RWY 33, ORIG frrsso
Estimated Chart Date: 02/09/2012 "
New VER to IFR Airport.
Please publish these changes in the National Flight Data Digest.
NEBRASKA
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier | Variation Value | Year
Pender Pender Muni Airport K0C4 Old 06° East / 2010
New 04° East

If you have any questions please notify Gregory Yamamoto (301-427-4750).

cc: FTW-FPT, AJV-3rf

AJV-353: GYamamoto:sjb:x7537:8-9-11: (U:\AVN100\100Public MAGVAR\MAGVAR Letters 2010\MV Change Request

for Pender, NE (K0C4) 8-9-11)





