US DEPARTMENT OF TRANSPORTATION

RNAV - STANDARD Bearings, headings, courses, and radials are magnetic. ' Elevations and altitudes are in feet, MSL, except
INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altifudes are minimum altifudes unless otherwise indicated. Ceidings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW17
LNAV: RW17
DUHAB (IF/IAF) AKALY (FB) 174.3276.36 2000 :
AKALY (FAF 17 (MA 174.33/5.14
( ) RWAT (MAP) (FO) CLIMB TO 1200, THEN CLIMBING LEFT TURN 2400 DIRECT DUHAB
RW17 (MAP) 1200 MSL 174.33 1200 AND HOLD.
1200 MSL DUHAB (FO) 2400
ADDITIONAL FLIGHT DATA:
CHART FAS OBST: 550 TANK 322758N/0900640W
WAAS CHANNEL # 69231
REFERENCE PATH ID: W17A
AKALY TO RW17: 3.00/38.
LTP HAE: 725 M
.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF {IAF)

1
2, HOLD N DUHAB, LT, 174.32 INBOUND, 2400 FT. IN LIEU OF PT (AF)

3.FAC: 174.33 FAF: AKALY DISTFAF TOMAP: 514 THLD: 544
4. MIN. ALT: pyHAB 2400, AKALY 2000
5. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALTAT: OM: MM: iM:
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 1E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =zz==> A B C D E
DH/MDA VIS | HAT/HAA| DHIMDA VIS | HAT/HAA|DH/MDA | vis {HAT/HAA|DH/MDA | VIS |HAT/HAA|DHIMDA | VIS [HAT/HAA
LP MDA 780 1 455 780 1 455 780 13/8 455 780 138 455
LNAV MDA 800 1 475 800 1 475 800 1318 475 800 138 475
CIRCLING 840 1 515 860 1 535 860 11/2 535 980 2 655
NOTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE JACKSON-EVERS INTL ALTIMETER SETTING R
AND INCREASE ALL MDA 40 FT AND CIRCLING VISIBILITY CAT D 1/4 MILE. le ] o
CHART NOTE: WHEN VGSI INOP, PROCEDURE NA AT NIGHT. 2 )
CHART NOTE: DME/DME RNP-0.3 NA. (},}, (’\g{”
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. e
CITY AND STATE ELEVATION: 325 THRE: 325 FACILITY PROCEDURE NOJAMDT NO./EFFECTIVE DATE:  |SUP:
MADISON, MS AIRPORT NAME: ‘lDENgtl‘l’;!\;R: RNAV (GPS) RWY 17, AMDT 1 AMDT: ORIG
BRUCE CAMPBELL FIELD DATED  04/08/2010

FAA FORM 8260 - 3 / April 2006 {computer generated)

PAGE 1 OF-5 PAGES



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves NO ‘ ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] L] 1] ~ ZME ARTCC, JAN APP CON, AMGR

FLIGHT CHECKED BY

NAME: FIFO ‘ DATE:
DEVELOPED BY

NAME: . FIFO DATE:

DONALD E. SMITH {DANA MITCHELL) AJV-352 08/1512012

APPROVED BY

NAME: FIFO DATE:

) DARRYEL ADAMS " MANAGER AJV-352
CHANGES:

1. IAF FIX HARON CANCELLED.
2. ALTITUDE AT DUHAB RAISED TO 2400 FT MSL.
3. DUHAB MOVED 11.61 FEET EAST.
4. NON STANDARD HOLDING NORTHEAST OF DUHAB ESTABLISHED FOR HiL AND MISSED APPROACH.
5. FAC CHANGED FROM 174.32 TO 174.33.
6. MISSED APPROACH CLEARANCE FiX CHANGED TO DUHAB REQUIRING A LEFT TURN TO THE FIX.
7. AKALY MOVED 996 FT NORTH TO COLOCATE WITH .54A PFAF LOCATION.
8. DUHAB TO AKALY (FAF) DISTANCE CHANGED FROM 6.44 NM TO 6.36 NM.
9. ADDED LP MINIMA.
10. LNAV MINIMA CHANGED FROM 840 TO 800.
11. CIRCLING CAT B, C, D MINIMA CHANGED FROM 900/900/1040 TO 860/860/980.
12. CHANGED ALL REF OF TDZE TO THRE.
13. ADDED NEW NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
184' DES%E:%T ANGLE CHANGED FROM 3.01 TO 3.00.
EE 8260-

REASONS:

1. PER FPT CHECKLIST.

2. THE COINCIDE WITH TAA ALTITUDE DUE TO OBSTACLE EVALUATION.
3. TO LINE UP WITH FINAL COURSE.

4. PER ATC AND FPT CHECKLIST.

5. UPDATED FINAL COURSE.

6. PER ATC AND FPT CHECKLIST.

7. 8260.564A CRITERIA.

8. NEW FIX LOCATIONS.

9. PER ATC/FPT REQUEST AND CHECKLIST.

10. BETTER ACCURACRY FOR CONTROLLING OBSTACLE IN DATABASE.
11. UPDATED OBSTACLE EVALUATION.

12. CALCULATE HATH VS HAT.

13. 20:1/ 34:1 PENETRATIONS.

14, OPTIMUM FINAL APPROACH DESCENT ANGLE.

SEE 8260-10




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT
1. 084/30 CW 264/30 (NOPT) DUHAB (IF/IAF) (FB) 2400
2. 1264/30 CW 084/30 264/15 CW 084/15 3500
3. 264/15CW 084/15 DUHAB (IF/IAF) (FO) 2400

%&Mi“‘
o
2

O, 5D

CITY AND STATE ELEVATION: 325 THRE: 325 rDAéir\lll:l_lTY . PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUPp:
IFIER:
MADISON, MS ; RNAV.(GPS) RWY 17, AMDT 1
AIRPORT NAME RNAY (GPS) AMDT. ORIG
_ BRUCE CAMPBELL FIELD DATED: 0410812010

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] yes [ ] ~no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I e N e N e L1

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: - FIFO DATE:

APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

15. ADDED CLIMB TO 1200 FT PRIOR TO TURN TO MISSED INSTRUCTIONS. 16. ADDED WHEN VGSI INOP,
PROCEDURE NA AT NIGHT NOTE. 17. REMOVED REFERENCE TO HARON ON PLANVIEW NOTE. 18. TCH CHANGED
FROM 55 TO 37.5. 19. VDP REMOVED. 20. REMOVED PLANVIEW NOTES REGARDING PROCEDURE NA FROM V245
AND V555.

REASONS:

REASONS CONT.

15. TO LENGTHEN MISSED APPROACH SEGMENT.

16. NOTE ADDED PER FPT REQUEST. AFS-400 APPROVAL NOT REQUIRED PER SQA.
17. FIX HARON CANCELLED.

18. TO LINE UP WITH VASI.

19. PER 8260.3 20:1 OIS PENETRATIONS NOT LIT.

20. TAA ADDED. :

A}bﬁ\i /j;d_

£
@éfg@{f’*




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KMBO

RUNWAY RW17

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W17A

LTP/FTP LATITUDE 322641.1005N

LTP/FTP LONGITUDE 0900613.2575W

LTP/FTP ELLIPSOIDAL HEIGHT +00725

FPAP LATITUDE 322512.1160N

FPAP LONGITUDE 0900604.6865W

THRESHOLD CROSSING HEIGHT (TCH) 00037.5

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.00

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1392

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 0.0

CRC REMAINDER 13E4E130

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K7

LTP ORTHOMETRIC HEIGHT +00991

FPAP ORTHOMETRIC HEIGHT +00991

Al

& g
PR
E o

CITY AND STATE ELEVATION: 325 THRE: 325 FACILITY PROCEDURE NO./AMDT NO./JEFFECTIVE DATE: SUP:

IDENTIFIER:
MADISON, MS : RNAV (GPS) RWY 17, AMDT 1
AIRPORT NAME RNAV ( AMDT: ORIG
BRUCE CAMPBELL FIELD DATED:  04/08/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I N I O B

AOPA

[

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV (GES] STA NDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT AKALY K70 W N32314920W090064297 W0006 NAR AKALY
SUSAEAENRT DUHAB K70 W N32381019W0S50071979 W0006 NAR DUHAB
1 2 3 4 5 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMBOK7AMBO 0 044YHN32261920W090061120E001000325 1800018000C MNAR BRUCE CAMPBELL FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMBOK7FR17 ADUHAB (010DUHABK7EAQOEE AL HF 17430040 + 02400 18000 A JS
SUSAP KMBOK7FR17 R 01L0DUHABK7EAOE I IF + 02400 18000 A JS
SUSAP KMBOK7FR17 R 020AKALYK7EALE F O051TF 17430064 + 02000 A JS
SUSAP KMBOK7FR17 R 020AKALYK7EA2WALP N ALNAV JS
SUSAP KMBOK7FR17 R 030RW17 K7PGOGY M 031TF 17430051 00363 -300 A JS
SUSAP KMBOK7FR17 R 040 0 M CA 1743 + 01200 A JS
SUSAP KMBOXK7FR17 R 050DUHABK7EAQEY L DF + 02400 A JS
SUSAP KMBOX7FR17 R 06 0DUHABK7EAQEE L HM 17530040 + 02400 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMBOK7GRW17 0044441743 N32264110W090061326-0200 +OO72500325000038075R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMBOK7PR17 RW17 001 0000WL1l7A0N3226411005W09006132575+007250300N3225121160W09006046865106751392000375F40000013F4E130
SUSAP KMBOK7PR17 RW17 002E +00991+00991LP 69231
&
2 a
%
‘"ﬁylg _‘@
CITY AND STATE ELEVATION: 325 THRE: 325 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
MADISON, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 1
BRUCE CAMPBELL FIELD AMDT: ORIG
NAV
R DATED:  04/08/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

L O 0O O

AOPA NBAA OTHER (specify)

[ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DUHAB DUHAB 010 IAF HF L FO 174.3(175.3T) 004.0 AA 02400
DUHAB 010 FACF IF FB AA 02400
AKALY 020 FAF TF FB 0.5 174.3(175.3T) 006.4 AA 02000
RWL17 030 MAP TF FO 0.3 174.3(175.3T) 005.1 AT 00363
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 174.3(175.3T) AA 01200
DUHAB 050 DF L FO AA 02400
DUHAB 060 HM L FO 175.3(176.3T) 004.0 AR 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
AKALY N323149.20 W0900642.97 N3231.820 W09006.716
DUHAB N323810.19 W0900719.79 N3238.170 W09007.330
RW17 N322641.10 W0900613.26 N3226.685 W09006.221
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 00325 38
ﬁﬁifa
Fola §
e
2
~ <3
‘ﬁfrb\.{(‘*'
CITY AND STATE ELEVATION: 325 THRE: 325 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SuUp: R
MADISON, MS AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 17, AMDT 1
BRUCE CAMPBELL FIELD AMDT: ORIG
AV
RN DATED:  04/08/2010

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 5 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i O O O

AQOPA NBAA OTHER (specify)

[ 1 [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 084/30 CW 264/30 DUHAB 1. TOWER (28-001159) |324125.38N/0895206.00W [ 1320 (1C) 1000 2400
2. TERRAIN 325148.00N/0894944.80W [535 (500) AS1500 2000
STRAIGHT-IN AREA 264/30 CW 084/30 264115 CW 084/15  [3. TOWER (28-000032) |321249.95N/0902256.52W | 2409 (2D) 1000 3500
4. TERRAIN 321921.00N/0893957.00W |614 (600) AS1500 2100
STRAIGHT-IN AREA 264/15 CW 084/15 DUHAB 1. TOWER (28-001159) [324125.38N/0895206.00W |1320 (5E) 1000 2400
5. TERRAIN 322727.00N/0895554.00W |476 (500) AS1500 2000
INTERMEDIATE DUHAB (IF/IAF) AKALY 6. TOWER (28-001755) [323150.99N/0900540.16W |549 (1A) 500 |[AT951 2000
7. TERRAIN 323154.00N/0900754.00W |342 (300) AS1500 1800
FINAL: LP AKALY RW17 8. TANK (28-000939) 322757.84N/0900639.61W |550 (1C) 250 |[sA-35 780
FINAL: LNAV AKALY RW17 8. TANK (28-000939) 322757.84N/0900639.61W [550 (1C) 250 800
2. HOLD-IN-LIEU-OF-PT DUHAB P-5 9. TOWER (28-001510) |324124.60N/0900237.31W [620 (5D) 1000 |AT730 2400
10. TERRAIN 324139.00N/0900209.00W | 308 (300) AS1500 1800
MAP: |RW17 DUHAB ASC 2400
i‘P'\g'ngEgH 11. TOWER (28-001502) [322035.30N/0895801.03W | 936 (2C) 1000 2000
ELEV: |680/700 5. TERRAIN 322727.00N/0895554.00W | 476 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT ABV. ARPT.
CATEGORY A 1.3 NM a 350 515 12. TANK (28-001180) |322507.50N/0900636.93W 527 (1C) 300 840
CATEGORY B 1.5 NM i 450 |2 535 8. TANK (28-000939) | 322757.84N/0900639.61W [550 (1C) 300 860
CATEGORY C 1.7 NM 3| 450 |2 535 8. TANK (28-000939) | 322757.84N/0900639.61W [550 (1C) 300 860
CATEGORY D 23NM  |S[ 550 2,:’ 655 13. TOWER (28-001058)| 322521.02N/0900834.85W {669 (1C) 300 980
CATEGORY E 45NM  |®[ 550 |
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: WAL /.
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) A T4
&
o o
O
CITY AND STATE ELEVATION: 325 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MADISON, MS AIRPORT NAME: RNAV RNAV (GPS) RWY 17, AMDT 1 ASO
BRUCE CAMPBELL FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE -

3. ALTIMETER SETTING

JAN APP CON
MEM ARTCC
GWO FSS

SATISFACTORY ON:

NWS |OTHER:

AWOS-3

FAA

A/C

SOURCE: KMBO / KJAN

DISTANCE: 7.8

24/24

HOURS REMOTE OPERATION:

X|VHF

XJUHF |

[HF LOCATION: KMBO

ADJUSTMENT: 0/40

PRIMARY NAVAID:

4

MONITOR POINT:

MONITOR
STATUS

HRS
OPTN:

CAT 1

CAT 3

ALS

(S) SALS

MALS

5

HIRL

APPROACH

MIRL 17 (PCL), 35 (PCL)

& RUNWAY

REIL

PART C - REMARKS:

VDP NOT ESTABLISHED - OBSTACLES PENTRATE THE VDP

SURFACE.

RASS PRESSURE PATTERNS SAME

KMBO 325, KJAN 346
RA = 20.8.

| SEE ATTACHED AIRSP
ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"

PENETRATIONS:

ACE LETTER.

20:1 (ALL PENETRATIONS ARE ON RWY 17)

427 TREE (KMBOT0117
407 TREE (KMBOT0107
371 TREE (KMBOT0080
375 TREE (KMBOT0093
403 TREE (KMBOT0129
350 POLE (KMBOTO0075

418 TREE (KMBOT0148) 322657.48N/0900621.80W (17.46)

350 POLE (KMBOT0087
390 TREE (KMBOT0120
408 TREE (KMBOT0146
352 POLE (KMBOT0094
394 TREE (KMBOT0135
395 TREE (KMBOT0142
380 TREE (KMBOT0122

322651.84N/0900619.73W (55.57
322649.52N/0900619.17W (47.45
322643.97N/0900609.59W (42.73
322646.24N/0900609.60W (35.30
322653.65N/0900616.77W (23.49
322643.10N/0900617.39W (23.39

322644.47N/0900617.06W (16.61
322652.81N/0900616.37W (14.86
322656.55N/0900620.55W (12.58
322645.85N/0900617.93W (11.36
322654.70N/0900618.34W (8.66)
322655.94N/0900617.52W (3.70)
322653.28N/0900613.06W (3.65)

364 TREE (KMBOT0109) 322650.55N/0900608.41W (3.02)
TDZ 380 TREE (KMBOT0126) 322653.76N/0900610.65W (2.08)

411 TREE (KMBOTO0152) 322659.15N/0900622.25W (1.89)
C/LINE 389 TREE (KMBOT0139) 322655.47N/0900615.52W (0.77)
X OTHER (SPECIFY)

LIGHTING

351 POLE (KMBOT0098) 322648.51N/0900608.52W (0.25)
PAPI-2L 17, 35 34:1

420 TREE (KMBOT0162) 322704.56N/0900613.15W (31.33

BASIC 422 TREE (KMBOT0166) 322705.42N/0900615.49W (30.30

ALL WEATHER 413 TREE (KMBOT0161) 322702.81N/0900612.40W (29.67
397 TREE (KMBOT0149) 322658.35N/0900610.54W (27.26

INSTRUMENT 403 TREE (KMBOT0154) 322700.54N/0900610.59W (26.76
418 TREE (KMBOT0165) 322705.57N/0900611.53W (26.67

APPROACH 409 TREE (KMBOTO0159) 322702.52N/0900614.97W (26.00

MIDFIELD 398 TREE (KMBOTO0151) 322659.82N/0900608.24W (24.37

ROLL OUT

GP ANGLE:

DISTANCE FROM RWY:

6. RUNWAY
MARKINGS

NPI-G 17, 35

7. RUNWAY
VISUAL
RANGE

395 TREE (KMBOT0150) 322658.34N/0900616.50W (24.06
403 TREE (KMBOT0157) 322701.14N/0900616.22W (23.83
418 TREE (KMBOT0169) 322706.41N/0900616.00W (23.27
384 TREE (KMBOT0141) 322656.08N/0900610.51W (20.98
411 TREE (KMBOT0164) 322705.03N/0900615.93W (20.37)
402 TREE (KMBOT0160) 322702.03N/0900622.03W (19.00)
407 TREE (KMBOTO0163) 322704.16N/0900622.73W (17.55)
409 TREE (KMBOT0167) 322705.46N/0900617.18W (16.84)
413 TREE (KMBOT0172) 322707.04N/0900615.22W (16.56)
398 TREE (KMBOT0158) 322702.06N/0900618.14W (15.71)

ELEV RWY THRESHOLD:
ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
FT. FROM THRESHOLD

FT. FROM CENTERLINE

8. GLIDE
PATH

RUNWAY THRESHOLD
ON CENTERLINE

9. FINALAPPROACH X
COURSE AIMING X

391 TREE (KMBOT0155) 322700.71N/0900611.58W (14.05)
363 BLDG (KMBOTO0113) 322651.85N/0900609.11W (12.80)
391 TREE (KMBOT0156) 322701.18N/0900613.62W (12.24)
424 TREE (KMBOT0183) 322711.60N/0900624.09W (12.24)
350 POLE (KMBOT0108) 322650.30N/0900609.65W (4.28)
398 TREE (KMBOT0171) 322706.60N/0900621.54W (1.57)

RWY 35 20:1
403 TREE (KMBOT0258) 322548.51N/0900613.21W (56.29)

10. WAIVERS: NONE

PART D - PREPARED BY:

DONALD E. SMITH (DANA MITCHELL)

DATE: i
08/15/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

426 TREE (KMBOT0277
3561 TREE (KMBOT0222
343 TREE (KMBOT0215
383 TREE (KMBOT0269
346 TREE (KMBOT0223
347 TREE (KMBOT0232

322542.82N/0900614.13W (50.95)
322553.05N/0900605.53W (24.48)
322554.22N/0900604.60W (22.04)
322545.36N/0900612.54W (20.19)
322552.96N/0900606.63W (19.41)
) 322552.62N/0900605.40W (18.26)

337 BLDG (KMBOT0213) 322554.50N/0900603.93W (17.22)
349 TREE (KMBOT0242) 322551.92N/0900605.75W (16.86)

CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT,
MAP:
3. MISSED
APPROACH STEV
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ T 350
CATEGORY B 15NM__|w[ 450 [
CATEGORY C 1.7NM  |S[ 450 |2
CATEGORY D 23NM__ |3 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: B
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) [f
CITY AND STATE ELEVATION: 325 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
MADISON, MS AIRPORT NAME: RNAV RNAV (GPS) RWY 17, AMDT 1 ASO
BRUCE CAMPBELL FIELD

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE " 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
, FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C
VHF [uHF | [HF lLocaTiON: ADJUSTMENT:
, PRIMARY NAVAID:
MONITOR |-MONITOR POINT.
STATUS | HRs | CATT
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
& RUNWAY |——[MIRL
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.

359 TREE (KMBOT0253) 322549.99N/0900603.74W (16.44)
392 TREE (KMBOT0282) 322543.13N/0900603.04W (14.65)
345 TREE (KMBOT0246) 322551.65N/0900607.42W (12.08)
342 TREE (KMBOT0235) 322552.18N/0900607.12W (11.65)
429 TREE (KMBOT0306) 322534.10N/0900613.44W (9.80)
385 TREE (KMBOT0281) 322543.09N/0900604.67W (8.01)
384 TREE (KMBOT0283) 322542.94N/0900605.70W (6.62)

KMBO NOT ON SVC A
KJAN ON SVC A

LPV/LNAV/VNAV NOT DEVELOPED PER UNCLEARED GQS
PENETRATIONS PER FPT.

100FT VEGETATION USED.
25 BANK USED ON MISSED APPROACH.
VGSI 3.00/37.5




RADIO FIX AND HOLDING DATA RECORD

NAME: AKALY STATE: MS COUNTRY: US
LATITUDE/LONGITUDE: 323149.20N/0900642.97W TYPE: WP
AIRSPACE DOCKET: » FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 17 KMBO MADISON MS (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013
REASON FOR REVISION:
1. FIX MOVED 496FT NORTH TO CO-LOCATE WITH .54 PFAF CALCULATION
DEVELOPED BY: DATE: 08/10/2012 OFFICE: AJV-352 NAME: DONALD SMITH (DANA MITCHELL)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
- FPO: EST

ARTCC: ZME

ATC FACILITY: JAN APP CON

OTHER:

sl
W g
&
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RADIO FIX AND HOLDING DATA RECORD

NAME: DUHAB STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 323810.19N/0900719.79W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RADI/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
: INBOUND . (LORR) TIME DME MIN MAX MiN MAX

1 N wpP 354.32 174.32 L 4 2400 6000 K 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (28-001510) 324124 .60N/0800237.31W 620 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 17 1 KMBO MADISON MS (US)
AP RNAV (GPS) RWY 35 1 KMBO MADISON MS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 01/10/2013

REASON FOR REVISION:
1. ESTABLISHED HOLDING
2. FIX MOVED 11.16 FT EAST TO ALIGN WITH FINAL COURSE.

DEVELOPED BY: DATE: 08/15/2012 OFFICE: AJV-352 NAME: DONALD SMITH (DANA MITCHELL)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: JAN APP CON
OTHER:

wd i
~£>§>‘Li o
(&
L 2, o3

&t
@f—," ~ e
€ fg.: ot
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MADISON : STATE: MS
AIRPORT NAME: BRUCE CAMPBELL FIELD ID: KMBO
PROCEDURE: RNAV (GPS) RWY 17 AMDT: 1
DOCKET # :

{96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.25
(Enter THLD, FAF, ARP, FACILITY, as appropriate) :
2. Width of FINAL segment at 1000’ point | 1.20
(Enter appropriate segment , final, intermediate,’ etc.)
3. True Course of FINAL segment containing 1000’ point. 175.33
4. High Terrain in FINAL segment containing 1000’ point 358
5. Distance from THLD to 1500' point 4.94
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 1.95
7. True Course of FINAL segment containing 1500' point_175.33
8. High Terrain in FINAL segment containing 1500’ point 358
9. Threshold Coordinates (if straight-in) ... 322641.10N ,0900613.26W
10. ARP Coordinates .......ccccccceveeeenne 322619.20N / 0900611.20W
11. Runway Approach End and distance furthest from ARP................. RWYy 35
Distance 37 NM
12. FAF Coordinates ..........ccccovevveenne 323149.20N /0900642.97W
(Click to-Select)

REMARKS: APPROACH / DRAWING ATTACHED DUHAB : 323810.19N/0900719.79W




RADIO FIX AND HOLDING DATA RECORD

NAME: HARON STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 323938.88N/0895447.28W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL CA N C E L L E D

FIX MAKE-UP FACILITIES:

FAC NAME ’ IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 JACKSON JAN VORTAC H 049.49 054.49 15.83 15.83 5000 7000

2 SIDON SQSs VORTAC H 156.00 159.00 51.48 5000 7000

EXPANDED SERVICE VOLUME (ESV): .
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
SQs VORTAC R-156 52 50 70

FIX RESTRICTIONS:
MRA V245 5000

HOLDING: HOLDING TYPE OF ACTION: CANCEL

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 NE . JAN VORTAC 049.49 229.49 R 1 2700 14000 4 7

CONTROLLING OBSTRUCTIONS: :
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 175  TOWER (28-001159) 324125.38N/0895206.00W 1320 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN (*175K REQUESTED BY AIR TRAFFIC)

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5 DATE OF REVISION: 04/08/2010

REASON FOR REVISION:

1. UPDATED FIX USE

2. DELETED FAC 3.

3. ADDED DIST FROM FAC FOR FACS 1 & 2.
4. REQUESTED ESV FOR FAC 2.

5. UPDATED HOLDING OBST #.

DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: JAN APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






