ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet

FEDERAL AVIATION ADMINISTRATION

TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM ' TO COURSE AND DISTANCE ALTITUDE |L|.§c 0:40 MILES AFTER OBION LOM
DYR VORTAC OBION LOM 040.07 / 22.93 2500 o
CLIMB TO 1300 THEN CLIMBING RIGHT TURN TO 2500 DIRECT
OBION LOM AND HOLD.
ADDITIONAL FLIGHT DATA:
HOLD S, LT, 006.37 INBOUND.
FAS OBST: 569 AAO 361857N/0885906W
CHART (RSGDP) AT 361133.18N/0890041.36W
1.PT R SIDE OF COURSE186.37 OUTBOUND 2000 FT WITHIN 10 MILES OF OBION LOM (IAF
2. .
3. FAC: 006.37 FAF: OBION LOM DIST FAF TO MAP: 440 THLD: 4.40
4. MIN. ALT: OBION LOM 1900
5. DIST TO THLD FROM OM: - MM: . IM: - 150HAT. - 100HAT - GSANT 919
6. MIN GS INCPT 1900 GSALTAT - OM: 1887 MM: . M -
7. GS ANGLE: 3.00 TCH:41.8
8. MSA FROM: UC LOM 2500 MAG VAR: 0E EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | X |
CATEGORY =====> A B C D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS  |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
S-LS 1 627 1 282 627 1 282 627 1 282 627 1 282
S-LOC 1 820 1 475 820 1 475 820 11/4 475 820 11/4 475
CIRCLING 820 1 475 820 1 475 820 11/2 475 900 2 555
NOTES:
CHART NOTE: ADF REQUIRED. WAL/,
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. Q #
CHART PLANVIEW NOTE: ADF REQUIRED. 1 o
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING TO RWY 01 PROCEDURE NA AT NIGHT. O"EC‘(&
(SEE FORM 8260-10) .
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP;
. UNION CITY, TN AIRPORT NAME: |DEN;I'HE|$R: ILS OR LOC RWY 1, AMDT 1 AMDT ORIG-A
EVERETT-STEWART RGNL DATED  06/05/2008

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] ves [E NO SEE CHANGES ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I I

1 O

[X] [x] [x] ZME, UCY AMGR

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

DONALD E. SMITH (CHRISTOPHER COX)

FIFO
AJV-352

DATE:
09/15/2011

APPROVED BY

NAME:

DARRYEL ADAMS

MANAGER

FIFO
AJV-352

DATE:

CHANGES:
1. ADDED INOP NOTES.

2. ADDED BACKUP ALTIMETER SETTING NOTE.
3. CHANGED MAP LOCATION FROM 4.7 MILES AFTER ORION LOM TO 4.4 MILES AFTER ORION LOM (FAF TO MAP).
4. ADDED ADF REQUIRED CHART NOTE.

5. ADDED VISIBILITY REDUCTION BY HELICOPTER NOTE.
6. UPDATED AIRPORT ELEVATION FROM 335 TO 345 AND THLD ELEV FROM 335 TO 345.
7. TCH CHANGED FROM 39 FT TO 41.8 FT.
8. FAS OBSTACLE UPDATED TO 569 AAO.
9. REMOVED VGSI COINCIDENT NOTE.

10. ILS DA/VIS/HATH CHANGED: CAT A-D FROM 535 3/4 200 TO 627 1 282.

11. LOC MDA/VIS/HATH CHANGED: CAT A-B FROM 760 3/4 425TO 820 1 475 AND CAT C-D FROM 760 1 1/4 425 TO 820 1 1/4 475.
12. CIRC MDA/VIS/HAA CHANGED: CAT A FROM 760 1 425 TO 820 1 475, CAT B FROM 800 1 465 TO 820 1 475, CAT C FROM 800 1 1/2 465 TO 820 1 1/2
475, AND CAT D HAA FROM 565 TO 555.
GS: 362224.63N / 0885916.74W, LOC: 362328.92N / 0885902.74W, MB: 361751.74N / 0885941.48W, 3RD PARTY SURVEY

REASONS:

1. LIGHT TABLE ADJUSTMENTS DID NOT APPLY TO ALL VISIBILITIES.
. RECOMMENDED WHEN POSSIBLE FOR ALTIMETER SOURCE REDUNDANCY.

. RWY WAS EXTENDED BY 1500 FT.

OLWN

- REQUIRED FOR EXECUTION OF MISSED APPROACH AS WELL AS PROCEDURE ENTRY.
. SPECIALIST HAS NO MEANS OF VERIFYING VISUAL SURFACES ARE CLEAR WITHOUT A VERTICALLY GUIDED SURVEY IN PLACE-34:1 SURFACE ASSUMED NOT CLEAR.
. RESULTS OF RWY LENGTHENING AND SURVEYED HEIGHTS OF R01 THLD.

. RESULT OF NEW LOCALIZER AND GS DATA FROM UPDATED LOC/GS LOCATIONS AND SURVEY.

. NEW GS DATA MATCHES (WITHIN TOLERANCE) OF NEW VGSI DATA

7
g. THIS IS A RESULT OF THE APPLICATION OF 8260.19D PAR 274 - ADVERSE ASSUMPTION OBSTACLES IN FINAL.
1

0-12. BECAUSE NO OBSTACLE SURVEY EXISTS TO RWY 1, ASSUMED VEGETATION WAS USED TO EVALUATE FINAL SEGMENTS INCREASING LINES OF MINIMA.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

VISIBILITIES 1/8 MILE.

CATS VISIBILITY TO 1 1/4 MILES AND S-LOC 1 CAT C/D VISIBILITY TO 1 5/8 MILES.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DYERSBURG ALTIMETER SETTING AND
INCREASE ALL DA 72 FEET AND ALL MDA 80 FEET; INCREASE S-LOC 1 CAT C/D AND CIRCLING CATC

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-ILS 1 ALL CATS AND S-LOC 1 CAT A/B.

CHART NOTE: FOR INOPERATIVE ODALS, INCREASE S-LOC 1 CAT C/D VISIBILITY TO 1 3/8 MILES.

CHART NOTE: INOPERATIVE DOES NOT APPLY TO S-LOC 1 CAT A/B WHEN USING DYERSBURG ALTIMETER SETTING.
CHART NOTE: FOR INOPERATIVE ODALS WHEN USING DYERSBURG ALTIMETER SETTING, INCREASE S-ILS 1 ALL

g

et

CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  [Sup:
. IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
UNION CITY, TN AIRPORT NAME: LucY AMDT: ORIG-A
EVERETT-STEWART RGNL DATED:  06/05/2008
PAGE 2 OF{ PAGES

FAA FORM 8260-10/ April 2006 (Computer Generated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |::| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [] [ ] [ 1] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
Nats




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 () 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DYR K7011680VTLA N36010678W089190369 N36010678W089190369E0030003891 NARDYERSBURG
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT OBION K70 R N36175243W088594917 w0017 NAR OBION LOM
SUSAEAENRT RSGDP K70 W N36113318W089004136 wWo0o1le NAR CNF (RSGDP)
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123455789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7AUCY 0 065YHN36224708W088590853E000000345 1800018000C MNAR EVERETT-STEWART RGNL-
1 2 3 4 5 6 7 8 9 4] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567B90123456789012345678901234567890123456789012
SUSAP KUCYK7FIOl ADYR 010DYR K7D 0V IF 18000 0 NS
SUSAP KUCYK7FIO1l ADYR 0200C K7PNON TF + 02500 0 NS
SUSAP KUCYK7FIOl ADYR 030UC K7PNONE AL PI IUCYK7 1853005623140100PI + 02000 0 NS
SUSAP KUCYK7FIO1l I 010RSGDPK7EAQE I IF IUCYK7 18640120 PI J 020000190018000 0 NS
SUSAP KUCYK7FIO1 I 0200BIONK7EAQE F CF IUCYK7 1864005600600064PI H 0190001887 -300UC K7DB0 NS
SUSAP KUCYK7FIO1l I 030RWO01 K7PGOGY M CF IUCYK7 1864001200600044PI 00387 -300 0 NS
SUSAP KUCYK7FIO1l I 040 0 M CA 0064 + 01300 0 NS
SUSAP KUCYK7FIO1l I 0500C K7PNONY R DF + 02500 0 NS
SUSAP KUCYK7FIO1l I 060UC K7PNONE L HM 0064T010 + 02500 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7GRWO1 0065010064 N36221513W088591294-0600 +0077100345000042100IIUCY1
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7IIUCY1l 010970RW0O1 N36232892W0885902740064N36222463W0885915741007 09190534300E00004200337
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
--------------------------------------------------------------------------------------------------------------------------------- ki
SUSAP KUCYK7SUC K7DB 0 18018002525 M .\.:}‘A #
Y g
Q%'t:,
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
EVERETT-STEWART RGNL AMDT:  ORIG-A
l-ucyY DATED:  06/05/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850 1234567890123456789012
SUSAPNKUCYK7 UC K7002120HOMW N36175134W088;;4;4; ----------------------- é(‘)(-);.(-) ----------- lgl_ﬁ;c-)é;(;;‘ ----------------------------------
:::}"xl i 'y
g g o
e
et
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
EVERETT-STEWART RGNL AMDT: ORIG-A
1-ucy DATED:  06/05/2008
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DYR DYR 010 IF FB
DYR ucC 020 TF FB AA 02500
DYR uc 030 IAF PI L FB 231.4¢() 010.0 AA 02000
RSGDP 010 FACF IF FB AA 02000 GI 01900
OBION 020 FAF CF FB 006.0() 006.4 GI 01900 GS 01887
RWO1 030 MAP CF FO 006.0() 004.4 AT 00387
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 006.4() AA 01300
uc 050 DF R FO AA 02500
ucC 060 HM L FO 006.4() T01.0 AA 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DYR N360106.78 W0891903.69 N3601.113 W08919.062
OBION N361752.43 W0885949.17 N3617.874 W08859.820
RSGDP N361133.18 W0890041.36 N3611.553 W08900.689
RWO1 N362215.13 W0885912.94 N3622.252 wW08859.216
IUCY (LOC) N362328.92 w0885902.74 N3623.482 W08859.046
uc N361751.34 W0885941.43 N3617.856 W08859.691
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO1 00345 42
wli7,
%L'”'
Curecs
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1 .
EVERETT-STEWART RGNL AMDT: ORIG-A
-ucy DATED:  06/05/2008
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page b/ of @ Pages
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD DYR K7011680VTLA N36010678W089190369 N36010678W089190369E0030003891 NARDYERSBURG
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT OBION K70 R N36175243W088594917 woo17 NAR OBION LOM
SUSAEAENRT RSGDP K70 w N36113318W089004136 Woole NAR CNF (RSGDP)
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7AUCY 0 065YHN36224708W088590853E000000345 1800018000C MNAR EVERETT-STEWART RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

RUNWAY

SUSAP KUCYK7FLO1l ADYR 010DYR K7D 0OV IF 18000 0 NS
SUSAP KUCYK7FLO1 ADYR 0200C K7PNON TF + 02500 0 NS
SUSAP KUCYK7FLO1l ADYR 030UC K7PNONE AL PI IUCYK7 1853005623140100PI + 02000 0 NS
SUSAP KUCYK7FLO1l L 010RSGDPK7EAQE I IF IUCYK7 18640120 PI + 02000 18000 0 NS
SUSAP KUCYK7FLO1 L 0200BIONK7EAQE F CF IUCYK7 1864005600600064PI + 013500 uc K7DB0O NS
SUSAP KUCYK7FLO1 L 030RWO01 K7PGOGY M CF IUCYK7 1864001200600044PI 00387 -324 0 NS
SUSAP KUCYK7FLO1l L 040 0 M CA 0064 + 01300 0 NS
SUSAP KUCYK7FLO1l L 050UC K7PNONY R DF + 02500 0 NS
SUSAP KUCYK7FLO1l L 060UC K7PNONE L HM 0064T010 + 02500 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KUCYK7GRWO1 0065010064 N36221513W088591294-0600 +0077100345000042100II0UCY1

1 2 3 4 s 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7IIUCY1 010970RW01 N36232892W0885902740064N36222463W0885916741007 09190534300E00004200337
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901?’
_________________________________________________________________________________________________________________________________ ?\ /"
SUSAP KUCYK7SUC K7DB 0 18018002525 M 6? »
Crec
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
EVERETT-STEWART RGNL AMDT: ORIG-A
l-ucy DATED:  06/05/2008

FAA FORM 8260 - 10/ April 2006 (Computer Generated) Page (_Q of <g Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O O 0O

AOPA

1]

NBAA OTHER (specify)

L

FLIGHT CHECKED BY
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890 123456789012
SUSAPNKUCYK7 UC X7002120HOMN N3G175134W08850a1s ;:(-)(-);(_) ----------- 1:11_\1;51_3;61:1 ----------------------------------
ﬁi'*l- iy ~
Vog .
Ouye
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
EVERETT-STEWART RGNL AMDT:  ORIG-A
1-ucy DATED: 06/05/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page ? of g Pages
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]
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_____  1LOCSTANDARDINSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DYR DYR 010 IF FB
DYR uc 020 TF FB AA 02500
DYR uc 030 IAF PI L FB 231.4() 010.0 AA 02000
RSGDP 010 FACF IF FB AA 02000
OBION 020 FAF CF FB 006.0¢() 006.4 AA 01900
RWO1 030 MAP CF FO 006.0() 004.4 AT 00387
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 006.4() AA 01300
uc 050 DF R FO AA 02500
uc 060 HM L FO 006.4() T01.0 AA 02500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DYR N360106.78 W0891903.69 N3601.113 W08919.062
OBION N361752.43 W0885949.17 N3617.874 W08859.820
RSGDP N361133.18 W0890041.36 N3611.553 W08900.689
RWO1 N362215.13 W0885912.94 N3622.252 W08859.216
IUCY (LOC) N362328.92 W0885902.74 N3623.482 W08859.046
uc N361751.34 W0885941.43 N3617.856 W08859.691
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO1 00345 42
nli;
P
Yoa
N, A
Loees
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 1, AMDT 1
EVERETT-STEWART RGNL AMDT: ORIG-A
I-Ucy DATED: 06/05/2008

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER DYR VORTAC OBION LOM 1. TOWER (47-000468) [360733.00N/0891423.00W | 854 (5D) 1000 |AT646 2500
2. TERRAIN 360915.00N/0891448.00W [424 (400) AS1500 1900
INTERMEDIATE: PT 10 NM OBION LOM 3. TOWER (47-001442) [360940.00N/0885943.00W |716 (5D) 500 1300
4. TERRAIN 360821.00N/0890245.00W [407 (400) AS1500 1900
FINAL: ILS GS INTCP RWO1 5. TREE 362213.37N/0885916.84W [449 (2C) 34:1 [Ac20 627/282
FINAL: LOC OBION LOM 4.40 MILES AFTER [6. AAO 361857.31N/0885905.74W | 569 (2C) 250 820
OBION LOM
2. PROCEDURE TURN OBION LOM 10 NM 7. TOWER (47-000367) [360620.00N/0885952.00W |840 (3C) 1000 1900
8. TERRAIN 360339.00N/0885039.00W |489 (500) AS1500 2000
MAP: |DA/4.40 MILES OBION LOM ASC 2500
ey AFTER OBION LOW 5. TOWER (47-000254)_|362159.00N/0890502.00W | 728 (5D) | 1000 1800
ELEV: [426/570 10. TERRAIN 362154.00N/0890448.00W | 437 (400) AS1500 1900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | 350 475 11. TREE 362201.81N/0885925.42W 459 (2C) 300 ol 820
CATEGORY B 1.5NM |} 450 < 475 11. TREE 362201.81N/0885925.42W |459 (2C) 300 S| 820
CATEGORY C 17NM  |S[ 450 |2 475 12. TREE 362428.68N/0890035.67W 469 (2C) 300 s 820
CATEGORY D 23NM__|3[ 550 |2 555 13. TREE 362001.10N/0885911.46W 489 (2C) 300 HAA 900
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: UC LOM als
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)|  WySA
" 360-360 TWR (47-000702) 156/ 25.9 1462 (3C) 2500 % n
\st.l
CITY AND STATE ELEVATION: 345 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
UNION CITY, TN AIRPORT NAME: l-ucy ILS OR LOC RWY 1, AMDT 1 ASO
EVERETT-STEWART RGNL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
JKS FSS NWS |OTHER: SOURCE:KUCY / KDYR
ZME ARTCC AWOS-3 DISTANCE: 0/ 30.68
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 0/24
x|VHF | xJuHF | [HF |LocATION: ADJUSTMENT: 0/0
) PRIMARY NAVAID: I-UCY
MONITOR |-MONITOR POINT. _ UNMONITORED
STATUS | HRS | CAT!
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
QP:SS\QX? X |MIRL 01, 19
LIGHTING X REIL 01, 19
TDZ
C/LINE
X OTHER (SPECIFY)
ODALS 01 (PCL) PAPI-4L 01, 19
6. RUNWAY  |BASIC
MARKINGS ALL WEATHER PIR-G 01, 19
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 345.4
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 339
919 THRESHOLD CROSSING HEIGHT 41.8
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

DONALD E. SMITH (CHRISTOPHER COX)

DATE:
09/15/2011

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - FACILITY DOES NOT HAVE DME.

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. WEATHER SERVICE LOCATION: KUCY, EVERETT-STEWARD
RGNL, UNION CITY, TN

3. BACKUP ADJUSTMENT: 72 FT

4. OBION LOM (UC) MONITOR DATA: CAT 3/24 HRS
RASS PRESSURE PATTERNS SAME

KUCY 345.4, KDYR 337.7

RA =71.65.

SEE ATTACHED AIRSPACE LETTER.

KUCY NOT ON SERVICE A.
KDYR ON SERVICE A.

VEGETATION HEIGHT OF 100 FEET PER EFTP.

NO OBSTACLE SURVEY LOADED YET FOR RWY 01. OBSTACLE AND
VISIBILITY SURFACE PENETRATIONS COME FROM AIRPORT IAP
FORMS AND WORST-CASE VEGETATION.

20:1, 34:1 PENETRATIONS NOT LISTED-ALL PENETRATIONS ARE
ASSUMED AND UNVERIFIED OBSTACLES.

VGSI DATA: 3/42.3




RADIO FIX AND HOLDING DATA RECORD

NAME: OBION LOM ) STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361752.43N/0885949.17W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 OBION uc LOM 17500

2 UNION CITY I-UCY LoC 186.37 186.37 5.64 34240 1900 4800

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S [-UCY LoC 186.37 006.37 L 1 2500 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-001442) 360940.00N/0885943.00W 716 5D

REASON FOR NONSTANDARD HOLDING:
PAT 1 TO MATCH PT DESIGN

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE OBION LOM.
ACTUAL FACILITY LOCATION IS 361751.74N/0885941.48W.

PRECIPITOUS TERRAIN EVAULATION COMPLETE.

FIX USE: .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 1 1,2 1 KUCY UNION CITY TN (US)

REQUIRED CHARTING: IAP |
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:
UPDATED FIX USE

FIX LAT LONGS UPDATED
MOVED 39.74 FT NORTH
ADDED FAC 2 DISTANCES
REMOVED PAT 2

DEVELOPED BY: DATE: 09/15/2011 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
APPROVED BY: DATE: OFFICE: AJV-352 . - NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

Nl
@,
a

et
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RADIO FIX AND HOLDING DATA RECORD

NAME: RSGDP

STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361133.18N/0890041.36W TYPE: CNF

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP ILS OR LOC RWY 1

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 10/18/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY STATE
KUCY UNION CITY TN (US)
DATE OF REVISION: 02/09/2012
OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
OFFICE: AJV-352 NAME: DARRYEL ADAMS
O“A‘/Q
2

;?cw@
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RADIO FIX AND HOLDING DATA RECORD

NAME: DYERSBURG VORTAC STATE: TN COUNTRY: US !Egé EO 0 M gLY
[]

LATITUDE/LONGITUDE: 360106.78N/0891903.69W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 DYERSBURG DYR VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MiN MAX MIN  MAX

1 E DYR VORTAC 075.00 255.00 R 1 2000 14000 4 10

2 E DYR VORTAC 071.30 251.30 R 1 2000 14000 4 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47-000235) 360311.00N/0892124.00W 782 3C

2 200 TOWER (47-000468) 360733.00N/0891423.00W 854 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP MEMPHIS KMEM MEMPHIS TN (US)

EN ROUTE V11 (US)

EN ROUTE V140 (US)

EN ROUTE V47 (US)

IAP ILS OR LOC/DME RWY 18 KBYH BLYTHEVILLE AR (US)

IAP VOR RWY 18 KBYH BLYTHEVILLE AR (US)

IAP VOR RWY 36 KBYH BLYTHEVILLE AR iUS)

IAP RNAV (GPS) RWY 18 KHKA BLYTHEVILLE AR (US)

IAP RNAV (GPS) RWY 36 KHKA BLYTHEVILLE - AR (US)

IAP VOR/DME RWY 18 1 KMO05 CARUTHERSVILLE MO (US)

IAP NDB OR GPS RWY 36 KCHQ CHARLESTON MO (US)

IAP RNAV (GPS) RWY 2 KTKX KENNETT MO (US)

IAP RNAV (GPS) RWY 20 KTKX KENNETT MO Usg

IAP VOR/DME RWY 20 KTKX KENNETT MO (US

IAP RNAV (GPS) RWY 36 KMAW MALDEN MO (US)

IAP VOR/DME RWY 4 KOM4 CAMDEN TN (US)

IAP VOR-A 2 KDYR DYERSBURG TN (US)

IAP VOR/DME RWY 4 2 KDYR DYERSBURG TN (US)

IAP VOR/DME-A KM53 HUMBOLDT TN (US

IAP NDB RWY 1 KHzD HUNTINGDON TN (US

IAP RNAV (GPS) RWY 1 KHZD HUNTINGDON TN (US)

IAP RNAV (GPS) RWY 19 KHZD HUNTINGDON TN (US)

IAP ILS OR LOC RWY 22 KNQA MILLINGTON TN (US)

IAP RNAV (GPS) RWY 22 KNQA MILLINGTON TN (US)

IAP ILS OR LOC/NDB RWY 2 KPHT PARIS TN (US)

IAP NDB RWY 2 KPHT PARIS TN (US)

IAP VOR/DME-A KTGC TRENTON TN (US)

IAP ILS OR LOC RWY 1 KUCY UNION CITY TN (US)

IAP RNAV (GPS) RWY 1 KUCY UNION CITY TN (US)

IAP RNAV (GPS) RWY 19 KUCY UNION CITY TN (US)

IAP VOR/DME-A KUCY UNION CITY TN (US)

STAR WLDER KMEM MEMPHIS TN (US)

STAR GRAHAM KBNA NASHVILLE TN (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOwW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 10 DATE OF REVISION: 05/06/2010

REASON FOR REVISION:

UPDATED FIX USE.

ADDED PRECIPITOUS TERRAIN EVAL.
ADDED HOLDING RESTRICTIONS.

UPDATED HOLDING OBSTRUCTIONS. Q\\M’/‘

“
2

Vel
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DEVELOPED BY: DATE: 10/17/2009 OFFICE: AVN-110 NAME: STEVE BRUMMETT

APPROVED BY: DATE: 03/16/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

O\)P\L/I\/—

2
Vel
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: UNION CITY STATE: TN
AIRPORT NAME: EVERETT-STEWART RGNL ID:  KUCY
PROCEDURE: ILS OR LOC RWY 1 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.73
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 0.81
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 006.37

4. High Terrain in FINAL segment containing 1000’ point 397

5. Distance from THLD to 1500' point 4.40
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 1.17

7. True Course of FINAL segment containing 1500' point 006.37

8. High Terrain in FINAL segment containing 1500' point 397

9. Threshold Coordinates (if straight-in) ... 362215.13N / 0885912.94W

10. ARP Coordinates .................c..ooeee. 362247.08N / 0885908.53W

11. Runway Approach End and distance furthest from ARP ................ RWY RO1

Distance 0.54 NM
12. FAF Coordinates .............c...cccoeeeen. 361752.43N / 0885949.17W

REMARKS: Approach/Drawing attached.






