RNAV - STANDARD

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |[LP: RWO01
LNAV: RW01
CNG VORTAC GIYEY (FO) 189.84 / 49.62 2000
DYR VORTAC (IAF) GIYEY (NOPT) (FB) 054.91/18.17 2000 __
CLIMB TO 2900 DIRECT LOYIG AND HOLD.
GIYEY (IF/\AF) OLELE (FB) 006.36 / 6.00 1900
OLELE (FAF) YOGOV/2.40 NM TO RW01 (FB) 006.36 / 2.35
YOGOV/2.40 NM TO RW01 RW01 (MAP) (FO) 006.38 / 2.40
RWO01 (MAP) 740 MSL 006.38
ADDITIONAL FLIGHT DATA:
740 MSL LOYIG (FO) 2900 HOLD N, RT, 186.40 INBOUND.
CHART FAS OBST: 509 TREE 361941N/0890009W
CHART FAS OBST: 489 TREE 362001N/0885911W
WAAS CHANNEL # 53328
REFERENCE PATH ID: WO1A
OLELE TO RWO01: 3.00/42.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)| LTP HAE: 77.1 M
2. HOLD S GIYEY, RT, 006.36 INBOUND, 2000 FT. IN LIEU OF PT (IAF)
3.FAC: 006.36 FAF: OLELE DISTFAFTOMAP: 475 THLD: 475
4. MIN. ALT: GIYEY 2000, OLELE 1900, YOGOV/2.40 NM TO RW01 1140
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: IM:
7. GS ANGLE: TCH:34:11S NOT CLEAR
8. MSA FROM: RWO01 2200 MAG VAR: OE EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | x |
CATEGORY =====> A B [¢ D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS [|HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LP MDA 740 1 395 740 1 395 740 1 395 740 1 395
LNAV MDA 760 1 415 760 1 415 760 1 415 760 1 415
CIRCLING 760 1 415 800 1 455 800 11/2 455 900 2 555

NOTES:
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 1 PROCEDURE NA AT NIGHT.

CHART NOTE: DME/DME RNP-0.3 NA.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE DYERSBURG ALTIMETER SETTING AND

'Y
a\,l“-»

2
(SEE FORM 8260-10) f‘ﬂ#?—
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./JAMDT NO./EFFECTIVE DATE: SUP: HE
UNION CITY, TN AIRPORT NAME: IDENJHXSR: RNAV (GPS) RWY 1, AMDT 2 AMDT: 1
EVERETT-STEWART RGNL DATED _ 08/25/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [X] No ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

] ] [x] [ 1] [x] [x] [X]  zme Kucy ARPT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:
DONALD E. SMITH (CHRISTOPHER COX) AJV-352 09/12/2011

APPROVED BY

NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352

CHANGES:

- FINAL, INTERMEDIATE AND HIL INBOUND COURSE CHANGED FROM 006.35 TO 006.36

. RAISED LP MDA/HATH ALL CATS FROM 720/384 TO 740/395.

. UPDATED FAS OBSTACLE DATA

. REMOVED VDP AND ASSOCIATED NOTE

. UPDATED VDA FROM 3.00/50 TO 3.00/41.8

. ADDED HELICOPTER VISIBILITY RESTRICTION

. REMOVED VGSI NON-COINCIDENT NOTE

. ADDED NIGHT RESTRICTION NOTE

. ADDED INOPERATIVE NOTES FOR ODALS LIGHTING SYSTEM

1A0.RCHAA$JSE3 ARRI\QAL NOTE AT DYR VORTAC FROM "PROCEDURE NA FOR ARRIVALS AT DYR VORTAC ON V140 WESTBOUND" TO "PROCEDURE NA FOR ARRIVAL ON DYR VORTAC
IRW. IAL 083"

11. CHANGED ARRIVAL NOTE AT CNG VORTAC FROM "CHART NOTE: PROCEDURE NA FOR ARRIVALS ON CUNNINGHAM VORTAC AIRWAY RADIALS 133 CW 240" TO "CHART PLANVIEW

NOTE: PROCEDURE NA FOR ARRIVAL ON CNG VORTAC AIRWAY RADIALS 133 CW 240"

182. Ré\zlgED LNAV MDA/HATH ALL CATS FROM 720/384 TO 760/415
EE 8260-10

OWONONAWN=

REASONS:

1. SINCE THE ILS GS TCH AND NEW RWY DATA IS USED FOR CONSTRUCTION, THE PFAF MOVES 22.76 FT NORTH AND ALIGNMENT CHANGES SLIGHTLY
2,3,12. APPLIED ADVERSE CONTOUR ROUNDING FOR VEGETATION INSIDE AAO EXEMPT AREA

4,6. CAN NOT VERIFY VISUAL SURFACES ARE CLEAR, DP OBSTACLE PENETRATES SURFACE

5. CONSTRUCTED PROCEDURE USING ILS DATA

7. NO LONGER NEEDED

8. RWY1 20:1 VISUAL SURFACE IS PENETRATED BY A RWY 19 DP OBSTACLE AND CAN NOT BE VERIFIED CLEAR-NO SURVEY

9. INOPERATIVE ADJUSTMENT DIFFERS FROM APPROACH PLATE VALUES FOR CATS C/D

10,11. IAW GUIDANCE CONTAINED IN 8260.19D CHAPTER 8 PAR 805 G (2)

13. MEMORANDUM DATED AUG 10, 2011 - THE LP MDA IS NOT AT LEAST 20 FEET LOWER THAN THE LNAV MDA

WAL,
My

%‘FC\&’Q




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

except HAT, H

Ceilings are in feet above aiport elevatio
except visibilities which are in statute miles or in feet RVR.

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
AA. TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
n. Distances are in nautical miles unless otherwise indicated,

NOTES, (CONT.):

SETTING.

C/D VISIBILITY TO 1 3/8 MILES.

CHART NOTE: FOR INOPERATIVE ODALS WHEN USING DYERSBURG ALTI

INCREASE ALL MDA 80 FEET AND INCREASE LNAV CAT C/D VISIBILITY 1/4 MILE.
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LP AND LNAV CAT A/B.
CHART NOTE: FOR INOPERATIVE ODALS, INCREASE LP AND LNAV CAT C/D VISIBILITY TO 1 1/8 MILES.
CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LP AND LNAV CAT A/B WHEN USING DYERSBURG ALTIMETER

METER SETTING, INCREASE LP AND LNAV CAT

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON CNG VORTAC AIRWAY RADIALS 133 CW 240.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVAL ON DYR VORTAC AIRWAY RADIAL 083.
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CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 2 . p
RNAV AMDT.
EVERETT-STEWART RGNL DATED.  08/25/2011
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] Yes [ ] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 [ [ ] [ 1] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
13. UPDATED BACKUP ALTIMETER NOTE FORMAT TO REMOVE LP REFERENCES
REASONS:
Nl
@ 2
o

gt




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KuCY
RUNWAY RWO1
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WO1A
LTP/FTP LATITUDE 362215.1300N
LTP/IFTP LONGITUDE 0885912.9400W
LTP/FTP ELLIPSOIDAL HEIGHT +00771
FPAP LATITUDE 362343.8000N
FPAP LONGITUDE 0885900.7000W
THRESHOLD CROSSING HEIGHT (TCH) 00041.8
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0768
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER EC424F79
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +01053
FPAP ORTHOMETRIC HEIGHT +01053
Al
%
2 Q
Q/l:r:\@
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 2
' RNAV AMDT: 1
EVERETT-STEWART RGNL DATED: 08/25/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ] Yes |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] [ ] [ ] [ ] [1] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE.
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
ALy
M




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬁ;g:kt_;_e;ﬁgﬁ: gﬁurs::, Ral.‘r:d ‘r\amdti:dlzare magnetic. EI;Yuact':‘:ns alzd a(l)u;htudes_ are idn_fez,dMSL,
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Celings are i font above aiport slevation. Distances are in nautical miles unioss otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR. ’

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CNG K5011310VTLW N37003100W088501287 N37003100W088501287E0030004801 NARCUNNINGHAM
SUSAD DYR K7011680VTLA N36010678W089150369 N36010678W089190369E0030003891 NARDYERSBURG
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT GIYEY K70 W N36113302W089004138 w0016 NAR GIYEY
SUSAEAENRT LOYIG K50 w N36342478W088573183 w0016 NAR LOYIG
SUSAEAENRT OLELE K70 W N36173147W088595206 Woo01l6 NAR OLELE
SUSAEAENRT YOGOV K70 w N36195183W088593275 w0016 NAR YOGOV
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012
SUSAP KUCYK7AUCY 0 065YHN36224708W088590853E000000345 1800018000C MNAR EVERETT-STEWART RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7FRO1 ACNG 010CNG K5D 0V IF 18000 A JS
SUSAP KUCYK7FRO1 ACNG 020GIYEYK7EAQEY 020TF 18980496 + 02000 A JS
SUSAP KUCYK7FRO1 ACNG 030GIYEYK7EAQEE AR HF 00640040 + 02000 A JSs
SUSAP KUCYK7FRO1 ADYR 010DYR K7D 0V A IF 18000 A JS
SUSAP KUCYK7FRO1 ADYR 020GIYEYK7EAOEE B 010TF 05490182 + 02000 A JS
SUSAP KUCYK7FRO1 R 010GIYEYK7EAQOE I IF + 02000 18000 A JS
SUSAP KUCYK7FRO1 R 0200LELEK7EAlE F O051TF 00640060 + 01900 RW01 K7PGA JS
SUSAP KUCYK7FRO1 R 0200LELEK7EA2WALP N ALNAV Js
SUSAP KUCYK7FRO1 R 021YOGOVK7EAQE S O031TF 00640024 V 0114001151 -300 A JS
SUSAP KUCYK7FRO1 R 030RWO1l K7PGOGY M 031TF 00640024 00387 -300 A JS
SUSAP KUCYK7FRO1 R 040 0 M CA 0064 + 00740 A JS
SUSAP KUCYK7FRO1 R 050LOYIGKSEAQEY DF + 02900 A JS
SUSAP KUCYK7FRO1 R 060LOYIGKSEAQOEE R HM 18640040 + 02900 A JS
oy %
1
Q
O
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 2
RNAV AMDT: 1
EVERETT-STEWART RGNL DATED: 08/25/2011

FAA FORM 8260-10 /April2006 (Com puterGenerated) PAGE 4 OF

5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES D NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ ] [ ] [ ] [ 1] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
- RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir?gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7GRWO1 0065010064 N36221513W088591294-0600 +00771003450000421001
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7PRO1  RWO1l 001 0000W01AON3622151300W08859129400+007710300N3623438000W08859007000106750768000418F400000EC424F79
SUSAP KUCYK7PRO1  RWOl 002E +01053+01053LP 53328
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KUCYK7SRWO01l K7PG 0 18018002225 M
ALy
>
! Q
%gc\é‘*
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 2 ;
RNAV AMDT:
EVERETT-STEWART RGNL DATED:  08/25/2011

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0 OO0 &4

AOPA NBAA OTHER (specify)

[ ] I

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, H TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilir':tgs are D oot abave aiport clevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
CNG CNG 010 IF
CNG GIYEY 020 TF FO 2.0 189.8(189.8T) 049.6 02000
CNG GIYEY 030 IAF HF R FO 006.4(006.4T) 004.0 02000
DYR DYR 010 IAF IF
DYR GIYEY 020 IF TF FB 1.0 054.9(054.9T) 018.2 02000
GIYEY 010 FACF IF 02000
OLELE 020 FAF TF FB 0.5 006.4(006.4T) 006.0 01900
YOGOV 021 SDF TF FB 0.3 006.4(006.4T) 002.4 0114001151
RWO1 030 MAP TF FO 0.3 006.4(006.4T) 002.4 00387
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 006.4(006.4T) 00740
LOYIG 050 DF FO 02900
LOYIG 060 HM R FO 186.4(186.4T) 004.0 02900
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CNG N370031.00 wW0885012.87 N3700.517 w08850.215
DYR N360106.78 W0891903.69 N3601.113 W08919.062
GIYEY N361133.02 W0890041.38 N3611.550 W08900.690
LOYIG N363424.78 wW0885731.83 N3634.413 w08857.531
OLELE N361731.47 W0885952.06 N3617.525 W08859.868
YOGOV N361951.83 W0885932.75 N3619.864 W08859.546
RWO1 N362215.13 W0885912.94 N3622.252 W08859.216
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO1 00345 42
/
A
1
0 Q
A
CITY AND STATE ELEVATION: 345 THRE: 345 FACILITY PROCEDURE NO. AMDT NO./EFFECTIVE DATE: SUP:
UNION CITY, TN AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 1, AMDT 2 ;
RNAV AMDT:
EVERETT-STEWART RGNL DATED: 08/25/2011

FAA FORM 8260-10 /April2006 (Com puterGenerated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[ 1] [ 1] [] [ ] [ ] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER CNG VORTAC GIYEY 1. TOWER (21-001852) |365251.00N/0885452.00W | 823 (2C) 1000 1900
2. TERRAIN 365951.00N/0885100.00W | 518 (500) AS1500 2000
INITIAL DYR VORTAC GIYEY 3. TOWER (47-001464) [360702.00N/0891035.00W |717 (2C) 1000 |[AT283 2000
4. TERRAIN 360857.00N/0890457.00W 407 (400) AS1500 1900
INTERMEDIATE: LNAV GIYEY (IF/IAF) OLELE 5. TOWER (47-001984) [361308.81N/0890146.98W |682 (2C) 500 1200
IN 361139.00N/0885830.00W | 391 (400) AS1500 1900
FINAL: LP OLELE YOGOV/2.40 NM TO [7. AAO 361859.10N/0885947.99W [559 (2C) 250 |[RA72DG259 1140
RWO1
FINAL: LP STEPDOWN YOGOV/2.40 NM TO |RWO1 8. TREE 362001.10N/0885911.46W [489 (2C) 250 740
RWO1
FINAL: LNAV OLELE lYOGOV/2.40 NM TO [9. AAO 361857.06N/0885905.08W | 569 (2C) 250 |RA72DG249 1140
RWO01
FINAL: LNAV STEPDOWN YOGOV/240 NMTO  [RWO1 10. TREE 361941.34N/0890008.51W | 509 (2C) 250 760
RWO1
2. HOLD-IN-LIEU-OF-PT GIYEY P-4 11. TOWER (47-000367) [360620.00N/0885952.00W |840 (3C) 1000 1900
12. TERRAIN 360251.00N/0885733.00W [459 (500) AS1500 2000
MAP: |RWO01/RWO1 LOYIG ASC 2900
3. MISSED 13. TOWER (47-000419) [362825.00N/0885641.00W | 700 (3C) 1000 1700
APPROACH ELEV 6407660 14. TERRAIN 363427.00N/0885503.00W | 460 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM__ || 350 415 15. TREE 362201.81N/0885925.42W 459 (2C) 300 760
CATEGORY B 15NM__ W 450 = 455 15. TREE 362201.81N/0885925.42W 459 (2C) 300 HAA 800
CATEGORY C 1.7NM__|S[ 450 |2 455 16. TREE 362428.68N/0890035.67W 469 (2C) 300 HAA 800
CATEGORY D 23NM  |S] 550 |2 555 8. TREE 362001.10N/0885911.46W [489 (2C) 300 HAA 900
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RWo01 v
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)|O""Kr's A
360-360 TWR (47-001310) 288/ 08.3 1193 (5E) 2200 2
[2ree
CITY AND STATE ELEVATION: 345 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
UNION CITY, TN AIRPORT NAME: RNAV RNAV (GPS) RWY 1, AMDT 2 ASO
EVERETT-STEWART RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZME ARTCC NWS |OTHER: SOURCE:KUCY / KDYR
WKL FSS AWOS-3 DISTANCE: 0/ 30.68

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
x|VHF [xuHF T [HF [LocaTiON: ADJUSTMENT: 0/ 72

PRIMARY NAVAID:

4.
MONITOR |-MONITOR POINT:
STATUS | HRs | CAT1
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
Q.P:SSVAV(;C X |MIRLoO1, 19
LIGHTING X REIL 01, 19
TDZ
C/LINE
X |OTHER (SPECIFY)
ODALS 01 (PCL) PAPI-4L 01, 19
6. RUNWAY | BASIC
MARKINGS |ALLWEATHER  PIR-G 01, 19
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
DONALD E. SMITH (CHRISTOPHER COX)

DATE:
09/12/2011

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTSACLES PEN 20:1.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
VGSI DATA: 3.00/42.3

RASS PRESSURE PATTERNS SAME
KUCY 345.4, KDYR 337.7

RA =72

SEE ATTACHED AIRSPACE LETTER.

2. WEATHER SERVICE LOCATION: KUCY, EVERETT-STEWARD
RGNL, UNION CITY, TN

KUCY NOT ON SERVICE A.

KDYR ON SERVICE A.

3. HOURS OF REMOTE OPERATION: 24

VEGETATION HEIGHT OF 100 FEET PER EFPT.
TAA NOT DEVELOPED AT ATC'S REQUEST.

NO OBSTACLE SURVEY LOADED YET FOR RWY 01: LPV AND
LNAV/VNAV NOT DEVELOPED AND VISUAL SURFACE ASSUMED TO
BE NOT CLEAR. PROCEDURE TCH (41.8), DESCENT ANGLE (3)

AND PFAF LOCATION CONSTRUCTED WITH ILS DATA FROM
ENGINEERS PER EFPT/AVNIS. OBSTACLE AND VISIBILITY
SURFACE PENETRATION DATA COMES FROM AIRPORT IAP FORMS
AND WORST-CASE VEGETATION.

20:1, 34:1 PENETRATIONS NOT LISTED-ALL PENETRATIONS ARE
ASSUMED AND UNVERIFIED OBSTACLES.
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RADIO FIX AND HOLDING DATA RECORD

NAME: GIYEY . STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361133.02N/0890041.38W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

| HOLDING: . HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG 'CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1. S wp 186.35 006.35 R 5 2000 6000 6 6

2 S WP 186.36 006.36 R : 4 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT . AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 . TOWER (47-000367) 360620.00N/0885952.00W 840 3C

2 200 TOWER (47-000367) 360620.00N/0885952.00W 840 3C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
1AP - RNAV (GPS) RWY 1. ' 2 KUCY UNION CITY : TN (US)
IAP RNAV (GPS) RWY 19 1 KUCY UNION CITY TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

:?VCYD?Eg géBIZNI(f\;I ORDER TO CORRECT RNAV (GPS) RWY 1, AMDT 2 DME LEG LENGTH FROM 5 TO 4 WITHOUT AFFECTING RNAV (GPS)
2. ADDED PAT 2.S0 H-I-L IS ALIGNED WITH RNAV (GPS) RWY 1'S |NTERMEDIATE HOLDING INBOUND OF 6.36 DEG

3. UPDATED FIX USE FOR RNAV (GPS) RWY 1 FROM'PAT 1 TO P

4. INCREASED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TO 6 IAW 7130.3 TABLE 8

DEVELOPED BY: DATE: 09/12/2011 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: ‘NFDC
FPO: EST
ARTCG: ZME
ATC FACILITY:
OTHER:

03/19/12: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/12/2011.

1. CHANGED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TO 6.
2. ADDED REASON FOR REVISION LINE 4. INCREASED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TO 6 IAW 7130.3 TABLE 8

A
@“ 4/,2
I

0
B
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RADIO FIX AND HOLDING DATA RECORD

NAME: LOYIG STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 363424.75N/0885731.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

HOLDING: ) HOLDING TYPE OF ACTION: MODIFY

PATTERNS: :

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N WP 006.40 186.40 R 5 2000 6000 6 6

2 N wp 006.40 186.40 R 4 2900 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000578) 363950.90N/0885434.50W 798 6D

2 200 TOWER (21-000578) 363950.90N/0885434.50W 798 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS: )

. PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC . PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 1 2 KUCY UNION CITY TN (US)

IAP RNAV (GPS) RWY 19 1 KUCY UNION CITY TN (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

I%\?VQ%%%%%DZII:%ORDER TO CORRECT RNAV (GPS) RWY 1, AMDT 2 DME LEG LENGTH FROM 5 TO 4 WITHOUT AFFECTING RNAV (GFS)
2. UPDATED PAT 1 OBSTACLE ACCURACY FROM 5C TO 5D

3. UPDATED RNAYV (GPS) RWY 1 PATTERN USED IN FIX USE

4. INCREASED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TO 6 IAW 7130.3 TABLE 8

DEVELOPED BY: DATE: 09/14/2011 OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)
'‘APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME, ZTL
ATC FACILITY:
OTHER:

03/19/12: THIS IS AN UPDATED COPY OF THE FORM DEVELOPED ON 09/14/2011.

1. CHANGED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TO 6. ol
2. ADDED REASON FOR REVISION LINE 4. INCREASED HOLDING PATTERN 1 MIN TEMPLATE FROM 4 TOQ IAW ot .3 TABLE 8
% 0 <
S
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RADIO FIX AND HOLDING DATA RECORD

NAME: OLELE

STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 361731.47N/0885952.06W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 1

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:
UPDATED LAT LONGS
FIX MOVED 22.76 FT NORTH

DEVELOPED BY: DATE: 09/12/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY
KUCY UNION CITY

DATE OF REVISION: 02/09/2012

STATE
TN (US)

OFFICE: AJV-352 NAME: DONALD SMITH (CHRISTOPHER COX)

OFFICE: AJV-352 NAME: DARRYEL ADAMS

SALy
>

2
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IP\IFO ONLY

NAME: CUNNINGHAM VORTAC

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:
FAC NAME

1 CUNNINGHAM

LATITUDE/LONGITUDE: 370031.00N/0885012.87W

RADIO FIX AND HOLDING DATA RECORD

STATE: KY COUNTRY: US
TYPE:
FIX TYPE OF ACTION: MODIFY
IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET
CNG VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN

INBOUND (LORR) TIME DME MIN
1 SW  CNG VORTAC 224.69 044.69 R 1 2100
2 SW  CNG VORTAC 221.71 041.71 R 1 2100
3 SW CNG VORTAC 221.00 041.00 R 1 2000
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION
UPN 265 TOWER §21 -000045 371131.00N/0885853.00W 2000
1 230 TOWER (21-001 852; 365251.00N/0885452.00W 823
2 230 TOWER (21-001852) 365251.00N/0885452.00W 823
3 230 TOWER (21-001852) 365251.00N/0885452.00W 823
HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 3000.

REMARKS:
230 KT PATTERN USED TO ACCOMMODATE MILITARY OPERATIONS.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

INFO ONLY

CAIRO
MARION
MARION
MARION
MAYFIELD
MURRAY
PADUCAH
PADUCAH
PADUCAH
CAPE GIRARDEAU
CHARLESTON
HUNTINGDON
UNION CITY

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
EN ROUTE V11-47

EN ROUTE V11-47-305

EN ROUTE V178

EN ROUTE V305

EN ROUTE V540

EN ROUTE V67

IAP NDB OR GPS RWY 14 KCIR
IAP NDB RWY 20 KMWA
IAP RNAV (GPS; RWY 07 K5M9
IAP RNAV (GPS) RWY 25 K5M9
IAP VOR/DME-A KM25
IAP LOC RWY 23 KCEY
IAP ILS OR LOC RWY 04 1 KPAH
IAP VOR RWY 4 2 KPAH
IAP VOR/DME RWY 22 3 KPAH
IAP LOC/DME BC RWY 28 KCGI
IAP NDB OR GPS RWY 36 KCHQ
IAP RNAV (GPS) RWY 19 KHZD
IAP RNAV (GPS) RWY 1 KUCY
IAP RNAV (GPS) RWY 19 KUCY

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 7 DATE OF REVISION: 06/03/2010

REASON FOR REVISION:

1. UPDATE FIX USE.

2. UNPLANNED HOLDING REMARK MOVED TO RESTRICTIONS.
3. ADDED PRECIPITOUS TERRAIN REMARK.

UNION CITY

LEG LENGTH HOLDING ALTITUDES TEMPLATES

MAX MIN MAX
6000 6 7
6000 6 7
6000 5 7

ACCURACY CODE

DEVELOPED BY: DATE: 10/19/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (GRACE NOWAK)
APPROVED BY: DATE: 03/17/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:
DISTRIBUTION:  NFDC QQM/ ‘%
FPO: EST 2
ARTCC: ZME, ZID 9
ATC FACILITY: QI
FAA FORM 8260-2 / AUG 2009 Page 1 of 2




INFO ONLY RADIO FIX AND HOLDING DATA RECORD

NAME: DYERSBURG VORTAC STATE: TN COUNTRY: US

LATITUDE/LONGITUDE: 360106.78N/0891903.69W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA

BRG BRG NM FEET

1 DYERSBURG DYR VORTAC L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 E DYR VORTAC 075.00 255.00 R 1 2000 14000 4 10

2 E DYR VORTAC 071.30 251.30 R 1 2000 14000 4 10

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (47—000235; 360311.00N/0892124.00W 782 3C

2 200 TOWER (47-000468 360733.00N/0891423.00W 854 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS: l

PRECIPITOUS TERRAIN EVALUATION COMPLETE. NFO ONLY

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP MEMPHIS KMEM MEMPHIS TN (US)

EN ROUTE V11 (US)

EN ROUTE V140 (US)

EN ROUTE V47 (US)

IAP ILS OR LOC/DME RWY 18 KBYH BLYTHEVILLE AR (US)

IAP VOR RWY 18 KBYH BLYTHEVILLE AR (US)

I1AP VOR RWY 36 KBYH BLYTHEVILLE AR §US;

IAP RNAV (GPS) RWY 18 KHKA BLYTHEVILLE AR (US

IAP RNAV (GPS) RWY 36 KHKA BLYTHEVILLE AR (US)

AP VOR/DME RWY 18 1 KMO05 CARUTHERSVILLE MO (US)

IAP NDB OR GPS RWY 36 KCHQ CHARLESTON MO (US)

IAP RNAV (GPS) RWY 2 KTKX KENNETT MO (US)

|AP RNAV (GPS) RWY 20 KTKX KENNETT MO US;

AP VOR/DME RWY 20 KTKX KENNETT MO (US

IAP RNAV (GPS) RWY 36 KMAW MALDEN MO (US)

IAP VOR/DME RWY 4 KOM4 CAMDEN TN (US)

IAP VOR-A 2 KDYR DYERSBURG TN (US)

IAP VOR/DME RWY 4 2 KDYR DYERSBURG TN (US)

IAP VOR/DME-A KM53 HUMBOLDT TN (US)

AP NDB RWY 1 KHZD HUNTINGDON TN (US)

IAP RNAV &GPS) RWY 1 KHZD HUNTINGDON TN (US)

IAP RNAV (GPS) RWY 19 KHZD HUNTINGDON TN (US;

IAP ILS OR LOC RWY 22 KNQA MILLINGTON TN (US

IAP RNAV (GPS) RWY 22 KNQA MILLINGTON TN §US;

I1AP ILS OR LOC/NDB RWY 2 KPHT PARIS TN (US

IAP NDB RWY 2 KPHT PARIS TN (US)

IAP VOR/DME-A KTGC TRENTON TN (US)

IAP ILS OR LOC RWY 1 KUCY UNION CITY TN (US)

IAP RNAV (GPS) RWY 1 KUCY UNION CITY TN (US)

IAP RNAV (GPS) RWY 19 KUCY UNION CITY TN (US

IAP VOR/DME-A KUCY UNION CITY TN (US

STAR WLDER KMEM MEMPHIS TN (US)

STAR GRAHAM KBNA NASHVILLE TN (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 10 DATE OF REVISION: 05/06/2010

REASON FOR REVISION:

UPDATED FIX USE.

ADDED PRECIPITOUS TERRAIN EVAL. QN //

ADDED HOLDING RESTRICTIONS. (», A

UPDATED HOLDING OBSTRUCTIONS. 2 o

(}”Ec%f"
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DEVELOPED BY: DATE: 10/17/2009 OFFICE: AVN-110
APPROVED BY: DATE: 03/16/2010 OFFICE: AVN-110
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

D e

NAME: STEVE BRUMMETT ,

NAME: GEORGE DAVIS

;,j)f\'- ity
) o
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INFO ONLY RADIO FIX AND HOLDING DATA RECORD

NAME: YOGOV

LATITUDE/LONGITUDE: 361951.83N/0885932.75W

AIRSPACE DOCKET:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 1

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 02/08/2011
APPROVED BY: DATE: 07/12/2011
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY:
OTHER:

STATE: TN COUNTRY: US
TYPE: WP
FIX TYPE OF ACTION: ESTABLISH
FAC PAT AIRPORT IDENT CITY STATE
KUCY UNION CITY TN (US)

DATE OF REVISION: 08/25/2011
OFFICE: AVN-110

OFFICE: AVN-110

NAME: KHALED SALEM

NAME: DARRYEL ADAMS

INFO ONLY

AALS
QJI Ve 9
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: UNION CITY

AIRPORT NAME:

PROCEDURE: RNAV (GPS) RWY 1

EVERETT-STEWART RGNL

STATE:

AMDT:

ID:

TN

KUCY

2

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.08
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 006.36

4. High Terrain in FINAL segment containing 1000 point 400

5. Distance from THLD to 1500' point 4.75
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 213

7. True Course of FINAL segment containing 1500' point 006.36

8. High Terrain in FINAL segment containing 1500 point 400

9. Threshold Coordinates (if straight-in) ... 362215.13N / 0885912.94W

10. ARP Coordinates ..............cccceeeneee. 362247.08N / 0885908.53W

11. Runway Approach End and distance furthest from ARP ................ RWY RO1

Distance 0.54 NM
12. FAF Coordinates ..........c.....c.ccoenee. 361731.47N / 0885952.06W

REMARKS: Approach/Drawing attached.






