U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Celings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CHART NOTE: VDP NA WITH GRAND RAPIDS ALTIMETER SETTING.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE gIIGEFSI)ZS MILES AFTER GANOR INT/4.37 DME OR AT BTL 0.62
AZO VOR/DME BTL VORTAC 072.85/14.09 2600
CLIMBING LEFT TURN TO 3000 ON BTL VORTAC R-177 TO REIMN
BTL VORTAC GANOR INT/ 4.37 DME 051.01/4.37 2600 INT/BTL 6.00 DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO
3000.
m(l):?OR INT/BTL 12.02 DME CW YEBUL/12.02 DME (NOPT) 12.02 DME ARC 2500
YEBUL/12.02 DME (IF) GANOR INT/ 4.37 DME 231.01/7.65 (BTL R-051) 2200
ADDITIONAL FLIGHT DATA:
HOLD S, LT, 357.00 INBOUND.
FAS OBST: 1189 AAO 422116N/0850908W
CHART: ASR.
CHART VDP AT 2.08 DME;
DISTANCE VDP TO THLD 1.45 MILES.
CHART BTL R-008 AT WOBOR.
GANOR TO RW23R: 3.07/49.
FAC CROSSES RWY C/L EXTENDED 3007 FROM THLD.
1.PT _L_ SIDE OF COURSE 051.01_OUTBOUND_ 2600 FT WITHIN __ 10 MILES OF GANOR (IAF)
2.
3.FAC 231.01 FAF GANOR INT/ 4.37 DME DIST FAF TO MAP 3.75 THLD 3.75
4.MIN. ALT GANOR 2200
8.MSAFROM: BTL VORTAC 3000 MAG VAR: 2W EPOCH YEAR:1975
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | | STANDARD @
CATEGORY =====> A B c D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS [HAT/HAA | MDA VIS |[HAT/HAA
p-23R 1440 4000 512 1440 4000 512 1440 5500 512 1440 5500 512
CIRCLING 1440 1 488 1440 1 488 1480 11/2 528 1520 2 568
NOTES:

@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE GRAND RAPIDS ALTIMETER SETTING: “" a '}‘;
INCREASE ALL MDA 120 FEET, S-23R CATS C AND D VISIBILITY TO 1 3/8 MILE AND CIRCLING CAT C AND D e
(SEE FORM 8260-10) g ) -~
'::"’_"(~ ~
CITY AND STATE ELEVATION: 952 THRE: 928 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: syp VORRwy 23
BATTLE CREEK, MI IAIRPORT NAME: IDENTIFIER: VOR RWY 23R, AMDT 19
BTL AMDT 18
W K KELLOGG DATE 07/02/2009

FAA FORM 8260-5 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[x] vEs [] ~No

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I O &~ @+O X [x]  [X]

ZAU, AZO APP CON, BTL ATC, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

PABLO ORTIZ AVN-120 11/19/2010

APPROVED BY

NAME: FIFO DATE:

GREGORY YAMAMOTO MANAGER AVN-120
CHANGES:

1. RAISED TERMINAL ROUTE BTL VORTAC TO GANOR INT/4.37 DME ALTITUDE 2500 TO 2600.
2. UPDATED PT SIDE OF COURSE 051.00 TO 051.01 AND OUTBOUND 2500 TO 2600.
3. UPDATED VDP LOCATION.

4. RAISED S-23 MDA 1400/HAT 471 ALL CATS TO S-23R MDA 1440/HATH 512 ALL CATS, VISIBILITY CAT C RVR 4000 AND CAT D RVR 5000 TO RVR 5500.

5. RAISED CIRCLING CAT A MDA 1420/HAA 468 TO MDA 1440/HAA 488, LOWERED CAT B MDA 1500/HAA 548 TO MDA 1440/HAA 488 AND CAT C MDA 1500/HAA 548 TO MDA

1480/HAA 528.
6. UPDATED WHEN LOCAL ALTIMETER SETTING NOT RECEIVED NOTE.
7. UPDATED LOCAL AND ADDED REMOTE INOPERATIVE MALSR NOTES.
8. CHANGED TDZE 929 TO THRE 928.
9. CHANGE NAME VOR RWY 23 TO VOR RWY 23R.

10. ADDED CIRCLING NA NOTES TO RWYS 5R/23L AND 13/31.

11. UPDATED PLANVIEW NOTE AND MISSED APPROACH WORDING.

REASONS:

. PT AIRSPACE.

. NEW BTL VORTAC LAT/LONG AND PT AIRSPACE.

NEW MDA.

NEW FINAL CONTROLLING OBSTRUCTION.

NEW FINAL CONTROLLING OBSTRUCTION AND TO MIRROR ILS CIRCLING MDA.
NEW VISIBILITY VALUES.

DUE TO NEW MDA.

NEW CRITERIA REQUIREMENT TO END MAP AT THRE.

. NEW RWY 23L CONSTRUCTED.

10. RUNWAYS 5R/23L VFR USE ONLY AND 13/31 HAVE 20:1 PENETRATIONS.
11. NEW WORDING REQUIREMENT.

CONSARON




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Beaﬂng:kl;e;(::&g?gourses, and radials are ma?l'!etic. Elevations azd am@nz‘gfethSL
VOR STANDARD INSTRUMENT APPROACH PROCEDURE D, T T R B e e wthoreiios Indicated
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23 e e i e D e o o b ot g | ical 1k ilses ofnenyise Ieatert

NOTES, (CONT.):
VISIBILITY 1/4 MILE.
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-23R CATS A AND B VISIBILITY TO RVR 5500 AND CATS C

AND D VISIBILITY TO 1 3/8 MILE.
CHART NOTE: FOR INOPERATIVE MALSR WHEN USING GRAND RAPIDS ALTIMETER SETTING, INCREASE S-23R CATS A

AND B VISIBILITY TO RVR 5500 AND CATS C AND D VISIBILITY TO 1 3/4 MILE.
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT WOBOR ON V218 SOUTHWEST BOUND.

CHART NOTE: CIRCLING NA RWYS 5R/23L.
CHART NOTE: WHEN VGSI INOP, CIRCLING RWYS 13/31 NA AT NIGHT.

CITY AND STATE ELEVATION: 952 THRE: 928 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  [gyp; VORRWY23
BATTLE CREEK, MI AIRPORT NAME: IDENTIFIER: VOR RWY 23R, AMDT 19 ”
BTL AMDT:
WKKELLOGG DATED: 07/02/2009
PAGE 2 OF 2 PAGES
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER AZO VOR/DME BTL VORTAC 1. TOWER (26-000753) |422120.00N/0852028.00W | 1441 (5D) 1000 2500
]2. TERRAIN 421706.00N/0851933.00W [1073 (1100) AS1500 2600
FEEDER BTL VORTAC GANOR INT/ 4.37  |3. TOWER (26-000655) |421716.00N/0850954.00W |1205 (3C) 1000 |AT395 2600
DME 4. TERRAIN 422221.00N/0851303.00W {978 (1000) AS1500 2500
INITIAL: ARC WOBOR INT/BTL YEBUL/12.02 DME |5- TOWER (26-000053) [422927.00N/0851128.00W |1272 (1D) 1000 2300
12.02 DME CW . 422351.00N/0850915.00W |1027 (1000) AS1500 2500
INTERMEDIATE YEBUL/12.02 DME GANOR INT/ 4.37  [7.AAO 422351.00N/0850915.00W | 1247 (4E) 500 |AC98 AT355 2200
DME [8- TERRAIN 422351.00N/0850915.00W | 1047 (1000) AS1000 2000
INTERMEDIATE: PT 10 NM GANOR INT/ 4.37 .AAD 422351.00N/0850915.00W [1247 (4E) AC98 AT355 2200
DME [8.TERRAIN 422351.00N/0850915.00W | 1047 (1000) AS1000 2000
FINAL GANOR INT/ 4.37 3.75 MILES AFTER  [9. AAO 422115.61N/0850907.67W | 1189 (2C) 250 1440
DME GANOR INT/4.37
DME OR AT BTL
0.62 DME FIX
2. PROCEDURE TURN GANOR 10 NM 1. TOWER (26-000753) |422120.00N/0852028.00W |1441 (5D) 1000 2500
T 10. TERRAIN 422112.00N/0850630.00W | 1077 (1100) AS1500 2600
MAP: |3.75 MILES AFTER  |REIMN INT/BTL ASC 3000
3. MISSED GANOR INT/4.37 6.00 DME 11. ARO 421321.00N/0851751.00W | 1247 (4E) | 1000 2300
APPROACH ELEV: |1190 12. TERRAIN 421321.00N/0851751.00W | 1047 (1000) AS1500 2500
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ | 350 488 13. TREE 421700.00N/0851433.00W [1109 (2C) 300 sl 1440
CATEGORY B 1.5NM __ [iif 450 3 488 14. TREE 421832.11N/0851737.15W 1139 (2C) 300 1440
CATEGORY C 1.7NM  |S[ 450 |2 528 15. TREE 421842.76N/0851742.71W [1169 (2C) 300 1480
CATEGORY D 23NM | J[ 550 |2 568 16. TOWER (26-003031)| 421552.00N/0851555.00W |1169 (4D) 300 AC50 1520
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: BTL VORTAC
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA{ Ly
360-360 TWR (26-000456) 330/ 18.4 1956 (4D) 3000 Q . <
o O
CITY AND STATE ELEVATION: 952 FACILITY PROCEDURE AND AMENDMENT NO: |REGION YEC
BATTLE CREEK, MI AIRPORT NAME: BTL VOR RWY 23R, AMDT 19 AGL
W K KELLOGG

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE _ 3. ALTIMETER SETTING
BTL TOWER NW S |OTHER: SOURCE:KBTL / KGRR
AZO APP CON ASOS DISTANCE: 0/3644

FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 0/BACKUP
x|VHF | xJuHF | [HF LOCATION: KBTL ADJUSTMENT: 0/ 105.9
. PRIMARY NAVAID: BTL VORTAC
MONITOR |-MONITOR POINT: _Mocc
STATUS | HRS | CAT1 24
OPTN:|[ CAT 3
ALS
(S) SALS
X |MALSR 23R (PCL)
5. X  |HIRL 05L (PCL), 23R (PCL)
APPROACHI™ 5™ IMIRL 05R (PCL), 31 (PCL), 13 (PCL), 23L (PCL)
& RUNWAY == 1o e 05R (PCL), 31 (PCL), 05L (PCL), 13 (PCL), 23L (PCL)
LIGHTING
TDZ
CILINE
X |OTHER (SPECIFY)
PAPI-4L 05R (PCL), 31, 23R (PCL), 23L (PCL) VASI-4L 05L (PCL), 13 (PCL)
6. RUNWAY |BASIC
MARKINGS |ALLWEATHER _ PIR-G 31, 13; -F 05L, 23R
INSTRUMENT
7.RUNWAY |APPROACH 23R
VISUAL MIDFIELD
RANGE  TroLLout
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:

PATH DISTANCE FROM RWY: ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:

9. FINALAPPROACH

IRUNWAY THRESHOLD 3007

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE
PART D - PREPARED BY: DATE:
PABLO ORTIZ 11/04/2010
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AVN-120

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KBTL 951, KGRR 794

RA = 105.9.

SEE ATTACHED AIRSPACE LETTER.

BOTH KBTL AND KGRR ASOS ARE ON SERVICE A.
VGSI DATA: 3.00/TCH 49.0.
VEGETATION 100 FEET USED.

REMOTE ALTIMETER ROUNDED TO 120 FEET FOR MDA AND
PUBLISHED AS A NOTE PER FPO.

FPO NOTIFIED OF 20:1 PENETRATIONS.
TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS

RW13: 20:1

974 TREE {KBTLOMO; 421854.73N/0851529.63W 21 3.36)

977 TREE (KBTL0041) 421856.78N/0851529.81W (9.71)

;EVRZI;S, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS
L: 20:1

1012 BLDG (26-001482) 421840.00N/0851415.00W (24.99)

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS

RW31: 20:1
983 TREE (KBTLT0213) 421815.22N/0851412.05W (2.98)
978 TREE (KBTLT0220) 421817.28N/0851411.61W (2.79
981 TREE (KBTLT0225) 421818.91N/0851410.91W (8.53
975 TREE (KBTLT0229) 421817.45N/0851413.50W (6.03
983 TREE (KBTLT0232) 421819.47N/0851412.40W (16.72
983 TREE (KBTLT0236) 421818.14N/0851414.57W (19.34
971 TREE (KBTLT0237) 421817.01N/0851415.81W (7.73)
973 TREE (KBTLT0242) 421819.35N/0851414.60W (13.04
973 TREE (KBTLT0244) 421820.53N/0851413.98W (14.67
944 RD N; KBTLT0259; 421820.81N/0851418.60W !0.53
944 RD(N) (KBTLT0260) 421821.80N/0851418.15W (2.11
;EVRZ';% \;2L1UME 1, VISUAL PORTION OF FINAL PENETRATIONS
992 TREE (KBTL0055) 421908.70N/0851359.41W (2.79)

VISIBILITY BELOW 3/4 MILE NA: 34:1 PENETRATIONS.

RWYS 5R/23L VFR USE ONLY: CIRCLING NA/NO RUWAY
MARKINGS.

RWYS 13/31 HAVE 20:1 PENETRATIONS WITH VGSI: CIRCLING
NA AT NIGHT WHEN VGSI INOP.




RADIO FIX AND HOLDING DATA RECORD

NAME: BATTLE CREEK VORTAC STATE: M| COUNTRY: US

LATITUDE/LONGITUDE: 421835.31N/0851508.45W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEE

1 BATTLE CREEK BTL VORTAC T 1280 12900

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (26-000753) 422120.00N/0852028.00W 1441 5D

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2500.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP HI TACAN RWY 23R KBTL BATTLE CREEK MI (US)

IAP ILS OR LOC RWY 23R KBTL BATTLE CREEK Ml (US

IAP NDB RWY 23R KBTL BATTLE CREEK MI(US

IAP VOR OR TACAN OR GPS RWY KBTL BATTLE CREEK MI (US)
31

IAP VOR OR TACAN RWY 5L KBTL BATTLE CREEK MI (US)

IAP VOR RWY 23R KBTL BATTLE CREEK MI (US)

IAP ILS OR LOC RWY 35 KAZO KALAMAZOO MI (US)

IAP LOC BC RWY 17 KAZO KALAMAZOO MI (US)

IAP NDB RWY 35 KAZO KALAMAZOO MI (US)

IAP VOR RWY 17 KAZO KALAMAZOO Ml éUS;

IAP VOR RWY 23 KAZO KALAMAZOO MI (US

IAP VOR RWY 35 KAZO KALAMAZOO MI (US)

1AP VOR RWY 5 KAZO KALAMAZOO MI (US)

IAP ILS OR LOC RWY 28L KLAN LANSING MI (US)

IAP VOR OR GPS RWY 28 KRMY MARSHALL MI (US)

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 11/19/2010

REASON FOR REVISION:

UPDATED FIX LAT/LONG.

MOVED UNPLANNED DATA TO HOLDING RESTRICTIONS.

ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED TO REMARKS.
UPDATED FIX USE.

ADDED MILITARY IAP TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 11/19/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: BTL ATCT, AZO APP CON

OTHER:

,‘," .

FAA FORM 8260-2 / OCT 2006 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: GANOR STATE: M| COUNTRY: US

LATITUDE/LONGITUDE: 422127.29N/0851041.50W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 BATTLE CREEK BTL VORTAC T 051.01 049.01 4.37 437 26554 2200 12900

2 LITCHFIELD LFD VOR/DME L 319.00 314.00 25.54 2200 12900

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP HI TACAN RWY 23R 1,2 KBTL BATTLE CREEK Mi (US)

IAP VOR RWY 23R 1,2 KBTL BATTLE CREEK MI (US)

REQUIRED CHARTING: MILITARY IAP, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 11/19/2010

REASON FOR REVISION:

UPDATED FAC 1 MAG BRG 051.00 TO 051.01, TRUE BRG 049.00 TO 049.01, MAA 12000 TO 12900 ADDED DIST FROM FAC 4.37 AND 26554 NM.
UPDATED FAC 2 MAA 1200 TO 12900 AND ADDED DIST FROM FAC 25.54 NM.

UPDATED FIX USE.

DEVELOPED BY: DATE: 11/19/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: AZO APP CON, BTL ATCT
OTHER:

FAA FORM 8260-2 / OCT 2006 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: KALAMAZOO VOR/DME STATE: MI COUNTRY: US

LATITUDE/LONGITUDE: 421413.16N/0853311.36W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM FEET

1 KALAMAZOO AZO VOR/DME L 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N  AZO VORIDME  007.00 187.00 R 1 2600 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (26-001159) 421823.13N/0853925.03W 1449 5D

1 200 TOWER (26-001159) 421823.13N/0853925.03W 1449 5D

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2500.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP PALACE KARB ANN ARBOR MI (US)

DP PALACE KDET DETROIT Ml (US

DP PALACE KDTW DETROIT MI (US

DP PALACE KYIP DETROIT MI (US

DP PALACE KPTK PONTIAC MI (US

EN ROUTE V116 (US)

EN ROUTE V156 (US)

EN ROUTE V285 (US)

IAP RNAV (GPS) RWY 11 K35D ALLEGAN MI (US

IAP RNAV (GPS) RWY 29 K35D ALLEGAN MI (US

IAP VOR RWY 29 K35D ALLEGAN Ml (US

1AP VOR OR TACAN RWY 5L KBTL BATTLE CREEK MI (US)

IAP VOR RWY 23R KBTL BATTLE CREEK Ml (US)

IAP VOR RWY 7 KOEB COLDWATER MI (US)

IAP VOR-A KC91 DOWAGIAC MI (US)

IAP ILS OR LOC RWY 24 KJXN JACKSON MI éUS

IAP NDB RWY 24 KJIXN JACKSON MI (US

IAP VOR OR GPS RWY 14 KJXN JACKSON MI (US)

IAP VOR/DME RWY 24 KJXN JACKSON MI (US)

IAP GPS RWY 23 KAZO KALAMAZOO MI (US)

IAP GPS RWY 5 KAZO KALAMAZOO MI (US)

IAP ILS OR LOC RWY 35 KAZO KALAMAZOO Mi (US

IAP LOC BC RWY 17 KAZO KALAMAZOO MI (US

1AP NDB RWY 35 KAZO KALAMAZOO Mi éUS)

IAP RNAV (GPS) RWY 17 KAZO KALAMAZOO MI (US)

IAP RNAV (GPS) RWY 35 ’ KAZO KALAMAZOO Mi %US)

IAP VOR RWY 17 KAZO KALAMAZOO MI (US)

IAP VOR RWY 23 KAZO KALAMAZOO Mi US;

IAP VOR RWY 35 KAZO KALAMAZOO MI (US

IAP VOR RWY 5 KAZO KALAMAZOO MI (US)

IAP NDB RWY 24 KIRS STURGIS MI (US)

IAP VOR OR GPS-A 1 KHAI THREE RIVERS MI (US)

REQUIRED CHARTING: SECTIONAL, DP, IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 6 DATE OF REVISION: 09/30/2010

REASON FOR REVISION:

UPDATED UPN AND HOLDING PAT 1 CONTROLLING OBSTRUCTION ID.

UPDATED UNPLANNED HOLDING ALTITUDE 3000 TO 2500.

UPDATED FIX USE.

ADDED SECTIONAL TO REQUIRED CHARTING. s
Ly
& s

DEVELOPED BY: DATE: 09/30/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ 9
o, o
RPN

FAA FORM 8260-2 / OCT 2006 Page 1 of 2




NFPO APPROVAL:

DISTRIBUTION:

DATE: OFFICE: AVN-120
SIGNATURE:

NFDC

FPO: CEN

ARTCC: ZAU

ATC FACILITY: AZO APP CON, GRR APP CON

OTHER:

NAME: GREGORY YAMAMOTO

FAA FORM 8260-2 / OCT 2006

Page 2 of 2




RADIO FIX AND HOLDING DATA RECORD

NAME: REIMN STATE: M| COUNTRY: US

LATITUDE/LONGITUDE: 421236.53N/0851426.18W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 LITCHFIELD LFD VOR/DME L 297.81 292.81 23.00 23.00 3000 10000

2 BATTLE CREEK BTL VORTAC T 176.99 174.99 6.00 6.00 3000 10000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MAX MIN MAX

1 S BTL VORTAC 177.00 357.00 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (26-001396) 420744.00N/0852022.00W 1413 5D

1 265 TOWER (26-001396) 420744.00N/0852022.00W 1413 5D

1 310 TOWER (26-001396) 420744.00N/0852022.00W 1413 5D

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT (10 4 STATE

1 VOR RWY 23R KBTL BATTLE CREEK MI (US)

1 NDB RWY 23R KBTL BATTLE CREEK MI (US

1 HI-TACAN RWY 23R KBTL BATTLE CREEK MI (US

1 ILS OR LOC RWY 23R KBTL BATTLE CREEK MI (US)
REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP HI-TACAN RWY 23R 1,2 1 KBTL BATTLE CREEK MI (US)
IAP ILS OR LOC RWY 23R 1,2 1 KBTL BATTLE CREEK MI (US
IAP NDB RWY 23R 1,2 1 KBTL BATTLE CREEK Mi (US
IAP VOR RWY 23R 1,2 1 KBTL BATTLE CREEK MI (US
REQUIRED CHARTING: MILITARY IAP, IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3 DATE OF REVISION: 11/19/2010

REASON FOR REVISION:

FAC 1 ADDED DIST FROM FAC 23.00 NM.

FAC 2 ADDED DIST FROM FAC 6.00 NM.

UPDATED PAT 1 ALTITUDES MAX 10000 TO 6000 AND TEMPLATES MAX 16 TO 6.

MOVED HOLDING LIMITED TO ESTABLISHED PATTERN FROM REMARKS TO HOLDING RESTRICTIONS.
ADDED PROCEDURES REQUIRING CLIMB IN HOLD

ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED TO REMARKS

UPDATED FIX USE

ADDED MILITARY IAP TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 11/19/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
NFPO APPROVAL: DATE: OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN

ARTCC: ZAU, ZOB
ATC FACILITY: AZO APP CON, BTL ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: WOBOR STATE: M| COUNTRY: US

LATITUDE/LONGITUDE: 423032.79N/0851326.48W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 LANSING LAN VORTAC L 24701 24201 26.46 26.46 3000 17500

2 BATTLE CREEK BTL VORTAC T 008.00 00600 12.02 12.02 3000 12900

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V218 1,2 (US)

IAP VOR RWY 23R 1.2 KBTL BATTLE CREEK M1 (US)

REQUIRED CHARTING: SECTIONAL, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/19/2010

REASON FOR REVISION:

UPDATED FAC 1 MAG BRG 246.99 TO 247.01, TRUE BRG 241.99 TO 242.01, DME 26.45 TO 26.46 AND ADDED DIST FROM FAC 26.46 NM.
UPDATED FAC 2, ADDED DIST FROM FAC 12.02 NM, RAISED MRA 2500 TO 3000 AND LOWERED MAA 17500 TO 12900.

UPDATED FIX USE.

ADDED SECTIONAL TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 11/19/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
NFPO APPROVAL: DATE: OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: AZO APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: YEBUL STATE: M| COUNTRY: US

LATITUDE/LONGITUDE: 422627.89N/0850253.21W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC
BRG BRG NM  FEET

1 BATTLE CREEK BTL VORTAC T 051.01 049.01 12.02 12.02

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP VOR RWY 23R 1 KBTL BATTLE CREEK

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/19/2010

REASON FOR REVISION:
UPDATED FIX LAT/LONG. FIX MOVED 9.28 FEET SOUTHEAST.

MRA  MAA
2500 12900

STATE
MI (US)

UPDATED FAC 1 MAG BRG 051.00 TO 051.01, TRUE BRG 049.00 TO 049.01, MAA 17500 TO 12900 AND ADDED DIST FROM FAC 12.02 NM.

UPDATED FIX USE.

DEVELOPED BY: DATE: 11/19/2010 OFFICE: AVN-120 NAME: PABLO ORTIZ
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZAU
ATC FACILITY: AZO APP CON
OTHER:
FAA FORM 8260-2 / OCT 2006 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BATTLE CREEK STATE: Ml
AIRPORT NAME: W K KELLOGG ID: KBTL
PROCEDURE: VOR RWY 23R AMDT: 19

DOCKET # : NOT REQUIRED
(96—(\XX—X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from FACILITY to 1000' point 3.70
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 2.38
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 229.01

4. High terrain in FINAL segment containing 1000’ point 968

5. Distance from FAF to 1500' point 7.00 #
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 7.44

7. True Course of INTERMEDIATE segment containing 1500' point 229.01

8. High terrain in INTERMEDIATE segment containing 1500' point 1047

9. Threshold Coordinates (if straight-in) ... 421857.37N ;/0851427.41W

10. ARP coordinates .............c..ceeenenn.. 421826.20N / 0851505.30W

11. Runway approach end and distance furthest from ARP................. RWY 0OSL

(Click to Select)
Distance 95 NM

12. FAF Coordinates ...........c...c.c......... 422127.29N /0851041.50W

(Click to Select)

REMARKS: Approach/Drawing attached. # INBOUND TO FAF






