ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO GOURSE AND DISTANCE ALTITUDE |ILS: DA OILRVT 6.92 DME/RADAR O
— LOC: 5.35 MILES AFTER BAWMO/I-RVT 6. DAR OR AT I-
IGB VORTAC DIXVUA-RVT 13.17 191.49 / 15.03 3000
DIXVUILRVT RVT 1.57 DME FIX
DIXVU/I-RVT 13.17 BAWMO/I-RVT 6.92 002.47 1 6.25 (I-RVT) 2000 CLIMB TO 700 THEN CLIMBING LEFT TURN TO 2400 ON IGB
DME/RADAR (IF/IAF) DME/RADAR VORTAC R-266 TO HANOP INT/IGB 13.00 DME AND HOLD, OR AS
DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 700 THEN CLIMBING LEFT TURN TO
2400 ON HEADING 266 AND OTB VOR/DME R-174 TO HANOP/OTB
44.43 DME AND HOLD. (DME REQUIRED).
ADDITIONAL FLIGHT DATA:
HOLD E, LT, 265.65 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S
HANOP INT/OTB 44.34 DME, RT, 354.40 INBOUND,
CHART FAS OBST: 361 TREE 332409N/0883530W
CHART A-440.
gHAR:Ir' ﬁam.
1. C . HAR 83.
PT SIDE OF COURSE OUTBOUND ET WITHIN MILES OF (IAF| CHART KM8s3. A, B AND C.
2. HOLD $ DIXVU, RT, 002.47 INBOUND, 3000 FT. IN LIEU OF PT (IAF) CHART VDP AT 2.55 DME*;
3. FAC: 00247 FAF: BAWMOJ/-RVT 6.92 DME/RADAR DIST FAF TO MAP: __ 535 THLD: 535 | DISTANCE VDP TO THLD 0.98 MILES.
4. MIN. ALT: DIXVU 3000, BAWMO 2000, JAKVU/I-RVT 4.27 DME 1140*
5. DIST TO THLD FROM OM: - MM: - IM: - 150HAT: - 100HAT: - GSANT: 1002
6. MIN GS INCPT: 2000 GS ALT AT: BAWMO 2000 oM: - MM - M -
7. GS ANGLE: " 3.00 TCH:42.4
8. MSA FROM: IGB VORTAC 3400 MAG VAR: 2W EPOCH YEAR: 2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | iLs:# LOC: @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DHIMDA VIS  |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA
S-ILS 36 453 34 200 453 3i4 200 453 314 200 453 34 200 453 3i4 200
S-LOC 36 1140 114 887 1140 114 887 1140 2112 887 1140 2 1/2 887 1140 2112 887
CIRCLING 1140 11/4 876 1140 1114 876 1140 2112 876 1140 23/4 876 1140 3 876
JAKVU FIX MINIMUMS ‘
S-LOC 36 620 1 367 620 1 367 620 1 367 620 1 367 620 1 367
CIRCLING 760 1 496 760 1 496 760 11/2 496 820 2 556 960 2112 696
NOTES:
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT. gc?ocz,a\; ‘{-\,CBA %02'35 g:g'r C 900-2 1/2, GATD aL,
CHART NOTE: VDP NA WITH COLUMBUS AFB ALTIMETER SETTING. -2 3/4, - Pt
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE COLUMBUS AFB ALTIMETER SETTING AND #@ NA WHEN LOCAL WEATHER NOT AVAILABLE.
INCREASE DA TO 492 AND ALL MDA 40 FEET, INCREASE CIRCLING CAT C/D VISIBILITY 1/4 MILE. INCREASE E
(SEE FORM 8260-10) G
CITY AND STATE ELEVATION: 264 THRE: 253 FACILITY PROCEDURE NO./AMDT NOJEFFECTIVE DATE:  |SUP:
COLUMBUS/W POINT/STARKVILLE, Ms | AIRPORT NAME: IDEhm\I;ITER: iLS OR LOC RWY 36, ORIG ANDT- NONE
GOLDEN TRIANGLE RGNL DATED

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? - COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ]ves NO SEE CHANGES ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

:[ |:| ZME, CBM APP VCON, KGTR ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
ROBERT W. COOK ) AJV-352 07/19/2012
APPROVED BY
NAME: FIFO DATE.
DARRYEL ADAMS MANAGER AJV-352 :
CHANGES!

. PROCEDURE NAME FROM LOC RWY 36 TO ILS OR L.OC RWY 36.

. ALL TERMINAL ROUTE COURSES AND DISTANCES.

. RAISED AND MOVED BOWMO SOUTH .69 NM TO 2000° TO RNP PFAF LOCATION.

RAISED AND MOVED DIXVU DME INTERMEDIATE FIX .75 NM SOUTH TO 3000'.

ADDED CAT E MINIMUMS FOR T-38 AIRCRAFT.

. INCREASE ALL HOLDING PATTERNS TO SIZE 9.

. LOWERED $-36 AND CIRCLING MDA'S FROM 1280 TO 1140, RAISED CAT C VIS 1 MILE, LOWERED CAT D VIS 1/2 MILE.
MOVED JACVU DME FIX .3 NM NORTH, LOWERED MINIMUM FIX ALTITUDE TO 1140, RAISED S-36 MDA FROM 580 TO 620.

CHANGED ALTERNATE MISSED APPROACH FROM FROM DIXVU TO HANOP.

10. MOVED DISTANCE VDP TO THLD FROM 0.84 TO 0.98 NM.

11. RAISED IGB FEEDER ALTITUDE FROM 2100 TO 3000.

12. CHANGED TDZE 264 TO THRE 253.

GS: 332624.13N / 0883534.90W, LOC: 332748.60N / 0883528.46W, DME: 332748.68N / 0883529.11W, 3RD PARTY SURVEY

mpqmgpwna

REASONS:

1. TERPS PARA 161. GLIDESLOPE ADDED TO I-RVT.

. KGTR AND ALL ON FIELD NAVAIDS MAG VAR UPDATED FROM 1E 1985 TO 2W 2015.
NEW AIRPORT, ON FIELD NAVAID AND IGB VORTAC SURVEY DATA. IGB VORTAC MAG VAR DID NOT CHANGE.
RWY 36 EXTENDED SOUTH.

3. 2000' CARDINAL ALTITUDE GAIN, ATC REQUEST.

4. 3000' CARDINAL ALTITUDE GAIN ATC REQUEST. ACCOMODATE CAT E (T-38) HOLDING AND TO THE MATCH
RNAV (GPS) RWY 36.

5. USAF AND AMGR REQUEST.

?. CRITERIA FOR CAT E T-38 HOLDING.

8

9.

1

N

IDENTIFY NEW SEGMENT CONTROLLING OBSTACLE.
. OPTIMIZE DESCENT GRADIENT

USAF AND ATC REQUEST
0, 12. RWY 36 EXTENDED SOUTH CRITERIA.

ATh
S A, g
Ol

=3
&




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Alfitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
$-LOC 36 JAKVU FIX MINIMUMS CAT C/D/E VISIBILITY 1/8 MILE.

CHART IN PLANVIEW AND PROFILE VIEW: IGB 15.03 DME AT DIXVU.
CHART NOTE: USE I-RVT DME WHEN ON THE LOCALIZER.

CHART NOTE: DME OR RADAR REQUIRED.

/
M
4 o
Nect
CITY AND STATE ELEVATION: 264 THRE: 253 FACILITY PROCEDURE NO. AMDT NO.JEFFECTIVE DATE:  |sup:
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, ORIG
| LRVT AMDT: NONE
GOLDEN TRIANGLE RGNL DATED:

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ o
COORDINATED WITH:.
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- 0O =g

I N N

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD IGB >K7011620VTLA N33290769W088304200 N33290769W088304900E0040002451 NARBIGBEE
SUSAD KGTRK7 IRVT X7011115 IT . IRVTN33274868W088352911 002630 NARGOLDEN TRIANGLE RGNL
1 2 3 4 5 [2) 7 8 9 0 1 2 3
Wp 12345678901234567890123456789012345678901234567890123456789012345678901234567880123456789012345678%012345678501234567890123456789012
SUSAEAENRT BAWMO K70 C N33205242W088353255 w0017 NAR BAWMO
SUSAEAENRT DIXVU K70 C N33143689W088353621 WC017 NAR DIXVU
SUSAEAENRT HANQP K70 R L N33250192W088462156 Woo1e NAR HANOP
1 2 3 4 5 [ 7 8 "9 o} 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGTRK7AGTR o] Q080YHN33265380W088352200W002000264 1800018000C MNAR GOLDEN TRIANGLE RGHNL
1 2 3 4 5 6 7 8 9 . o} 1 2 3
SEGMENT 12345678%012345678901234567890123456785012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGTRK7FI36 AIGR 010IGB K7D 0V IFr 18000 0 NS
SUSAP KGTRK7FI36 AIGB 020DIXVUK7EAQEY TF + 030600 0 NS
SUSAP KGTRK7FI36 AIGB O030DIXVUK7EAQEE AR HF IRVTK7 1825013200250070PI + 03000 0 NS
SUSAP KGTRK7VFI36 I 010DIXVUK7EAQE I - I¥ IRVTK7 18250132 PI J 030000200018000 0 NS
SUSAP KGTRK7FI36 I 020BAWMOK7EAQE F CF IRVTK7 1825006900200063PI H 0200002000 ~-300IGB K7D ¢ NS
SUSAP KGTRK7FI36 I 030RW36 K7PGOGY M CF IRVTK7 1825001600200054PT 002985 -300 0 NS
SUSAP KGTRKT7FI36 I 040 0 M CA . 0025 + 00700 Q0 NS
SUSAP RGTRK7FI36 = I O050HANOPK7EAQEY L CEYIGB K7 2656013026570100D + 02400 0 NS
SUSAP RKGTRK7FI36 I 060HANOPK7EAQCEE L HM . 26577010 + 02400 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY . 1234567890123456789012345867890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP RGTRK7GRW36 0080030025 N33261418W088352940+0100 +0048700253000042150IIRVTL
1 2 3 4 5 [ 7 8 9 4] 1 2 3
ILS 123456789012345678201234567890123456789012345678801234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP XGTRK7IIRVTL 011115RW36 N33274860W0883528460025N33262413W0883534901542 10020420300W00204200243
i 2 3 4 5 3 7 8 9 s} 1 2 :

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
CITY AND STATE . ELEVATION: 264 THRE: 253 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, ORIG

GOLDEN TRIANGLE RGNL AMDT: NONE
FRVT DATED:
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3  of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT

I I

[] no

ALPA APA

L1

AOPA NBAA OTHER (specify)

[ []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY .

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KGTRK7SIGB K7D 0 18018003425 M
CITY AND STATE ~ ELEVATION: 264 THRE: 253~ FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER: ILS OR LOGC RWY 36, ORIG
GOLDEN TRIANGLE RGNL ’ AMDT: NONE
I-RVT DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 4 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ R TN Y

AQOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IGB 1GB 010 IF FB
IGB DIXVU 020 TF FO BAA 03000
IGB DIXVU 030 IAF HF R FO 002.5() 007.0 AA 03000
DIXVU - 010 FACF IF FB AA 03000 GI 02000
BAWMO 020 FAF CF FB 002.0() 006.3 GI 02000 GS 02000
RW36 030 MAP CF FO 002.0() 005.4 AT 00295
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ca FB 002.5() AA 00700
HANOP 050 CF L FO 265.7() 010.0 AR 02400
HANOP 060 HM L FO 265.7() T01.0 AR 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
1GB N332907.69 W0883049.00 N3329.128 W08830.817
IRVT (DME) N332748.68 W0883529.11 N3327.811 W08835.485
BAWMO N332052.42 W0883532.55 N3320.874 W08835.543
DIXVU N331436.89 W0883536.21 N3314.615 W08835.604
HANOP N332901.92 W0884621.56 N3328.032 . W08846.359
RW36 N332614.18 W0883529.40 N3326.236 W08835.490
IRVT (LOC) N332748.60 W0883528.46 N3327.810 W08835.474
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00253 42
CITY AND STATE ELEVATION: 264 THRE: 263 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, ORIG

GOLDEN TRIANGLE RGNL
I-RVT

AMDT: NONE

DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

N I N N N

AOPA NBAA OTHER (specify)

[ 1] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVATID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD IGB K7011620VILA N33290769W088304900 N33290769W088304900E0040002451 NARBIGBEE
SUSAD KGTRK7 IRVT K7011115 IT IRVIN33274868W088352911 002630 NARGOLDEN TRIANGLE RGNL
' 1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678501234567890123456789012
SUSAEAENRT BAWMO K70 C N33205242W088353255 w0017 NAR BAWMO
SUSAEAENRT DIXVU K70 c N33143689W088353621 w0017 NAR DIXVU
SUSAEAENRT HANOP K70 R L N33290192W088462156 W00l6 NAR HANOP
SUSAEAENRT JAKVU K70 c N33233188W0883530099 w0017 NAR JAKVU
1 - 2 3 4 5 6 7 8 9 0 ) 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012
SUSAP KGTRK7AGTR 0 080YHN33265380W088352900W002000264 1800018000C MNAR GOLDEN TRIANGLE RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGTRK7FL36 AIGB 010IGB K7D OV IF 18000 0 NS
SUSAP KGTRK7FL36 AIGB 020DIXVUK7EACEY TF + 03000 0 NS
SUSAP KGTRK7FL36 AIGB 030DIXVUK7EAOEE AR HF IRVTK7 1825013200250070PT + 03000 0 NS
SUSAP KGTRK7FL36 L 010DIXVUK7EAQOE I IF IRVTK7 18250132 PTI + 03000 18000 0 NS
SUSAP KGTRK7FL36 L 020BAWMOK7EAOE F CF IRVTK7 1825006900200063P1 + 02000 IGB K7D 0 NS
SUSAP KGTRK7FL36 L 021JAKVUK7EAQE S CF IRVTK7 1825004300200027PT + 01140 -301 0 NS
SUSAP KGTRK7FL36 L 030RW36 K7PGOGY M CF IRVTK7 1825001600200027PI 00295 -301 0 NS
SUSAP KGTRK7FL36 L 040 0 M ca 0025 + 00700 0 NS
SUSAP KGTRK7FL36 L 0SOHANOPK7EAQEY L CFYIGB K7 2656013026570100D + 02400 0 NS
SUSAP KGTRK7FL36 L 060HANOPK7EAQOEE L HM 2657T010 + 02400 0 NS
1 2 3 4 5 [ 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGTRK7GRW36 0080030025 N33261418W088352940+0100 +0048700253000042150TIRVTL
1 C 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KGTRK7IIRVT1 011115RW36 N33274860W0883528460025N33262413W0883534901542 10020420300W00204200243
1 2 .3 P 5 6 7 8 9 0 1 2 T3
CITY AND STATE ELEVATION: 264 THRE: 253 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  [gyp:
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: ~ IDENTIFIER: ILS OR LOC RWY 36, ORIG
GOLDEN TRIANGLE RGNL AMDT: NONE
-RVT DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 6 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

|:| YES

[ no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT

I I

ALPA APA

I I

AOPA NBAA OTHER (specify)

[ 1] O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678501234567890123456789012

SUSAP KGTRK7SIGB X7D o] 18018003425

CITY AND STATE ELEVATION: 264 THRE: 253 FACILITY
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER:

GOLDEN TRIANGLE RGNL
I-RVT

PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:

ILS OR LOC RWY 36, ORIG
AMDT: NONE

DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 7 of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
—  LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION rIix SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IGB IGB 010 IF FB
IGB DIXVU 020 TF FO AA 03000
IGB DIXVU 030 IAF HF R FO 002.5() 007.0 AA 03000
DIXVU 010 FACF IF FB AA 03000
BAWMO 020 FAF CF FB 002.00) 006.3 RAA 02000
JAKVU 021 SDF CF FB 002.0¢() 002.7 AA 011490
RW36 030 MAP CF FO 002.0() 002.7 AT 00295
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Ca FB 002.5() AA 0Q700
HANOP 050 CF L FO 265.7() 010.0 AA 02400
HANOP 060 HM L O 265.7() T01.0 AR 02400
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
IGB N332907.69 W088304%.00 N3329.128 w08830.817
IRVT (DME) N332748.68 w0g883529.11 N3327.811 -W08835.485
BAWMO N332052.42 W0883532.55 N3320.874 W08835.543
DIXVU N331436.89 W0883536.21 N3314.615 W08835.604
HANOP N332801.92 W0884621.56 N3329.032 W08846.359
JARVU N332331.88 wW0883530.99 N3323.531 W08835.517
RW36 N332614.18 W0883529.40 N3326.236 W08835.490
IRVT (LOC) N332748.60 W0883528.4¢6 N3327.810 W08835.474
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW36 00253 42
CITY AND STATE ELEVATION: 264 THRE: 253 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup-
COLUMBUS/W POINT/STARKVILLE, MS | AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 36, ORIG
GOLDEN TRIANGLE RGNL . AMDT: NONE
-RVT DATED:

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[ ] ] ]

AOPA NBAA OTHER (specify)

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS: -




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER IGB VORTAC DIXVU/I-RVT 1. TOWER (28-001038) |332040.00N/0883247.00W | 1005 (5D) 1000 |AT995 3000
13.17 DME/RADAR |2. TERRAIN 331814.11N/0883822.21W | 359 (400) AS1500 1900
INTERMEDIATE DIXVU/I-RVT BAWMO/I-RVT 3. TOWER (28-020306) (332006.33N/0883505.24W |855 (1A) 500 |DG645 2000
13.17 DME/RADAR 6.92 DME/RADAR |4. TERRAIN 331816.12N/0883751.97W | 349 (300) AS1500 1800
(IFNAF)
FINAL: ILS BAWMO/I-RVT RW36 ASC 453/200
6.92 DME/RADAR
FINAL: LOC BAWMOI/I-RVT JAKVU/I-RVT 5. AAO 332136.30N/0883505.32W | 469 (2C) 250 |DG421 1140
6.92 DME/RADAR 4.27 DME :
FINAL: LOC STEPDOWN JAKVU/I-RVT 5.35 MILES AFTER _|6. TREE (KGTRT0077) 1332409.01N/0883530.32W |361 (1A) 250 620
4.27 DME BAWMO/I-RVT 6.92 .
DME/RADAR OR AT
I-RVT 1.57 DME
FIX
2. HOLD-IN-LIEU-OF-PT DIXVU P-9 1. TWR (28-001038) 332040.00N/0883247.00W [1005 (5D) 1000 |AT995 3000
. 7. TERRAIN ~ 1331816.12N/0883751.97wW | 349 (300) AS1500 1800
MAP: |DA/5.35 MILES HANOP INT/OTB ASC 2400
i;;',ggﬁ& AFTER 44.34 DME 8. TWR (28-000675)  |332549.00N/0884517.00W | 830 (5D) 1000 1900
ELEV: |288/370 9. TERRAIN 333134.44N/0884623.98W | 359 (400) AS1500 1900
4. CIRCLING AREA | DISTANCE HT ABV. ARPT.
CATEGORY A 13NM_ | I 350 876/ 496 10. BLDG (28-002812) |332654.48N/0883434.53W 1449 (1A) 300 sl 1140 / 760
CATEGORY B 15NM_ ju] 450 z 876 1 496 10. BLDG (28-002812) |332654.48N/0883434.53W 449 (1A) 300 sl 1140 / 760
CATEGORY C 17NM |51 450 |2 876/ 496 10. BLDG (28-002812) | 332654.48N/0883434.53W 449 (1A) 300 sl 1140/ 760
CATEGORY D 23NM QI 550 |2 876 / 556 10. BLDG (28-002812) | 332654.48N/0883434.53W 449 (1A) 300 SI/HAA 1140 / 820
CATEGORY E 45NM  |¥[ 550 876/ 696 11. TWR (28-000848) | 332614.00N/0883833.00W 593 (4D) 300 SI/ACS50 1140 / 960
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: IGB VORTAC )
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) %ﬁ%ﬂe‘f};
360-360 TWR (28-000889) 307/ 24.2 2310 (2C) 3400 'Y
S
CITY AND STATE ELEVATION: 264 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
COLUMBUS/W POINT/STARKVILLE, MS |AIRPORT NAME: I-RVT3 ILS OR LOC RWY 36, ORIG ASO
GOLDEN TRIANGLE RGNL

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

COURSE AIMING

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
g%l\‘n ﬁg‘z ECR(?N NWS |OTHER: SOURCE:KGTR/ KCBM
ZME ARTCC AWOS-3 DISTANCE: 0/13.87
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC 24124
x[VHF | x|JuHF | [HF [LOCATION: ADJUSTMENT: 0/0
. PRIMARY NAVAID: I-RVT3
MONITOR | MONITOR POINT: _ KGTR ATCT _
STATUS | HRS | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS |
X MALSR 18 (PCL)
5. X HIRL 18 (PCL), 36 (PCL)
APPROACH MIRL
& RUNWAY
LIGHTING |__X__|REIL 36 (PCL)
TDZ
C/LINE
X  |OTHER (SPECIFY)
PAPI-4L 36 (PCL) VASI-4L 18
6. RUNwAY  |BASIC
MARKINGS ALLWEATHER PIR-G 18, 36
INSTRUMENT
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:253.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 242.9
1002 THRESHOLD CROSSING HEIGHT:42.4
9. FINAL APPROACH X IRUNWAY THRESHOLD FT. FROM THRESHOLD

X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

ROBERT W. COOK

DATE:
07/19/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME
KGTR 264, KCBM 218

RA = 39.

SEE ATTACHED AIRSPACE LETTER.

USAF/ATC APPROVED PROCEDURE CHECKLIST CHANGES;
RAISE AND MOVE BAWMO TO 2000' RNP PFAF LOCATION.
RAISE AND MOVE DIXVU TO 3000’ POINT, MODIFY HOLD-IN
LIEU PATTERN TO INCLUDE CAT E T-38 AIRCRAFT.

RAISE IGB VORTAC TO DIXVU FEEDER ROUTE TO 3000.

8260-19E CHG 1, PARA 2-74 B(3)(A) NOTE APPLIED TO ALL
AAO OBSTACLES AND ALL APPROACH SEGMENT AIRSPACE
EVALUATIONS.

7 112 MINUTE QUADS AND OE/AAA PROGRAM USED TO VERIFY
ALL TERRAIN AND AAO OBSTACLE ELEVATIONS TO A 2C
ACCURACY CODE.

VGSI ANGLE/TCH DATA: RWY 18: 3.00/UKN, RWY 36:
3.00/55".

EXCEPT FOR SURVEYED VEGETATION ALL TREES ARE 100" AGL
AS PER STANDING
EST FPO POLICY.

I-RVT MONITORED AT KGTR ATCT WHEN OPEN, ZME WHEN
CLOSED.
CONFIRMED WITH AMGR ON 07/20/2012. IFR SUP AND AVNIS

DATA

INCORRECT.

CHART NOTE: USE I-RVT DME WHEN ON THE LOCALIZER AS PER
USAF AND ATC REQUEST.

KM83, A-440 AND KCBM NOT CHARTED DUE TO FIG GRAPHIC
CLUTTER.

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 2400

8. TREE (KGTRT0077) 332409.01N/0883530.32W 361 (1A)
1000 1400

9. TERRAIN 333134.44N/0884623.98W 359 (400) AS1500
1900

4

o e
Tl




RADIO FIX AND HOLDING DATA RECORD

NAME: BAWMO STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 332052.42N/0883532.55W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 COLUMBUS/W PT/STAR I-RVT LOC/DME 182.47 180.47 6.92 6.92 42068

HOLDING: . HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

I-RVT DME COORDINATES: 332748.68N/0883529.11W.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 36 1 KGTR COLUMBUS/MW POINT/STARKVILLE
IAP RNAV (GPS) RWY 36 KGTR COLUMBUS/W POINT/STARKVILLE

REQUIRED CHARTING: AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. COORDINATES. FIX MOVED .69 NM SOUTH TO 2000' RNP PFAF LOCATION,
RAISE FAC 1 MRA FROM 1900 TO 2000, ATC REQUEST.

2. FAC 1 MAG COURSE CHANGED FROM 179.47 TO 182.47, DME FROM 6.24 TO 6.92.
NEW FAC 1 AND AIRPORT SURVEY DATA. KGTR AND FAC MAG VAR UPDATED FROM
1E TO 2W.

3. I-RVT DME ANTENNA COORDINATES.

4. CHANGED FAC 1 TYPE FROM LOC TO LOC/DME.

5. FIX USE.
DEVELOPED BY: DATE: 07/17/2012 OFFICE: AJV-352 NAME: ROBERT COOK
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME

ATC FACILITY: CBM APP CON
OTHER: KGTR ATCT

MRA MAA
2000 4700

STATE
MS (US)
MS (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: BIGBEE VORTAC STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 332907 .69N/0883049.00W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE " CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 BIGBEE IGB VORTAC L 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 W IGB VORTAC 277.00 097.00 R 1 2000 14000 4 10

2 SE IGB VORTAC 124.00 304.00 L 1 1900 14000 4 10

3 S IGB VORTAC 180.00 360.00 R 1 2100 14000 8 13

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 230 TOWER (28-001038) 332040.00N/0883247.00W 1005 5D

1 200 TOWER (28-000848) 332614.00N/0883833.00W 593 4D

2 200 PLANT (28-001036) 332137.00N/0882734.00W 522 5D

3 265 TOWER (28-001038) 332040.00N/0883247.00W 1005 5D

REASON FOR NONSTANDARD HOLDING:

PAT 2 ATC REQUEST

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 2100.

REMARKS:

PRIOR COORDINATION REQUIRED WITH CONTROLLING AGENCY FOR HOLDING

AT AND ABOVE 8000 FEET OVER COLUMBUS/MERIDIAN MOAS.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP BIRMINGHAM KBHM BIRMINGHAM AL (US)

DP FIBER (RNAV) KBHM BIRMINGHAM AL (US)

DP JACKSON . KJAN JACKSON MS (US)

EN ROUTE J52 (US)

EN ROUTE V245 (US)

EN ROUTE V278 (US)

IAP VOR RWY 18 KM40 ABERDEEN/AMORY NS (US)

IAP VOR-A 1 KUBS COLUMBUS MS (US)

IAP ILS OR LOGC RWY 18 1 3 KGTR COLUMBUSM POINT/STARKVILLE MS (US)

IAP ILS OR LOC RWY 36 1 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)

IAP RNAV (GPS) RWY 14 KOSX KOSCIUSKO MS (US)

AP RNAV (GPS) RWY 32 KOSX KOSCIUSKO MS (US)

IAP VOR OR GPS-B KM51 STARKVILLE MS (US)

IAP LOC/DME RWY 36 KSTF STARKVILLE MS (US)

IAP NDB-C KSTF STARKVILLE MS (US)

IAP RNAV (GPS) RWY 18 KM83 WEST POINT MS (US)

IAP RNAV (GPS) RWY 36 KM83 WEST POINT MS (US)

IAP VOR-A 2 KM83 WEST POINT MS (US)

IAP VOR/DME-B KM83 WEST POINT MS (US)

STAR GRAHAM KBNA NASHVILLE TN (US)

REQUIRED CHARTING: DP, STAR, MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 14 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. COORDINATES. NFDD 117-9 DATED 06/18/2012.

2. MODIFY PAT 3 FOR CAT E AIRCRAFT, 265 KIAS, SIZE 8, USAF REQUEST.
3. FIXUSE.

DEVELOPED BY: DATE: 07/13/2012 OFFICE: AJV-352

APPROVED BY: DATE: OFFICE: AJV-352

NAME: ROBERT COOK

NAME: DARRYEL ADAMS

whldp
o s
L)

FAA FORM 8260-2 / AUG 2009
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BIGBEE VORTAC

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: CBM APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 2 of 2



RADIO FIX AND HOLDING DATA RECORD

NAME: DIXVU STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 331436.89N/0883536.21W TYPE: WP, RADAR, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG  BRG NM  FEET

1 COLUMBUS/W PT/STAR I-RVT LOC/DME 182.47 18047  13.17 13.17 3000 4700

2 BIGBEE IGB VORTAC L 19149 19549  15.03 15.03 3000 17500

FIX RESTRICTIONS:

PRIOR COORDINATION REQUIRED WITH CONTROLLING AGENCY FOR HOLDING OVER

R-4404 A/BIC.

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 S KRVT  LOC 182.47 002.47 R 7 3000 6000 9 10

2 S WP 182.47 002.47 R 7 3000 6000 9 10

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 265  TOWER (28-001038) 332040.00N/0883247.00W 1005 5D

2 265 TOWER (28-001038) 332040.00N/0883247.00W 1005 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

COLUMBUS/W PT/STAR (FAC 1) USED TO ESTABLISH FIX COORDINATES

I-RVT DME COORDINATES: 332748.68N/0883529.11W

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 36 1,2 1 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)

IAP RNAV (GPS) RWY 18 2 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)

IAP RNAV (GPS) RWY 36 2 KGTR COLUMBUSM POINT/STARKVILLE MS (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. COORDINATES. FIX MOVED .75 NM SOUTH TO 3000' POINT, ATC REQUEST.
2. FAC 1 MAG COURSE CHANGED FROM 179.47 TO 182.47, DME FROM 12.42 TO 13.17.
3. FAC 2 MAG COURSE CHANGED FROM 192.27 TO 191.49, DME FROM 14.31 TO 15.03.
4. EXCEPT FOR MIN AND MAX ALTITUDES, ALL ATTRIBUTES FOR PAT 1 CHANGED DUE
TO NEW SURVEY DATA FOR FAC 1 AND AIRPORT, MAG VAR UPDATE FROM 1E TO 2W.
PAT 1 MODIFIED TO ACCOMODATE CAT E (T-38) AIRCRAFT, USAF REQUEST.
5. I-RVT DME ANTENNA COORDINATES.
6. FIXUSE.
7. FAC 1 AND 2 MRA RAISED FROM 2100 TO 3000.
8. CHANGED FAC 1 TYPE FROM LOC TO LOC/DME.
9. ADDED PAT 2 FOR WP HOLDING.
DEVELOPED BY: DATE: 07/16/2012 OFFICE: AJV-352 NAME: ROBERT COOK
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: CBM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: HANOP STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 332901.92N/0884621.56W TYPE: INT, DVME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

' BRG BRG NM  FEET

1 BIGBEE IGB VORTAC L 26565 260.65  13.00 13.00 2400 17500

2 TUPELO OTB VORDME L 17440 17840  44.34 44.34 2400 17500

3 CALEDONIA CBM VORTAC T 24068 240.68  19.23 19.23 2400 12000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

OTB VOR/DME R-174 45 2400 17500

HOLDING: ‘ HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 s OB VOR/DME  174.40 354.40 R 1 2400 6000 10 11

2 E IGB VORTAC 08565 265.65 L 1 2400 6000 10 11

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 265 TOWER (28-001010) 331802.00N/0883830.00W 839 5D

2 265 TOWER (28-000675) 332549.00N/0884517.00W 830 - 5D

REASON FOR NONSTANDARD HOLDING:
PAT 2 SIZE INCREASED FOR T-38 CAT-E AIRCRAFT

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
BIGBEE (FAC 1) AND TUPELO (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V278 1,2,3 Us)
IAP ILS OR LOC RWY 18 (ALTMA) 1,2 1 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)
IAP ILS OR LOC RWY 36 1,2 2 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)
IAP ILS OR LOC RWY 36 (ALTMA) 1,2 1 KGTR COLUMBUS/W POINT/STARKVILLE MS (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. COORDINATES. NEW SURVEY DATA FOR IGB YORTAC (NFDD 117-9).
FIX MOVED 7.91 FEET SW.

2. PATTTERNS 1 AND 2 MODIFIED FOR CAT-E T-38 AIRCRAFT, USAF AND ATC REQUEST.
PATTTERN 2 NO LONGERS REMAINS CLEAR OF COLUMBUS AFB.

3. PAT 1 AND 2 MIN/MAX TEMPLATES RAISED FROM 6/7 TO 10/11.

DEVELOPED BY: DATE: 07/13/2012 OFFICE: AJV-352 NAME: ROBERT COOK
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME
ATC FACILITY: CBM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JAKVU STATE: MS COUNTRY: US

LATITUDE/LONGITUDE: 332331.88N/0883530.99W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM

1 COLUMBUS/MW PT/STAR I-RVT LOC/DME 182.47 180.47 4.27 4.27

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

I-RVT DME COORDINATES: 332748.68N/0883529.11W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 36 1 KGTR COLUMBUS/W POINT/STARKVILLE

IAP RNAV (GPS) RWY 36 KGTR COLUMBUS/W POINT/STARKVILLE

REQUIRED CHARTING: |IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. COORDINATES. FIX MOVED .3 NM NORTH, LOWERED MRA FROM 1180 TO 1040.

2. FAC 1 MAG COURSE CHANGED FROM 179.47 TO 182.47, DME FROM 4.30 TO 4.27.
NEW FAC 1 AND AIRPORT SURVEY DATA. KGTR AND FAC MAG VAR UPDATED FROM

1E TO 2W.
3. I-RVT3 DME ANTENNA COORDINATES.
4. FIXUSE.
5. MODIFY AS WP.
6. CHANGED FAC 1 TYPE FROM LOC TO LOC/DME.
DEVELOPED BY: DATE: 07/17/2012 OFFICE: AJV-352 NAME: ROBERT COOK
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZME

ATC FACILITY: CBM APP CON
OTHER: KGTR TOWER

MRA MAA
1040 4700

STATE
MS (US)
MS (US)

FAA FORM 8260-2 / AUG 2009
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: COLUMBUS/W POINT/STARKVILLE STATE: MS
AIRPORT NAME: GOLDEN TRIANGLE RGNL ID: KGTR
PROCEDURE: ILS OR LOC RWY 36 AMDT: ORIG
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point ' 3.15
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 0.90
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point.000.47
4. High Terrain in FINAL segment containing 1000' point 269
5. Distance from THLD to 1500’ point 4.73
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500" point 1.24
7. True Course of FINAL segment containing 1500' point_000.47
8. High Terrain in FINAL segment containing 1500' point 269
9. Threshold Coordinates (if straight-in) ... 332614.18N ,0883529.40W
10. ARP Coordinates .................ccc...... 332653.80N / 0883529.00W
11. Runway Approach End and distance furthest from ARP................. RWY 36
Distance 0.66v NM
12. FAF Coordinates ...........cccccoeenn... 332052.42N /0883532.55W

(Click to Select)

REMARKS: Approach/Drawing attached.






