Procedure Comments:

ENROUTE

Remark Type:

INFORMATION

Action: Task Type: Date Open: Request #:
Flight Procedure Tracking Form FLIGHT CHECK IAP 05/06/2009 | 2009050622060301003 20090506220603
Procedure: RNAV (GPS) Y RWY 4 AMDT 3 Airport ID: Airport: SAN ANTONIO INTL Reimbursable #:
KSAT

City: SAN ANTONIO ST: TX GPS #: Estimated Chart Date: FICO #:
Fac ID: : Fac. Type: Specialist: BETTY RICHARDS

SKT oe-S \

Procedure Review \
Rec'd Rel'd Full Name g Tl g
Lead: 04/18/2012 | 07/12/2012 | JILL OLSON ! L
QA: 07/12/2012 | 07/13/2012 | STEVEN SZUKALA —
Liaison: | 07/13/2012 VA, Souy U, [Prs waiver cancer;
T |

NG 2 ofs

CONTACT: JILL OLSON/STEVE BARNETT, AJV-353 LEADS, 405-854-0414/9307.

SAN ANTONIO, TX; SAN ANTONIO INTL (KSAT); RNAV (GPS) Y RWY 4, AMDT 3; ENROUTE-YES; FC BY 9/18/12; PUB 11/15/12

ATTACHED FORMS: 8260-3, 8260-10, 8260-9, 8260-2(S): BEBNE, REV 3; HARDD INT, REV 7; NADBE INT, REV 2; RESOC INT, REV 2; BISGE, REV 3 (INFO ONLY);
SHEPE INT, REV 4 (INFO ONLY); ANUBE, REV 1, (CANCEL). 8260-1 (CANCEL).

VN 8200-6 (05/26/2005)

Data as of:

7/16/2012

11:59:52AM
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RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet
abowe airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA
LNAV/VNAV: DA
HARDD (IFAAF) RESOC (FB) 032.70/ 4.85 3500 LNAV: RW04
RESOC NADBE (FB) 032.73/3.15 2500
CLIMB TO 3500 DIRECT BISGE AND ON TRACK 025.53 TO SHEPE
NADBE (FAF) RWO04 (MAP) (FO) 032.75/5.20 AND HOLD.
RW04 (MAP) 986 MSL 032.75
986 MSL BISGE (FB)
BISGE SHEPE (FO) 025.53 /17.39 3500
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 025.53 INBOUND.
CHART FAS OBST: 1030 ATCT 293137N/0982833W
CHART A-635.
DISTANCE TO THLD FROM 200 HATH: 0.45 NM.
CHART VDP AT 1.35 MILES TO RW04*
ib"“},’ 8:1 Lm'NEL 613
AAS CHAl #77
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF REFERENCE PATH ID: WO4A
2. HOLD SW HARDD, RT, 032.70 INBOUND, 3500 FT. IN LIEU OF PT (IAF) LTP HAE: 214.2 M
3. FAC: 032.75 FAF: NADBE DISTFAF TO MAP: 520 THLD: 520
4. MIN. ALT: HARDD 3500, RESOC 3500, NADBE 2500
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2500 GS ALT AT:NADBE 2500 OoM: MM: IM:
7. GS ANGLE:  3.00 TCH:56.4 34:11S CLEAR
8. MSA FROM: ' MAG VAR: 8E EPOCH YEAR: 1980
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B C D E
DH/MDA| VIS |HAT/HAA|DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DHMDA | VIS |HAT/HAA
LPV DA 986 4000 200 986 4000 200 986 4000 200 986 4000 200
LNAV/VNAV DA 1201 6000 415 1201 6000 415 1201 6000 415 1201 6000 415
LNAV MDA 1280 4000 494 1280 4000 494 1280 6000 494 1280 6000 494
CIRCLING 1300 1 491 1300 1 491 1320 1172 511 1380 2 571

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -4C (25F) OR ABOVE 54C (130F).

CHART NOTE: CIRCLING NA SOUTHWEST OF RWY 12R-30L.

CHART NOTE: DME/DME RNP-0.3 NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
(SEE FORM 8260-10)

ELEVATION: 809
AIRPORT NAME:

SAN ANTONIO INTL

CITY AND STATE THRE: 786

SAN ANTONIO, TX

FACILITY PROCEDURE NO/AMDT NO/EFFECTIVE DATE:  |SUP:FNAY (GFS) ¥ RWY
IDENTIFIER: RNAV (GPS) Y RWY 4, AMDT 3 ANDT: ~
DATED  03/10/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[Caes [x] no

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[X] ] [X] [X] [X] [X] [X]  zHu,SAT APP CON, SAT ATCT, AMGR, ST. AV. DIR.

FLIGHT CHECKED BY

NAME: FIFO

DATE:

DEVELOPED BY

NAME: FIFO

BETTY RICHARDS AJV-353

DATE:
05/17/2012

APPROVED BY

NAME: FIFO

LARRY H STROUT MANAGER AJV-353

DATE:

CHANGES:

9.

1. NAME CHANGED FROM RNAY (GPS) Y RWY 3 TO RNAV (GPS) Y RWY 4.
2. REMOVED IAFS ANUBE AND BEBNE AND DEVELOPED TWO SECTOR TAA WITH STEP DOWN.
3. CHANGED DISTANCE OF HARDD TO RESOC FROM 4.87 TO 4.85.

4. CHANGED DISTANCE OF RESOC TO NADBE FROM 3.16 TO 3.15.

5.
6
7
8

CHANGED DISTANCE OF NADBE TO RW03 FROM 5.17 TO NADBE TO RW04 5.20.

. ADDED HOLD IN LIEU AT HARDD.
. CHANGED TCH FROM 43.2 TO 56.4.
. CHANGED ILNAV/VNAV DANISIBILITY FROM 1360/2 TO 1201/6000.

CHANGED LNAV CAT D VISIBLILITY FROM 1 TO 6000.

10. CHANGED CRITICAL LNAV/VNAV TEMPERATURES FROM NA BELOW -16 (4F) ABOVE 47C (116F) TO BELOW -4 (25F) ABOVE 54C (130F).
11. UPDATED INOPERATIVE NOTES.

12. CHANGED VDP FROM 1.36 TO 1.35.

13. CANCELLED WAIVER FOR PROCEDURE WITH NO HOLD IN LIEU.

REASONS:

9.

1. RUNWAY NUMBERS CHANGED.

2. INITIAL SEGMENT LENGTH EXCEEDED 10NM WHEN APPLYING 8260.54A CRITERIA.

3. MOVED RESOC TO ALLOW FOR MINIMUM SEGMENT LENGTH BETWEEN HARDD AND RESOC.
4. NADBE MOVED TO LNAV/VNAV PFAF LOCATION.

5.
6
7.
8

NADBE MOVED TO LNAV/VNAV PFAF LOCATION.

. DEVELOPED TWO SECTION TAA.
. MATCHED ILS TCH.
. NEW CONTROLLING OBSTACLE, FPT CONCURRENCE. DA LOWERED CHANGING DIST DA TO THLD.

IAW 8260.3B, CHANGE 20 TABLE 3-5A.

10. USED TEMPERATURE DATA FROM RNAV {RNP) Z RWY 22 PROCEDURE. USED NEW AFS CALCULATION FOR HIGH TEMP.
11. NEW VISIBILITY EVALUATION.

12. LOWERED LNAV MDA.

13. NO LONGER NEEDED. HOLD IN LIEU DEVELOPED.

PDF EDITS:
ADDED (FAF) TO NADBE




———

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO LPV. FOR INOPERATIVE MALS, INCREASE LNAV/VNAV

ALL CATS AND LNAV CATS C/D VISIBILITY TO 1 3/8.

TAA
FROM TO ALT

1. 303/30 CW 123/30 (NOPT) 303/15 CW 123/15 4100

2. 303115 CW 123/15 HARDD (IF/IAF) (FB) 3500

3. 123/30 CW 303/30 123/15 CW 303/15 4100

4. 123/15 CW 303/15 HARDD (IFIAF) (FO) 3500

CITY AND STATE ELEVATION: 809 THRE: 786 FACILITY PROCEDURE NO./ AMDT NOJEFFECTIVE DATE: sup; INAV (GFS) YRWY

SAN ANTONIO, TX AIRPORT NAME: S BT RNAV (GPS) Y RWY 4, AMDT 3
RNAV AMDT: 2A

SAN ANTONIO INTL

DATED: 03/10/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ “res [ ] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

T S [ ) . I R []

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:

APPROVED BY

NAME: ' FIFO F DATE.

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Alitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD

OPERATION TYPE

SBAS SERVICE PROVIDER IDENTIFIER
AIRPORT IDENTIFIER

RUNWAY

APPROACH PERFORMANCE DESIGNATOR
ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR
REFERENCE PATH IDENTIFIER (APPROACH ID)
LTP/FTP LATITUDE

LTP/FTP LONGITUDE

DATA

KSAT

RWO04

0

Y

0

WO04A
293123.6420N
0982811.6565W

LTP/FTP ELLIPSOIDAL HEIGHT +02142
FPAP LATITUDE 293231.2700N
FPAP LONGITUDE 0982704.9400W
THRESHOLD CROSSING HEIGHT (TCH) 00056.4
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0160
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 350
CRC REMAINDER DCBD96B8
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K4
LTP ORTHOMETRIC HEIGHT +02396
FPAP ORTHOMETRIC HEIGHT +02396
CITY AND STATE ELEVATION: 809 THRE: 786 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE: sup: BNAV (G';S) Y RWY
SAN ANTONIO, TX AIRPORT NAME: yPERTEIER: RNAV (GPS) Y RWY 4, AMDT 3
RNAV AMDT: 2A
SAN ANTONIO INTL DATED: 03/10/2011

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

== Y

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 S U S 6 S

AOPA NBAA OTHER (specify)

i [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—BNAL(QES)_SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC PACKET - 424-18 - RNAV (GPS)
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 1234567859012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT BISGE K40 W N29363080W098230845 E0048 NAR BISGE
SUSAEAENRT HARDD K40 C N29212205W098380363 E0049 NAR HARDD
SUSAEAENRT NADBE K40 C N29272651W098320532 E0049 NAR NADBE
SUSAERENRT RESOC K40 C N29250315W098342639 E0049 NAR RESOC
SUSAEAENRT SHEPE K40 c L N29510219W098120565 E0047 NAR SHEPE
1 2 2 4 S 6 7 8 9 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783%012
SUSAP KSATK4ASAT 0 085YHN29320130W098281120E008000809 1800018000C MNAR SAN ANTONIO INTL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSATK4FRO4-Y AHARDD O1l0HARDDK4EAOEE AR HF 03270040 + 03500 18000 A JS
SUSAP KSATK4FR(04-Y R 01OHARDDKAEAQE I IF + 03500 18000 A JS
SUSAP KSATK4FR04-Y R 011RESOCK4EROE S O0S51TF 03270049 + 03500 A JS
SUSAP KSATK4FR04-Y R 020NADBEK4EAlE F O0S51TF 03270032 + 02500 A JS
SUSAP KSATK4FR04-Y R 020NADBEK4 EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KSATK4FRO4-Y R 030RW04 K4PGOGY M 031TF 03280052 00842 -300 A JS
SUSAP KSATK4FR04-Y R 040 0 M CA 0328 + 00986 A JS
SUSAP KSATK4AFR04-Y R OS50BISGEK4EAQE DF A JS
SUSAP KSATK4FRO4-Y R 06 0SHEPEK4EAOEY 010TF 0255 + 03500 A JS
SUSAP KSATK4FRO4-Y R 070SHEPEK4ERQOEE R HM 02550040 + 03500 A JS
1 2 3 4 5 6 7 8 8 4 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KSATK4GRW04 0085050328 N29312364W098281166-0400 +02142007860000561501
i 2 3 4 b 6 7 8 9 0 1, 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678301234567890123456789012345678901234567890123456789012
SUSAP KSATK4PR04-Y RW04 001YOOOOW04A0N29531236420W09828116565+021420300N2932312700W09827049400106750160000564F400350DCBD96B8
SUSAP KSATK4PRO4-Y RW04 002E +02396+02396LPV 77613
CITY AND STATE ELEVATION: 809 THRE: 786 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:

SAN ANTONIO, TX AIRPORT NAME: IDENTIFIER: RNAV (GPS) Y RWY 4, AMDT 3

SAN ANTONIO INTL AMDT: 2A

RNAV

DATED: 03/10/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ ] [ g 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: : NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE} DISTANCE ALTITUDE SPEED
HARDD HARDD 010 IAF HF R FO 032.7(040.7T) 004.0 AA 03500
HARDD 010 FACF IF FB AA 03500
RESOC 011 SDF TF FB 0.5 032.7(040.7T) 004.9 AA 03500
NADBE 020 FAF TF FB 0.5 032.7(040.7T) 003.2 AA 02500
RW0O4 030 MAP TF FO 0.3 032.8(040.8T) 005.2 AT 00842
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 032.8(040.8T) AA 00986
BISGE 050 DF FB
SHEPE 060 TF FO 1.0 025.5(033.5T) AA 03500
SHEPE 070 HM R FO 025.5(033.5T) 004.0 AA 03500
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BISGE N293630.80 wW0982308.45 N2936.513 W09823.141
HARDD N292122.05 W0983803.63 N2921.368 W09838.061
NADBE N292726.51 W0983205.32 N2927.442 W09832.089
RESOC N292503.15 W0983426.39 N2925.053 W09834.440
SHEPE N295102.19 W0981205.65 N2951.037 W09812.094
RWO04 N293123.64 ¥W0982811.66 N2931.394 W09828.194
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW04 00786 56
CITY AND STATE ELEVATION: 809 THRE: 786 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |[syup:
SAN ANTONIO, TX AIRPORT NAME: : IDENTIFIER: RNAV (GPS) Y RWY 4, AMDT 3
SAN ANTONIO INTL AMDT: 2A
RNAV
DATED:  03/10/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

| ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

] i 1 |

AOPA

1

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| rROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 303/30 CW 123/30 303/15CW 123/15  |1. TOWER (48-005142) |293639.00N/0985334.00W | 3049 (5E) 1000 4100
[- TERRAIN 294815.00N/0985124.00W | 1992 (2000) AS1500 3500
STRAIGHT-IN AREA 303/15 CW 123/15 HARDD 3. TOWER (48-005664) [293126.00N/0984326.00W |2049 (5D) 1000 |[AT451 3500
4. TERRAIN 293521.00N/0984415.00W | 1529 (1500) AS1500 3000
STRAIGHT-IN AREA 123/30 CW 303/30 123/15 CW 303/15  |1. TOWER (48-005142) |293639.00N/0985334.00W |3049 (5E) 1000 4100
[5- TERRAIN 293948.00N/0990430.00W | 1821 (1800) AS1500 3300
STRAIGHT-IN AREA 123/15 CW 303/15 HARDD 6. TOWER (48-004908) 291103.96N/0983050.34W | 1633 (2C) 1000 |AT867 3500
7. TERRAIN 292548.00N/0984909.00W | 1129 (1100) AS1500 2600
INTERMEDIATE HARDD (IF/IAF) RESOC [6- TOWER (48-013142) |292259.23N/0983814.97W | 1040 (2C) 500 |AT1960 3500
9. TERRAIN 292406.00N/0983821.00W | 794 (800) AS1500 2300
INTERMEDIATE: RESOC NADBE 10. AAO 292718.00N/0933506.00W |998 (4E) 500 |AC98 AT904 2500
STEPDOWN i 11. TERRAIN 292718.00N/0983506.00W [798 (300) AS1500 2300
FINAL: LPV NADBE RWO04 ASC 986/200
FINAL: LNAV/VNAV NADBE RW04 12. ATCT (48-011140)  [293137.00N/0982833.00W | 1030 (1B) PDA [AC10 1201/415
2. HOLD-IN-LIEU-OF-PT HARDD P-5 13. TOWER (48-007753) [291439.85N/0984428.08W |1211 (5D) 1000 [AT1289 3500
14. TERRAIN 292239,00N/0984151.00W |821 (800) AS1500 2300
MAP: |DA /DA / RW04 SHEPE ASC 3500
i.PthSEgH 15. TOWER (48-001037) [204604.74N/0981436.06W [ 1633 (2C) | 1000 2700
ELEV: [817/1040/1180 16. TERRAIN 294957.00N/0981627.00W [ 1395 (1400) AS1500 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM_ | | 350 491 17. TREE 293340.70N/0982818.10W [988 (2A) 300 1300
CATEGORY B 1.5 NM W 450 z 491 18. TREE 293558.58N/0982924.53W |999 (2C) 300 1300
CATEGORY C 17NM  |5] 450 |2 511 19. TREE 293405.33N/0982859.41W [1019 (2C) 300 1320
CATEGORY D 23NM |2] 550 |2 571 20. TREE 293451.63N/0982859.41W |1079 (2C) 300 1380
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 809 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
SAN ANTONIO, TX AIRPORT NAME: RNAV RNAV (GPS) Y RWY 4, AMDT 3 ASW
SAN ANTONIO INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

SAT TOWER
SAT APP CON
ZHU ARTCC

SATISFACTORY ON:

N WS |OTHER:
ASOS

FAA

A/C

SOURCE:KSAT

DISTANCE:

HOURS REMOTE OPERATION:

x|[VHF [xJunF | |HF

LOCATION: KSAT

ADJUSTMENT: 0

PRIMARY NAVAID:

4

MONI.TOR MONITOR POINT:

STATUS | HRs | CATT

OPTN:| CAT 3

X ALSF-2 12R

(S) SALS

MALS 04 MALSR 30L

5

HIRL 22, 30L, 04, 12R

APPROACH
& RUNWAY

MIRL 12L, 30R

LIGHTING REIL 12L, 30R

, 22

TDZ 12R

C/L 22, 30L, 04, 12R

M XXX xfx]|x

OTHER (SPECIFY)
PAPI4L 12L, 30R, 22, 30L, 04, 12R

6. RUNWAY  |BASIC

BSC-G 30R

PIR-G 22, 30L, 04, 12R

INSTRUMENT

NPI-G 12L

7. RUNWAY APPROACH

30L, 04, 12R

VISUAL MIDFIELD

30L, 12R

RANGE ROLL OUT

30L, 12R

8. GLIDE GP ANGLE: 3.00

ELEV RWY THRESHOLD:786.0

PATH DISTANCE FRO

M RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:56.4

9. FINAL APPROACH X

RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

BETTY RICHARDS

DATE:
05/17/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-353

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

SEE ATTACHED AIRSPACE LETTER.

BACK UP ALTIMETER SOURCE NOT PUBLISHED, REDUNDANT
WEATHER SOURCES AVAILABLE.

50 FT VEGETATION PER FPT.

Eé?(l—VNAV NA BELOW -4C (25F) OR ABOVE 54C (130F)

DELTA ISA LOW -17.4

DESCENT RATE: STANDARD TEMP 964, HIGH TEMP 1125

TEMPERATURE HIGH LIMITS AND DESCENT VALUES DERIVED FROM

AFS-400 CALCULATOR.

:)AEPlﬂ'QlIJ?ADLOW AND CRITICAL LOW TEMPERATURE DERIVED FROM
L

AVERAGE COLD TEMPERATURE BASED ON 5 YEAR HISTORY
(2005-2009) FROM PREVIOUS AMDT.

SLOPE:
LPV: 34:1
LNAV/VNAV: 23.4:1

LNAV/VNAV AND LNAV INTERMEDIATE CONTROLLING OBSTACLE
DIFFERS FROM THE LPV INTERMEDIATE CONTROLLING
OBSTACLE.

LPV OBSTACLE: 991 MSL AAO, 292718N/0983503W

VGSI DATA: 3.00/63.6




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV NADBE RW04 12. ATCT (48-011140) |293137.00N/0982833.00W | 1030 (1B) | 250 1280
P:
3. MISSED -
APPROACH ==
4. CIRCLING AREA [ DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ | T 350
CATEGORY B 15NM_|m[ 450 |2
CATEGORY C 17NM  |S] 450 |2
CATEGORY D 23NM |2 550 |2
CATEGORY E 45NM |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA
CITY AND STATE ELEVATION: 809 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
SAN ANTONIO, TX AIRPORT NAME: RNAV RNAV (GPS) Y RWY 4, AMDT 3 ASW
SAN ANTONIO INTL

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS [OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF junF | |HF LOCATION: ADJUSTMENT:
L PRIMARY NAVAID:
MONITOR | MONITOR POINT:
sTATUS | HRS [CATT
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. [HIRL
Py o W
LIGHTING REI
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY . [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY | APPROACH
VISUAL MIDFIELD
RGPIGE ROLL OUT
e 15t GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: BEBNE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 291805.86N/0983343.50W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

STAR RODIO (RNAV KSAT SAN ANTONIO

STAR RODIO (RNAV KSKF SAN ANTONIO

STAR RODIO (RNAV KSSF SAN ANTONIO

STAR RODIO (RNAV KRND UNIVERSAL CITY

REQUIRED CHARTING: STAR, CONTROLLER
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

UPDATED FIX USE. REMOVED RNAV (GPS) Y RWY 3 AT KSAT. FIX NOT USED ON RNAV (GPS) Y RWY 4 PROCEDURE.

REMOVED IAP FROM REQUIRED CHARTING.

DEVELOPED BY: DATE: 05/18/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZHU

ATC FACILITY: SAT APP CON
OTHER: SAT TOWER

STATE
TX (US
TX 3US
TX (US
TX (US

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: BISGE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 293630.80N/0982308.45W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY

IAP RNAV (GPS) Y RWY 4 KSAT SAN ANTONIO

IAP RNAV (RNP) Z RWY 4 KSAT SAN ANTONIO

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 3

REASON FOR REVISION:
REMOVED FAC 1 FROM FIX MAKE UP.
UPDATED FIX USE.

DEVELOPED BY: DATE: 10/14/2010
APPROVED BY: DATE: 03/08/2011
SIGNATURE:
DISTRIBUTION: NFDC :
FPO: CEN
ARTCC: ZHU

DATE OF REVISION: 05/05/2011

OFFICE: AVN-120 NAME: BETTY RICHARDS

OFFICE: AVN-120 NAME: GREGORY YAMAMOTO

ATC FACILITY: SAT APP CON

OTHER:

"INFO ONLY*

STATE
TX {US
TX (US

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HARDD STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 292122.05N/0983803.63W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC_ MRA  MAA

BRG  BRG NM  FEET

1 SANANTONIO I-SAT LOC/DME 21678 22078 1477 1477 3500 5200

2 STINSON SSF VOR L 291.35 300.35 11.60 3500 5200

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 swW wP 21270 03270 R 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION  ACCURACY CODE

1 200 TOWER (48-007753) 291439.85N/0984428.08W 1211 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 4 1,2 KSAT SAN ANTONIO TX $US)

IAP RNAV geps; Y RWY 4 1 KSAT SAN ANTONIO TX (US)

IAP RNAV (RNP) Z RWY 4 KSAT SAN ANTONIO TX (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 7 DATE OF REVISION: 11/15/2012
REASON FOR REVISION:

UPDATED FAC 1 MAG BRG FROM 212.78 TO 216.78.

ADDED DME AS FIX TYPE

UPDATED FIX USE.
ADDED DME DISTANCE FOR FAC 1.
ADDED HOLDING PATTERN.

DEVELOPED BY: DATE: 04/24/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZHU
ATC FACILITY: SAT APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: NADBE

LATITUDE/LONGITUDE: 292726.51N/0983205.32W

AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

FAC NAME

1 SANANTONIO

2 STINSON

HOLDING:

REMARKS:

RNP CRITERIA APPLIED

FIX USE:

USE TYPE USE TITLE

IAP ILS OR LOC RWY 4
IAP RNAV (GPS) Y RWY 4

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

STATE: TX
TYPE: WP, INT, DME

FIX TYPE OF ACTION: MODIFY

COUNTRY: US

IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC

BRG BRG NM  FEET
I-SAT LOC/DME 216.78 220.78 6.77 6.77 41157
SSF VOR L 329.25 338.25 12.84

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY

1,2 KSAT
KSAT

DATE OF REVISION: 11/15/2012

UPDATED FAC 1 MAG BRG FROM 212.78 TO 216.78.

REMOVED FAC 3 FROM FIX MAKE UP.

UPDATED FIX USE.
ADDED DME TO FIX TYPE.
MOVED FIX 199.62 FT SOUTHWEST.
DEVELOPED BY: DATE: 04/24/2012 OFFICE: AJV-353
APPROVED BY: DATE: OFFICE: AJV-353
SIGNATURE:

DISTRIBUTION:  NFDC

FPO: FTW

ARTCC: ZHU

ATC FACILITY: SAT APP CON

OTHER

SAN ANTONIO
SAN ANTONIO

NAME: BETTY RICHARDS

NAME: LARRY STROUT

MRA

2500
2500

STATE
TX (US
TX (US

\Ty

v
o™

MAA

5200
5200

D

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: RESOC STATE: TX COUNTRY: US

LATITUDE/LONGITUDE: 292503.15N/0983426.39W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 SAN ANTONIO I-SAT LOC/DME 216.78 220.78 9.92 9.92 3500 5200

2 STINSON SSF VOR L 31543 324.43 11.73 3500 5200

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP~ ILS OR LOC RWY 4 1,2 KSAT SAN ANTONIO RS §US;

IAP RNAV (GPS) Y RWY 4 KSAT SAN ANTONIO TX(US

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

UPDATED FAC 1 MAG BRG FROM 212.78 TO 216.78.
UPDATED FIX USE.

ADDED DME TO FIX TYPE.

MOVED FIX 125.63 FT SOUTHWEST.

DEVELOPED BY: DATE: 04/24/2012 OFFICE: AJV-353 NAME: BETTY RICHARDS
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZHU
ATC FACILITY: SAT APP CON
OTHER:

g
@ v\ n
%c’f’

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD llmFo ONLY"

NAME: SHEPE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 295102.19N/0981205.65W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 SAN ANTONIO SAT VORTAC H 039.59 047.59 18.36 18.36 3500 17500

2 STONEWALL STV VORTAC H 120.94 128.94 33.82 3500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 NE SAT VORTAC 039.59 219.59 R 1 3500 6000 6 7

2 SW WP 205.53 025.53 R 4 3500 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (48-001049 294936.40N/0980700.00W 1728 2C

2 200 TOWER §48-001 049 294936.40N/0980700.00W 1728 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V17 TX (US
IAP RNAV (GPS) RWY 17 KBAZ NEW BRAUNFELS TX (US
IAP ILS OR LOC RWY 4 2wl KSAT SAN ANTONIO TX (US
IAP RNAV GPS; Y RWY 4 2 KSAT SAN ANTONIO TX(US
IAP RNAV (RNP) Z RWY 4 2 KSAT SAN ANTONIO TX(US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 4 DATE OF REVISION: 05/05/2011

REASON FOR REVISION:

ADDED DISTANCE FROM FACILITY TO FAC 1 AND 2.
REMOVED FAC 3 FROM FiX MAKE UP.

UPDATED FIX USE.

DEVELOPED BY: DATE: 10/14/2010 OFFICE: AVN-120 NAME: BETTY RICHARDS
APPROVED BY: DATE: 03/08/2011 OFFICE: AVN-120 NAME: GREGORY YAMAMOTO
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZHU
ATC FACILITY: SAT APP CON
OTHER:

=Y

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ANUBE STATE: TX COUNTRY: US
LATITUDE/LONGITUDE: 292438.10N/0984224.04W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION:
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-353 NAME: LARRY STROUT
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZHU

ATGC FACILITY: SAT TOWER
OTHER: SAT APP CON

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: SAN ANTONIO

AIRPORT NAME: SAN ANTONIO INTL

PROCEDURE: RNAV (GPS) Y RWY 4

DOCKET#:
(96-AXX-X/Required/Not Required)

STATE: TX

ID:  KSAT

AMDT: 3

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

to 1000' point

segment at 1000' point

segment containing 1000’ point

segment containing 1000’ point

to 1500' point

segment at 1500' point

segment containing 1500' point

1. Distance from THLD
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL
(Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL
4. High Terrain in FINAL
5. Distance from THLD
(if 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL
7. True Course of FINAL
8. High Terrain in FINAL

9. Threshold Coordinates (if straight-in) ...

segment containing 1500' point

3.32

1.20

040.75

850

5.00

1.95

040.75

850

293123.64N / 0982811.66W

10. ARP Coordinates .............ccccvvvnn...

293201.30N / 0982811.20W

11. Runway Approach End and distance furthest from ARP ............ RWY

12. FAF Coordinates ...........ccccovvvevenenns

Distance

1.01 NM

292726.51N / 0983205.32W

REMARKS: Approach/Drawing attached.




‘W" l\ai'

=g w o s 12 1 - FLIGHT STANDARDS USE ONLY
FLIGHT PROCEDURES STANDARDS WAIVER |\ rrot no:

Ferteral Anat on Adminiss
i

1. Flight Procedure idantification:

SAN ANTONIO INTERNATIONAL, SAM ANTONIO, TX;
RNAV (GPS) RWY 3. C AN ( :E l

2. Waiver Required and Applicable Standard:
The RNAV {(GPS) approach Is designed without a holding pattarn at the designated IF/IAF, FAA Order 8260.19 paragraph 805Kk, says that a
BNAVY procedure “must have a Hold-In-Lieu of PT {course reversal) established at the IF (1AF) (when one is established as such) on all

procedures based on “Basic T® design or its deviations.”

3. Reason for Walver (Justification for norstandard treaiment):

Due to traffic congestion/zaturation of both military and civillan traffic within San Antonic Class C airspace, Alr Traffic has requested that
Hold-in-lieu-of PT at the Intermediate fix NOT be incorporated on all RNAV (GPS) procedures. As per ATC original request the current
RANAV (GPS) were not designad with HIL, howevar, changs 3, FAA Order 8260.19, dtd 7/14/2003, now mandates a Hold-In-Lieu for RNAV
procedures that designates the intermediate waypoint as an IF (IAF). Without this designation "(IF/IAF), the straight-in Terminal Arrival
Area (TAA), would only be available to the left and right base IAFs.

.1 4. Equivatent Lavel of Safsty Frovided:
24-hour Approach/Daparture Control service is available and all IF/IAFs are at or above the appropriate minimum vectoring altitude. A
straight-in ILS approach is available t0 the runway. The TAA straight-in area minimum altitudes matches the altitudes at the IF and permits

dascent to the final approach fix altitude,

H

5. H'v,v Ré: e, a*mn or A( icditional Facilllies Wil Alfect Walver Requiramant:

NO AFFECT,

8. Coordination With User Crganizations (Specliy):

AVN 180__ g yzavd
AVN 120 /1) AWN-101 73V
7. SUBMITTED BY ’“
EATE i = — =55 ] = I
; > Hdartification: Tithe: \)ig: '-rt
i Manager, Mational Flight Frocedures / 3’ 44& l4/
AVN-100 ’ Office "CHA&: FﬂEDE’R!C ANDERSON
e e S e

FAA FORM & be 1/ Ju!y 2003 (computer generated)




8. CONTINUATION

Commaents:

TTINUAT

10. AFS ACTION

X }ipprovcd

Disapproved
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