U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevationsand altitudes are in feet, MSL,
except HAT, HAA, TCH, andRA. Altitudes are minimum altitudes unless otherwise indicated.
NDB STANDARD INSTRUMENT APPROACH PROCEDURE Ceiings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.27 except visibilities which are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | MAP: OLF NDB
GGW VOR/DME OLF NDB 084.81/ 41.65 5000
CLIMBING LEFT TURN TO 4000 DIRECT OLF NDB AND HOLD,

ISN VORTAC OLF NDB 251.83/74.87 6000 CONTINUE CLIMB-IN-HOLD TO 4000.

ADDITIONAL FLIGHT DATA:

HOLD W, RT, 106.38 INBOUND.
FAS OBST: 2519 AAO 480338N/1052750W

1.PT L SIDE OF COURSE 108.17 OUTBOUND 4300 FTWITHIN__ 10 MILES OF OLF NDB (IAF)
2. '
3.FAC 288.17 FAF DIST FAF TO MAP THLD
4.MIN. ALT
8.MSA FROM: OLF NDB 4200 MAG VAR: 9E EPOCH YEAR:2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA [ x |
CATEGORY =====> A B [¢ D E
MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA| MDA VIS |HAT/HAA | MDA VIS [HAT/HAA
B-29 2880 11/4 895 2880 11/4 895 2880 2112 895 2880 2112 895
CIRCLING 2880 11/4 891 2880 11/4 891 2880 2 3/4 891 2880 3 891
NOTES:
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE GLASGOW ALTIMETER SETTING AND INCREASE
ALL MDA 160 FEET AND INCREASE S-29 VISIBILITY CAT B 1/4 MILE AND CAT C/D 1/2 MILE; INCREASE '
CIRCLING CAT BIC 1/4 MILE. A
> [a
g 9 (ta
. Ce™
CITY AND STATE ELEVATION: 1989 THRE: 1985 FACILITY PROCEDURE NO.JAMDT NO./EFFECTIVE DATE: SUP
: AIRPORT NAME: IDENTIFIER:
AMDT 3
WOLF POINT, MT L MCLAYTON OLF NDB RWY 29, AMDT 4 DATE 1112612008

FAA FORM 8260-5 / April 2006 (computer generated) PAGE 1 OF 1 PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES m NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA . OTHER (specify)

(] [ [X] [] [x] [x] [x] ~ ZLC, MT AERO, AMGR

FLIGHT CHECKED BY

NAME: ‘ FIFO DATE.
THOMAS PAGE 07/13/2012
DEVELOPED BY
NAME: FIFO DATE.
ADOLFO URRUTIA (RODNEY TEMPLETON) AJV-354 04/06/2012
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYI AJV-354
CHANGES

1. LOCAL ALTIMETER SETTING NOTE CHANGED.

2. PROCEDURE TURN OUTBOUND HEADING CHANGED FROM 106.38 TO 108.17.

3. FINAL APPROACH COURSE CHANGED FROM 286.38 TO 288.17.

4.5-29 MDA/HAT CHANGED FROM 2820/834 TO 2880/895.

5. $-29 CAT A VISIBILITY INCREASED FROM 1 TO 1 1/4 MILE; CAT D VISIBILITY DECREASED FROM 2 3/4 TO 2 1/2 MILES.

6. CIRCLING MDA/HAA CHANGED FROM 2820/834 TO 2880/895.

73. CI_:_RSLING CAT A VISIBILITY INCREASED FROM 1 TO 1 1/4 MILE; CAT C VISIBILITY INCREASED FROM 2 1/2 TO 2 3/4 MILES; CAT D VISIBILITY INCREASED FROM 2
/4 TO 3 MILES.

8. PROCEDURE ELEVATION CHANGED FROM TDZE TO THRE.

9. MAGVAR CHANGED FROM 13E/1985 TO 9E/2015.

REASONS:

1. MDA AND VISIBILITIES CHANGED.

2, 3. MAG VAR AND FINAL COURSE UPDATE.

4, 5. FINAL CONTROLLING OBSTRUCTION UPDATED IAW 8260.19D PARA 274.

6, 7. REEVALUATED BASED ON UPDATED MINIMA AND IAW 8260.3B CHG 20 CHAPTER 3.
8. 1AW 8260.3B CHG 20 PARA 3.1.

9, MAGVAR EVALUATION.

. 08/01/12: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 07/20/12
1. REMOVED NOTE "EFFECTIVE CONCURRENT WITH: AIRSPACE DOCKET 12-ANM-17" FROM SIGNATURE PAGE.
«~ 2. REMOVED "CONCURRENT" FROM REQUIRED EFFECTIVE DATE BLOCK ON SIGNATURE PAGE AND ADDED "ROUTINE"




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER GGW VOR/DME OLF NDB 1. AAO 481218.00N/1055500.00W | 2927 (2C) 1000 [AT1073 5000
2. TERRAIN 481218.00N/1055500.00W [2727 (2700) AS1500 4200
FEEDER ISN VORTAC OLF NDB 3. TWR (30-000239) 481200.00N/1043140.00W |2869 (5D) 1000 [AT2131 6000
4. TERRAIN 481518.00N/1040921.00W 2665 (2700) AS1500 4200
FINAL: PT 10 NM OLF NDB 5. AAO 480338.00N/1052750.00W 2519 (2C) 350 2880
2. PROCEDURE TURN OLF NDB 10 NM 6. AAO 481339.00N/1053727.00W | 2909 (2C) 1000 |AT391 4300
7. TERRAIN 481339.00N/1053727.00W | 2709 (2700) AS1500 4200
MAP: |OLF NDB OLF NDB ASC 4000
f\‘p“ﬁ',fgng 8. TOWER (30-000040) {480625.00N/1054148.00W | 2550 (4D) | 1000 3600
ELEV: |2529 9. TERRAIN 480418.00N/1053251.00W | 2327 (2300) AS1500 3800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM_ | | 350 891 10. TREE 480706.00N/1053542.00W [2169 (2C) 300 S 2880
CATEGORY B 1.5 NM Wl 450 3 891 10. TREE 480706.00N/1053542.00W |2169 (2C) 300 s 2880
CATEGORY C 1.7NM  |S| 450 |2 891 10. TREE 430706.00N/1053542.00W (2169 (2C) 300 sl 2880
CATEGORY D 23NM |50 |2 891 11. TREE 480809.00N/1053533.00W [2209 (2C) 300 S| 2880
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: OLF NDB
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
360-360 AAO 351/ 86.7 3186 (4E) 4200 2 -
CITY AND STATE ELEVATION: 1989 FACILITY PROCEDURE AND AMENDMENT NO: |REGION: "
WOLF POINT, MT AIRPORT NAME: OLF NDB NDB RWY 29, AMDT 4 ANM
L M CLAYTON

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE _ 3. ALTIMETER SETTING
ZLC ARTCC NWS |OTHER: SOURCE:KOLF / KGGW
GTF FSS ASOS DISTANCE: 0/ 42.37
FAA HOURS REMOTE OPERATION:
ACK
SATISFACTORY ON: A/C BACKUP
x[VHF [x[uHF [ [HF [LOCATION: ADJUSTMENT: 0/ 141
PRIMARY NAVAID: OLF NDB
4
i —
MONITOR MONITO(I: :To:h T INTERNAL
sTATUS | HRS
OPTN:| CAT 3 24
ALS
(S) SALS
MALS
5. [HIRL
;P:l'}m;' X |MIRL 11 (PCL), 29 (PCL)
[
LIGHTING |X__IREIL 11 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
VASI-2L 11 (PCL), 29 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-F 11, 29
7.RUNWAY |APPROACH
‘é‘iUA'— MIDFIELD
NGE ROLL OUT
6. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

-

PART D - PREPARED BY:

DATE:
ADOLFO URRUTIA (RODNEY TEMPLETON) 04/06/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
VDP NOT ESTABLISHED - FINAL FACILITY DOES NOT HAVE DME.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

SERVICE A: KOLF: YES/KGGW: YES.

RASS PRESSURE PATTERNS SAME

KOLF 1989, KGGW 2296

RA=141.00

SEE ATTACHED AIRSPACE LETTER.

VGSI DATA: 3.00/25.0

VDA - NA. FINAL IS NO-FAF WITHOUT STEPDOWN.

30' VEGETATION USED FOR EVALUATION PER FPT.
AIRPORT AND OLF NDB MAG VAR UPDATED: -9 EPOCH 2015.

ADDITIONAL AIRSPACE REQUESTED FOR ISN FEEDER SEGMENT.
AIRSPACE DOCKET # 12-ANM-17.




RADIO FIX AND HOLDING DATA RECORD

NAME: WOLF POINT NDB STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 480616.02N/1053606.87W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 WOLF POINT OLF _NDB H 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 W OLF NDB 288.17 108.17 R 1112 4000 17500 4 16

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (OBS-25384) 481039.00N/1054034.00W 2825 5E

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORTIDENT  CITY STATE

1 NDB RWY 29 KOLF ~ WOLF POINT MT (US)

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP NDB RWY 29 1 KOLF WOLF POINT MT (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 7 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
UPDATED FIX USE.
MODIFIED HOLDING.

07/24/2012THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 07/19/2012.
. 1. ADDED PAT 1 TO NDB RWY 29 IN FIX USE.

DEVELOPED BY: DATE: 04/06/2012 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (RODNEY TEMPLETON)
APPROVED BY: DATE: 07/19/2012 OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

A

(«\.‘f“

* ;
7
“hpis
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INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: GLASGOW VOR/DME STATE: MT COUNTRY: US

LATITUDE/LONGITUDE: 481255.10N/1063731.51W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 GLASGOW GGW VORDME  H 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 SE  GGW  VORDME  113.00 293.00 R 1 4000 17500 4 16

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 AAO 482309.00N/1063545.00W 3012 4E

1 200 AAO 481509.00N/1062912.00W 2674 4E

1 310 AAO 482200.00N/1063512.00W 2999 4E

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 5000

HOLDING LIMITED TO ESTABLISHED PATTERNS

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT  PROCEDURE TITLE AIRPORT IDENT  CITY STATE

1 VOR RWY 30 KGGW GLASGOW MT (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP BILLINGS KBIL BILLINGS MT (US)

EN ROUTE 4477 us)

EN ROUTE 4478 us)

EN ROUTE J539 us

EN ROUTE V254 . uUs

EN ROUTE V430 us

IAP RNAV (GPS) RWY 12 KGGW GLASGOW MT (US;

IAP RNAV (GPS) RWY 30 KGGW GLASGOW MT (US

IAP VOR RWY 12 KGGW GLASGOW MT (US

IAP VOR RWY 30 1 KGGW GLASGOW MT (US

IAP RNAV (GPS) RWY 12 K9S2 SCOBEY MT (US

IAP NDB RWY 29 KOLF WOLF POINT MT (US

IAP RNAV (GPS) RWY 11 KOLF WOLF POINT : MT (US

REQUIRED CHARTING: DP, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:

UPDATE FIX USE

UPDATED PAT1 AND UNPLANNED HOLDING CONTROLLING OBSTACLES, NEW AAO'S
RAISED PAT 1 MINIMUM HOLDING ALTITUDE FROM 3900 TO 4000

REMOVED PAT 2

FACILITY COORDINATES UPDATED, NEW SURVEY DATA

DEVELOPED BY: DATE: 05/23/2011 OFFICE: AJV-354 NAME: CHARLES SCHNEIDER
APPROVED BY: DATE: 12/14/2011 OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: GGW
OTHER:

—INFO ONLY

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



INFO ONLY

RADIO FIX AND HOLDING DATA RECORD

NAME: WILLISTON VORTAC STATE: ND COUNTRY: US

LATITUDE/LONGITUDE: 481512.30N/1034502.40W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 WILLISTON ISN VORTAC L 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

ISN VORTAC R-043 90 18000 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW SN VORTAC 305.00 125.00 R 1-1172 4000 17500 5 16

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

UPN 200 TOWER (38-000003) 480802.00N/1035138.00W 3217 4D

1 200 AAO 481815.00N/1035809.00W 2691 5E

HOLDING RESTRICTIONS:

UNPLANNED HOLDING AUTHORIZED AT OR ABOVE 4300 FT.

REMARKS:

ADDITIONAL AIRSPACE REQUIRED FOR PAT 1, P-16 AND UNPLANNED HOLDING P-16.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE J549 us)

EN ROUTE V430 }US)

EN ROUTE V439 (US)

EN ROUTE V465 (US)

EN ROUTE V545 1 (US)

EN ROUTE V71 (US)

IAP RNAV (GPS) RWY 12 KPWD PLENTYWOOD MT (US)

IAP RNAV (GPS) RWY 30 KPWD PLENTYWOOD MT §u3)

IAP RNAV (GPS) RWY 12 K9S2 SCOBEY MT (US

IAP NDB RWY 1 KSDY SIDNEY MT (US)

IAP NDB RWY 19 KSDY SIDNEY MT (US)

IAP NDB RWY 29 KOLF WOLF POINT MT (US)

IAP RNAV (GPS) RWY 30 KD50 CROSBY ND (US)

IAP ILS OR LOC RWY 29 1 KISN WILLISTON ND iUS)

IAP NDB RWY 29 KISN WILLISTON ND (US)

IAP RNAV (GPS) RWY 11 KISN WILLISTON ND (US)

IAP VOR RWY 11 1 KISN WILLISTON ND (US

IAP VOR/DME RWY 29 1 KISN WILLISTON ND (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 07/29/2010

REASON FOR REVISION:

UPDATED FIX USE DATA AND FORMAT.

UNPLANNED HOLDING REVISED NEW AAO OBST FROM 2645 MSL TO 2691 MSL.
UPDATED PAT 1 OBST NEW ID NUMBER.

DEVELOPED BY: DATE: 12/08/2009 OFFICE: AVN-120 NAME: NEIL SIMPANEN
APPROVED BY: DATE: 04/16/2010 OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZLC
ATC FACILITY:

FAA FORM 8260-2 / AUG 2009 'NF 0 ON L l
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: WOLF POINT STATE: MT
AIRPORT NAME: WOLF POINT/L M CLAYTON ID: KOLF
PROCEDURE: NDB RWY 29 AMDT: AMDT 4
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 4.95
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 29717
4. High Terrain in FINAL segment containing 1000’ point 2369
5. Distance from FACILITY to 1500’ point 7.00
(If 1500’ point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 4.95
7. True Course of FINAL segment containing 1500' point 297.17
8. High Terrain in FINAL segment containing 1500’ point 2369
9. Threshold Coordinates (if straight-in) ... 480527.67N / 1053357.72W
10. ARP Coordinates .........ccccccvvrcueene 480540.20N / 1053430.20W
11. Runway Approach End and distance furthest from ARP................. RWY 11
Distance 0.42 NM
12. FAF Coordinates ..........ccccceueucnnne NA /
(Click to Select)

REMARKS: Approach/Drawing attached.






