RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet
above aimort elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA AV: DA
ZAVDA (IAF) KIVEC (NOPT) (FB) 170.72/10.00 2300 tnﬁwﬁ‘mg
I (IAF .7 X N
ZOPMI (IAF) KIVEC (NOPT) (FB) 350.78/10.00 2300 CLIMB TO 1200 THEN CLIMBING RIGHT TURN TO 2300 DIRECT
KIVEC (IF/IAF) FATEX (FB) 080.75/6.86 1800 KIVEC AND HOLD.
FATEX (FAF) KUSKE/2.40 NM TO RW08 (FB) 080.82/ 2.44
KUSKE/2.40 NM TO RW08 RWO08 (MAP) (FO) 080.84 / 2.40
RWO8 (MAP) 1200 MSL 080.84 1200
ADDITIONAL FLIGHT DATA:
1200 MSL KIVEC (FO) 2300 CHART FAS OBST: 305 TREE 314309N/0822423W
DISTANCE TO THLD FROM 283 HATH: 0.70 NM.
WAAS CHANNEL # 53727
REFERENCE PATH ID: WOSA
LTP HAE: 32.8 M
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)
2. HOLD W KIVEC, LT, 080.75 INBOUND, 2300 FT. IN LIEU OF PT (IAF)
3. FAC: 080.82 FAF: FATEX DISTFAF TO MAP: 4384 THLD: 4.84
4. MIN. ALT: KIVEC 2300, FATEX 1800, KUSKE/2.40 NM TO RW08 1020*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 1800 GS ALT AT:FATEX 1800 OM: MM: iMm:
7. GS ANGLE: 3.00 TCH:59.0 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 6W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | x |
CATEGORY =====> A Cc D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 484 1 283 484 1 283 484 1 283 484 1 283
LNAV/VNAV DA 486 1 285 436 1 285 486 1 285 486 1 285
LNAV MDA 560 1 359 560 1 359 560 1 359 560 1 359
CIRCLING 620 1 419 660 1 459 660 112 459 760 2 559
NOTES:
CHART NOTE: BARO-VNAV NA WHEN USING ALMA ALTIMETER SETTING. AL/
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 42C (107F). o 2.
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 8 PROCEDURE NA AT NIGHT. 9
CHART NOTE: DME/DME RNP-0.3 NA. C};,E QO
SEE FORM 8260-10) _ o
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY PROCEDURE NO./JAMDT NO./EFFECTIVE DATE: SUP:
BAXLEY, GA AIRPORT NAME: |DEN|'{H—"{\E/R: RNAV (GPS) RWY 8, AMDT 1 AMDT: ORIG
BAXLEY MUNI DATED  03/15/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[x] ves [] no

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA ACPA NBAA OTHER (specify)

[ [ ] [ [x1 [x] [X] _zxamcr

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
GEORGE H. TRAMMELL

FIFO
AJV-352

DATE:
10/13/2011

APPROVED BY

NAME:
DARRYEL ADAMS MANAGER

FIFO
AJV-352

DATE:

CHANGES:

1. CHANGED INITIAL FIX NAMES FROM OSPOE TO ZAVDA, CEMTA TO ZOPMI, WONIP TO KIVEC.

2. CHANGED OSPOE TERMINAL ROUTE TO ZAVDA TERMINAL ROUTE, COURSE AND DISTANCE FROM 168.76/5.00 TO 170.72/10.00.
3. CHANGED CEMTA TERMINAL ROUTE TO ZOPMI TERMINAL ROUTE, COURSE AND DISTANCE FROM 348.78/5.00 TO 350.78/10.00.
4. CHANGED WONIP TERMINAL ROUTE TO KIVEC TERMINAL ROUTE, COURSE AND DISTANCE FROM 078.77/5.14 TO 080.75/6.86.
5. ADDED FINAL STEPDOWN TERMINAL ROUTE FATEX TO KUSKE.

6. ADDED STEPDOWN FIX KUSKE TO RW08 TERMINAL ROUTE.

7. ADDED MISSED APPROACH TERMINAL ROUTES.

8. CHANGED HOLD IN LIEU INBOUND COURSE FROM 078.77 TO 080.75.

9. CHANGED FAC FROM 078.82 TO 080.82.

10. ADDED MIN. ALT AT KUSKE OF 1020.

11. ADDED GS ANGLE 3.00 AND GS ALT AT: FATEX 1800.

12. ADDED LPV MINIMUMS.

13. ADDED LNAV/VNAV MINIMUMS.

14. ADDED CHART NOTE: WHEN VGSI INOP, CIRCLING TO RWY 26 NA AT NIGHT.
SEE 8260-10

REASONS:

1,19. FIX NAMES CHANGED DUE TO FIXES MOVING MORE THAN 1NM.

2,3,4,8,9. COURSE CHANGED 2 DEGREES FOR MAGVAR CHANGE FROM 4W TO 6W.

2,163,4 DISTANCE CHANGED TO COMPLY WITH 8260.54A CRITERIA FOR MINIMUM LEG LENGTH.
7.

,6. STEPDOWN ADDED TO LOWER MDA WITH APPLICATION OF AAO CRITERIA.
NEW FORMAT.

10 DESCENT GRADIENT.

11,12, 13. FPT REQUEST.

14,16.,21. 20:1 PENETRATIONS.

15. NOTE ADDED FOR NEW LNAV/VNAV LINE OF MINIMA.

17. VERTICAL GUIDANCE ADDED.

18. IAW FAAO. 8260.19D PARAGRAPH 855.F.(1)(4).

20. RESTRICTING CAT D OBSTACLE 13-001437 REMOVED PER OBSTACLE TEAM.
22. NEW-CONTROLLING OBSTACLE.

23. IAW CURRENT CRITERIA.

PDF EDITS:

1. 8260-3 TERMINAL ROUTES, ADDED (FAF) NEXT TO FATEX, DELETED ALTITUDE AT KUSKE 1020.
2. 8260-10 ARINC, IN MISSED APPROACH HM LINE, DELETED 020 FROM COLUMNS 45-47.

3. 8260-10 ARINC FLIGHT INSPECTION SUMMARY, ON MISSED APPROACH HM LINE, DELETED 2.0.

4. 8260-9, BACK OF PAGE BLOCK 2, WEATHER SERVICE OTHER: ADDED AWOS; LOCATION ADDED KBHC, BLOCK 3, ADDED ADJUSTMENT 40.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

*LNAV ONLY

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE ALMA ALTIMETER SETTING AND INCREASE LPV
DA TO 513, LNAV/VNAV DA TO 515 AND ALL MDA 40 FEET; INCREASE LNAV CATS C AND D VISIBILITY 1/8

MILE.

CHART NOTE: WHEN VGSI INOP, CIRCLING TO RWY 26 NA AT NIGHT.

TAA
FROM TO ALT
1. 351/30 CW 171/30 (NOPT) KIVEC (IF/IAF) (FB) 2300
2. 171/30 CW 261/30 ZAVDA (IAF) (FB) 2300
3. 261/30 CW 351/30 ZOPMI (IAF) (FB) 2300
Als
N
o
Q’Ec\tf"
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY | PROCEDURE NO./AMDT NO/EFFECTIVE DATE:  sUP:
: : RNAV (GPS) RWY 8, AMDT 1
BAXLEY, GA AIRPORT NAME: RNAV (GPS) AMDT: ORIG
BAXLEY MUNI DATED:  03/15/2007

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES |



ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [] ~o

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
CHANGES CONT.
15. ADDED BARO VNAV NOTES.
16. ADDED HELICOPTER NOTE.
17. ADDED PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
18. ADDED VISIBILITY CHANGE TO BACKUP ALTIMETER NOTE.
19. CHANGED MISSED APPROACH HOLD POINT FROM WONIP TO KIVEC.
20. REMOVED CHART NOTE: CAT D CIRCLING NA N OF RWY 8-26.
21. ADDED NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING TO RWY 8 PROCEDURE NA AT NIGHT.
22. LOWERED CIRCLING CAT A MDA/HAA FROM 640/439 TO 620/419.
23. DELETED NOTE: GPS OR RNP-0.3 REQUIRED.
REASONS:
W
9
C‘E»’E F,\,{i




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aititudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE ()}
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KBHC
RUNWAY RWO08
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) WOSA
LTP/FTP LATITUDE 314243.3695N
LTP/FTP LONGITUDE 0822405.5875W
LTP/FTP ELLIPSOIDAL HEIGHT +00328
FPAP LATITUDE 314306.6600N
FPAP LONGITUDE 0822224.7500W
THRESHOLD CROSSING HEIGHT (TCH) 00059.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 38F528A6
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00611
FPAP ORTHOMETRIC HEIGHT +00611
Als
i
L]
Q o)
o
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
) IDENTIFIER: RNAV (GPS) RWY 8, AMDT 1
BAXLEY, GA AIRPORT NAME: ENAV (GPS) AMDT. ORIG
BAXLEY MUNI

DATED: 03/15/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

i O OO [

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
\\;Y\i‘ i‘}ﬁ

o
ot

b N 4




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 s 6 7 8 9 (o] 1 2 3
WP 123456789012345678901234567890123456789012345678901234567830123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT FATEX K70 w N31412733W082293398 w0056 NAR FATEX
SUSAEAENRT KIVEC K70 W N31393906W082371959 W0055 NAR KIVEC
SUSAEAENRT KUSKE K70 W N31420567W082264853 w0056 NAR KUSKE
SUSAEAENRT ZAVDA K70 w N31491914W082402482 W0055 NAR ZAVDA
SUSAEAENRT ZOPMI K70 w N31295889W082341500 W0055 NAR ZOPMI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHCK7ABHC 0 050YHN31424980W082233760W006000201 1800018000C MNAR BAXLEY MUNI
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHCK7FROS8 AKIVEC 010KIVECK7EAOQOEE AL HF 08080040 + 02300 18000 A JS
SUSAP KBHCK7FR08 AZAVDA 010ZAVDAK7EAQE A IF 18000 A JS
SUSAP KBHCK7FROS8 AZAVDA 020KIVECK7EAOEE B 010TF 17070100 + 02300 A JS
SUSAP KBHCK7FR0S8 AZOPMI 010ZOPMIK7EAQE A IF 18000 A JS
SUSAP KBHCK7FR08 AZOPMI 020KIVECK7EAOEE B 01l0TF 35080100 + 02300 A JS
SUSAP KBHCK7FRO8 R 010KIVECK7EAQE I IF + 02300 18000 A JS
SUSAP KBHCK7FR08 R 020FATEXK7EAlE F O051TF 08080069 + 01800 A JS
SUSAP KBHCK7FR0OS8 R 020FATEXK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KBHCK7FR0S8 R 021KUSKEK7EAQE S 031TF 08080024 V 0102001024 -300 A JS
SUSAP KBHCK7FRO08 R 030RW08 K7PGOGY M 031TF 08080024 00260 -300 A JS
SUSAP KBHCK7FR08 R 040 0 M CA 0808 + 01200 A JS
SUSAP KBHCK7FR08 R 0S0KIVECK7EAQEY R DF + 02300 A JS
SUSAP KBHCK7FR0S8 R 060KIVECK7EAQEE L HM 08080040 + 02300 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KBHCK7GRW08 0050030809 N31424337W0822405539+0000 +0032800201000059075R
O“M/"
9
Ver®
,a_\w " -
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BAXLEY, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 1 e
BAXLEY MUNI DATED: 03/15/2007
FAA FORM 8260-10 /April2006 (Com puterGenerated) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
1] [] ] ] ] 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
\«;.}fhj-. Ij}"




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KBHCK7PRO8 RWO8 001 000OWOS8AON3142433695W08224055875+003280300N3143066600W08222247500106751224000590F40050038F528A6

SUSAP KBHCK7PROS8 RWO08 002E +00611+00611LPV 53727
shlys,
@
9
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY PROCEDURE NO./AMDT NO/EFFECTIVE DATE: _ |sup.
BAXLEY, GA AIRPORT NAME: 'DEN;::\ER' RNAV (GPS) RWY 8, AMDT 1 AMDT: ORIG
BAXLEY MUNI DATED. 0311512007

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 5 OF 5 PAGES



ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
L] [] 1] ] [] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
Ny

fa
Qfﬁz?‘{f“




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

Ititude inimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE S o, A R tudes oo in nautical miles unless otherwise indicated
FLIGHT STANDARDS SERVICE - FAR PART 97.33 oxcars visibiities which are i statute mies or 1 feat RVRL | cal miles uniess ofherwise indicated,
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
KIVEC KIVEC 010 IAF HF L FO 080.8(074.8T) 004.0 02300
ZAVDA ZAVDA 010 IAF IF
ZAVDA KIVEC 020 IF TF FB 1.0 170.7(164.7T) 010.0 02300
ZOPMI ZOPMI 010 IAF IF
ZOPMI KIVEC 020 IF TF FB 1.0 350.8(344.8T) 010.0 02300
KIVEC 010 FACF IF 02300
FATEX 020 FAF TF FB 0.5 080.8(074.8T) 006.9 01800
KUSKE 021 SDF TF FB 0.3 080.8(074.8T) 002.4 0102001024
RWO8 030 MAP TF FO 0.3 080.8(074.8T) 002.4 00260
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 080.8(074.8T) 01200
KIVEC 050 DF R FO 02300
KIVEC 060 HM L FO 080.8(074.8T) 004.0 02300
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
FATEX N314127.33 W0822933.98 N3141.456 wW08229.566
KIVEC N313939.06 W0823719.59 N3139.651 wW08237.327
KUSKE N314205.67 W0822648.53 N3142.095 wW08226.809
ZAVDA N314919.14 W0824024.82 N3149.319 wW08240.414
ZOPMI N312958.89 W0823415.00 N3129.982 wW08234.250
RWO8 N314243.37 W0822405.59 N3142.723 w08224.093
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RWO8 00201 59
SALs
@ u
9
Q £a
CITY AND STATE ELEVATION: 201 THRE: 201 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
BAXLEY, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 8, AMDT 1 p—
RNAV AMDT:
BAXLEY MUNI ID ATED:  03/15/2007

FAA FORM 8260-10 /April2006 (Com puterGenerated)




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ vo
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

. OO 0O

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
) C}_ixf. f» .

=

i

7 o~

&
A




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 351/30 CW 171/30 KIVEC 1. TOWER (13-003550) |314022.00N/0825128.00W | 1296 (5D) 1000 2300
2. TERRAIN 314057.00N/0831418.00W | 394 (400) AS1500 1900
LEFT BASE AREA 171/30 CW 261/30 ZAVDA 3. TOWER (13-001468) [314711.00N/0822702.00W |1264 (5D) 1000 2300
4. TERRAIN 321812.00N/0823242.00W |335 (300) AS1500 1800
RIGHT BASE AREA 261/30 CW 351/30 ZOoPMI |5- TOWER (13-000411) [313848.00N/0815858.00W |756 (4D) 1000 |AT544 2300
- IN 314027.00N/0824121.00W | 302 (300) AS1500 1800
INITIAL ZAVDA KIVEC 7. TOWER (13-004045) |314857.69N/0823922.04W |530 (4D) 1000 |AT770 2300
8. TERRAIN 314645.00N/0824145.00W |289 (300) AS1500 1800
INITIAL ZOPMI KIVEC |9. TOWER (13-001417) |313623.00N/0823238.00W |601 (3C) 1 AT699 2300
10. TERRAIN 313842.00N/0823527.00W | 270 (300) AS1500 1800
INTERMEDIATE KIVEC (IF/IAF) ATEX 11. AAO 314130.90N/0823627.50W |485 (6C) 500 1000
12. TERRAIN 314130.90N/0823627.50W | 285 (300) AS1500 1800
FINAL: LPV FATEX RW08 13. TREE (KBHCL004) [314239.43N/0822407.07W | 267 (1B) 34:1 |AC10 MA33 484/283
FINAL: LNAVIVNAV FATEX RWO08 14. TREE 314308.56N/0822423.12W [305 (2C) PDA |AC20 486/285
2. HOLD-IN-LIEU-OF-PT KIVEC P-5 16. TOWER (13-004158) [314206.20N/0824235.50W |571 (4D) 1000 |AT729 2300
17. TERRAIN 314127.00N/0824730.00W |309 (300) AS1500 1800
MAP; |DA/DA/RW08 KIVEC 18. TREE (KBHCL024) |[314237.77N/0822431.20W |285 (1B) ASC |Aac10 2300
i‘P“glsgﬁgH 9. TOWER (13-001417) [313623.00N/0823238.00W [601 (3C) 1000 1700
ELEV: [278/325/460 19. TERRAIN 314006.00N/0823624.00W | 283 (300) AS1500 1800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 419 14. TREE 314308.56N/0822423.12W 305 (2C) 300 620
CATEGORY B 1.5 NM m 450 |2 459 14. TREE 314308.56N/0822423.12W 305 (2C) 300 HAA 660
CATEGORY C 17NM  |S] 450 |2 459 14. TREE 314308.56N/0822423.12W [305 (2C) 300 HAA 660
CATEGORY D 23NM |G| 550 |2 559 14. TREE 314308.56N/0822423.12W 305 (2C) 300 HAA 760
CATEGORY E 45NM |*=[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA ,,
@ +
.« FHE
CITY AND STATE ELEVATION: 201 FACILITY PROCEDURE AND AMENDMENT NO: | REGION A<
BAXLEY, GA AIRPORT NAME: RNAV RNAV (GPS) RWY 8, AMDT 1 ASO
BAXLEY MUNI

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
é‘),(XG%BI'E&C NWS |OTHER: SOURCE:KBHC /| KAMG
MCN FSS IDISTANCE: 0/12.11
FAA AWOS HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
X|VHF | x|UHF | [HF LOCATION: KBHC ADJUSTMENT: 0/ 40
) PRIMARY NAVAID:
MONITOR |-MCNITOR POINT:
STATUS | HRs | CATH
| opTN:[ caT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ "y [mIRL 08 (PCL), 26 (PCL)
& RUNWAY ~EIL
LIGHTING
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 08 (PCL), 26 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPIF 08, 26
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:200.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:59.0
9. FINAL APPROACH X IRUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
GEORGE H. TRAMMELL

DATE:
10/13/2011

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - 20:1 PENETRATIONS.

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

VGSI DATA: 3.00/31 (NOT VERIFIED). REQUESTING FLIGHT
CHECK OF VGSI.

VEGETATION HEIGHT 100 FEET PER FPT.

25 DEGREES OF BANK USED IN IPDS MISSED APPROACH.
59' TCH USED TO MITIGATE GQS PENETRATIONS.

LPV SURFACE:
SURFACE = 34:1

LNAV/VNAV SURFACE:

SURFACE = 23.44:1

LNAV/VNAV ISA DEVIATION = -30 "HISTORICAL WEATHER DATA
NOT AVAILABLE"

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

RWY 8:

20:1 267 TREE (KBHCL004)
314239.43N/0822407.07W (65.14)
265 TREE (KBHCL006)
314240.03N/0822407.31W (62.93)
278 TREE (KBHCL009)
314237.67N/0822410.87W (57.98)
275 TREE (KBHCLO011)
314237.51N/0822413.78W (42.64)

34:1 291 TREE (KBHCL026)
314231.35N/0822430.05W (27.09)
285 TREE (KBHCL022)
314237.76N/0822429.86W (26.53)
285 TREE (KBHCL024
314237.77N/0822431.20W (23.25)
281 TREE (KBHCL023)
314233.76N/0822428.94W (21.68)
249 TREE (KBHCL018)
314244.03N/0822423.77W (10.32)
251 TREE (KBHCL020)
314244.80N/0822425.75W (8.07)
259 TREE (KBHCL021)

314242 59N/0822430.20W (3.22)
283 TREE (KBHCL027)
314230.02N/0822437.35W (0.16)

RWY 26:

20:1 275 TREE (KBHCLO45)
314302.75N/0822253.96W (10.21)
282 TREE (KBHCL048)
314301.90N/0822252.01W (10.21)
277 TREE (KBHCL047)
314303.68N/0822252.68W (5.66)

KBHC AWOS NOT ON SERVICE A.
KAMG ASOS ON SERVICE A.

RASS PRESSURE PATTERNS SAME
KBHC 201.2, KAMG 200.0
CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
FINAL: LNAV FATEX KUSKE/2.40 NM TO |15. AAO 314228.47N/0822953.48W | 410 (2C) 250 1020
RWO08
FINAL: LNAV STEPDOWN KUSKE/2.40 NM TO RWO08 14. TREE 314308.56N/0822423.12W | 305 (2C) 250 560
RWO08
MAP:

3. MISSED
APPROACH =TV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.

CATEGORY A 13NM__| T 350

CATEGORY B 15NM_|of 450 |2

CATEGORY C 1.7NM  |S] 450 |P

CATEGORY D 23NM  |$[ 550 |2

CATEGORY E 45NM |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:

SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST __ |ELEVATION (MSL) MSA _
Nt
9
CITY AND STATE ELEVATION: 201 FACILITY PROCEDURE AND AMENDMENT NO: |REGION ('{fgc*{f"i
BAXLEY, GA AIRPORT NAME: RNAV RNAV (GPS) RWY 8, AMDT 1 ASO
BAXLEY MUNI

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF [UHF | [HF LOCATION: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR | -MONITOR POINT.
sTATUS | HRS | CATT
OPTN:| CAT3
ALS
(S) SALS
MALS -
5. HIRL
pd o
REIL
LIGHTING —
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:
CONTINUED.

RA = 28.1.
SEE ATTACHED AIRSPACE LETTER.
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RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: FATEX STATE: GA
LATITUDE/LONGITUDE: 314127.33N/0822933.98W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 8 KBHC BAXLEY

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 04/05/2012

REASON FOR REVISION:
1. FIX MOVED 990.21FT (0.16NM) EAST TO RNP PFAF LOCATION.

2. FIX COORDINATES CHANGED FROM 314124.67N/0822945.01W TO 314127.33N/0822933.98W.

3. DELETED FAC 1.

4. DELETED REMARK.

5. UPDATED FIX USE.

6. UPDATED TO NEW FORMAT.

DEVELOPED BY: DATE: 10/06/2011 OFFICE: AJV-352 NAME: GEORGE TRAMMELL

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY:
OTHER:

STATE
GA (US)

A
0\) ‘/’).

9
D
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RADIO FIX AND HOLDING DATA RECORD

NAME: KIVEC

LATITUDE/LONGITUDE: 313939.06N/0823719.59W

AIRSPACE DOCKET:

STATE: GA
TYPE: WP
FIX TYPE OF ACTION: ESTABLISH

COUNTRY: US

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 W WP 260.75 080.75 L 4 2300 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (13-004158) 314206.20N/0824235.50W 571 4D

REASON FOR NONSTANDARD HOLDING:
PAT 1 LEFT TRAFFIC DUE TO ATC REQUEST.

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE
IAP

IAP

USE TITLE
RNAV (GPS) RWY 26
RNAV (GPS) RWY 8

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 10/06/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST
ARTCC: ZJX
ATC FACILITY:
OTHER:

STATE
GA (US)
GA (US)

PAT AIRPORT IDENT CITY
1 KBHC BAXLEY
1 KBHC BAXLEY

FAC

DATE OF REVISION: 04/05/2012
OFFICE: AJV-352 NAME: GEORGE TRAMMELL

OFFICE: AJV-352 NAME: DARRYEL ADAMS

A
O\) U’}.
]
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RADIO FIX AND HOLDING DATA RECORD

COUNTRY: US

NAME: KUSKE

STATE: GA

LATITUDE/LONGITUDE: 314205.67N/0822648.53W TYPE: WP

AIRSPACE DOCKET:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 8

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 10/06/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: ESTABLISH

FAC PAT AIRPORTIDENT CITY
KBHC BAXLEY

DATE OF REVISION: 04/05/2012

OFFICE: AJV-352 NAME: GEORGE TRAMMELL

OFFICE: AJV-352 NAME: DARRYEL ADAMS

STATE
GA (US)

\\)M 7 7
9 A

%l
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZAVDA

STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 314919.14N/0824024.82W TYPE: WP

AIRSPACE DOCKET:

" FIX TYPE OF ACTION: ESTABLISH

FIX USE:
USE TYPE USE TITLE FAC ' PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 8 KBHC BAXLEY GA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 10/06/2011 OFFICE: AJV-352 NAME: GEORGE TRAMMELL
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY:
OTHER:
A
My
o
Q
Page 1 of 1
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RADIO FIX AND HOLDING DATA RECORD

NAME: ZOPMI STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 312958.89N/0823415.00W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 8 KBHC BAXLEY GA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 04/05/2012
DEVELOPED BY: DATE: 10/06/2011 OFFICE: AJV-352 NAME: GEORGE TRAMMELL
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZJX

ATC FACILITY:

OTHER:

i -
° o
et
Page 1 of 1
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BAXLEY STATE: GA
AIRPORT NAME: BAXLEY MUNI ID: KBHC
PROCEDURE: RNAV (GPS) RWY 8 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 2.95
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 074.82

4. High Terrain in FINAL segment containing 1000 point 200

5. Distance from THLD to 1500' point 4.64
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 1.95

7. True Course of FINAL segment containing 1500' point 074.82

8. High Terrain in FINAL segment containing 1500 point 200

9. Threshold Coordinates (if straight-in) ... 314243.37N / 0822405.59W

10. ARP Coordinates ............cccovvvenennns 314249.80N / 0822337.60W

11. Runway Approach End and distance furthest from ARP ................ RWY 8

Distance 0.41 NM
12. FAF Coordinates ...........c..ccceevunennene 314127.33N / 0822933.98W

REMARKS: Approach/Drawing attached.
TAA: ZAVDA (IAF) 314919.14N-0824024.82W; ZOPMI (IAF) 312958.89N-0823415.00W

KIVEC (IF/IAF) 313939.06N-0823719.59W  RADIUS: 30 NM




CANCELLED:

BY: “Zre
DA, -5-20,2

RADIO FIX AND HOLDING DATA RECORD

NAME: CEMTA STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 313515.83N/0823352.01W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 WONIP 164.77 5.00 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP KBHC BAXLEY GA (US)

BAXLEY MUNI (BHC) - RNAV (GPS) RWY 8
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/10/2003
DEVELOPED BY: DATE: 01/11/2002 OFFICE: AVN-110 NAME: GARY WILSON
APPROVED BY: DATE: OFFICE: AVN-110 NAME: RICK WEBB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: ATL
ARTCC: ZJX
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




CANCELLED:

BY: /4.
RADIO FIX AND HOLDING DATA RECORD DAE__ - <-20/2
NAME: OSPOE STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 314456.00N/0823656.70W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 WONIP 344.77 5.00 17500
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP KBHC BAXLEY GA (US)
BAXLEY MUNI - RNAV (GPS) RWY 8
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/10/2003
DEVELOPED BY: DATE: 01/11/2002 OFFICE: AVN-110 NAME: GARY WILSON
APPROVED BY: DATE: OFFICE: AVN-110 NAME: RICK WEBB
SIGNATURE:

DISTRIBUTION: NFDC

FPO: ATL

ARTCC: ZJX

ATC FACILITY:

OTHER:

>
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CANCELLED:

-

BY: e
RADIO FIX AND HOLDING DATA RECORD DATE__2/-s- 20/

NAME: WONIP STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 314005.93N/0823524.28W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 KBHC R08 254 .87 10.00

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

MRA MAA
17500

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX
L

1 w wpP 258.77 078.77 4 2300 6000

CONTROLLING OBSTRUCTIONS:

5 6

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION AgCURACY CODE
5

1 200 TOWER (11-4158) 314206.20N/0824235.50W 571

REASON FOR NONSTANDARD HOLDING:
PAT 1 ATC REQUEST

REMARKS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPCORT IDENT CITY
KB

IAP H BAXLEY
BAXLEY MUNI (BHC) - RNAV (GPS) RWY 8 (PAT 1), RNAV (GPS) RWY 26 (PAT 1)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/20/2007

REASON FOR REVISION:

MODIFIED HOLDING AIRSPEED FROM 230 KTS TO 200 KNOTS
NEW CONTROLLING OBSTACLE IN HOLDING PATTERN
UPDATED FIX USE

DEVELOPED BY: DATE: 04/22/2007 OFFICE: AVN-110 NAME: MARGARET HOPE
APPROVED BY: DATE: 09/24/2007 OFFICE: AVN-110 NAME: JOHN PANNELL
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY:
OTHER:

STATE
GA (US)

Q
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i NoR ATV-34

Aéiﬁf?ﬁ;;\ Federal Aviation R —
& '\ Administration SBaker
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*’HISTRP" DATE

OUTING SYMBOL

V-352

Memorandum

INITIALS/SIG

Date: ATE

To: Dick Powell Manager, National Flight Data Center, AJV-21 W
IDAdams

From: Darryel Adams, Manager, Terminal Procedures & Charting Services, NITIALSSIG

Eastern Team, AJV-352

DATE

Subject: ACTION: Magnetic Variation Change

JROUTING SYMBOL
IAJV-34

(WTerrell
[NTIALSSIG

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the pATE
procedure(s) listed below.

——
ROUTING SYMBOL

RNAYV (GPS) RWY 8. AMDT 1,
RNAY (GPS) RWY 26, AMDT 1, | TS —
NDB RWY 8, AMDT 2

Estimated Chart Date: 04/05/2012

Please publish these changes in the National Flight Data Digest.

GEORGIA
Airport Assigned Magnetic | Epoch
Location Name [Facility | Identifier | Variation Value Year
Baxley Baxley Muni Airport | KBHC/ Old 04° West 2010
BHC New 06° West
Baxley BAXLEY NDB/M BHC Old 04° West 2010
New 06° West

If you have any questions please notify Darryel Adams (301-427-4824).

cc: ATL-FPT, AJV-3rf
AJV-352:DAdams:sjb:x7537:DATE: (U:\AVN100\100Public\ MAGVAR\MAGVAR Letters 2010\Document Name)





