us DEPARTMENT.OF TRANSPORTATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and rac'als are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings ar in feet

ART 97.33 above airport elevation. Distances ar: in nautical miles unless otherwise indicated, except visibilities which
FEDERAL AVIATION ADMINISTRATION TITLE14CFRP are In sttute milles or in foet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: DA '
— LNAV/VNAV: DA
JARUG (IAF) HILAM (NOPT) (FB) 314.85/5.00 3000 LNAV: RW22
134.75/5.00 — e —
CICAB (IAF) HILAM (NOFT) (FB) 3000 CLIMB TO 3000 DIRECT ACEDI AND HOLD.
HILAM (IF/IAF) BEFOG (FB) 224.80/6.24 2000
BEFOG (FAF) RW22 (MAP) (FO) 224.74/ 4.86
RW22 (MAP) 677 MSL 224.74
677 MSL ACEDI (FO) 3000
ADDITIONAL FLIGHT DATA:
HCLD SW, RT, 044.59 INBOUND.
CHART FAS OBST: 489 100’ TREE 370434N/0884503W
CHART FAS OBST: 550 TOWER 370547N/0884235W
DISTANCE TO THLD FROM 276 HAT: 0.77 NM.
CHART VDP AT 1.16 MILES TO Rw22*
WAAS GHANNEL # 43001
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) _REFEﬁEMCE PATH ID: W22A
2. HOLD NE HILAM, RT, 224.80 INBOUND, 3000 FT. IN LIEU OF PT (IAF) LTP HAE: 87.6 M
3. FAC: 224.74 FAF:BEFOG DISTFAF TOMAP: 486 THLD: 4.86
4. MIN. ALT: HILAM 3000, BEFOG 2000
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT: BEFOG OM: MM: IM:
7. GS ANGLE: 3.00 TCH:50.0  34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 1W EPOCH YEAR: 2005
MINIMUMS ’
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY ===== A B , C D E
DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA|DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LPV DA 677 1 276 677 276 677 1 276 677 1 276
LNAVIVNAV DA 789 1172 388 789 11/2 388 789 11/2 388 789 1172 388
LNAV MDA 800 1 399 800 399 800 1 399 800 11/4 399
CIRCLING 900 1 490 . 900 490 900 11/2 490 960 2 §50

NOTES: "
CHART NOTE: BARO-VNAV NA WHEN USING MAYFIELD ALTIMETER SETTING.

CHART NOTE: FOR. UNGOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 48C (118F).

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

(SEE FORM 8260-10)

CITY AND STATE
PADUCAH, KY

@ NA WHEN LOCAL WEATHER NOT AVAILABL
G\EAI /a

1

D

ELEVATION: 410 TDZE: 401 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
AIRPORT NAME: 'DENngﬂ\EIR: RNAV (GPS) RWY 22, ORIG-B AMDT: ORIG-A
BARKLEY RGNL DATED  04/07/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
|:| YES |_T_| NO ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
IZ] |:| |I| IZI m [z] [Z] ZME, PAH ATCT, AIRPORT MANAGER, ATL FPO
FLIGHT CHECKED BY
NAME: FIFO DATE:
MICHAEL WILSON ACY 05/03/2006
DEVELOPED BY
NAME: FIFO DATE.
MICHAEL CURRAN AJV-352 10/25/2011
APPROVED BY
NAME: FIFO DATE.
DARRYEL .\DAMS MANAGER AJV-352
CHANGES:
1. CHANGED ALL REFERENCE TO FIX NAME SECOS TO BEFO3.
2. ADDED VDP WITH CORRESPONDING NOTE: * LNAV ONLY.
3. ADDED NOTE: VDP NA WITH MAYFIELD ALTIMETER SETTING.
4. UPDATED LPV CONTROLLING OBSTACLE.
REASONS:
1. REQUESTED BY ATC.
2. ALL 20:1 PENETRATIONS REMOVED BY AIRPORT AUTHORI™Y.
3. ADDED VDP TO PROCEDURE.
4. PREVIOUS CONTROLLING OBSTACLE REMOVED PER AIRPORT AUTHORITY.
QUA( 2
¥4 <

-_




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAYV - STANDARD except HAT, HAA, TCH, ant_i RA. Altitudes are minimum a!titudes_ unless otherwise indicated.
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 e e miltae e D e hilos or i foot RVR. nautical miles unless otherwise indicated,

NOTES, (CONT.):

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE MAYFIELD ALTIMETER SETTING AND
INCREASE LPV DA TO 739, LNAV/VNAV DA TO 851, AND ALL MDA 80 FEET, AND INCREASE LPV ALL CATS

VISIBILITY TO 1 1/4 LNAV/VNAV ALL CATS VISIBILITY TO 1 3/4, LNAV CAT C VISIBILITY TO 1 1/4, CATD

VISIBILITY TO 1 1/2.
CHART NOTE: VDP NA WITH MAYFIELD ALTIMETER SETTING.

TAA
FROM TO0 ALT
1. 135/30 CW 315/30 (NOPT) HILAM (IF/IAF) (FB) 3000
2. 315/30 CW 045/30 JARUG (IAF) (FB) 3000
3. 045/30 CW 135/30 CICAB (IAF) (FB) 3000
Gl
a0 e
L/ 32
Ckeo
CITY AND STATE ELEVATION: 410 TDZE: 401 g‘&'iﬂsn PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  (syp:
PADUCAH, KY . : RNAV (GPS) RWY 22, ORIG-B
AIRPORT NAME BNAY (GPS) ANDT- ORIGA
BARKLEY RGNL . |DATED:  04/07/2011

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. /ltitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KPAH
'RUNWAY RW22
APPROACH PERFORMANCE DESIGNATOR 0
'ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W22A
LTP/FTP LATITUDE 370358.9865N
LTP/FTP LONGITUDE 0884557.9310W
LTP/FTP ELLIPSOIDAL HEIGHT +00876
FPAP LATITUDE 370254.4800N
FPAP LONGITUDE 0884714.8300W
THRESHOLD CROSSING HEIGHT (TCH) 00050.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0768
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER FF13EDF5
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K5
LTP ORTHOMETRIC HEIGHT +01160
FPAP ORTHOMETRIC HEIGHT +01160
M7,
Ve
CITY AND STATE ELEVATION: 410 TDZE: 401 F[;\CILI;'}:-'TER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: . |sSup:
. IDENTIFIER: RNAV (GPS) RWY 22, ORIG-B
PADUCAH, KY AIRPORT NAME: CNAV (ces) AMDT: ORIGA
BARKLEY RGNL DATED: 04/07/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 3 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ves w0
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE.

'|CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

———RNALW INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport clevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-8 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ACEDI K50 W N36551430W088562186 woo1is NAR ACEDI
SUSAEAENRT BEFOG K50 1 N37072994W088414609 wWoo2 NAR BEFOG
SUSAEAENRT CICAB K50 W N37152852W088405323 wWooz2 NAR CICAB
SUSAEAENRT HILAM K50 w N37120070W088362200 wooz1l NAR . HILAM
SUSAEAENRT JARUG K50 W N37083271W088315119 Wo0z1 NAR JARUG
1 2 3 4 s 6 7 8 9 0 1 2 3
AIRPORT 12345678901234567890123456789012345678901234567890123456789012345678901234567€901234567890123456789012345678901234567890123456789012
SUSAP KPAHKSAPAH 0 064YHN37033704W088462265W001000410 1800018C00C MNAR FARKLEY RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPAHKSFR22 ACICAB 010CICABKSEAQE A IF 18000 A JS
SUSAP KPAHKS5FR22 ACICAB 020HILAMKSEAQOEE B 010TF 13480050 + 03000 A JS
SUSAP KPAHKSFR22 AHILAM 010HILAMKSEAOEE AR HF 22480070 + 03000 18000 A JS
SUSAP KPAHKSFR22 AJARUG 010JARUGKSEAOE A IF 18000 A JS
SUSAP KPAHKSFR22 AJARUG 020HILAMKSEAOEE B 010TF 31490050 + 03000 A JS
SUSAP KPAHKS5FR22 R 010HILAMKSEAQOE I IF + 03000 18000 A JS
SUSAP KPAHKSFR22 R 020BEFOGKSEALE F O0S51TF 22480062 + 02000 A JS
SUSAP KPAHKSFR22 R 020BEFOGKSEA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KPAHKSFR22 R 030RW22 K5PGOGY M 031TF ) 22470049 00431 -300 A JS
SUSAP KPAHKS5FR22 R 040 0 M CA 2247 + 00677 A JS
SUSAP KPAHKSFR22 R O050ACEDIKSEAQOEY DF + 03000 A JS
SUSAP KPAHKSFR22 R 060ACEDIKSEAOEE R HM 04460070 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPAHKSGRW22 0064992247 N37035899W088455793+0500 +0087600381000050150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPAHKSPR22 RW22 001 OOOOW22A0N3703589865W08845579310+008760300N3702544800W08847148300106750768000500F400500FF13EDFS
SUSAP KPAHKSPR22 RW22 002E +01160+01160LPV 49001
Ny
U
(%3 '4,(';‘
O 717 <
%
Cie®©
CITY AND STATE ELEVATION: 410 TDZE: 401 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
PADUCAH, KY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 22, ORIG-B '
BARKLEY RGNL AMDT: ORIG-A
: RNAV
DATED:  04/07/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] w~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA AP/,

OO 0O 0O O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MS..,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. ‘
Ceilings are in feet above airport =levation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-8 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE AL.TITUDE SPEED
CICAB CICAB 010 IAF IF FB
CICAB HILAM 020 TF FB 1.0 134.8(133.8T, 005.0 AA 03000
HILAM HILAM 010 IAF HF R FO 224.8(223.8T) 007.0 AA 03000
JARUG JARUG 010 IAF IF FB
JARUG HILAM 020 TF FB 1.0 314.9(313.9T, 005.0 AA 03000
HILAM 010 FACF IF FB AA 03000
BEFOG 020 FAF TF FB 0.5 224.8(223.8T 006.2 AA 02000
RW22 030 MAP TF FO 0.3 224.7(223.7T, 004.9 AT 00431
MISSED APPROACH FIX - SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 224.7(223.7T! AA 00677
ACEDI 050 DF FO AA 03000
ACEDI 060 HM R FO 044.6(043.6T, 007.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS » T.ONG IN MINS
ACEDI N365514.30 W0885621.86 N3655.238 W08856.364
BEFOG N370729.94 W0884146.09 N3707.499 "08841.768
CICAB N371528.52 wW0884053.23 N3715.475 w08840.887
HILAM N371200.70 wW0883622.00 N3712.012 ¥08836.367
JARUG N370832.71 wW0883151.19 N3708.545 ¥i08831.853
RW22 N370358.99 W0884557.93 N3703.983 1°08845.966
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW22 00381 50
A
a ! =
SO
, Soye
CITY AND STATE ELEVATION: 410 TDZE: 401 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
PADUCAH, KY AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 22, ORIG-B
BARKLEY RGNL AMDT: ORIG-A
RNAV
DATED:  04/07/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O O O

AOPA NBAA OTHER (specify)

1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSj ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 135/30 CW 315/30 HILAM 1. TOWER (14-0329)  [373650.00N/0885220.00W | 1638 (5D) 1000 |[AT362 3000
[2- TERRAIN 373500.00N/0882830.00W | 1057 (1100) AS1500 2600
LEFT BASE AREA 315/30 CW 045/30 JARUG 3. TOWER (18-1302)  |370256.00N/0883652.00W [1325 (3C) 1000 |AT675 3000
4. TERRAIN 364700.00N/0880418.00W |667 (700) AS1500 2200
RIGHT BASE AREA 045/30 CW 135/30 CICAB 5. TOWER (18-0045)  [371131.00N/0885853.00W |2000 (4D) 1000 3000
373251.00N/0891212.00W |883 (900) AS1500 2400
INITIAL JARUG HILAM 7. 200 AAO 371354.00N/0883557.00W |768 (4E) 1000 |pG1232 3000
8. TERRAIN 371354.00N/0883557.00W | 568 (600) AS1500 2100
INITIAL CICAB HILAM |9. TOWER (14-1598)  [371436.00N/0883605.00W |869 (5D) 1000 |pG1131 3000
10. TERRAIN 371454.00N/0883551.00W | 584 (600) AS1500 2100
INTERMEDIATE HILAM (IF/IAF) BEFOG 11. TOWER (14-1387)  [370833.00N/0883902.00W |839 (5D) 500 1400
12. TERRAIN 371257.00N/0883745.00W |535 (500) AS1500 2000
FINAL: LPV BEFOG RW22 13. TREE (KPAHA025) [370418.41N/0884533.82W [449 (1A) 27.03:1 |xP14 677/276
FINAL: LNAV/VNAV BEFOG RW22 14. 100' TREE 370433.68N/0884503.08W |489 (2C) 23.4:11 |AC20 789/388
2. HOLD-IN-LIEU-OF-PT HILAM P-7 16. TOWER (14-1837) _|371359.00N/0882955.00W [893 (3C) 1000 |AT1107 3000
17. TERRAIN 371931.50N/0882628.20W 690 (700) AS1500 2200
MAP: |DA /DA /RW22 ACEDI ASC 3000
ip ";‘:gf‘gH 18. TOWER (18-2153) |370337.44N/0885032.41W | 747 (4D) | 1000 1800
ELEV: |459/510/550 19. TERRAIN 365951.00N/0885100.00W | 519 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM | | 350 490 20. 100' TREE 370202.31N/0884644.00W 589 (2C) 300 900
CATEGORY B 1.5NM i 450 |2 490 20. 100' TREE 370202.31N/0884644.00W |589 (2C) 300 900
CATEGORY C 1.7NM  |S]| 450 |2 490 20. 100' TREE 370202.31N/0884644.00W [589 (2C) 300 900
CATEGORY D 23NM | [ 550 2 550 21. 100' TREE 370245.60N/0884911.92W _[609 (2C) 300 HAA 960
CATEGORY E 4.5 NM 1550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) ,ﬂr‘?),
a
\g’bm—.r’;—ﬂ)
\\.,\"
CITY AND STATE ELEVATION: 410 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
PADUCAH, KY AIRPORT NAME: RNAV RNAV (GPS) RWY 22, ORIG-B ASO
BARKLEY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
'Z,XPE' #g;’rvcl:s% NWS |OTHER: SOURCE:KPAH
LOU FSS ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C
x|[VHF [ xJuHF | [HF  [LOCATION: kPAH ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR |MONITOR POINT:
STATUS | HRS [CAT!
OPTN:| CAT 3
ALS
(S) SALS
X  |MALSR 04 (PCL)
5. X [HIRL 22 (PCL), 04 (PCL)
APPROACHI™™ X IMIRL 14 (PCL), 32 (PCL)
iﬁ%ﬁm X |REIL 22 (PCL), 32 (PCL)
TDZ
CILINE
X |OTHER (SPECI
PAPI-4L 32 (PCL) VASI4L 22
6. RUNWAY  |[BASIC
MARKINGS ALL WEATHER  PIR-G 22, 04
INSTRUMENT  NPI-G 14, 32
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:380.5
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:50.0

9. FINAL APPROACH

X  |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING

X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

BL/y
NG
a
-
OA’E o
PART D - PREPARED BY: DATE:
MICHAEL CURRAN 10/25/2011
TITLE: OFFICE:

AERONAUTICAL INFORMATION SPECIALIST

AJV-352

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. KPAH ASOS/KM25 AWOS-3 IS ON SERVICE A.
2. HRS OPTN: 24

3. SOURCE: KPAH/KM25

3. DISTANCE: 19.63

3. HRS REMOTE OPTN: 24 HOUR BACK-UP

3. ADJUSTMENT: 60.83

VGSI DATA: 3.00/59.

80:1 PENETRATIONS:

KPAHA008 401 ROD ON BLDG 370403.75N/0884548.70W

KPAH0047 399 ROD ON BLDG 370403.64N/0884548.75W

DEPT OF ENERGY (KY) REPORTED POWER LINES 80 FT AGL MAX
IN HEIGHT.

ISA DEVIATION: -30

SEE ATTACHED AIRSPACE LETTER.

LPV: INNER SURFACE = 27.03:1, OUTER SURFACE = 34:1
LNAV/VNAV: INNER SURFACE = 23.4:1, OUTER SURFACE = 34:1

INTERMEDIATE APPROACH SEGMENT: LPV, LNAV/VNAV, LNAV
HAVE THE SAME CONTROLLING OBS.

OBSTRUCTION #14: ARTIFICIALLY MOVED 100’ TREE 50 AND
ADDED 20 FT TO THE 489 MSL OBS DUE TO 2C AC. RERAN
BUILD. DA INCREASED DUE TO MOVE.

OBSTRUCTION # 14, 20, & 21: ALL OBS VERIFIED UTILIZING
QUAD CHARTS.

OBSTRUCTION # 18: OE STUDY # 05501729, 4D AC.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
§4EI1€ETRATIONS:

444 TREE (KPAHA021) 370416.09N/0884545.07TW

447 TREE (KPAHA020) 370415.97N/0884545.70W

440 TREE (KPAHAA014) 370406.36N/0884539.45W

415 POLE (KPAHA013) 370406.13N/0884544.01W

452 TREE (KPAH0061) 370414.51/0884547.78W

GQS PENETRATIONS: (RECEIVED REMOVAL LETTER FROM FPO)
KPAHA007 395 BUSH 370401.83N/0884557.23W

KPAHAO016 439 TREE 370408.25N/0884542.50W

KPAHAO019 464 TREE 370415.40N/0884538.04W

KPAH0057 445 TREE 370410.14N/0884546.26W

NOTE: 59 FT TCH PICKED UP MORE GQS THAN LISTED ABOVE.

ARPT MAN ADVISED SOME OBS ON PROPERTY HE CAN'T REMOVE.
50 FT TCH ALLOWED REMOVAL OF LISTED GQS PENS.

XP - MATCH CURRENTLY PUBLISHED LPV DA




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSU ROC ALT. ADJUSTMENTS | MIN.ALT.
FINAL: LNAV BEFOG Rw22 15. TOWER (18-1739)  |370547.00N/0884235.00W | 550 (2C) 250 800
MAP:
3. MISSED
APPROACH =EV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM__ [ T 350
CATEGORY B 15NM i 450 |2
CATEGORY C 1.7NM__|5[ 450 |2
CATEGORY D 23NM_|S] 550 |2
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION | BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST  |[ELEVATION (MSL)|  JMEA&
& 2 0
\c"“]
CITY AND STATE ELEVATION: 410 FACILITY PROCEDURE AND AMENDMENT NO: REGIO;‘] T
PADUCAH, KY AIRPORT NAME: RNAV RNAV (GPS) RWY 22, ORIG-B ASO
BARKLEY RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA PART C - REMARKS:
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:

DISTANCE:
HOURS REMOTE OPERATION:

FAA

SATISFACTORY ON: AIC
[VHF [lUHF | [HF LOCATION; ADJUSTMENT:

PRIMARY NAVAID:

MONITOR POINT:

HRS | CAT1

OPTN:| CAT3

ALS

(s) sALs

[mALS

5. [HIRL
APPROACH [MIRL
& RUNWAY

LIGHTING l::'z"

|IC/LINE
OTHER (SPECIFY)

4.
MONITOR
STATUS

6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER

INSTRUMENT
7. RUNWAY APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH [RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ION CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY: DATE:

TITLE: OFFICE:




RADIO FIX AND HOLDING DATA RECORD

NAME: BEFOG STATE: KY COUNTRY: US
LATITUDE/LONGITUDE: 370729.94N/0884146.09W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: " HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 22 KPAH PADUCAH KY (US)
REQUIRED CHARTING: MILITARY IAP, IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:
CHANGLD FIX NANME FROM SECOS TC BEFOS.
DELETED FAC 1.
DEVELOPED BY: DATE: 10/25/2011 OFFICE: AJV-352 NAME: MICHAEL CURRAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZME

ATC FACILITY: PAH ATCT

OTHER:

Q?x\,! T
& 0
‘UJ
CeC™
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