US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM i COURSE AND DISTANCE ALTITUDE ||_g(::o£\ 55 MILES AFTER RIBPO INT/BWM LOC/DME 6.87 DME OR
LOC: 5.55 A NT .
(C')XA;YE INT/I-BWM 18.79 DME PEDIY INT/I-BWM 13.30 DME 172.66 / 5.49 (I-BWM) 4000 AT I.BWM 1.14 DME FIX
F
PEDIY INT/I-BWM 13.30 DME RIBPO INT/I-BWM 6.87 DME 172.66 / 6.43 (I-BWM) 3000 CLIMBING RIGHT TURN TO 3000 VIA HEADING 185 AND IRW
(IF) VORTAC R-155 TO WETIX/IRW VORTAC 22.35 DME AND HOLD, OR
AS DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 2600 THEN CLIMBING LEFT TURN TO
3000 DIRECT OUN NDB AND HOLD S, RT, 002.78 INBOUND.
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 155.28 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD S
OUN NDB, RT, 002.78 INBOUND.
CHART FAS OBST: 1279 TRMSN TWR 351610N/0972826W
CHART IN PLANVIEW: OUN NDB.
CHART VDP AT 2.27 DME.
1.PT NA SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART IRW R 023 AT OVAYE, R-041 AT PEDIY, R-088 AT
2. PROFILE STARTS AT PEDIY INT/I-BWM 13.30 DME CHART DISTANCE VDP TO THLD 0.95 MILES.
3.FAC: 172.66 FAF: RIBPO INT/I-BWM 6.87 DME DISTFAF TOMAP: 555 THLD: 555 | CHARTIRW 13.11 DME AT OVAYE.
4. MIN. ALT: PEDIY 4000, RIBPO 3000, JIXPU INT/I-BWM 3.32 DME 1800*
5. DIST TO THLD FROM OM: . MM: . IM: - 150HAT: - 100HAT: - GSANT: 1050
6. MIN GS INCPT: 3000 GSALT AT: RIBPO 3000 oOM: . MM: - M: -
7. GSANGLE:  3.00 TCH:51.2
8. MSA FROM: IRW VORTAC 050-320 3300, 320-050 3800 MAG VAR: 7E EPOCH YEAR: 1985
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | |ILS: STANDARD # LOC: STANDARD @
CATEGORY =====> A B C D E
DH/MDA | VIS |HAT/HAA|DH/MDA VIS | HAT/HAA|DHMDA [ vis  [HAT/HAA[DHMDA | VIS [HAT/HAA|DH/MDA | VIS |HAT/HAA
S-LS 17 1382 112 200 1382 12 200 1382 12 200 1382 112 200
S-LOC 17 1800 1/2 618 1800 12 618 1800 13/8 618 1800 13/8 618
CIRCLING 1800 1 618 1800 1 618 1800 13/4 618 1800 2 618
JIXPU FIX MINIMUMS (DUAL VOR RECEIVERS OR DME REQUIRED)
$-LOC 17 1540 112 358 1540 12 358 1540 5/8 358 1540 5/8 358
CIRCLING 1640 1 458 1660 1 478 1660 1112 478 1740 2 558
NOTES:
CHART NOTE: CIRCLING NA SOUTHEAST OF RWY 3-21. #@ NA WHEN CONTROL TOWER CLOSED. L/
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT OVAYE ON V354 NORTHEAST BOUND. D,
CHART PLANVIEW NOTE: DME REQUIRED. 4 A
CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT. Q Q
SEE FORM 8260-10) - _ ke
CITY AND STATE ELEVATION: 1182 THRE: 1182 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
NORMAN, OK AIRPORT NAME: IDEI\P;VFVIER: ILS OR LOC RWY 17, AMDT 1 AMDT: ORIG-A
UNIVERSITY OF OKLAHOMA WESTHEIMER DATED _ 05/10/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

|:| YES IZ| NO ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1] ] [X] ] [X] [X] [X]  zFW,OKC APP CON, OUN ATCT, ST. AV. DIR., AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

DAN CAIRNS AVN-120 08/24/2010

APPROVED BY

NAME: FIFO DATE:

SUSAN CRUMB MANAGER AVN-120

CHANGES:

1. RIBPO MOVED TO PFAF LOCATION.

2. CHANGED ADDITIONAL FLIGHT DATA NOTE "CHART R-089 AT RIBPO" TO :CHART R-088 AT RIBPO".

3. CHANGED ALL REFERENCES TO DESCRIPTION OF RIBPO FROM "RIBPO INT/I-BWM 6.78 DME" TO "RIBPO INT/I-BWM 6.87 DME".

4. CHANGED ADDITIONAL FLIGHT DATA NOTE FROM "CHART VDP AT 2.57 DME" TO "CHART VDP AT 2.27 DME".

5. CHANGED ADDITIONAL FLIGHT DATA NOTE FROM "CHART VDP TO THLD 1.25 MILES" TO "CHART VDP TO THLD 0.95 MILES".

6. CHANGED ADDITIONAL FLIGHT DATA NOTE FROM "CHART FAS OBST: 1379 TOWER 351907N/0972847W" TO "CHART FAS OBST: 1279 TRMSN TOWER

351609N/0972825.00W".

7. CHANGED BACKUP ALTIMETER SETTING NOTE FROM :"IF" TO "WHEN".

81. AE;)?IED SDF (JIXPU); LOWERED S-LOC 17 MDA/HAT FROM MDA FROM 1680/498 TO 1540/378, CHANGED S-LOC 17 CAT C VISIBILITY FROM 3/4 TO 5/8 NM, CAT D FROM
T NM.

9. LOWERED CIRC CAT A MDA/HAA FROM 1680/498 TO 1640/458, LOWERED CIRC CAT B/C MDA/HAA FROM 1680/498 TO 1660/478.

10. ADDED ADDITIONAL FLIGHT DATA NOTE: CHART R-115 AT JIXPU.

11. CHANGED ALTERNATE MISSED APPROACH CLIMB TO ALTITUDE FROM 2400 TO 2600.

12. ADDED ALT MINS.

REASONS:

1. 8260.54A CRITERIA.

2, 3. RELOCATION OF PFAF.

4,5,6. SDF OBSTACLE.

7. 1AW 8260.19D PARA 855F(5).

8,10. ADDITION OF SDF: 60 FT REDUCTION IN MDA.

9. NEW CONTROLLING OBSTACLES FOR CIRCLING CATS A/B/C.

11. HMAS HEIGHT CHANGED; IN RAISING THE CLIMB TO ALTITUDE ELIMINATED THE NEED TO DO A CLIMB IN HOLD.
12. MDA RAISED DUE TO NEW CONTROLLING OBSTACLE FOR LOC FINAL.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

ILS - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 except visibilities which are in statute miles or in feet RVR.
NOTES, (CONT.):
*LOC ONLY

*1860 WHEN USING WILL ROGERS ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE WILL ROGERS WORLD ALTIMETER SETTING AND
INCREASE ALL DA 41 FEET; INCREASE ALL MDA 60 FEET. INCREASE VISIBILITY S-LOC 17 AND JIXPU FIX

MINIMUMS CATS C/D 1/8 MILE, INCREASE CIRCLING CATS C/D 1/4 MILE.

CHART NOTE: VDP NA WITH WILL ROGERS ALTIMETER SETTING.

'_}3._? [y
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CITY AND STATE ELEVATION: 1182 THRE: 1182 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER:
N . ILS OR LOC RWY 17, AMDT 1

ORMAN, OK AIRPORT NAME: LBWM AMDT: ORIG-A

UNIVERSITY OF OKLAHOMA WESTHEIMER DATED:  05/10/2007

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[ Y I R AN I

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD IRW K4011410VTHA N35213095W097363322 N35213095W097363322E0070012302 NARWILL ROGERS
SUSAD KOUNK4 IBWM K4011195 IT IBWMN35140404W097282745 011750 NARUNIVERSITY OF OKLAHOMA WESTHEI
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT OVAYE K40 C L N35325321W097283106 E0044 NAR OVAYE
SUSAEAENRT PEDIY K40 C N35272330W097282860 E0044 NAR PEDIY
SUSAEAENRT RIBPO K40 C N35205664W097282563 E0044 NAR RIBPO
SUSAEAENRT WETIX K40 R L N35001143W097281645 E0045 NAR WETIX
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOUNK4AOUN 0 051YHN35144400W097281970E007001182 1800018000C MNAR UNIVERSITY OF OKLAHOMA WESTHEI

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOUNK4FI17 AOVAYE 0100VAYEK4EAQE A IF 18000 0 DS
SUSAP KOUNK4FI1l7 AOVAYE 020PEDIYK4EAOEE B CF IBWMK4 3526013317270055PI + 04000 0 DS
SUSAP KOUNK4FI17 I 010PEDIYK4EAQOE I IF IBWMK4 35260133 PI J 040000300018000 0 DS
SUSAP KOUNK4FI1l7 I 020RIBPOK4EAQOE F CF IBWMK4 3527006917300064PI H 0300003000 -300IRW K4D 0 DS
SUSAP KOUNK4FI1l7 I 030RW17 K4PGOGY M CF IBWMK4 3527001317300056PI 01233 -300 0 DS
SUSAP KOUNK4FI17 I 040 0 M VI 1850 0 DS
SUSAP KOUNK4FI17 I 050WETIXK4EAQEY CF IRW K4 1553022315530070D + 03000 0 DS
SUSAP KOUNK4FI17 I 060WETIXK4EAOEE R HM 15530040 + 03000 0 Ds
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOUNK4GRW17 0051991727 N35152318W097282321-0100 +0333501182000051100IIBWM1

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KOUNK4IIBWM1 011195RW17 N35140407W0972822631727N35151277W0972827972800 10500501300E00705101178

1 2 3 4 5 6 7 8 9 0 1 2 \BT Y
MSA 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345%2?9012 C>
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" e g

Cue

CITY AND STATE ELEVATION: 1182 THRE: 1182 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syup:
NORMAN, OK AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 17, AMDT 1
UNIVERSITY OF OKLAHOMA WESTHEI AMDT: ORIG-A
I-BWM DATED:  05/10/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O O 0O

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KOUNK4SIRW K4D 0 1402300382523014003325 M
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P
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CITY AND STATE ELEVATION: 1182 THRE: 1182 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
NORMAN, OK AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 17, AMDT 1

UNIVERSITY OF OKLAHOMA WESTHEI
I-BWM

AMDT: ORIG-A

DATED:  05/10/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

I R N R

AOPA NBAA OTHER (specify)

[ L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
OVAYE OVAYE 010 IAF IF FB
OVAYE PEDIY 020 CF FB 172.7() 005.5 AA 04000
PEDIY 010 FACF IF FB AA 04000 GI 03000
RIBPO 020 FAF CF FB 173.0¢() 006.4 GI 03000 GS 03000
RW17 030 MAP CF FO 173.0() 005.6 AT 01233
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 VI FB 185.0()
WETIX 050 CF FO 155.3() 007.0 AA 03000
WETIX 060 HM R FO 155.3() 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
IRW N352130.95 W0973633.22 N3521.516 W09736.554
IBWM (DME) N351404.04 W0972827.45 N3514.067 W09728.458
OVAYE N353253.21 W0972831.06 N3532.887 W09728.518
PEDIY N352723.30 W0972828.60 N3527.388 W09728.477
RIBPO N352056.64 W0972825.63 N3520.944 W09728.427
WETIX N350011.43 W0972816.45 N3500.191 W09728.274
RW17 N351523.18 W0972823.21 N3515.386 W09728.387
IBWM (LOC) N351404.07 W0972822.63 N3514.068 W09728.377
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW17 01182 51
U7y
\?'
r‘}: [ ()
o g
L
ol
CITY AND STATE ELEVATION: 1182 THRE: 1182 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
NORMAN, OK AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 17, AMDT 1
UNIVERSITY OF OKLAHOMA WESTHEI AMDT: ORIG-A
I-BWM
DATED:  05/10/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL OVAYE INT/I-BWM PEDIY INT/I-BWM 1. TOWER (40-000866) |353258.00N/0972919.00W | 2749 (4D) 1000 |[AT251 4000
18.79 DME 13.30 DME 2. TERRAIN 352915.00N/0973209.00W [1260 (1300) AS1500 2800
INTERMEDIATE PEDIY INT/I-BWM RIBPO INT/I-BWM  [3. TWR (40-000794)  [352210.08N/0972739.86W [1953 (4D) 500 [DGs547 3000
13.30 DME 6.87 DME 4. TERRAIN 352242.00N/0972755.00W [ 1333 (1300) AS1500 2800
FINAL: ILS RIBPO INT/I-BWM RW17 ASC 13827200
6.87 DME
FINAL: LOC RIBPO INT/I-BWM JIXPU INT/I-BWM |5 TOWER (40-001799) |352124.00N/0972802.00W | 1496 (4D) 250 |acso0 1800
6.87 DME 3.32 DME
FINAL: LOC STEPDOWN JIXPU INT/I-BWM 5.55 MILES AFTER [6. TRMSN TWR 351609.71N/0972825.84W 1279 (1A) 250 1540
3.32 DME RIBPO INT/BWM | (KOUN0022)
LOC/DME 6.87
DME OR AT I-BWM
1.14 DME FIX
2. PROCEDURE TURN NA
MAP: |5.55 MILES AFTER  |WETIX/IRW VORTAC ASC 3000
?\.Phgll'\?CS),EgH RIBPO INT/BWM 2235DME Mm-omsss) 350348.03N/0972343.37W [1571 (2C) | 1000 2600
ELEV: [1216/1290 8. TERRAIN 350745.73N/0973043.73W | 1309 (1300) AS1500 2800
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM [ | 350 618 /458 9. TANK (40-002253) | 351527.85N/0972937.99W [1333 (2C) 300 si 1800 / 1640
CATEGORY B 1.5NM W] 450 |2 618/478 10. TANK (40-000711) |351359.64N/0973010.47W |1354 (2C) 300 S| 1800 / 1660
CATEGORY C 1.7NM_ |5] 450 |2 618478 10. TANK (40-000711) | 351359.64N/0973010.47W [1354 (2C) 300 s 1800 / 1660
CATEGORY D 23NM |G 550 |2 618/ 558 11. TOWER (40-006376)] 351707.00N/0972930.00W [1357 (4D) 300 SI/HAA 1800 / 1740
CATEGORY E 45NM  |%[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: IRW VORTAC
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSWL/,,
050-320 TWR (40-002260) 313/20.0 2282 (5D) 3300 g,
320-050 TWR (40-000590) 018/ 13.9 2749 (4D) 3800 RS
CITY AND STATE ELEVATION: 1182 FACILITY PROCEDURE AND AMENDMENT NO: |REGION™ #* ™
NORMAN, OK AIRPORT NAME: I-BWM ILS OR LOC RWY 17, AMDT 1 ASW
UNIVERSITY OF OKLAHOMA
— _WESTHEIMER

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
OUN TOWER NWS |OTHER: SOURCE:KOUN / KOKC
OKC APP CON N

AWOS-3 DISTANCE: 0/ 10.86
FAA HOURS REMOTE OPERATION:
0/24
SATISFACTORY ON: AIC
X|VHF | xJuHF | |HF LOCATION: KOUN ADJUSTMENT: 0/60
PRIMARY NAVAID: I-BWM
4.
5 N ATCT
MONITOR | MONITOR POINT: __OUN ATC
STATUS | HRS | CAT1 ATCT OPEN
OPTN:| CAT 3 ATCT CLOSED
ALS
(S) SALS
MALS 03 (PCL) MALSR 17 (PCL)
5. HIRL
APPROACH MIRL 17 (PCL), 21 (PCL), 35 (PCL), 03 (PCL)
& RUNWAY EIL 35
LIGHTING —
C/LINE
OTHER (SPECIFY)
PAPI4L 17, 21, 35, 03
6. RUNWAY  |BASIC
INSTRUMENT  NPI-G 21, 35, 03
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1181.6
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 1177.5
1050 THRESHOLD CROSSING HEIGHT:51.2

9. FINAL APPROACH
COURSE AIMING X

X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

DAN CAIRNS

DATE:
08/24/2010

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AVN-120

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

KOKC ASOS ON SERVICE-A.
KOUN AWOS ON SERVICE-A.

VGSI DATA: 3.00/55.3

4. MONITIOR STATUS SECONDARY OUN NDB OUN ATCT/OU POLICE
DEPT 24 HR

RASS PRESSURE PATTERNS SAME
KOUN 1182, KOKC 1295

RA = 40.87.

SEE ATTACHED AIRSPACE LETTER.

100' VEGETATION PER FPO.

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 3000

:gbgoz\lgoEoR (40-020360) 350657.95N/0972957.61W 1553 (4D)
1gb'gERRAIN 350939.67N/0973147.87W 1309 (1300) AS1500
2

L7
DR,

<,
SR




RADIO FIX AND HOLDING DATA RECORD

NAME: JIXPU STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 351723.37N/0972824.08W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC
BRG BRG NM  FEET

1 NORMAN I-BWM LOC/DME 352.66 359.66 3.32 3.32

2 WILL ROGERS IRW VORTAC H 114.66 121.66 7.84

REMARKS:

BWM DME COORDINATES: 351404.04N/0972827.45W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 17 1,2 KOUN NORMAN

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 08/27/2010
NFPO APPROVAL.: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC
OTHER: OUN TOWER

DATE OF REVISION: 08/27/2010

OFFICE: AVN-120 NAME: DAN CAIRNS

OFFICE: AVN-120 NAME: SUE CRUMB

MRA MAA

1500 5600
1500 45000

STATE
OK (US)

FAA FORM 8260-2 / OCT 2006

Page 1 of 1




NAME: NORMAN NDB

LATITUDE/LONGITUDE: 351453.73N/0972811.91W

AIRSPACE DOCKET:

RADIO FIX AND HOLDING DATA RECORD

STATE: OK COUNTRY: US
TYPE:

FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME

1 NORMAN

TYPE
NDB

CLASS MAG MRA

BRG
MH

MAA
17500

IDENT
OUN

TRUE DME DIST FROMFAC
BRG NM  FEET

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:
PAT DIR

1 S
2 S

LEG LENGTH HOLDING ALTITUDES TEMPLATES
MIN MAX MIN MAX
3000 6000 5 6
3000 6000 5 6

IDENT

OUN
OUN

TYPE

NDB
NDB

RAD/CRS/BRG CRS

INBOUND
200.00 020.00
182.78

TURN
g. ORR) TIME DME
1

002.78 R 1

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION

1 200 TOWER (40-000003)
2 200 TOWER (40-000003)

ACCURACY CODE
5D
5D

COORDINATES
351721.00N/0973007.00W
351721.00N/0973007.00W

ELEVATION
1575
1575

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
AIR/GROUND COMMUNICATION WITH OUN TOWER (VHF ONLY)
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE
IAP

IAP

IAP

STATE
OK (US)
OK (US)
OK (US)

USE TITLE FAC PAT
ILS OR LOC RWY 17 2
NDB RWY 3 1
NDB RWY 35 2

AIRPORT IDENT CITY

KOUN NORMAN
KOUN NORMAN
KOUN NORMAN

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 08/31/2010

REASON FOR REVISION:

NAVAID MOVED 64 FT TO NORTH PER NFDD 125 DATED 06/03/2005.
CHANGED MIN/MAX HOLDING PATTERN TEMPLATES FROM 4/5 TO 5/6.
UPDATED CONTROLLING OBSTACLE ID #.

ADDED PRECIPITOUS TERRAIN EVALUATION COMPLETED NOTE.
UPDATED FIX USE.

DEVELOPED BY: DATE: 08/31/2010 OFFICE: AVN-120 NAME: DAN CAIRNS

NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: SUE CRUMB

SIGNATURE:

DISTRIBUTION: NFDC

FPO: CEN

ARTCC: ZFW

ATC FACILITY: OKC

OTHER: OUN TOWER
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RADIO FIX AND HOLDING DATA RECORD

NAME: OVAYE STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 353253.21N/0972831.06 W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 NORMAN 1-BWM LOC/DME 352.66 359.66 18.79 18.79 4000 5600

2 WILL ROGERS IRW VORTAC H 023.00 030.00 13.11 13.11 4000 45000

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

I-BWM LOC/DME BRG-353 19 4000 5600

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

BWM DME COORDINATES: 351404.04N/0972827.45W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V354 2 (US)

IAP ILS OR LOC RWY 17 1,2 KOUN NORMAN OK (US)

IAP RNAV (GPS) RWY 17 KOUN NORMAN OK (US)

STAR GULLI 2 KOUN NORMAN OK (US)

STAR GULLI 2 KF22 PERRY OK (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 08/20/2010

REASON FOR REVISION:

ADDED DIST FROM FAC FOR FAC 1 AND 2.

ADDED DME TO FAC 2.

DELETED FAC 3.

UPDATED FIX USE.

MOVED ESV INFO TO ESV HEADER AND INTO PROPER FORMAT.

DEVELOPED BY: DATE: 08/20/2010 OFFICE: AVN-120 NAME: DAN CAIRNS
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: OKC APP CON
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: PEDIY STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 352723.30N/0972828.60W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 NORMAN I-BWM LOC/DME 352.66 359.66 13.30 13.30 4000 5600

2 WILL ROGERS IRW VORTAC H 041.35 048.35 8.83 4000 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

BWM DME COORDINATES: 351404.04N/0972827.45W.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 17 1,2 KOUN NORMAN OK (US)

IAP RNAV (GPS) RWY 17 KOUN NORMAN OK (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 08/20/2010

REASON FOR REVISION:

ADDED DIST FROM FAC FOR FAC 1 AND 2.
DELETED FAC 3.

UPDATED FIX USE.

DEVELOPED BY: DATE: 08/20/2010 OFFICE: AVN-120 NAME: DAN CAIRNS
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW
ATC FACILITY: OKC
OTHER:

,\L / /}M
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RADIO FIX AND HOLDING DATA RECORD

NAME: RIBPO STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 352056.64N/0972825.63W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 NORMAN -BWM LOC/DME 3562.66 359.66 6.87 6.87 41716 3000 5600

2 WILL ROGERS IRW VORTAC H 087.87 094.87 6.67 3000 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

BWM DME COORDINATES: 351404.04N/0972827.45W
RNP CRITERIA APPLIED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 17 1,2 KOUN NORMAN OK (US)
IAP RNAV (GPS) RWY 17 KOUN NORMAN OK (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 08/19/2010

REASON FOR REVISION:

FIX MOVED 527 FT NORTH TO NEW PFAF LOCATION.

CHANGED FAC 1 TRUE BEARING FROM 359.65 TO 359.66, AND DME DISTANCE FROM 6.78 TO 6.87.
CHANGED FAC 2 TRU BEARING FROM 095.61 TO 094.87 AND ADDED DME DISTANCE.

DELETED FAC 3.
UPDATED FIX USE.
ADDED REMARK, "RNP CRITERIA APPLIED".
DEVELOPED BY: DATE: 08/19/2010 OFFICE: AVN-120 NAME: DAN CAIRNS
NFPO APPROVAL.: DATE: OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC
OTHER: OUN TOWER
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RADIO FIX AND HOLDING DATA RECORD

NAME: WETIX STATE: OK COUNTRY: US

LATITUDE/LONGITUDE: 350011.43N/0972816.45W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 WILL ROGERS IRW VORTAC H 15528 162.28 22.35 22.35 3000 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW  IRW VORTAC 155.28 155.28 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (40-020360) 350657.95N/0972957.61W 1553 5D

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

EN ROUTE V17-507 1 (US)

IAP COPTER RNAV (GPS) RWY 17 KHMY LEXINGTON OK (US)

IAP ILS OR LOC RWY 17 1 KOUN NORMAN OK (US)

REQUIRED CHARTING: MILITARY IAP, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 08/24/2010

REASON FOR REVISION:

ADDED DIST FROM FAC.

CHANGED MAX ALT UNDER HOLDING PATTERN FROM 14000 TO 6000 AND MAX TEMPLATE FROM 11 TO 6.
NEW CONTROLLING OBSTRUCTION FOR HOLDING PATTERN.

UPDATED FIX USE.

DEVELOPED BY: DATE: 08/24/2010 OFFICE: AVN-120 NAME: DAN CAIRNS
NFPO APPROVAL: DATE: OFFICE: AVN-120 NAME: SUE CRUMB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: CEN
ARTCC: ZFW

ATC FACILITY: OKC APP CON
OTHER: USAASA
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: NORMAN STATE: OK
AIRPORT NAME: UNIVERSITY OF OKLAHOMA WESTHEIMER ID: KOUN
PROCEDURE: ILS OR LOC RWY 17 AMDT: 1
DOCKET #::

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.356
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000’ point 0.94
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 179.66
4. High Terrain in FINAL segment containing 1000’ point 1289
5. Distance from THLD to 1500' point 5.06
(If 1500’ point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500' point 1.31
7. True Course of FINAL segment containing 1500' point_179.66
8. High Terrain in FINAL segment containing 1500' point 1289
9. Threshold Coordinates (if straight-in) ... 351523.18N 10972823.21W
10. ARP Coordinates ......................... 351444.00N / 0972819.70W
11. Runway Approach End and distance furthest from ARP................. RWY 17
Distance 0.65 NM
12. FAF Coordinates ........................ 352056.64N ,0972825.63W

(Click to Select)

REMARKS: Approach/Drawing attached.






