RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated. Ceflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, éxcept visibiliies which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE | LNAV: RW08
ZENT! (IF/IAF) WUSUS (FB) 047.40/6.00 2400
W FAF . W08 (FB 7.3912.52 I —
USUS ( ) HAVVI/3.40 NMTO R (FB) 07 CLIMB TO 2100 THEN CLIMBING RIGHT TURN TO 3100 DIRECT
HAVVI/3.40 NM TO RW08 RWO8 (MAP) (FO) 077.43/ 3.40 PENNS AND HOLD.
RWO08 (MAP) 21 00' MSL 077.43 2100
2100 MSL PENNS (FO) 3100
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 121.71 INBOUND.
FAS OBST: 1060 AAO 410040N/0751354W
WUSUS TO RWO08: 3.00/45
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF)
2. HOLD SW ZENTI, RT, 047.40 INBOUND, 3400 FT. IN LIEU OF PT (IAF)
3. FAC: 077.39 FAF: WUSUS DISTFAF TO MAP: 592 THLD: 592
4. MIN. ALT: ZENTI 3400, WUSUS 2400, HAVVI/3.40 NM TO RW08 1580
5. DIST TO THLD FROM OM: MM: m: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: iM:
7. GS ANGLE: TCH: 34:1 1S NOT CLEAR ) ‘
8. MSA FROM: RW08 3600 MAG VAR: 11W EPOCH YEAR: 1980
MINIMUMS :
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY ===== A ~ B c D E .
DH/MDA VIS | HAT/HAA| DHIMDA VIS | HAT/HAA|DH/IMDA VIS  |HAT/HAA | DH/MDA VIS | HAT/HAA| DH/MDA VIS  |HAT/HAA
LNAV MDA 1320 1 849 1320 11/4 849 NA ‘ NA
CIRCLING 1400 11/4 920 1460 1172 980 NA NA
NOTES: Ty
CHART NOTE: PROCEDURE NA AT NIGHT. -
CHART NOTE: DME/DME RNP-0.3 NA. &? N [
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. ] ;{;’:W
CHART PLANVIEW NOTE: RADAR REQUIRED. CH\EU
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 480 THRE: 471 FACILITY PROCEDURE NO.JAMDT NOJEFFECTIVE DATE: SUP:
EAST STROUDSBURG, PA ‘AlRPORT NAME: QDEN';TH'X\E/R: RNAV (GPS) RWY 8§, ORIG AMDT: NONE
STROUDSBURG-POCONO ' DATED

FAA FORM 8260 - 3 / April 2006 (computer generated)

" PAGE 1 OF 4 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

|:] YES

COORDINATES OF FACILITIES

[x] no

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA

[ ]

AAT

[

ALPA APA AOPA NBAA OTHER (specify)

[ s B

ZNY, ABE ATCT, ABE APP CON

FLIGHT CHECKED BY

DATE.

NAME: FIFO
DEVELOPED BY
NAME: FIFO DATE:
DONALD E. SMITH (SHAWN REDDINGER) AJV-352 01/05/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:
REASONS:
ORIGINAL PROCEDURE REQUESTED BY EASTERN FPT.
\)’f Y
Ny ~ (]
5 &




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

SETTING AND INCREASE ALL MDA 80 FT, AND LNAV VISIBILITY CAT A 1/4 MILE.

CHART NOTE: OBTAIN LOCAL ALTIMETER SETTING ON CTAF; WHEN NOT RECEIVED, USE ALLENTOWN ALTIMETER

FAA FORM 8260-10/ April 2006 (Computer Generated)

i1,
g 3 c@
,CI{YéND:STATE ELEVATION: 480 THRE: 471 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  [sup: =
”‘EAST STROUDSBURG, PA AIRPORT NAME: 'DEN;:':\'IER: RNAV (GPS) RWY 8, ORIG AMDT: - NONE
STROUDSBURG-POCONO DATED:
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ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:| NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA - OTHER (specify)
[] [1] [] [ ] [ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE:
CHANGES:
REASONS:
/
M,




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV (EES] SIE “D E BD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in fest above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  HAVVI K60 W N41004193W075140274 w0125 NAR . HAVVI
SUSAEAENRT  PENNS K60 C L N40525029W075063438 w0125 NAR PENNS
SUSAEAENRT  WUSUS K60 W N40594147W075170546 w0124 NAR WUSUS
SUSAEAENRT  ZENTI K60 W N40545178W075214748 w0124 NAR ZENTT
1 2 3 4 5 6 7 8 9 0 1 2 3
 AIRPORT. 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP N53 K6ANS53 0 030YHN41020914W075093844W011000480 - 1800018000C MNAR STROUDSBURG-POCONO
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP N53 K6FR08  AZENTI 0l0ZENTIK6EAOEE AR  HF 04740040 + 03400 18000 B JS
SUSAP N53 K6FR08 R 01l0ZENTIK6EAOE I IF + 03400 - 18000 B JS
SUSAP N53 K6FR08 R 020WUSUSK6EALE F 051TF 04740060 + 02400 RW08 K6PGB JS
SUSAP N53 K6FR08 R 02 OWUSUSK6EA2WN N ALNAV Js
SUSAP N53 K6FR0O8 R 021HAVVIK6EAOE S 031TF 07740025 V 0158001599 -300 B JS
SUSAP ‘N53 K6FR0O8 R 030RW08 K6PGOGY M 031TF 07740034 00516 -300 B JS
SUSAP N53 K6FR08 R 040 0 M CA 0774 + 02100 B JS
SUSAP N53 K6FR08 R 050PENNSK6EAOEY R  DF + 03100 B JS
SUSAP N53 K6FR08 R 060PENNSK6EAOEE R  HM 12170040 + 03100 B JS
1 2 3 4 5 6 7 K 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP N53 K6GRWO0S8 0030870775 N41020349W075095567+0300 +0110300471010045030R
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP N53 K6SRW08 K6PG 0 18018003625 M
CITY AND STATE ELEVATION: 480 THRE: 471 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
EAST STROUDSBURG, PA AIRPORT NAME: ) IDENTIFIER: ’ RNAV (GPS) RWY 8, ORIG .
STROUDSBURG-POCONO AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves - [] w~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- 0O 0O 0O O L

FLIGHT CHECKED BY

NAME: | FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: ‘ NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—_ _RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ -USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ZENTI ZENTI 010 IAF HF R FO 047.4{(036.4T) 004.0 AR 03400
ZENTI 010 FACF Ir FB AA 03400
WUSUS 020 FAF TF FB 0.5 047.4(036.4T) 006.0 AA 02400
HAVVI 021 SDF TF FB 0.3 077.4(066.4T) 002.5 AA 01580 GS 01599
RWO08 030 MAP TF FO 0.3 077.4(066.4T) 003.4 AT 00516
MISSED APPROACH PIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 077.4(066.4T) AA 02100
PENNS 050 DF R FO -AA 03100
PENNS 060 HM R FO 121.7(110.7T) 004.0 . AA 03100
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
HAVVI N410041.83 W0751402.74 N4100.699 W07514.046
PENNS N405250.29 W0750634.38 N4052.838 . W07506.573
WUSUS N405941.47 W0751705.46 N4059.691 W07517.091
ZENTI N405451.78 W0752147.48 N4054.863 W07521.791
RWO8 N410203.49 W0750955.67 N4102.058 W07509.928
RUNWAY DATA ' ‘ THRESHOLD
RWY ELEVATION TCH
RWO8 00471 45
Sasake
L BN o
~ L
LS
CITY AND STATE ELEVATION: 480 THRE: 471 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: = [gup:
EAST STROUDSBURG, PA AIRPORT NAME: v IDENTIFIER: RNAV (GPS) RWY 8, ORIG
STROUDSBURG-POCONO : AMDT: NONE
RNAV DATED:

FAA FORM 8260 - 10 / April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

[] I R []

AOPA NBAA OTHER (specify)

[ 1] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA i ' '
1. APP SEGMENT ’ FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE ZENTI (IF/IAF) wusus 1. AAO 405739,00N/0752206.00W | 1447 (4E) 500 |AC98 DG355 2400
' 2. TERRAIN 405739.00N/0752206.00W | 1247 (1200) ‘ AS1000 2200
FINAL: LNAV wusus HAVWVI/3.40 NM TO [3. AAO 410047.33N/0751547.11W | 1240 (2C) 250 - |RA80 1580
| Rwos
FINAL: LNAV STEPDOWN HAVVI/3.40 NM TO RW08 4. AAO 410039.76N/0751354.08W [1060 (2C) 250 ~ 1320
RW08 ‘
2. HOLD-IN-LIEU-OF-PT ZENTI P-5 5. TOWER (42-000283) 1405303.00N/0751539.00W | 2022 (3C) 1000 |AT378 3400
6. TERRAIN 405303.00N/0751539.00W | 1695 (1700) AS1500 ] 3200
. MAP: |[RWo08 PENNS . - N R ASC 3100
3. MISSED 7.ARO [410032.54N10750325.43W |1880 (2C) | 1000 ” 2900
APPROACH ELEV: [1220 [8- TERRAIN 410032.54N/0750325:43W | 1680 (1700) | AS1000 i 2700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. - e e b , : ~
CATEGORY A 13NM | | 350 920 9. TREE 410321.07N/0751018.31W {1099 (2C) 300 ' : 1400
CATEGORY B 1.5 NM i 450 |Z 980 10. TREE 410323.96N/0751020.90W [1159 (2C) 300 : 1460
CATEGORY C 17NM  |S] 450 |2 ' :
CATEGORY D 23N |G 550 |2
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES _ PRIMARY NAVAID: RW08 TR
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL)] M SA#
.360-360 IWNDML (42-003354 295/29.0 2551 (5E) 3600 o 2z 0
‘ , et
CITY AND STATE : » ELEVATION: 480 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
EAST STROUDSBURG, PA AIRPORT NAME: RNAV ‘ RNAV (GPS) RWY 8, ORIG AEA
STROUDSBURG-POCONO : :

FAA Form 8260 - 9 / April 2006 (Computer Generated) ' ) . ' PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA PART C - REMARKS: :
1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING VDP NOT ESTABLISHED - 20:1 NOT VERIFIED CLEAR.
QEE #g";vgg" N W S.|OTHER: SOURCE:KN53 / KABE THRESHOLD DISPLACED 100 FEET PERMANENTLY.
ABE TRACON CTAF DISTANCE: 0/ 26.29
FAA HOURS REMOTE OPERATION. PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SATISFACTORY ON: | A/C BACKUP
x|[VHF [xJuHF | [HF  [LOCATION: kNs3 ADJUSTMENT: 0/ 80 VEGETATION MAX HEIGHT 100° PER FPT.
PRIMARY NAVAID: : UNABLE TO VERIFY RWY 8 OR RWY 26 20:1 CLEAR DUE TO LACK
4. OF SURVEY.
MONITOR |MONITOR POINT:
HRS | CAT1 LNAV/VNAV AND LPV NOT DEVELOPED - UNABLE TO VERIFY GQS
STATUS _ SURFACE. LP NOT DEVELOPED - UNABLE TO ACHIEVE 20 FT
OPTN:| CAT 3 REDUCTION IN MDA.
ALS TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(S) SALS 3411
VALS 960 AAO 410128.19N/0751254.09W (84.37)
5. HIRL RASS PRESSURE PATTERNS SAME
APPROACH VIRL KNS3 480, KABE 393
& RUNWAY | SEE ATTACHED AIRSPACE LETTER.
LIGHTING REIL
TDZ 29.9 DEGREE TURN AT FAF DESIGNED PER ATC REQUEST DUE TO
' AIRSPACE BOUNDRY.
CILINE
X |OTHER SPEGIFY) TAA NOT DEVELOPED PER ATC REQUEST.
LIRL 08 (PCL), 26 (PCL) Ml%SEDsI_I\_PPROACH AND MISSED HOLDING DESIGNED AS PER ATC
REQUEST.
6. RUNWAY BASIC  BSC-P 08 PROCEDURE NOT TIED TO ENROUTE ENVIRONMENT PER ATC
NG [ALLWEATHER REQUEST, DUE TO AIRSPACE CPNSTRAINTS. |
INSTRUMENT  NPI-P 26 'KN53 IS NOT ON SERVICE A. KABE IS ON SERVICE A.
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
' COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE o
_ _ N
PART D - PREPARED BY: DATE: . S
DONALD E. SMITH (SHAWN REDDINGER) 01/05/2012 2
Yy
TITLE: ' OFFICE: ecE
AERONAUTICAL INFORMATION SPECIALIST AJV-352




RADIO FIX AND HOLDING DATA RECORD

NAME: HAVVI STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 410041.93N/0751402.74W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 8 KN53 EAST STROUDSBURG PA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012
DEVELOPED BY: DATE: 01/04/2012 OFFICE: AJV-352 NAME: DONALD SMITH (SHAWN REDDINGERY)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ABE ATCT, ABE APP CON

OTHER:

P
G 32

et

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: PENNS * STATE:PA ~  COUNTRY:US

LATITUDE/LONGITUDE: 405250.29N/0750634.38W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: :

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

: BRG  BRG NM  FEET

1 BROADWAY BWZ VORDME L 301.71 29071 1400  14.00 3100 17500

2 STILLWATER STW VORDME L 248.81 237.81 12.94 3100 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW  BWZ VORDME  301.71 121.71 11172 3100 17500 4 16

2 NW WP 301.71 121.71 R 4 . 3100 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ~ACCURACY CODE

1 200 TOWER (42-000283) 405303.00N/0751539.00W 2022 3C

2 200 TOWER (42-000283) 405303.00N/0751539.00W 2022 3C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
STILLWATER (FAC 2) AND BROADWAY (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE: .

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY : ) STATE
IAP VOR RWY 25 (ALT MISS) 1,2 1 KIN7 BLAIRSTOWN NJ (US)
1AP " RNAV (GPS) RWY 8 2 KN53 EAST STROUDSBURG PA (US)
STAR PENNS 1,2 1 KEWR NEWARK NJ (US)
STAR WILLIAMSPORT 1,2 1 KEWR NEWARK NJ (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
1. ADDED REMARK, STILLWATER (FAC 2) AND BROADWAY (FAC 1) USED TO ESTABLISH FIX COORDINATES.

2. ADDED WP TO FIX TYPE.
3. ADDED PAT 2.
4. UPDATED FIX USE.

DEVELOPED BY: DATE: 11/30/2011 OFFICE: AJV-352 NAME: DAVID SAUER
APPROVED BY: DATE: ‘OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: NY TRACON
OTHER:

GQN-/;-‘
2

Vel

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: WUSUS STATE: PA COUNTRY: US

LATITUDE/LONGITUDE: 405941.47N/0751705.46W - TYPE: WP.

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: . ’

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 8 KN53 EAST STROUDSBURG PA (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/31/2012'
DEVELOPED BY: DATE: 01/04/2012 OFFICE: AJV-352 NAME: DONALD SMITH (SHAWN REDDINGER)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ABE ATCT, ABE APP CON

OTHER:

W

2 0
et

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZENTI
LATITUDE/LONGITUDE: 405451.78N/0752147.48W
AIRSPACE DOCKET:

STATE: PA COUNTRY: US

TYPE: WP

FIX TYPE OF ACTION: ESTABIISH

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 sSW wP 227.40 047.40 R 4 3400 5000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (42-000283) 405303.00N/0751539.00W 2022 3C

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP RNAV (GPS) RWY 8 1 KN53 EAST STROUDSBURG PA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG

DEVELOPED BY: DATE: 01/04/2012

APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY

OFFICE: AJV-352

OFFICE: AJV-352

DATE OF REVISION: 05/31/2012

NAME: DONALD SMITH (SHAWN REDDINGER)

NAME: DARRYEL ADAMS

ATC FACILITY: ABE ATCT, ABE APP CON

OTHER:

P

G 2 n
Oyt

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: EAST STROUDSBURG STATE: PA
AIRPORT NAME: STROUDSBURG-POCONO ' ID:  KN53
PROCEDURE: RNAV (GPS) RWY 8 AMDT:  Orig

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 4.78
(Enter THLD, FAF, ARP, FACILITY, as appropriate) .
2. Width of FINAL segment at 1000’ point 1.50
v (Enter appropriate segment, final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 066.39
4. High Terrain in FINAL segment containing 1000 point 1057
5. Distance from FAF to 1500 point 3.69
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 4.00
7. True Course of INTERMEDIATE segment containing 1500 point "~ 036.40
8. High Terrain in INTERMEDIATE segment containing 1500 point 1247
9. Threshold Coordinates (if straight-in) ... 410203.49N / 0750955.67W
10. ARP Coordinates ............c..ccovinnnen. 410209.14N / 0750938.44W
11. Runway Approach End and distance furthest from ARP ................ RwWY 26
Distance - 0.25 NM
12. FAF Coordinates .........ccoovviviveninnen, 405941.47N / 0751705.46W

'REMARKS: Approach/Drawing attached.
ADDITIONAL 1500’ AIRSPACE REQUIRED FOR HOLDING AT PENNS (P-5)






