U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
VOR STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Cellings are in feet above airport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

(SEE FORM 8260-10)

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
*1240 WHEN USING EVANSVILLE ALTIMETER SETTING.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EVANSVILLE ALTIMETER SETTING AND
INCREASE ALL MDA 60 FEET; INCREASE CIRCLING CAT A AND D VISIBILITY 1/4 MILE; CECAG FIX MINIMUMS S-6 AND

AT C, D 800-2 1/2

TERMINAL ROUTES MISSED APPROACH
FROM T0 COURSE AND DISTANCE ALTITUDE | MAP: OWB VOR/DME
PXV VORTAC OWB VOR/DME 108.15/ 30.44 2500
CLIMB TO 1500 THEN CLIMBING RIGHT TURN TO 2500 DIRECT
APALO/PXV 43.08 DME OWB VOR/DME 226.69 1 21.41 2500 OWB VOR/DME AND HOLD.
CCT VORTAC OWB VOR/DME 013.13/22.14 2500
ADDITIONAL FLIGHT DATA:
HOLD SW, RT, 047.89 INBOUND.
CHART FAS OBST: 539 TREE 374446N/0871053W
609 AAO 374312N/0871423W
CHART VDP AT 1.72 DME;
DISTANCE VDP TO THLD 1.16 MILES.
CECAG TO RWO06: 2.82/45,
FAC CROSSES RWY C/L EXTENDED 3000 FROM THLD.
1.PT L SIDE OF COURSE 227.88 OUTBOUND 2100 FT WITHIN 10 MILES OF OWB VOR/DME (1AF)
2.
3.FAC 047.89 FAF DIST FAF TO MAP THLD
4. MIN. ALT CECAG/OWB 3.00 DME 1180*
8. MSA FROM: OWB VOR/DME 2600 MAG VAR: 4W EPOCH YEAR:2015
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA | ] STANDARD @
CATEGORY =====> A B C D E
MDA VIS HATHAA| MDA VIS HAT/HAA| NDA VIS HAT/HAA | MDA VIS HAT/HAA | MDA VIS HAT/HAA
-6 1180 1 775 1180 11/4 775 1180 2172 775 1180 21/2 775
CIRCLING 1180 1 773 1180 11/4 773 1180 212 773 1180 2112 773
CECAG FIX MINIMUMS
5-6 820 1 415 820 1 415 820 118 415 820 11/8 415
CIRCLING 860 1 453 880 1 473 1120 2 713 1140 2 1i4 733
NOTES:

@cC
@ NA WHEN LOCAL WEATHER NOT AVAILABLE.

e S

CITY AND STATE ELEVATION: 407 THRE: 405 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP VOR RWY 5
OWENSBORO, KY AIRPORT NAME: IDENTIFIER: VOR RWY 6, AMDT 2, 11/15/2012
OWB AMDT 1
OWENSBORO-DAVIESS COUNTY DATE  09/28/2008

FAA FORM 8260-5 / April 2006 (computer generated)

PAGE 1 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] yes NO 11/15/2012
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] [ ] ZID, EVV APP CON, OWB ATCT, OWB AMGR
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: , FIFO DATE:
DAVID SAUER AJV-352 06/29/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:
1. CHANGED PROCEDURE NAME FROM "VOR RWY 5" TO "VOR RWY 6".
2. CHANGED CIRCLING HAA ALL CATS FROM "XX4" TO XX3", ALL HAA LOWERED BY ONE FOOT.
3. CHANGED CECAG FIX MINIMUMS CAT C/D VISIBILITY FROM "1 1/4" TO "1 1/8".
4. CHANGED FINAL AND HOLDING RADIAL/ICOURSE FROM "223/043" TO "228/048".
5. RAISED CECAG FIX MINIMUMS CIRCLING CAT B MDA/HAA FROM "860/454" TO 880/473".
6. PROCEDURE TURN HEADINGS CHANGED FROM "178/358" TO "183/003".
7. ADDED CHART NOTE "WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE EVANSVILLE ALTIMETER SETTING AND INCREASE ALL MDA 60 FEET; INCREASE CIRCLING CAT A

AND D VISIBILITY 1/4 MILE; CECAG FIX MINIMUMS S$-6 AND CIRCLING CAT C AND D VISIBILITY 1/4 MILE".

8. ADDED CHART NOTE "VISIBILITY REDUCTION BY HELICOPTERS NA™,

9. AUTHORIZED ALTERNATE MINIMUMS.

10. CHANGED APALO TO OWB COURSE FROM 222 TO 227.

11. DELETED CHART NOTE "WHEN CONTROL TOWER CLOSED, USE EVANSVILLE ALTIMETER SETTING AND INCREASE ALL MDAS 60 FEET AND VISIBILITY CATS C AND D 1/4
MILE",

REASONS:

. AIRPORT MAG VAR CHANGED FROM 1E TO 4W, CHANGED RUNWAY DESIGNATION.
NEW AIRPORT SURVEY CHANGED AIRPORT ELEVATION.

. AW 8260.3B VOL. 1, CHAP 3.

. AIRPORT MAG VAR CHANGED FROM 1E TO 4W.

NEW OBSTACLE SURVEYED ADDED NEW CONTROLLING OBSTACLE.

. AIRPORT MAG VAR CHANGED FROM 1E TO 4W.

. RASS ADJUSTMENT OF 60 FEET RAISED HAT/HAA TO REQUIRE INCREASED VISIBILITY.
34:1 PENETRATIONS EXIST.

. KOWB ASOS ON SERVICE A, OWB VOR/DME MONITORED IN AOCC.

10. OWB MAGVAR CHANGED FROM 1E TO 4W.

11. KOWB ASOS IS ON SERVICE A.

PDF EDITS:

1. 8260-, BACK PAGE, BLOCK 3: CHANGED ADJUSTMENT FROM "0/0™ TO 0/59".

2. 8260-9, BACK PAGE, BL.OCK 2: ADDED "ASOS" IN OTHER: BLOCK.

3. 8260-5, ADDITIONAL FLIGHT DATA: DELETED "OBST" IN FRONT OF 609 AAO.

4. 8260-9, PG 1, BOTTOM IN FACILITY BLOCK: CHANGED "OWB" TO "OWB VOR/DME".

OENDAPWNS




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

VOR STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - - TITLE 14 CFR PART 97.23

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, -
except HAT, HAA, TCH, and RA. Altitudes are minimum aftitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CIRCLING CAT C AND D VISIBILITY 1/4 MILE.
CHART NOTE: VDP NA WITH EVANSVILLE ALTIMETER SETTING.

CITY AND STATE ELEVATION: 407 THRE: 405
OWENSBORO, KY AIRPORT NAME:"

OWENSBORO-DAVIESS COUNTY

FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  |gyp: VORRWYS

IDENTIFIER: VOR RWY 6, AMDT 2, 11/15/2012
owE ANMDT: 1

DATED:  09/28/2006

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 2 OF 2 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIR%?}E{E&/ECZJSIYE DATE
[ ves [] no
COORDINATED WITH:
ATA AAT _ ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: : FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO - OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT ADJUSTMENTS MIN. ALT.
FEEDER PXV VORTAC QOWB VOR/DME 1. TOWER (21-000029) |375155.00N/0873405.00W | 1449 (2C) 1000 2500
2. TERRAIN 375706.00N/0874336.00W |555 (600) AS1500 2100
FEEDER APALO/PXV 43.08 OWB VOR/DME 3. STACK (18-000687) |375532.00N/0870214.00W | 1439 (5D) 1000 2500
DME 4. TERRAIN 375045.00N/0870500.00W |635 (600) AS1500 2100
FEEDER CCT VORTAC OWB VOR/DME 5. TOWER (21-002065) 1373255,38N/0871605.43W 830 (1A) 1000 |AT670 2500
6. TERRAIN 373945.53N/0871218.96W |599 (600) AS1500 2100
FINAL: PT 10 NM CECAG/OWE 3.00 |7. TOWER (21-000858) [374001.00N/0871232.00W (819 (5D) 300 |AC50 1180
DME
FINAL: STEPDOWN CECAG/OWE 3.00 OWB VOR/DME 8. TREE 374446.00N/0871053.00W |539 (2C) 250 |xp31 820
DME
2. PROCEDURE TURN OWB VOR/DME 10 NM 9. TOWER (21-000284) [373606.54N/0872353.58W |863 (2C) 1000 1900
10. TERRAIN 373606.54N/0872353.58W |624 (600) AS1500 2100
MAP: |OWB VOR/DME OWB VOR/DME ASC 2500
3. MISSED 11. STACK (21-000157) |374740.00N/0870338.00W | 1059 (4D) 1000 2100
APPROACH ELEV: [570 12. TERRAIN 374730.00N/0870912.00W | 545 (500) AS1500 2000
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 7731453 13. TWR (KOWBT0318) | 374531.79N/0870834.80W [558 (1A) 300 sl 1180/ 860
CATEGORY B 1.5NM__ [ul 450 |Z 7731473 14. TWR (KOWBT0682) | 374352.94N/0870809.81W 1564 (1B) 300 sl 1180/ 880
CATEGORY C 1.7NM__|S[ 450 |2 7737713 15. TOWER (21-0000089)| 374630.27N/0870932.03W (805 (1A) 300 s 118071120
CATEGORY D 23NM | Q] 550 2 7731733 16. TOWER (21-000014)| 374429.00N/0870659.00W {830 (2C) 300 st 1418074140
CATEGORY E 4a5NM  |*[ 550 =
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: OWB VOR/DME
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)
360-360 TWR (21-000909) 151/ 09.7 1543 (3C) 2600
CITY AND STATE ELEVATION: 407 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
OWENSBORO, KY AIRPORT NAME: OWB VOR/DME VOR RWY 6, AMDT 2, 11/15/2012 ASO
OWENSBORO-DAVIESS COUNTY

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
EIVDVAARJISgON NWS |OTHER: SOURCE:KOWB | KEVWV :
OWB TOWER DISTANCE: 0/24.93

X | FAA ASOS HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
X|VHF [xJuHF | [HF [LOCATION:Kows ADJUSTMENT: 0/ 59
. PRIMARY NAVAID: OWB VOR/DME
MONITOR | MONITOR POINT: _Aocc
SsTATUS | HRS | CAT1 24
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 36 (PCL)
5. X  |HIRL 18 (PCL), 36 (PCL) -
Q‘P:Sﬁv‘&v X [MIRL 24 (PCL), 06 (PCL)
LIGHTING X REIL 18 (PCL), 24 (PCL), 06 (PCL)
ThZ
CILINE
X |OTHER (SPECIFY)
PAPI-2L 24 (PCL), 06 (PCL) PAPI-4L 36 {PCL) VASI-4L 18
6.RUNWAY  |BASIC
MARKINGS ALLWEATHER  PIR-G 18, 36 _
INSTRUMENT  NPI-G 24, 06
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH RUNWAY THRESHOLD 3000

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS: NONE '
PART D - PREPARED BY: DATE:
DAVID SAUER 06/29/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:
PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
TERPS PARAGRAPH 289 APPLIED TO 609 AAO 374312N/0871423W

KOWB AND KEVV ASOS ON SERVICE A.
VGSI DATA: 3.00/45.

SEE ATTACHED AIRSPACE LETTER.
RASS PRESSURE PATTERNS SAME
KOWB 407.3, KEVV 418.2

RA = 58.9

USED 100 FT TREE HEIGHT.

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PEI;IETRATIONS:
34

482 TREE (KOWB0002) 374356.83N/0871045.30W (17.42)
470 TREE (KOWBT0208) 374356.01N/0871045.30W (1.40)

FPT NOTIFIED.

XP: CECAG SDF MDA RAISED TO MATCH PREVIOUS PUBLISHED
MINS.




RADIO FIX AND HOLDING DATA RECORD

NAME: APALO STATE: IN COUNTRY: US

LATITUDE/LONGITUDE: 380020.59N/0865135.27W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA  MAA
BRG BRG NM  FEET

1 POCKET CITY PXV VORTAC H 080.54 083.54 4308  43.08 3000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

PXV VORTAC R-081 44 2500 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP APALO (RNAV) KSDF LOUISVILLE KY (US)

EN ROUTE V4 1 (US)

IAP RNAV (GPS) RWY 31 KTEL TELL CITY IN (US)

IAP VOR RWY 18 KOWB OWENSBORO KY (US)

IAP VOR RWY 6 KOWB OWENSBORO KY (US)

REQUIRED CHARTING: DP, IAP, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 13 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
ADDED WP TO FIX TYPE.
ADDED DP TO CHART/PUB.
REMOVED INT FROM FIX TYPE.
UPDATED FIX USE.

NAME: RONALD SALPINO

NAME: DARRYEL ADAMS

DEVELOPED BY: DATE: 02/07/2012 OFFICE: AJV-352
APPROVED BY: DATE: 06/15/2012 OFFICE: AJV-352
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZID
ATC FACILITY: SDF APP CON
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CECAG : STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 374226.90N/0871234.62W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 OWENSBORO owB VOR/DME T 227.89 223.89 3.00 1080 12300

HOLDING: v HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP VOR RWY 06 1 KOWB OWENSBORO KY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. MOVED FIX 3.43 FT NORTHWEST.

2. CHANGED FAC 1 TRUE/MAG BRG FROM 223.88/222.88 TO 223.89/227.89.
3. CHANGED FAC 1 MRA/MAA FROM 1100/17500 TO 1080/12300.

4. UPDATED FIX USE.

DEVELOPED BY: DATE: 06/29/2012 OFFICE: AJV-352 NAME: DAVID SAUER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST

ARTCC: ZID, ZID
ATC FACILITY: EVV APP CON, OWB ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OWENSBORO VOR/DME STATE: KY COUNTRY: US

LATITUDE/LONGITUDE: 374436.80N/0870957.37W TYPE:

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 OWENSBORO OwB VOR/DME T 12400

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 N OowB VOR/DME 004.58 184.58 R 1 2500 6000 4 5

2 N owB VOR/DME 356.00 176.00 R 1 2500 6000 4 5

3 sSw  OwB VOR/DME 227.89 047.89 R 1 2500 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (21-000014) 374429.00N/0870659.00W 830 2C

2 200 TOWER (21-000014) 374429.00N/08706592.00W 830 2C

3 200 TOWER (21-000014) 374429.00N/0870659.00W 830 2C

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 04 KEVV EVANSVILLE . IN (US)
AP RNAV (GPS) RWY 36 KEWV EVANSVILLE IN (US)
IAP ILS OR LOC RWY 36 1 KOWB OWENSBORO KY (US)
AP VOR RWY 06 3 KOWB OWENSBORO KY (US)
IAP VOR RWY 18 2 KOWB OWENSBORO KY (US)
IAP VOR RWY 36 1 KOWB OWENSBORO KY (US)
STAR CHERI KJVvY JEFFERSONVILLE IN (US)
STAR CHERI KFTK FORT KNOX KY (US)
STAR CHERI KLOU LOUISVILLE KY (US)
STAR CHERI KSDF LOUISVILLE KY (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. UPDATED THE FACILITY COORDINATES FROM 374436.78N/0870957.46W TO 374436.80N/0870957.37W.
2. UPDATED PAT 1 CRS INBOUND FROM 176.29 TO 184.58.

3. UPDATED PAT 2 CRS INBOUND FROM 171.00 TO 176.00.

4. UPDATED PAT 3 CRS INBOUND FROM 043.00 TO 047.89.

5. ADDED STAR TO REQUIRED CHARTING.

6. CHANGED FAC 1 MAA FROM 12000 TO 12400.

7. UPDATED FIX USE.

DEVELOPED BY: DATE: 06/29/2012 OFFICE: AJV-352 NAME: DAVID SAUER
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZID
ATC FACILITY: EVV APP CON, OWB ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009 ' Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: OWENSBORO STATE: KY
AIRPORT NAME: OWENSBORO-DAVIESS COUNTY ID: KOWB
PROCEDURE: VOR RWY 6 AMDT: 2
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from OWB VOR/DME to 1000 point 7.00
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 4.80
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000‘ point 043.89
4. High Terrain in FINAL segment containing 1000’ point 558
5. Distance from OWB VOR/DME to 1500' point 7.00
(If 1500" point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500’ point 4.80
7. True Course of FINAL segment containing 1500' point_043.89
8. High Terrain in ‘ FINAL segment containing 1500' point 558
9. Threshold Coordinates (if straight-in) ... 374409.73N /0871022.87W
10. ARP Coordinates ......ccccccceeeeeeeeene. 374419.80N / 0871000.60W
11. Runway Approach End and distance furthest from ARP................. RwWY 36
Distance 0.71 NM
12. FAF Coordinates ........cccccceeuruenene *

(Click to Select)

REMARKS: Approach/Drawing attached. *NO FAF PROCEDURE.




Federal Aviation

Administration
Memorandum
Date: AUG 13 2012
To: Dick Powell Manaier atlonal Fh ht lb Wer AJV-21
From: Darryelgdglqj anager, Termmal Procedures & Charting Services, Eastern
Team, AJV-352
Subject: ACTION: Magnetic Variation Change for Owensboro, KY (KOWB)

The Magnetic Variation (MV) data for the airport(s) and/or facility(s) listed under the
‘Airport/Facility” column will be revised effective concurrent with the publication of the
procedure(s) listed below.

Owensboro-Daviess County, Owensboro, KY (KOWB)

ILS OR LOC/DME RWY 36, AMDT 13

RNAV (GPS) RWY 6, AMDT |

RNAV (GPS) RWY 18, AMDT 2

RNAV (GPS) RWY 24, AMDT 2

RNAV (GPS) RWY 36, AMDT 4

TAKEOFF MINIMUMS AND OBSTACLE DP, AMDT 5
VOR RWY 6, AMDT 2

VOR RWY 18, AMDT 10

VOR RWY 36, AMDT 19

Evansville Rgnl, Evansville, IN (KEVYV)
ILS OR LOC RWY 4, AMDT 2A
Louisville Intl-Standiford Field, Louisville, KY (KSDF)

CHERI THREE ARRIVAL

Estimated Chart Date: 11/15/2012

Runway Numbers are affected with the airport rotation; 5/23 change to 6/24, 18/36 will not be

changed.

Please publish these changes in the National Flight Data Digest.
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KENTUCKY

Airport Assigned Magnetic | Epoch
Location Name [Facility Identifier Variation Value Year
Owensboro- . KOWB/ Old 1° West
Owensboro Daviess County Airport OWB New 4° West 2015
Old 1° West
Owensboro ILS OWB New 4° West 2015
NDB/C : Old 1° West
Owensboro HIGUY LOM OWBOW New 4° West 2015
Owensboro | OWENSBORO | VOR/DME OWB Old 1° East 2015
New 4° West

If you have any questions please notify Darryel Adams, darryel.d.adams@faa.gov (301) 427-4824

ce: AVI-3rf

AJV-352; DAdams :sbj::x7537:06/12/2012 :UAAVNI00\PINMAGVARWMAGVAR Lctfcrs 2012\ MV Change Request for Owensboro, KY (KOWB) 8-10-12
Requestor:RSalpino, AJW-3762:PClark, Evaluated By:LFortier






