ILS - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE E.sc:: DA R
UNOLY/ULW 7.41 DME (IF) JOKEN INT 062.39/ 7.00 (I-UEK) 3200 OC: 6.93 MILES AFTER JOKEN INT OR AT ULW 6.59 DME FIX
CLIMB TO 2400 THEN CLIMBING LEFT TURN TO 4000 ON HEADING
020 AND ULW VOR/DME R-058 TO WIKKI INT/ULW 15.00 DME
AND HOLD, CONTINUE CLIMB-IN-HOLD TO 4000, OR AS DIRECTED
BY ATC.
ALTERNATE MA: CLIMB TO 2400 THEN CLIMBING LEFT TURN TO
(SEE FORM 8260-10)
ADDITIONAL FLIGHT DATA:
HOLD NE, RT, 238.10 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD SW
WIKKI INT/ITH 19.79 DME, RT, 056.48 INBOUND.
FAS OBST: 1759 AAO 420639N/0765659W
1939 AAO 420446N/0770003W
1882 AAO 420614N/0765837TW
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF)Y **DME FROM ULW VOR/DME.
2. #SEE NOTES —_— —_— CHART OM HALF-TONE.
3. FAC: 062.39 FAF: JOKEN INT DISTFAFTOMAP: 693 THLD: 6.93
4. MIN. ALT: UNOLY 4000; JOKEN INT 3200, CONAC/ULW 2.48 DME 2320*
5. DIST TO THLD FROM OM: - MM: - IM: - 150HAT: - 100HAT: - GSANT: 1039
6. MIN GS INCPT: 3200 GS ALT AT:JOKEN 3200 OM: MM: . M -
7. GS ANGLE: 3.00 TCH:51.8
8. MSA FROM: ULW VOR/DME 3900 MAG VAR: 12w EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | [iLS:# LOC: @
CATEGORY =====> A B Cc D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/MDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
SILS 6 1140 12 200 1140 112 200 1140 112 200 1140 12 200
S-LOC 6 2320 11/4 1380 2320 1 1380 2320 3 1380 2320 3 1380
CIRCLING 2320 11/4 1365 2320 11/2 1365 2320 3 1365 2320 3 1365
CONAC FIX MINIMUMS**
S-LOC 6 2020 34 1080 2020 1 1080 2020 2112 1080 2020 2112 1080
CIRCLING 2100 11/4 1145 2100 1112 1145 2120 3 1165 2160 3 1205
NOTES:

# TEARDROP R-209 (ULW VOR/DME) (IAF) OUTBOUND TO MARRH/ULW 10.83 DME, 062.39 (I-UEK) INBOUND,

4000 FT. TO UNOLY/ULW 7.41 DME.

CHART NOTE: CIRCLING TO RWY 10 AND 28 NA AT NIGHT.

CHART NOTE: INOPERATIVE TABLE DOES NOT APPLY TO S-LOC 6 CATS A/C/D.
(SEE FORM 8260-10)

# @ CAT A, B 1400-2, CAT C, D 1400-3
# @ NA WHEN LOCAL WEATHER NOT AVAILABLE. 5/ ,
# @ NA WHEN CONTROL TOWER CLOSED. \laally

ELEVATION: 955
AIRPORT NAME:

ELMIRA/CORNING RGNL

CITY AND STATE
ELMIRA/CORNING, NY

THRE: 940

2
e
FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
IDENTIFIER: ILS OR LOC RWY 6, AMDT 5 AMDT: A
I-UEK
DATED 08/30/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[X] Yes ] n~o SEE CHANGES ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[x] ] [x] [x] [X] [x] [X]  2nY,ELMAPP CON, ELM ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

PETER R. GUIMOND AJV-352 05/07/2012

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352
CHANGES:

GS: 420925.58N / 0765357.78W, LOC: 421006.28N / 0765245.51W, OM: 420613.51N / 0765900.80W, 3RD PARTY SURVEY

1. CHANGED PROCEDURE NAME TO ILS OR LOC RWY 6 FROM ILS RWY 6.

2. AMENDED TDZE 944 TO THRE 940.

3. AMENDED PRIMARY MISSED APPROACH TO TERMINATE AT WIKKI INT VICE ALP NDB.

4. AMENDED ALTERNATE MISSED APPROACH TO TERMINATE AT WIKKI INT VICE ULW VOR/DME.

5. ADDED PENN YAN AS A BACK-UP ALTIMETER SOURCE AND ADDED ASSOCIATED BACK-UP ALTIMETER AND PROFILE VIEW NOTES.

6. CHANGED LOCALIZER FAF FROM CHEMU OM TO JOKEN INT. CHEMU OM CHARTED HALF-TONE.

70 A%:?DED TEARDROP TURN TO PROCEED OUT ULW R-209 FROM R-223. ADDED TURN POINT FIX AT MARRH/ULW 10.83 DME. REMOVED PROFILE NOTE: REMAIN WITHIN 10 NM
F ME.

8. INCREASED MINIMUM TEARDROP ALTITUDE FROM 3800 TO 4000.

9. ADDED INTERMEDIATE SEGMENT FROM UNOLY (IF).

10. ADDED CONAC STEPDOWN FIX AND ASSOCIATED STEPDOWN MINIMUMS/NOTES.

11. DELETED PROFILE NOTE: 3000 WHEN AUTHORIZED BY ATC.

12. ADDED PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.

13. AMENDED PROCEDURE TCH FROM 51 TO 51.8.

14. DELETED PLANVIEW NOTE: ADF REQUIRED.

SEE 8260-10

REASONS:

IAW TERPS PARA 161.

. AW CURRENT DOCUMENTATION POLICY.

. OPTIMUM DESIGN. REMOVES ADF EQUIPMENT REQUIREMENT AND RETURNS AIRCRAFT TO ENROUTE ENVIRONMENT (V428).

FO;LEKVNS FSA_MREE%%%g¥D TRACK AS PRIMARY MISSED AND REMOVES REQUIREMENT TO REVERSE COURSE TOWARDS AIRPORT/FINAL APPROACH COURSE.
EAST

. PFAFIFAF CO-LOCATION IS OPTIMUM DESIGN STANDARD AND CHEMU OM WILL NOT SUPPORT STRAIGHT-IN OPERATIONS DUE TO EXCESSIVE DESCENT GRADIENT.
. ULW R-209 COMPUTED USING 2.8 NM FLIGHT TRACK RADIUS IAW TERPS PARA 236.

. NEW OBSTACLE STUDY.

IAW TERPS PARA 236. INTERMEDIATE SEGMENT REQUIRED FOR TEARDROP INITIAL.

10. MAINTAINS CURRENT S-LOC 6 MDA AFTER APPLICATION OF AAO IAW FAAO 8260.19, PARA 274.

11. IAW CURRENT DOCUMENTATION POLICY.

12. VGSI TCH IS UNKNOWN.

13. MATCH PENDING AVNIS DATA FOR UEK GLIDESLOPE.

14. NO LONGER REQUIRED.

SEE 8260-10

CONONHWN =




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

ILS - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. 4
y Caili in feet above ai levation. Dista i utical mile: less otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29 oxcopt viibiifion which ars I statit s or 1o g 2 il miles un

MISSED APPROACH INSTRUCTIONS, (CONT.):

4000 ON HEADING 020 AND ITH VOR/DME R-236 TO WIKKI INT/ITH 19.79 DME AND HOLD, CONTINUE
CLIMB-IN-HOLD TO 4000 .

NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PENN YAN ALTIMETER SETTING: INCREASE
S-ILS 6 DA TO 1213; INCREASE ALL MDA 80 FEET AND S-LOC 6 CAT B AND CONAC FIX MINIMUMS S-LOC 6

CATS C/D VISIBILITY 1/2 MILE; INOPERATIVE TABLE DOES NOT APPLY TO S-LOC 6 ALL CATS AND CONAC FIX
MINIMUMS S-LOC 6 CATS C/D; FOR INOPERATIVE MALSR, INCREASE S-ILS 6 ALL CATS VISIBILITY TO 7/8.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ULW VOR/DME AIRWAY RADIALS 178 CW 264.
CHART PLANVIEW NOTE: DME OR RADAR REQUIRED.

CHART PROFILE NOTE: VGSI AND ILS GLIDEPATH NOT COINCIDENT.
*LOC ONLY

*2400 WHEN USING PENN YAN ALTIMETER SETTING.

ALy

>
Q 2 Q
’S’EC@/
| CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |gyp;  |LSRWY§
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5 AMDT: 4A
I-UEK .
ELMIRA/CORNING RGNL DATED:  08/30/2007

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 20F PAGES g*




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [ ] n~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- OO O O O [

FLIGHT CHECKED BY

NAME: FIFO

DATE:

DEVELOPED BY

NAME: FIFO

DATE:

APPROVED BY

NAME: FIFO

DATE:

CHANGES:
CHANGES CONT.

15. ADDED PLANVIEW NOTE: DME OR RADAR REQUIRED.

16. INCREASED ULW VOR/DME MSA ALTITUDE FROM 3800 TO 3900.

17. AMENDED S-ILS DA TO 1140 FROM 1144.

18. AMENDED TO 062.39 FROM 062.38.

19. AMENDED GLIDESLOPE INTERCEPT ALTITUDE FROM 3300 TO 3200.

20. AMENDED DIST FAF TO MAP AND DIST FAF TO THLD TO 6.93 FROM 4.76.

21. INCREASED ALTERNATE MINIMUMS TO 1400-2 FROM 1200-2 FOR CAT A/B AND TO 1400-3 FROM 1200-3 FOR CAT C/D.
22. ADDED NOTE THAT ALTERNATE MINIMUMS NA WHEN LOCAL WEATHER NOT AVAILABLE AND WHEN CONTROL TOWER CLOSED.
23. ADDED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS ON ULW VOR/DME AIRWAY RADIALS 178 CW 264.

24. ADDED NOTE: CIRCLING TO RWY 10 AND 28 NA AT NIGHT.

REASONS:

REASONS CONT.

15. IAW CURRENT DOCUMENTATION POLICY. DME OR RADAR IS REQUIRED FOR PROCEDURE ENTRY.

16. NEW OBSTACLE STUDY.

17. COMPUTED FROM THRE.

18. MATCH PENDING AVNIS DATA FOR UEK LOCALIZER.

19. OPTIMUM DESIGN. PFAF COLLOCATED WITH RNAV PFAF.

20. COMPUTED FROM NEW LOC FAF JOKEN.

21. APPLICATION OF FAAO 8260.19, PARA 274 REQUIRED STEPDOWN FIX AND HIGHER MINIMUMS FOR NON DME EQUIPPED AIRCRAFT.
22, ILS IS NOT MONITORED WHEN TOWER IS CLOSED. ALTERNATE MINS NOT AUTHORIZED FOR USE WITH BACK-UP ALTIMETER SOURCE.
23. TURN EXCEEDS 120 DEGREES.

24, TERPS PARA 251, UNLIT 20:1 PENETRATIONS.

WHITEOUT CORRECTIONS

kTAIDEDl}.IQ?NAL FLIGHT DATA SECTION: AMENDED ALTERNATE MISSED APPROACH TO READ WIKKI/ITH 19.79 DME. REMOVED CHART 4000
- OC.

2. MOVED TEARDROP INSTRUCTIONS TO NOTES SECTIONS FOR BETTER READABILITY VICE OVERFLOW TO DASH 10.

3. REORDERED NOTES IN MORE LOGICAL ARRANGEMENT. DELETED UNNEEDED LINE BREAKS.

4. CHANGES LISTED ON BACK OF PAGE 2 EDITED TO APPEAR AS SEPARATE LINES.

5. ADDED RASS ADJUSTMENT TO BLOCK 3 OF DASH 9 FOR KPEO.

K%

o
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

ILS SIB NDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD ULW K6010965VDL N42053896W077012930 N42053916W077012853W0120016321 NARELMIRA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT JOKEN K60 C N42045118W077011639 w0117 NAR JOKEN
SUSAEAENRT MARRH K60 R N41551721W077054379 W0lle NAR MARRH
SUSAEAENRT UNOLY K60 C N42002280W077082961 W0llé6 NAR UNOLY
SUSAEAENRT WIKKI K60 R L N42160234W076465587 w0119 NAR WIKKI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6AELM 0 080YHN42093480W076533130W012000955 1800018000C MNAR ELMIRA/CORNING RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567850123456789012345678901234567890123456789012

SUSAP KELMK6FIO06 AULW 010ULW K6D 0V A IF 18000 0 NS
SUSAP KELMK6FIO06 AULW 020MARRHKEEAQEY TF 0 NS
SUSAP KELMK6FI06 AULW 030UNOLYK6EAQOEE BR CFYIUEKK6 2424015206240050PI + 04000 0 NS
SUSAP KELMK6FIO06 I 010UNOLYK6EAOE I IF IUEKK6 24240152 PI J 040000320018000 0 NS
SUSAP KELMK6FIO06 I 020JOKENK6EAOE F CF IUEKK6 2424008206200070PI H 0320003200 -300ULW Ké6D 0 NS
SUSAP KELMK6FIO6 I 030RW06 K6PGOGY M CF IUEKK6 2424001306200069P1I 009892 -300 0 NS
SUSAP KELMK6FI(6 I 040 M ca 0624 + 02400 0 NS
SUSAP KELMK6FIO06 I 050 0 VI 0200 0 NS
SUSAP KELMK6FI06 I O60WIKKIK6EAOEY CF ULW K6 0581015005810030D + 04000 0 NS
SUSAP KELMK6FIO06 I 070WIKKIK6EAOEE R HM 2381T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6GRW06 0080010624 N42091679W076540592+0100 +0253500940060052151IIUEK1

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6IIUEK1 010910RW06 N42100628W0765245510624N42092558W0765357780459 10390531300W01205200936 “t s
- AL -~
1 2 3 a 5 6 7 8 ) ) 1 2 3 4~
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456M89dl243
CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5 -
ELMIRA/CORNING RGNL AMDT: 4A
I-UEK

DATED:  08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page } of { Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o O O 0O

AOPA

]

NBAA OTHER (specify)

Cd

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KELMK6SULW K6D 0 18018003925 M
; -
CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gyp: LSRWYS
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5
ELMIRA/CORNING RGNL AMDT: 4A
I-UEK DATED:  08/30/2007

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page l./ of 8 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O O O4d

AOPA

1]

NBAA OTHER (specify)

Ol

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ULW ULW 010 IAF IF FB
ULW MARRH 020 TF FO
ULW UNOLY 030 CF R FB 062.4() 005.0 AA 04000
UNOLY 010 FACF IF FB AA 04000 GI 03200
JOKEN 020 FAF CF FB 062.0() 007.0 GI 03200 GS 03200
RW06 030 MAP CF FO 062.0() 006.9 AT 00992
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 062.41() AA 02400
050 VI FB 020.0()
WIKKI 060 CF FO 058.1() 003.0C AA 04000
WIKKI 07¢ HM R FO 238.1¢() T01.0 AA (04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ULW N420538.9¢6 W0770129.30 N4205.649 W07701.488
JOKEN N420451.18 W0770116.39 N4204.853 W07701.273
MARRH N415517.21 W0770543.79 N4155.287 W07705.730
UNOLY N420022.80 W0770829.61 N4200.380 W07708.494
WIKKI N421602.34 W0764655.87 N4216.039 W07646.931
RW06 N420916.79 W0765405.92 N4209.280 W07654.099
IUEK (LOC) N421006.28 W0765245.51 N4210.105 W07652.759
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW06 00940 52
WAL,
& T,
1
0
4?P~g{
CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: LSRWYS
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5 =
ELMIRA/CORNING RGNL AMDT: 4A
I-UEK

_|DATED:  08/30/2007

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O O 0O

AOPA

1]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
— LOC STANDARD INSTRUMENT APPROACH PROCEDURE

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes uniess otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 ) 7 8 9 [ 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD ULW K6010965VDL N42053896W077012930 N42053916W077012853W0120016321 NARELMIRA
1 2 3 4 S 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAEAENRT CONAC K60 C N42063675W076582551 w0117 NAR CONAC
SUSAEAENRT JOKEN K60 C N42045118W077011639 w0117 NAR JOKEN
SUSAEAENRT MARRH K60 R N41551721W077054379 w0116 NAR MARRH
SUSAEAENRT UNOLY K60 C N42002280W077082961 W0lle NAR UNOLY
SUSAEAENRT WIKKI K60 R L N42160234W076465587 W0119 NAR WIKKI
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6AELM 0 080YHN42093480W076533130W012000955 1800018000C MNAR ELMIRA/CORNING RGNL
1 2 3 4 5 [ 7 8 9 [ 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6FL06 AULW 010ULW KéD 0V A IF 18000 0 NS
SUSAP KELMK6FL(6 AULW 020MARRHK6EAQEY TF 0 NS
SUSAP KELMK6FL06 AULW 030UNOLYK6EAQOEE BR CFYIUEKKS6 2424015206240050PI + 04000 0 NS
SUSAP KELMK6FLO06 L 010UNOLYK6EAQOE I IF IUEKK6 24240152 PI + 04000 18000 0 NS
SUSAP KELMK6FL0O6 L 020JOKENKSEAQE F CF IUEKKS6 2424008206200070PI + 03200 ULW KéD 0 NS
SUSAP KELMK6FL06 L 021CONACK6EAQE S CF IUEKKS6 2424005506200028PI + 02320 -301 0 NS
SUSAP KELMK6FL06 L O30RW06 K6PGOGY M CF IUEKKS6 2424001306200042PI 00992 -301 0 NS
SUSAP KELMK6FL06 L 040 0 M CA 0624 + 02400 0 NS
SUSAP KELMK6FL06 L 050 0 VI 0200 0 NS
SUSAP KELMK6FL06 L 060WIKKIK6EAQEY CF ULW K6 0581015005810030D + 04000 0 NS
SUSAP KELMK6FL06 L 070WIKKIK6EAQEE R HM 2381T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6GRWO& 0080010624 N42091679W076540592+0100 +0253500940060052151IIUEK1
1 2 3 4 5 6 7 8 9 (s} 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
--------------------------------------------------------------------------------------------------------------------------------- AL,
SUSAP KELMK6IIUEK1 010910RW06 N42100628W0765245510624N42092558W0765357780459 10390531300W01205200936 G” 421
QO
£, Q
(o'
. . . LS
CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup: RWYS
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5
ELMIRA/CORNING RGNL AMDT. 4A
-UEK DATED:  08/30/2007
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page (a of g’ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b 0O 0O 04

AOPA

1]

NBAA OTHER (specify)
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
l QQ SIB NDA RD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicgted.
FLIGHT INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.
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CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP: TESRWYS
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5
ELMIRA/CORNING RGNL AMDT: 4A
I-UEK |DATED:  08/30/2007
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U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— 1LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ULW ULW 010 IAF IF FB
ULW MARRH 020 TF FO
ULW UNOLY ~ 030 CF R FB 062.4() 005.0 AA 04000
UNOLY 010 FACF IF FB AR 04000
JOKEN 020 FAF CF FB 062.0() 007.0 AA 03200
CONAC 021 SDF CF FB 062.0() 002.8 AA 02320
RWO6 030 MAP CF FO 062.0¢() 004.2 AT 00992
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 062.4() AR 02400
050 VI FB 020.0()
WIKKI 060 CF FO 058.1() 003.0 AA 04000
WIKKI 070 HM R FO 238.1¢() T01l.0 AA 04000
POINT DATA vWAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ULW N420538.96 W0770129.30 N4205.649 W07701.488
CONAC N420636.75 W0765825.51 N4206.613 W07658.425
JOKEN N420451.18 W0770116.39 N4204.853 W07701.273
MARRH N415517.21 W0770543.79 N4155.287 W07705.730
UNOLY N420022.80 W0770829.61 N4200.380 W07708.494
WIKKI N421602.34 W0764655.87 N4216.039 W07646.931
RW0& N420916.79 W0765405.92 N4209.280 W07654.099
IUEK (LOC) N421006.28 W0765245.51 N4210.105 W07652.759
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW06 00940 52
WAL
.
@ ’ ”
'e)
% o
Qe\2
. N . LS
CITY AND STATE ELEVATION: 955 THRE: 940 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  |sup: RWYS
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 6, AMDT 5 :
ELMIRA/CORNING RGNL AMDT: 4A
-UEK DATED:  08/30/2007
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STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE UNOLY/ULW 7.41 JOKEN INT 1. AAO 415739.00N/0770442.00W | 2034 (4E) 500 [AT568 AC98 3200
DME 2. TERRAIN 420321.29N/0770234.17W | 1799 (1800) 2800
FINAL: ILS JOKEN INT RWO06 ASC 1140/200
FINAL: LOC JOKENINT [CONACIULW 248 [3. AAD 420615.90N/0765908.40W | 1906 (2C) 250 |XL47 XP44 RAT3 2320
DME
FINAL: LOC STEPDOWN CONAC/ULW 2.48 6.93 MILES AFTER |4. AAO 420638.80N/0765658.70W | 1759 (2C) 250 2020
DME JOKEN INT OR AT
ULW 6.59 DME
FIX
2. TEARDROP NON-COLLOCATED |ULW VOR/DME MARRH/ULW 10.83 [5. AAO 415433.00N/0770036.00W | 2576 (4E) 1000 |[AT424 4000
DME 6. TERRAIN 415433.00N/0770036.00W | 2376 (2400) AS1500 3900
MAP: |DA/6.93 MILES WIKKI INT/ULW ASC 4000
%‘gggﬁgH AFTER JOKEN INT | 15.00 DME 7. AAO 421445.00N/0764309.00W | 2015 (4E) 1000 3100
ELEV: | 97411770 |- TERRAIN 421445.00N/0764309.00W | 1815 (1800) AS1500 3300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | | 350 1365/ 1145 9. TREES 420804.91N/0765312.34W |1787 (2C) 300 s 2320 /2100
CATEGORY B 15NM_ |w] 450 z 1365/ 1145 9. TREES 420804.91N/0765312.34W |1787 (2C) 300 sl 2320 /2100
CATEGORY C 17NM  |S] 450 |2 1365/ 1165 10. TREES 420740.49N/0765345.98W [1802 (2C) 300 sl 2320 /2120
CATEGORY D 2.3NM 8 550 2 1365/ 1205 11. TREES 420656.31N/0765348.98W |1842 (2C) 300 sl 2320/2160
CATEGORY E 45NM |*=[ 550 Ny
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ULW VOR/DME i
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) SA
360-360 WMILL (42-020473) 179/ 20.5 2838 (5E) 3900 A&
CITY AND STATE ELEVATION: 955 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ELMIRA/CORNING, NY AIRPORT NAME: -UEK ILS OR LOC RWY 6, AMDT § AEA
ELMIRA/CORNING RGNL

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
EE; ﬁl;l;CcCON NWS |OTHER: SOURCE:KELM/ KPEO
ASOS DISTANCE: 0 / 29.51
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: ' AlC 241 BACKUP
X|[VHF | xJuHF | |[HF |LOCATION: ADJUSTMENT: 0/ 72.85
PRIMARY NAVAID: I-UEK
4. MONITOR POINT: _ ELM ATCT
MONITOR
STATUS | HRS CAT 1 TOWER OPENY% _ %SEE AFD FOR OPERATING HOURS
OPTN:| CAT 3 TOWER CLOSED%
ALS
(S) SALS
X  |MALSR 24 (PCL), 06 (PCL)
5. X  |HIRL 24 (PCL), 06 (PCL)
;”:miv X |MIRL 10, 28
LIGHTING REIL
TDZ
X |C/L 24,06
X |OTHER (SPECIFY)
PAPI-4L 28, 24 VASI-4L 06
6. RUNWAY BASIC
MARKINGS ALLWEATHER PIR-G 24, 06
INSTRUMENT  NPI-G 10, 28
7.RUNWAY |APPROACH 24
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:939.7
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 937
1039 THRESHOLD CROSSING HEIGHT:51.8
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

PETER R. GUIMOND

DATE:
05/07/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - VGSI TCH UNKNOWN.

THRESHOLD DISPLACED 600.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 1939 AAO 420446N/0770003W
TERPS PARAGRAPH 289 APPLIED TO 1882 AAO 420614N/0765837W

2. KELM ASOS ON SERVICE A. KPEO ASOS ON SERVICE A.
3. KPEO 24-HR BACK-UP.
5. VGSI DATA: 3.00/TCH UNKNOWN.

SEE ATTACHED AIRSPACE LETTER.
100 FOOT TREES USED PER EASTERN FPT.

ILS AND LOC INTERMEDIATE SEGMENTS HAVE SAME CONTROLLING
OBSTACLES.

SECONDARY ROC REDUCTION NOT REQUIRED TO ACHIEVE
GLIDESLOPE INTERCEPT ALTITUDE IN INTERMEDIATE SEGMENT,
FULL ROC APPLIED TO OBSTACLE #1.

SECONDARY ROC REDUCTION NOT REQUIRED TO RETAIN
PUBLISHED 2020 MSL MDA IN LOC STEPDOWN SEGMENT, FULL
ROC APPLIED TO OBSTACLE #4.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(EASTERN FPT NOTIFIED 4/23/12)

20:1 PENETRATIONS:

RWY 28

989 TREE (KELMT0047) 420932.00N/0765254.67W (2.48)

;WI:EE (36-021913) 420926.78N/0765254.67W (1.45)

TOO NUMEROUS TO DOCUMENT ON THIS FORM (71 PENETRATIONS),
SEE FILE CHECKED IN TO PTS FOR LIST OF OBSTACLES.

RASS (PRESSURE PATTERNS ARE THE SAME):

KELM 954.5, KPEO 990.0

RA = 72.85

RASS ROUNDED UP TO 73 FEET FOR ALL DA AND 80 FEET FOR
ALL MDA AND PUBLISHED AS A NOTE.

XP44 - MINIMUM SDF ALTITUDE FOR 7:1 CLEARANCE

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

ASC 4000

7. AAO 421445.00N/0764309.00W 2015 (4E) 1000 3100
g.s'(I)'ERRAIN 421445.00N/0764309.00W 1815 (1800) AS1500

FLIGHT CHECK RDH 51.8 FEET (ORDER 8260.3 CHG 19).
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RADIO FIX AND HOLDING DATA RECORD

NAME: CONAC STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420636.75N/0765825.51W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM

1 ELMIRA I-UEK LOC 24239 230.39

2 ELMIRA ULw VOR/DME L 248 248

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

ELMIRA (FAC 2) AND ELMIRA (FAC 1) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC RWY 6 1,2 KELM ELMIRA/CORNING

IAP RNAV (GPS) RWY 6 KELM ELMIRA/CORNING

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. ADDED DME TO FIX TYPE.
2. ADDED FAC 1 AND FAC 2.
3. UPDATED FIX USE.

DEVELOPED BY: DATE: 04/19/2012 OFFICE: AJV-352
APPROVED BY: DATE: OFFICE: AJV-352
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:

NAME: PETER GUIMOND

NAME: DARRYEL ADAMS

5.47

MRA MAA

2220 5400
2220 5400

STATE
NY (US)
NY (US)

2
>
o

et
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RADIO FIX AND HOLDING DATA RECORD

NAME: ELMIRA VOR/DME STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 420538.96N/0770129.30W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROMFAC MRA MAA
BRG BRG NM  FEET
1 ELMIRA uLw VORDME L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MAX MIN MAX
1 SW ULW VOR/DME 245.00 065.00 4000 6000 4 5
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 AAO 415845.00N/0770209.00W 2133 4E
1 310 AAO 415433.00N/0770036.00W 2576 4E
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT CITY STATE
1 ILS OR LOC RWY 24 KELM ELMIRA/CORNING NY (US)
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP ELMIRA KELM ELMIRA NY (US)
DP XEROX KROC ROCHESTER NY (US)
DP SCRANTON KAVP WILKES-BARRE/SCRANTON PA (US)
EN ROUTE J132 (US)
EN ROUTE J227 (US)
EN ROUTE V147 (US)
EN ROUTE V270 (US)
EN ROUTE V31 (US)
EN ROUTE V35 (US)
EN ROUTE V36 (US)
EN ROUTE V428 (US)
EN ROUTE V542 (US)
IAP ILS OR LOC RWY 6 KELM ELMIRA NY (US)
AP ILS OR LOC RWY 24 1 KELM ELMIRA/CORNING NY (US)
STAR WILKES BARRE KCDW CALDWELL NJ (US)
STAR WILKES BARRE KLDJ LINDEN NJ (US)
STAR WILKES BARRE KMMU MORRISTOWN NJ (US)
STAR WILKES BARRE K39N PRINCETON/ROCKY HILL NJ (US)
STAR WILKES BARRE KN51 READINGTON NJ (US)
STAR WILKES BARRE KSMQ SOMERVILLE NJ (US)
STAR WILKES BARRE KTEB TETERBORO NJ (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
1. MOVED FIX 2.16 FEET TO MATCH PENDING AVNIS COORDINATES.
2. AMENDED PAT 1 HOLDING INBOUND COURSE FROM 065.27 TO 065.00.
3. ADDED 310 KIAS OBSTACLE FOR CLIMB-IN-HOLD EVALUATION.
4. UPDATED FIX USE.
DEVELOPED BY: DATE: 04/20/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE: G\_)A{ /’\
2 -<
q?cx@
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ELMIRA VOR/DME

DISTRIBUTION:

NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ELM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: JOKEN STATE: NY
LATITUDE/LONGITUDE: 420451.18N/0770116.39W TYPE: WP, INT
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

COUNTRY: US

FAC NAME IDENT TYPE CLASS MAG TRléE DME DISTFROMF MRA MAA
BR NM F
1 ELMIRA I-UEK LOC 230.39 8.23 3200 5400
2 ELMIRA ULW VOR/DME L 168.62 0.81 3200 5400
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
ELMIRA (FAC 1) AND ELMIRA (FAC 2) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC RWY 6 1,2 KELM ELMIRA/CORNING NY (US)
IAP RNAV (GPS) RWY 6 KELM ELMIRA/CORNING NY (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
1. MOVED FIX 8.64 FT NORTHWEST TO UPDATED RWY CENTERLINE.
2. ADDED INT TO FIX TYPE.
3. ADDED FAC 1 AND FAC 2.
4. UPDATED FIX USE.
DEVELOPED BY: DATE: 04/19/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ELM APP CON

OTHER:

2
q?cx@
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RADIO FIX AND HOLDING DATA RECORD

NAME: MARRH STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 415517.21N/0770543.79W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 ELMIRA uLw VOR/DME L 209.00 197.00 10.83 10.83 4000 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

IAP ILS OR LOC RWY 6 1 KELM ELMIRA/CORNING NY (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 04/19/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:

@ 2

R
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RADIO FIX AND HOLDING DATA RECORD

NAME: UNOLY STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420022.80N/0770829.61W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC_MRA  MAA

BRG  BRG NM  FEET

1 ELMIRA I-UEK Loc 24239 23039 15.22 4000 5400

2 ELMIRA uLw VORDME L 7.4 7.41 4000 5400

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 sw WP 242.23 062.23 R 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 415242.00N/0770909.00W 2458 4E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
ELMIRA (FAC 2) AND ELMIRA (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:
USE TYPE
IAP

IAP

IAP

USE TITLE FAC PAT
ILS OR LOC RWY 6 1,2

RNAV (GPS) RWY 24 1
RNAV (GPS) RWY 6 1

AIRPORT IDENT
KELM

KELM
KELM

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. MOVED FIX 32.59 FEET SOUTHWEST.

2. ADDED DME TO FIX TYPE.

3. ADDED FAC 1 AND FAC 2.

4. AMENDED PAT 1 INBOUND COURSE FROM 062.22 TO 062.23.
5. UPDATED FIX USE.

DEVELOPED BY: DATE: 04/20/2012 OFFICE: AJV-352

APPROVED BY: DATE: OFFICE: AJV-352

SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ELM APP CON

OTHER:

CITY

ELMIRA/CORNING
ELMIRA/CORNING
ELMIRA/CORNING

STATE
NY (US)
NY (US)
NY (US)

NAME: PETER GUIMOND

NAME: DARRYEL ADAMS

L)

Kt

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: WIKKI STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 421602.34N/0764655.87W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 ELMIRA ULW VOR/DME L 058.10 046.10  15.00 15.00 3800 17500
2 BINGHAMTON CFB VORTAC L 293.10 283.10 29.53 3800 17500
3 ITHACA ITH VOR/DME L 23648 22648 19.79 19.79 3800 17500
HOLDING: HOLDING TYPE OF ACTION: ESTABLISH
PATTERNS:
PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX
1 "NE  UuW VOR/DME  058.10 238.10 R 1 4000 6000 5 6
2 SW ITH VOR/DME  236.48 056.48 R 1 4000 6000 5 6
CONTROLLING OBSTRUCTIONS: )
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 AAO 422309.00N/0764009.00W 2343 4E
1 310 AAO 422309.00N/0764009.00W 2343 4E
2 200 AAO 421442 .00N/0765530.00W 2153  4E
2 310 TOWER (36-000078) 420622.00N/0765216.00W 2549 4D
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE
1 ILS OR LOC RWY 6 KELM ELMIRA/CORNING NY (US)
2 ILS OR LOC RWY 6 (ALT MISSED) KELM ELMIRA/CORNING NY (US)
REMARKS:
ELMIRA (FAC 1) AND BINGHAMTON (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V428 1,2 (US)
AP ILS OR LOC RWY 6 1,2 1 KELM ELMIRA/CORNING NY (US)
IAP ILS OR LOC RWY 6 (ALT 2.3 2 KELM ELMIRA/CORNING NY (US)
MISSED)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/20/2012
DEVELOPED BY: DATE: 04/19/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:
Nankt?
Q/:c’li?
FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ELMIRA/CORNING STATE: NY
AIRPORT NAME: ELMIRA/CORNING RGNL ID: KELM
PROCEDURE: ILS OR LOC RWY 6 AMDT: 5
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000' point 5.37
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.38
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 050.39
4. High Terrain in FINAL segment containing 1000' point 1739
5. Distance from THRESHOLD to 1500' point 12.53
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 6.67
7. True Course of INTERMEDIATE segment containing 1500' point_050.39
8. High Terrain in INTERMEDIATE segment containing 1500' point 1799
9. Threshold Coordinates (if straight-in) ... *420916.79N /0765405.92W
10. ARP Coordinates ...........ccccveeeennne 420934.80N / 0765331.30W
11. Runway Approach End and distance furthest from ARP................. RWY 24
Distance 0.68 NM
12. FAF Coordinates .........cccccevvueennen. 420451.18N ,0770116.39W

(Click to Select)

REMARKS: Approach/Drawing attached.
9. *DISPLACED THRESHOLD COORDINATES






