RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW28
LNAV: RwW28
CEKAN (IF/IAF) FIDON (FB) 281.49/6.00 3400
A . W28 (F 81.40/ 3.22 - — —
FIDON (FAF) ZIGANI4.10 NM TO RW28 (FE) 281.40/3.2 CLIMB TO 4000 DIRECT MIXUE AND HOLD.
ZIGAN/4.10 NM TO RW28 RW28 (MAP) (FO) 281.35/4.10
RW28 (MAP) 1355 MSL 281.35
1355 MSL MIXUE (FO) 4000
ADDITIONAL FLIGHT DATA:
HOLD W, RT, 101.08 INBOUND.
CHART FAS OBST: 1626 TOWER 420854N/0765132W
CHART FAS OBST: 1238 TOWER 420914N/0765049W
WAAS CHANNEL # 77730
REFERENCE PATH ID: W28A
1695 AAO 420931N/0764737W
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) fﬁfg&?g"@%-w’“
2. HOLD E CEKAN, RT, 281.49 INBOUND, 4000 FT. IN LIEU OF PT (IAF) ) '
3. FAC: 281.40 FAF: FIDON DIST FAF TO MAP:  7.32 THLD: 7.32
4. MIN. ALT: CEKAN 4000, FIDON 3400, ZIGAN/4.10 NM TO RW28 2320
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OoM: MM: [TH
7. GS ANGLE: TCH: 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 12W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | @
CATEGORY =====> A B [ D E
DH/MDA| VIS |HAT/HAA|DH/MDA [ VIS |HAT/HAAIDHIMDA | vis [HAT/HAA[DH/MDA | vis [HAT/HAA|DHMDA | VIS [HAT/HAA
LP MDA 1540 1 596 1540 1 596 1540 13/4 596 1540 13/4 596
LNAV MDA 1880 114 936 1880 11/4 936 1880 2112 936 1880 2112 936
CIRCLING 2100 11/4 1145 2100 11/2 1145 2120 3 1165 2160 3 1205
NOTES:
g::s; :gIE: g::gl'[-)'lug ;SPRXV:J: NA AT NIGHT. @ CAT AB 1200-2, CAT C 1200-3, CAT D @96‘3{/,\
) - . NA WHEN LOCAL WEATHER NOT IL&BLEL
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. e ° OT AMAILA
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. Coxe®
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 955 THRE: 944 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
ELMIRA/CORNING, NY AIRPORT NAME: 'DENI;rtld':-AI\E/R: RNAYV (GPS) RWY 28, AMDT 3 AMDT: 2
ELMIRA/CORNING RGNL DATED  08/05/2004

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5§ PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] Yes [x] ~no

ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

D [I| |___x_| E [I| E ELM APP CON, ZNY, ZOB, APT MGR

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE.
CHRISTOPHER COX ‘ AJV-352 05/02/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352

CHANGES:

1.REMOVED LEFT AND RIGHT TAA BASES AND THEIR ASSOCIATED INITIAL SEGS.

2.ADDED LP LINE OF MINIMA AND ASSOCIATED NOTES.

3.LOWERED LNAV MDA/HATH FROM 1920/975 TO 1880/936.

4.LOWERED LNAV CAT B VIS FROM 1 1/2 TO 1 1/4, CAT C/D VIS FROM 3 TO 2 1/2.

5.INCREASED CAT A CIRC MDA/HAA FROM 2040/1085 TO 2100/1145, CAT C FROM2100/1145 TO 2120/1165, AND CAT D FROM 2100/1145 TO 2160/1205.

6.ADDED BACKUP ALTIMETER SETTING AND ASSOCIATED NOTES.

7.ADDED CIRC RESTRICTION TO RWY 10.

8.ADDED VGSI COINCIDENCE NOTE.

9.RESTRICTED RW28 SI/CIRCLING NIGHT OPERATIONS

10.ADDED HELICOPTER VIS REDUCTION NOTE.

11.REMOVED 'WP' FROM MISSED APPROACH INSTRUCTIONS.

12.ADDED ALTERNATE MINS.

REASONS:

1.ATC/EFPT REQ.

2.EFPT REQ.

3.8260.54A CHANGES LNAV FINAL DESIGN NARROWING EVALUATION AREA-NEW OBSTACLE.

4.LOWERED MDA.

g.;ggoF:]rgéSSUMED VEGETATION APPLIED AND CIRC MDA NOW MATCHES PUBLISHED CIRCLING AT KELM.

.8260.19E 8-55 F(4)

7.8260.3B 3.2.2D (2)(C) AND 8260.19E 8-54 M(G) OBSTACLES PENETRATE RW10 20:1 VISUAL SURFACE

8.8260.19E 8-57 N THE VISUAL DESCENT ANGLE/TCH DOES NOT MATCH THE VGSI ANGLE/TCH

9.8260.19E 8-54 M(2) RESTRICTION PLACED BECAUSE OBSTACLES PENETRATE RW28 20:1 VISUAL SURFACE AND THE VGSI IS NOT UNVERIFIED

:2.8260.19E 8-54 |(3) TO PREVENT HELICOPTERS FROM REDUCING VISIBILITY MINIMUM TO ONE-HALF THE PUBLISHED VISIBILITY MINIMUM FOR CATEGORY A AIRCRAFT

8260.19E 8-56 D(9)
12. 8260.19E 8-53 B [
oLl p
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US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and aftitudes are in feet, MSL,
RNAV - STANDARD except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

i in nautical mile less otherwise indicated,
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 onors visibiion wheh o b e e o g T tical miles urloss ofherydss Indica

NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PENN YANG ALTIMETER SETTING AND
INCREASE ALL MDA 80 FT AND LP CAT C/D VISIBILITY 1/8 MILE, LNAV CAT B VISIBILITY 1/4 MILE, AND

LANV CAT C/D VISIBLITY 1/2 MILE.

CHART NOTE: STRAIGHT-IN/CIRCLING RWY 28 PROCEDURE NA AT NIGHT.

TAA
FROM 10 ALT
1. 191/30 CW 011730 (NOPT) CEKAN (IFIAF) (FB) 4000
2. 011/30 CW 191/30 CEKAN (IF/IAF) (FO) 4100
2 5
Qe
CITY AND STATE ELEVATION: 955 THRE: 944 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE:  |sup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 28, AMDT 3 . .
ELMIRA/CORNING RGNL DATED:  08/05/2004

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] Yyes [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
APPROVED BY
NAME: FIFO DATE.
CHANGES:
REASONS:
wi7r
D
3 2 D




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA

OPERATION TYPE 0

SBAS SERVICE PROVIDER IDENTIFIER 0

AIRPORT IDENTIFIER KELM

RUNWAY RW28

APPROACH PERFORMANCE DESIGNATOR 0

ROUTE INDICATOR

REFERENCE PATH DATA SELECTOR 0

REFERENCE PATH IDENTIFIER (APPROACH ID) W28A

LTP/FTP LATITUDE 420928.6900N

LTP/FTP LONGITUDE 0765304.1965W

LTP/FTP ELLIPSOIDAL HEIGHT +02548

FPAP LATITUDE 420927.5685N

FPAP LONGITUDE 0765503.9845W

THRESHOLD CROSSING HEIGHT (TCH) 00040.0

TCH UNITS SELECTOR (METERS OR FEET USED) F

GLIDEPATH ANGLE (GPA) 03.11

COURSE WIDTH AT THRESHOLD 106.75

LENGTH OFFSET 1224

HORIZONTAL ALERT LIMIT (HAL) 40.0

VERTICAL ALERT LIMIT (VAL) 0.0

CRC REMAINDER 7CA76B34

ADDITIONAL PATH POINT RECORD INFORMATION

ICAO CODE K6

LTP ORTHOMETRIC HEIGHT +02848

FPAP ORTHOMETRIC HEIGHT +02848
3 ) -
4N &

b
Chel
CITY AND STATE ELEVATION: 955 THRE: 944 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  [syup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 28, AMDT 3 - .
ELMIRA/CORNING RGNL DATED: 08/05/2004
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF § PAGES



ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] YEs [] ~no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
] L] ] ] [] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
_BNAL(Q-ES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CEKAN K60 W N42093720W076350984 W0120 NAR CEKAN
SUSAEAENRT FIDON K60 W N42093371W076431386 w0119 NAR FIDON
SUSAEAENRT MIXUE K60 w N42091701W077112145 WO01lle NAR MIXUE
SUSAEAENRT ZIGAN K60 w N42093161W076473346 wolls- NAR ZIGAN
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6AELM 0 065YHN42093480W076533130W012000955 1800018000C MNAR ELMIRA/CORNING RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6FR28 ACEKAN 010CEKANK6EAOEE AR HF 28150040 + 04000 18000 A Js
SUSAP KELMK6FR28 R 010CEKANK6EAOE I IF + 04000 18000 A JS
SUSAP KELMK6FR28 R 020FIDONK6EA1lE F 051TF 28150060 + 03400 A JS
SUSAP KELMK6FR28 R 020FIDONK6EA2WALP N ALNAV Js
SUSAP KELMK6FR28 R 021ZIGANK6EAOE S 031TF 28140032 V 0232002337 -311 A JS
SUSAP KELMK6FR28 R 030RW28 K6PGOGY M 031TF 28140041 00984 -311 A JS
SUSAP KELMK6FR28 R 040 0 M CA 2814 + 01355 A Js
SUSAP KELMK6FR28 R 05O0MIXUEK6EAQOEY DF + 04000 A Js
SUSAP KELMK6FR28 R 060MIXUEK6EAQOEE R HM 10110040 + 04000 A Js
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6GRW28 0054042813 N42092869W076530420-0200 +0254800944040240150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6PR28 RW28 001 0000W28A0N4209286900W07653041965+025480311N4209275685W07655039845106751224000400F4000007CA76B34

SUSAP KELMK6PR28 RW28 002E +02848+02848LP 77730
ot
A if:
el
CITY AND STATE ELEVATION: 955 THRE: 944 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 28, AMDT 3
ELMIRA/CORNING RGNL AMDT: 2
RNAV ,
DATED:  08/05/2004

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CEKAN CEKAN 010 IAF HF R FO 281.5(269.5T) 004.0 AA 04000
CEKAN 010 FACF IF FB AA 04000
FIDON 020 FAF TF FB 0.5 281.5(269.5T) 006.0 AA 03400
ZIGAN 021 SDF TF FB 0.3 281.4(269.4T) 003.2 AA 02320 GS 02337
RW28 030 MAP TF FO 0.3 281.4(269.4T) 004.1 AT 00984
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 281.4(269.4T) AA 01355
MIXUE 050 DF FO AA 04000
MIXUE 060 HM R FO 101.1(089.1T) 004.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CEKAN N420937.20 W0763509.84 N4209.620 W07635.164
FIDON N420933.71 W0764313.86 N4209.562 W07643.231
MIXUE N420917.01 W0771121.45 N4209.284 W07711.358
ZIGAN N420931.61 W0764733 .46 N4209.527 W07647.558
RW28 N420928.69 W0765304.20 N4209.478 W07653.070
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW28 00944 40
WAls
e
2
% ~&
CITY AND STATE ELEVATION: 955 THRE: 944 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 28, AMDT 3
ELMIRA/CORNING RGNL AMDT: 2
RNAV

DATED:  08/05/2004

FAA FORM 8260 - 10/ April 2006 (Computer Generated)

Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

o O O O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSY ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 191/30 CW 011/30 CEKAN 1. TREE 413915.00N/0762424.00W | 2496 (3E) 2000 |MT-496 4000
2. TERRAIN 413915.00N/0762424.00W | 2396 (2400) AS1500 3900
STRAIGHT-IN AREA 011/30 CW 191/30 CEKAN 3. TREE 414540.00N/0765530.00W | 2558 (2C) 2000 [mT-458 4100
4. TERRAIN 414540.00N/0765530.00W | 2458 (2500) AS1500 4000
INTERMEDIATE CEKAN (IF/IAF) FIDON 5. AAO 421018.00N/0763745.00W [2077 (3E) 500 |AC73 2700
6. TERRAIN 421018.00N/0763745.00W [1877 (1900) AS1500 3400
FINAL: LP FIDON ZIGAN/4.10NM TO |7. AAO 420948.00N/0764657.00W |1916 (3E) 250 |AC73 XL66 DG15 2320
RW28
FINAL: LP STEPDOWN ZIGAN/410 NM TO RW28 8. TOWER (36-000339) [420914.00N/0765049.00W |1238 (2C) 250 |mA31 1540
RW28
FINAL: LNAV FIDON ZIGAN/4.10 NM TO |7. AAO 420948.00N/0764657.00W |1916 (3E) 250 |AC73 XL66 DG15 2320
RW28
FINAL: LNAV STEPDOWN ZIGAN/4.10 NM TO RW28 9. TOWER (36-001596) [420853.52N/0765132.17W |1626 (1C) 250 1880
RW28
2. HOLD-IN-LIEU-OF-PT CEKAN P-5 10. AAO 421303.00N/0763909.00W | 2107 (3E) 1000 |AT893 4000
11. TERRAIN 421303.00N/0763909.00W | 1907 (1900) AS1500 3400
MAP: |Rw28/Rw28 MIXUE 12. TREE (KELMT0848) [420949.63N/0765622.44W [1707 (1A) ASC 4000
X'P'! ':gEgH 73_COMMUNICATION [420830.71N/0770438.84W | 2496 (1A) | 1000 3500
ELEV: |1440/1780 14. TERRAIN 421051.00N/0765909.00W [ 1847 (1800) AS1500 3300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | | 350 1145 15. TREE 420804.91N/0765312.34W [1787 (2C) 300 2100
CATEGORY B 1.5 NM W 450 3 1145 15. TREE 420804.91N/0765312.34W [1787 (2C) 300 2100
CATEGORY C 1.7NM  |S] 450 |2 1165 16. TREE 420740.49N/0765345.98W [1802 (2C) 300 2120
CATEGORY D 23NM S 550 |2 1205 17. TREE 420656.31N/0765348.98W [1842 (2C) 300 2160
CATEGORY E 45NM |*| 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: Nkl
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION MSL)] @M QA
Cuee
CITY AND STATE ELEVATION: 955 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ELMIRA/CORNING, NY AIRPORT NAME: RNAV RNAV (GPS) RWY 28, AMDT 3 AEA
ELMIRA/CORNING RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1, COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ELM APP CON NWS |OTHER: SOURCE:KELM / KPEO
ZNY ASOS DISTANCE: 0 / 29.51
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 24 | BACKUP
x[VHF [xJuHF | |HF  [LOCATION: ADJUSTMENT: 0/73
PRIMARY NAVAID:
4. -
MONITOR MONITO(I';’ ;o:h T:
sTATUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 24 (PCL), 06 (PCL)
5. X  |HIRL 24 (PCL), 06 (PCL)
‘;P:Smit' X |MIRL 10, 28
LIGHTING REIL
TDZ
X C/L 24, 06
X |OTHER (SPECIFY)
PAPI-4L 28, 24 VASI-4L 06
6.RUNWAY  [BASIC
MARKINGS |ALLWEATHER _ PIR-G 24, 06
INSTRUMENT  NPI-G 10, 28
7.RUNWAY |APPROACH 24
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
CHRISTOPHER COX

DATE:
05/02/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
THRESHOLD DISPLACED 402 FT.

VDP NOT ESTABLISHED - OBSTACLES PENETRATE 20:1.
PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

RASS PRESSURE PATTERNS SAME

KELM 955, KPEO 988

RA =72.6.

SEE ATTACHED AIRSPACE LETTER.

TERPS PARA 289 APPLIED TO 1695 AAO 420931N/0764737W

LPV AND LNAV/VNAV NOT DEVELOPED: GQS NOT CLEAR
TREE (36-021913) 420926.78N-0765254.67W 971 (1.29)

VGSI DATA UNKNOWN

ORDER 8260.3, VOLUME 1, "VISUAL PORTION OF FINAL"
PENETRATIONS:

R28 20:1
969 TREE (36-021904) 420925.860 N /0765257.100 W

(8.65)
989 TREE (KELMT0047) 420932.000 N / 0765250.250 W

(2.48)
971 'I;REE (36-021913) 420926.780 N / 0765254.670 W
(1.45

34:1
989 TREE (KELMT0047) 420932.000 N / 0765250.250 W

(926099T?F)lEE (36-021904) 420925.860 N / 0765257.100 W
(91854.-1;’!%EE (36-021915) 420932.080 N / 0765250.200 W
(91741.91'5&EE (36-021913) 420926.780 N / 0765254.670 W
(91928-0P5C))LE (KELMT1207) 420926.300 N / 0765240.880 W
(98;82212REE (KELMT0015) 420932.880 N / 0765246.440 W
(969"?0FZOLE (36-021916) 420927.680 N / 0765239.330 W
(94582430LE (KELMT0006) 420933.750 N / 0765244.950 W
(937-3912REE (KELMT0019) 420925.410 N / 0765247.010 W
(9%;330LE (KELMT1224) 420927.680 N / 0765239.370 W
(936.gql')REE (36-021914) 420929.180 N / 0765251.570 W
SI::).:g)TREE (KELMT12553) 420923.420 N / 0765231.500 W
(S%g?REE (KELMT0028) 420924.760 N / 0765247.920 W
(1:2'%§)TOWER (36-000339) 420914.00 N / 0765049.000 W

.13)
978 TREE (KELMT0014) 420925.770 N / 0765246.270 W

(0.48) Wiy
984 POLE (36-021930) 420933.700 N / 0765243.650 W N o
(0.39) @ % 0
CONT. Cue




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL| ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED AP
APPROACH eV
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ [ [ 350
CATEGORY B 15NM  |af 450 |2
CATEGORY C 1.7NM  |S[ 450 |2
CATEGORY D 23NM | 550 |2
CATEGORYE [ 45NM  |%[ 550 R
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: N F
SECTOR OBSTRUCTION | BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST __[ELEVATION(MSL)] M S® o
CITY AND STATE ELEVATION: 955 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION
ELMIRA/CORNING, NY AIRPORT NAME: RNAV RNAV (GPS) RWY 28, AMDT 3 AEA
ELMIRA/CORNING RGNL
FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA

HOURS REMOTE OPERATION:

SATISFACTORY ON: AlC
VHF [UHF | |[HF  |LOCATION: ADJUSTMENT:
. PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS [CAT1
OPTN:| CAT3
ALS
(S) SALS
MALS
5. HIRL
APPROACH VIRL
& RUNWAY ~EIL
LIGHTING —
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING ON CENTERLINE FT. FROM CENTERLINE
10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.

R10 20:1 (LARGEST FIVE PENETRATIONS LISTED, 71 TOTAL)
115:32 TP}EE (KELMT0710) 420939.860 N / 0765606.030 W
(183.74

115535 :;I;REE (KELMT0675) 420940.530 N / 0765601.640 W

(183.
(11584391TEEE (KELMTO0730) 420940.510 N / 0765608.060 W
1533 TREE (KELMT0694) 420940.570 N / 0765604.060 W

(182.20)
1539 TREE (36-021910) 420939.930 N / 0765606.190 W
(180.14)

100' VEG HEIGHT APPLIED
PROCEDURE DESIGN WAS REQUESTED BY EFPT TO REMAIN THE

SAME AS WHAT IS PUBLISHED (AMDT 1). TAA CHANGE WAS
COORDINATED.

ir
P
@ 2 nn




RADIO FIX AND HOLDING DATA RECORD

NAME: CEKAN STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420937.20N/0763509.84W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:
PAT DIR

1 E

LEG LENGTH HOLDI
E Ml
4 4000

TURN
(LORR) TIME DM
R

RAD/CRS/BRG CRS
INBOUND
101.49 281.49

TYPE
WP

IDENT

CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION
1 200 AAO

ELEVATION
2107

COORDINATES
421303.00N/0763909.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE:
USE TYPE
IAP

IAP

FAC PAT AIRPORTIDENT CITY
1 KELM ELMIRA/CORNING

1 KELM ELMIRA/CORNING

USE TITLE
RNAV (GPS) RWY 10
RNAV (GPS) RWY 28

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

REMOVED FAC 1

ADDED FIX USE

UPDATED LAT/LONG 382.61 FT WEST

ADDED PRECIPITOUS NOTE

UPDATED PAT 1 HOLDING INBOUND FROM 281.44 TO 281.49 MAG
UPDATED PAT 1 OBSTACLE

DEVELOPED BY: DATE: 05/02/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY, ZOB

ATC FACILITY: ELM APP CON

OTHER:

NG ALTITUDES
N MAX

TEMPLATES
MIN MAX

6000 5 5

ACCURACY CODE
3E

STATE
NY (US)
NY (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: FIDON STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420933.71N/0764313.86W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 28 KELM ELMIRA/CORNING NY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

DELETED FAC 1

ADDED FIX USE

UPDATED LAT/LONGS: .84 NM WEST

DEVELOPED BY: DATE: 05/02/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST

ARTCC: ZNY, ZOB
ATC FACILITY: ELM APP CON
OTHER:

AL
M
2
Q Q

Ao

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MIXUE STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420917.01N/0771121.45W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 w WP 281.08 101.08 R 4 4000 6000 5 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 420654.00N/0772515.00W 2143 3E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 10 1 KELM ELMIRA/CORNING NY (US)
IAP RNAV (GPS) RWY 28 1 KELM ELMIRA/CORNING NY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

DELETED FAC 1

ADDED FIX USE

UPDATED LAT LONG: 2065.91 FT EAST

ADDED PRECIPITOUS NOTE

UPDATED PAT 1 INBOUND HEADING FROM 101.06 TO 101.08
UPDATED PAT 1 OBSTACLE

DEVELOPED BY: DATE: 04/30/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST

ARTCC: ZNY, ZOB
ATC FACILITY: ELM APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ZIGAN STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 420931.61N/0764733.46W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 28 KELM ELMIRA NY (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:
DELETED FAC 1

ADDED FIX USE

UPDATE LAT/LONG: 0.84 NM EAST

DEVELOPED BY: DATE: 05/02/2012 OFFICE: AJV-352 NAME: CHRISTOPHER COX
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:

ALy
>

Qf@c\ﬁ’?

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ELMIRA/CORNING STATE: NY
AIRPORT NAME: ELMIRA/CORNING RGNL ID:  KELM
PROCEDURE: RNAV (GPS) RWY 28 AMDT: 3

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000' point 5.20
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 269.40

4. High Terrain in FINAL segment containing 1000’ point 1716

5. Distance from THLD to 1500' point 6.92
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 1.76

7. True Course of FINAL segment containing 1500' point 269.40

8. High Terrain in FINAL segment containing 1500' point 1716

9. Threshold Coordinates (if straight-in) ... 420928.69N / 0765304.20W

10. ARP Coordinates ........................... 420934.80N / 0765331.30W

11. Runway Approach End and distance furthest from ARP ................ RWY 22

Distance 0.68 NM
12. FAF Coordinates ................ccccnv.en. 420933.71N / 0764313.86W

REMARKS: Approach/Drawing attached.
TAA S| ONLY IF: CEKAN (420937.20N/0763509.84W)

THLD IS DISPLACED 402 FT: THLD IS (420928.74N/0765258.86W)




RADIO FIX AND HOLDING DATA RECORD

NAME: CAPOR STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 421437.88N/0763508.77W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES: :
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET
1 CEKAN 359.44 5.00 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
FIX USE: ELMIRA/CORNING REGIONAL, ELMIRA, NY - RNAV (GPS) RWY 28
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/30/2004
REASON FOR REVISION:
LAT/LONG CHANGE
DEVELOPED BY: DATE: 05/01/2003 OFFICE: AVN-110 NAME: LARRY BRANDENBURG
APPROVED BY: DATE: OFFICE: AVN-110 NAME: TERRY DEPLOIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: NYC
ARTCC: ZNY, ZOB
ATC FACILITY:

OTHER: ELM APP CON

FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: INALE STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 420437.67N/0763500.88W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE
BRG BRG
1 CEKAN 179.44 5.00
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

FIX USE: ELMIRA/CORNING REGIONAL, ELMIRA, NY - RNAV (GPS) RWY 28
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/30/2004

REASON FOR REVISION:

DME DIST FROM FAC

FEET

LAT/LONG CHANGE
DEVELOPED BY: DATE: 05/01/2003 OFFICE: AVN-110 NAME: LARRY BRANDENBURG
APPROVED BY: DATE: OFFICE: AVN-110 NAME: TERRY DEPLOIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: NYC
ARTCC: ZNY, ZOB
ATC FACILITY:

OTHER: ELM APP CON

MRA MAA
17500

FAA FORM 8260-2 / AUG 2009
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