US DEPARTMENT OF TRANSPORTATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
P ALP NDB 352,03 16.01 2000 LOC: 6.76 MILES AFTER ALP NDB OR AT ULW 7.77 DME FIX
THINK INT ALP NDB 100.69 / 23.02 4000 I __ _____ —
CLIMB TO 4000 DIRECT ULW VOR/DME AND HOLD, CONTINUE
ULW VOR/DME ALP NDB 065.22 / 14.51 4000 CLIMB-IN-HOLD TO 4000, OR AS DIRECTED BY ATC.
CFB VORTAC (IAF) IREKE INT/ULW 21.75 DME 303.15/24.32 3600 AI.IEBNAJ&E.M& CLIMB TO 3000 THEN CLIMBING RIGHT TURN TO
(NOPT) 4000 DIRECT ALP NDB AND HOLD (ADF REQUIRED).
ITH VOR/DME (IAF) ;ﬁ%’;% INT/ULW 21.75 DME 226.54/13.37 3600
ADDITIONAL FLIGHT DATA:
::'\I’:EKE INT/ULW 21.75 DME ALP NDB/ULW 14.51 DME 242.40 / 7.24 (1-ELM) 3200 HOLD SW, RT, 065.00 INBOUND.
CHART IN PLANVIEW: ALTERNATE MA HOLDING, HOLD NE
ALP NDB, RT, 242.40 INBOUND.
CHART FAS OBST: 1348 TREES 421137N/0765103W
1719 AAO 421450N/0764644W
CHART IN PLANVIEW: ALP NDB.
1.PT_L SIDE OF COURSE062.40 OUTBOUND 3600 FT WITHIN 10 MILES OF ALP NDB (IAF) ~*DME FROM ULW VOR/DME.
2, - - -
3. FAC: 24240 FAF: ALP NDB DISTFAFTOMAP: 676 THLD: 6.76
4. MIN. ALT: IREKE 3600, ALP NDB 3200, ERINN/ULW 11.06 DME 2040"
5. DIST TO THLD FROM OM: - MM: - IM: - 150HAT: - 100 HAT: GSANT: 1088
6. MIN GS INCPT: 3200 GS ALT AT: ALP NDB 3200 OM: . MM: . M .
7. GS ANGLE: 3.00 TCH: 52.7
8. MSA FROM: ALP NDB 3800 MAG VAR: 12w EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | JiLs:# LOC: @
CATEGORY =====> A B c D E
DH/MDA VIS |HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA VIS | HAT/HAA | DH/IMDA VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
SILS 24 # 1154 2400 200 1154 2400 200 1154 2400 200 1154 2400 200
S-ILS 24 1345 4500 391 1345 4500 391 1345 4500 391 1345 4500 391
S-LOC 24 2040 4000 1086 2040 5500 1086 2040 2112 1086 2040 2112 1086
CIRCLING 2100 11/4 1145 2100 11/2 1145 2120 3 1165 2160 3 1205
ERINN FIX MINIMUMS**
S-LOC 24 1600 2400 646 1600 2400 646 1600 13/8 646 1600 13/8 646
CIRCLING 2100 11/4 1145 2100 1172 1145 2120 3 1165 2160 3 1205
NOTES:
CHART NOTE: #MISSED APPROACH REQUIRES A MINIMUM CLIMB OF 260 FEET PER NM TO 2300. :@ ﬁﬁ%g; fg%f\,‘_cxg ETL ?gﬁb C;AIV% |_3£ng oI
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE S-ILS 24 ALL CATS VISIBILITY TO 1 1/4. - b
CHART NOTE: CIRCLING TO RWY 10 AND 28 NA AT NIGHT. # @ NA WHEN CONTROL TOWER CLOSED. N
CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CFB VORTAC ON V252 SOUTHEAST BOUND. 2 n
(SEE FORM 8260-10) (A T
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP: -
ELMIRA/CORNING, NY AIRPORT NAME: |DEN'Té|;-'-|ER; ILS OR LOC RWY 24, AMDT 19 AMDT: 18B
ELMIRA/CORNING RGNL DATED  08/30/2007

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OFg PAGES



ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[x] ves [ ] no SEE CHANGES ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

[x] ] X7 [X] [X] [X] [X]  2NY,ELMAPP CON, ELM ATCT, AMGR

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: FIFO DATE:
PETER R. GUIMOND AJV-352 05/07/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352

CHANGES: LOC: 420906.71N / 0765422.28W, GS: 420957.29N / 0765305.66W, 3RD PARTY SURVEY

1. AMENDED TDZE 955 TO THRE 954.
2. AMENDED PRIMARYOMISSED APPROACH TO CLIMB TO 4000 DIRECT ULW VOR/DME AND HOLD, CONTINUE CLIMB-IN-HOLD TO 4000 FROM CLIMB TO 4000 VIA ULW R-068 TO
ULW VOR/DME AND HOLD.
3. AMENDED ALTERNATE MISSED APPROACH TO CLIMB TO 3000 THEN RIGHT CLIMBING TURN TO 4000 DIRECT ALP NDB AND HOLD (ADF REQUIRED) FROM CLIMB TO 2500 THEN
RIGHT CLIMBING TURN TO 3600 DIRECT ALB NDB AND HOLD, NE, RT, 242.39 INBOUND.
4. AMENDED PLANVIEW NOTE TO ADF OR DME OR RADAR REQUIRED FROM ADF OR DME REQUIRED.
5. ADDED PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT CFB VORTAC ON V252 SOUTHEAST BOUND.
6. ADDED PENN YAN AS A BACK-UP ALTIMETER SOURCE AND ADDED ASSOCIATED BACK-UP ALTIMETER AND PROFILE VIEW NOTES.
7. AMENDED COURSE/DISTANCE ON SAYRE TO ALP NDB FEEDER TO 352.03/16.01 FROM 352.06/16.00.
8. AMENDED COURSE ON THINK TO ALP NDB FEEDER TO 100.69 FROM 100.70.
9. REPLACED RODKE (IF) WITH IREKE (IF) AND AMENDED COURSES/DISTANCES FROM CFB VORTAC (IAF) AND ITH VOR/DME (IAF).
10. AMENDED GLIDESLOPE INTERCEPT ALTITUDE TO 3200 FROM 3300.
11. AMENDED FINAL APPROACH COURSE TO 242.40 FROM 242.39.
12. AMENDED PROCEDURE TURN OUTBOUND COURSE TO 062.40 FROM 062.39.
13. AMENDED DIST FAF TO MAP AND FAF TO THLD TO 6.76 FROM 6.79.
é4. AMENDED GS ALT AT ALP NDB TO 3199 FROM 3215.
EE 8260-10

REASONS:

1. IAW CURRENT DOCUMENTATION POLICY.
2. SIMPLIFY MISSED APPROACH PROCEDURE. POSITIVE COURSE GUIDANCE DOES NOT HELP MINIMIZE MISSED APPROACH PENETRATION.
3. NEW OBSTACLE STUDY. DETAILED HOLDING NO LONGER REQUIRED, ALTERNATE MISSED HOLDING WILL BE DEPICTED IN PLANVIEW.
4. ELM APPROACH CONTROL CAN PROVIDE VECTOR SERVICE WHEN OPEN.
5. TURN EXCEEDS 120 DEGREES.
6. EASTERN FPT REQUEST.
7. COMPUTED FROM NEW POSITIONS OF SAYRE AND ALP NDB.
8. COMPUTED FROM NEW POSITIONS OF THINK AND ALB NDB.
9. INCREASES INTERMEDIATE SEGMENT TO AT LEAST 6 NM IAW TERPS PARA 242 TO SUPPORT S-LOC 24 MINIMUMS.
10. ALTITUDE PUTS PFAF AND LOCALIZER FAF AS CLOSE AS POSSIBLE FOR OPTIMUM DESCENT ANGLE.
11. COMPUTED FROM EXTENDED THRESHOLD LOCATION.
12. RECIPROCAL OF NEW FINAL APPROACH COURSE.
13. COMPUTED FROM EXTENDED RUNWAY THRESHOLD.
184éECgMPl{(I)'ED USING PENDING AVNIS DATA FOR RWY THRESHOLD AND NEW GLIDESLOPE TCH.
260-




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART PLANVIEW NOTE: ADF OR DME OR RADAR REQUIRED.

A/C/D VISIBILITY 1/2 MILE AND ERINN FIX MINIMUMS S-LOC 24 CATS C/D VISIBILITY 1/4 MILE;
INOPERATIVE TABLE DOES NOT APPLY TO S-LOC 24 CATS A/C/D.
*LOC ONLY

*2120 WHEN USING PENN YAN ALTIMETER SETTING.

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE PENN YAN ALTIMETER SETTING: INCREASE
S-ILS 24 DA TO 1418 AND ALL CATS VISIBILITY 1/4 MILE; INCREASE ALL MDA 80 FEET AND S-LOC 24 CATS

&N/ ' A
2
%cé‘?
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  [syp:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 — ppe
I-ELM AMDT:
ELMIRA/CORNING RGNL DATED: 08/30/2007

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OFg PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

- o 0o O 0O [

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:

FIFO

DATE:

APPROVED BY

NAME:

FIFO

DATE:

CHANGES:

CHANGES CONT.
15. AMENDED PROCEDURE TCH TO 52.7 FROM 55.0.

16. AMENDED MISSED APPROACH FIX TO 6.76 MILES AFTER ALP NDB OR ULW 7.77 DME FROM 6.79 MILES AFTER ALP NDB OR ULW 7.73 DME.

17. MOVED ERINN STEPDOWN FiX 0.29 NM SOUTHWEST. AMENDED ULW DME VALUE TO 11.06 FROM 11.33.
18. AMENDED ALP NDB MSA FROM TWO SECTOR TO ONE SECTOR.

19. INCREASED S-ILS 24 TO 1345 DA/391 HATH FROM 1205 DA/250 HAT. INCREASED VISIBILITY FROM 2400 TO 4500.

20. AMENDED S-LOC 24 TO 1086 HATH FROM 1085 HAT AND ERINN FIX MINIMUMS TO 646 HATH FROM 645 HAT.

21. ADDED S-ILS RWY 24 LINE OF MINIMUMS WITH 200 HATH AND 2400 VISIBILITY FOR AIRCRAFT CAPABLE OF A 260 FOOT PER NM CLIMB GRADIENT.

22. AMENDED CAT A CIRCLING MDA/HAA TO 2100/1145 FROM 2060/1105.

23. AMENDED CAT B CIRCLING MDA/HAA TO 2100/1145 FROM 2120/1165.

24. AMENDED CAT C CIRCLING MDA/HAA TO 2120/1165 FROM TO 2140/118S5.

25. AMENDED CAT D CIRCLING MDA/HAA TO 2160/1205 FROM 2140/1185.

26. AMENDED CAT D ALTERNATE MINIMUMS TO 1300-3 FROM 1200-3.

27. ADDED NOTE: NA WHEN LOCAL WEATHER NOT AVAILABLE TO ALTERNATE MINIMUMS.
28. ADDED NOTE: CIRCLING RWY 10 AND 28 NA AT NIGHT.

REASONS:

REASONS CONT.

15. PENDING AVNIS VALUE.

16. COMPUTED FROM EXTENDED RUNWAY THRESHOLD.

17. POSITIONED TO PROVIDE STABILIZED DESCENT.

18. UNABLE TO PROVIDE 300 FOOT BENEFIT WITH MULTIPLE SECTORS.

19. MISSED APPROACH PENETRATION WHEN APPLYING AAO IAW TERPS PARA 274.
20. COMPUTED FROM THRE VICE TDZE IAW CURRENT DOCUMENTATION POLICY.
21. ALLOWS AIRCRAFT CAPABLE OF A 260 FOOT PER NM CLIMB IMPROVED MINIMUMS.
22. NEW OBSTACLE STUDY.

23. NEW OBSTACLE STUDY.

24. NEW OBSTACLE STUDY.

25. NEW OBSTACLE STUDY.

26. CAT D CIRCLING MDA WAS INCREASED.

27. IAW CURRENT DOCUMENTATION POLICY.

28. TERPS PARA 251, UNLIT 20:1 PENETRATIONS.

WHITEOUT CORRECTIONS

1. MOVED OVERFLOW MINIMUMS FROM THE 8260-10 TO PAGE 1 OF THE 8260-3.

2. REORDERED NOTES IN MORE LOGICAL ARRANGEMENT. DELETED UNNEEDED LINE BREAKS.
3. CHANGES LISTED ON BACK OF PAGE 2 EDITED TO APPEAR AS SEPARATE LINES.

4. ADDED RASS ADJUSTMENT TO BLOCK 3 OF DASH 9 FOR KPEO.

5. ADDED GS ALT AT ALP NDB 3200 TO LINE 6. FORMATTED ALL INSTANCES OF ALPINE NDB TO READ ALP NDB.

6. REMOVED THE WORD STANDARD FROM ILS AND LOC ALTERNATE MINIMUMS.
7. MOVED WHITEOUT OVERFLOW TO BACK OF PAGE 2 SO PAGE 3 CAN BE DELETED. RENUMBERED PAGES.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—— ILS STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1

2

3 4

7

8 9 0 1 2 3

NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123455789012345678901234567890123456789012

K6011220VTL. N42092695W076081130 N42092695W076081130W0100015831 NARBINGHAMTON
SUSAD ITH K6011180VDL N42294209W076273602 N42294209W076273602W0100011021 NARITHACA
SUSAD ULW K6010965VDL N42053896W077012930 N42053916W077012853W0120016321 NARELMIRA
1 2 3 4 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT IREKE K60 c N42185684W076381988 w0120 NAR IREKE
SUSAEAENRT SAYRE K60 R L N41591601W076383074 w0119 NAR SAYRE
SUSAEAENRT THINK K60 R L N42134344W077164920 Wolle NAR THINK
1 2 3 4 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

1800018000C MNAR ELMIRA/CORNING RGNL

SUSAP KELMK6AELM

080YHN42093480W076533130W012000955

1

2

3 4

5

7

8 9 o 1 2 3

TRM WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6CFFR24 K60

N N42142040W076455179

w0119 NAR ALPINE NDB

1

2

3 4

5

7

8 9 0 1 2 3

SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6FI24

ACFB 010CFB KX6D 0V A FC CFB K6 0000000030320223D + 03600 18000 0 NS
SUSAP KELMK6FI24 ACFB O020IREKEK6EAOEE B CF IELMK6 0624015430320020PI + 03600 0 NS
SUSAP KELMK6FI24 AITH Cl0ITH KX6éD 0V A FC ITH K6 0000000022650114D + 03600 18000 0 NS
SUSAP KELMK6FI24 AITH C20IREKEK6EAOEE B CF IELMK6 0624015422650020PI + 03600 0 NS
SUSAP KELMK6FI24 ASAYRE 010SAYREKGEAQE IF 18000 0 NS
SUSAP KELMK6FI24 ASAYRE 020ALP K6PNON TF + 04000 0 NS
SUSAP KELMK6FI24 ASAYRE 030ALP K6PNONE AR PI IELMKé 0625008201740100PTI + 03600 0 NS
SUSAP KELMK6FI24 ATHINK O010THINKKGEAOE IF 18000 0 NS
SUSAP KELMK6FI24 ATHINK 020ALP K6PNON TF + 04000 0 NS
SUSAP KELMK6FI24 ATHINK 030ALP K6PNONE AR PI IELMK6 0625008201740100PT + 03600 0 NS
SUSAP KELMK6FI24 AULW 010ULW X6D 0V IF 18000 0 NS
SUSAP KELMK6FI24 AULW 020ALP X6PNON TF + 04000 0 NS
SUSAP KELMK6FI24 AULW 030ALP K6PNONE AR PI IELMKé 0625008201740100PI + 03600 0 NS P‘LI])’
SUSAP KELMK6FI24 I 010IREKEK6EAQE I IF IELMK6 06240154 PI J 036000320018000 0 NS J
SUSAP KELMK6FI24 I 020FFR24K6PCOE F CF IELMK6 0624008224200072PI H 0320003200 -300ALP K6PNO NS o] 1 )
SUSAP KELMK6FI24 I 030RW24 K6PGOGY M CF IELMKS6 0624001424200068PI 01007 -300 0 NS #v
SUSAP KELMK6FI24 I 040ULW X6D OVYM DF + 04000 0 NS OHEC
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 .
ELMIRA/CORNING RGNL AMDT: 188
ELM DATED:  08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated)

Page 3 of 8’ Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0 O 0O 04

AOPA

1]

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
ILS STANDARD INSTRUMENT APPROACH PROCEDURE Cerings are i foekabove arpotsevaton, Disances ar in nauicalmies uless oharwe.
FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.
SUSAP KELMK6FI24 I O50ULW KeéD OVE R HM 0650T010 + 04000 0 NS
1 2 3 4 5 6 7 8 S 0 1 2 3

RUNWAY

123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KELMK6GRW24 0080012424 N42100212W076525228-0100 +0257900954020253151TIIELM1

1 2 3 4 5 6 7 8 9 o} 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAP KELMK6IIELM1 010910RW24 N42090671W0765422282424N42095729W0765305661000 10880466300W01205300946
1 2 3 4 5 6 7 8 9 0 1 2 3
Msa 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6SALP K6PN 0 18018003825 M
1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAPNKELMKé ALP K6002450H MW N42141931W076455058 w0120 NARALPINE
F A0
hY ¥
£
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 T
ELMIRA/CORNING RGNL AMDT: 18B
I-ELM DATED: 08/30/2007

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page Ll of 8’ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O 04

AOPA NBAA OTHER (specify)

] Ol

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CFB CFB 010 IAF FC FB 303.2¢() 022.3 AA 03600
CFB IREKE 020 CF FB 303.2¢() 002.0 AA 03600
ITH ITH 010 IAF FC FB 226.5¢() 011.4 AA 03600
ITH IREKE 020 CF FB 226.5() 002.0 AA 03600
SAYRE SAYRE 010 IF FB
SAYRE ALP 020 TF FB AA 04000
SAYRE ALP 030 IAF PI R FB 017.4() 010.0 AA 03600
THINK THINK 01c¢ IF FB
THINK ALP 020 TF FB AA 04000
THINK ALP 030 IAF PI R FB 017.4() 010.0 AA 03600
ULW ULW 01ce IF FB
ULW ALP 020 TF FB AA 04000
ULW ALP 030 IAF PI R FB 017.4() 010.0 AA 03600
IREKE 010 FACF IF FB AA 03600 GI 03200
FFR24 020 FAF CF FB 242.0() 007.2 GI 03200 GS 03200
RW24 03¢0 MAP CF FO 242.0() 006.8 AT 01007
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ULW 040 DF FO AA 04000
ULW oS0 HM R FO 065.0() T01l.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CFB N420926.95 W0760811.30 N4209.449 W07608.188
ITH N422942.09 W0762736.02 N4229.702 W07627.600
ULW N420538.96 W0770129.30 N4205.649 W07701.488
IREKE N421856.84 W0763819.88 N4218.947 W07638.331
SAYRE N415916.01 W0763830.74 N4159.267 W07638.512
THINK N421343.44 W0771649.20 N4213.724 W07716.820
FFR24 N421420.40 W0764551.79 N4214.340 W07645.863
RW24 N421002.12 W0765252.28 N4210.035 W07652.871
IELM (LOC) N420906.71 W0765422.28 N4209.112 W07654.371
ALP N421419.31 W0764550.58 N4214.322 W07645.843
RUNWAY DATA THRESHOLD P~L” )
RWY ELEVATION TCH )
@ \ ¢
RW24 00954 53 &
Oppe e
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 y
ELMIRA/CORNING RGNL AMDT: 188
-ELM DATED:  08/30/2007
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page S of 8’ Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O 0O 0O 0O O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
LOC STANDARD INSTRUMENT APPROACH PROCEDURE

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

1 2 3 4 5 6 7 8 9 o] 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD CFB K6011220VTL N42092695W076081130 N42092695W076081130W0100015831 NARBINGHAMTON
SUSAD ITH K6011180VDL N42294209W076273602 N42294209W076273602W0100011021 NARITHACA
SUSAD ULW K6010965VDL N42053896W077012930 N42053916W077012853W0120016321 NARELMIRA
1 2 3 4 5 6 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ERINN K60 C N42120833W076492701 w0118 NAR ERINN
SUSAEAENRT IREKE K60 C N42185684W076381988 W0120 NAR IREKE
SUSAEAENRT SAYRE K60 R L N41591601W076383074 w0119 NAR SAYRE
SUSAEAENRT THINK K60 R L N42134344W077164920 W0lle NAR THINK
1 2 3 4 5 € 7 8 9 o] 1 2 3
AIRPORT 12345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901¢345678901234567890123456789012
SUSAP KELMK6AELM 0 080YHN42093480W076533130W012000955 1800018000C MNAR ELMIRA/CORNING RGNL
1 2 3 4 5 € 7 8 9 0 1 2 3
123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6CFFR24 K60 N N42142040W076455179 W0l1l9 NAR ALPINE NDB
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6FL24 ACFB 0O10CFB KéD OV A FC CFB K6 0000000030320223D + 03600 18000 0 NS
SUSAP KELMK6FL24 ACFB 020IREKEK6EAQEE B CF IELMK6 0624015430320020PI + 03600 0 NS
SUSAP KELMK6FL24 AITH 010ITH K6D OV A FC ITH Ké 0000000022650114D + 03600 18000 0 NS
SUSAP KELMK6FL24 AITH 020IREKEK6EAQOEE B CF IELMK6é 0624015422650020PI + 03600 0 NS
SUSAP KELMK6FL24 ASAYRE 010SAYREK6EAOE IF 18000 0 NS
SUSAP KELMK6FL24 ASAYRE 020ALP K6PNON TF + 04000 0 NS
SUSAP KELMK6FL24 ASAYRE 030ALP K6PNONE AR PI IELMKS6 0625008201740100PI + 03600 0 Ns
SUSAP KELMK6FL24 ATHINK 010THINKK6EAOE IF 18000 0 NS
SUSAP KELMK6FL24 ATHINK 020ALP K6PNON TF + 04000 0 NS
SUSAP KELMK6FL24 ATHINK O30ALP K6PNONE AR PI IELMK6 0625008201740100PI + 03600 0 NS
SUSAP KELMK6FL24 AULW 010ULW KéD 0V IF 18000 0 NS
SUSAP KELMK6FL24 AULW 020ALP K6PNON TF + 04000 0 NS
SUSAP KELMK6FL24 AULW 030ALP K6PNONE AR PI IELMK6 0625008201740100PI + 03600 0 NS
SUSAP KELMK6FL24 L 010IREKEK6EAOE I IF IELMK6 06240154 PI + 03600 18000 0 NS . L[I
SUSAP KELMK6FL24 L 020FFR24K6PCOE F CF IELMK6 0624008224200072PI + 03200 ALP K6PNO NS R e
SUSAP KELMK6FL24 L 021ERINNK6EAQE S CF IELMK6 0624004724200035PI + 02040 -306 0 NS Y A
L
&
AT
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 -
ELMIRA/CORNING RGNL AMDT: 188
-ELM DATED: . 08/30/2007
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

O O O O 0O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—— LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

SUSAP KELMK6FL24 L 030RW24 K6PGOGY M CF IELMK6 0624001424200033PI 01007 -306 0 NS
SUSAP KELMK6FL24 L 040ULW K6D 0VYM DF + 04000 0 NS
SUSAP KELMK6FL24 L C50ULW K6D OVE R HM 0650T010 + 04000 0 NS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6GRW24 0080012424 N42100212W076525228-0100 +0257900954020253151IIELM1L
1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6IIELM1 010910RW24 N42090671W0765422282424N42095729W0765305661000 10880466300W01205300946
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KELMK6SALP K6PN c 18018003825 M
1 2 3 4 5 6 7 8 9 ¢} 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAPNKELMK6 ALP K6002450H MW N42141931W076455058

g
oA 5
AT e
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: [gup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 .
ELMIRA/CORNING RGNL AMDT: 188
I-ELM DATED:  08/30/2007
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 7 of g Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

a0 O 0O O 0O O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

—  LOC STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES

TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CFB CFB 010 IAF FC FB 303.2() 022.3 AA 03600
CFB IREKE 020 CF FB 303.2() 002.0 AA 03600
ITH ITH 010 IAF FC FB 226.5() 011.4 AA 03600
ITH IREKE 020 CF FB 226.5() 002.0 AA 03600
SAYRE SAYRE 010 IF FB
SAYRE ALP 020 TF FB AA 04000
SAYRE ALP 030 IAF PI R FB 017.4() 010.0 AA 03600
THINK THINK 010 IF FB
THINK ALP 020 TF FB AA 04000
THINK ALP 030 IAF PI R FB 017.4¢() 010.0 AA 03600
ULwW ULW 010 IF FB
ULW ALP 020 TF FB AA 04000
ULW ALP 030 IAF PI R FB 017.4() 010.¢C AA 03600
IREKE 010 FACF IF FB AA 03600
FFR24 020 FAF CF FB 242.0() 007.2 AA 03200
ERINN 021 SDF CF FB 242.0() 003.5 AA 02040
RW24 030 MAP CF FO 242.0() 003.3 AT 01007
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ULW 040 DF FO AA 04000
ULW 0S¢ HM R FO 065.0() T01.0 AA 04000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CFB N420926.95 W0760811.30 N4209.449 W07608.188
ITH N422942.09 W0762736.02 N4229.702 W07627.600
ULW N420538.96 W0770129.30 N4205.649 W07701.488
ERINN N421208.33 W0764927.01 N4212.139 W07649.450
IREKE N421856.84 W0763819.88 N4218.947 W07638.331
SAYRE N415916.01 W0763830.74 N4159.267 wW07638.512
THINK N421343 .44 W0771649.20 N4213.724 W07716.820
FFR24 N421420.40 W0764551.79 N4214.340 W07645.863
RW24 N421002.12 W0765252.28 N4210.035 W07652.871
IELM (LOC) N420906.71 W0765422.28 N4209.112 W07654.371
ALP N421419.31 W0764550.58 N4214.322 W07645.843
RUNWAY DATA THRESHOLD w7
RWY ELEVATION TCH X
T A ff
RW24 00954 53 Moy
g™
CITY AND STATE ELEVATION: 955 THRE: 954 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ELMIRA/CORNING, NY AIRPORT NAME: IDENTIFIER: ILS OR LOC RWY 24, AMDT 19 y
ELMIRA/CORNING RGNL AMDT: 188
I-ELM DATED:  08/30/2007
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page g’ of ¢ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

b O O @O

AOPA

[

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV.MSL ROC | ALT ADJUSTMENTS MIN. ALT.
FEEDER SAYRE INT ALP NDB 1. TERR+TREES 415803.00N/0763948.00W | 2020 (4E) 2000 |[MT-20 4000
2. TERRAIN 421433.00N/0764206.00W |1917 (1900) AS1500 3400
FEEDER THINK INT ALP NDB 3. TERR+TREES 421636.00N/0765939.00W | 2167 (4E) 2000 [MT-167 4000
4. TERRAIN 421636.00N/0765939.00W | 2067 (2100) AS1500 3600
FEEDER ULW VOR/DME ALP NDB 5. TERR+TREES 421116.90N/0765852.95W [ 2009 (2C) 2000 |MT-9 4000
6. TERRAIN 421116.90N/0765852.95W | 1909 (1900) AS1500 3400
INITIAL CFB VORTAC IREKE INT/ULW 7. AAO 422215.00N/0764018.00W | 2277 (4E) 1000 3300
21.75 DME 8. TERRAIN 422215.00N/0764018.00W | 2077 (2100) AS1500 3600
INITIAL ITH VOR/DME IREKE INT/ULW 43 AAD 422309.00N/0764009.00W [2343 (4E) | 1000 3400
21.75 DME 10. TERRAIN 422309.00N/0764009.00W | 2143 (2100) AS1500 3600
INTERMEDIATE IREKE INT/ULW ALP NDB/ULW 11. AAO 422306.00N/0764006.00W | 2330 (4E) 500 |Ac9s AT272 3200
21.75 DME 14.51 DME 12. TERRAIN 422100.00N/0764039.00W [2041 (2000) AS1000 3000
INTERMEDIATE: PT 10 NM ALP NDB/ULW 13. AAO 421612.00N/0763918.00W | 2241 (4E) 500 |AC98 AT361 3200
14.51 DME 12. TERRAIN 421612.00N/0763918.00W | 2041 (2000) AS1000 3000
2. PROCEDURE TURN ALP NDB 10 NM 9. AAO 422309.00N/0764009.00W | 2343 (4E) 1000 3400
10. TERRAIN 422309.00N/0764009.00W | 2143 (2100) AS1500 3600
MAP: |DA/DA/6.76 ULW VOR/DME 16. AAO 420618.10N/0765638.85W | 1996 (2C) ASC 4000
i'PthcS),EgH MILES AFTER ALP 16. AAO 420618.10N/0765638.85W [ 1996 (2C) | 1000 3000
ELEV: |988/1095/1350 17. TERRAIN 420618.10N/0765638.85W | 1796 (1800) AS1500 3300
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. '
CATEGORY A 1.3 NM 1350 1145/ 1145 20. TREES 420804.91N/0765312.34W [1787 (2C) 300 2100/ 2100
CATEGORY B 1.5 NM Wi 450 I 1145/ 1145 20. TREES 420804.91N/0765312.34W |1787 (2C) 300 2100/ 2100
CATEGORY C 1.7NM  |S] 450 |2 1165/ 1165 21. TREES 420740.49N/0765345.98W [1802 (2C) 300 2120/ 2120
CATEGORY D 23NM  |Z 550 |2 1205 / 1205 22, TREES 420656.31N/0765348.98W [1842 (2C) 300 2160/ 2160
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: ALP NDB WAL/
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M @A _ T
360-360 WMILL (42-020456) 199/ 28.7 2781 (5E) 3800 o A
ETE
CITY AND STATE ELEVATION: 955 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ELMIRA/CORNING, NY AIRPORT NAME: I-ELM ILS OR LOC RWY 24, AMDT 19 AEA
ELMIRA/CORNING RGNL

FAA Form 8260 - 9 / April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ELM APP CON NWS |OTHER: SOURCE:KELM/ KPEO
ZNY ARTCC ASOS DISTANCE: 0/29.51
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
x|[VHF [ xJuHF [ [HF LOCATION: ADJUSTMENT: 0/ 72.85
PRIMARY NAVAID: I|-ELM
4. MONITOR POINT: __ELM ATCT
MONITOR
STATUS | HRS |CAT1 TOWER OPEN% %SEE AFD FOR OPERATING HOURS
OPTN:| CAT 3 TOWER CLOSED%
ALS
(S) SALS
X  |MALSR 24 (PCL), 06 (PCL)
5. X |HIRL 24 (PCL), 06 (PCL)
APPROACHI™ "y " |mIRL 10, 28
& RUNWAY L
LIGHTING
TDZ
X C/L 24, 06
X |OTHER (SPECIFY)
PAPI-4L 28, 24 VASI-4L 06
6. RUNWAY  |BASIC
MARKINGS ALLWEATHER PpIR-G 24, 06
INSTRUMENT  NPI-G 10, 28
7.RUNWAY |APPROACH 24
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:954.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 949.9
1088 THRESHOLD CROSSING HEIGHT:52.7
9. FINALAPPROACH X |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

PETER R. GUIMOND

DATE:
05/07/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - FINAL FACILITY DOES NOT HAVE DME.

THRESHOLD DISPLACED 202.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

TERPS PARAGRAPH 289 APPLIED TO 1719 AAO
421450N/0764644W

SEE ATTACHED AIRSPACE LETTER.
100 FOOT TREES USED PER EASTERN FPT.

ILS AND LOC INTERMEDIATE SEGMENTS HAVE SAME CONTROLLING
OBSTACLES.

987 MSL TREE (36-021977) AND 966 MSL MALSR LIGHT
SUPPORT (KELMT4049) ARE BEING REMOVED IN CONJUNCTION
WITH THE RUNWAY EXTENSION PROJECT PER EASTERN FPT.

ALP NDB RETAINED AS LOCALIZER FAF PER USER AND EASTERN
FPT REQUEST.

SECONDARY ROC REDUCTION NOT REQUIRED TO ACHIEVE
GLIDESLOPE INTERCEPT ALTITUDE IN INTERMEDIATE SEGMENT,
FULL ROC APPLIED TO OBSTACLE #11.

SECONDARY ROC REDUCTION NOT REQUIRED TO RETAIN
PUBLISHED 1600 MSL MDA IN LOC STEPDOWN SEGMENT, FULL
ROC APPLIED TO OBSTACLE #15.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(EASTERN FPT NOTIFIED 4/23/12)
20:1 PENETRATIONS:
RWY 28
989 TREE (KELMT0047) 420932.00N/0765254.67W (2.48)
SRWREE (36-021913) 420926.78N/0765254.67W (1.45)

10
TOO NUMEROUS TO DOCUMENT ON THIS FORM (71
PENETRATIONS), SEE FILE CHECKED IN TO PTS FOR LIST OF
OBSTACLES.

RASS (PRESSURE PATTERNS ARE THE SAME):

KELM 954.5, KPEO 990.0

RA =72.85

RASS ROUNDED UP TO 73 FEET FOR ALL DA AND 80 FEET FOR
ALL MDA AND PUBLISHED AS A NOTE.

XP110-RETAIN PUBLISHED 2040 MSL MDA

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

16. AAO 420618.10N/0765638.85W 1996 (2C) ASC 4000

‘:goTO;IgE‘;! (36-000078) 420622.00N/0765216.00W 2549 (4D)
0

:1; gb'(l,'ERRAIN 421542.00N/0765936.00W 2044 (2000) AS1500

) P‘L/f
9,5 ya

Q
e




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU roc ALT. ADJUSTMENTS MIN. ALT.
FINAL: ILS GS INTCP RW24 ASC 1154/200
FINAL: ILS GS INTCP RW24 ASC |MA191 1345/391
FINAL: LOC ALP NDB ERINN/ULW 11.06 |14. AAO 421302.60N/0764715.50W | 1569 (2C) 250 |XL38 XP110 RA73 2040
DME
FINAL: LOC STEPDOWN ERINN/ULW 11.06 6.76 MILES AFTER |15. TREES (36-021982) |421136.57N/0765103.27W |1348 (1A) 250 1600
DME ALP NDB OR AT
ULW 7.77 DME
FIX
MAP:
3. MISSED P
APPROACH Ev
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM | T 350
CATEGORY B 15NM |l 450 |2
CATEGORY C 17NM  |S[ 450 |2
CATEGORY D 23NM |G 550 |2
CATEGORY E 45NM |*[ 550 o
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: 3y
SECTOR OBSTRUCTION BRG/DIST  [ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) ‘IV‘| SA -
\'%7‘::\5‘3'"
CITY AND STATE ELEVATION: 955 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ELMIRA/CORNING, NY AIRPORT NAME: -ELM ILS OR LOC RWY 24, AMDT 19 AEA
ELMIRA/CORNING RGNL
FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 2 OF 2 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AIC
[VHF [UHF | HF LOCATION: ADJUSTMENT:
) PRIMARY NAVAID:
MONITOR |-MONITOR POINT:
STATUS | HRS | CATH
OPTN:| CAT3
ALS
(S) SALS
[MALS
5. [HIRL
b I
REIL
LIGHTING —
C/LINE
OTHER (SPECIFY)
6. RUNWAY  [BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7. RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINAL APPROACH RUNWAY THRESHOLD FT. FROM THRESHOLD

COURSE AIMING

ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:




RADIO FIX AND HOLDING DATA RECORD

NAME: ALPINE NDB STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 421420.40N/0764551.79W TYPE: DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 ALPINE ALP NDB MH 17500

2 ELMIRA I-ELM LOC 062.40 050.40 820 49850 3200 5400

3 ELMIRA uLw VOR/DME L 14.51 14.51 3200 5400

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 NE ALP NDB 062.40 242.40 R 1 4000 6000 4 5

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 422215.00N/0764018.00W 2277 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM THE ALPINE NDB.
ACTUAL FACILITY LOCATION IS 421419.31N/0764550.58W.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP ELMIRA KELM ELMIRA NY (US)
IAP . ILS OR LOC RWY 24 (ALTMA) 1,2,3 1 KELM ELMIRA NY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSO.RY REPORTING POINT: NO
RECORD REVISION NUMBER: 5§ DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. MOVED FIX 135 FEET SOUTHWEST TO EXTENDED RWY CENTERLINE.

2. ADDED DME TO FIX TYPE

3. ADDED FAC 2 AND FAC 3.

4. UPDATED PAT 1 INBOUND COURSE FROM 242.70 TO 242.40.

5. INCREASED PAT 1 MIN HOLDING ALTITUDE FROM 3600 TO 4000.

6. UPDATED PAT 1 CONTROLLING OBSTACLE FROM 2343 MSL AAO TO 2277 MSL AAOQ.
7. ADDED REMARK: COORDINATES REFLECT LOCATION ON LOC/AZ CENTERLINE ABEAM ALPINE NDB.
8. ADDED REMARK: ACTUAL FACILITY LOCATION IS 421419.31N/0764550.58W.

9. UPDATED FIX USE.

10. CHANGED PAT 1 MAX TEMPLATE FROM 6 TO 5.

DEVELOPED BY: DATE: 04/30/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
é]l"c FACILITY ELM APP CON

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: ELMIRA VOR/DME STATE: NY COUNTRY: US
LATITUDE/LONGITUDE: 420538.96N/0770129.30W TYPE:
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 ELMIRA ULW VORDME L 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEGLENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 SW  ULW VOR/DME  245.00 065.00 R 1 4000 6000 4 5
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 AAO 415845.00N/0770209.00W 2133 4E
1 310 AAO 415433.00N/0770036.00W 2576 4E
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
PROCEDURES REQUIRING CLIMB-IN-HOLD:
PAT PROCEDURE TITLE AIRPORT IDENT  CITY STATE
1 ILS OR LOC RWY 24 KELM ELMIRA/CORNING NY (US)
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP ELMIRA KELM ELMIRA NY (US)
DP XEROX KROC ROCHESTER NY (US)
DP SCRANTON KAVP WILKES-BARRE/SCRANTON PA (US)
EN ROUTE J132 (US)
EN ROUTE J227 (US)
EN ROUTE V147 (US)
EN ROUTE V270 (US)
EN ROUTE V31 (US)
EN ROUTE V35 (US)
EN ROUTE V36 (US)
EN ROUTE V428 (US)
EN ROUTE V542 (US)
IAP ILS OR LOC RWY 6 KELM ELMIRA NY (US)
IAP ILS OR LOC RWY 24 1 KELM ELMIRA/CORNING NY (US)
STAR WILKES BARRE KCDW CALDWELL NJ (US)
STAR WILKES BARRE KLDJ LINDEN NJ (US)
STAR WILKES BARRE KMMU MORRISTOWN NJ (US)
STAR WILKES BARRE K39N PRINCETON/ROCKY HILL NJ (US)
STAR WILKES BARRE KN51 READINGTON NJ (US)
STAR WILKES BARRE KSMQ SOMERVILLE NJ (US)
STAR WILKES BARRE KTEB TETERBORO NJ (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 8 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
1. MOVED FIX 2.16 FEET TO MATCH PENDING AVNIS COORDINATES.
2. AMENDED PAT 1 HOLDING INBOUND COURSE FROM 065.27 TO 065.00.
3. ADDED 310 KIAS OBSTACLE FOR CLIMB-IN-HOLD EVALUATION.
4. UPDATED FIX USE.
DEVELOPED BY: DATE: 04/20/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE: Nl
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T
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ELMIRA VOR/DME

DISTRIBUTION: NFDC

FPO: EST

ARTCC: ZNY

ATC FACILITY: ELM APP CON

OTHER:

WAL,
e
g
e
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RADIO FIX AND HOLDING DATA RECORD

NAME: ERINN STATE: NY
LATITUDE/LONGITUDE: 421208.33N/0764927.01W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:
FAC NAME

1 ELMIRA I-ELM LOC
2 ELMIRA : Uw VOR/DME L

IDENT TYPE CLASS MAG TRUE
BRG BRG
062.40 050.40

COUNTRY: US

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

ELMIRA (FAC 1) AND ELMIRA (FAC 2) USED TO ESTABLISH FIX COORDINATES

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP ELMIRA
ELMIRA/CORNING

ILS OR LOC RWY 24 1,2 KELM
IAP RNAV (GPS) RWY 24 KELM

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. MOVED FIX 0.29 NM SOUTHWEST.

2. AMENDED FAC 1 MAG BRG FROM 062.67 TO 062.40.
3. ADDED DIST FROM FAC TO FAC 1.

4. REMOVED FAC 2 MAG BRG.

5. AMENDED FAC 2 DME FROM 11.35 NM TO 11.06 NM.
6. ADDED DIST FROM FAC TO FAC 2.

7. AMENDED FAC 1 AND 2 MAA FROM 4000 TO 5400.
8. ADDED WP TO FIX TYPE.

9. UPDATED FIX USE.

DEVELOPED BY: DATE: 05/01/2012 OFFICE: AJV-352
APPROVED BY: DATE: OFFICE: AJV-352
SIGNATURE:

DISTRIBUTION: NFDC
- FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:

NAME: PETER GUIMOND

NAME: DARRYEL ADAMS

DME DIST FROM FAC
NM  FEE

4.75
11.06 11.06

MRA MAA

1940 5400
1940 5400

STATE
NY (US)
NY (US)

2
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RADIO FIX AND HOLDING DATA RECORD

NAME: IREKE STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 421856.84N/0763819.88W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 ELMIRA I-ELM LOC 062.40 050.40 15.45 3600 5400

2 ELMIRA ULW VOR/DME L 064.19 052.19  21.75 21.75 3600 17500

3 ITHACA ITH VOR/DME L 226.54 216.54 13.37 3600 17500

4 BINGHAMTON CFB VORTAC L 303.15 293.15 2432 3600 17500

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX  MIN MAX

1 NE wpP 062.56 242.56 4 4000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 422309.00N/0764009.00W 2343 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
ELMIRA (FAC 1) AND BINGHAMTON (FAC 4) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

IAP ILS OR LOC RWY 24 1,2, 3, KELM ELMIRA/CORNING NY (US)
4

AP RNAV (GPS) RWY 24 1 KELM ELMIRA/CORNING NY (US)

I1AP RNAYV (GPS) RWY 6 1 KELM ELMIRA/CORNING NY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. MOVED FIX 87.60 FEET SOUTHWEST.
2. ADDED INT AND DME TO FIX TYPE.

3. ADDED FAC 1, 2, 3, AND 4.

4. UPDATED FIX USE.

DEVELOPED BY: DATE: 04/23/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:

Ly
3
S

2
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e
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RADIO FIX AND HOLDING DATA RECORD

NAME: SAYRE STATE: PA COUNTRY: US
LATITUDE/LONGITUDE: 415916.01N/0763830.74W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 ELMIRA ULW VOR/DME L 122.31 11031 18.27 18.27 4500 17500
2 ITHACA ITH VOR/DME L 204.98 194.98 31.48 4500 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
REMARKS:
ELMIRA (FAC 1) AND ITHACA (FAC 2) USED TO ESTABLISH FIX COORDINATES
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V36 1,2 (US)
IAP ILS OR LOC RWY 24 1,2 KELM ELMIRA NY (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 6 DATE OF REVISION: 09/20/2012
REASON FOR REVISION:
1. MOVED FIX 59.44 FEET SOUTHEAST TO AIRWAY CENTERLINE.
2. AMENDED FAC 1 MAG BRG FROM 122.32 TO 122.31 AND ADDED DIST FROM FAC VALUE.
3. AMENDED FAC 2 MAG BRG FROM 205.00 TO 204.98 AND ADDED DIST FROM FAC VALUE.
4. INCREASED FAC 1 AND FAC 2 MRA FROM 4000 TO 4500.
4. UPDATED FIX USE.
DEVELOPED BY: DATE: 04/30/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY
ATC FACILITY: ELM APP CON
OTHER:
AL/
M %
2 Q
Q
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RADIO FIX AND HOLDING DATA RECORD

NAME: THINK STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 421343.44N/0771649.20W TYPE: INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE
BRG

BRG

1 ELMIRA uLw VOR/DME L 317.38 305.38
2 STONYFORK SFK VOR/DME L 019.00 011.00

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:
STONYFORK (FAC 2) AND ELMIRA (FAC 1) USED TO ESTABLISH FIX COORDINATES

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
EN ROUTE V36 1,2

IAP ILS OR LOC RWY 24 1.2 KELM ELMIRA
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 4 DATE OF REVISION: 09/20/2012

REASON FOR REVISION:

1. MOVED FIX 27.89 FEET SOUTH TO AIRWAY CENTERLINE.
2. UPDATED FAC 1 MRA FROM 3600 TO 3500.

3. ADDED DIST FROM FAC TO FAC 1 AND FAC 2.

4. UPDATED FAC 2 MRA FROM 4000 TO 3500.

5. UPDATED FIX USE.

DEVELOPED BY: DATE: 04/30/2012 OFFICE: AJV-352
APPROVED BY: DATE: OFFICE: AJV-352
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZOB
ATC FACILITY: ELM APP CON
OTHER:

DME DIST FROM
NM

13.9

32.6

13.97

NAME: PETER GUIMOND

NAME: DARRYEL ADAMS

7
0

FAC
FEET

MRA MAA

3500 17500
3500 17500

STATE
(US)
NY (US)

2
06/5(;\{5

L
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RADIO FIX AND HOLDING DATA RECORD

NAME: BINGHAMTON VORTAC STATE: NY COUNTRY: U
LATITUDE/LONGITUDE: 420926.95N/0760811.30W TYPE: : ﬁ |

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA

BRG BRG NM  FEET

1 BINGHAMTON CFB VORTAC L 45000

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 W  CFB VORTAC 256.62 076.62 L 1 3300 8000 4 8

2 W  CFB VORTAC 274.84 094.84 L 1 3500 8000 4 8

3 N CFB VORTAC 350.00 170.00 R 1 3500 8000 4 8

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 AAO 420730.00N/0760754.00W 1936  4E

2 200 AAO 420730.00N/0760754.00W 1936  4E

3 200 AAO 421642.00N/0761602.00W 2005 4E

REASON FOR NONSTANDARD HOLDING:

PAT 2 BGM & CZG TRAFFIC AVOIDANCE.

PAT 1 BGM & CZG TRAFFIC AVOIDANCE.

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP ELMIRA KELM ELMIRA NY (US)

DP TAKE-OFF MINIMUMS KCZG ENDICOTT NY (US)

DP XEROX KROC ROCHESTER NY (US)

DP SCRANTON KAVP WILKES-BARRE/SCRANTON PA (US)

EN ROUTE J190 (US)

EN ROUTE J95 (US)

EN ROUTE V149 (US)

EN ROUTE V252 (US)

EN ROUTE V270 (US)

EN ROUTE V29 (US)

EN ROUTE V374 (US)

EN ROUTE V423 (US)

EN ROUTE V499 (US)

EN ROUTE V542 (US)

IAP ILS OR LOC RWY 16 2 KBGM BINGHAMTON NY (US)

IAP ILS OR LOC RWY 34 2 KBGM BINGHAMTON NY (US)

IAP RNAV (GPS) RWY 10 KBGM BINGHAMTON NY (US)

IAP VOR RWY 10 1 KBGM BINGHAMTON NY (US)

IAP VOR/DME RWY 28 1 KBGM BINGHAMTON NY (US)

IAP GPS RWY 06 KNO3 CORTLAND NY (US

IAP VOR OR GPS-A KNO3 CORTLAND NY (US)

IAP ILS OR LOC RWY 24 KELM ELMIRA NY (US)

IAP RNAV (GPS) RWY 21 KCZG ENDICOTT NY (US

IAP RNAV (GPS) RWY 3 KCZG ENDICOTT NY (US)

IAP VOR-A 3 KCZG ENDICOTT NY (US)

IAP ILS OR LOC RWY 32 KITH ITHACA NY (US)

IAP RNAV (GPS) RWY 32 KITH ITHACA NY (US)

STAR RUBER KMGJ MONTGOMERY NY (US)

STAR RUBER KMSV MONTICELLO NY (US)

STAR RUBER KSWF NEWBURGH NY (US)

STAR RUBER KPOU POUGHKEEPSIE NY (US)

STAR SLATT KPHL PHILADELPHIA PA (US)

STAR SPUDS (RNAV) KPHL PHILADELPHIA PA (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 18 DATE OF REVISION: 06/03/2010 o 2
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BINGHAMTON VORTAC

REASON FOR REVISION:
INCREASED MAA FROM 17500 TO 45000
CHANGED PAT 3 HOLDING RADIAL FROM 350.01 TO 350.00 AND CRS INBOUND FROM 170.01 TO 170.00

UPDATED FIX USE.
DEVELOPED BY: DATE: 12/09/2009 OFFICE: AVN-110 NAME: EDWARD DAVIS
APPROVED BY: DATE: 03/19/2010 OFFICE: AVN-110 NAME: GEORGE DAVIS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZNY

ATC FACILITY: BGM ATCT
OTHER: ZBW ARTCC
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RADIO FIX AND HOLDING DATA RECORD .

CoUNTRY: !NFO ONLY

STATE: NY
TYPE:

NAME: ITHACA VOR/DME
LATITUDE/LONGITUDE: 422942.09N/0762736.02W

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 ITHACA ITH VOR/DME L 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NW  ITH VORIDME  314.00 134.00 L 1 3200 6000 4 5

2 NW ITH VOR/DME  315.00 135.00 L 1 3400 6000 4 5

3 SE ITH VOR/DME  149.00 329.00 R 1 3400 6000 4 13

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (36-000513) 422754.00N/0762223.00W 2139 5D

2 200 TOWER (36-000513) 422754.00N/0762223.00W 2139 5D

3 200 TOWER (36-000113) 422552.00N/0761628.00W 2279 4D

3 310 AAO 422930,00N/0761015.00W 2294 4E

REASON FOR NONSTANDARD HOLDING:

PAT 1 AVOID ELMIRA PROCEDURE TURN

PAT 2 AVOID ELMIRA PROCEDURE TURN

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PROCEDURES REQUIRING CLIMB-IN-HOLD:

PAT PROCEDURE TITLE AIRPORT IDENT.  CITY STATE

3 VOR RWY 32 KITH ITHACA NY (US)

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE

DP ELMIRA KELM ELMIRA NY (US)

DP XEROX KROC ROCHESTER NY (US)

EN ROUTE V423 )

EN ROUTE V428 (US)

IAP ILS OR LOC RWY 16 KBGM BINGHAMTON NY (US)

IAP GPS RWY 6 KNO3 CORTLAND NY (US)

IAP VOR OR GPS-A KNO3 CORTLAND NY (US)

IAP ILS OR LOC RWY 24 KELM ELMIRA NY (US)

IAP RNAV (GPS) RWY 21 KCZG ENDICOTT NY (US)

IAP ILS OR LOC RWY 32 2 KITH ITHACA NY (US)

IAP VOR RWY 14 1 KITH ITHACA NY (US)

IAP VOR RWY 32 3 KITH ITHACA NY (US)

|AP NDB RWY 28 KPEO PENN YAN NY (US)

IAP ILS OR LOC RWY 10 KSYR SYRACUSE NY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 11 DATE OF REVISION: 02/11/2010

REASON FOR REVISION:

DELETED SYR APP CON TO AIR/GROUND COMMUNICATIONS IN REMARKS SECTION

CHANGED HOLD PATTERN 1 INBOUND COURSE FROM 133.39 TO 134.

RAISED HOLD PATTERN 1 MINIMUM ALTITUDE FROM 3100 TO 3200.

CHANGED HOLD PATTERN 3 INBOUND COURSE FROM 328.56 TO 329.

ADDED HOLD PATTERN 3 310K CONTROLLING OBSTACLE.

CHNAGED HOLD PAT 3 MAX TEMPLATE FROM 5 TO 13.

ADDED PRECIPITOUS TERRAIN EVALUATION REMARK.

UPDATED HOLD PAT 1, 2, AND 3 OBSTACLES FROM STATE TO FEDERAL OBSTACLE NAMES.

UDATED FACILITY COORDINATES 16.51 FEET WEST. P*L/

W7,
DEVELOPED BY: DATE: 04/22/2009 OFFICE: AVN-101 NAME: EUGENE NEWTON (DAVID SAUER) 2 4
Q
/S'Ec,‘lf"
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ITHACA VOR/DME

APPROVED BY: DATE: 12/14/2009 OFFICE: AVN-110 NAME: PETER GETZ
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST

ARTCC: ZNY, ZBW
ATC FACILITY: ELMIRA APP CON, ITH ATCT

OTHER:

Al
M

2
Fee®
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ELMIRA/CORNING STATE: NY
AIRPORT NAME: ELMIRA/CORNING RGNL ID: KELM
PROCEDURE: ILS OR LOC RWY 24 AMDT: 19

DOCKET # :
(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000' point 4.69
(Enter THLD, FAF, ARP, FACILITY, as appropriate)
2. Width of FINAL segment at 1000' point 1.23
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 230.40
4. High Terrain in FINAL segment containing 1000’ point 1528
5. Distance from THRESHOLD to 1500' point 13.00
(If 1500 point in PT maneuvering area or holding pattern note in remarks)
6. Width of INTERMEDIATE segment at 1500' point 7.08
7. True Course of INTERMEDIATE segment containing 1500' point 230.40
8. High Terrain in INTERMEDIATE segment containing 1500' point 2041
9. Threshold Coordinates (if straight-in) ... *421002.12N /0765252.28W
10. ARP Coordinates .............cceeeeinnnnne 420934.80N / 0765331.30W
11. Runway Approach End and distance furthest from ARP................. RWY 24
Distance 0.68 NM
12. FAF Coordinates ...........cccoevreene 421419.31N /0764550.58W

(Click to Select)

REMARKS: Approach/Drawing attached.

9

. *DISPLACED THRESHOLD COORDINATES.




RADIO FIX AND HOLDING DATA RECORD

NAME: ROKDE STATE: NY COUNTRY: US

LATITUDE/LONGITUDE: 421746.40N/0764015.08W TYPE: INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 ELMIRA I-ELM LOC 062.39 050.39 3600 5500

2 BINGHAMTON CFB VORTAC L 299.43 289.43 3600 17500

3 ITHACA ITH VOR/DME L 228.25 21825 3600 17500

4 ELMIRA ULW VOR/DME L 064.39 052.39 19.90 3600 17500

REMARKS:

MAG VAR: CFB VORTAC, 10W/65
ITH VOR/DME, 10W/65
ULW VOR/DME. 12W/00

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP KELM ELMIRA NY (US)
ELMIRA/JCORNING REGIONAL - ILS RWY 24, NDB RWY 24
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG DATE OF REVISION: 05/17/2001
DEVELOPED BY: DATE: 01/17/2001 OFFICE: AVN-110 NAME: EUGENE NEWTON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC

FPO: NYC

ARTCC: ZNY, ZOB

ATC FACILITY: ELM APP CON

OTHER:

ok d 7
Nty

hect
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