ILS - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.29 above airport elevation. Distancesare in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |ILS: DA
OOUDT/I-PUJ 12.12 DME (IF) PUJJY/I-PUJ 6.02 DME 311.45/ 6.10 (I-PUJ) 2900 LOG: 1-PUJ 1.16 DME FIX
-
CLIMB TO 3000 THEN CLIMBING RIGHT TURN TO 3600 ON RMG
VORTAC R-132 TO DALAS INT/RMG 18.48 DME AND HOLD, ORAS
DIRECTED BY ATC.
ALTERNATE MA: CLIMB TO 3000 THEN CLIMBING RIGHT TURN TO
3600 ON ATL VORTAC R-318 TO DALAS INT/ATL 28.30 DME AND
HOLD NW, LT, 138.26 INBOUND.
ADDITIONAL FLIGHT DATA:
HOLD NW, LT, 131.88 INBOUND.
CHART FAS OBST: 1340 TOWER 335153N/0845038W
CHART VDP AT 2.25 DME*;
DISTANCE VDP TO THLD 1.10 MILES.
*LOC ONLY.
R{?‘I}?I gal-la’Rg "\ELTERNATE MA HOLDING, AT DALAS
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (AR N ANVIEW: ATL VORTAC
2. PROFILE STARTS AT OOUDT/I-PUJ 12.12 DME
3. FAC: 311.45 FAF: PUJJYI/I-PUJ 6.02 DME DIST FAF TO MAP: THLD: 4.86
4. MIN. ALT: OOUDT 3000, PUJJY 2900
5. DIST TO THLD FROM OM: - MM: - IM: - 150HAT: - 100HAT: - GSANT: 1024
6. MIN GS INCPT: 2900 GS ALT AT: PUJJY/I-PUJ 6.02 DME 2900 OM: - MM: - M -
7. GSANGLE:  3.00 TCH:48.0
8. MSA FROM: RMG VORTAC 4200 MAG VAR: 4W EPOCH YEAR: 2010
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X |
CATEGORY =====> A B [ D E
DH/MDA VIS | HAT/HAA|DH/MDA VIS | HAT/HAA|DH/MDA VIS |HAT/HAA | DH/IMDA VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
S-LS 31 1483 3/4 200 1483 34 200 1483 34 200 1483 34 200
S-LOC 31 1680 1 397 1680 1 397 1680 1 397 1680 1114 397
CIRCLING 1880 1 591 1880 1 591 1880 11/2 591 1940 2 651
NOTES:
CHART NOTE: VDP NA WITH CARTERSVILLE ALTIMETER SETTING.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE CARTERSVILLE ALTIMETER SETTING AND
INCREASE ALL DA 106 FEET AND ALL MDA 120 FEET AND S-ILS 31 ALL CATS VISIBILITY 1/4 MILE AND S-LOC
31 CAT C/D AND CIRCLING CAT C/D VISIBILITIES 1/2 MILE.
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 1289 TDZE: 1283 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
ATLANTA, GA AIRPORT NAME: lDENFlLFIER: ILS OR LOC/DME RWY 31, ORIG-B, 11/15/2012 ANDT: ORIGA
PAULDING NORTHWEST ATLANTA -PU DATED  01/13/2011

FAA FORM 8260 - 3 / April 2006 (computer generated) PAGE 1 OF [JPAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] Yes [x] no 11/15/2012
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
[] |:| IZI I__—| IE [Z| |Z| EST FPO, ZTL, ARPT MGR, ATL APP CON
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE:
DONALD E. SMITH (DAN POWELL) AJV-352 04/26/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS MANAGER AJV-352
CHANGES:

1. ADDED VDP NA WITH CARTERSVILLE ALTIMETER SETTING NOTE.
2. INTERMEDIATE FIX VOBYU NAME CHANGED TO OOUDT.

3. ALTERNATE MISSED HOLDING INBOUND MAG COURSE CHANGED FROM 133.26 TO 138.26.
4. ATL VORTAC RADIAL TO FIX DALAS CHANGED FROM R-313 TO R-318.

REASONS:

1. 1AW 8260.19D, CH 8, PARA 855E(7).

2. ERADICATE SIMILAR SOUNDING FIX NAME.
3, 4. ATL VORTAC MAGVAR ROTATION.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART PLANVIEW NOTE: DME AND RADAR REQUIRED.

CITY AND STATE ELEVATION: 1289 TDZE: 1283
ATLANTA, GA AIRPORT NAME:

PAULDING NORTHWEST ATLANTA

FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:

IDENTIFIER: ILS OR LOC/DME RWY 31, ORIG-B, 11/15/2012
AMDT: ORIG-A

1-PUJ
DATED: 01/13/2011

FAA FORM 8260-10 / April 2006 (Computer Generated)

PAGE 2 OF GPAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ v
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

J OO O &4

[ 1] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE.
APPROVED BY

NAME: FIFO DATE.

CHANGES!

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

t HAT, HAA, TCH, and RA. Altitud re minimum altitudes unless otherwise indicated.
—ILS STANDARD INSTRUMENT APPROACH PROCEDURE ?e?l?r?gs are in feet abov: :irpon eievaﬁo:s. TDista::xsuar: in nauﬁ:en miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.29 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - ILS

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAD RMG K7011540VTHA N34094522W085070983 N34094522W085070983E0010011492 NARROME
SUSAD KPUJK7 IPUJ K7010915 IT IPUJN33550923W084570649 012640 NARPAULDING NORTHWEST ATLANTA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345578901234567890123456789012345678901234567890123456789012
SUSAEAENRT DALAS K70 C L N33570810W084505288 W0044 NAR DALAS
SUSAEAENRT OOUDT K70 C N33474564W084453367 w0045 NAR OOUDT
SUSAEAENRT PUJJY K70 C N33512896W084512212 w0044 NAR PUJJY
1 2 3 4 5 6 7 8 S 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456799012
. SUSAP KPUJK7APUJ 0 055YHN33544336W084562623W004001289 1800018000C MNAR PAULDING NORTHWEST ATLANTA
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPUJK7FI31l I 01000UDTK7EAQE I IF IPUJK7 13140121 PI J 030000290018000 0 DS
SUSAP KPUJK7FI31 I 020PUJJYK7EAQE F CF IPUJK7 1314006031100061PI H 0230002900 -300RMG K7D 0 DS
SUSAP KPUJK7FI31 I 030RW31 K7PGOGY M CF IPUJK7 1314001231100049PI 01330 -300 0 DS
SUSAP KPUJK7FI31 I 040 0 M Ca 3115 + 03000 "0 DS
SUSAP KPUJK7FI31l I 0S0DALASK7EAQOEY R CFYRMG K7 1319018513190070D + 03600 0 DS
SUSAP KPUJK7FI31l I 060DALASK7EAQEE L HM 1319T010 + 03600 0 DS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPUJK7GRW31 0055053115 N33542680W084560030+0100 +0361801282000048100IIPUJ1

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890 123456789012

SUSAP KPUJK7IIPUJ1 010915RW31 N33550899W0845706393115N33543025W0845612441510 10240571300W00404801271

1 2 3 P 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPUJK7SRMG K7D 0 18018004225 M QPJJ’}»

@ 4 a
CITY AND STATE ELEVATION: 1289 TDZE: 1283 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 31, ORIG-B -
PAULDING NORTHWEST ATLANTA AMDT:  ORIG-A
| 1-PUJ DATED: 01/13/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 3  of . @ Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O 0O

AOPA

]

NBAA OTHER (specify)

L

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

ILS STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.29

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - ILS

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
oQUDT 010 FACF IF FB AA 03000 GI 02900
PUJJY 020 FAF CF FB 311.0() 006.1 GI 02900 GS 02900
RW31 030 MAP CF FO 311.0¢() 004.9 AT 01330
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 311.5¢() AA 03000
DALAS 050 CF R FO 131.9¢() 007.0 AA 03600
DALAS 060 HM L FO 131.9¢() T01.0 AA 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RMG N340945.22 W0850709.83 N3409.754 w08507.164
IPUJ (DME) N335509.23 W0845706.49 N3355.154 W08457.108
DALAS N335708.10 W0845052.88 N3357.135 wW08450.881
OoUDT N334745.64 W0844533.67 N3347.761 W08445.561
PUJJY N335128.96 W0845122.12 N3351.483 W08451.369
RW31 N335426.80 W0845600.30 N3354.447 W08456.005
IPUJ (LOC) N335508.99 W0845706.39 N3355.150 wW08457.107
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 01282 48
Lir
Nauitd
& 1\ o
CITY AND STATE ELEVATION: 1289 TDZE: 1283 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 31, ORIG-B .
PAULDING NORTHWEST ATLANTA AMDT: ORIG-A
1-PUJ DATED:  01/13/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page of @ Pages
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

OO O 0O 0O

AOPA

[

NBAA OTHER (specify)

O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MsL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

LOC STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.25 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - LOC

1 2 3 4 5 & 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345578901234567890123456789012
SUSAD RMG K7011540VTHA N34094522W085070983 N34094522W085070983E0010011492 NARROME
SUSAD KPUJK7 IPUJ K7010915 IT IPUJN33550923W084570649 012640 NARPAULDING NORTHWEST ATLANTA
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DALAS K70 C L N33570810W084505288 w0044 NAR DALAS
SUSAEAENRT OOUDT K70 C N33474564W084453367 w0045 NAR OOUDT
SUSAEAENRT PUJJY K70 C N33512896W084512212 W0044 NAR PUJJY
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPUJK7APUJ 0 055YHN33544336W084562623W004001289 1800018000C MNAR PAULDING NORTHWEST ATLANTA
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPUJK7FL31 L 01000UDTK7EAQCE I IF IPUJK7 13140121 PI + 03000 18000 0 DS
SUSAP KPUJK7FL31 L 020PUJJYK7EAQE F CF IPUJK7 1314006031100061P1I + 02900 RMG K7D 0 DS
SUSAP KPUJK7FL31 L 030RW31 K7PGOGY M CF IPUJK7 1314001231100049PI 01330 -305 0 DS
SUSAP KPUJK7FL31 L 040 0 M Ca 3115 + 03000 0 DS
SUSAP KPUJK7FL31 L 0S0DALASK7EAOEY R CFYRMG K7 1319018513190070D + 03600 0 DS
SUSAP KPUJK7FL31 L 060DALASKTEACEE L HM 1319T010 + 03600 0 DS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPUJK7GRW31 0055053115 N33542680W084560030+0100 +0361801282000048100IIPUJ1

1 2 3 4 5 6 7 8 9 0 1 2 3
ILS 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234557890123456789012
SUSAP KPUJK7IIPUJ1 010915RW31 N33550899W0845706393115N33543025W0845612441510 10240571300W00404801271
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456739012345679901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPUJK7SRMG K7D 0 18018004225 M ?j_)' r}’
!
d A 0
oy
CyeCt
CITY AND STATE ELEVATION: 1289 TDZE: 1283 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 31, ORIG-B
PAULDING NORTHWEST ATLANTA AMDT:  ORIG-A
I-PUJ DATED:  01/13/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of (e Pages




ALL AFFECTED PROCEDURES REVIEWED?

[ ves [C] wo

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O 0O 0O

NBAA OTHER (specify)

]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S..DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

LOC STANDARD INSTRUMENT APPROACH PROCEDURE

FLIGHT STANDARDS SERVICES - FAR PART 97.25

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - LOC

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
Oo0oUDT 010 FACF IF FB AA 03000
PUJJY 020 FAF CF FB 311.0¢() 006.1 AA 02900
RW31 Q30 MAP CF FO 311.0¢() 004.9 AT 01330
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 311.5(0) AA 03000
DALAS 050 CF R FO 131.9¢() 007.0 AA 03600
DALAS 060 HM L FO 131.9¢() TO1.0 AA 03600
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
RMG N340945.22 W0850709.83 N3409.754 w08507.164
IPUJ (DME) N335509.23 W0845706.49 N3355.154 W08457.108
DALAS N335708.10 W0845052.88 N3357.135 w08450.881
oouDT N334745.64 wW0844533.67 N3347.761 W08445.561
PUJJY N335128.96 w0845122.12 N3351.483 wW08451.369
RW31 N335426.80 wW0845600.30 N3354.447 W08456.005
IPUJ (LOC) N335508.99 W0845706.39 N3355.150 w08457.107
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW31 01282 48
¥ 7 o
Nl
AR
&
hge®
CITY AND STATE ELEVATION: 1289 TDZE: 1283 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |suP:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: ILS OR LOC/DME RWY 31, ORIG-B -
PAULDING NORTHWEST ATLANTA AMDT:  ORIG-A
1-PUJ DATED:  01/13/2011
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page Ll of (/ Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O O O 0O

AOPA

1]

NBAA OTHER (specify)

O

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSU ROC ALT. ADJUSTMENTS MIN. ALT.
INTERMEDIATE OOUDT/I-PUJ PUJJY/I-PUJ 6.02 [1. AAO 334454.93N/0844821.70W | 1457 (2C) 500 |AT943 2900
12.12 DME DME 2. TERRAIN 334454.93N/0844821.70W | 1257 (1300) AS1500 2800
FINAL: ILS PUJJY/I-PUJ 6.02 RW31 ASC 1483/200
DME
FINAL: LOC PUJJY/I-PUJ 6.02 1 'PUJ 1.16 DME ____|3. TOWER (13-002936) [335152.50N/0845037.70W [1340 (2C) 250 [SA-11 MA100 1680
DME FIX
2. PROCEDURE TURN NA
MAP: |DA/1-PUJ 1.16 DALAS INT/RMG __ |4. TOWER (13-020086) |335520.90N/0845635.48W |1562 (2C) ASC 3600
f\'P“S'nggH DME FIX 18.48 DME 5. TOWER (13-000052) |335525.00N/0845935.00W [1580 (2D) | 1000 2600
ELEV: [1318/1430 6. TERRAIN 335521.00N/0845912.00W | 1378 (1400) AS1500 2900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3NM__ || 350 591 4. TOWER (13-020086) | 335520.90N/0845635.48W |1562 (2C) 300 1880
CATEGORY B 1.5 NM ! 450 |2 591 4. TOWER (13-020086) | 335520.90N/0845635.48W |1562 (2C) 300 1880
CATEGORY C 17NM  |S] 450 |2 591 4. TOWER (13-020086) | 335520.90N/0845635.48W |1562 (2C) 300 1880
CATEGORY D 23NM Q[ 550 2 651 5. TOWER (13-000052) | 335525.00N/0845935.00W |1580 (2D) 300 ACS50 1940
CATEGORY E 45NM |*=[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RMG VORTAC
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION | BRG/DIST ELEVATION (MSL) MSA
360-360 TWR (13-001661) 068/ 25.1 3128 (2C) 4200
CITY AND STATE ELEVATION: 1289 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ATLANTA, GA AIRPORT NAME: I-PUJ ILS OR LOC/1D1III|1E5I§X\1I'; 31, ORIG-B, ASO
PAULDING NORTHWEST ATLANTA

FAA Form 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES



PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZTL ARTCC NWS |OTHER: SOURCE:KPUJ / KVPC
ATL APP CON AWOS-3 DISTANCE: 0/ 13.45
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 241 BACKUP
X[VHF [xJuHF | [HF [LOCATION:kPUJ ADJUSTMENT: 0/ 106
. PRIMARY NAVAID: I-PUJ
MONITOR |-MONITOR POINT:
STATUS | HRS | CAT1
OPTN:[ CAT 3 24
ALS
(S) SALS
MALS
5. HIRL
& RN | —— R
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
6. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:1282.3
PATH DISTANCE FROM RWY: ELEV GP ANTENNA: 1276.6
1024 THRESHOLD CROSSING HEIGHT:48.0
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
DONALD E. SMITH (DAN POWELL) 04/26/2012
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-352

PART C - REMARKS:

KPUJ AWOS ON SERVICE A.
KVPC ASOS ON SERVICE A.

6. MIRL 13 (PCL), 31 (PCL); REIL 13, 31; OTHER
(SPECIFY) PAPI-4L 13 (PCL), 31 (PCL)
7. ALL WEATHER PIR-G 13, 31

VGSI 3.00/48.7

NO ADDITIONAL AIRSPACE REQUIRED.
RASS PRESSURE PATTERNS SAME
KPUJ 1289.0, KVPC 758.5

RA = 105.1.

RADAR REQUIRED PER ATC REQUEST.
OBSTACLE #3 13-002936 TOWER 157 FEET INTO THE SECONDARY
AREA.

MISSED APPROACH OBSTACLES CONT.

ALTERNATE:

5. TOOWER (13-000052) 335525.00N/0845935.00W 1580 (2D)

1000 2600

g. TERRAIN 335521.00N/0845912.00W 1378 (1400) AS1500
900




RADIO FIX AND HOLDING DATA RECORD

NAME: DALAS STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 335708.10N/0845052.88W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: NO CHANGE
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA  MAA
BRG BRG NM  FEET
1 GADSDEN GAD VORDME L 089.00 091.00 6168  61.68 5000 17500
2 ROME RMG VORTAC H 13188 13288 1849 1849 3600 17500
3 LAGRANGE LGC VORTAC H 017.28 018.28 56.99 3600 17500
4 ATLANTA ATL VORTAC H 31826 31326 2830 2830 3600 17500
EXPANDED SERVICE VOLUME (ESV):
FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE
LGC VORTAC R-017 57 3600 15300
GAD VOR/DME R-089 62 5000 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX
1 NW  RMG VORTAC  311.88 131.88 L 1 3600 6000 6 7
2 NW  ATL VORTAC 31826 13826 1 3600 6000 6 7
3 NW WP 31188 131.88 4 3000 6000 5 6
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (13-001596) 335511.37N/0844736.78W 1501 SE
2 200 TOWER (13-001596) 335511.37N/0844736.78W 1501 5E
3 200 TOWER (13-001596) 335511 37N/0844736.78W 1501 5E
REASON FOR NONSTANDARD HOLDING:
PAT 1 PER ATC
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS:
ATLANTA (FAC 4) USED TO ESTABLISH FIX COORDINATES
DEGREE DIVERGENCE ANGLE DERIVED FROM FAC 2 & FAC 3.
KPUJ ILS OR LOG/DME RWY 31 PAT 2 HOLDING USED FOR ALT MA.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE: ,
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V325 1.3.4 (US)
EN ROUTE V333 234 {US)
IAP RNAV (RNP) RWY 2R KPDK ATLANTA GA (US)
IAP ILS OR LOC/DME RWY 31 2.3.4 1.2 KPUJ ATLANTA GA (US)
IAP RNAV (GPS)-A 37 KPUJ ATLANTA GA (US)
STAR ERLIN RNAV KATL ATLANTA GA (US)
STAR ROME 2,34 KATL ATLANTA GA (US)
REQUIRED CHARTING: STAR, IAP, AREA, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 19 DATE OF REVISION: 11/15/2012
REASON FOR REVISION:
CHANGED FAC 4 MAG BRG FROM 313.26 TO 318.26.
CHANGED PAT 2 RAD/CRS/BRG FROM 313.26 TO 318.26 AND CRS INB FROM 133.26 TO 138.26.
ADDED REMARK: ATLANTA (FAC 4) USED TO ESTABLISH FIX COORDINATES.
DEVELOPED BY: DATE: 04/20/2012 OFFICE: AJV-352 NAME: MICHAEL CURRAN
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
A SIGNATURE: X
DISTRIBUTION:  NFDC T
FPO: EST
ARTCC: ZTL e
ATC FACILITY: ATL APP CON e
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RADIO FIX AND HOLDING DATA RECORD

NAME: OOUDT STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 334745.64N/0844533.67W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC
BRG BRG NM  FEET

1 ATLANTA I-PUJ LOC/DME 13145 127.45 12.12 12.12

REMARKS:
I-PUJ DME COORDINATES: 335509.23N/0845706.49W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

IAP ILS OR LOC/DME RWY 31 1 KPUJ ATLANTA
IAP RNAV (GPS) RWY 31 KPUJ ATLANTA

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/15/2012

DEVELOPED BY: DATE: 04/25/2012 OFFICE: AJV-352 NAME: DONALD SMITH (DAN POWELL)

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

MRA MAA
3000 5700

STATE
GA (US)
GA (US)
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RADIO FIX AND HOLDING DATA RECORD

NAME: VOBYU STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 334745.64N/0844533.67W TYPE: WP, DME C AN CELLED

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL v

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET

1 ATLANTA 1-PUJ LOC/DME 131.45 127.45 1212 12.12 3000 5700

HOLDING: HOLDING TYPE OF ACTION: CANCEL

REMARKS:

I-PUJ DME COORDINATES: 335509.23N/0845706.40W

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP ILS OR LOC RWY 31 1 KPUJ ATLANTA GA (US)

AP RNAV (GPS) RWY 31 KPUJ ATLANTA GA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 01/13/2011

REASON FOR REVISION:

SEEEPEDFI;QCZL CHANGED FACILITY NAME FROM DALLAS TO ATLANTA, ADDED MAG VAR AND DIST FROM FAC IN NM
ED

ADDED TO REMARKS |-PUJ DME COORDINATES NOTE

UPDATED FIX USE
DEVELOPED BY: DATE: OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

.‘R\
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