US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

RNAYV (RNP) - STANDARD,
INSTRUMENT APPROACH PROCEDURE,
TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cetings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which

are in statute miles or in feet RVR.

TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |MAP: DA
TINI (JAF) CAVEB (TF) (FB) (RNP 1.00) 084.39 /10.99 3000
MIKEE (IAF CAVEB (TF) (FB) (RNP 1. .5915. S
(1AF) B (TF) {FB) (RNP 1.00) 144.5975.85 3000 CLINB TO 1600 THEN GLIMBING LEFT TURN TO 3000 DIRECT
CAVEB (IF) FAPUD (TF) (FB) (RNP 1.00) 084.52/9.04 3000 MIKEE AND HOLD. (DO NOT EXCEED 210 KIAS UNTIL 1600).
FAPUD (FAF) RWO08 (MAP) (TF) (FO) 084.62/ 6.49
RWO08 (MAP) 1600 MSL (CA) 084.62 1600
1600 MSL MIKEE (DF) (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 125.36 INBOUND.
CHART FAS OBST: 1004 TRMWAY 334612N/0843259W
CHART 858 BLDG 334633N/0843220W.
DISTANCE TO THLD FROM 555 HATH: 1.50 NM.
ROUTE TYPE QUALIFIER 1:F
ROUTE TYPE QUALIFIER 2:S
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) #TCH 862.9 MSL (DO NOT CHART)
(R - —_ ROUTE TYPE: AH
2. PROFILE STARTS AT CAVEB _ _
3.FAC: 084.62 FAF: DIST FAF TO MAP: THLD:
4. MIN. ALT: CAVEB 3000, FAPUD 3000
5. DIST TO THLD FROM OM: 643 MM: m: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 3000 GS ALT AT:FAPUD 3000 OM: MM: IM:
7. GSANGLE:  3.10 TCH:63.1#  34:11S NOT CLEAR
8. MSA FROM: RW08 3100 MAG VAR: 5W EPOCH YEAR: 2015
MINIMUMS
TAKEOQFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> A B c D E
DHIMDA| VIS |HAT/HAA|DHIMDA | VIS |HAT/HAAIDH/MDA | viS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/IMDA | VIS |HAT/HAA
AUTHORIZATION REQUIRED
RNP 0.30 DA 1355 1318 555 1355 13i8 555 1355 138 555 1355 1318 556
NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -8C (18F) OR ABOVE 44C (111F).
CHART NOTE: FOR INOPERATIVE MALSR, INCREASE RNP 0.30 ALL CATS VISIBILITY TO 1 3/4.
CHART NOTE: GPS REQUIRED.
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.
CITY AND STATE ELEVATION: 841 THRE: 800 FACILITY PROCEDURE NO.JAMDT NO.JEFFECTIVE DATE:  |SUP:
ATLANTA, GA AIRPORT NAME: IDENg’IdFXER: RNAYV (RNP) Z RWY 8, AMDT 1 AMDT. ORIG-A
FULTON COUNTY AIRPORT-BROWN FIELD DATED  07/28/2011

FAA FORM 8260 - 3 / April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [X] No ROUTINE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

|:] |:| |I| |:| ATL APP CON, ZTL, FTY ATCT, AIRPORT MANAGER

FLIGHT CHECKED BY

NAME: . FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:

FRANK JACKSON JR AJV-352 07/20/12012

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-352 )
CHANGES:

1. DELETED FEEDER ROUTES FROM ARPPE TO RICCA
2. DELETED INITIAL ROUTE FROM RICCA TO CAVEB AND REPLACED WITH INITIAL ROUTE FROM TIINI TO CAVEB AND MIKEE TO CAVEB.
3. DELETED INITIAL ROUTES FROM CARAN TO CAVEB AND RMG VORTAC TO CAVEB.
4. INTERMEDIATE ROUTE FROM CAVEB TO FAPUD COURSE/DISTANCE CHANGED FROM 081.52/9.83 TO 084.52/9.04.
5. FAPUD TO RW08 COURSE/DISTANCE CHANGED FROM 081.63/5.70 TO 084.62/6.49.
6. MISSED APPROACH CHANGED FROM CLIMBING LEFT TURN TO 3000 DIRECT RICCA AND HOLD TO {DO NOT EXCEED 210 KIAS UNTIL 1600) CLIMB TO 1600 ON TRACK 084.62
THEN CLIMBING LEFT TURN TO 3000 DIRECT MIKEE AND HOLD.
7. FINAL APPROACH COURSE CHANGED FROM 081.63 TO 084.62.
8. DISTANCE TO THLD FROM PFAF CHANGED FROM 5.70 TO 6.49.
9. GLIDESL.OPE ANGLE CHANGED FROM 3.5 DEGREES TO 3.10 DEGREES.
10. TCH VALUE CHANGED FROM 52 TO 63.1 FEET.
11. RNP 0.30 MINIMUMS CHANGED FROM DA 1534/HAT 726, VIS 1 3/4 ALL CATS TO DA 1355/HAT 555, VIS 1 3/8 ALL CATS.
12. UPDATED NOTE FOR UNCOMPENSATED BARO-VNAV SYSTEMS, PROCEDURE NA BELOW -3C (16F) OR ABOVE 45C (114F) TO FOR UNCOMPENSATED BARO-VNAV SYSTEMS,
SI’EREOSCZ%EURE NA BELOW -8C (18F) OR ABOVE 44C (111F).
-10

REASONS:

1, 2,3. ATC REQUEST.

4,5,7. KFTY AIRPORT MAG VAR CHANGED FROM 2W TO 5W AND RELOCATED FAF (FAPUD) .79NM WEST.

6. ATC REQUEST TO MAINTAIN 3000 ON MISSED APPROACH AND HIGH TERRAIN NORTH OF THE AIRPORT (ATL-S-0260) SPOT ELEVATION 1808.
8. RELOCATED FAPUD .79NM WEST.

9. IAW 8260.52 TABLE 3-1 TO ALLOW CAT D AIRCRAFT.

10. MATCH CURRENT ILS TCH.

11,13. UPDATED OBSTACLE DATABASE AND IAW 8260.3 CHAPTER 3.

12, UPDATED HISTORICAL WEATHER AND IAW LOW/HIGH TEMP LIMITS FOR BARO-VNAV MEMO.

14. OCS SLOPE CLEAR AND DELETED FEEDER FROM ARPPE.




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV (RNP) - STANDARD Ceilings are . b e o ed
’ gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
INSTRUMENT APPROACH PROCEDURE, - TITLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.
CITY AND STATE ELEVATION: 841 THRE: 800 FACILITY PROCEDURE NO./ AMDT NO/EFFECTIVE DATE:  |sup:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 8, AMDT 1
RNAV AMDT.  ORIG-A
FULTON COUNTY AIRPORT-BROWN FIELD DATED: 07/28/2011

FAA FORM 8260-10 / April 2006 (Computer Generated) PAGE 2 OF%’PAGES



[] Yes [] no

ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

13. UPDATE NOTE FOR INOPERATIVE MALSR, INCREASE RNP 0.30 VISIBILITY TO 2 1/4 TO FOR INOPERATIVE
MALSR, INCREASE RNP 0.30 ALL CATS VISIBILITY TO 1 3/4. 14. DELETED NOTE PROCEDURE NA FOR

WlNSGS%Ibl:lSDGREATER THAN 136 FT AND CHART PLANVIEW NOTE PROCEDURE NA FOR ARRIVALS AT ARPPE VIA V18
WESTB .

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA - OTHER (specify)
FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES!

CHANGES CONT.

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (RNP)

1 2 3 4 5 3 7 8 B 0 1 2 3

Wp 1234567689012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT  CAVEB K70 C N33435479W084500801 W0044 NAR " CAVEB
SUSAEAENRT  FAPUD K70 W N33453319W084392811 W0045 NAR FAPUD
SUSAEAENRT  MIKEE K70 c N33482265W084544091 W0044 NAR MIKEE
SUSAEAENRT  TIINI K70 c N33415389W085030484 Wo042 NAR TIINI
‘ 1 2 3 4 5 6 7 8 9 0 i 2 3
ATRPORT 1234567890123456789012345678901234567890123456763012345678901234567890123456789012345676890123456789012345678901234567890123456789012
SUSAP KFTYK7AFTY 0 057YHN33464450W084311690W005000841 1800018000C MNAR FULTON COUNTY AIRPORT-BROWN FI
1 2 3 4 5 6 7 8 9 0o 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAP KFTYK7FHOS-Z AMIKEE 010MIKEEK7EAQE & IF ) 18000 A FS
SUSAP KFTYK7FHOS8-Z AMIKEE 020CAVEBK7EAQEE B 010TF + 03000 A FS
SUSAP KFTYK7FHO8-Z ATIINI 0L0TIINIK7EACE A IF 18000 A FS
SUSAP KFTYK7FHO08-Z ATIINI 020CAVEBK7EAOEE B 010TF + 03000 A FS
SUSAP KFTYK7FHO8-Z H 010CAVEBK7EAOE I IF + 03000 18000 A FS
SUSAP KFTYK7FHO8-Z H 020FAPUDK7EALE F 010TF _ + 03000 RW08 K7PGA FS
SUSAP KFTYK7FHO8-Z H 020FAPUDK7EA2W A031 ¥
SUSAP KFTYK7FHO8-Z H 030RW08 K7PGOGY M 031TF 00863 -310 A FS
SUSAP KFTYK7FHO08-Z H 040 0 M ca 0846 + 01600 210 A-FS
SUSAP KFTYK7FH08-Z H 0SOMIKEEK7EAOEY L  DF + 03000 A F8
SUSAP KFTYK7FH08-Z H 060MIKEEK7EAQEE R  HM 12540050 + 03000 A FS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678301234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456785012
SUSAP KFTYK7GRWOS 0057960847 N33464329W084314833+0300 +0214200800000063100IIFTY1
1 2 3 4 5 3 _ 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KFTYK7SRWO8 K7PG 0 18018003125 M
CITY AND STATE ELEVATION: 841 THRE: 800 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |gyp:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 8, AMDT 1
FULTON COUNTY AIRPORT-BROWN FIELD AMDT: ORIG-A
' RNAV
DATED:  07/28/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) : _ Page 3 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

| COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

0O oo O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: - NFPG DATE:
APPROVED BY

NAME: NFPG _ DATE:

CHANGES:

REASONS:




" U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

_____ RNAV (RNP) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (RNP)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
MIKEE MIKEE 010 IAF IF FB .
MIKEE CAVEB 020 TF FB 1.0 AA 03000
"TIINI TIINI 010 IAF IF FB
TIINI CAVEB 020 TF FB 1.0 AA 03000
CAVEB 010 FACF IF FB AA 03000
FAPUD 020 FAF TF FB 1.0 AA 03000
RWO8 030 MAP TF FO 0.3 AT 00863
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 Ca FB 084.6(079.6T) AR 01600 AB 210
MIKEE 050 DF L FO ' AA 03000
MIKEE 060 HM R FO 125.4(120.4T) 005.0 AR 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CAVEB N334354.79 wW0845008.01 N3343.913 W08450.134
FAPUD N334533.19 W08439%28.11 N3345.553 W08439.469
MIKEE N334822.65 W0845440.91 N3348.378 W08454.682
TIINI N334153.89 W0850304.84 N3341.898 W08503.081
RWO08 N334643.29 W0843148.33 N3346.722 W08431.806
RUNWAY DATA THRESHOLD
RWY ELEVATION - TCH
RWO08 00800 63
CITY AND STATE ELEVATION: 841 THRE: 800 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: Igup:
ATLANTA, GA AIRPORT NAME: IDENTIFIER: RNAV (RNP) Z RWY 8, AMDT 1
FULTON COUNTY AIRPORT-BROWN FIELD AMDT: ORIG-A
RNAV
DATED:  07/28/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

g O O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY i

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL| ROC ALT ADJUSTMENTS MIN. ALT.
INITIAL: (RNP 1.00) TINI CAVEB 1. TOWER (13-002401) |[334312.00N/0845413.00W | 1660 (5E) 1000 |AC125AT215 3000
2. TERRAIN 334224.00N/0845757.00W {1310 (1300) AS1500 2800
INITIAL: (RNP 1.00) MIKEE CAVEB 3. TOWER {13-000701) |334427.00N/0845128.00W | 1530 (5E) 1000 |AC125 AT345 3000
4. TERRAIN 334351.00N/0845112.00W | 1303 {1300) AS1500 2800
INTERMEDIATE: (RNP 1.00) CAVEB FAPUD 5. TOWER (13-003385) [334402.00N/0844747.00W [1705 (5E) 500 |VEB125 AC125 DG545 3000
6. TERRAIN 334423.00N/0844706.00W {1260 (1300) AS1500 2800
FINAL: (RNP 0.30) FAPUD RW08 7. TRMWAY (13-004051)[334611.85N/0843258.51W | 1004 (4D) | 20-16:1 JAC50 MA26 1355/555
MISSED APPROACH DA MIKEE 8. TOWER (13-003356) |334610.00N/0843308.00W | 999 {4D) ASC | AC50 3000
LEVEL SURFACE  |9. TOWER (13-001934) |334453.00N/0844501.00W| 1633 (5E) 1000 | AC125 2800
AIRSPACE 10. TERRAIN 334927.00N/0845551.00W | 1287 (1300) AS1500 2800
2. PROCEDURE TURN NA
MAP: |DA (SEE ABOVE
3. MISSED ¢ )
APPROACH ELEV: [1205
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT
CATEGORY A 1.3NM_ | | 350 NA
CATEGORY B 1.5 NM gé 450 ;,:J NA
CATEGORY C 17NM  |3] 450 |2 NA
CATEGORY D 23NM |G 550 |2 NA
CATEGORY E 45NM  |=[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: Rwo08 :
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) M SA; -
360-360 TWR (13-000006) 088/ 09.9 2049 (5D) 3100 T
CITY AND STATE ELEVATION: 841 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ATLANTA, GA AIRPORT NAME: RNAV RNAV (RNP) Z RWY 8, AMDT 1 ASO
FULTON COUNTY AIRPORT-BROWN
— EIELD.

FAA qum 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE

3. ALTIMETER SETTING

FTY TOWER X
ATL APP CON
ATL ARTCC

NWS |OTHER:
ASOS
FAA

AlIC

SATISFACTORY ON:

SOURCE:KFTY

DISTANCE: g

HOURS REMOTE OPERATION:

X|VHF | xJuHF | [HF [LOCATION:KFTY

ADJUSTMENT: 0

PRIMARY NAVAID:

4

MONITOR MONITOR POINT:

STATUS | HRS | CAT1

OPTN:| CAT 3

ALS

(S) SALS

MALSR 08

5 HIRL 08, 26

APPROACH|

IMIRL 14, 32
& RUNWAY

X x| x|

LIGHTING REIL 14, 26, 32

TDZ

C/LINE

X OTHER (SPECIFY)
PAPI-2L 14 VASI-4L 26

6. RUNWAY BASIC BSC-G 27; -F 14, 32; -P 09

MARKINGS [|ALLWEATHER  piR-F 08, 26

INSTRUMENT

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE:3.10

ELEV RWY THRESHOLD:799.8

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:63.1

9. FINALAPPROACH X  |RUNWAY THRESHOLD

FT. FROM THRESHOLD

COURSE AIMING X |ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:
FRANK JACKSON JR

DATE:
07/20/2012

TITLE:
AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
VDP NOT ESTABLISHED - RNP PROCEDURE.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SEE ATTACHED AIRSPACE LETTER.

SECONDARY WEATHER SOURCE NOT REQUIRED DUE TO LOCAL
BACK-UP, LAWRS AND NATIONAL WEATHER SERVICE (24 HRS).

AVERAGE COLD TEMPERATURE BASED ON 5-YEAR HISTORY
(2007-2011).

SPECIAL AIRCRAFT AND AIRCREW AUTHORIZATION REQUIRED
{SAAAR) FAAO 8260.52 CRITERIA USED.

VISUAL SEGMENT PENETRATED BY 858' MSL BUILDING
(13-002384) BY 14.10 FEET THAT {S MARKED/LIGHTED AND
WILL BE CHARTED.

OBSTACLE 7 1004' MSL TRAMWAY ASSIGNED (4D) ACCURACY
CODE FROM PRIOR PROCEDURE.

MISSED APPROACH CONSTRUCTED IAW MEMO #103 AND FAAO
8260.54A DUE TO AIRSPACE, ATC REQUEST AND AVOID RF
REQUIRED MISSED. SPEED RESTRICTION BASED ON HIGH
TERRAIN NORTH OF THE AIRPORT AND ATC REQUEST TO KEEP
MISS ALTITUDE AT 3000.

PROCEDURE DEVELOPED USING A GLIDESLOPE ANGLE OF 3.1
gEg?EES DUE TO GQS PENETRATION (13-002384) (250/50) BY
.7 ET.

TERPS, VOLUME 1, "VISUAL PORTION OF FINAL"
ZE?ETRATIONS:
804 TREE (KFTYO0139) (20/2) 334644.46N/0843152.66W

(0.29)
8322 JREE (KFTY0132) (20/2) 334646.68N/0843157.13W
aéig :OLE {13-021437) (20/3) 334638.74N/0843151.82W

(85'% TREE (KFTY0125) (20/2) 334635.98N/0843200.72W
7.04)

341
(82;718%REE (KFTYO0131) (20/2) 334645.82N/0843215.49W

'ﬁ’g Z;I'REE (KFTY0128) (20/2) 334639.45N/0843202.42W

@

815: TREE (KFTY0127) (20/2) 334637.12N/0843207.92W
56

&5: GB?’l)_DG (13-002384) (250/50) 334633.00N/0843220.00W

THE FOLLOWING OBSTACLES WERE AFFECTING THE PROCEDURE
WITHOUT ACCURACY CODES AND HAS BEEN FORWARDED TO THE
ORS TEAM FOR VERIFICATION.

ASSIGNED (4D) ACCURACY CODE FROM OE/AAA DATABASE:
13-003356

13-002839

13-001576

13-001544

13-001905

CONT.




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
. PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
MAP:
3. MISSED AP
APPROACH =V
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT
CATEGORY A 13Nm | T 350
CATEGORY B 15NM || 450 |2
CATEGORY C 17NM || 450 |2
CATEGORY D 23NM |S] 550 |2
CATEGORY E 45NM  |*[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID:
SECTOR OBSTRUCTION| BRG/DIST _ |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST _ [ELEVATON(MSL] M SA
CITY AND STATE ELEVATION: 841 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
ATLANTA, GA AIRPORT NAME: RNAV RNAV (RNP) Z RWY 8, AMDT 1 ASO
FULTON COUNE}E{\LRPORT-BROWN

FAA Form 8260 - 9/ April 2006 (Computer Generated)
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PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
NWS |OTHER: SOURCE:
DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
[VHF luHr | JHF LOCATION: ADJUSTMENT:
] PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS | CATI
OPTN:| CAT 3
ALS
(S) SALS
MALS
5. HIRL
& RUNWAY
LIGHTING REIL
TDZ
C/LINE
OTHER (SPECIFY)
6.RUNWAY | BASIC
v INSTRUMENT
7.RUNWAY  |APPROACH
VISUAL MIDFIELD
RANGE . ol our
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS:

PART D - PREPARED BY:

DATE:

TITLE:

OFFICE:

PART C - REMARKS:

CONTINUED.
13-003207
13-003667
13-002229
13-003030
13-004200
13-003064
13-006100
13-002042
13-002921
13-004018
13-003666
13-003206
13-002910
13-002917
13-004066
13-002292
13-002996
13-003416
13-003417
13-003418
13-002903
13-001988
8881E'ACLE WITHOUT OE/AAA STUDY ASSIGNED (5E) ACCURACY
13-006109
13-006105
13-006107
13-000979
13-006174
13-001095
13-006112
13-006111

BARO-VNAV NA BELOW -8 (18F) OR ABOVE 44C (111F).

ACT-8

DELTA ISA LOW -21

DESCENT RATE: STANDARD TEMP 997 HIGH TEMP 1126
TEMPERATURE LIMITS, DELTA ISA LOW, AND DESCENT VALUES
DERIVED FROM AFS-400 CALCULATOR.




RADIO FIX AND HOLDING DATA RECORD

NAME: CAVEB : STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 334354.79N/0845008.01W TYPE: WP, INT
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET
1 ATLANTA -FTY LOC 264.69 259.69 16.57 3000 5300
2 ROME i RMG VORTAC H 150.14 151.14 29.43 3000 5300
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIXUSE: -
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP ILS OR LOC RWY 8 1,2 KFTY ATLANTA GA (US)
IAP RNAV (GPS) Y RWY 8 KFTY ATLANTA GA (US)
AP RNAV (RNP) Z RWY 8 KFTY ATLANTA GA (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

ADDED DISTANCE FROM FACILITY FOR FIX MAKE-UP FACILITIES 1 AND 2.
ADDED MAG BRG FROM FIX MAKE-UP FACILITY 1.

DELETED FiX MAKE-UP FACILITY 3 (KFTY R08).

UPDATED FIX USE.

DEVELOPED BY: DATE: 06/06/2012 OFFICE: AJV-352 NAME: FRANK JACKSON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL/FTY
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: FAPUD . STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 334533.19N/0843928.11W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (RNP) Z RWY 8 KFTY ATLANTA GA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

UPDATED FIX LAT/LONGS, FIX MOVED 4,807.62 FEET WEST.
UPDATED FIX USE.

DELETED FIX MAKE-UP FACILITY 1 (KFTY RO8).

DEVELOPED BY: DATE: 07/17/2012 OFFICE: AJV-352 NAME: FRANK JACKSON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: MIKEE STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 334822.65N/0845440.91W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 LAGRANGE LGC VORTAC H 017.00 018.00  47.70 47.70 4000 17500

2 ROME RMG VORTAC H 153.00 154.00 23.73 2373 4000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FA RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

LGC VORTAC R-017 48 3200 16300

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RADICRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MIN MAX  MIN MAX

1 NW wp 305.36 125.36 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (13-002401) 334312.00N/0845413.00W 1660 5E

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
DP RMBLN (RNAV) KATL ATLANTA GA (US)
IAP RNAV (GPS) RWY 26 1 KFTY ATLANTA GA (US)
AP RNAV (GPS) Y RWY 8 1 KFTY ATLANTA GA (US)
1AP RNAV (RNP) Z RWY 8 1 KFTY ATLANTA GA (US)
IAP RNAV (RNP) RWY 2R KPDK ATLANTA GA (US)
IAP RNAV (RNP) Z RWY 20L KPDK ATLANTA GA (US)
IAP RNAV (GPS) RWY 9 KRYY ATLANTA GA (US)
AP RNAV (GPS) RWY 1 KVPC CARTERSVILLE GA (US)
REQUIRED CHARTING: DP, STAR, IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 5 DATE OF REVISION: 10/20/2011

REASON FOR REVISION:

1. FAC 3 DELETED.

2. DIST FROM FAC ADDED TO FAC 1 AND FAC 2.

3. ESV DATA POPULATED. LGC FAC ELEV = 798.4 MSL.

4. PAT 1 CONTROLLING OBS ID UPDATED TO CURRENT FORMAT.
5. FIX USE UPDATED.

DEVELOPED BY: DATE: 01/11/2011 OFFICE: AVN-110 NAME: PETER GUIMOND
APPROVED BY: DATE: 08/25/2011 - \ME: DONALD SMITH
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: RICCA STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 334250.75N/0845701.02W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: CANCEL

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY

DP RMBLN (RNAV) KATL ATLANTA

REQUIRED CHARTING: DP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 5§ DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

UPDATED FIX TYPE FROM WP/INT/DME TO WP ONLY.

DELETED FIX MAKE-UP FACILITY 1 (LGC VORTAC) AND FACILITY 2 (I-FTY), FIX WP ONLY.
DELETED ESV INFORMATION.

DELETED HOLDING PATTERN 1 AND ALL INFORMATION.

DELETED REMARK PRECIPITOUS TERRAIN EVALUATION COMPLETED.

UPDATED FiX USE.

UPDATED REQUIRED CHARTING.

DEVELOPED BY: DATE: 07/18/2012 OFFICE: AJV-352 NAME: FRANK JACKSON

APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS

SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

STATE
GA (US)

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: THNI STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 334153.89N/0850304.84W TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 ATLANTA I-FTY LOC 264.69 25969 27.56 5000 6000

2 ROME RMG VORTAC H 172.01 173.01 28.01 28.01 4000 17500

3 ATLANTA ATL VORTAC H 282.82 277.82 31.14 4000 17500

EXPANDED SERVICE VOLUME (ESV):

FAC IDENT FAC TYPE RADIAL/BEARING DISTANCE MIN ALTITUDE MAX ALTITUDE

-FTY LOC : R-265 28 5000 6000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

REMARKS:

ATLANTA (FAC 1) AND ROME (FAC 2) USED TO ESTABLISH FIX COORDINATES.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP ILS OR LOC RWY 8 1,2 KFTY ATLANTA GA (US)

1AP RNAY (GPS) Y RWY 8 KFTY ATLANTA GA (US)

1AP RNAV (RNP) Z RWY 8 KFTY ATLANTA GA (US)

STAR DIFFI 2,3 KFTY ATLANTA ) GA (US)

STAR DIFFI 2,3 KPDK ATLANTA GA (US)

STAR DIFFI 2,3 KPUJ ATLANTA GA (US)

STAR DIFFI 2,3 KRYY ATLANTA GA (US)

STAR DIFFI 2,3 K47A CANTON GA (US)

STAR DIFFI 2,3 KVPC CARTERSVILLE GA (US)

STAR DIFFI 2,3 KGVL GAINESVILLE GA (US)

STAR DIFFI 2,3 KLZU LAWRENCEVILLE GA (US)

STAR DIFFI 2,3 KMGE MARIETTA GA (US)

REQUIRED CHARTING: STAR, IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

ADDED WP TO FIX TYPE.

ADDED FACILITY 1 (I-FTY) AND ESV INFORMATION.

UPDATED ATLANTA VORTAC MAG BEARING FROM 277.82 TO 282.82.

UPDATED FIX USE.

ADDED REMARK:ATLANTA (FAC 1) AND ROME (FAC 2) USED TO ESTABLISH FIX COORDINATES.
ADDED IAP TO REQUIRED CHARTING.

DEVELOPED BY: DATE: 05/23/2012 OFFICE: AJV-352 NAME: FRANK JACKSON
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

" CITY: ATLANTA STATE: GA
AIRPORT NAME:  FULTON COUNTY AIRPORT-BROWN FIELD ID:  KFTY
PROCEDURE: RNAV (RNP)Z RWY 8 AMDT: 1

DOCKET#: NOT REQUIRED
(96-AXX-X/Required/Not Required) ‘

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 4.24
(Enter THLD, FAF, ARP, FACILITY, as appropriate) :

2. Width of FINAL segment at 1000’ point 7 1.20
(Enter appropriate segment, final, intermediate, etc.)

3. True Course of FINAL segment containing 1000' point 4 079.62

4. High Terrain in FINAL segment containing 1000' point 1180

5. Distance from THLD to 1500’ point 5.81
(If 1500’ point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 1.20

7. True Course of FINAL segment containing 1500' point 079.62

8. High Terrain in FINAL segment containing 1500' point 1180

9. Threshold Coordinates (if straight-in) ... 334643.29N / 0843148.33W

10. ARP Coordinates ...............ccc.u.n... 334644.90N / 0843116.90W

11. Runway Approach End and distance furthest frobm ARP ........cceeii | RwWY 26

Distance 0.52 NM
12. FAF Coordinates .............c....c.uuuv..n. v 334533.19N / 0843928.11W

REMARKS: Approach/Drawing attached.






