RNAYV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Celfings are infeet
FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport efevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
) . are in statute miles or in feet RVR, ’ -
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LP: RW31
ITVUC (IFIIAF) EMBLJ (FB) 313.16 /1 5.97 2000 LNAV: RW31
EMBIJ (FAF) HALUL/2.00 NM TO RW31 (FB) 313.1173.01
CLIMB TO 2800 DIRECT IKBAJ AND HOLD.
HALUL/2.00 NM TO RW31 RW31 (MAP) (FO) 313.08/2.00
RW31 (MAP) 680 MSL 313.08
680 MSL IKBAJ (FO) 2800
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 132.98 INBOUND.
CHART FAS OBST: 429 TREE 324122N/0833808W
CHART FAS OBST: 469 TREE 324200N/0833805W
WAAS CHANNEL # 63228
REFERENCE PATH ID: W31A
HALUL TO RW31: 3.00/58.
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) LTP HAE: 78.2M
2. HOLD SE ITVUC, RT, 313.16 INBOUND, 2600 FT. IN LIEU OF PT (IAF)
3. FAC: 313.11 FAF: EMBI ) DIST FAF TO MAP: 501 THLD: 5.01
4. MIN. ALT: ITVUC 2600, EMBIJ 2000, HALUL/2.00 NM TO RW31 1040 .
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: InM:
7. GS ANGLE: TCH: -~ 34:118S NOT CLEAR
8. MSA FROM: ) MAG VAR: 3w EPOCH YEAR: 1990
: MINIMUMS
TAKEQOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE: NA l I STANDARD
CATEGORY = =====3> A B C D E
DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DHIMDA VIS HAT/HAA | DH/MDA VIS HAT/HAA
LP MDA 680 1 334 680 1 334 680 1 334 680 1 334
LNAV MDA 720 1 374 720 1 374 720 1 374 720 1 374
CIRCLING 880 1 526 880 1 526 900 1172 546 - 960 2 606
NOTES:
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 13 NA AT NIGHT. WAL
CHART NOTE: WHEN VGS! INOP, STRAIGHT-IN/CIRCLING RWY 31 PROCEDURE NA AT NIGHT. & ’/‘
CHART NOTE: DME/DME RNP-0.3 NA. 9 -“
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. q? C\(&
C!TY AND_;STATE ELEVATION: 354 THRE: 346 FACILITY PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE: SUP:
e s MACON, GA AIRPORT NAME: IDENA}I}XER RNAV (GPS) RWY 31, AMDT 1 AMDT: ORIG-B
MIDDLE GEORGIA RGNL DATED  0310/2011

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[ ] ves NO ' ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

3 N B T N B N S [x]

ZTL, ATL APP CON, MCN ATCT, STATE AERO

FLIGHT CHECKED BY

NAME:

FIFO

DATE:

DEVELOPED BY

NAME:
DONALD E. SMITH (ROSS F. BARTO)

FIFO
AJV-352

DATE:
01/03/2012

APPROVED BY

NAME:
DARRYEL ADAMS MANAGER

FIFO
AJV-352

DATE:

CHANGES:

. MINIMUMS BASED ON HEIGHT ABOVE THLD VS TOUCHDOWN.

. REMOVED IAF'S OTGUQ AND OGLOJ AND ADDED TAA.

ADDED LP MINIMUMS.

CHANGED DESCENT ANGLE AND TCH FROM 3.06/45 TO 3. 00/58

. REMOVED VGSI NON-COINCIDENT NOTE.

. REMOVED PLANVIEW NOTES.

. ggﬁg\G/EB MISSEED APPROACH CLEARANCE LIMIT FIX FROM EJHAF TO IKBAJ AND MISSED ALTITUDE FROM 2100 TO 2800.

ONON AWM

REASONS:

1. 8260.3, CH 20.

2. ATC AND FPT REQUEST.
3. LOWER MDA.

4. VGSI DATA USED.

5. IS NOW COINCIDENT.

6. TAA.

7. ATC REQUEST AND TAA.
8. TAA




RNAYV - STANDARD :
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TAA
FROM TO ALT

1. 253/30 CW 013/30 (NOPT) ITVUC (IFNIAF) (FB) 2600
2. 013/30 CW 253/30 ITVUC (IFNIAF) (FO) 2600

x‘ggxé“!;}
{;’.1
I

ﬁ;iﬂ' {:?‘gf{"

ELEVATION: 354 THRE: 346

AIRPORT NAME:
MIDDLE GEORGIA RGNL

CITY AND STATE
MACON, GA

FACILITY
IDENTIFIER:

PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:

RNAV (GPS) RWY 31, AMDT 1 AMDT: ORIG-B

RNAV

DATED: 03/10/2011

FAA FORM 8260-10/_ April 2006 (Computer Generated)

PAGE 2 OF 5 PAGES




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

] YES [ ] no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
(] ] | [ ] [ 1] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: - FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnefic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
FAS DATA BLOCK INFORMATION
DATA FIELD DATA
OPERATION TYPE v 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KMCN
RUNWAY RW31
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR : 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W31A
LTP/FTP LATITUDE 324122.2800N
LTP/FTP LONGITUDE 0833818.0335W
LTP/FTP ELLIPSOIDAL HEIGHT +00782
FPAP LATITUDE 324219.7400N
FPAP LONGITUDE 0833938.8400W
THRESHOLD CROSSING HEIGHT (TCH) - 00058.3
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 1224
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 0.0
CRC REMAINDER 53F269B2
ADDITIONAL PATH POINT RECORD INFORMATION
ICAC CODE ‘ K7
LTP ORTHOMETRIC HEIGHT +01053
FPAP ORTHOMETRIC HEIGHT +01053
Als
Sh
L4
CITY AND STATE ELEVATION: 354 THRE: 346 FACILITY PROCEDURE NO.f AMDT NOJEFFECTIVE DATE: SUP:
: IDENTIFIER: ’
MACON, GA . RNAV (GPS) RWY 31, AMDT 1
B AIRPORT NAME RNAV AMDT: ORIG-B
o MIDDLE GEORGIA RGNL DATED: 03/10/2011
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[ ] ves [ ] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH; _
ATA AAT ALPA APA

I e T e A N

AOPA

[ ]

NBAA OTHER (specify)

[]

FLIGHT CHECKED BY

NAME. FIFO BDATE.
DEVELOPED BY
NAWE FIFO BATE:
APPROVED BY
NANE: FIFD DATE.
CHANGES.
REASONS.
Naks
@ 4

et




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
w INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. . Distances are in nautical miles unless otherwise

FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET -~ 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3

WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT EMBIJ K70 ‘W N32380821W083334549 Woo051 . NAR EMBIJ
SUSAEAENRT HALUL K70 W N32400487W083362524 W0051 NAR HALUL
SUSAEAENRT TKBAJ K70 W N32420098W083490431 w0049 NAR IKBAJ
SUSAEAENRT ITVUC K70 w N32341696W083282143 W0051 NAR ITVUC
T 2 3 2 5 6 7 8 s 0 1 2 3
ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCNK7AMCN 0 065YHN32413426W083385716W003000354 1800018000C MNAR . MIDDLE GEORGIA RGNL
- 1 2 3 4 5 6 7 8 9 [ 1 2 -3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456783012
SUSAP KMCNK7FR31 AITVUC 010ITVUCK7EAOEE AR HF 31320040 + 02600 18000 A JS
SUSAP KMCNK7FR31 R 010ITVUCK7EAQE I IF + 02600 18000 A JS
SUSAP KMCNK7FR31 R 020EMBIJK7EALE F O51TF 31320060 + 02000 A JS
SUSAP KMCNK7FR31 R 020EMBIJK7EA2WALP N . ALNAV Js
SUSAP KMCNK7FR31 R 021HALULK7EAOE S O031TF 31310030 V 0104001041 -300 A JS
SUSAP KMCNK7FR31 R 030RW31 K7PGOGY M 031TF 31310020 00404 -300 A JS
SUSAP KMCNK7FR31 R 040 0 M CA 3131 + 00680 A JS
SUSAP KMCNK7FR31 R 0501IKBAJK7EAQEY DF + 02800 A JS
SUSAP KMCNK7FR31 R 060IKBAJK7EAOEE R HM 13300040 + 02800 A JS
1 2 3. 4 5 6 7 8 S 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCNK7GRW31 0050003131 N32412228W083381803+0200 +0078200346000058150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KMCNK7PR31 RW31 001 00O0OW31A0N3241222800W08338180335+007820300N3242197400W08339388400106751224000583F40000053F269B2
SUSAP KMCNK7PR31 RW31l 002E +01053+01053LP 63228
VAL,
A
9
%ﬁ\ég
. 4
CITY AND STATE ELEVATION: 354 THRE: 346 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE:  [sup:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 31, AMDT 1
MIDDLE GEORGIA RGNL AMDT: ORIG-B
RNAV

DATED:  03/10/2011

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER . (specify)

o O O 0O O 0O

FLIGHT CHECKED BY

NAME: FIFO ) DATE:

DEVELOPED BY

NAME: ) NFPG ~ DATE:

APPROVED BY

NAME: ' , NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

— RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY - 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
ITVUC ITVUC 010 IAF HF R . FO 313.2(310.2T) 004.0 AA 02600
ITVUC 010 FACF IF FB AA 02600
EMBIJ 020 FAF TF FB 0.5 313.2(310.2T) 006.0 . AA 02000
HALUL 021 SDF TF FB 0.3 313.1(310.1T) 003.0 AA 01040 GS 01041
RW31 030 MAP TF FO 0.3 313.1(310.1T) 002.0 AT 00404 .
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB - 313.1(310.1T) AA 00680
IKBAJ 050 DF FO ’ AA 02800
IKBAJ 060 HM R FO 133.0(130.0T) 004.0 AA 02800
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
EMBIJ N323808.21 W0833345.49 N3238.137 W08333.758
HALUL N324004.87 W08336295.24 N3240.081 W08336.487
IKBAJ N324900.98 W0834904.31 N3249.016 W08349.072
ITvuc N323416.96 Ww0832821.43 N3234.283 wW08328.357
RW31 N324122.28 wW0833818.03 N3241.371 wW08338.301
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH \
RW31 00346 58
UAs
gl
(}3‘ o
CITY AND STATE ' ELEVATION: 354 THRE: 346 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 31, AMDT 1

MIDDLE GEORGIA RGNL
RNAV

AMDT: ORIG-B
DATED:  03/10/2011

FAA FORM 8260 - 10/ April 2006 (Computer Generated)
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ALL AFFECTED PROCEDURES REVIEWED?

[] ves [ no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:

ATA AAT ALPA APA

L O O 04

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART -A OBSTRUCTION DATA |

T0

1. APP SEGMENT FROM OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 253/30 CW 013/30 ITVUC 1. TOWER (13-000320) }322811.62N/0831516.58W | 1550 (4D) 1000 ’ 2600
2. TERRAIN 324015.00N/0832218.00W | 539 (500) AS1500 2000
STRAIGHT-IN AREA 013/30 CW 253/30 ITVUC 3. TOWER (13-002311) [324400.00N/0831916.00W [1229 (5D) 1000 |AT371 2600
4. TERRAIN 324548.00N/084004.2.00W | 726 (700), AS1500 112200
INTERMEDIATE ITVUC (IF/IAF) EMBIJ 5. AAO 323512.00N/0832639.00W |670 (4E) 500 |AC98 DG732 2000
6. TERRAIN 323606.00N/0832730.00W | 394 (400) AS1500 1900
FINAL: LP EMBIJ HALUL/2.00 NM TO |7. AAO - 1323857.04N/0833538.96W {470 (2C) 250 |pG320 1040
RW31 '
FINAL: LP STEPDOWN ) HALUL/2.60 NM TO RW31 8. TREE (KMCNO0081)  [324121.83N/0833807.61W [429 (1A) 250 680
RW31
FINAL: LNAV EMBIJ HALUL/2.00 NM TO [9. AAO 323849.23N/0833545.00W |489 (2C) 250 |DG301 1040
RW31
FINAL: LNAV STEPDOWN HALUL/2.00 NM TO RW31 10. TREE ~ 1324200.13N/0833805.33W [469 (2C) . 250 720
RW31
2. HOLD-IN-LIEU-OF-PT ITVucC P-5 11. TOWER (13-003108) [323853.00N/0832733.00W |761 (2C) 1000 |AS839 2600
12. TERRAIN 323748.00N/0832433.00W |509 (500) AS1500 2000
MAP: |RW31/RW31 IKBAJ " ASC 12800
i‘P“,ﬁ','Sg,ng 13. TOWER (13-003971) [324836.24N/0835024.74W | 923 (4D) 1000 2000
ELEV: |580/620 14. TERRAIN 324830.00N/0834912.00W | 562 (600) AS1500 2100
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM A 350 ‘ 526 15. TANK (13-001328) |324237.00N/0833900.00W |565 (1A) 300 880
CATEGORY B 1.5 NM & 450 |z 526 15, TANK (13-001328) |324237.00N/0833900.00W |565 (1A) 300 880
CATEGORY C 1.7 NM S| 450 |2 546 16. TREE 323935.67N/0833929.48W [589.(2C) . 300 900
CATEGORY D 2.3 NM E_.’ 550 2 606 17. TANK (13-000822) | 323857.00N/0833919.00W [595 (4D) 300 AC50 960
CATEGORY E 4.5 NM x 550
5. MINIMUM SAFE ALTITUDES | PRIMARY NAVAID:
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA
, ' [e
J : 9
ELEVATION: 354 FACILITY PROCEDURE AND AMENDMENT NO: REGIO%C\@O i

CITY AND STATE

MACON, GA .

AIRPORT NAME:
MIDDLE GEORGIA RGNL

RNAV

RNAV (GPS) RWY 31, AMDT 1

FAA Form 8260 - 9/ April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH:

2. WEATHER SERVICE

3. ALTIMETER SETTING

21 NATROTV%gR NWS |OTHER: SOURCE:KMCN
A80 TRACON ASOS DISTANCE:
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC
X[VHF [xJuHF ] JHF  |LOCATION: KmcN ADJUSTMENT: 0
. PRIMARY NAVAID:
'MONITOR |-MONITOR POINT:
STATUS | HRS [CAT1
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 05
5, . X |HIRL 05 (PCL), 23 (PCL)
g”;&ﬁv‘:‘lﬁ:{" X |MIRL 31 (PCL), 13 (PCL)
LIGHTING X REIL 31 (PCL), 13 (PCL), 23 (PCL)
TDZ
CILINE
X |OTHER (SPECIFY)
VASI-4L 31 (PCL), 13, 23
6. RUNWAY  |BASIC :
MARKINGS ALL WEATHER PIR-G 05
INSTRUMENT  NPI-G 31, 13, 23
7.RUNWAY - |APPROACH 05
VISUAL MIDFIELD
. RANGE ROLL OUT
8. GLIDE GP ANGLE: ELEV RWY THRESHOLD:
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:
9. FINALAPPROACH' X  |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
DONALD E. SMITH (ROSS F. BARTO) 01/03/2012
TITLE: ) OFFICE:
AERONAUTICAL INFORMATION SPECIALIST : AJV-352

PART C - REMARKS:

VDP NOT ESTABLISHED - OBSTACLES PENETRATE VDP SURFACE.

PARA 251, 20:1 PENETRATION.

PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SEE ATTACHED AIRSPACE LETTER.

VGSI DATA: 3.00/58.3

ON AIRPORT 24 HR NATIONAL WX SERVICE, NO BACK-UP
ALTIMETER SOURCE REQUIRED.

OBST #12: REQUEST (4D) AC FROM FLIGHT CHECK FOR 923
TOWER 324836.24N/0835024.74W

TREE HEIGHT 100 FT PER FPT.
LPV, LNAV/VNAV NA DUE TO LACK OF APPROPRIATE SURVEY.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:

RWY31

20:1 PENETRATIONS:

390 TREE (KMCNO0078) 324123.19N/0833812.84W (40.50)
400 TREE (KMCN0058) 324116.69N/0833805.00W (3.73)
418 TREE (KMCN0057) 324118,82N/0833805.84W (31.40)
373 RR (KMCN0056) 324121.12N/0833811.10W (11.08)
389 TREE (KMCNO0055) 324121.69N/0833812.12W (32.26)
RWY 13:

20:1 PENETRATION: )

391 TREE (KMCN0045) 324158.89N/0833912.23W (0.93)

KMCN ASOS ON SERVICE A.




RADIO FIX AND HOLDING DATA RECORD

NAME: EMBIJ STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 323808.21N/0833345.49W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: : HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: : .
USE TYPE - USE TITLE FAC = PAT AIRPORTIDENT CITY STATE
: A

IAP RNAV (GPS) RWY 31 ‘ KMCN MACON GA (US)
REQUIRED CHAﬁTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 » DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

1. REVISED FIX COORDINATES, FIX MOVED 195.85 FT.
2. REMOVED FAC 1.

3. UPDATE FIX USE.

DEVELOPED BY: DATE: 12/05/2011 OFFICE: AJV-351 NAME: DONALD SMITH (ROSS BARTO)
APPROVED BY: DATE: _ OFFICE: AJV-351 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER: )

0\\“1‘,‘\‘

Y

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HALUL STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 324004.87N/0833629.24W TYPE: WP »

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE ) FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 31 KMCN MACON GA (US)

REQUIRED CHARTING: |IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:

1. REMOVE FAC 1.

2. UPDATE FIX USE.

3. UPDATE FIX COORDINATES TO PLACE FIX ON RWY CENTERLINE.

DEVELOPED BY: DATE: 12/05/2011 OFFICE: AJV-352 NAME: DONALD SMITH (ROSS BARTO)
APPROVED BY: KDATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL v
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER: :

VA,

Hoe®

-t

FAA FORM 8260-2 7 AUG 2009 ’ Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

MAME: ITVUC STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 323416.96N/0832821.43W TYPE: WP
AIRSPACE DOCKET: FiX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RADICRS/BRG CRS TURM LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND g. ORR) TIME DME MIN MAX  MIN MAJé

1 SE WP ' 13316 313.186 4 2000 6000

‘CONTROLLING OBSTRUCTIONS:

4

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION AgCURACY CODE
761 2

1 ’ 200 TOWER (13-003108) 323853.00N/0832733.00W

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECITITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
AP RNAV (GPS) RWY 13 1 KMCN MACON
AP RNAV (GPS) RWY 31 1 KMCN MACON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISIONM: 05/31/2012

REASON FOR REVISION: e ’
1. REMOVED FAC 1.
2. UPDATED FIX USE.

3. ADD HOLDING.

ox

DEVELOPED BY: DATE: 12/05/2011 OFFICE: AJV-351 MAME: DONALD SMITH (ROSS BARTO)
APPROVED BY: DATE: OFFICE: AJV-351 NAME: DARRYEL ADAMS
BIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER:

STATE
GA (US)
GA (US)
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RADIO FIX AND HOLDING DATA RECORD

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETE.

FIXUSE: - . .
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY
IAP RNAV (GPS) RWY 13 1 KMCN MACON
AP RNAV (GPS) RWY 31 1 KMCN MACON

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 08/25/2011

REASON FOR REVISION: ‘

REMOVED KMCN R13 AS FAC1.

FIX MOVED 487.18 FEET NORTHWEST; COORDINATES UPDATED.
ADDED HOLDING PAT 1.

UPDATED FIX USE.

DEVELOPED BY: DATE: 02/10/2011 . OFFICE: AVN-110

APPROVED BY: DATE: 05/19/2011 OFFICE: AVN-110
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL

ATC FACILITY: MCN ATCT
OTHER: ATL APP CON

INFO ONLY

NAME: DARRYEL ADAMS

NAME: IKBAJ STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 324900.98N/0834904.31W TYPE: WP

AIRSPACE DOCKET: ) FIX TYPE OF ACTION: MODIFY -

HOLDING: _ HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR  IDENT TYPE RAD/CRS/IBRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES

) INBOUND (LORR) TIME DM MAX MIN MAX

1 NW WP 312.98 132.98 R 6000 5 6
CONTROLLING OBSTRUCTIONS: h :
.PAT AIRSPEED OBSTRUCTION i COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (13-003971) 324836.24N/0835024.74W 923 1A

HOLDING RESTRICTIONS:

STATE
GA (US)
GA (US)

NAME: DONALD SMITH (CHRIS MCCARTHY)

WAL,
v e,

’
qz‘m"
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: ~ MACON STATE: GA
AIRPORT NAME: MlDDLE GEORG‘IA RGNL ID: KMCN
PROCEDURE: RNAV (GPS) RWY 31 . | AMDT: 1
DOCKET # :

(96-AXX-X/Required/Not Req‘uired)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/1 00 SEC; DEG TO 1/100 DG.

1. Distance from- THLD to 1000’ point - 3.01
(Enter THLD, FAF, ARP, FACILITY, as appropriate) '
2. Width of FINAL segment at 1000’ point ‘ 1.20
(Enter appropriate segment , final, intermediate, etc.) .
3. True Course of FINAL segment containing 1000' point 310.11
4. High Terrain in FINAL segment containing 1000' point__ 365
5. Distance from THLD to 1500' point | 4.81
(if 1500' point in PT maneuvering area or holding pattern note in remarks) ‘ »
6. Width of FINAL segment at 1500' point 1.94
7. True Course of FINAL segment containing 1500' point 310.11
8. High Terrainin FINAL segment containing 1500’ point 365
9. Threshold Coordinates (if straight-in) ... 324122.28N ,  0833818.03W
10. ARP CoOrdinates ........ceeeeeevrueves | 324134.26N 0833857.16W
11. Runway Approach End and distance furthest from ARP................. RWY 5
Distance 0.71 NM
12. FAF Coordinates ..........cccceeueennee 323808.21N 0833345.49W

(Click to Select)

REMARKS: Approach/Drawing attached. (IF/IAF): ITVUC 323416.96N/0832821.43W.




RADIO FIX AND HOLDING DATA RECORD

NAME: OGLOJ : STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 322800.83N/0833435.69W TYPE: WP, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
FIX MAKE-UP FACILITIES: ‘ -
FAC NAME ‘ IDENT TYPE . CLASS MAG = TRUE DME DISTFROMFAC MRA MAA
_ . BRG BRG NM  FEET
1 MACON MCN VORTAC H 164.06 165.06. 13.90 . 2000 17500
2 ITVUC _ 220.16 8.18 17500
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: ‘ .
USE TYPE USE TITLE FAC. PAT AIRPORTIDENT CITY STATE
EN ROUTE (us)
V362 :
IAP KMCN MACON . GA(US)

MIDDLE GEORGIA REGIONAL - RNAV (GPS) RWY 31
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW o » ~
COMPULSORY REPORTING POINT: NO ; ' CANCELLED
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/22/2005 . '

REASON FOR REVISION:
1. MOVED TO ALIGN WITH ITVUC
2. MOVED FACILITY 2 TO FACILITY 1

DEVELOPED BY: DATE: OFFICE: i NAME:
APPROVED BY: "~ DATE: OFFICE: AJV-351 ' NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: ATL
ARTCC: ZTL :
ATC FACILITY: ATL APP CON MCN ATCT
OTHER:
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