~ RNAV - STANDARD
INSTRUMENT.APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL. AVIATION ADMINISTRATION

Be'aly'ing's;h'eadi,ngs, cburses, and radials are magnetic. -Elevaiionsand altitudes are in feet, MSL, except

HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Cellings are infeet
above airport elevation. Distances are in nautical miles uniess otherwise indicated, except visibilities which
are in statute miles or in feet RVR.

TERMINAL ROUTES . MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE |LPV: ?\'IANAV DA ¢
IPJOM (IF/IAF) JOHGY (FB) 231.05/6.09 2100 '[mv; RW23
JOHGY (FAF) RW23 (MAP) (FO) 231.00/ 5.32 _
CLIME TO 2600 DIRECT IJBEW AND HOLD.
RW23 (MAP) 627 MSL 231.00 . -
627 MSL. IJBEW (FO) 2600
ADDITIONAL FLIGHT DATA:
HOLD SW, LT, 050.86 INBOUND.
. ~CHART FAS OBST: 526 TANK 324228N/0833907W
FAS OBST: 495 AAO 324444N/0833545W
‘CHART 1212 TOWER 324504N/0833327W.
~DISTANCE TO THLD FROM 273 HAT: 0.69 NM.
‘ : WAAS CHANNEL # 40419
1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF - (IAF) E$§EI§§N§§§GT“ ID: W23A
2. HOLD NE IPJOM, RT, 231.05 INBOUND, 2600 FT. IN LIEU OF PT (IAF) 1 TR
3. FAC: 231.00 FAF: JOHGY DIST FAF TO MAP: 532 THLD: 532
4, MIN. ALT: IPJOM 2600, JOHGY 2100
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2100 GS ALT AT:JOHGY 2100 OM: MM: IM:
7. GS ANGLE: 3.00 TCH:52.4 34:11S NOT CLEAR
8. MSA FROM: MAG VAR: 3W EPOCH YEAR: 1990
. MINIMUMS )
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD
CATEGORY =====> ‘ A ' B c D E
DH/MDA VIS | HAT/HAA| DH/IMDA VIS | HAT/HAA|{DH/MDA VIS |HAT/HAAIDHIMDA | VIS [|HATHAA{DH/IMDA | VIS |HAT/HAA
LPV DA 627 1 273 - 627 1 273 627 1 273 627 1 273
LNAV/VNAV DA 726 11/4 372 726 11/4 372 726 11/4 372 726 11/4 372
LNAV MDA 760 1 406 760 1 406 760 11/8 406 760 11/8 406
CIRCLING 880 1 526 880 1 526 900 112 546 960 2 606
NOTES:
CHART NOTE: WHEN VGSI INOP, CIRCLING RWY 13 AND 31 NA AT NIGHT. \\M/
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -15C (5F) OR ABOVE 41C (105F). ) Q@ 7,
CHART NOTE: WHEN VGSI INOP, STRAIGHT-IN/CIRCLING RWY 23 PROCEDURE NA AT NIGHT. -
CHART NOTE: DME/DME RNP-0.3 NA. (g [}
CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. o (:“ﬂ"
CITY AND STATE ELEVATION: 354 THRE: 354 FACILITY PROCEDURE NO.JAMDT NO./JEFFECTIVE DATE: SUP:
MACON, GA AIRPORT NAME: |DENgh|2ER; RNAV (GPS) RWY 23, AMDT 2 AMDT: 1
c :
MIDDLE GEORGIA RGNL DATED  09/23/2010

FAA FORM 8260 - 3/ April 2006 (computer generated)
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ALL AFFECTED PROCEDURES REVIEWED? ‘ COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves NO ROUTINE
COGRDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify) .

[X] ] [X] [x] [x] , [X]  z7L,A-80,MCN ATCT, STATE AERO

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY v

NAME: FIFO DATE:

DONALD E. SMITH (ROSS F. BARTO) AJV-351 12/16/2011

APPROVED BY

NAME: FIFO DATE:

DARRYEL ADAMS MANAGER AJV-351
CHANGES:

. REMOVED FEEDERS, INITIALS AND MSA FROM PROCEDURE AND ADDED TAA..

. REVISED DISTANCE FAF TO MAP AND THLD FROM 5.24 NM TO 5.32 NM.

LOWERED LNAV/VNAV DA/HATH ALL CATS FROM 793/439 TO 726/372 AND VISIBILITY FROM 1 1/2 MILES TO 1 1/4 MILES (COORD WITH FPT).
LOWERED LNAV MDA/HATH ALL CATS FROM 800/446 TO 760/406 (COORD WITH FPT).

MINIMUMS BASED ON HEIGHT ABOVE THLD VS TOUCHDOWN.

REMOVED PROCEDURE NA NOTES.

. LOWERED LNAV/VNAV MAX TEMPERATURE FROM 48C (118F) TO 41C (105F).

. REVISED VGSI NOTES.

RAISED MISSED APPROACH ALTITUDE FROM 2100 FT TO 2600 FT.

OPNPOABNS

REASONS:

1/6. TAA DEVELOPED.

2. PFAF MOVED TO 8260.54 LOCATION.

3/4. NEW CONTROLLING OBSTACLE.

5. 8260.3, CH 20.

7. NEW CALCULATION.

8. REQUIRED.

9. TO MATCH (IF/IAF) OF RWY 05 RNAV PROCEDURE.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR,

MIDDLE GEORGIA RGNL

TAA
FROM ] TO _ALT
1. 171/30 CW 291/30 (NOPT) IPJOM (IF/IAF) (FB) .2600
2. 291/30 CW 171/30 IPJOM (IF/IAF) (FO) . 2600
Ot ff’j:,.
v
v 2
Ot
CITY AND STATE ELEVATION: 354, THRE: 354 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 2 ;
RNAV AMDT:

DATED: 09/23/2010

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] n~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

O OO O O

AOPA NBAA OTHER (specify)

] L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum aititudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles uniess otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KMCN
| RUNWAY RW23
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W23A
LTP/FTP LATITUDE 324152.7435N
LTP/FTP LONGITUDE 0833841.7975W
LTP/FTP ELLIPSOIDAL HEIGHT .+00809
FPAP LATITUDE 324052.9500N
FPAP LONGITUDE 0834000.2000W
THRESHOLD CROSSING HEIGHT (TCH) 00052.4
TCH UNITS SELECTOR (METERS OR FEET USED) F
1 GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0768
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 84A85C9C
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +01079
| FPAP ORTHOMETRIC HEIGHT +01079
WAL,
@
9
%?c%‘f}
CITY AND STATE ELEVATION: 354 THRE: 354 FACILITY PROCEDURE NO. AMDT NO.JEFFECTIVE DATE:  |SUP:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 2
RNAV | AMDT: 1
MIDDLE GEORGIA RGNL DATED 09/23/2010 |

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH: ‘
ATA AAT ALPA APA AOPA NBAA ~ OTHER (specify)

I N O I N

[ ] ]

FLIGHT CHECKED BY

NAME: FIFO DATE.
DEVELOPED BY
NAME. FIFO DATE.
APPROVED BY
NAME: ~ FIFO DATE:
CHANGES:
REASONS:
Al s
™M

@
Fee®




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

—-RNA)L(Q—ES-)—SIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. . .

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3

wp 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT = IJBEW K70  C N32334711W083491711 W0049 NAR IJBEW
SUSAEAENRT  IPJOM K70 W N32493169W083283843 W0052 NAR 1PJOM
SUSAEAENRT  JOHGY K70 W N32452674W083340080 W0051 NAR - JOHGY
1 2 3 2 5 5 7 8 ) 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCNK7AMCN 0 065YHN32413426W083385716W003000354 o 1800018000C MNAR MIDDLE GEORGIA RGNL

1 2 3 4 5 6 7 8 S o] 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCNK7FR23 AIPJOM 010IPJOMK7EAQOEE AR HF : 23110040 + 02600 18000 A JS
SUSAP KMCNK7FR23 R 010IPJOMK7EAOE I IF + 02600 18000 A JS
SUSAP KMCNK7FR23 R 020JOHGYK7EALE F 051TF 23110061 + 02100 A JS
SUSAP KMCNK7FR23 R 02 0JOHGYK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KMCNK7FR23 R 030RW23 K7PGOGY M 031TF 23100053 00407 -300 A JS
SUSAP KMCNK7FR23 R 040 0 M CA 2310 + 00627 A JS
SUSAP KMCNK7FR23 R 050IJBEWK7EAQEY DF + 02600 A Js
SUSAP KMCNK7FR23 R 060IJBEWK7EAOEE L HM 05090040 + 02600 A JS
1 2 3 4 5 6 7 8 9 0 1 2 . 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCNK7GRW23 0065012310 N32415274W083384180-0400 +0080900354000052150R
1 2 3 4 5 6 7 8 S 0 1 2 3

PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KMCNK7PR23 RW23 001 O000W23A0N3241527435W08338417975+008090300N3240529500W08340002000106750768000524F40050084A85CoC

SUSAP KMCNK7PR23 RW23 002E +01079+01079LPV 40419
My
oy
CITY AND STATE ELEVATION: 354 THRE: 354 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |syp:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 2
MIDDLE GEORGIA RGNL _ AMDT: 1
RNAV DATED:  09/23/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

0O O 0O 0O

AOPA NBAA OTHER (specify)

[ 1 L]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, -courses, and radials are magnetic. Elevations and altitudes are iri feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—RNAy—(Q-BS-LSIANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR. .
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
IPJOM IPJOM 610 IAF HF R - FO 231.1(228.1T) 004.0 AR 02600
IPJOM 010 FACF IF FB AA 02600
JOHGY 020 FAF TF FB 0.5 231.1(228.1T) 006.1 AA 02100
RW23 030 MAP TF . FO 0.3 : 231.0(228.0T) 005.3 AT 00407
‘ MISSED< APPROACH ‘FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 ’ CA ’ - FB - 231.0(228.0T) AR 00627
IJBEW 0590 DF FO . AA 02600
IJBEW 060 HM L FO 050.9(047.9T) 004.0 . AA 02600
POINT DATA ’ WAYPOINT LAT IN SECS LONG IN SECS - LAT IN MINS- LONG IN MINS
JTJIBEW N323347.11 w0834917.11 N3233.785 w08349.285
IPJOM N324931.69 wW0832838.43 N3245.528 W08328.641
JOHGY N324526.74 W0833400.80 N3245.446 W08334.013
RW23 N324152.74 Ww0833841.80 N3241.8795 W08338.697 .
RUNWAY DATA ' THRESHOLD
RWY - ELEVATION TCH
RW23 00354 52
UA,
TN
Yo
CITY AND STATE ELEVATION: 354 THRE: 354 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
MACON, GA AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 23, AMDT 2 .
MIDDLE GEORGIA RGNL AMDT: 1
RNAV
DATED:  09/23/2010

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] ~o

COORDINATED WITH: _ '
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

b O 0O 0O O ]

FLIGHT CHECKED BY

NAME: FIFO DATE:

DEVELOPED BY

NAME: NFPG DATE: -

APPROVED BY

NAME: - NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
] PART - A OBSTRUCTION DATA : .
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL ROC ALT ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 171/30 CW 291/30 IPJOM 1. STACK (13-000272) 1331139.00N/0831758.00W | 1360 (5D) 1000 |AT240 2600
2. TERRAIN 330218.00N/0833100.00W {686 (700) AS1500 2200
STRAIGHT-IN AREA 291/30 CW 171/30 iPJOM 3. TOWER (13-000320) [322811.62N/0831516.58W | 1550 (4D) 1000’ 2600
4. TERRAIN 325633,00N/0840530.00W 811 (800) AS1500 2300
INTERMEDIATE IPJOM (IFIAF) - |JOHGY 5. TOWER (13-003741) |324504.30N/0833326.70W |1212 (5D) 500 1800
6. TERRAIN 324830.00N/0832809.00W |588 (600) . |AS1500 - 2100
FINAL: LPV JOHGY RW23 7. TREE (KMCNTO0024) [324203.57N/0833835.05W [411 (2C) 341 [AC20 MA23 6271273
FINAL: LNAVIVNAV JOHGY RW23 [8. TANK (13-003328)  324228.00N/0833907.00W | 526 (4D) 161 |AC50 MA52 726/372
FINAL: LNAV JOHGY RW23 9. AAO 324444.02N/0833544.66W {495 (2C) 250 760
2. HOLD-IN-LIEU-OF-PT ] IPJOM P-5 10. TOWER (13-001021) [325348.00N/0833205.00W |1139 (5D) 1000 |AT461 : 2600
11. TERRAIN 325406.00N/0833130.00W | 663 (700) AS1500 2200
MAP: |DA /DA 1RW23 IJBEW , 12. TREE (KMCN0040) [324213.89N/0833822.27W [431 (1A) - ASC - 2600
fgp“ﬁ',nggH S 14. TOWER (13-002148) |323525.00N/0834541.00W | 947 (2C) 1000 . 2000
ELEV. [428/565/660 . 15. TERRAIN 323648.00N/0835006.00W | 529 (500) AS1500 ' 2000
4. CIRCLING AREA | DISTANCE “HT. ABV. ARPT. '
CATEGORY A 1T3NM | | 350 526 13. TANK (13-001328) |324237.00N/0833900.00W [565 (1A) 300 880
CATEGORY B 1.5 NM iU 450 |Z| 526 13. TANK (13-001328) |324237.00N/0833900.00W |565 (1A) 300 | 880
CATEGORY C 1.7NM  |5] 450 |2 546 16. TREE 77| 323935.67N/0833929.48W [589 (2C) 300 - le00
CATEGORY D 23NM |G| 550 |2 - 606 -~ - |17 TANK (13-000822) |323857.00N/0833919.00W |595 (4D) | - 300 AC50 960
CATEGORY E a5NM |*[ 550
5. MINIMUM SAFE ALTITUDES ’ PRIMARY NAVAID: ) :
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL)| . M gﬁ‘ 5
o %
— (IO
CITY AND STATE ELEVATION: 354 ~ |FACILITY PROCEDURE AND AMENDMENT NO: REGION
MACON, GA AIRPORT NAME: RNAV RNAV (GPS) RWY 23, AMDT 2 ASO
- MIDDLE GEORGIA RGNL
EAI\‘*?Fqnm 8260 - 9 / April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZTL ARTCC - SOURCE:KMCN
ZTL ARTCC NWS |OTHER: _
MCN FSS -|ASOS DISTANCE:
A80 TRACON FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: A/C
x|VHF [xJuHF | [HF  |LOCATION: KMCN ADJUSTMENT: 0
. PRIMARY NAVAID:
MONITOR MONITOS};%!I\'I‘:
sTATUS | HRS
OPTN:| CAT 3
ALS
(S) SALS
X MALSR 05
5. - X HIRL 05 (PCL), 23 (PCL)
APPROACHI™ ™ ImIRL 31 (PCL), 13 (PCL) .
& RUNWAY X REIL 31 (PCL), 13 (PCL), 23 (PCL)
LIGHTING
TDZ
CI/LINE
X  |OTHER (SPECIFY)
VASI-4L 31 (PCL), 13, 23
6. RUNWAY  |BASIC
MARKINGS |ALLWEATHER  PIR-G 05
INSTRUMENT NPI-G 31,13, 23
7.RUNWAY |APPROACH 05
VISUAL MIDFIELD
RANGE ROLL OUT ,
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 354.1
" PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
' THRESHOLD CROSSING HEIGHT 52.4
9. FINAL APPROACH X |[RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
- DONALD E. SMITH (ROSS F. BARTO) 12/16/2011
TITLE: ' OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-351

PART C - REMARKS:
VDP NOT ESTABLISHED - OBSTACLES PENETRATE VDP SURFACE.

PARA 251, 20:1 PENETRATION.
PARA 251, 34:1 PENETRATION.
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

ASOS IS ON SERVICE A
ON AIRPORT 24HR NATIONAL WX SERVICE, NO BACK-UP
ALTIMETER REQUIRED.

AVERAGE COLD TEMPERATURE DATA NOT AVAILABLE, AVERAGE
COLD TEMPERATURE BASED ON STANDARD -30C ISA DEVIATION.

VGSI DATA:
3.00/TCH 52.4

TERPS PARA 289 APPLIED TO 1212 TOWER 324504N/0833327W.
SEE ATTACHED AIRSPACE LETTER.

LNAV/VNAV MISSED APPROACH PENETRATION
13. TzAsNK (13-001328) 324237.00N/0833900.00W 565 (1A)
ASC 2600.

100" TREES PER EASTERN FPT
TERPS VOLUME 1 VISUAL PORTION OF FINAL PENETRATIONS:

20:1

RWY 13: 391 TREE (KMCN0045) 324158.89N/0833912.23W
(0.93)

RW§)31: 400 TREE (KMCN0058) 324116.69N/0833805.00W
(3.7

RWY 23;
411 TREE (KMCNT0024) 324203.57N/0833835.05\W (8.86)
407 TREE (KMCN0037) 324203.11N/0833834.71W (5.33)
37} (ﬁNT ON BLDG (KMCN0031) 324153.96N/0833834.81W
(0.

34:1

432 TREE (KMCNT0026) 324214.48N/0833824.15W (7.59)
382 RR (KMCNT0022) 324155.50N/0833830.87W (7.90)

431 TREE (KMCN0040) 324213.89N/0833822.27W (4.26)
383 RR (KMCN0035) 324159.31N/0833833.04W (5.36)

371 OL POLE (KMCNO0033) 324154.79N/0833832.73W (1.78)

LPV SLOPE: 34:1
LLNAVIVNAV SLOPE: 23.44:1

REQUEST (4D) AC FROM FLIGHT CHECK FOR 526 TANK
324228.00N/0833907.00W. :




RADIO FIX AND HOLDING DATA RECORD

NAME: |JBEW STATE: GA COUNTRY: US
LATITUDE/LONGITUDE: 323347.11N/0834917.11W TYPE: WP, INT, DME
AIRSPACE DOCKET; FIX TYPE OF ACTION: MODIFY
FiX MAKE-UP FACILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
1 MACON I-MCN LOC 230.95 227.95 12.14 2100 4800
2 MACON MCN VORTAC H 11.70 11.70 2100 17500
3 VIENNA : VNA VORTAC L 320.90 321.90 26.64 2100 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS: ‘ ‘
PAT DIR - IDENT TYPE RAD/CRS/BRG CRS TURN. LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX
1 SW  I-MCN LOC 230.95 050.95 R 1 2100 4800 9 10
2 SW WP 230.86 050.86 L 4 2100 6000 5 6
CONTROLLING OBSTRUCTIONS: ,
PAT AIRSPEED OBSTRUCTION : COORDINATES ELEVATION ACCURACY CODE
1 - 265 TOWER (13-000435) 323418.00N/0835558.00W 980 2E
2 200 TOWER (13-000435) 323418.00N/0835558.00W 980 2E
REASON FOR NONSTANDARD HOLDING:
PAT 2 ATC REQUEST
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERNS.
REMARKS: _
MACON (FAC 1) AND VIENNA (FAC 3) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP ILS OR LOC/DME RWY 5 1,2 1 KMCN MACON GA (US)
IAP RNAV (GPS) RWY 23 2 KMCN MACON GA (US)
IAP RNAV (GPS) RWY 5 2 KMCN MACON GA (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/31/2012
REASON FOR REVISION:
1. REVISED FIX COORDINATES, FIX MOVED 17.4 FT SOUTHEAST (AVNIS ADJUSTMENT).
2. REVISED FAC 1 BEARING FROM 227.96T TO 227.95T AND LOWERED MAA TO 4800.
3’ ADDED FAC 1 AND FAC 3 AS BEING USED TO ESTABLISH FIX COORDINATES.
4. REVISED PAT 1 AND 2 CRS/BRG AND LOWERED PAT 1 MAX ALTITUDE AND TEMPLATE.
5. LOWERED PAT 2 MAX ALTITUDE AND TEMPLATE.
6. REMOVED DME FROM FAC 3 (DME FROM MCN VORTAC).
7. REVISED HOLDING PAT 2 CONTROLLING OBSTACLE.
DEVELOPED BY: DATE: 11/30/2011 OFFICE: AJV-352 NAME: DONALD SMITH (ROSS BARTO)
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC. .
FPO: EST
-ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER:
WAL/
" L

)
e
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RADIO FIX AND HOLDING DATA RECORD

NAME: IPJOM ' STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 324931.69N/0832838.43W TYPE: WP

AIRSPACE DOCKET: " FIX TYPE OF ACTION: NO CHANGE

HOLDING: ‘ ' HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS: ' : :

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN  MAX

1 NE WP 051.05 231.05 R 4 2200 6000 5 6

CONTROLLING OBSTRUCTIONS: ' : '

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (13-001021) 325348.00N/0833205.00W 1139 - 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT - AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 23 1 KMCN MACON GA (US)
AP RNAV (GPS) RWY 5 - 1 KMCN MACON GA (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 3 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
1. ADDED HOLDING, HOLDING LIMITED TO ESTABLISHED PATTERN AND PRECIPITOUS TERRAIN EVALUATION.

2. UPDATED FIX USE.

DEVELOPED BY: DATE: 12/16/2011 - OFFICE: AJV-é51 NAME: DONALD SMITH (ROSS BARTO)

APPROVED BY: ‘ DATE: OFFICE: AJV-351 NAME: DARRYEL ADAMS
SIGNATURE: | |

DISTRIBUTION: NFDC
" FPO:EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: JOHGY STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 324526.74N/0833400.80W - TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: : ) :

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP - RNAV (GPS) RWY 23 KMCN MACON ’ GA (US)

REQUIRED CHARTING: |AP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 05/31/2012

REASON FOR REVISION:
REVISED FIX COORDINATES, FIX MOVED 461 FT NORTHEAST TO NEW PFAF LOCATION.

DEVELOPED BY: DATE: 12/01/2011 OFFICE: AJV-351 NAME: DONALD SMITH (ROSS BARTO)
APPROVED BY: DATE: OFFICE: AJV-351 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATC
OTHER:

OQAL / v,

L
Do
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: MACON _ STATE: GA
AIRPORT NAME: MIDDLE GEORGIA RGNL | ID: KMCN
PROCEDURE: RNAV (GPS) RWY 23 _ AMDT: 2
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point : 3.12
(Enter THLD, FAF, ARP, FACIL[TY, as appropriate)
2. Width of FINAL segment at 1000" point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000’ point 228.00
4. High Terrain in FINAL segment containing 1000' point 378
5. Distance from THLD to 1500’ point 4.92
(If 1500" point in PT maneuvering area or holding pattern note in remarks) '
6. Width of FINAL segment at 1500' point 1.75
7. True Course of __ FINAL segment containing 1500' point 228.00
8. High Terrain in FINAL segment containing 1500' point 378
9. Threshold Coordinates (if straight-in) ... 324152.74N ,  0833841.80W
10. ARP Co0rdinates .........coceeereecunn. | 324134.26N 0833857.16W
11. Runway Approach End and distance furthest from ARP................. RWY 5
Distance 0.71 NM
12. FAF Coordinates .......ccccoevereinenee 324526.74N 0833400.80

(Click to Select)

REMARKS: Approach/Drawing attached.(IF/IAF): IPJOM 324931.69N/0832838.43W




RADIO FIX AND HOLDING DATA RECORD

NAME: OGAFU : STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 325315.18N/0833236.58W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE: ’

USE TYPE USE TITLE . FAC . PAT AIRPORTIDENT CITY

REQUIRED CHARTING: IAP

STATE

COMPULSORY REPORTING POINT: NO . C ANCELLED

RECORD REVISION NUMBER: 2 DATE OF REVISION: 09/23/2010

REASON FOR REVISION:

DEVELOPED BY: DATE: 12/16/2011 7 OFFICE: | NAME:

APPROVED BY: DATE: : OFFICE: AJV-351 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
OTHER:

FAA FORM 8260-2 / AUG 2009

Page 1-of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OVUYE STATE: GA COUNTRY: US

LATITUDE/LONGITUDE: 324548.07N/0832440.61W . TYPE: WP ‘

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: -

USE TYPE USE TITLE FAC -PAT AIRPORTIDENT CITY ) STATE

REQUIRED CHARTING: IAP ‘ ' :
COMPULSORY REPORTING POINT: NO : ) C AN CELLED
. RECORD REVISION NUMBER: 2 _ DATE OF REVISION: 09/23/2010

REASON FOR REVISION:

DEVELOPED BY: DATE: 12/16/2011 OFFICE: NAME:
APPROVED BY: DATE: OFFICE: AJV-351 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZTL
ATC FACILITY: ATL APP CON, MCN ATCT
.OTHER:

o“‘:"a

Ve
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