RNAV - STANDARD Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
US DEPARTMENT OF TRANSPORTATION INSTRUMENT APPROACH PROCEDURE HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceflings are in feet
FEDERAL AVIATION ADMINISTRATION . TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
o : are in statute miles or in feet RVR. .
: TERMINAL ROUTES - : ) MISSED APPROACH
FROM ' TO COURSE AND DISTANCE ALTITUDE |LNAV: XEQAP
DATED (IAF) ~ |CATAY(FB) 137.00/11.66 2100
CATAY (IF) ADACO {FB) : 190.23 / 5.02 ‘ 1800 -
X . CLIMBING LEFT TURN TO 2000 DIRECT DEALE AND HOLD.
ADACO (FAF) XEQAP (FO) 190.23/4.73
XEQAP (MAP) 568 MSL 18023
568 MSL DEALE (FO) 2000
ADDITIONAL FLIGHT DATA:
HOLD NW, RT, 138.00 INBOUND.
FAS OBST: 439 AAO 385815N/0764705W
CHART: 685 TOWER 390148N/0764424W
CHART WASHINGTON DC FRZ AND SFRA.
ADACO TO RW18: 3.00/47.
CHART FORT MEADE (ODENTON) AWOS-3
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF ‘ (IAF) FAC CROSSES RWY C/L. EXTENDED 1500 FROM THLD.
2. PROFILE STARTS AT CATAY
3.FAC: 190.23 FAF: ADACO DIST FAF TO MAP: 4.73 THLD: 4.98
4. MIN. ALT: CATAY 2100, ADACO 1800
§. DIST TO THLD FROM OM: MM: M: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: GS ALT AT: OM: MM: I
7. GS ANGLE: TCH:34:11S NOT CLEAR :
8. MSA FROM: XEQAP 2600 . , MAG VAR: 10W ‘EPOCH YEAR: 1995
MINIMUMS ' '
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | X I
CATEGORY =====> A B C D E
DH/MDA | VIS |[HAT/HAA[DH/MDA | VIS |HAT/HAA|DH/MDA | visS [HAT/HAA |DH/MDA | VIS |HAT/HAA|DH/MDA | VIS |HAT/HAA
LNAV MDA 760 1 592 760 1 592 NA - NA

CIRCLING 760 1 592 760 1 592 NA NA

gl—?l-\rE'?NOTE USE FORT MEADE (ODENTON) ALTIMETER SETTING; WHEN NOT RECEIVED, USE COLLEGE PARK
ALTIMETER SETTING AND INCREASE ALL MDA 20 FEET.

CHART NOTE: PROCEDURE NA AT NIGHT.

CHART NOTE: DME/DME RNP-O 3 NA.

{SEE FORM 8260-10)

CITY AND STATE. ‘ ELEVATION: 168 THRE: 168 | FACILTY PROCEDURE NO.JAMDT NO./EFFECTIVE Dﬂli.r SUP:
BOWIE, MD AIRPORT NAME: lDEN,;r,'ﬂ\E,R: RNAV (GPS) RWY 18, AMDT 1 4 |AMDT: ORIG-A
FREEWAY , 7 , ‘ /2 |DATED  01/20/2005

FAA FORM 8260 - 3 { April 2006 {computer generated) ‘ _ HEC PAGE 1 OF 4-PAGES




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES : REQUIRED EFFECTIVE DATE

[x] ves [ ] no : ROUTINE

COORDINATED WITH:

ATA AAT . ALPA° = APA AOPA NBAA ' OTHER (specify) ' ' ‘
D D |:| S El : , o " ZDC, POTOMAC APP CON, AMGR
FLIGHT CHECKED BY
NAME: _ ; FIFO DATE.
: DEVELOPED BY
NAME: ‘ FIFO DATE:
PETER R. GUIMOND . AJV-352 01/11/2012
APPROVED BY
NAME: FIFO DATE:
DARRYEL ADAMS . MANAGER AJV-352
CHANGES:

1. AMENDED MISSED APPROAGH FIX FROM RW18 TO XEQAP,

2. ANDREWS AFB ALTIMETER SETTING DELETED. FORT MEADE (ODENTON) ADDED AS PRIMARY ALTIMETER SOURCE.

3. COLLEGE PARK AWOS ADDED AS BACK-UP ALTIMETER SOURCE. ALTIMETER NOTE UPDATED TO REFLECT BACK-UP ALTIMETER ADJUSTMENT.
4. MOVED ADACO (FAF) 331 FEET SOUTHWEST. ] )

5. MOVED CATAY (IF) 367 FEET WEST. UPDATED COURSE/DISTANCE FROM DATED AND DISTANCE TO ADACO.

6. DELETED NOTE: GPS OR RNP-0.3 REQUIRED.

7. DELETED NOTE: STRAIGHT-IN AND CIRCLING MINIMUMS NA AT NIGHT TO RWY 18. ADDED NOTE: PROCEDURE NA AT NIGHT.

8. AMENDED PLANVIEW NOTE FOR DATED INITIAL SEGMENT TO READ: PROCEDURE NA FOR ARRIVALS AT DATED ON V265 NORTHBOUND.
9. ADDED NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

10. AMENDED DIST FAF TO MAP FROM 5.00 TO 4.73.

11. AMENDED DIST FAF TO THLD FROM 5.00 TO 4.98.

12. AMENDED TDZE 168 TO THRE 168,

13. AMENDED MSA CENTER FROM RW18 TO XEQAP.

14. AMENDED CITY NAME FROM MITCHELLVILLE TO BOWIE.

15. ADDED WASHINGTON DC FRZ AND SFRA TO CHART.

REASONS:

2) F!?QWU:M?( 8260.54A. PROCEDURE IS OFFSET 10 DEGREES FROM FINAL APPROACH COURSE AND REQUIRES A MAP ON RUNWAY CENTERLINE AT LEAST 1500 FEET FROM APPROACH END
2. CIVILIAN WEATHER FACILITIES ARE PREFERABLE TO MILITARY SOURCES WHEN AVAILABLE.
3. 24 HOUR BACK-UP SOURCE PER EASTERN FPT REQUEST,
4, POSITIONED IN PFAF LOCATION IAW FAAO 8260.54, FORMULA 2-16B.
5. POSITIONED SO A TURN IS NOT REQUIRED AT THE FAF COURSES AND DISTANCES COMPUTED FROM NEW POSITION OF CATAY AND ADACO. .
6. NO LONGER REQUIRED. .
7. FORMATTED IAW CURRENT DOCUMENTATION POLICY.
8. FORMATTED IAW CURRENT DOCUMENTATION POLICY. -
9. NO OBSTACLE SURVEY AVAILABLE. TERPS PARA 251 VISUAL SURFACES ASSUMED TO PENETRATED.
10. COMPUTED FROM NEW MAP (XEQAP).
11. COMPUTED FROM RELOCATED FAF POSITION.
12. IAW CURRENT DOCUMENTATION POLICY.
13. XEQAP IS NEW MISSED APPROACH POINT.
14. EASTERN FPT REQUEST.
15. ATC REQUEST. :

- V"“" I ¥

Q) .

@ o
CpeCs




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic.. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33 except visibilities which are in statu@e miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PLANVIEW NOTE: PROCEDURE NA FOR ARRIVALS AT DATED ON V265 NORTHBOUND.
CHART PROFILE NOTE: VGSI AND DESCENT ANGLES NOT COINCIDENT. ’

M7
R
. ‘ . QL;EV‘%?‘I
CITY AND STATE : ELEVATION: 168 THRE: 168 %S&I%HER PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
: . : RNAV (GPS) RWY 18, AMDT 1
BOWIE, MD AIRPORT NAME: AV (GPS) AMDT: ORIG-A
'FREEWAY : _ |paTeD: 0112012005

FAA FORM 8260-10/ April 2006 (Computer Generated) : , PAGE 2 OF 4PAGES




"ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] YEs [] no

REQUIRED EFFECTIVE DATE

COORDINATED WITH: v
ATA T AAT : ALPA APA AOPA NBAA OTHER (specify)

I e

FLIGHT CHECKED BY ;

NAME: FIFO DATE.

DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME. ' FIFO DATE:

CHANGES!

REASONS:

WHITEOUT CORRECTIONS

1c HX%I%MINAFB I;OO(:{)TES (FAF) ADDED ADJACENT ADACO; (MAP) REMOVED FROM ADJACENT XEQAP IN TO SECTION; 190.23 COURSE ADDED TO CA LEG; MISSED APPROACH ALTITUDE
ED
2. RNP VALUE OF 020 REMOVED FROM LINE SEQUENCE 060 ON AIRINC PAGE 3 AND ON FLIGHT CHECK SUMMARY PAGE.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
——RNA)L(QES)—SIANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 i 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT ADACO K60 W N39013917W076462493 w0110 NAR ADACO
SUSAEAENRT CATAY K60 W N39064084W076462338 W01l0 NAR CATAY
SUSAEAENRT DATED K60 C L N35134292W076582121 W0o109 NAR DATED
SUSAEAENRT DEALE K60 C L N38475191W076320034 Wo111l NAR DEALE
SUSAEAENRT XEQAP K60 W N38565533W076462639 W0o1l10 NAR XEQAP
1 2 3 4 5 6 7 8 9 0 1 2 3

ATRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP W00 K6AW0O0 0 024YHN38562887W076462058W010000168 1800018000C MNAR FREEWAY

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP W00 K6FR18 ADATED O01O0DATEDK6EAOE A IF 18000 B J8
SUSAP W00 K6FRLS8 ADATED 020CATAYK6EAQOEE B 010TF 13700117 + 02100 B JS
SUSAP W0O. K6FR18 R 010CATAYK6EACE I IF ’ + 02100 18000 B Js
SUSAP W00 K6FR18 R 020ADACOK6EALE F 051TF 19020050 +.01800 XEQAP K6EAB JS
SUSAP W00 K6FR18 R 020ADACOK6EA2WN N ALNAV ’ Js
SUSAP W00 K6FR18 R 030XEQAPK6EAOEY M 031TF 7 19020047 00294 -300 B JS
SUSAP W00 K6FR18 R 040 0 M )2 1902 + 00568 B JS
SUSAP W00 K6FR1S8 R O050DEALEK6EAQOEY L DF . + 02000 B . JS
SUSAP W00 K6FR18 R 060DEALEK6EAOEE R HM 13800040 + 02000 B JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 1234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901.23456789012

SUSAP W00 K6GRW1S8 0024201802 N38564072W076462317-0700 +0018400168000047040R
1 2 3 4 5 6 7 8 9 0 1 -2 ) 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP W00 K6SXEQAPKEEA . 0 18018002625 ) M
L7
P
G &
L4
@HEG{'
CITY AND STATE ELEVATION: 168 THRE: 168 FACILITY. PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BOWIE, MD AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
) FREEWAY AMDT: ORIG-A
NAV .
R DATED:  01/20/2005

FAA FORM 8260 - 10 / April 2006 (Computer Generated) | Page 3 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED ‘WITH:
ATA AAT ALPA APA

o O 0O O

AOPA

[ ]

NBAA OTHER (specify)

]

_ FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

| REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
—M)—S-IANDABD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.
ARINC SUMMARY - 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
DATED DATED 010 IAF IF FB
DATED CATAY 020 TF FB 1.0 137.0(127.0T) 011.7 AA 02100
CATAY 0l0 FACF IF FB AA 02100
ADACO 020 FAF TF FB 0.5 190.2(180.2T) 005.0 AA 01800
XEQAP 030 MAP TF FO 0.3 190.2(180.2T) 004.7 AT 002954
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA . FB 150.2(180.2T) AR 00568
DEALE 050 DF L FO ’ AA 02000
DEALE 060 HM R FO 138.0(128.0T) 004.0 AA 02000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
ADACO N390139.17 W0764624.93 N3901.653 W07646.416 |
CATAY N390640.84 W0764623.38 N3906.681 W07646.350
DATED N391342.92 W0765821.21 N3913.715 W07658.354
DEALE N384751.91 W0763200.34 N3847.865 . W07632.006
XEQAP N385655.33 W0764626.39 N3856.922 W07646.440
RW18 N385640.72 W0764623.17 N3856.679 W07646.386
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00le8 47
Lé
CiN
A o
: OHEQ#J
CITY AND STATE ELEVATION: 168 THRE: 168 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: SUP:
BOWIE, MD AIRPORT NAME: IDENTIFIER: RNAYV (GPS) RWY 18, AMDT 1
i FREEWAY AMDT: ORIG-A
RNAV
DATED:  01/20/2005
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 4 Pages




ALL AFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[] ves [] n~o

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)’

I I [ ] 1] L

FLIGHT CHECKED BY

NAME: ‘ FIFO DATE:

DEVELOPED BY

NAME: ) NFPG DATE:

APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA ' -
1.APP SEGMENT . FROM - TO OBSTRUCTION COORDINATES | ELEV. MSL] ROC ALT. ADJUSTMENTS | MIN.ALT.
INITIAL » ’ ' DATED . . CATAY 1. TOWER (24-000893) {391453.00N/0765835.00W | 922 (5E) 1000 o 2000 )
‘ ‘ 2. TERRAIN "~ [391308.73N/0765829.07W | 596 (600) — |As1500 2100
INTERMEDIATE — CATAY ADACO 3. TOWER (24-000335) [390638.00N/0764534.00W |591 (5E) 500 |AC125 1300
N 4. TERRAIN ~ |390530.92N/0764837.85W | 296 (300) AS1500 1800
FINAL: LNAV ADACO XEQAP ~ [5.AAD 385815.30N/0764704.60W [439 (2C) 250 |RA23 XP48 {760
2. PROCEDURE TURN NA , , -
MAP: |XEQAP DEALE ASC 2000
3. MISSED 6. TOWER (24-000446) |385230.00N/0764117.00W | 620 (5E) 1000 ; » 1700
APPROACH ELEV 1637 ) 7. TERRAIN 384954.00N/0763654.00W | 217 (200) AS1500 ’ 1700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT. , , e , , -
CATEGORY A 13NM [ T 350 592 . |8.TREES 385717.80N/0764710.20W [339 (2C) 300 s 760
CATEGORY B 15NM__ |l 450 |2 592 — |s. TREES 385717.80N/0764710.20W |339 (2C) 300 sl 760
CATEGORY C 1.7NM |5 450 |2
CATEGORY D 23NM |G| 550 |2
CATEGORYE . | 45NM |%] 550
5. MINIMUM SAFE ALTITUDES ‘ , PRIMARY NAVAID: XEQAP
SECTOR OBSTRUCTION] BRG/DIST  |ELEVATION (MSL) MSA | « SECTOR OBSTRUCTION| BRG/DIST  |ELEVATION (MSL) MSA ;.
© 360-360 | TWR (24-000547) |  024/24.0 1549 (SE) 2600 , ’ & -
N Fa)
CITYAND STATE -~ ELEVATION: 168 FACILTY PROCEDURE AND AMENDMENT NO: |REGION-#ECY
BOWIE, MD AIRPORT NAME: ' ’ RNAV RNAV (GPS) RWY 18, AMDT 1 AEA -
' FREEWAY

FAA Form 8260 - 9/ April 2006 (Computer Generated) : PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

PART C - REMARKS:

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE

3.

ALTIMETER SETTING

VDP NOT ESTABLISHED - REMOTE ALTIMETER SOURCE.

LEESBURG F88 -

POTOMAC APP CON NWS |OTHER:

FAA

SATISFACTORY ON: AlIC

SOURCE

‘KFME / KCGS

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

DISTANC

E:8.66/7.40

HOURS REMOTE OPERATION:

24 | BACKUP

X|VHF | XJUHF | |HF |LOCATION:

PRIMARY NAVAID:

ADJUSTMENT: 2334

4 MONITOR POINT:

MONITOR

STATUS | HRS | CAT1

OPTN:{ CAT 3

ALS

(S) SALS

MALS

5. HIRL

APPROACH

X  [MIRL 18 (PCL), 36 (PCL)

& RUNWAY

LIGHTING REIL

TDZ

C/LINE

OTHER (SPECIFY)
PAPI-2L. 36 PAPI-2R 18

6. RUNWAY  |BASIC

MARKINGS [ALLWEATHER

INSTRUMENT NPI-G 18, 36

7. RUNWAY APPROACH

VISUAL MIDFIELD

RANGE ROLL OUT

8. GLIDE GP ANGLE:

ELEV RWY THRESHOLD:

PATH DISTANCE FROM RWY:

ELEV GP ANTENNA:

THRESHOLD CROSSING HEIGHT:

9. FINAL APPROACH |RUNWAY THRESHOLD

1500

~ FT. FROM THRESHOLD -

COURSE AIMING X

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

i
%?,x ¥
g+ 2
Cpels”
PART D - PREPARED BY: - DATE:
PETER R. GUIMOND 01/11/2012
TITLE: OFFICE:

AERONAUTICAL. INFORMATION SPECIALIST

AJV-3562

TERPS PARAGRAPH 289 APPLIED TO 685 TOWER
390148N/0764424W ’

2. KFME AWOS ON SERVICE A. KCGS AWOS ON SERVICE A,
3. KCGS 24-HR BACK-UP.- -
5. VGSI DATA: 6.00/47.0

SEE ATTACHED AIRSPACE LETTER.
TAA NOT DEVELOPED PER ATC REQUEST.
100 FOOT TREES USED PER EASTERN FPT.

LPV AND LNAV/VNAV NOT DEVELOPED PER EASTERN FPT. GQS
SURFACE CLEARANCE CAN NOT BE VALIDATED.

LP NOT DEVELOPED PER EASTERN FPT REQUEST. PURPOSE OF
THIS PROJECT IS TO CHANGE CITY NAME FROM MITCHELLVILLE
TO BOWIE IN FIRST AVAILABLE CHART DATE. LOWER
MINIMUMS REQUIRES FURTHER FEASIBILITY AND
INFRASTRUCTURE STUDY.

PROCEDURE OFFSET 10 DEGREES PER ATC REQUEST TO AVOID
WASHINGTON DC FLIGHT RESTRICTED ZONE (FRZ)

NO OBSTACLE SURVEY FOR RWY 18/36. TERPS PARA 251
VISUAL SURFACES CAN NOT BE VALIDATED. VGSI ANGLES
{6.00 DEGREES FOR RWY 18 AND 5.50 DEGREES FOR RWY 36) .
ARE ANNOTATED AS UNVERIFIED IN AVNIS. PROCEDURE NA AT
NIGHT PER EASTERN FPT.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
{EASTERN FPO NOTIFIED 3/6/12)
20:1 PENETRATION:

1332 T-L. TOWER (M-b01 034) 385706.14N/0764628.81W (43.17)

RASS (PRESSURE PATTERNS ARE THE SAME):

KFME 150.0, KCGS 48.4 .

KFME RA = 22.46; KCGS RA = 33.78

DIFFERENCE BETWEEN RASS VALUES ROUNDED UP TO 20 FEET
FOR ALL MDA AND PUBLISHED AS A NOTE.

25 DEGREE BANK ANGLE USED IN MISSED APPROACH SEGMENT.
XP48 - RETAIN PUBLISHED 760 MSL MDA -




RADIO FIX AND HOLDING DATA RECORD

NAME: ADACO » STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 390139.17N/0764624.93W ‘ TYPE: WP

AIRSPACE DOCKET: ' _ FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
-BOWIE MD (US)

IAP RNAV (GPS) RWY 18 KWO00
REQUIRED CHARTING: IAP |

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

1. MOVED FIX 331 FT SOUTHWEST.
2. DELETED FAC 1,

3. UPDATED FIX USE.

DEVELOPED BY: DATE: 01/05/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: . DATE: ) OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC .
. FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 ' Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CATAY STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 390640.84N/0764623.38W " TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: - HOLDING TYPE OF ACTION: NO CHANGE

FIX USE: : _

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY , STATE
IAP RNAV (GPS) RWY 18 KW00 BOWIE MD (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

1. MOVED FIX 367 FEET WEST.
2. DELETED FAC 1.

3. UPDATED FIX USE.

DEVELOPED BY: DATE: 01/05/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZDC
.ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: DATED STATE: MD COUNTRY: US
LATITUDE/LONGITUDE: 391342.92N/0765821.21W TYPE: WP, INT, DME
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
FIX MAKE-UP FAGILITIES:
FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC  MRA  MAA
" BRG  BRG NM  FEET
1 WESTMINSTER EMI VORTAG H 18699 17899 1597 1597 2600 17500
2 BALTIMORE - BAL VORTAC L 20446 28346 1492 1492 2600 17500
HOLDING: HOLDING TYPE OF ACTION: MODIFY
PATTERNS:
PAT DIR IDENT  TYPE RAD/CRS/BRG CRS TURN  LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME ~ DME MIN MAX MIN  MAX
1 N EMI VORTAC  186.99 186.99 - 2500 10000 5 10
CONTROLLING OBSTRUCTIONS:
PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE
1 200 TOWER (24-000603) 391910.00N/0770024.00W 1084 5E
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
WESTMINSTER (FAC 1) AND BALTIMORE (FAC 2) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED
FIX USE: '
USETYPE . USE TITLE FAC PAT AIRPORTIDENT CITY STATE
EN ROUTE V265 1,2 S
AP ILS RWY 15R 1.2 1 KBWI BALTIMORE MD (US)
AP © VORRWY 28 1.2 1 KBWI BALTIMORE MD (US
(us)

IAP RNAV (GPS) RWY 18 KWo0 - BOWIE
REQUIRED CHARTING: IAP, AREA, CONTROLLER, EN ROUTE LOW ‘
COMPULSORY REPORTING POINT: NO

RECORb REVISION NUMBER: 14 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

1. UPDATED FAC 1 MAG BRG FROM 187.00 TO 186.99.

. ADDED DIST FROM FAC TO FAC 1 AND 2.

INCREASED FAC 1 AND 2 MRA FROM 1800 TO 2600.

DELETED FAC 3 (KBWI R15R).

. DELETED HOLDING PAT 2.

. UPDATED PAT 1 HOLDING CRS INBOUND FROM 187.00 TO 186.99.

UPDATED PAT 1 CONTROLLING OBSTACLE |D NUMBER TO CURRENT FORMAT.
REMOVED MILITARY IAP FROM REQUIRED CHARTING.

UPDATED FIX USE.

CENOIMAWN

DEVELOPED BY: DATE: 01/06/2012 OFFIGE: AJV-362 NAME: PETER GUIMOND
. APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
: FPO: EST
ARTCC: ZDC
ATC FACILITY: POTOMAC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: DEALE STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 384751.91N/0763200.34W ) TYPE: WP, INT, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES: ' ‘

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC  MRA MAA

BRG' BRG FEET

1 NOTTINGHAM oTT VORTAC L 070.89 060.89 11.35 1 35 1900 ~ 17500

2 BALTIMORE BAL VORTAC L 176.00 165.00 23.16 1900 17500

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS: '

PAT DIR  IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (L ORR) TIME DME MAX MIN MAX

1 NW WP 318.00 138.00 : 4 2000 6000 4 6

2 SE wWp 138.00 318.00 R 4 2000 6000 4 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION : COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (24-000446) 385230.00N/0764117.00W 620 SE

2 200 TOWER (24-000533) 384847.00N/0763442.00W - 817 5E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

REMARKS:
BALTIMORE (FAC 2) AND NOTTINGHAM (FAC 1) USED TO ESTABLISH FIX COORDINATES
PRECIPITOUS TERRAIN EVALUATION COMPLETED

FIX USE:

USE TYPE USE TITLE FAC PAT  AIRPORTIDENT CITY STATE
ENROUTE = V379 : 1,2 : (us)
IAP RNAV (GPS) RWY 18 1 KWO00 BOWIE MD {US)
AP RNAV (GPS) RWY 36 2 KWO00 BOWIE MD (US)
STAR BILIT (RNAV) KDCA WASHINGTON , DC (US)
STAR ~ SMYRNA 1 KDOV DOVER DE (US)
STAR NOTTINGHAM 1,2 KBWI BALTIMORE , MD (US)

REQUIRED CHARTING: STAR, IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 12 DATE OF REVISION: 07/26/2012

REASON FOR REVISION:

1. ADDED DIST FROM FAC TO FAC 1 AND 2.

2. INCREASED MRA FOR FAC 1 AND 2 FROM 1800 TO 1900.

3. DELETED FAC 3 (CUKAT)

4. UPDATED PAT 1 CONTROLLING OBSTACLE ID TO CURRENT FORMAT.
5. ADDED PAT 2.

6. UDPATED FIX USE.
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RADIO FIX AND HOLDING DATA RECORD

NAME: XEQAP STATE: MD COUNTRY: US

LATITUDE/LONGITUDE: 385655.33N/0764626.39W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE: ’

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 18 KWO00 BOWIE MD (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 07/26/2012
DEVELOPED BY:  DATE: 01/05/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: BOWIE | | STATE: MD
AIRPORT NAME: FREEWAY | ID: KWO00
PROCEDURE: RNAV (GPS) RWY 18 | AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM;. ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000 point 2.98

(Enter THLD, FAF, ARP, FACILITY, as appropriate) :
2. Width of ~ FINAL segment at 1000' point 1.20

(Enter appropriate segment , final, intermediate, etc.) ‘
3. True Course of _ FINAL segment containing 1000’ point 180.23
4. ‘High Terrain in FINAL segment containing 1000' point 239
5. Distance from THRESHOLD - to 1500' point 4.78

{If 1500' point in PT maneuvering area or holding pattern note in remarks) o
6. Width of FINAL segment at 1500 point 1.95
7. True Course of ____ FINAL segment containing 1500' point_180.23
8. High Terrain in FINAL segment containing 1500' point 239
9. Threshold Coordinates (if straight-in) ... 385640.72N ;0764623.17W
10. ARP Coordinates .......cccccceeeeeenneee. | 385628.87N / 0764620.58W
11. Runway Approach End and distance furthest from ARP................. RWY 18

Distance 0.20 NM

12. FAF Coordinates ......c.cccceevrnnens 390139.17N ,0764624.93W

(Click to Select)

REMARKS: Approach/Drawing attached.






