RNAV - STANDARD
US DEPARTMENT OF TRANSPORTATION

INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceilings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97.33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE II::XV II)\;\NAV DA
IDECA (IAF) VACSU (FB) 054.99 / 9.96 10000 LNAV: RW11
VACSU (IF) UBUPY (FB) 110.41/ 4.45 9400. ____ [
CLIMB TO 10000 DIRECT FEDPA AND ON TRACK 193.52 TO SEYTO
UBUPY HONLI (FB) 110.46/ 2.10 9100 AND HOLD.
HONLI (FAF) DOYED/3.50 NM TO RW11 (FB) 110.49/ 2.62
DOYED/3.50 NM TO RW11 RW11 (MAP) (FO) 110.52/ 3.50
RW11 (MAP) 7346 MSL 110.52
ADDITIONAL FLIGHT DATA:
(SEE FORM 8260-10) HOLD SW, RT, 047.14 INBOUND.
CHART ARRIVAL HOLDING AT IDECA: HOLD SW, RT, 054.99
INBOUND, 13500.
CHART FAS OBST: 7364 TREE 424918N/1095234W
7540 AAO 425024N/1095342W.
DISTANCE TO THLD FROM 250 HATH: 0.61 NM.
1.PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) CHART VOF AT 1.52 MILES TO RW11*
2. PROFILE STARTS AT VACSU WAAS CHANNEL # 58326
3.FAC: 11049 FAF: HONLI DIST FAF TO MAP: 642 THLD: 6.2 f$§i':'§'f§fs':‘m ID: W11A
4. MIN. ALT: VACSU 10000, UBUPY 9400, HONLI 9100, DOYED/3.50 NM TO RW11 8260*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 9100 GS ALT AT: HONLI 9100 OM: MM: IM:
7. GSANGLE:  3.00 TCH:55.0 34:11S CLEAR
8. MSA FROM: RW11 15100 MAG VAR: 13E EPOCH YEAR: 2005
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A B c D E
DH/MDA VIS | HAT/HAA| DH/MDA VIS |HAT/HAA|DH/MDA | vIS |HAT/HAA|DH/MDA | VIS |HAT/HAA|DH/MDA VIS |HAT/HAA
LPV DA 7346 3/4 250 7346 3/4 250 7346 3/4 250 7346 3/4 250
LNAV/VNAV DA 7355 34 259 7355 34 259 7355 34 259 7355 34 259
LNAV MDA 7620 1 524 7620 1 524 7620 1112 524 7620 1112 524
CIRCLING 7620 1 524 7620 1 524 7640 1112 544 7720 2 624
NOTES:
CHART NOTE: BARO-VNAV NA. @ NA WHEN LOCAL WEATHER NO@A\[M},ABLE.
CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BIG PINEY ALTIMETER SETTING AND o &
INCREASE ALL DA 58 FT AND ALL MDA 60 FT; INCREASE LPV AND LNAV/VNAV ALL CATS, LNAV AND CIRCLING A
CAT C/D VISIBILITY 1/4 MILE. R \gfoo
| (SEE FORM 8260-10) j
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE:  |SUP:
PINEDALE, WY AIRPORT NAME: IDENI:\'I-?IJQ\EIR: RNAV (GPS) RWY 11, AMDT 2 AMDT: 1
RALPH WENZ FIELD DATED  12/17/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE
[] ves [x] ~o ROUTINE
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O O O [
FLIGHT CHECKED BY
NAME: FIFO DATE:
DEVELOPED BY
NAME: FIFO DATE.
ADOLFO URRUTIA (THERON CYRUS) AJV-354 07/26/2011
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYI MANAGER AJV-354
CHANGES:
1. CHANGED PROCEDURE FINAL COURSE ALIGNMENT FROM OFFSET TO STRAIGHT-IN.
2. ADDED LPV AND LNAV/VNAV
3. CHANGED MAP FROM CERSU TO THLD.
4. CHANGED VDA/TCH FROM 3.07/41 TO 3.00/55.
5. DELETE NOTE: CIRCLING NA AT NIGHT.
6. RAISED FINAL STEPDOWN ALTITUDE FROM 8200 TO 8240 AND CHANGED DISTANCE FROM 2.8 NM TO 3.5 NM.
7. CHANGED B/U ALT TO READ CITY NAME INSTEAD OF AIRPORT NAME AND UPDATE NOTE.
8. VDP CHANGED FROM 1.04 NM TO CERSU TO 1.52 NM TO RW11.
9. CHANGED CIRCLING MINS FROM CAT A: 7760-1; CAT B: 7820-1; CAT C: 7840-2; CAT D: 7860-2 1/2 TO CAT A: 7620-1; CAT B: 7620-1; CAT C: 7640-1 1/2; CAT

D: 7720-2.
10. CHANGED FINAL COURSE FROM 118.51 TO 110.49 AND LENGTH FROM 5.55 NM TO 6.12 NM.

11. CHANGED MISSED APPROACH INSTRUCTIONS FROM "CLIMB TO 10000 DIRECT PENCI AND RIGHT TURN VIA TRACK 229 TO BPI VOR/DME AND HOLD" TO "CLIMB TO 10000

DIRECT FEDPA AND ON TRACK 193.52 TO SEYTO AND HOLD."
;2 CHANGED ROUTE INBOUND COURSE/DISTANCE: IDECA TO VACSU FROM 052.58/11.63 TO 054.99/9.96.
EE 8260-10

REASONS:

. PER 8260-54A, CHP 3, PAR 3.1; CHP 4, PAR 4.1; CHP 5, PAR 5.1.1.
" PER FPT.
. STRAIGHT-IN ALIGHMENT-CERSU NOT REQUIRED.
- PER 8260.54A, CHP 3, PAR 3.0.
. RW11 HAS VG SURVEY AND NO 20:1 PENETRATIONS.
. PER 8260-19D, PAR 854; M(4)B.
. DUE TO FINAL LENGTH/VDA/TCH CHANGE.
. 9. NEW OBS EVALUATION. PREVIOUS PROCEDURE WAS DONE WITH NO SURVEY FOR OBS.
10. DUE TO STRAIGHT-IN ALIGNMENT TO THLD.
11. PER FPT.
12.13. 14. TO MEET MINIMUM LEG LENGTH CRITERIA REQUIREMENTS.
15. 8260.19D, PAR 852, G(3)1.
16. REQUIRED FOR ARRIVAL AT AKEVY IAW 8260.54A, PAR 2.8.6 (A) AND 8260.19D, PAR 857 C (3).
é 7. érgzé\gmevs LOWER CIRCLING MINS/PER FPT.
E -10

OONNPLWN=

06/18/12: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 06/13/12.

1. REMOVED NOTE "HONLI TO RW11: 3.00/55" FROM ADDITIONAL FLIGHT DATA.

A




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

TERMINAL ROUTES, (CONT.):

FROM TO COURSE AND DISTANCE ALTITUDE
7346 MSL FEDPA (FB)
FEDPA SEYTO (FO) 193.52 /1 22.69 10000
NOTES, (CONT.):
CHART NOTE: CIRCLING NA SOUTH OF RWY 11/29.
CHART NOTE: DME/DME RNP-0.3 NA.
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
CHART NOTE: VDP NA WITH BIG PINEY ALTIMETER SETTING.
MY,
<
o 4
2o
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED:  12/17/2009
PAGE 2 OF 5 PAGES
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ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[] ves [] ~no

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

I 0 O 0O @O ]

FLIGHT CHECKED BY

13. CHANGED ROUTE INBOUND COURSE/DISTANCE: VACSU TO UBUPY FROM 118.43/4.0 TO 110.41/4.45. 14.
CHANGED ROUTE INBOUND COURSE/DISTANCE: UBUPY TO HONLI FROM 118.48/2.2 TO 110.41/2.1. 15. CHANGED
MSA CENTER FROM CERSU TO RW11. 16. ADDED ARRIVAL HOLDING AT AKEVY. 17. ADDED CIRCLING

RESTRICTION SOUTH OF RWY 11/29.

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

REASONS:
REASONS CONT.

PDF EDITS:

1. ADDED (FAF) TO HONLI IN TERMINAL ROUTES ON -3.

2. REMOVED 020 FROM LINE 12 UNDER SEGMENT ON -10.

3. ADDED 10000 ON LINE 11 UNDER SEGMENTS ON -10.

4. REMOVED 2.0 FROM LINE 4 UNDER MISSED APPROACH (RNP) ON -10.

5. ADDED 10000 ON LINE 3 UNDER MISSED APPROACH (ALTITUDE) ON -10.
6. REMOVED 8260*(SDF MIN ALT) FROM HONLI TO DOYED (SDF) ON -3.




Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE ()}
SBAS SERVICE PROVIDER IDENTIFIER ()}
AIRPORT IDENTIFIER KPNA
RUNWAY RW11
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W11A
LTP/FTP LATITUDE 424814.9305N
LTP/FTP LONGITUDE 1094929.4385W
LTP/FTP ELLIPSOIDAL HEIGHT +21512
FPAP LATITUDE 424725.6400N
FPAP LONGITUDE 1094748.6100W
THRESHOLD CROSSING HEIGHT (TCH) 00055.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0040
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER 99179EC1
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +21629
FPAP ORTHOMETRIC HEIGHT +21629
WAL,
1 . 2
C}% \59
C
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED: 12/17/2009
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] ~No

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

- 0o °-J

AOPA NBAA OTHER (specify)

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT DOYED K10 w N42501101Ww109532726 E0117 NAR DOYED
SUSAEAENRT FEDPA K10 W N42433329W109395467 EO1l1l6 NAR FEDPA
SUSAEAENRT HONLI K10 W N42513774W109562527 EO118 NAR HONLI
SUSAEAENRT IDECA K10 C L N42513106W110162575 E0119 NAR IDECA
SUSAEAENRT SEYTO K10 C L N42231405W109533503 E0117 NAR SEYTO
SUSAEAENRT UBUPY K10 w N42524734W109584836 E0118 NAR UBUPY
SUSAEAENRT VACSU K10 W N42551450W110035151 E0118 NAR VACSU
1 2 3 4 5 6 7 - 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPNAK1APNA 0 089YHN42475060W109483970E013007096 1800018000C MNAR RALPH WENZ FIELD
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPNAK1FR11 AIDECA 01l0IDECAK1EAQE C IF + 13500 18000 A JS
SUSAP KPNAK1FR11 AIDECA 020VACSUK1EAOEE B 010TF 05500100 + 10000 A JS
SUSAP KPNAK1FR11 R O10VACSUK1EAQOE I IF + 10000 18000 A JS
SUSAP KPNAK1FR11 R 011UBUPYK1EAOE S O051TF 11040045 + 09400 A JS
SUSAP KPNAK1FR11 R O20HONLIK1EAlE F O051TF 11050021 + 09100 RW1ll KI1PGA JS
SUSAP KPNAK1FR11 R 020HONLIK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KPNAK1FR11l R 021DOYEDK1EAOE S O031TF 11050026 VvV 0826008266 -300 A JS
SUSAP KPNAK1FR11l R 030RW11l K1PGOGY M 031TF 11050035 07151 -300 A JS
SUSAP KPNAK1FR11 R 040 0 M CA 1105 + 07346 A JS
SUSAP KPNAK1FR11l R O50FEDPAK1EAOQOE DF ’ A JS
SUSAP KPNAK1FR11l R 060SEYTOK1EAOEY 010TF 1935 + 10000 A JS
SUSAP KPNAK1FR11 R 070SEYTOK1EAOEE R HM 04710070 + 10000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPNAK1GRW11l 0089001106 N42481493W109492944-0300 +2151207096000055100R
U4,
e
O ¢
S
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED: 12/17/2009
FAZA FORM 826010 /April2006 ComputerGenerated) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 0 o 0O

AOPA NBAA OTHER (specify)

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Coll i : ion. DI in nautical mi o indi
ngs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPNAK1PR11l RW11l 001 00OOW11AON4248149305W10949294385+215120300N4247256400W10947486100106750040000550F40050099179EC1

SUSAP KPNAK1PR11l RW1ll OOZ2E +21629+21629LPV 58326
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPNAK1SRW1ll K1PG 0 18018015125 M
G}’}N’»
L
a 4
A
So&
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED: 12/17/2009

FAA FORM 826010 /April2006 ComputerG enerated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

N I I N I

] ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
IDECA IDECA 010 IF 13500
IDECA VACSU 020 IF TF FB 1.0 055.0(068.0T) 010.0 10000
VACSU 010 FACF IF 10000
UBUPY 011 SDF TF FB 0.5 110.4(123.4T) 004.5 09400
HONLI 020 FAF TF FB 0.5 110.5(123.5T) 002.1 09100
DOYED 021 SDF TF FB 0.3 110.5(123.5T) 002.6 0826008266
RW1l 030 MAP TF FO 0.3 110.5(123.5T) 003.5 07151
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 cA 110.5(123.5T) 07346
FEDPA 050 DF FB
SEYTO 060 TF FO 1.0 193.5(206.5T) 10000
SEYTO 070 HM R FO 047.1(060.1T) 007.0 10000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
DOYED N425011.01 W1095327.26 N4250.184 W10953.454
FEDPA N424333.29 W1093954.67 N4243.555 wW10939.911
HONLI N425137.74 W1095625.27 N4251.629 W10956.421
IDECA N425131.06 W1101625.75 N4251.518 W11016.429
SEYTO N422314.05 W1095335.03 N4223.234 W10953.584
- UBUPY N425247.34 W1095848.36 N4252.789 W10958.806
VACSU N425514.50 W1100351.51 N4255.242 W11003.859
RW11 N424814.93 W1094929.44 N4248.249 W10949.491
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW1l 07096 55
JMAL,
>
DS
&
CITY AND STATE ELEVATION: 7096 THRE: 7096 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 11, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED: 12/17/2009

FAA FORM 326010 /April2006 ComputerGenerated)




ALLAFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

o OO O

AOPA NBAA OTHER (specify)

[ [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL] ROC ALT. ADJUSTMENTS MIN. ALT.
INITIAL ) IDECA VACSU 1. AAO 425309.50N/1101532.10W | 8166 (6C) 1000 10000
— 2. TERRAIN 425309.50N/1101532.10W | 7966 (8000) 9500
INTERMEDIATE VACSU UBUPY 3. AAO 425506.80N/1100056.50W {8103 (6C) 500 8700
4. TERRAIN 425506.80N/1100056.50W [ 7903 (7900) 9400
INTERMEDIATE: UBUPY HONLI 5. AAO 425127.00N/1095609.00W | 7717 (4E) 500 9100
STEPDOWN 425145.00N/1095657.00W | 7474 (7500) 8500
FINAL: LPV HONLI RW11 ASC 7346/250
FINAL: LNAV/VNAV HONLI RW11 7. GRD (KPNAT0209) [424814.38N/1094904.41W | 7096 (1A) ASC 7355/259
FINAL: LNAV HONLI DOYED/3.50 NM TO [8. AAO 425038.83N/1095531.55W | 7910 (2C) 250 |xL6 RA58 DG20 8260
RW11
FINAL: LNAV STEPDOWN DOYED/3.50NMTO |RwW11 |- TREE 424918.22N/1095234.19W 17364 (2C) 250 7620
RW11
2. PROCEDURE TURN NA -
MAP: |DA/DA/RW11 SEYTO 10. GRD (KPNATO0360) [424737.06N/1095034.75W [7351 (1B) ASC 10000
:— M'SSEgH T1. AAO 424406.00N/1093645.00W | 7966 (4E) | 1000 3700
PPROA ELEV. [7156/719477520 12 TERRAIN 424039.00N/1093927,00W | 7402 (7400) 8900
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 524 13. TREE 424921.00N/1094833.00W 7269 (2C) 300 sl 7620
CATEGORY B 1.5 NM ul 450 |2 524 13. TREE 424921.00N/1094833.00W 7269 (2C) 300 Sl 7620
CATEGORY C 17NM |5] 450 |2 544 14. BLDG (KPNAT0504)| 424830.39N/1094607.27W [7336 (1A) 300 7640
CATEGORY D 23NM | 550 |2 624 15. TREE 425012.00N/1094803.00W {7409 (2C) 300 7720
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW11 ~OAL
SECTOR OBSTRUCTION BRG/DIST |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST ELEVATION (MSL) m‘M SA ~“
360-360 AAO 005/ 23.9 14004 (6C) 15100 S D
NN
CITY AND STATE ELEVATION: 7096 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
PINEDALE, WY AIRPORT NAME: RNAV RNAV (GPS) RWY 11, AMDT 2 ANM
RALPH WENZ FIELD

FAA Form 8260 - 9 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZLC ARTCC NW S |OTHER: SOURCE:KPNA T KBPI
CPRFSS AWOS-3 QISTANCE: 0/18.40
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 241 BACKUP
x|VHF [ xJuHF | [HF LOCATION: KPNA / KBPI ADJUSTMENT: 0/ 58
. PRIMARY NAVAID:
. MONITOR POINT:
HONTOR e O
OPTN:[ CAT 3
ALS
(S) SALS
MALS
5. HIRL
APPROACHI™ ™ mIRL 11 (PCL), 29 (PCL)
t’é‘m X  |REIL 11 (PCL), 29 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 11 (PCL), 29 (PCL)
6. RUNWAY  |[BASIC
MARKINGS |ALL WEATHER
INSTRUMENT  NPI-F 11, 29
7.RUNWAY _ |APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:7086.0
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:55.0
9. FINALAPPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY: DATE:
ADOLFO URRUTIA (THERON CYRUS) 07/26/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
BLOCK2, WEATHER SERVICE:

OTHER: AWOS-3/AS0S-3

SERVICE A: YIY

RASS PRESSURE PATTERN SAME.

KPNA 7096.2, KBP| 6989.5

RA =57.26

ISA DEVIATION USED: -30C (-22F)

SEE ATTACHED AIRSPACE LETTER.

TAA NOT DEVELOPED PER FPT

50 FT VEGETATION USED PER AIRPORT MANAGER/FPT.
VGSI DATA: 3.00/40

TERPS PARAGRAPH 289 APPLIED TO 7540 AAO
425024N/1095342W.

LNAV/VNAV SURFACE: 23.44:1
LPV SURFACE: 34:1

BARO-VNAV NA: PUBLISHED DESCENT ANGLE EXCEEDS MAXIMUM

ALLOWABLE BARO DESCENT ANGLE.

a
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RADIO FIX AND HOLDING DATA RECORD

NAME: DOYED STATE: WY COUNTRY: US
LATITUDE/LONGITUDE: 425011.01N/1095327.26W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY
IAP RNAV (GPS) RWY 11 KPNA PINEDALE

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:
FIX MOVED 2760.22 FT (0.45 NM) SOUTHWEST.
UPDATE FIX USE.

STATE
WY (US)

DEVELOPED BY: DATE: 07/26/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

i
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FAA FORM 8260-2 / AUG 2009
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RADIO FIX AND HOLDING DATA RECORD

NAME: FEDPA

STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 424333.29N/1093954.67W TYPE: WP

AIRSPACE DOCKET:

HOLDING:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 11
IAP RNAV (GPS) RWY 29

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY STATE
KPNA PINEDALE wy éUS
KPNA PINEDALE WY (US
DATE OF REVISION: 02/09/2012
OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

OFFICE: AJV-354 NAME: DEZ SILAGYI

0,
S

0
et

FIX MOVED 5344.08 FT (0.88 NM).
UPDATED FIX USE
DEVELOPED BY: DATE: 07/21/2011
APPROVED BY: DATE:
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
FAA FORM 8260-2 / AUG 2009

Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: HONLI STATE: WY COUNTRY: US
LATITUDE/LONGITUDE: 425137.74N/1095625.27W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY
HOLDING: HOLDING TYPE OF ACTION: NO CHANGE
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 11 KPNA PINEDALE WY (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
FIX MOVED 4760.12 FT (0.78 NM). NEW PFAF TO SUPPORT STRAIGHT-IN ALIGNMENT.
UPDATED FIX USE
DEVELOPED BY: DATE: 07/26/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY:

OTHER:

M

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: IDECA STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 425131.06N/1101625.75W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 BIG PINEY BPI VOR/DME H 320.56 336.56 18.26 18.26 13500 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 SW WP 234.99 054.99 R 8 13500 17500 " 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 424742.20N/1103459.80W 11327 6C

PRECIPITOUS TERRAIN ADDITIONS:
PAT SPEED  ADDITION

1 230 203
HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.
REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.
FIX USE:
USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V328 1 (US)
IAP RNAV (RNP) Y RWY 1 KJAC JACKSON WY (US)
IAP RNAV (RNP) Z RWY 1 KJAC JACKSON WY (US)
IAP RNAV (GPS) RWY 11 1 KPNA PINEDALE WY (US)
IAP RNAV (GPS) RWY 29 KPNA PINEDALE WY (US)
REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
ADDED PAT 1.
UPDATED FIX USE
DEVELOPED BY: DATE: 10/27/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC APP CON

OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: SEYTO STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 422314.05N/1095335.03W TYPE: WP, DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DISTFROMFAC MRA MAA

BRG BRG NM  FEET

1 BIG PINEY BPI VOR/DME H 12415 14015  15.00 15.00 10000 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 sSwW WP 227.14 047.14 R 7 10000 17500 10 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 421603.00N/1100821.00W 7569  4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

EN ROUTE V328 1 (US)

AP RNAV (GPS) RWY 11 1 KPNA PINEDALE WY (US)

IAP RNAV (GPS) RWY 29 1 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 2 DATE OF REVISION: 02/09/2012
REASON FOR REVISION:
UPDATE FIX USE.
ADDED PAT 1.
DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!I
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: UBUPY STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 425247.34N/1095848.36W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 11 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGY!
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC APP CON

OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: VACSU STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 425514.50N/1100351.51W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 11 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC APP CON

OTHER:
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: PINEDALE STATE: WY
AIRPORT NAME: RALPH WENZ FIELD ID: KPNA
PROCEDURE: RNAV (GPS) RWY 11 AMDT: 2
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 4.86
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000’ point 123.49

4. High Terrain in FINAL segment containing 1000’ point 7710

5. Distance from FAF to 1500’ point 5.35
(If 1500’ point in PT maneuvering area or holding pattern note in remarks)

6. Width of INTERMEDIATE segment at 1500' point 4.00

7. True Course of INTERMEDIATE segment containing 1500 point_123.41

8. High Terrain in INTERMEDIATE segment containing 1500’ point 7903

9. Threshold Coordinates (if straight-in) ... 424814.93N /1094929.44W

10. ARP Coordinates ..........cccocevvveennnee 424750.60N / 1094839.70W

11. Runway Approach End and distance furthest from ARP................. RWY 11

Distance 0.73 NM

12. FAF Coordinates ..........cccceeuennne. 425137.74N ;1095625.27W

(Click to Select)

REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: CERSU STATE: WY COUNTRY: US
LATITUDE/LONGITUDE: 424831.32N/1095003.01W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX USE: '

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY CAN CELLE D
IAP RNAV (GPS) RWY 11 KPNA PINEDAL

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: ORIG
DEVELOPED BY: DATE: 06/15/2009
APPROVED BY: DATE: -
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

DATE OF REVISION: 12/17/2009
OFFICE: AVN-130 NAME: CHARLES ERICKSON

OFFICE: AVN-130 NAME: RICK WEBB

STATE
WY (US)
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RADIO FIX AND HOLDING DATA RECORD

NAME: PENCI STATE: WY COUNTRY: US
LATITUDE/LONGITUDE: 424356.32N/1094302.74W TYPE: WP
AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL
HOLDING: HOLDING TYPE OF ACTION: NO CHANG N CELLED
FIX USE: CA
USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 11 KPNA PINEDALE WY (US)
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/17/2009
REASON FOR REVISION:
RELOCATED WP 1.18 NM SOUTHWEST TO ALIGN WITH FAC
DELETED FAC 1 WP MAKE UP FROM RWY 11
UPDATED FIX USE
DEVELOPED BY: DATE: 06/06/2009 OFFICE: AVN-130 NAME: CHARLES ERICKSON
APPROVED BY: DATE: - OFFICE: AVN-130 NAME: RICK WEBB
SIGNATURE:
DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
L7 b
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RADIO FIX AND HOLDING DATA RECORD

NAME: UBAKE STATE: WY COUNTRY: US
LATITUDE/LONGITUDE: 425339.68N/1095756.28W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE @ MNCELLED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP RNAV (GPS) RWY 11 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/17/2009

REASON FOR REVISION:
REMOVED FAC | MAKEUP FROM RW11
RELOCATED WP 1.23 NM NORTH ON NEW FINAL COURSE

DEVELOPED BY: DATE: 07/23/2009 OFFICE: AVN-130 NAME: CHARLES ERICKSON
APPROVED BY: DATE: - OFFICE: AVN-130 NAME: RICK WEBB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1






