US DEPARTMENT OF TRANSPORTATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated. Ceiings are in feet

FEDERAL AVIATION ADMINISTRATION TITLE 14 CFR PART 97_33 above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilites which
are in statute miles or in feet RVR.
TERMINAL ROUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE tPV: DA
SEYTO DEDNE (FB) 047.14/ 15.51 9600 LuﬁxNRNwszg DA
DEDNE (IAF) COTDA (FB) 351.63/9.90 9400 — —
CLIMB TO 7600 THEN CLIMBING LEFT TURN TO 10000 DIRECT BPI

COTDA (IF) FEDPA (FB) 290.74 / 4.96 8900 VOR/DME AND HOLD.

FEDPA PINIY (FB) 290.68 / 2.06 8700

PINIY (FAF) RW29 (MAP) (FO) 290.65/4.95

RW29 (MAP) 7600 MSL 290.65 7600

D :

7600 MSL BPI VOR/DME (FO) 10000 A DII‘.:'IO?.';ASIE!:#IT‘,;;:)I(?OAILABOUND
CHART ARRIVAL HOLDING AT SEYTO: HOLD SW, RT, 047.14
INBOUND, 10000.
CHART FAS OBST: 7210 TREE 424641N/1094754W
DISTANCE TO THLD FROM 250 HATH: 0.61 NM.
*CL'.INAA%TOVNDLPYAT 1.54 MILES TO Rw29*

1. PT SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (1AF) WAAS CHANNEL # 40426

2. PROFILE STARTS AT COTDA REFERENCE PATH ID: W29A

3. FAC: 290.65 FAF: PINIY DIST FAF TOMAP: 495 THLD: 495 |LTPHAE:2143M

4. MIN. ALT: COTDA 9400, FEDPA 8900, PINIY 8700

5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:

6. MIN GS INCPT: 8700 GS ALT AT:PINIY 8700 OM: MM: IM:

7. GS ANGLE: 3.00 TCH:55.0 34:11S NOT CLEAR

8. MSA FROM: RW29 15100 MAG VAR: 13E EPOCH YEAR: 2005

MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:N A | | STANDARD @
CATEGORY =====> A B C D E
DH/MDA VIS HAT/HAA| DH/MDA VIS HAT/HAA [DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA | DH/MDA VIS HAT/HAA

LPV DA 7319 3/4 250 7319 3/4 250 7319 3/4 250 7319 3/4 250

LNAV/VNAV DA 7597 13/4 528 7597 13/4 528 7597 13/4 528 7597 13/4 528

LNAV MDA 7600 1 531 7600 1 531 7600 1172 531 7600 11/2 531

CIRCLING 7600 1 504 7600 1 504 7640 11/2 544 7720 2 624

NOTES:
CHART NOTE: BARO-VNAV NA.

@ NA WHEN LOCAL WEATHER NOT AVAILAB].)@}L 17,

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BIG PINEY ALTIMETER SETTING AND 1
INCREASE ALL DA 58 FT AND ALL MDA 60 FT; INCREASE LPV ALL CATS, LNAV AND CIRCLING CAT C/D . Q
VISIBILITY 1/4 MILE, AND LNAV/VNAV ALL CATS VISIBILITY 1/8 MILE. l{!_:c#
(SEE FORM 8260-10)
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDEN'I'I‘IR\EIR: RNAV (GPS) RWY 29, AMDT 2 AMDT: 1
RALPH WENZ FIELD DATED  12/17/2009

FAA FORM 8260 - 3 / April 2006 (computer generated)

PAGE 1 OF § PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES

[ ] ves [x] nNo

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)
O O ®© O © O O zcws
FLIGHT CHECKED BY
NAME: ‘ FIFO DATE.
DEVELOPED BY
NAME: FIFO DATE:
ADOLFO URRUTIA (THERON CYRUS) AJV-354 0712112011
APPROVED BY
NAME: FIFO DATE:
DEZ SILAGYI MANAGER AJV-354
CHANGES;

1. ADDED LPV AND LNAV/VNAV.

2. UPDATE B/U ALT NOTE.

3. CHANGED VDP DISTANCE FROM 1.56 NM TO 1.54 NM.

4. CHANGED VDA FROM 3.06 TO 3.00.

5. ADDED NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

6. CHANGED MISS APPROACH INSTRUCTIONS FROM "CLIMB TO 10000 DIRECT WUSEP AND VIA TRACK 200.93 TO BPI VOR/DME AND HOLD" TO “CLIMBING LEFT TURN TO 10000

DIRECT BPI VOR/DME AND HOLD.
7. REMOVED NOTE: PROCEDURE NA AT NIGHT.

8. LOWERED CIRCLING MINS FROM CAT A: 7760-1; CAT B: 7820-1; CAT C: 7840-2; CAT D: 7860-2 1/2 TO CAT A/B: 7600-1; CAT C: 7640-1 1/2; CAT D: 7720-2.

9. CHANGED ROUTE INBOUND COURSE/DISTANCE: SEYTO TO DEDNE FROM 023.46/12.68 TO 047.14/15.51.
10. CHANGED ROUTE INBOUND COURSE/DISTANCE: DEDNE TO COTDA FROM 023.63/9.86 TO 351.63/9.90.
11. CHANGED ROUTE INBOUND COURSE/DISTANCE: COTDA TO FEDPA FROM 290.73/3.11 TO 290.74/4.96.
12. CHANGED ROUTE INBOUND COURSE/DISTANCE: FEDPA TO PINIY FROM 290.69/3.03 TO 290.68/2.06.
133. chZAngED FINAL LENGTH FROM 4.86 NM TO 4.95 NM.

EE -10

REASONS:

. 6. PER FPT.

. PER 8260-19D, PAR 854; M(4)B.

. DUE TO FINAL LENGTH/VDA/TCH CHANGE.

- PER 8260.54A, CHP 3, PAR 3.0.

. PER 8260.19D, PAR 854(1)3. 34:1 PENETRATION.

. RW29 HAS VG SURVEY AND NO 20:1 PENETRATIONS.

. NEW OBS EVALUATION. PREVIOUS PROCEDURE WAS DONE WITH NO SURVEY FOR OBS.
. 10. 11. 12. TO MEET MINIMUM LEG LENGTH CRITERIA REQUIREMENTS.

13. PFAF ESTABLISH.

14. REQUIRED FOR ARRIVAL AT AKEVY IAW 8260.54A, PAR 2.8.6 (A) AND 8260.19D, PAR 857 C (3).
15. TO ACHIEVE LOWER CIRCLING MINS/PER FPT.

BWN =

wWoo~Nn

06/18/12: THIS IS A CORRECTED COPY OF THE FORM APPROVED ON 06/13/12.
1. REMOVED NOTE "PINEY TO RW29: 3.00/55" FROM ADDITIONAL FLIGHT DATA.




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE - TITLE 14 CFR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):
CHART NOTE: CIRCLING NA SOUTH OF RWY 11/29.

CHART NOTE: DME/DME RNP-0.3 NA.

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT.
CHART NOTE: VDP NA WITH BIG PINEY ALTIMETER SETTING.

ML
oL
4
%?cxcé’
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  |gup:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 29, AMDT 2 ;
RNAV AMDT:
RALPH WENZ FIELD DATED: 1211712009

FAA FORM 8260-10/ April 2006 (Computer Generated)
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ALLAFFECTED PROCEDURES REVIEWED?

[] ves [ ] ~no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

N Y I I N I B

AOPA NBAA OTHER (specify)

[ []

FLIGHT CHECKED BY

NAME FIFO DATE.
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE

CHANGES:

CHANGES CONT.

14. ADDED ARRIVAL HOLDING AT SEYTO. 15. ADDED CIRCLING RESTRICTION SOUTH OF RWY 11/29.

REASONS:

VWAL,
o . {“
O

o




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KPNA
RUNWAY RW29
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W29A
LTP/FTP LATITUDE 424726.3250N
LTP/FTP LONGITUDE 1094750.0265W
LTP/FTP ELLIPSOIDAL HEIGHT +21430
FPAP LATITUDE 424815.6300N
FPAP LONGITUDE 1094930.8600W
THRESHOLD CROSSING HEIGHT (TCH) 00055.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0040
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER DA76A6C7
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K1
LTP ORTHOMETRIC HEIGHT +21548
FPAP ORTHOMETRIC HEIGHT +21548
4 Q
Q,
Aol
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 29, AMDT 2 :
RALPH WENZ FIELD DATED: 12/17/2009
FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

[] yes [] ~o

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
FLIGHT CHECKED BY
NAME: FIFO DATE.
DEVELOPED BY _
NAME: FIFO DATE:
APPROVED BY _
NAME: FIFO DATE.
CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 8 9 0 1 2 3
NAVAID 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAD BPI K1011650VDHW N42344600W110063320 N42344570W110063390E0160069492 NARBIG PINEY
1 2 3 4 5 6 7 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT COTDA K10 w N42404807w109341893 EOll6 NAR COTDA
SUSAEAENRT DEDNE K10 w N42305606W109352393 EO0115 NAR DEDNE
SUSAEAENRT FEDPA K10 w N42433329W109395467 EO116 NAR FEDPA
SUSAEAENRT PINIY K10 w N42444196W109421453 EO116 NAR PINIY
SUSAEAENRT SEYTO K10 c L N42231405W109533503 E0117 NAR SEYTO
1 2 3 4 5 6 7 8 9 0 1 2 3

AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPNAKIAPNA 0 089YHN42475060W109483970E013007096 1800018000C MNAR RALPH WENZ FIELD

1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPNAK1FR29 ASEYTO 010SEYTOK1EAOE H IF + 10000 18000 A JS
SUSAP KPNAK1FR29 ASEYTO 020DEDNEK1EAOE A 020TF 04710155 + 09600 A JS
SUSAP KPNAKI1FR29 ASEYTO 030COTDAK1EAOEE B 010TF 35160099 + 09400 A JS
SUSAP KPNAK1FR29 R 010COTDAK1EAQE I IF + 09400 18000 A JS
SUSAP KPNAK1FR29 R O11FEDPAK1EAQOE S O051TF 29070050 + 08900 A JS
SUSAP KPNAK1FR29 R O020PINIYK1EALE F O051TF 29070021 + 08700 RW29 KI1PGA JS
SUSAP KPNAK1FR29 R 020PINIYK1EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KPNAK1FR29 R 030RW29 K1PGOGY M 031TF 29070050 07124 -300 A JS
SUSAP KPNAK1FR29 R 040 0 M ca 2907 + 07600 A JS
SUSAP KPNAK1FR29 R 050BPI K1D OVY L DF + 10000 A JS
SUSAP KPNAK1FR29 R 060BPI K1D OVE R HM 30100070 + 10000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3

RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPNAK1GRW29 0089002906 N42472633W109475003+0300 +2143007069000055100R

WAL/
& 2
o 4
Keed
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 29, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED: 1211712009

FAA FORM 826010 /April2006 ComputerGenerated) PAGE 4 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:] YES D NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
(1] 1] (] [ ] [ ] (]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,

except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilin : : o D o rautioal o
gs are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles or in feet RVR.
) 1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012

SUSAP KPNAK1PR29 RW29 001 000O0W29A0N4247263250W10947500265+214300300N4248156300W10949308600106750040000550F400500DA76A6C7

SUSAP KPNAK1PR29 RW29 002E +21548+21548LPV 40426
1 2 3 4 5 6 7 8 9 0 1 2 3
MSA 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KPNAK1SRW29 K1PG 0 18018015125 ) M
WAL,
@ L
4
Q. Q
ol
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 29, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED. 1211712000

FAR FORM 826010 /April2006 Com puterGenerated) PAGE 5 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[ ves [ no
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

1 0o O 0O

[ ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
FLIGHT STANDARDS SERVICE - FAR PART 97.33 except visibilities which are in statute miles o in feet RVR.
ARINC FLIGHT INSPECTION SUMMARY - VERSION 424-18 - RNAV (GPS)
ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
SEYTO SEYTO 010 IF 10000
SEYTO DEDNE 020 IAF TF FB 2.0 047.1(060.1T) 015.5 09600
SEYTO corpa 030 IF TF FB 1.0 351.6(004.6T)  009.9 09400
COTDA 010 FACF IF 09400
FEDPA 011 SDF TF FB 0.5 290.7(303.7T)  005.0 08900
PINIY 020 FAF TF FB 0.5 290.7(303.7T)  002.1 08700
RW29 030 MAP TF FO 0.3 290.7(303.7T)  005.0 07124
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE
040 CA 290.7(303.7T) 07600
BPI 050 DF L FO 10000
BPI 060 HM R FO 301.0(314.0T)  007.0 10000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
BPI N423446.00 W1100633.20 N4234.767 W11006.553
COTDA N424048.07 W1093418.93 N4240.801 W10934.316
DEDNE N423056.06 W1093523.93 N4230.934 wW10935.399
FEDPA N424333.29 wW1l093954.67 N4243.555 wW10939.911
PINIY N424441.96 wW1094214.53 N4244.699 W10942.242
SEYTO N422314.05 W1095335.03 N4223.234 W10953.584
RW29 N424726.33 W1094750.03 N4247.439 W10947.834
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW29 07069 55
\3‘\‘/ S
e
o
Q
e
CITY AND STATE ELEVATION: 7096 THRE: 7069 FACILITY PROCEDURE NO./ AMDT NO./JEFFECTIVE DATE:  |sup:
PINEDALE, WY AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 29, AMDT 2
RNAV AMDT: 1
RALPH WENZ FIELD DATED. 1271712009

FAA FORM 826010 /April2006 ComputerGenerated)




ALL AFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

|:| YES |:] NO
COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)
(] (1] [] [ 1] [] []

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD
PART - A OBSTRUCTION DATA
1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSl| ROC ALT. ADJUSTMENTS MIN. ALT.
FEEDER SEYTO DEDNE 1. AAO 423257.00N/1093721.00W | 7579 (4E) | 2000 9600
2. TERRAIN 422839.50N/1093942.60W | 7351 (7400) AS1500 8900
INITIAL DEDNE COTDA 3. AAO 423815.00N/1093603.00W [7632 (4E) | 1000 |AT768 9400
4. TERRAIN 423815.00N/1093603.00W | 7432 (7400) AS1500 8900
INTERMEDIATE COTDA FEDPA |5. AAO 424418.00N/1093633.50W |8075 (6C) 500 8600
424418.00N/1093633.50W | 7875 (7900) AS1000 8900
INTERMEDIATE: FEDPA PINIY 7. AAO 424333.00N/1093821.00W |7520 (4E) 500 |[AT582AC98 8700
STEPDOWN [8. TERRAIN 424521.00N/1093927.00W [7100 (7100) AS1000 8100
FINAL: LPV PINIY RW29 S. RD (N) (KPNAT0308) [424721.00N/1094749.34W |7083 (1A) 341 7319/250
FINAL: LNAV/VNAV PINIY RW29 10. TREE (KPNAT0339) |424640.93N/1094754.02W | 7210 (1A) | 23:44.1 [MA275 75971528
FINAL: LNAV PINIY RW29 11. AAD 424601.81N/1094347.07W [7319 (2C) 250 |XP20 7600
2. PROCEDURE TURN NA
MAP: |DA/DA/RW29 BPI VOR/DME 12. AAO 424633.00N/1094839.00W | 7436 (4E) ASC 10000
2'P“g'§g§gH — 13. AAD 424913.10N/1095429.70W | 7950 (6C) | 1000 9000
ELEV: |7129/7436/7500 14. TERRAIN 424836.00N/1095500.00W | 7743 (7700) AS1500 9200
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 13NM_ | [ 350 504 15. TREE 424921.00N/1094833.00W [7269 (2C) 300 sl 7600
CATEGORY B 15NM_ [w] 450 |2 504 15. TREE 424921.00N/1094833.00W |7269 (2C) 300 si 7600
CATEGORY C 1.7NM |5 450 |2 544 16. BLDG (KPNAT0504)] 424830.39N/1094607.27W [7336 (1A) 300 7640
CATEGORY D 23NM  |Q[ 550 |2 624 17. TREE 425012.00N/1094803.00W [7409 (2C) | 300 ‘ 7720
CATEGORY E 45NM |®[ 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RW29
SECTOR OBSTRUCTION BRG/DIST  |ELEVATION (MSL) MSA SECTOR OBSTRUCTION| BRG/DIST  |[ELEVATION (MSL) MSA,
360-360 AAO 002/ 24.4 14004 (6C) 15100 T F
RS
S oA
CITY AND STATE ELEVATION: 7096 FACILITY PROCEDURE AND AMENDMENT NO:  |REGION Jp s
PINEDALE, WY AIRPORT NAME: RNAV RNAV (GPS) RWY 29, AMDT 2 ANM
RALPH WENZ FIELD

FAA Form 8260 - 9/ April 2006 (Computer Generated) PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
CPRFSS NWS |OTHER: SOURCE: KPNA / KBPI
ZLC ARTCC AWOS-3 DISTANCE: 0/ 18.40
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlIC 24 /BACKUP
X|VHF [x|uHF | |HF  |LOCATION: KPNA /KBPI ADJUSTMENT: 0/ 58
. PRIMARY NAVAID:
MONITOR | MONITOR POINT:
STATUS | HRS | CAT1
OPTN:| CAT3
ALS
(S) SALS
IMALS
5. HIRL
APPROACHI™x ™ [mIRL 11 (PCL), 29 (PCL)
t:;m X REIL 11 (PCL), 29 (PCL)
TDZ
C/LINE
X |OTHER (SPECIFY)
PAPI-2L 11 (PCL), 29 (PCL)
6. RUNWAY  |BASIC
MARKINGS |ALL WEATHER
INSTRUMENT __ NPIF 11, 29
7.RUNWAY | APPROACH
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD: 7069
DATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT: 55.0

9. FINALAPPROACH
COURSE AIMING X

X |RUNWAY THRESHOLD

FT. FROM THRESHOLD

|ON CENTERLINE

FT. FROM CENTERLINE

10. WAIVERS: NONE

'
JM7r

~,

o0

e 8
CHEV

PART D - PREPARED BY: DATE:
ADOLFO URRUTIA (THERON CYRUS) 07/21/2011
TITLE: OFFICE:
AERONAUTICAL INFORMATION SPECIALIST AJV-354

PART C - REMARKS:
PARA 251, 34:1 PENETRATION.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.
SEE ATTACHED AIRSPACE LETTER.

50 FT VEGETATION HEIGHT USED PER AIRPORT MANAGER/FPT
TAA NOT DEVELOPED PER FPT.

BLOCK2, WEATHER SERVICE:

OTHER: AWOS-3/AS0S-3

SERVICE A: Y/Y

RASS PRESSURE PATTERN SAME.

KPNA 7096.2, KBPI 6989.5

RA =57.26

VGSI DATA: 3.00/40.0 TCH

ISA DEVIATION USED: -30C (-22F)

LNAV/VNAV SURFACE: 23.44:1
LPV SURFACE: 34:1

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
34:1 PENETRATIONS:

7083 RD (N) (KPNATO0314) 424720.02N/1094747.18W (3.89)

7083 RD (N) (KPNAT0308) 424721.00N/1094749.34W (6.83)

BARO-VNAV NA: PUBLISHED DESCENT ANGLE EXCEEDS MAXIMUM

ALLOWABLE BARO DESCENT ANGLE.
MISSED APPROACH EVALUATED USING IPDS.

MISSED APPROACH ADJUSTMENT OBS FROM IPDS EVALUATION.

XP: ADJUSTMENT TO RETAIN LNAV MINIMA.




RADIO FIX AND HOLDING DATA RECORD

NAME: COTDA

STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 424048.07N/1093418.93W . TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 29

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:
FIX MOVED 5896.66 (0.97 NM) EAST.
UPDATED FIX USE

DEVELOPED BY: DATE: 07/21/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY
KPNA PINEDALE

DATE OF REVISION: 02/09/2012

STATE
WY (US)

OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

OFFICE: AJV-354 NAME: DEZ SILAGYI
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RADIO FIX AND HOLDING DATA RECORD

NAME: DEDNE STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 423056.06N/1093523.93W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
IAP RNAV (GPS) RWY 29 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 02/09/2012
DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC

FPO: WST

ARTCC: ZLC

ATC FACILITY: SLC APP CON

OTHER:
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RADIO FIX AND HOLDING DATA RECORD

NAME: FEDPA

STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 424333.29N/1093954.67W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:

USE TYPE USE TITLE

IAP RNAV (GPS) RWY 11
IAP RNAV (GPS) RWY 29

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:
FIX MOVED 5344.08 FT (0.88 NM).
UPDATED FIX USE

DEVELOPED BY: DATE: 07/21/2011
APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORT IDENT CITY
KPNA PINEDALE
KPNA PINEDALE

DATE OF REVISION: 02/09/2012

STATE
WYy $US;
WY (US

OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

OFFICE: AJV-354 NAME: DEZ SILAGY!I
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RADIO FIX AND HOLDING DATA RECORD

NAME: PINIY

STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 424441.96N/1094214.53W TYPE: WP

AIRSPACE DOCKET:
HOLDING:

FIX USE:
USE TYPE USE TITLE
IAP RNAV (GPS) RWY 29

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2

REASON FOR REVISION:

FIX MOVED 502.80 FT SOUTHEAST (PFAF).

UPDATED FIX USE

DEVELOPED BY: DATE: 07/21/2011

APPROVED BY: DATE:
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:

FIX TYPE OF ACTION: MODIFY

HOLDING TYPE OF ACTION: NO CHANGE

FAC PAT AIRPORTIDENT CITY
KPNA PINEDALE

DATE OF REVISION: 02/09/2012

STATE
WY (US)

OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)

OFFICE: AJV-354 NAME: DEZ SILAGY!
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RADIO FIX AND HOLDING DATA RECORD

NAME: SEYTO STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 422314.05N/1095335.03W TYPE: WP. DME

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA

BRG BRG NM  FEET

1 BIG PINEY BPI VOR/DME H 124.15 140.15 15.00 15.00 10000 17500

HOLDING: HOLDING TYPE OF ACTION: ESTABLISH

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX  MIN MAX

1 sSwW WP 22714 047.14 R 7 10000 17500 10 17

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 421603.00N/1100821.00W 7569 4E

HOLDING RESTRICTIONS:

HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
EN ROUTE V328 1 (US)
IAP RNAV (GPS) RWY 11 1 KPNA PINEDALE WY (US)
IAP RNAV (GPS) RWY 29 1 KPNA PINEDALE WY (US)

REQUIRED CHARTING: IAP, CONTROLLER, EN ROUTE LOW
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 2 DATE OF REVISION: 02/09/2012

REASON FOR REVISION:
UPDATE FIX USE.
ADDED PAT 1.

DEVELOPED BY: DATE: 10/17/2011 OFFICE: AJV-354 NAME: ADOLFO URRUTIA (THERON CYRUS)
APPROVED BY: DATE: OFFICE: AJV-354 NAME: DEZ SILAGYI
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY: SLC APP CON
OTHER:
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INFO"b'ﬂ-nX FIX AND HOLDING DATA RECORD

NAME: BIG PINEY VOR/DME
LATITUDE/LONGITUDE: 423446.00N/1100633.20W
AIRSPACE DOCKET:

FIX MAKE-UP FACILITIES:

FAC NAME

1 BIG PINEY

wev INFO ONLY

TYPE:

FIX TYPE OF ACTION: NO CHANGE

IDENT TYPE
BPI VOR/DME

CLASS MAG TRUE DME DISTFROMFAC MRA MAA
BRG BRG NM  FEET
H 45000

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 SE BPI VOR/DME 118.00 298.00 R 1-1172 10000 17500 9 13

2 SE WP 121.00 301.00 R 7 10000 17500 10 14

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 230 AAO 424127.00N/1101057.00W 7697 4E

2 230 AAO 424148.00N/1101142.00W 7740 4E

REMARKS:

HOLDING LIMITED TO ESTABLISHED PATTERNS.

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

DP TAKE-OFF MINIMUMS KBPI BIG PINEY WY (US)

DP ALPIN KJAC JACKSON WY (US)

DP TAKE-OFF MINIMUMS KPNA PINEDALE WY (US)

EN ROUTE J158 (Us)

EN ROUTE J713 (US)

EN ROUTE Q120 (US)

EN ROUTE V328 (US)

IAP RNAV (GPS) RWY 16 KAFO AFTON WY (US)

IAP RNAV (GPS) RWY 34 KAFO AFTON WY (US)

IAP GPS RWY 31 KBPI BIG PINEY WY (US)

IAP VOR RWY 31 1 KBPI BIG PINEY WY (US)

IAP NDB-A 1 KPNA PINEDALE WY (US)

IAP RNAV (GPS) RWY 11 2 KPNA PINEDALE WY (US)

IAP RNAV (GPS) RWY 29 2 KPNA PINEDALE WY (US)

STAR BRIGHAM CITY ARRIVAL KSLC SALT LAKE CITY UT (US)

STAR NORDK (RNAV) KSLC SALT LAKE CITY uT (US)

REQUIRED CHARTING: DP, STAR, IAP, CONTROLLER, EN ROUTE LOW, EN ROUTE HIGH

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: 7

REASON FOR REVISION:
UPDATED MAXIMUM TEMPLATE SIZE
UPDATED FIX USE

DEVELOPED BY:

APPROVED BY:

DISTRIBUTION:

DATE: 06/01/2009

DATE: 08/26/2009

SIGNATURE:

NFDC

FPO: WST
ARTCC: ZLC

ATC FACILITY:
OTHER: CPR FSS

DATE OF REVISION: 10/22/2009

OFFICE: AVN-130 NAME: CHARLES ERICKSON

OFFICE: AVN-130 NAME: RICK WEBB
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TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: PINEDALE STATE: WY
AIRPORT NAME: RALPH WENZ FIELD ID: KPNA
PROCEDURE: RNAV (GPS) RWY 29 AMDT: 2
DOCKET # :

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THLD to 1000’ point 3.38
(Enter THLD, FAF, ARP, FACILITY, as appropriate)

2. Width of FINAL segment at 1000’ point 1.20
(Enter appropriate segment , final, intermediate, etc.)

3. True Course of FINAL segment containing 1000 point 303.65

4. High Terrain in FINAL segment containing 1000 point 7179

5. Distance from THLD to 1500’ point 4.95
(If 1500' point in PT maneuvering area or holding pattern note in remarks)

6. Width of FINAL segment at 1500' point 2.13

7. True Course of FINAL segment containing 1500' point_303.65

8. High Terrain in FINAL segment containing 1500' point 7179

9. Threshold Coordinates (if straight-in) ... 424726.33N /1094750.03W

10. ARP Coordinates ........cccccceveerernn. 424750.60N / 1094839.70W

11. Runway Approach End and distance furthest from ARP................. RWY 11

Distance 0.73 NM

12. FAF Coordinates ........c.ccccceeeuennee. 424441.96N ,1094214.53W

(Click to Select)

REMARKS: Approach/Drawing attached.




RADIO FIX AND HOLDING DATA RECORD

NAME: DEGAC STATE: WY COUNTRY: US

LATITUDE/LONGITUDE: 423325.93N/1094323.11W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE @ CANCELLED

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
IAP PINEDALE/RALPH WENZ FIELD KPNA PINEDALE WY (US)

- RNAV (GPS) RWY 29
REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 12/17/2009

REASON FOR REVISION:
DELETED FAC 1 WP DESCRIPTION FROM COTDA
UPDATED FIX USE

DEVELOPED BY: DATE: 06/01/2009 OFFICE: AVN-130 NAME: CHARLES ERICKSON
APPROVED BY: DATE: - OFFICE: AVN-130 NAME: RICK WEBB
SIGNATURE:

DISTRIBUTION: NFDC
FPO: WST
ARTCC: ZLC
ATC FACILITY:
OTHER:
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