RNAYV - STANDARD
INSTRUMENT APPROACH PROCEDURE
TITLE 14 CFR PART 97.33

US DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL, except
HAT, HAA, TCH, and RA. Altitudes are minimum alfitudes unless otherwise indicated. Ceflings are in feet
above airport elevation. Distances are in nautical miles unless otherwise indicated, except visibilities which
are in statute miles or in feet RVR. )

TERMINAL RQUTES MISSED APPROACH
FROM TO COURSE AND DISTANCE ALTITUDE LEV: DANA A
CIGAY (IF/IAF) JAPMA (FB) 182.48/6.10 2000 tNﬁy,vaw}' 8 D
JAPMA (FAF GXY/2.50 NM TO RW18 (FB 182.48/ 3.38 "
( ) XE 0 NMTO : (FB) CLIMB TO 3000 DIRECT HEMUX AND HOLD.
XEGXY/2.50 NM TO Rw18 RW18 (FO) 182.48/ 2.50
RW18 (MAP) 333 MSL 182.48
333 MSL HEMUX (FO) 3000
ADDITIONAL FLIGHT DATA:
HOLD 8, RT, 002.48 INBOUND.
CHART FAS OBST: 232 TREE 302546N/0842205W
CHART FAS OBST: 270 ANT 302615N/0842104W
DISTANCE TO THLD FROM 250 HATH: 0.64 NM.
CHART VDP AT 1.14 MILES TO RW18*
Hﬁé’ 8 N'KK'NE # 65600
H L 5
1.PT____ SIDE OF COURSE___ OUTBOUND _ FTWITHIN ___ MILES OF {IAF) P EERSNCE PATH D W1SA
2. HOLD N CIGAY, RT, 182.48 INBOUND, 3000 FT. IN LIEU OF PT (IAF) CHART: ASR
3. FAC: 18248 FAF: JAPMA DIST FAF TO MAP: 588 THLD: 588 |-TP HAE:-24M
4. MiIN. ALT: ciGAY 3000, JAPMA 2000, XEGXY/2.50 NM TO RW18 920*
5. DIST TO THLD FROM OM: MM: IM: 150 HAT: 100 HAT: GS ANT:
6. MIN GS INCPT: 2000 GS ALT AT:JAPMA 2000 OM: MM: M
7. GS ANGLE: 3.00 TCH:45.0 34:11S NOT CLEAR .
8. MSA FROM: MAG VAR: 3W EPOCH YEAR: 2000
MINIMUMS
TAKEOFF: SEE FAA FORM 8260-15A FOR THIS AIRPORT ALTERNATE:NA | | STANDARD @
CATEGORY =====> A c D E
DH/MDA VIS | HAT/HAA| DHIMDA VIS | HAT/HAA|DHIMDA VIS |HAT/HAA |DH/MDA | - VIS | HAT/HAA| DH/MDA VIS |HATHAA
LPV DA 333 3/4 250 333 3/4 250 333 3/4 250 333 314 250
LNAV/VNAV DA 510 11/2 427 510 1 1/2 427 510 1172 427 510 11/2 427
LNAV MDA 520 1 437 520 437 520 11/4 437 520 11/4 437
CIRCLING 580 1 497 580 497 580 11/2 497 640 2 557

NOTES:
CHART NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -7C (20F) OR ABOVE 54C (130F),

CHART NOTE: DME/DME RNP-0.3 NA.

@ NA WHEN LOCAL WEATHER NOT AVAILABLE. {}\)N//l

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 4
CHART PROFILE NOTE: VGSI AND RNAV GLIDEPATH NOT COINCIDENT. %? O
(SEE FORM 8260-10) o
CITY AND STATE ELEVATION: 83 THRE: 83 FACILITY PROCEDURE NO./JAMDT NO.JEFFECTIVE DATE: SUP:
TALLAHASSEE, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1 ANDT. ORIG
TALLAHASSEE RGNL DATED 06/28/2004

FAA FORM 8260 - 3 [ April 2006 (computer generated)

PAGE 1 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? ( COORDINATES OF FACILITIES

YES X] NO
[ X |

REQUIRED EFFECTIVE DATE

ROUTINE

COORDINATED WITH:

ATA AAT ALPA APA AOPA NBAA OTHER (specify)

D [I} III ZJX, TLH APP CON, TLH ATCT, AMGR

FLIGHT CHECKED BY

NAME:

FIFC

DATE:

DEVELOPED BY

NAME:

PETER R. GUIMOND

FIFO
AJV-352

DATE:
06/22/2012

APPROVED BY

NAME:

DARRYEL ADAMS MANAGER

FIFO
AJV-352

DATE:

CHANGES:

CONONAWNS

AMENDED TDZE FROM 81 TO THRE 83.2.

. AMENDED APT ELEV FROM 81 TO 83.2.
. DELETED NOTE: BARO-VNAV NA BELOW -15C (5F).

ADDED NOTE: FOR UNCOMPENSATED BARO-VNAV SYSTEMS, LNAV/VNAV NA BELOW -7C (20F) AND ABOVE 54C (130F).

. ADDED BACK-UP ALTIMETER SETTING ADJUSTMENTS NOTE.

ADDED NOTE: BARO-VNAV AND VDP NA WHEN USING BAINBRIDGE, GA ALTIMETER SETTING.

. DELETED INITIAL SEGMENTS FROM OSICA AND WEBEM.
. AMENDED TAA FROM T-CONFIGURATION TO STRAIGHT WITH NOPT AND STRAIGHT-IN WITH PT.
. AMENDED PROCEDURE TCH FROM 46 FEET TO 45 FEET. (FAS DATA CHANGE)

10. AMENDED VDP FROM 2.1 NM TO RWY 18 TO 1.14 NM FROM RWY 18.

11. MOVED JAPMA 0.15 NM NORTH.

12. MOVED CIGAY 0.24 NM NORTH. AMENDED DISTANCE FROM CIGAY TO JAPMA FROM 6.01 NM TO 6.10 NM.
13. MOVED HEMUX 0.27 NM SOUTH.

SEE 8260-10

REASONS:

WNOOIP LN

9

- MATCH AVNIS DATA.
. MATCH AVNIS DATA.

REPLACED BY UPDATED BARO-VNAV TEMPERATURE NOTE.

. TEMPERATURE LIMITS COMPUTED AND FORMATTED IAW CURRENT DOCUMENTATION POLICY.

. EASTERN FPT REQUEST.

. IAW CURRENT DOCUMENTATION POLICY.

. ﬁ;c RESSEgT. 8260.54 MINIMUM LEG LENGTHS REQUIRED FOR T-INITIALS WERE LONGER THAN DESIRED.
. ATC RE T.

NEW VGSI TCH FOR EXTENDED RUNWAY IS 75 FEET. USED OPTIMUM TCH FOR WHEEL HEIGHT GROUP 2.

10. COMPUTED FROM 520 MDA AND VGSI TCH 75 FEET.

11. POSITIONED IN PFAF LOCATION IAW FAAO 8260.54, FORMULA 2-16B.

12. RETAINS AN INTERMEDIATE SEGMENT AT LEAST 6 NM IN LENGTH. DISTANCE RECOMPUTED FROM NEW LOCATION OF CIGAY AND JAPMA.

13. RETAINS AN INTERMEDIATE SEGMENT AT LEAST 6 NM IN LENGTH FOR THE RNAV (GPS) RWY 36.

SEE 8260:10

il 2

4
ST~
Mol




US DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA, Altitudes are minimum altitudes unless otherwise indicated.
RNAV - STANDARD Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,

INSTRUMENT APPROACH PROCEDURE - TiTLE 14 CFR PART 97.33 except visibilities which are in statute miles or in feet RVR.

NOTES, (CONT.):

CHART NOTE: WHEN LOCAL ALTIMETER SETTING NOT RECEIVED, USE BAINBRIDGE ALTIMETER SETTING:
INCREASE LPV DA TO 428 FEET AND ALL CATS VISIBILITY 3/8 MILE; INCREASE LNAV/VNAV DA TO 605 FEET
AND ALL CATS VISIBILITY 1/4 MILE; INCREASE ALL MDA 100 FEET AND LNAV CATS C/D VISIBILITY 1/4

MILE.

CHART NOTE: BARO-VNAV AND VDP NA WHEN USING BAINBRIDGE ALTIMETER SETTING.

TAA
FROM TO ALT
1. 092/30 CW 272/30 (NOPT) 092/16 CW 272116 3300
2. 092/16 CW 272/16 CIGAY (IF/IAF) (FB) 3000
3. 272130 CW 092/30 CIGAY (IF/IAF) (FO) 4000
N
e
‘ <
o
CITY AND STATE ELEVATION: 83 THRE: 83 ;@g”%‘?? o PROCEDURE NO./ AMDT NO.JEFFECTIVE DATE:  |sup:
. NTIFIER: RNAV (GPS) RWY 18, AMDT 1
TALLAHASSEE, FL AIRPORT NAME: RNAY (GPS) AMDT: ORIG
TALLAHASSEE RGNL DATED:  06/28/2004

FAA FORM 8260-10/ April 2006 (Computer Generated) PAGE 2 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED? COORDINATES OF FACILITIES REQUIRED EFFECTIVE DATE

[ ] ves [ ] no

COORDINATED WITH:
ATA AAT ALPA APA AOPA NBAA OTHER (specify)

A I A I A B A [ 1]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

CHANGES CONT.

14. AMENDED DISTANCE FROM THRESHOLD 259 HAT: 0.74 NM TO READ DISTANCE TO THRESHOLD FROM 250 HATH: 0.64 NM.
15. AMENDED FAS OBST FROM 229 MSL TREE TO 270 MSL ANTENNA.

16. AMENDED DIST FAF TO MAP AND DIST FAF THE THLD FROM 5.78 NM TO 5.88 NM.

17. AMENDED LPV DA 340/HAT 259 TO DA 333/HATH 250. AMENDED VIS FROM 1 TO 3/4.

18. AMENDED LLNAV/VNAV DA 520/HAT 439 TO DA 510/HATH 427.

19. ADDED XEGXY STEPDOWN FIX.

20. AMENDED LNAV MDA 800/HAT 719 TO MDA 520/HATH 437. AMENDED CAT C VIS FROM 2 TO 1 1/4 AND CAT D FROM 2 1/4 TO 1 1/4.
21. AMENDED CIRCLING CATS A/B/C CIRCLING MDA/HAA FROM 800/719 TO 580/497 AND CAT D FROM 800/719 TO 640/557.
AMENDED CAT C CIRCLING VIS FORM 2 TO 1 1/2 AND CAT D FROM 2 1/4 TO 2.

22. AMENDED THE FOLLOWING FAS DATA ITEMS: THRESHOLD LAT/LONG, FPAF LAT/LONG, TCH, AND LENGTH OFFSET.

23. AMENDED CA LEG TERMINATION ALTITUDE FROM 340 TO 333.

24. ADDED NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA.

REASONS:

REASONS CONT.

14. COMPUTED FROM LOWER DA.

15. NEW OBSTACLE SURVEY AND STUDY.

16. COMPUTED FROM NEW PFAF AND EXTENDED RUNWAY THRESHOLD LOCATIONS.

17. NEW OBSTACLE STUDY. VIS COMPUTED IAW TERPS CHANGE 20.

18. NEW OBSTACLE STUDY. VIS COMPUTED IAW TERPS CHANGE 20.

19. EASTERN FPT REQUESTED LOWEST POSSIBLE MINIMUMS.

20. ADDED STEPDOWN FIX AND NEW OBSTACLE STUDY. VIS COMPUTED IAW TERPS CHANGE 20.

21. LOWER STRAIGHT-IN MINIMUMS ALLOWED CIRCLING MINIMUMS TO BE LOWERED TO VALUES CONSISTENT WITH OTHER APPROACHES AT THE AIRPORT.
22. AVNIS DATA CHANGED THRESHOLD LOCATION. FPAP AND LENGTH OFFSET RECOMPUTED USING NEW THRESHOLD LOCATION.
23. DOCUMENTED USING LOWEST PUBLISHED DA.

24. TERPS PARA 251, 34:1 VISUAL SURFACE PENETRATED.

WHITEOUT CORRECTIONS
1. TERMINAL ROUTES: (FAF) ADDED ADJACENT JAPMA; SDF ALTITUDE REMOVED; (MAP) REMOVED FROM RW18 IN TO SECTION; MISSED APPROACH ALTITUDE CHANGED TO 3000.

2. CHANGES LISTED ON BACK OF PAGE 2 EDITED TO APPEAR AS SEPARATE LINES.
3. RNP VALUE OF 020 REMOVED FROM LINE SEQUENCE 060 ON AIRINC PAGE 4 AND ON FLIGHT CHECK SUMMARY PAGE.




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICE - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.

Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated,
except visibilities which are in statute miles or in feet RVR.

FAS DATA BLOCK INFORMATION

DATA FIELD DATA
OPERATION TYPE 0
SBAS SERVICE PROVIDER IDENTIFIER 0
AIRPORT IDENTIFIER KTLH
RUNWAY RW18
APPROACH PERFORMANCE DESIGNATOR 0
ROUTE INDICATOR
REFERENCE PATH DATA SELECTOR 0
REFERENCE PATH IDENTIFIER (APPROACH ID) W18A
LTP/FTP LATITUDE 302444.9385N
] LTP/FTP LONGITUDE 0842132.3385W
LTP/FTP ELLIPSOIDAL HEIGHT -00024
FPAP LATITUDE 302315.6300N
FPAP LONGITUDE 0842131.4100W
THRESHOLD CROSSING HEIGHT (TCH) 00045.0
TCH UNITS SELECTOR (METERS OR FEET USED) F
GLIDEPATH ANGLE (GPA) 03.00
COURSE WIDTH AT THRESHOLD 106.75
LENGTH OFFSET 0616
HORIZONTAL ALERT LIMIT (HAL) 40.0
VERTICAL ALERT LIMIT (VAL) 50.0
CRC REMAINDER AF86EA31
ADDITIONAL PATH POINT RECORD INFORMATION
ICAO CODE K7
LTP ORTHOMETRIC HEIGHT +00254
FPAP ORTHOMETRIC HEIGHT +00254
CITY AND STATE ELEVATION: 83 THRE: 83 FACILITY PROCEDURE NO./ AMDT NO./EFFECTIVE DATE: SUP:
TALLAHASSEE, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
’ RNAV AMDT: ORIG
TALLAHASSEE RGNL DATED:  06/28/2004

FAA FORM 8260-10/ April 2006 (Computer Generated)

PAGE 3 OF 5 PAGES




ALLAFFECTED PROCEDURES REVIEWED?

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

[] ves [ wo
COORDINATED WITH:
ATA AAT ALPA  APA AOPA NBAA OTHER (specify)

N N e N

[ ] [

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: FIFO DATE:
APPROVED BY

NAME: FIFO DATE:

CHANGES:

REASONS:




[ U

.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
AA . i ini itud therwise indi .
RNAV [EES] STANDARD INSTRUMENT APPROACH PROCEDURE exc_:gpt HAT,_H , TCH, anfi RA Altltufies are minimum al_tltu es unles_s otherwise mdlca'ted

Ceilings are in feet above airport elevation. Distances are in nautical miles uniess otherwise
FLIGHT STANDARDS SERVICES - FAR PART 97.33 indicated, except visibilities which are in statute miles or in feet RVR.

ARINC PACKET - 424-18 - RNAV (GPS)

1 2 3 4 5 6 7 : 8 9 0 1 2 3
WP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAEAENRT CIGAY K70 W N30364539W084213990 W0043 NAR CIGAY
SUSAEAENRT  HEMUX X70 W N30124554W084212483 W0042 NAR HEMUX
SUSAEAENRT  JAPMA K70 W N30303842W084213605 W0042 NAR JAPMA
SUSAEAENRT  XEGXY K70 W N30271529W084213392 w0042 NAR XEGXY
1 2 3 4 5 6 7 8 9 0 1 2 3
AIRPORT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTLHK7ATLH 0 080YHN30234830W084210310W003000083 1800018000C MNAR TALLAHASSEE RGNL
1 2 3 4 5 6 7 8 9 0 1 2 3
SEGMENT 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTLHK7FR18 ACIGAY 010CIGAYK7EAOEE AR  HF 18250040 + 03000 18000 A JS
SUSAP KTLHK7FR18 R 010CIGAYK7EAOE I iF + 03000 18000 A JS
SUSAP KTLHK7FR18 R 020JAPMAK7EALE F OS1TF 18250061 + 02000 A JS
SUSAP KTLHK7FR18 R 020JAPMAK7EA2WALPV ALNAV/VNAV ALNAV Js
SUSAP KTLHK7FR18 R 021XEGXYK7EAOE S 031TF 18250034 V 0092000924 -300 A JS
SUSAP KTLHK7FR18 R 030RW18 K7PGOGY M 031TF 18250025 00128 -300 A JS
SUSAP KTLHK7FR18 R 040 0 M ca 1825 + 00333 A JS
SUSAP KTLHK7FR1S R 050HEMUXK7EAOEY DF + 03000 A JS
SUSAP KTLHK7FR18 R 060HEMUXK7EAOEE R  HM 00250040 + 03000 A JS
1 2 3 4 5 6 7 8 9 0 1 2 3
RUNWAY 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTLHK7GRW18 0070001825 N30244494W084213234-0400 -0002400083000045150R
1 2 3 4 5 6 7 8 9 0 1 2 3
PP 123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012345678901234567890123456789012
SUSAP KTLHK7PR18 RW18 001 0000WL8AON3024449385W08421323385-000240300N3023156300W08421314100106750616000450F400500AF86EA31
SUSAP KTLHK7PR18 RW18 002E +00254+00254LPV 65600
i\#ﬁ*'if'fs\
e &
{8 5"}
_ _ Tns
CITY AND STATE ELEVATION: 83 THRE: 83 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: sSupP:
TALLAHASSEE, FL AIRPORT NAME: IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
TALLAHASSEE RGNL AMDT: ORIG
RNAV
DATED:  06/28/2004

FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 4 of 5 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O @O

AQOPA NBAA OTHER (specify)

|1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION

RNAV (GPS) STANDARD INSTRUMENT APPROACH PROCEDURE
FLIGHT STANDARDS SERVICES - FAR PART 97.33

Bearings, headings, courses, and radials are magnetic. Elevations and altitudes are in feet, MSL,
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otherwise indicated.
Ceilings are in feet above airport elevation. Distances are in nautical miles unless otherwise
indicated, except visibilities which are in statute miles or in feet RVR.

ARINC SUMMARY -~ 424-18 - RNAV (GPS)

ROUTES TRANSITION FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
CIGAY CIGAY 010 IAF HF R FO 182.5(179.5T) 004.0 AA 03000
CIGAY 010 FACF IF FB AA 03000
JAPMA 020 FAF TF FB 0.5 182.5(179.5T) 006.1 AA 02000
XEGXY 021 SDF TF FB 0.3 182.5(179.5T) 003.4 AA 00920 GS 00924
RW18 030 MAP TF FO 0.3 182.5(179.5T) 002.5 AT 00128
MISSED APPROACH FIX SEQ USE PATH TURN FO/FB RNP MAG (TRUE) DISTANCE ALTITUDE SPEED
040 CA FB 182.5(179.5T) AA 00333
HEMUX 050 DF FO AA 03000
HEMUX 060 HM R FO 002.5(359.5T) 004.0 AA 03000
POINT DATA WAYPOINT LAT IN SECS LONG IN SECS LAT IN MINS LONG IN MINS
CIGAY N303645.39 W0842139.90 N3036.757 W08421.665
HEMUX N301245.54 W0842124.83 N3012.759 W08421.414
JAPMA N303038.42 W0842136.05 N3030.640 W08421.601
XEGXY N302715.29 W0842133.92 N3027.255 W08421.565
RW18 N302444.94 W0842132.34 N3024.749 W08421.538%
RUNWAY DATA THRESHOLD
RWY ELEVATION TCH
RW18 00083 45
AL
L4
4
Pl
Ly o
T N
CITY AND STATE ELEVATION: 83 THRE: 83 FACILITY PROCEDURE NO./AMDT NO./ EFFECTIVE DATE: |sup:
TALLAHASSEE, FL AIRPORT NAME: ) IDENTIFIER: RNAV (GPS) RWY 18, AMDT 1
TALLAHASSEE RGNL AMDT: ORIG
RNAV
DATED:  06/28/2004
FAA FORM 8260 - 10 / April 2006 (Computer Generated) Page 5 of 5 Pages



ALL AFFECTED PROCEDURES REVIEWED?

[] ves [] no

COORDINATES OF FACILITIES

REQUIRED EFFECTIVE DATE

COORDINATED WITH:
ATA AAT ALPA APA

1 O 0O O

AOPA NBAA OTHER (specify)

[ 1 ]

FLIGHT CHECKED BY

NAME: FIFO DATE:
DEVELOPED BY

NAME: NFPG DATE:
APPROVED BY

NAME: NFPG DATE:

CHANGES:

REASONS:




STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD

PART - A OBSTRUCTION DATA

1. APP SEGMENT FROM TO OBSTRUCTION COORDINATES ELEV. MSL} ROC ALT. ADJUSTMENTS MIN. ALT.
STRAIGHT-IN AREA 092/30 CW 27230 092116 CW 272/16 |1. TOWER (13-001353) [304014.00N/0835626.00W | 2222 (5D) 1000 3300
2. TERRAIN 305957.00N/0841357.00W | 381 (400) AS1500 1900
STRAIGHT-IN AREA 092/18 CW 272/16. CIGAY 3. TOWER (12-001975) [303443.00N/0841547.00W {1049 (3D) 1000 [AT951 3000
' 4. TERRAIN 303857.00N/0843345.00W | 335 (300) AS1500 1800
| STRAIGHT-IN AREA 272130 CW 092130 CIGAY 1. TOWER (13-001353) [304014.00N/0835626.00W |2222 (5D) 1000 |AT778 4000
4. TERRAIN 303857.00N/0843345.00W | 335 (300) AS1500 1800
INTERMEDIATE CIGAY (IF/IAF) JAPMA 5. AAO 303709.00N/0842318.00W {453 (4E) 500 |AC98 AT949 2000
|6. TERRAIN 303536.00N/0841927.00W [ 243 (200) AS1500 1700
FINAL: LPV JAPMA RW18 7. TREE (KTLHT4140) [302459.53N/0842136.25W [129 (1A) 34:1 333/250
FINAL: LNAV/VNAY JAPMA RW18 8. TREE (KTLHT5218) [302546.16N/0842204.50W |232 (1A} 22.63:1 510/427
FINAL: LNAV JAPMA XEGXY/2.50 NM TO [9. AAO 302809.50N/0842142.45W | 369 (2C) 250 |RA95 DG206 920
RW18
FINAL: LNAV STEPDOWN XEGXY/2.50 NM TO RW18 10. ANT (KTLHT5220) [302614.87N/0842104.21W | 270 (1A) 250 520
RW18
2. HOLD-IN-LIEU-OF-PT CIGAY P-5 11. TOWER (13-001144) |304154.00N/0842312.00W |599 (4D) 1000 |AT1401 3000
12. TERRAIN 304645.00N/0842451.00W {319 (300) AS1500 1800
MAP: IDA/DA/RW18 HEMUX ASC 3000
f\‘P“lﬁEgﬁgH 13. TOWER (12-002833) [301150.00N/0842220.00W | 447 (5D) 1000 1500
ELEV: |146/349/420 14. TERRAIN 302539.00N/0842209.00W | 171 (200) AS1500 1700
4. CIRCLING AREA | DISTANCE HT. ABV. ARPT.
CATEGORY A 1.3 NM a 350 497 15. POLE (12-023748) | 302534.70N/0842208.83W |266 (1A) 300 580
CATEGORY B 1.5 NM W 450 |2 497 15. POLE (12-023748) | 302534.70N/0842208.83W [266.(1A) 300 580
CATEGORY C 1.7NM - |5[ 450 ]2 497 10. ANT (KTLHT5220) |302614.87N/0842104.21W [270 (1A) 300 580
CATEGORY D 2.3 NM 8 550 2 557 16. TOWER (12-003977)| 302457.00N/0841805.00W |323 {1A) 300 640
CATEGORY E 45NM || 550
5. MINIMUM SAFE ALTITUDES PRIMARY NAVAID: RN
SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA SECTOR OBSTRUCTION BRG/DIST ELEVATION (MSL) MSA "L
CITY AND STATE ELEVATION: 83 FACILITY PROCEDURE AND AMENDMENT NO: |REGION
TALLAHASSEE, FL AIRPORT NAME: RNAV RNAV (GPS) RWY 18, AMDT 1 ASO
TALLAHASSEE RGNL

FAA Form 8260 - 8 / April 2006 (Computer Generated)

PAGE 1 OF 1 PAGES




PART B - SUPPLEMENTAL DATA

1. COMMUNICATIONS WITH: 2. WEATHER SERVICE 3. ALTIMETER SETTING
ZJX ARTCC . ‘KTLH / KBGE
TLH APP CON NWS |OTHER: SOURCE:
ASOS DISTANCE: 9/ 37.46
FAA HOURS REMOTE OPERATION:
SATISFACTORY ON: AlC 241 BACKUP
X|VHF [x|uHF | [HF LOCATION: KTLH ADJUSTMENT: 0/ 95
. PRIMARY NAVAID:
MONITOR __MONITOg :To:n T:
sTATUS | HRS
OPTN:| CAT 3
X ALSF.2 27
(S) SALS
X MALSR 36 (PCL)
5. X HIRL 27 {PCL), 18 (PCL), 36 (PCL), 09 (PCL)
APPROACH IMlRL
& RUNWAY
LGHTING X REIL 18 (PCL), 09 (PCL)
X TDZ 27 '
X |CIL27,09
X OTHER (SPECIFY)
PAPI-4L 27 {PCL), 18 (PCL), 36 (PCL), 09 (PCL)
6.RUNwAY  |BASIC
MARKINGS ALLWEATHER  pIR-G 27, 18, 36, 09
INSTRUMENT
7.RUNWAY  |APPROACH 27, 36, 09
VISUAL MIDFIELD
RANGE ROLL OUT
8. GLIDE GP ANGLE: 3.00 ELEV RWY THRESHOLD:83.2
PATH DISTANCE FROM RWY: ELEV GP ANTENNA:
THRESHOLD CROSSING HEIGHT:45.0
9. FINAL APPROACH X  |RUNWAY THRESHOLD FT. FROM THRESHOLD
COURSE AIMING X |ON CENTERLINE FT. FROM CENTERLINE

10. WAIVERS: NONE

PART D - PREPARED BY:

PETER R. GUIMOND

DATE:
08/22/2012

TITLE:

AERONAUTICAL INFORMATION SPECIALIST

OFFICE:
AJV-352

PART C - REMARKS:
PRECIPITOUS TERRAIN EVALUATION COMPLETED.

2. KTLH ASOS ON SERVICE A. KBGE AWOS ON SERVICE A.
3. KBGE 24-HR BACK-UP.
5. VGSI DATA: 3.00/75.0.

SEE ATTACHED AIRSPACE LETTER.
100 FOOT TREES USED PER EASTERN FPT.

LPV, LNAVIVNAV, AND LNAV INTERMEDIATE SEGMENTS HAVE THE
SAME CONTROLLING OBSTACLE.

LPV OCS SURFACE = 34:1

LNAVIVNAV AVERAGE COLD TEMPERATURE = -7.44C

(2007 = 18.0F; 2008 = 25.0F; 2009 = 14.0F; 2010 = 18.0F;

2011 = 18.0F)

ISA DEVIATON = -21.84C

LNAV/VNAV OCS SURFACE = 22.63:1

BARO/VNAV NA ABOVE 54C (130F)

DESCENT RATE: STANDARD TEMP 955; HIGH TEMP 1115

HIGH TEMPERATURE LIMIT AND DESCENT VALUES DERIVED FROM
AFS-400 CALCULATOR

RASS (PRESSURE PATTERNS ARE THE SAME):

KTLH 83.2, KBGE 141.3

RA = 94,68

RASS ROUNDED UP TO 95 FEET FOR ALL DA AND 100 FEET FOR
ALL MDA AND PUBLISHED AS A NOTE.

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS:
(EASTERN FPT NOTIFIED 06/05/2012)

34:1 PENETRATIONS:

133 TREE (KTLHT4143) 302459.58N/0842138.18W (12.06)

129 TREE (KTLHT4076) 302459.00N/0842126.03W (10.07)

140 TREE (KTLH0060) 302502.62N/0842139.48W (10.00)

132 TREE (KTLH0058) 302500.02N/0842137.75W (9.76)

129 TREE (KTLH4140) 302459.53N/0842136.25W (8.26)

128 TREE (KTLHA029) 302459.59N/0842138.16W (7.03)

128 TREE (KTLHA030) 302459.68N/0842137.36W (6.78)

126 TREE (KTLH0055) 302459.14N/0842126.11W (6.65)

125 TREE (KTLHT4071) 302458.79N/0842139.50W (6.38)

125 TREE (KTLHT4120) 302459.34N/0842135.71W (4.83)

123 TREE (KTLHT4072) 302458.87N/0842135.46W (4.23)

124 TREE (KTLHA027) 302459.39N/0842136.56W (3.66)

123 TREE (KTLHT4114) 302459.29N/0842135.256W (2.99)

122 TREE (KTLHT4049) 302459.07N/0842135.56W (2.64)

123 TREE (KTLHT4129) 302459.42N/0842135.63W (2.60
121 TREE (KTLHT4063) 302458.75N/0842135.48W (2.59
122 TREE (KTLHT4104) 302459.18N/0842135.25W (2.32
122 TREE (KTLHT4109) 302459.25N/0842135.87W (2.10
123 TREE (KTLHT4150) 302459.66N/0842135.55W (1.89
120 TREE (KTLHT4061) 302458.78N/0842127.76W (1.68
120 TREE (KTLHT4081) 302458.96N/0842135.45W (0.97
125 TREE (KTLHT4207) 302500.73N/0842136.25W (0.69
114 TREE (KTLHT4047) 302457.13N/0842137.48W (0.35
121 TREE (KTLHT4138) 302459.52N/0842134.79W (0.32




RADIO FIX AND HOLDING DATA RECORD

NAME: CIGAY STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 303645.39N/0842139.90W ‘ TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY »

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RADI/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
. INBOUND (LORR) TIME DME MIN MAX  MiN MAX

1 N WP 002.48 182.48 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS: )

PAT  AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (13-001144) 304154.00N/0842312.00W 599 4D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
AP RNAV (GPS) RWY 18 1 KTLH TALLAHASSEE FL(US)
IAP RNAV (GPS) RWY 36 1 KTLH TALLAHASSEE . FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. MOVED FIX 0.24 NM NORTH.

2. DELETED FAC 1.

3. UPDATED PAT 1 200 KIAS CONTROLLING OBSTACLE ID TO CURRENT FORMAT.
4. UPDATED FIX USE.

DEVELOPED BY: DATE: 06/11/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
) FPO: EST
ARTCC: ZJX
ATC FACILITY: TLH APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1



RADIO FIX AND HOLDING DATA RECORD

NAME: HEMUX STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 301245.54N/0842124.83W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: MODIFY

PATTERNS:

PAT DIR IDENT TYPE RAD/CRS/BRG CRS TURN LEG LENGTH HOLDING ALTITUDES TEMPLATES
INBOUND (LORR) TIME DME MIN MAX MIN MAX

1 S wp 182.48 002.48 R 4 3000 6000 5 6

CONTROLLING OBSTRUCTIONS:

PAT AIRSPEED OBSTRUCTION COORDINATES ELEVATION ACCURACY CODE

1 200 TOWER (12-003342) 300434.73N/0841804.62W 542 5D

HOLDING RESTRICTIONS:
HOLDING LIMITED TO ESTABLISHED PATTERN.

REMARKS:

PRECIPITOUS TERRAIN EVALUATION COMPLETED.

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
1AP RNAV (GPS) RWY 18 1 KTLH TALLAHASSEE FL (US)
IAP RNAV (GPS) RWY 36 1 KTLH TALLAHASSEE FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 ’ DATE OF REVISION: 11/15/2012

REASON FOR REVISION:

1. MOVED FIX 0.17 NM SOUTH.

2. DELETED FAC 1.

3. UPDATED PAT 1 200 KIAS CONTROLLING OBSTACLE ID TO CURRENT FORMAT.,
4. UPDATED FIX USE.

DEVELOPED BY: DATE: 06/06/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION:  NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: TLH APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: JAPMA STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 303038.42N/0842136.05W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: MODIFY

HOLDING: HOLDING TYPE OF ACTION: NO CHANGE

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE
AP RNAV (GPS) RWY 18 KTLH TALLAHASSEE FL (US)

REQUIRED CHARTING: IAP
COMPULSORY REPORTING POINT: NO
RECORD REVISION NUMBER: 1 DATE OF REVISION: 11/15/2012

REASON FOR REVISION:
1. MOVED FIX 0.15 NM NORTH.
2. DELETED FAC 1.

DEVELOPED BY: DATE: 06/11/2012 OFFICE: AJV-362 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:

DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: TLH APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: XEGXY STATE: FL COUNTRY: US
LATITUDE/LONGITUDE: 302715.29N/0842133.92W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: ESTABLISH

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORT IDENT CITY STATE
AP RNAV (GPS) RWY 18 KTLH TALLAHASSEE FL(US)

REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 11/15/2012
DEVELOPED BY: DATE: 06/11/2012 OFFICE: AJV-352 NAME: PETER GUIMOND
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: EST
ARTCC: ZJX
ATC FACILITY: TLH APP CON
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: OKSOE STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 303633.46N/0841552.12W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 CIGAY 089.48 5.00 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP KTLH TALLAHASSEE FL(US)

RNAV (GPS) RWY 18
REQUIRED CHARTING: AP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/30/2004
DEVELOPED BY: DATE: 10/03/2003 OFFICE: AVN-140 NAME: PETER GETZ
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: ATL
ARTCC: ZJX
ATC FACILITY: TLH APCH CONTROL
OTHER:

CANCELLED

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




RADIO FIX AND HOLDING DATA RECORD

NAME: CUPAM STATE: FL COUNTRY: US

LATITUDE/LONGITUDE: 303628.00N/0842727.37W TYPE: WP

AIRSPACE DOCKET: FIX TYPE OF ACTION: CANCEL

FIX MAKE-UP FACILITIES:

FAC NAME IDENT TYPE CLASS MAG TRUE DME DIST FROM FAC MRA MAA
BRG BRG NM  FEET

1 CIGAY 269.48 5.00 17500

FIX USE:

USE TYPE USE TITLE FAC PAT AIRPORTIDENT CITY STATE

AP KTLH TALLAHASSEE FL (US)

RNAV (GPS) RWY 18
REQUIRED CHARTING: IAP

COMPULSORY REPORTING POINT: NO

RECORD REVISION NUMBER: ORIG DATE OF REVISION: 09/30/2004
DEVELOPED BY: DATE: 10/03/2003 OFFICE: AVN-140 NAME: PETER GETZ
APPROVED BY: DATE: OFFICE: AJV-352 NAME: DARRYEL ADAMS
SIGNATURE:
DISTRIBUTION: NFDC
FPO: ATL
ARTCC: ZJX
ATC FACILITY: TLH APCH CONTROL
OTHER:

FAA FORM 8260-2 / AUG 2009 Page 1 of 1




TERMINAL AIRSPACE DATA REQUIREMENTS

CITY: TALLAHASSEE STATE: FL
AIRPORT NAME: TALLAHASSEE RGNL ID: KTLH
PROCEDURE: RNAV (GPS) RWY 18 AMDT: 1
DOCKET #:

(96-AXX-X/Required/Not Required)

ALL DIST TO 1/100 NM; ELEV TO NEAREST FT; COORD TO 1/100 SEC; DEG TO 1/100 DG.

1. Distance from THRESHOLD to 1000' point 3.37
(Enter THLD, FAF, ARP, FACILITY, as appropriate) ’
2. Width of FINAL segment at 1000' point 1.20
(Enter appropriate segment , final, intermediate, etc.)
3. True Course of FINAL segment containing 1000' point 179.48
4. High Terrain in FINAL segment containing 1000’ point 203
5. Distance from THRESHOLD to 1500' point 5.28
(If 1500' point in PT maneuvering area or holding pattern note in remarks)
6. Width of FINAL segment at 1500 point 1.57
7. True Course of FINAL segment containing 1500' point_179.48
8. High Terrain in FINAL segment containing 1500' point 203
9. Threshold Coordinates (if straight-in) ... 302444.94N ,0842132.34W
10. ARP Coordinates .......c...cceeunue..... 302348.30N / 0842103.10W
11. R‘unway Approach End and distance furthest from ARP................. RWY 27
Distance 1.07 NM
12. FAF Coordinates ............c.ccuuvee.s 303038.42N /0842136.05W

(Click to Select)

REMARKS: Approach/Drawing attached.
12. IF/IAF COORDINATES: CIGAY, 303645.39N/0842139.90W






