
CLIMB TO 1500 THEN CLIMBING RIGHT TURN TO 3000 DIRECT 
SNV VORTAC AND HOLD. 

- 

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION 

VOR STANDARD INSTRUMENT APPROACH PROCEDURE 

FLIGHT STANDARDS SERVICE - TITLE 14 CFR PART 97.23 

ADDITIONAL FLIGHT DATA: 

I 
- - 

Beatings, headings, coutses, and radialsare maptic  Elevationsand altitudesare in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unlessotheMlise indiited. 
Ceilings are in feet abcwe airport elevation. Distancesare in nautical miles unless athewise indicated, 
except visibilities which are in statute miles or in feet RVR. 

TERMINAL ROUTES 

FROM 1 TO I COURSE AND DISTANCE / ALTITUDE 
I 

I 

I 

NOTES: 

MISSED APPROACH 
MAP: 8.64 MILES AFTER SZW VORTAC OR AT SZW 8.64 DME FIX 

CHART FAS OBST: 270 ANT 302615N10842104W 
CHART VDP AT 7.44 DME; 
DISTANCE VDP TO THLD 1.20 MILES. 
SZW VORTAC TO RW18: 3.1 3/45. 
CHART: ASR. 

4. MIN. ALT S N v  VORTAC 3000, WAPlMlSNV 6.60 DME 780* 
8. MSA FROM: SZW VORTAC 3300 

CHART NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
CHART NOTE: VDP NA WITH BAlNBRlDGE ALTIMETER SETTING. 
CHART PROFILE NOTE: VGSl AND DESCENT ANGLES NOT COINCIDENT. 
'880 WHEN USING BAlNBRlDGE ALTIMETER SElTlNG. 

1. PT - SIDE OF COURSE OUTBOUND FT WITHIN MILES OF (IAF) 
2. HOLD N S M I  VORTAC, RT, 172.85 INBOUND, 3000 FT. IN LIEU OF PT (IAF) 
3. FAC 172.85 FAF SZW VORTAC DIST FAF TO MAP 8.64 THLD 8.64 

MAG VAR: 2E EPOCH YEAR:1965 

(SEE FORM 8260-1 0) 

I 

CITY AND STATE 
TALLAHASSEE, FL 

FAA FORM 8260-5 1 April 2006 (computer generated) 
PAGE I OF 2 PAGES 

sup 
AMDT 118 

DATE 05/05/2011 

ELEVATION: 83 THRE: 83 
AIRPORT NAME: 

TALLAHASSEE RGNL 

FACILITY 
IDENTIFIER: 

SZW 

PROCEDURE NO.IAMDT NO.IEFFECTIVE DATE: 
VOR RWY 18, AMDT 12 



REQUIRED EFFECTIVE DATE 

ROUTINE 

ALL AFFECTED PROCEDURES REVIEWED7 

0 YES NO 

COORDINATES OF FACILITIES 

SEE CHANGES 

COORDINATED WITH: 
AAT ALPA APA AOPA NBAA OTHER (specify) 

n Fl Fl El El ZJX, TLH APP CON, TLH ATCT, AMGR 

FLIGHT CHECKED BY 
DATE. NAME. FIFO 

DEVELOPED BY 
NAME 

PETER R. GUIMOND 

APPROVED BY 
NAME. 

DARRYEL ADAMS MANAGER 
CHANGES TACAN: 303322.42N 1 0842226.20W, VOR: 303322.42N I 0842226.20W, 3RD PARTY SURVEY 

1. AMENDED TDZE FROM 81 TO THRE 83.2. 
2. AMENDED APT ELEV FROM 81 TO 83.2. 
3. DELETED NOTE: ADF REQUIRED. 
4. ADDED NOTE: VISIBILITY REDUCTION BY HELICOPTERS NA. 
5. ADDED PROFILE NOTE: VGSl AND DESCENT ANGLE NOT COINCIDENT. 
6. ADDED BACK-UP ALTIMETER MINIMUMS ADJUSTMENT NOTE. 
7. ADDED PROFILE NOTE: 880 WHEN USING BAINBRIDGE, GA ALTIMETER SETTING. 
8. INCREASED FAF ALTITUDE FROM 2000 TO 3000. 
9. AMENDED VDP FROM SZW 7.41 DME TO SZW 7.44 DME AND ADDED NA NOTE WHEN USING BAINBRIDGE ALTIMETER. 
10. AMENDED DESCENT ANGLEITCH FROM 2.96152 TO 3.13145. 
11. MOVED WAPlM 552 FEET NORTH. INCREASED MINIMUM STEPDOWN ALTITUDE FROM 760 TO 780. 
12. AMENDED MISSED APPROACH POINT FROM 8.69 MILES AFTER SZW VORTAC OR AT SZW 8.69 DME TO 8.64 NM AFTER SZW VORTAC OR AT SZW 8.64 D M .  
13. AMENDED MISSED APPROACH FROM CLIMB DIRECT TL LOM AND HOLD TO CLIMB TO 1500 THEN CLIMBING RIGHT TURN TO 3000 DIRECT SZW VORTAC AND HOLD. 
14. REPLACED PROCEDURE TURN WITH HOLD-IN-LIEU INITIAL. 
SEE 8260-10 

REASONS: 

1. MATCH AVNlS DATA. 
2. MATCH AVNlS DATA. 
3. NO LONGER REQUIRED. 
4. TERPS PARA 251,34:1 SURFACE PENETRATED. 
5. VGSl TCH COMPUTES TO 75 FEET AT EXTENDED THRESHOLD LOCATION. 
6. EASTERN FPT REQUEST. 
7. ADDED BACK-UP ALTIMETER SOURCE. 
8. PROVIDES CARDINAL ALITUDE AT FAF. 
9. COMPUTED USING NEW VGSl TCH AND EXTENDED THRESHOLD DATA. 
10. COMPUTED FROM UPDATED FAF ALTITUDE AND EXTENDED THRESHOLD DATA. 
11. POSITIONED TO PROVIDE STABILIZED DESCENT. MINIMUM ALTITUDE INCREASE REQUIRED DUE TO NEW OBSTACLE STUDY. 
12. COMPUTED FROM NEW THRESHOLD LOCATION. 
13. WAKUL NDB DECOMMISSIONED. MISSED APPROACH RETURNS TO S M I  VORTAC PER EASTERN FPT REQUEST. 
14. DECREASES CHART CLUTTER. ALLOWS AIRCRAFT IN MISSED HOLDING PAlTERN EASY TRANSITION TO ATTEMPT ANOTHER APPROACH IF DESIRED. 
SEE 8260-1 0 
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- - 

U.S. DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRAT~ON 
VOR STANDARD INSTRUMENT APPROACH PROCEDURE 

FLIGHT STANDARDS SERVICE - -TITLE 14 CFR PART 97.23 

Bearings, headingssurs&, and radials are magnetic. Elevations and altitudes are in feet, MSL, 
except HAT, HAA, TCH, and RA. Altitudes are minimum altitudes unless otheMlise indicated. 
Ceilings are in feet above aiport elevation. Distances are in nautical miles unless otherwise indicated, 
exceot visibilities which are in statute miles or in feet RVR. 

-- 

NOTES, (CONT.): 
CHART NOTE: WHEN LOCAL ALTIMETER SElTlNG NOT RECEIVED, USE BAINBRIDGE ALTIMETER SETTING AND 
INCREASE ALL MDA 100 FEET. INCREASE S-18 CAT B AND CIRCLING CATS BID VISIBILITY 114 MILE AND 
S-18 CATS CID AND CIRCLING CAT C VISIBILITY 112 MILE. INCREASE WAPlM FIX MINIMUMS S-18 CATS CID 
AND CIRCLING CAT C VISIBILITY 114 MILE. 
CHART PLANVIEW NOTE: NOPT FOR ARRIVALS ON SZW VORTAC AIRWAY RADIALS 288 CW 088. 

4 
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PC&\= 

SUP: 

AMDT: I l B  

DATED: 05/05/2011 

FAA FORM 8260-10 1 April 2006 (Computer Generated) PAGE 2 OF 2 PAGES 

PROCEDURE NO./ AMDT NO.IEFFECTIVE DATE: 
VOR RWY 18, AMDT 12 

FACILITY 
IDENTIFIER: 

SZW 

CITY AND STATE 
TALLAHASSEE, FL 

ELEVATION: 83 THRE: 83 

AIRPORT NAME: 

TALLAHASSEE RGNL 



ERNATE MINIMUMS NOTE: NA WHEN CONTROL TOWER CLOSED. 

. AMENDED FINAL COURSE FROM 172.87 TO 172.85. 

. AMENDED DlST FAF TO MAP AND DlST FAF TO THLD FROM 8.69 TO 8.64. 
AMENDED S-I8 MDAIHAT FROM 7601679 TO S-18 MDAlHATH 7801697. 
. AMENDED S-18 VISIBILITY FROM 2 114 TO 2. . AMENDED S-18 CIRCLING MDAlHAA FROM 7601679 TO 7801697. . AMENDED WAPlM FIX MINIMUMS S-18 HAT FROM 459 TO HATH 457. 
. AMENDED WAPlM FIX MINIMUMS CAT C VISIBILITY FROM 1 114 TO 1 318, CAT D FROM 1 112 TO 1 318. 
. AMENDED WAPlM FIX MINIMUMS CATS AlBlC HAA FROM 499 TO 497 AND CAT D HAA FROM 559 TO 557. 

25. ADDED PLANVIEW NOTE: NOPT FOR ARRIVAL ON SZW VORTAC AIRWAY RADIALS 288 CW 088. 

REASONS. 
REASONS CONT. 
15. NO LONGER REQUIRED. SZW MONITORED 24 HOURS AT AOCC. 
16. ALTERNATE MINIMUMS NOT AUTHORIZED USING REMOTE ALTIMETER SOURCE. 
17. OPTIMUM COURSE COMPUTED FROM UPDATED SZW VORTAC AND THRESHOLD LOCATIONS. 
18. COMPUTED FROM UPDATED SZW VORTAC AND THRESHOLD LOCATIONS. 
19. COMPUTED USING UPDATED THRESHOLD ELEVATION AND DOCUMENTED AS HATH IAW CURRENT POLICY. 
20. COMPUTED IAW TERPS CHANGE 20. 
21. COMPUTED USING UPDATED AIRPORT ELEVATION VALUE. 
22. COMPUTED USING UPDATED THRESHOLD ELEVATION AND DOCUMENTED AS HATH IAW CURRENT POLICY. 
23. COMPUTED IAW TERPS CHANGE 20. 
24. COMPUTED USING UPDATED AIRPORT ELEVATION VALUE. 
25. IAW FAA0 8260.19. 

WHITEOUT CORRECTIONS 
1. CHANGES LISTED ON BACK OF PAGE 2 EDITED TO APPEAR AS SEPARATE LINES. 
2. ADDED BACK-UP ALTIMETER ADJUSTMENT TO THE 8260-9, BLOCK 3. \$ p,n i: 

4 
Q *c* 



STANDARD INSTRUMENT APPROACH PROCEDURE DATA RECORD 

I YAK I - A I KUL I IVN DATA 
I. APP SEGMENT I FROM I TO I OBSTRUCTION ( COORDINATES I ELEV. MSL~ ROC I ALT. ADJUSTMENTS I MIN. ALT 

WAPlMlSZW 6.60 (I. AAO ~302933.00~10842040.80~ 1379 (ZC) 1 250 1 ~ ~ 1 3 2  1780 FINAL 1 szw VORTAC , . . . . .. - - - - -. - - 

1 1 DME I 

I TALLAHASSEE, FL IAIRPORT NAME: I SZW VORTAC 
TALLAHASSEE RGNL 

1 VOR RWY 18, AMDT 12 

I I I I I I 
FAA Form 8260 - 9 I April 2006 (Computer Generated) PAGE I OF I PAGES 



PART C - REMARKS: 
PRECIPITOUS TERRAIN EVALUATION COMPLETED. 

2. KTLH ASOS ON SERVICE A. KBGE AWOS ON SERVICE A. 
3. KBGE 24-HR BACK-UP. 
5. VGSl DATA: 3.00455.0. 

SEE ATTACHED AIRSPACE LETTER. 

100 FOOT TREES USED PER EASTERN FPT. 

RASS (PRESSURE PATTERNS ARE THE SAME): 
KTLH 83.2, KBGE 141.3 
RA = 94.68 
RASS ROUNDED UP TO 100 FEET FOR ALL MDA AND PUBLISHED 
AS A NOTE. 

TERPS, VOLUME 1, VISUAL PORTION OF FINAL PENETRATIONS: 
(EASTERN FPT NOTIFIED 06/05/2012) 
34:l PENETRATIONS: 
133 TREE (KTLHT4143) 302459.58N10842138.18W (1 2.06) 
129 TREE (KTLHT4076) 302459.00N10842126.03W (10.07) 
140 TREE (KTLH0060) 302502.62N10842139.48W (10.00) 
132 TREE (KTLH0058) 302500.02N10842137.75W (9.76 
129 TREE (KTLH4140) 302459.53Nl0842136.25W (8.261 
135 TREE (KTLH0059) 302501.91 N10842140.63W (7.08) 
128 TREE (KTLHAO29) 302459.59N10842138.16W (7.03) 
128 TREE (KTLHAOBO) 302459.68N10842137.36W (6.78) 
126 TREE (KTLH0055) 302459.14N10842126.11 W (6.65) 
125 TREE (KTLHT4071) 302458.79Nl0842139.50W (6.38) 
125 TREE (KTLHT4120) 302459.34N10842135.71W (4.83) 
123 TREE (KTLHT4072) 302458.87N10842135.46W (4.23) 
124 TREE (KTLHA027) 302459.39N10842136.56W (3.66) 
129 TREE (KTLHT4225) 302501 .I 2N10842139.68W (3.45) 
123 TREE (KTLHT4114) 302459.29N10842135.25W (2.99) 
122 TREE (KTLHT4049) 302459.07Nl0842135.56W (2.64) 
123 TREE (KTLHT4129) 302459.42N10842135.63W (2.60) 
121 TREE (KTLHT4063) 302458.75N10842135.48W (2.59) 
122 TREE (KTLHT4104) 302459.1 8N10842135.25W (2.32) 
122 TREE (KTLHT4109) 302459.25N10842135.87W (2.1 0) 
123 TREE (KTLHT4150) 302459.66N10842135.55W (1.89) 
120 TREE (KTLHT4061) 302458.78N10842127.76W (1.68) 
120 TREE (KTLHT4081) 302458.96N10842135.45W (0.97) 
125 TREE (KTLHT4207) 302500.73N10842136.29W (0.69) 
114 TREE (KTLHT4047) 302457.13N10842137.48W (0.35) 
121 TREE (KTLHT4138) 302459.52N10842134.79W (0.32) 
121 TREE (KTLHT4141) 302459.56Nl0842135.86W (0.18) 

XP20 - RETAIN 540 MSL MDA 

&P%JP 
4 

PART B - SUPPLEMENTAL DATA 
1. COMMUNICATIONS WITH: 

ZJX ARTCC 
TLH APP CON 

SATISFACTORY 
X I v H  F 

3. ALTIMETER SETTING 
S0URCE:KTLH I KBGE 

DISTANCE: 0 137.46 
HOURS REMOTE OPERATION: 

24 /BACKUP 

ADJUSTMENT: 0 194.68 

2. WEATHER SERVICE 

ON: 
X IU H F I IH F 

4. 
MONITOR 
STATUS 

5. 
APPROACH 
liRUNWAY 
LIGHTING 

N W S  

F A A  

A1 C 

OTHER: 
ASOS 

PRIMARY NAVAID: SZW VORTAC 

MONITOR POINT: AOCC 

LOCATION: KTLH 

HRS 
OPTN: 

X 

X 

X 

6. RUNWAY 
MARKINGS 

7. RUNWAY 
VISUAL 
RANGE 

8. GLIDE 
PATH 

I 24 
CAT3 I 

ALSF-2 27 

(S) SALS 

MALSR 36 (PCL) 

HlRL 27 (PCL), 18 (PCL), 36 (PCL), 09 (PCL) 

BASIC 
ALL WEATHER PIR-G 27,18,36,09 
INSTRUMENT 
APPROACH 27,36,09 

MIDFIELD 
ROLLOUT 

MlRL 

X IREIL 18 (PCL), 09 (PCL) 

x 1 ~ ~ 2 2 7  

x (CIL 27,09 

GP ANGLE: 
DISTANCE FROM RWY: 

9. FINALAPPROACH 
COURSE AIMING 

X 

ELEV RWY THRESHOLD: 
ELEV GP ANTENNA: 
THRESHOLD CROSSING HEIGHT 

OTHER (SPECIFY) 
PAPI-4L 27 (PCL), 18 (PCL), 36 (PCL), 09 (PCL) 

x 
x 

RUNWAY THRESHOLD FT. FROM THRESHOLD 

ON CENTERLINE FT. FROM CENTERUNE 

10. WAIVERS: NONE 

PART D - PREPARED BY: 
PETER R. GUIMOND 

TITLE: 
AERONAUTICAL INFORMATION SPECIALIST 

DATE: 
061221201 2 

OFFICE: 
AJV-352 












